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UNITED STATES 

i 1,713,153 

PATENT OFFICE. 
GEORGE S. WEBBER, OF CHICAGO, ILLINOIS. 

OENTIFICATION AG. 

Application filed February 23, 1928. Serial No. 256,423. 
This invention relates particularly to iden 

tification-tags adapted to be attached to key 
rings. 
The primary object is to provide anim 

proved identification-tag equipped with a 
mailing-card. It is intended that the card 
shall bear the owner's address and shall be 
stamped, ready for mailing. 
The invention is illustrated in a preferred 

embodiment in the accompanying drawing, 
in which 

Fig. 1 is a plan view of the improved de 
vice; Fig. 2, a transverse section taken as in 
dicated at line 2 of Fig. 1; Fig. 3, a view 
showing the device opened; and Fig. 4, a lon 
gitudinal section taken as indicated at line 
4 of Fig. 1. . . . . 
In the illustration given, A and A' desig 

nate a pair of substantially flat housing 
plates; B, an intervening mailing-card, or 
identification-card; C, an eyelet, or tubular 
rivet, connecting the plates and intervening 
card pivotally near one edge, or end; and D, 
a key-ring (shown as a chain) which engages 
the eyelet and carries a key D'. 
The plates and card preferably are of the 

same size and outline. Preferably, they are 
oblong in shape and have one end rounded 
and perforated to receive the tubular rivet. 
Cards of this shape are adapted to receive a 
postage stamp and may be no larger than a 
stamp. 
The card is of substantial thickness and of 

suitable material, such as cardboard or paper 
of good quality. The ends of the tubular 
rivet are spun over or upset against the outer 
surfaces of the plates at their pivotal portions. 
The riveting is such as to produce pressure of 
the plates upon the intervening card and cre 
ate considerable friction at the pivotal joint. 

Preferably the plates are provided with 
out-struck central ribs 1 which extend paral 
lel with the lateral edges of the plates. 
Thus, the ribs are so disposed that when 

the plates are grasped between thumb and 
fingers, the plates may be swung in their own 
planes in opposite directions to open the tag, 
it being noted that the pivot is transverse, or perpendicular to plates. 

The plate A is shown provided at the end 
Opposite the pivot with an integral clasp 2 in 
the form of a lug which is bent into U-form 
and embraces the margin of the plate A. 
The mailing-card is provided with an ad 

dress and postage-stamp, as shown. 
If desired, additional cards like th e card B 
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may be inserted back of the mailing-card. 
These additional cards may be blank cards, 
suitable for receiving pencil memoranda, 
which may be erased from time to time, if 
desired. - 

The plates may be formed from sheet alu 
minum or other sheet-metal and may be plat ed, if desired. 

Plates of this construction protect the cards 
enclosed within against the hard usage to 
which the plates are exposed. 

Instructions may be stamped or impressed 
upon the metal plates, such as, for example, 
“Finder please mail-stamp and address in 
side.’ 
With the arrangement shown, it will be ob 

served that it will not be necessary to stamp 
many words upon the plates because most of 
the necessary information can be placed upon 
the cards inside and, furthermore, this in 
formation may be changed from time to time. 

60 

65 

70 

The device is simple, cheap and well adapted 
to its purpose. It may be attached to a hotel 
key, or to a set of keys carried in the pocket. 
When occasion requires, the device may be 
opened and will serve in this condition as a mailing-tag. 
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Minor changes may be made without de 
parture from the invention; hence, no undue 
limitation should be understood from the de 
tailed description given. 
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What I regard as new, and desire to secure 
by Letters Patent, is: - 
An identification-tag comprising a pair Qf 

plates and an intervening card, and a trans 
90 

verse tubular rivet pivotally and frictionally 
connecting the plates and card, said plates 
having outwardly struck ribs to facilitate 
opening the device. - 

GEORGES, WEBBER. 


