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UNITED STATES PATENT OFFICE. 
WILLIAM J. CAREY, OF TRENTON, NEWJERSEY. 

WRAPPING, TWISTING, AND POLISHING MACHINE. 

No. 93O,O39. 

Application filed November 2, 1908. 

To all rhom it may concern: 
Be it known that I WILLIAM J. CAREY, a 

citizen of the United States, and a resident of 
Trenton, in the county of Mercer and State 
of New Jersey, ligye invented a new and In 
proved Wripping, Twisting, and Polishing 
Alachine, of which the following is a full, 
clear, and exact description. 
The invention relates to machines for spi 

rally wrapping paper or other insulating ma 
terial around wires, and its object is to pro 
vide a lew and in proved wrapping, twisting 
and polishing in: ciline, arranged to cover a 
plurality of wires or cores with paper or like 
Wrapping it it ("rial, and then polish the cov 
ered cores and twist the same into a single 
strand, in exceedingly simple manner 
ind at one peration. 
The invention consists of novel features 

and parts and "t binations of the sale, 
which will be nore fully described hereinaf 
ter and then pointed out in the claims. 
A practical elodinent of the invention 

is represented in the accompanying draw 
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ings for sing a part of this specification, in 
which similar characters of reference indi 
cate corresponding parts in all the views. 

Figure 1 is a side elevation of the improve 
ment: Fig. 2 is a cross section of the same on 
the line 2-2 of Fig. 1: Fig. 3 is a plan view of 
the salme: Fig. 4 is an enlarged sectional plan 
view of the polishing device, the section be 
ing on the line 4-i-4 of Fig. 1: Fig. 5 is a sini 
lar view of the wrapping devices, the section 
being on the line 5-5 of Fig. 1: Fig. 6 is a 
likeyiew of the improvenient on the line 6-6 
of Fig. 1; Fig. 7 is an enlarged plan view of 
one of the wrapping devices and the stop mo 
tion, the latter heing in actuating position; 
Fig. S is a side elevation of part of the stop 
iction, looking in the direction of the line 
N-S of Fig.5: and Fig. 9 is an enlarged plan 
view of the winding up device for the coy 
ered and polished strand. 
On the base A of a suitably constructed 

main frane is secured a vertical shaft B, on 
which is mounted to turn the twisting frame 
C, carrying in its lower portion the spools D, 
1), preferably located on opposite sides of the 
shaft B, and from the said spools I), D un 
wind the wires or cores E, E, around which 
tre spirally wound the strips of paper or 
other wrapping materials E, E' by the use of 
wrapping devices F, F, arranged on the re 
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volving twisting frame Con opposite sides of 
the shaft Band directly above the spools D, 
D, as plainly shown in Figs. 1 and 2. Tie 
wrapped cores E, E, after leaving the wrap 
ping devices F, F pass upward and through 
the polishing heads G, G arranged on the 
twisting frame C above the wrapping de 
vices F, F, and serving to polish the wrapped 

The wrapped cores E, E, af 
ter leaving the polishing heads G, G extend 
upward and pass over guide rollers H, II, 
journaled on the twisting frame' C, and the 
wrapped and polished cores. E, E° converge 
from the guide rollers H, H to an eye I held 
centrally on the top of the revolving twisting 
frame C, so that the wrapped and polished 
cores E, E are twisted together to form a 
single strand E, which passes through the 
eye I and extends upward and passes over a 
driven grooved drawing wheel Jjournaled on 
the top A' of the main frame. The strand 
E° extends from the drawing wheel J down 
ward, then passes under a guide roller K", to 
finally wind up on a spool L of a winding-up 
device K. Movement is given to the twist 
ing frame C, the drawing wheel J and the 
winding up device K from a main shaft N, 
journaled in suitable bearings on the base A, 
and the said main shaft N is provided with 
fast and loose pulleys N', Niconnected by a 
belt N (see Fig. 1) with other machinery for 
rotating the pulleys N', N. 
On the inner end of the main shaft N is se 

cured a bevel gear wheel N in mesh with a 
bevel gear wheel O' secured on a vertically 
disposed shaft O, journaled in suitable bear 
ings arranged on the base A and the top A 
of the main frame. The bevel gear wheel O' 
(see Fig. 2) is in mesh with a bevel gear wheel 
P, secured on a shaft P, journaled in suitable 
bearings on the base A, and on the inner end 
of the shaft P is secured a bevel gear wheel 
P in mesh with a bevel gear wheel C" secured 
to the under side of the twisting frame C, 
and arranged loosely on the fixed shaft B. 
Now when the belt N is in engagement with 
the fast pulley N' and the main shaft N is 
rotated, then a rotary motion is given to the 
shaft O by the gear wheels N, O, and a ro 
tary motion is transmitted to the shaft P by 
the gear wheels O, P, and the rotary mo 
tion of the shaft P is transmitted by the gear 
wheels P and C to the twisting frame C, to 
turn the latter in the direction of the arrow a' 
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The spools D, D are journaled in learings 
D', secured to the upper faces of spur wheels 
D, mounted to rotate on the twisting frame 
C, and in mesh with intermediate gear 
wheels D* in its with a gear wheel B" st 
cured to the fixel central shaft B, as plainly 
indicated in Fig. 5. Now when the twisting 
frame ( is rotate in the direction of the ar'- 
row a' thin the rear wheels D* an with tilt in 
the spils D are carried oily arolini, anti 
as the gear wheels D are in mesi with tint. 
gear wherls D* anti the latter are in mit sh 
with the fixed gear wheel B", it is evil ent a 
rotary notion is given to the gear wheels D' 
and to the learings D' carrying the spools D, 
to r state the same in the tirection of the air 
row l', that is, in the invirise direction in 
which the frame C is turning. By the air 
rangement described, the wires or cores E 
are prevente from lieing individually twist 
ed and consequently weakened when the ma 
chine is in use. 
The wires or cores E, E, unwinding from 

the spools D, D, extend upwar through eyes, 
('carried on the twisting frame C, and on the 
eyes ('' are mounted to rotate loosely disks 
or supports F carrying the wrapping de 
vices F, F, both alike in construction, so that 
it suffices to describe but one in detail. On 
the under side of each support F is secured a 
pinion E in mesh with a gear wheel B fixet. 
on the stationary shaft, B, so that when the 
frame C is rotated in the direction of the ar 
row a', as previously explained, then a rotary 
motion is given to the supports F in the di 
rection of the arrow c' (see Fig. 5), to spirally 
wrap the wrapping materials E, E' around 
the cores E, E. On each of the supports F. 
is attached a bracket F carrying a Nizh 
tally-disposed bolt (, on which is mounted 
the roll of paper or other wrapping material 
E" (see Fig. 2), and in order to prevent the 
wrapping material E" from unwinding too 
fast, a friction device is provided, consisting 
of a disk Q held on the bolt Q and presset 
against the roll of wrapping material by a 
spring Q coiled on the bolt and resting on 
nuts Q' on the outer end of the bolt C. Thus 
by adjusting the nuts Q' the tension of the 
spring Q is regulated, to press the disk Q 
with more or less force against the face of the 
roll of wrapping material E, to prevent the 
latter from unwinding too fast, at the same 
time winding the wrapping material around 
the core E with sufficient tension to securely 
hold the wrapping material in place on the 
corresponding core E. On the upper ent of 
the bracket F is arranged an eye F in verti 
cal alinement with the eye C", and through 
the eye F. RS the wrapped core E°, to 

through an eye (" held on the then pass 
twisting frame C in a linement with the eyes 
F and C, as plainly indicated in Fig. 2. 
The wrapped cores E after leaving the 

eyes C pass through the polishing heads G, 
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alike in construction, and each arranged as 
follows: Each covered core E' passes be 
tween polishing blocks G' of wood or other 
suitable material, and attached to the upper a 

free ends of springs G', secured at their lower 
ends on a support (*, provided with bolts 
G, engaging the springs: G at or near the 
middle the ref, to give more or less tension 
to the springs with a view to cause the blocks 
G' to engage the wrase core with sufficiet 
force to (lish the sinue and to cause the 
wrapped laterial E t ( i Ily adhere to tige 
core. "I he siii). If G is sected title upper 
face of a gear wheel noited t: 'itate 
loosely on the cy'e (*, *.d in aesli with a 
gear wheel 3 (see rig, -) fixed (): the shaft 
B, so that when the twisted fraine is ro 
tated in the directics of the art')\\ u', as 
previously inentioned, then the ge; wheels 
G roll of on the fixed gear wheel B, thus 
turning the polishing heads G and thereby 
rotating the bioeks G around the covered 
core for tie purpose previs)usly mentioned. 
By the arrangement described, the polishing 
heads G are rotated, to cause the polishing 
blocks G' to give a high polish to the wrap 
ping material, and to cause the same to 
firmly adhere to the core. 
The drawing wheel J is geared with the 

shaft () previously mentioned, and drive: 
from the main shaft N, and for this purpose 
the shaft O is provided lear its upper end 
with an adjustable worn wheel O', fastened 
in place by a set screw O' and in esh with a 
worm gear O secured on a shaft O, journaled 
in a bracket A secured by a set screw A* on a 
vertical rod A, forming part of the main 
frame A (see Fig. 1). On the shaft O is 
secured a gear wheel O' in innes with a 
pinion O secured on a shaft () joirhaled in 
suitable bearings on the top A' of the main 
frame, and on the said shaft ( is secured a 
gear wheel O' in mesh with a gear wheel i? 
Secured to ol' formed on one face of the di'aw 
ing wheel J. Now when the machine is 
running and the shaft O is rotated, then the 
worm wheel O' in mesh with the wortin gear 
O rotates the shaft O', which by the gear 
wheel O' and pinion O' rotates the sla?t O. 
and the latter by the gear wheels ()' and , 
rotates the drawing wheel J in the direction 
of the arrow d", to draw the strand E* up 
ward, thus causing an upward pull on tie 
cores E, to unwind the same from the spoils 
D and to cause the cores to move upwari 
through the wrapping devices I and tie 
polishing heads G for the purpose previously 
explained. By having the worlin O' adjust 
able on the shaft () and the bracket A at:- 
justable on the rod A', a gear wheel O' (i 
larger or smaller diameter may be used, to 
rotate the drawing wheel J with more or less 
speed, according to the nature of the cores, 

and the wrapping materials E spirally 
Wrapped around the said cores. 
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to turn loosely on its shaft K3, so as to be free 

at its upper end on the side of the twisting 
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The winding up device K is mounted on a 
frame K (see Figs. 1 and 9), carrying adjust 
able bearings I' for the shaft L of the wind 
ing up spool I, to permit of conveniently re 
moving the spool when filled and to replace 
the same E. an empty one whenever it is 
necessary. On the shaft II of the spool L is 
secured a pulley L, connected by a cross belt 
L with a pulley P on the shaft P, previously 
mentioned, so that when the machine is 
running and the shaft P is rotated then a 
rotary motion is given to the spool I, to wind 
up the strand E°. The strand E° between the 
pulley K' mounted on the shaft K, and the 
spool I, passes over a traverse R mounted to 
travel on a traverse screw R' journaled in the 
frame K", and provided with a pulley R* con 
nected by a belt R3 with a pulley R', secured 
on the spool shaft L', so that when this shaft 

is rotated a rotary motion is given to the 
move transversely and thereby-lay the con 
volutions of the strand E° on the spool L, one : 
alongside the other forward and backward, 
as will be readily understood by reference to 
Fig. 9. The pulley K' is preferably mounted 
to slide transversely on the said shaft to fol 
low the traverse R. 

In order to shift the belt N from the fast 
pulley N onto the loose pulley N, in case 
either of the wrapping materials E breaks, 
the following stop motion is provided, con 
trolled from the Wapping devices F: The 
wrapping material E of each wrapping de 
vice F, after unwinding from its roll, passes 
over a horizontal arm S (see Figs. 5 and 7) on 
the upper end of a vertical shaft S' journaled 
on the support F. The wrapping material 
after leaving the arm Spasses down and 
under an arm S fixed on the support F., and 
from this arm S the wrapping material ex 
tends up and to the core E, directly under the eye F. In case the wrapping material breaks 
between its roll and the core E, then the 
swing arm S swings back by the centrifugal 
force of the rotating support F, until the arm 
S is stopped on a stop pin S”, held on the sup 
port F (see Fig. 7). The arm Snow projects 
radially beyond the support F, and its outer 
end is now in the path of a latch S, fulcrumed 
frame C (see Fig. 8). The lower end of the 
latch Snormally engages and locks one end 
of a lever T, fulcrumed at T on the side of 
the twisting frame C, and pressed on by a 
spring T, to hold the lever T normally in 
locking engagement with the latch S, as 
shown in Fig. 8. On the outer end of the 
lever T is held a horizontally-disposed pin 
T, normally clearing the upper end of a pin 
U on an arm U", secured to a vertical shaft V 
journaled in suitable beings on the main 
frame, and on this shaft W is secured a hori 

3 

gaging an upright shifter arm V' secured on 
the shifter shaft V, carrying a shifting fork 
V, engaging the belt N', for shifting the 
latter from the fast pulley N' to the loose 
pulley N', or vice versa, according to the 
direction in which the shifter arm W is 
moved. 
The shaft V is pressed on by a torsion 

spring V', to hold the hook, arm V' normally 
in engagement with the shifter arm V, and 
the shaft Wis pressed on by a torsion spring 
V", to turn the shaft V assoon as the hook 
arm V' releases the shifter arm V*, so that the 
shifting fork V moves the belt N8 from the 
fast pulley N, to stop the machine. A stop 
armV on the arm Vlimits the return swing 
ing motion of the shifter shaft V, so that the 
belt N remains on the loose pulley N, and a 
stop arm V* (see Fig. 6) limits the swinging 
motion of the shaft V. When the machine 

: is running the hook arm V engages the 
shifter arm V*, so that the shifting fork V 
holds the belt N' on the fast sulley N. Now 
when the wrapping material E of either 
wrapping device F breaks then the arm S 
swings outward, as previously explained and 
shown in Fig. 7, so that this arm strikes the 
latch S and swings the same out of engage 
ment with the lever T, whereby the latter is 
unlocked and swings into the position shown in dotted lines in Fig. S. When this takes 
place, the pin T moves downward into the 
path of the pin U, and carries the latter 
along, so that the shaft V is turned and with 
it the hook arm W, whereby the latter re 
leases the shifter arm V* and the spring V 
now turns the shaft V', so that the shifting 
fork V shifts the belt N* from the fast pulley 
N' onto the loose pulley N, and the machine 
comes to a stop. The operator now makes 
the necessary repairs to the broken wrapping 
material E', and swings the arm S back for 
engagement by the wraping material, as 
previously explained. The olerator also 
swings the lever T back into engagement 
with the latch S and shifts the arm V', so 
that the latter is reéngaged by the hook arm 
W' and the shifting fork V moves the belt N* 
from the loose pulley N* back onto the fast 
pulley N', to restart the machine. 

Having thus described my invention, I 
claim as new and desire to secure by Letters 
Patent: . 

1. A machine of the class described, com 
prising a main frame, a vertical shaft fixed 
in the main frame, a revoluble frame, a gear 
wheel secured to the under side of the revo 
luble frame and mounted to turn loosely on 
the fixed shaft, a main shaft, a driving con 
nection between the main shaft and said gear 
wheel, spur wheels mounted to rotate on the 
revoluble frame, a gear wheel secured to the 
said fixed shaft, intermediate gear wheels 
in mesh with said spur wheels and said fixed 

65 zontally-extending hook arm V'normally en- gear wheel, bearings secured to the upper 
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faces of said spur wheels, core-carrying spools 
journaled in said bearings and carrying the 
cores to be covered, wrapping devices 
mounted on the said revoluble frame and 
through which pass the said cores, the wind 
ing devices spirally wrapping the wrapping 
material around the cores, and a central eye 
on the said revoluble frame for twisting the 
wrapped cores into a single strand. 

2. A machine of the class described, com 
prising a main frame, a vertical shaft fixed 
in the main frame, a revoluble frame, means 
for rotating the same, core carrying spools 
mounted on the said frame and carrying the 
cores to be covered, eyes carried on the revo 
luble frame and through which the cores ex 
tend, supports mounted to rotate loosely on 
said eyes, a pinion on the underside of each 
support and in mesh with a gear wheel fixed 
to said stationary shaft, wrapping devices 
consisting of brackets on said supports, hori 
zontally disposed bolts carried by said 
brackets and on each of which is mounted a 
roll of wrapping material, and a friction de 
vice held on each of said bolts, the said wrap 
ping devices spirally winding the wrapping 
imaterial around the cores, a central eye on 
the said revoluble frame for twisting the 
wrapped cores onto a single strand, and a 
drawing device engaging the strand for im 
parting movement to the cores and the wrap 
ping material and for drawing the strand 
along. 

3. A machine of the class described, com 
prising a revoluble frame mounted to turn 
on a stationary shaft, core-carrying spools 
mounted on the said frame on opposite sides 
of the said shaft, wrapping devices mounted 
on the said frame on opposite sides of the 
said shaft and geared with the latter to ro 
tate the wrapping devices on rotating the 
said frame, the said cores passing centrally 
through the said revolving wrapping devices 
and the latter spirally winding the wrapping 
materials around the cores, polishing 
comprising supports, mounted on the said 

heads 

frame on opposite sides of the said shaft and 
geared with the latter, for rotating the sup 
ports, springs secured at their lower ends on 
said supports, polishing blocks attached to 
the free ends of said springs, and means for 
regulating the tension of said springs, the 
SR cores passing centrally RE, the 
Sal( 

for twisting the wrapped cores into a single 
strand. 

heads after leaving the said wrapping 
devices, and a central eye on the said frame 

4. A machine of the class described, com- - 
supports mounted to rotate loosely on the prising a revoluble frame mounted to turn 

on a stationary shaft, core-carrying spools 
mounted on the said frame on opposite 
sides of the said shaft, eyes carried on said 
frame, supports mounted to rotate loosely 
on the eyes, on opposite sides of the said 
shaft and geared with the latter to rotate 
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the supports on rotating the said frame, 
wrapping devices carried by said supports 
and rotating there with, the said cores pass 
ing centrally through the said revolving 
winding the wrapping materials around the 
cores, a central eye on the said frame for 
twisting the wrapped cores into a single 
strand, a driving gear for the said frame, and 
a stop motion controlled by the winding 
mechanism and connected with the said 
driving gear to stop the latter on the break 
ing of the wrapping material. 

5. A machine of the class described, com 
prising a revoluble frame mounted to turn 
on a stationary shaft, core-carrying spools 
mounted on the said frame on opposite 
sides of the said shaft, eyes carried on said 
frame, supports mounted to rotate loosely 
on the eyes, on opposite siles of the said : 
shaft and geared with the latter to rotate 
the said supports on rotating the said frame, 
wrapping devices carried by said supports 
and rotating there with, the said cores bass 
ing centrally through the said revolving 
wrapping devices and the latter spirally 
winding the WTapping materials around the 
cores, a central eye on the sail frame for 
twisting the wrapped cores into a single 
strand, a drawing and \\ inding up device for 
the said strand to draw the cores along, and 
means for changing the speed of the said 
drawing and W inding up line challisin. 

6. A machine of the class described, con 
prising a revoluble frame lounted to turn 
on a stationary shaft, core-carrying spools 
mounted on the saic frame on opposite sides 
of the said shaft, eyes carried by said frame, 
supports mounted to rotate loosely on the 
eyes, on opposite sides of the said shaft and 
geared with the latter to rotate the said sup 
ports on rotating the said frame, wrapping 
devices carried by said supports all rotat 
ing therev, ith, the said cores passing cen 
trally through the said revolving wrapping 
devices and the latter spirally winding the 
wrapping materials around the cores, a cen 
tral eye on the said franc for twisting the 
wrapped cores into a single strand, a grooved 
W E. over which passes the said strand after 
leaving the said eye, a gearing for driving the 
said frame, and a gearing for driving the said 
wheel. 

7. A machine of the class described, con 
prising a revoluble frame mounted to turn 
on a stationary shaft, core-carrying spools 
mounted on the said fraine on opposite sides 
of the said shaft, cyes carrie by saic frame, 

eyes, and located on opposite sides of the said 
shaft and geared with the latter to rotate the 
said supports on rotating the said frame, 
wrapping devices carried by said supports 
and rotating there with, the said cores passing 
cent rally through the said revolving wrap 

WE devices and the latter spirally 
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ping devices and the latter spirally winding. 
the wrapping materials around the cores, a 
central eye on the said frame for twisting the 
wrapped cores into a single strand, a groove! 
wheel over which passes the said strand after 
leaving the said eye, a winding up device for 
the said strand after leaving the said wheel, 
and a driving gear for the said frame, the said 
wheel and the said winding up device. 

8. A machine of the class described pro 
vided with a revoluble frame, a fixed shaft on 
which the said frame revolves, eyes carried 
on said frame, supports mounted to rotate 
loosely on the eyes, on opposite sides of the 
said shaft and geared with the same to rotate 
the said supports, wrapping devices carried 
by said supports and rotating therewith, and 
means for imparting lengthwise movement 
to the cores and centrally through the saic 
wrapping devices for the latter to wrap the 
wrapping material spirally onto the said 
(OS. 

9. A machine of the class described pro 
vided with a revoluble frame, a fixed shaft on 
which the said frame revolves, eyes carried 
on said frame, supports mounted to rotate 
loosely on the eyes, on opposite sides of the 
said shaft and geared with the same to rotate 
the said supports, wrapping devices carried 
by sail supports and rotating there with, 
means for imparting lengthwise movement 
to the cores and centrally through the said 
wrapping devices for the latter to wrap the 
wrapping material spirally onto the said 
cores, a driving gear for the said frame, and a 
stop motion controlled by the wrapping ma 
terials of the said wrapping devices and con 
nected with the said driving gear, to stop the 
frame on the breaking of one of the wrapping 
materials. 

10. A machine of the class described, pro 
vided with a revoluble frame, a driving gear 
'for the same and having fast and loose pull 
leys and a driving belt, a revoluble wrapping 
device mounted on the said frame and pro 
vided with a swing arm over which passes the 
wrapping material, a stop for the said swing 
arm, a spring-pressed lever, means for nor 
mally locking the same, the said locking 
means being controlled by the said swing 
arm, a belt-shifting device for the said belt 
and means actuated by the said lever when 
the latter is released for controlling the said 
belt shifting device. 

11. A machine of the class described pro 
vided with a revoluble frame, a driving gear 
for the same and having fast and loose pull 
leys, and a driving belt, a revoluble wrapping 
device mounted on the said frame E. pro 
vided with a swing arm over which passes the 
wrapping material, a stop for the said swing 
arm, a spring pressed lever a device for nor 
mally locking the lever and controlled by 
said swing arm, a spring controlled shaft 
mounted to turn, a spring pressed belt shift 

5 

ing mechanism, means on said shaft for nor 
mally holding saic mechanism in position, 
and means for turning said shaft iron said 
levci when the latter is released to release the 
sai belt shifting mechanism. 

12. A machine of the class (lescribed, pro 
vided with a revoluble frame, a driving gear 
for the same and having fast and loose pull 
leys and a driving belt, a revoluble wrapping 
device mounted on the said frame and pro 
vided with a swing arm over which passes the 
wrapping material, a stop for the said swing 
arm, a shaft, a hook arm on the said shaft, 
means controlled by the said swing arm for 
turning said shaft, and a spring-pressed belt 
shifting mechanism normally held in position 
by the said hook arm. 

13. A machine of the class described, pro 
vided with a revoluble frame, a driving gear 
for the same and having fast and loose pull 
leys and a driving belt, a revoluble wrapping 
device mounted on the said frame and pro 
vided with a swing arm over which passes 
the wrapping material, a stop for the said 
Swing arm, a latch on the said frame and 
adapted to be engaget by the said swing 
arm, a spring-pressed lever mounted on the 
said frame and normally locked in place by 
the said latch, a shaft outside of the path of 
the revoluble frame and adapted to be 
turned by the said lever when the latter is 
released, a hook arm on the said shaft, and 
it, SEES' belt shifting mechanism normally held in position by the said hook 

. 

14. A machine of the class described, pro 
vided with a revoluble frame, a driving gear 
for the same having fast, and loose pulleys 
and a driving belt, a revoluble wrapping de 
vice mounted on the said frame and pro 
vided with a swing arm over which passes 
the wrapping material, a stop for the said 
swing arm, a latch on the said frame and 
adapted to be engaged by the said swing 
arm, a spring pressed lever mounted on the 
said frame and normally locked in place by 
the said latch, a pin carried at one end of 
said lever, a vertical shaft provided with an 
arm having a pin adapted to be engaged by 
the pin on the lever, when the lever is re 
leased, to turn the said shaft, a hook arm 
on the said shaft, and a spring pressed belt 
shifting mechanism normally held in posi 
tion by the said hook arm. 

15. In a machine of the class described, a 
main frame, a vertical shaft fixed in the 
main frame, a revoluble frame, means for 
rotating the same, eyes carried on the revo 
luble frame, supports mounted to rotate 
loosely on said eyes, a pinion on the under 
side of each support, and in mesh with a 
gear wheel fixed to said stationary shaft, 
and wrapping devices comprising brackets 
on said supports, a horizontally disposed 
bolt Sri E. each bracket, and on which 
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is mounted a roll of wrapping material, a 
disk held on the bolt, a CE; spring on the 
bolt for pressing the disk against the roll of 
wrapping material, means for adjusting the 
tension of said spring, and means for drawing 
the cores centrally through the said wrap-: 
ping devices. . 

16. In a machine of the class described, a 
main frame, a stationary shaft, a revoluble 

4. frame mounted to turn on said shaft, wrap 
ping devices on the said revoluble frame, 
eyes held on the said frame above the wrap 
sing devices, gear wheels mounted to rotate 
E. On the said eyes, supports on said: gear wheels, the said gear E. being in 
mesh with a gear wheel fixed on the sta 
tionary shaft, springs secured at their lower 
ends to each of said supports, polishing 
blocks carried by the upper or free ends of 
said springs, and means for drawing cores 
Nily through the said wrapping de 

vices and between the said polishing blocks. 
17. In a machine of the class described, a 

main frame, a vertical shaft fixed in the 
main frame, a revoluble frame mounted to 
turn on the fixed shaft, means for turning 
said frame, core-carrying spools mounted 
on the said frame and carrying the cores to 
be covered, wrapping levices mounted on: 
the revoluble frame and through which pass 
the said cores, eyes held on the revoluble 
frame above the wrapping devices, gear 
wheels mounted to rotate loosely on the said : 
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eyes, supports on said gear wheels, the said 
gear wheels being in mesh with a gear wheel 
fixed on the said stationary shaft, Springs 
secured at their lower ends to each of said 
supports, polishing blocks carried by the 
upper or free ends of said springs, and means 
for adjusting the tension of said springs, the 
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wrapped cores passing between said polish ing E. 
18. A machine of the class described com 

prising a main frame, a frame mounted to 
revolve on the main frame, core carrying. 
spools, mounted on the said revoluble frame 
and carrying the cores to be covered, eyes 
carried on the revoluble frame above the 
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core - carrying spools, Wrapping devices 
mounted to turn on the said eyes the cores 
passing through the said eyes and the said 
wrapping devices, the Wrapping devices 
spirally winding the wrapping material 
around the cores, eyes held on the revoluble 
frame above the wrapping devices, polishing 
heads mounted to turn on the said eyes for 
Phil the wrapped cores after the latter eave the said wrapping devices, guide 
rollers journaled on the revoluble frame 
above the polishing heads, and over which 
the cores pass, a central eye on the said 
revoluble frame to which the said wrapped 
and polished cores converge from said guide 
rollers for twisting the Type cores into a 
single strand, a drawing wheel carried by 
the main frame and over which the said 
strand passes from said eye, a winding up 
device to which the strand passes from the 
drawing roller, a main driving shaft, and 
means for imparting movement to the revo 
luble frame, the drawing wheel and the wind 
ing up device from said main shaft. 

Integtimony, whereof I have signed my 
name to this 'specification in the presence of 
two subscribing witnesses. . 

WILLIAM J. CAREY. 
Witnesses: 

WALIAM J. CONNOR, 
W. H. GERAGHTY. 
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