In a fluoride including waste water processing device which comprises a reaction vessel and a sedimentation vessel, a calcium compound adding device adds calcium compound in fluoride including waste water in the reaction vessel to react the calcium compound with fluoride of the fluoride including waste water to generate calcium fluoride. The sedimentation vessel has a bottom which is associated with a bottom of the reaction vessel through an opening hole. The fluoride including waste water is sent to the sedimentation vessel from the reaction vessel through the opening hole. The sedimentation vessel has an inclined bottom surface. The calcium fluoride is sent back, by a self-weight of the calcium fluoride, to the reaction vessel from the sedimentation vessel along the inclined bottom surface. An agitator aggregates the fluoride including waste water in the reaction vessel. A polymer solution adding device adds polymer solution in the fluoride including waste water in the reaction vessel. A supernatant liquid draining device drains supernatant liquid of fluoride including waste water from the sedimentation vessel.
CONCENTRATION OF FLUORIDE

REACTION TIME (hr)

CONCENTRATION OF FLUORIDE

FIG. 4
FIG. 5

CONCENTRATION OF CALCIUM FLUORIDE (%)
<table>
<thead>
<tr>
<th></th>
<th>First Experiment</th>
<th>Second Experiment</th>
<th>Third Experiment</th>
<th>Fourth Experiment</th>
<th>Fifth Experiment</th>
<th>Sixth Experiment</th>
<th>Seventh Experiment</th>
<th>Reference Example</th>
</tr>
</thead>
<tbody>
<tr>
<td>Concentration of Fluoride (mg/L)</td>
<td>3.0</td>
<td>4.5</td>
<td>3.8</td>
<td>3.9</td>
<td>4.8</td>
<td>3.2</td>
<td>3.2</td>
<td>10.5</td>
</tr>
<tr>
<td>Concentration of Calcium Fluoride (%)</td>
<td>3.0</td>
<td>3.8</td>
<td>4.1</td>
<td>4.0</td>
<td>4.3</td>
<td>3.9</td>
<td>3.9</td>
<td>−</td>
</tr>
</tbody>
</table>
FLUORIDE INCLUDING WASTE WATER PROCESSING DEVICE AND METHOD CAPABLE OF PROCESSING FLUORIDE INCLUDING WASTE WATER TO HAVE LOW CONCENTRATION OF FLUORIDE

BACKGROUND OF THE INVENTION

[0001] This invention relates to fluoride including waste water processing method and device. The fluoride including waste water is drained from such as factories for manufacturing semiconductor, factories for processing metal surface, factories for manufacturing stainless, and factories for manufacturing ceramics.

DESCRIPTION OF THE RELATED ART

[0002] In the manner which will be described more in detail, a conventional fluoride including waste water processing method comprises a reaction processing step of adding calcium compound in fluoride including waste water which is received in a reaction vessel while the fluoride including waste water is aggregated and of reacting the calcium compound with fluoride of the fluoride including waste water to generate calcium fluoride, a sedimentation processing step of adding coagulant in the fluoride including waste water which is sent to a sedimentation vessel from the reaction vessel and which is aggregated to sediment the calcium fluoride, and a supernatant liquid draining step of draining supernatant liquid of the fluoride including waste water from the sedimentation vessel.

[0003] Another conventional fluoride including waste water processing methods are disclosed in Japanese Unexamined Patent Publications (koukai) No. 241988/1985 and No. 166083/1985 and Japanese Examined Patent Publication (koukoku) No. 26755/1989. Each of these methods comprises a reaction processing step of adding calcium compound in fluoride including waste water which is received in a reaction vessel while the fluoride including waste water is aggregated and of reacting the calcium compound with fluoride of the fluoride including waste water to generate calcium fluoride, a sedimentation processing step of adding coagulant in the fluoride including waste water which is sent to a sedimentation vessel from the reaction vessel and which is aggregated to sediment the calcium fluoride, a sending back processing step of sending back the calcium fluoride, and a supernatant liquid draining step of draining supernatant liquid of the fluoride including waste water from the sedimentation vessel.

[0004] Also, further conventional fluoride including waste water processing methods are disclosed in Japanese Unexamined Patent Publications (koukai) No. 185073/1993 and No. 241988/1985. Each of these methods comprises a step of adding one of high molecular coagulant, ferric salt, and aluminum salt in a time of adding calcium compound in fluoride including waste water which is received in a reaction vessel.

[0005] In addition, a conventional organic waste water processing device is disclosed in Japanese Unexamined Patent Publication (koukai) No. 113362/1976. This conventional organic waste water processing device comprises means for reacting, by aeration, organic matter in organic waste water with microbes in activated sludge in a reaction vessel, means for sedimenting the activated sludge in a sedimentation basin after aeration to abstract the activated sludge from the organic matter, and means for sending back the activated sludge which is abstract from organic matter to the reaction vessel.

[0006] However, in the conventional fluoride including waste water processing methods, it is difficult that the fluoride including waste water becomes to have concentration of fluoride that is a value less than 5 mg/liter. Also, in the conventional fluoride including waste water processing methods, it is difficult that the fluoride including waste water in the reaction vessel becomes to have concentration of calcium fluoride that is a value more than 2 %. In addition, since, in the conventional fluoride including waste water processing methods, it needs to hold high concentration of calcium fluoride of the fluoride including waste water in the reaction vessel, great volume of water for sending back the calcium fluoride to the reaction vessel from the sedimentation vessel is needed.

SUMMARY OF THE INVENTION

[0007] It is therefore an object of this invention to provide fluoride including waste water processing method and device which are capable of processing fluoride including waste water so that the fluoride including waste water becomes to have concentration of fluoride that is a value less than 5 mg/liter.

[0008] It is another object of this invention to provide fluoride including waste water processing method and device which are capable of processing fluoride including waste water so that the fluoride including waste water in the reaction vessel becomes to have concentration of calcium fluoride that is a value more than 2 %.

[0009] It is another object of this invention to provide fluoride including waste water processing method and device which are capable of processing fluoride including waste water so that great volume of water for sending back the calcium fluoride to the reaction vessel from the sedimentation vessel is not needed for holding high concentration of calcium fluoride of the fluoride including waste water in the reaction vessel.

[0010] Other objects of this invention will become clear as the description proceeds.

[0011] According to a first aspect of this invention, there is provided a method of processing fluoride including waste water, comprising:

[0012] a reaction processing step of adding calcium compound and coagulant in fluoride including waste water which is received in a reaction vessel while the fluoride including waste water is aggregated and of reacting the calcium compound with fluoride of the fluoride including waste water to generate calcium fluoride;

[0013] a holding processing step of holding, in the reaction vessel, the at least part of the calcium fluoride which is generated in the reaction processing step;

[0014] a sedimentation processing step of sedimenting the calcium fluoride in the fluoride including waste water in a sedimentation vessel that is sent from the reaction vessel, a bottom of the sediment-
a supernatant liquid draining step of draining supernatant liquid from the sedimentation vessel.

According to a second aspect of this invention, there is provided a method of processing fluoride including waste water, comprising:

- a reaction processing step of adding calcium compound and coagulant in fluoride including waste water which is received in a reaction vessel while the fluoride including waste water is aggregated and of reacting the calcium compound with fluoride of the fluoride including waste water to generate calcium fluoride;

- a hold processing step of holding, in the reaction vessel, the at least part of the calcium fluoride which is generated in the reaction processing step;

- a sedimentation processing step of sedimenting the calcium fluoride in the fluoride including waste water in a sedimentation vessel that is sent from the reaction vessel, a bottom of the sedimentation vessel being associated with a bottom of the reaction vessel through an opening hole, the fluoride including waste water being sent to the sedimentation vessel from the reaction vessel through the opening hole;

- a sending back processing step of sending back the calcium fluoride to the reaction vessel from the sedimentation vessel, the sedimentation vessel having an inclined bottom surface, the calcium fluoride being sent back, by a self-weight of the calcium fluoride, to the reaction vessel from the sedimentation vessel along the inclined bottom surface; and

- a supernatant liquid draining step of draining supernatant liquid from the sedimentation vessel.

According to a third aspect of this invention, there is provided a method of processing fluoride including waste water, comprising:

- a reaction processing step of adding calcium compound and coagulant in fluoride including waste water which is received in a reaction vessel while the fluoride including waste water is aggregated and of reacting the calcium compound with fluoride of the fluoride including waste water to generate calcium fluoride;

- a hold processing step of holding, in the reaction vessel, the at least part of the calcium fluoride which is generated in the reaction processing step; and

- a fist sedimentation processing step of sedimenting the calcium fluoride in the fluoride including waste water in a sedimentation vessel that is sent from the reaction vessel, a bottom of the first sedimentation vessel being associated with a bottom of the reaction vessel through an opening hole, the fluoride including waste water being sent to the first sedimentation vessel from the reaction vessel through the opening hole;

- a coagulation processing step of adding the coagulant in the fluoride including waste water which is sent to a coagulation vessel from the first sedimentation vessel and which is aggregated to coagulate the calcium fluoride which is generated in the a reaction processing step;

- a second sedimentation processing step of sedimenting the calcium fluoride in the fluoride including waste water which is sent to a second sedimentation vessel from the coagulation vessel; and

- a supernatant liquid draining step of draining supernatant liquid from the second sedimentation vessel.

According to a fourth aspect of this invention, there is provided a method of processing fluoride including waste water, comprising:

- a reaction processing step of adding calcium compound and coagulant in fluoride including waste water which is received in a reaction vessel while the fluoride including waste water is aggregated and of reacting the calcium compound with fluoride of the fluoride including waste water to generate calcium fluoride;

- a hold processing step of holding, in the reaction vessel, the at least part of the calcium fluoride which is generated in the reaction processing step;

- a first sedimentation processing step of sedimenting the calcium fluoride in the fluoride including waste water in a sedimentation vessel that is sent from the reaction vessel, a bottom of the first sedimentation vessel being associated with a bottom of the reaction vessel through an opening hole, the fluoride including waste water being sent to the first sedimentation vessel from the reaction vessel through the opening hole;

- a sending back processing step of sending back the calcium fluoride to the reaction vessel from the sedimentation vessel, the first sedimentation vessel having an inclined bottom surface, the calcium fluoride being sent back, by a self-weight of the calcium fluoride, to the reaction vessel from the first sedimentation vessel along the inclined bottom surface;

- a coagulation processing step of adding the coagulant in the fluoride including waste water which is sent to a coagulation vessel from the first sedimentation vessel and which is aggregated to coagulate the calcium fluoride which is generated in the a reaction processing step;

- a second sedimentation processing step of sedimenting the calcium fluoride in the fluoride including waste water which is sent to a second sedimentation vessel from the coagulation vessel; and
[0036] a supernatant liquid draining step of draining supernatant liquid of the fluoride including waste water from the second sedimentation vessel.

[0037] According to a fifth aspect of this invention, there is provided a fluoride including waste water processing device comprising:

[0038] a reaction vessel for receiving fluoride including waste water;

[0039] calcium compound adding means for adding calcium compound in fluoride including waste water which is received in the reaction vessel and for reacting the calcium compound with fluoride of the fluoride including waste water to generate calcium fluoride;

[0040] a sedimentation vessel for receiving fluoride including waste water from the reaction vessel, the sedimentation vessel having a bottom which is associated with a bottom of the reaction vessel through an opening hole, the fluoride including waste water being sent to the sedimentation vessel from the reaction vessel through the opening hole, the sedimentation vessel having an inclined bottom surface, the calcium fluoride being sent back, by a self-weight of the calcium fluoride, to the reaction vessel from the sedimentation vessel along the inclined bottom surface;

[0041] aggregating means for aggregating the fluoride including waste water in the reaction vessel;

[0042] coagulant adding means for adding coagulant in the fluoride including waste water in the reaction vessel; and

[0043] supernatant liquid draining means for draining supernatant liquid of the fluoride including waste water from the sedimentation vessel.

[0044] According to a sixth aspect of this invention, there is provided a fluoride including waste water processing device comprising:

[0045] a reaction vessel for receiving fluoride including waste water;

[0046] calcium compound adding means for adding calcium compound in fluoride including waste water which is received in the reaction vessel and for reacting the calcium compound with fluoride of the fluoride including waste water to generate calcium fluoride;

[0047] a first sedimentation vessel for receiving fluoride including waste water from the reaction vessel, the sedimentation vessel having a bottom which is associated with a bottom of the reaction vessel through an opening hole, the fluoride including waste water being sent to the first sedimentation vessel from the reaction vessel through the opening hole, the first sedimentation vessel having an inclined bottom surface, the calcium fluoride being sent back, by a self-weight of the calcium fluoride, to the reaction vessel from the sedimentation vessel along the inclined bottom surface;

[0048] first aggregating means for aggregating the fluoride including waste water in the reaction vessel;

[0049] first coagulant adding means for adding coagulant in the fluoride including waste water in the reaction vessel;

[0050] a coagulation vessel for receiving fluoride including waste water from the first sedimentation vessel;

[0051] second aggregating means for aggregating the fluoride including waste water in the coagulation vessel;

[0052] second coagulant adding means for adding coagulant in the fluoride including waste water in the coagulation vessel;

[0053] a second sedimentation vessel for receiving fluoride including waste water from the coagulation vessel; and

[0054] supernatant liquid draining means for draining supernatant liquid of the fluoride including waste water from the second sedimentation vessel.

BRIEF DESCRIPTION OF THE DRAWINGS

[0055] FIG. 1 is a schematic section view of a conventional fluoride including waste water processing device;

[0056] FIG. 2 is a schematic section view of a fluoride including waste water processing device according to a first embodiment of this invention;

[0057] FIG. 3 is a schematic section view of a fluoride including waste water processing device according to a second embodiment of this invention;

[0058] FIG. 4 is a graph for representing fluoride in fluoride including waste water in a sedimentation vessel according to the first embodiment of this invention;

[0059] FIG. 5 is a graph for representing concentration of calcium fluoride in fluoride including waste water in a reaction vessel according to the first embodiment of this invention; and

[0060] FIG. 6 is a view for describing concentration of fluoride in fluoride including waste water in the sedimentation vessel according to first through seventh experiment examples of this invention and a reference example of the conventional fluoride including waste water processing device of FIG. 1.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0061] Referring to FIG. 1, a conventional fluoride including waste water processing method will first described for a better understanding of this invention.

[0062] The conventional fluoride including waste water processing method comprises a reaction processing step, a sedimentation processing step, and a supernatant liquid draining step. The reaction processing step is a step of adding calcium compound in fluoride including waste water 1 which is received in a reaction vessel 2 while the fluoride including waste water 1 is aggregated by an agitator 3 and of reacting the calcium compound with fluoride of the
fluoride including waste water 1 to generate calcium fluoride. The sedimentation processing step is step of adding coagulant in the fluoride including waste water which is sent to a sedimentation vessel 4 from an upper portion of the reaction vessel 2 and which is aggregated by an agitator 5 to sediment the calcium fluoride. The supernatant liquid draining step is a step of draining supernatant liquid of the fluoride including waste water 6 from an upper portion of the sedimentation vessel 4.

[0063] However, in the conventional fluoride including waste water processing method, it is difficult that the fluoride including waste water becomes to have concentration of fluoride is that a value less than 5 mg/liter. Also, in the conventional fluoride including waste water processing method, it is difficult that the fluoride including waste water in the reaction vessel becomes to have concentration of calcium fluoride that is a value more than 2 %. In addition, since, in the conventional fluoride including waste water processing method, it needs to hold high concentration of calcium fluoride of the fluoride including waste water in the reaction vessel, great volume of water for sending back the calcium fluoride to the reaction vessel from the sedimentation vessel is needed.

[0064] Referring to FIG. 2, the description will proceed fluoride including waste water processing method and device according to a first embodiment of this invention.

[0065] In FIG. 2, the fluoride including waste water processing device comprises a reaction vessel 11, an agitator 12, a calcium compound adding device 13, a polymer solution adding device 14, a sedimentation vessel 15, and a supernatant liquid draining device 16. The reaction vessel 11 receives fluoride including waste water 17 from a fluoride including waste water inflowing device 18. The agitator 12 is positioned in the reaction vessel 11 and agitates the fluoride including waste water 17 in the reaction vessel 11.

[0066] The calcium compound adding device 13 adds calcium compound in the fluoride including waste water 17 which is received in the reaction vessel 11 and reacts the calcium compound with fluoride of the fluoride including waste water 17 to generate calcium fluoride while the fluoride including waste water in the reaction vessel 11 that is aggregated by the agitator 12. Also, the polymer solution adding device 14 adds polymer solution, as coagulant, in the fluoride including waste water 17 in the reaction vessel 11 while the fluoride including waste water 17 in the reaction vessel 11 that is aggregated by the agitator 12.

[0067] The sedimentation vessel 14 is adjacent to the reaction vessel 11. The sedimentation vessel 14 receives the fluoride including waste water 19 from the reaction vessel 11. The sedimentation vessel 15 has a bottom which is associated with a bottom of the reaction vessel 11 through an opening hole 20. The fluoride including waste water 19 is sent to the sedimentation vessel 15 from the reaction vessel 11 through the opening hole 20. The sedimentation vessel 15 has an inclined bottom surface 21. The calcium fluoride in the sedimentation vessel 15 is sent back, by a self-weight of the calcium fluoride, to the reaction vessel 11 from the sedimentation vessel 15 along the inclined bottom surface 21. The supernatant liquid draining device 16 drains supernatant liquid of the fluoride including waste water 19 from the sedimentation vessel 15.

[0068] Referring to FIG. 3, the description will proceed fluoride including waste water processing method and device according to a second embodiment of this invention. Similar parts are designated by like reference numerals.

[0069] In FIG. 3, the fluoride including waste water processing device comprises the reaction vessel 11, the agitator 12, the calcium compound adding device 13, the polymer solution adding device 14, the sedimentation vessel 15, a coagulation vessel 22, another agitator 23, another polymer solution adding device 24, another sedimentation vessel 25, and the supernatant liquid draining device 16.

[0070] The sedimentation vessel 15 has not the inclined bottom surface 21. The coagulation vessel 22 is adjacent to the sedimentation vessel 15. The coagulation vessel 22 receives the fluoride including waste water 26 which is sent from an upper portion of the sedimentation vessel 15. The agitator 23 is positioned in the coagulation vessel 22 and agitates the fluoride including waste water 26 in the coagulation vessel 22. The polymer solution adding device 24 adds polymer solution, as coagulant, in the fluoride including waste water 26 in the coagulation vessel 22 while the fluoride including waste water 26 in the coagulation vessel 22 that is aggregated by the agitator 23.

[0071] The sedimentation vessel 25 is adjacent to the coagulation vessel 22. The sedimentation vessel 25 receives the fluoride including waste water 27 which is sent from an upper portion of the coagulation vessel 22. The supernatant liquid draining device 16 drains supernatant liquid of the fluoride including waste water 27 from the sedimentation vessel 25. In addition, the sedimentation vessel 15 of the fluoride including waste water processing device may have the inclined bottom surface 21 (FIG. 2). Also, the fluoride including waste water processing device may comprise a device which adds one of high molecular coagulant, ferric salt, aluminum salt, granular carriers, and calcium fluoride in the fluoride including waste water 17 while the fluoride including waste water 17 in the reaction vessel 11 that is aggregated by the agitator 12.

[0072] Referring to FIG. 2, the description will proceed a first experiment example of fluoride including waste water processing method and device according to the first embodiment of this invention. Fluoride including waste water was prepared by dissolving sodium fluoride in water. The fluoride including waste water had a concentration of fluoride of 100 mg/L. In FIG. 2, the fluoride including waste water inflowing device 18 continuously inflowed, at a rate of 1 L/hr, fluoride including waste water in the reaction vessel 11 of 1 L. Also, calcium solution was prepared by dissolving calcium chloride in water and had a concentration of calcium of 20,000 mg/L. Also, polymer solution was prepared by dissolving high molecular coagulant of AP-120 in water. The high molecular coagulant of AP-120 was made by Daiyafuroku Corporation. The calcium compound adding device 13 added, at a rate of 30.6 mL/hr, calcium solution in the fluoride including waste water 17 in the reaction vessel 11 while the agitator 12 aggregated, at a speed of 200 rpm, the fluoride including waste water 17. At the same time, the polymer solution adding device 14 added, at a rate of 10.2 mL/hr, the polymer solution in the fluoride including waste water 17 in the reaction vessel 11 while the agitator 12 aggregated, at a speed of 200 rpm, the fluoride including waste water 17. In the reaction vessel 11, the calcium chloride was reacted with the sodium fluoride in the fluoride including waste water 17 to generate calcium fluoride as a
reaction generated material. The calcium fluoride was sedimented and held in the reaction vessel 11.

[0073] The fluoride including waste water 17 in the reaction vessel 11 was, at a water area load of 0.14 m/hr, flowed to the sedimentation vessel 15 through the opening hole 20. In the sedimentation vessel 15, reaction of the calcium chloride and the sodium fluoride in the fluoride including waste water 19 proceeded to generate the calcium fluoride as the reaction generated material. The calcium fluoride was sedimented in the sedimentation vessel 15. The fluoride including waste water 19 was abstracted to generate the calcium fluoride and supernatant liquid. Thereafter, the calcium fluoride was sent back, through the opening hole 20, to the reaction vessel 11 from the sedimentation vessel 15 along the inclined bottom surface 21. The reaction vessel 11 held the calcium fluoride which was sent back from the sedimentation vessel 15. The supernatant liquid draining device 16 drained supernatant liquid of the fluoride including waste water 19 from the sedimentation vessel 15.

[0074] After filtering, by a piece of filter paper, the supernatant liquid of the fluoride including waste water 19 from the supernatant liquid draining device 16, concentration of fluoride was measured. Also, concentration of the calcium fluoride in the reaction vessel 11 was measured. As a result, concentration of fluoride of the supernatant liquid in a reaction time period of the sodium fluoride and the calcium chloride is represented by a line A in FIG. 4. Also, concentration of the calcium fluoride in the reaction vessel 11 is represented by a line B in FIG. 5.

[0075] As shown by the line B in FIG. 5, concentration of the calcium fluoride in the reaction vessel 11 was increased when a reaction time elapsed. After the reaction time elapsed by a time period more than 300 hr, concentration of the calcium fluoride in the reaction vessel 11 became stable and was equal to about 3 mg/L.

[0076] As shown by the line A in FIG. 4, concentration of fluoride of the supernatant liquid of the fluoride including waste water 19 was decreased when the concentration of the calcium fluoride was increased. Finally, concentration of fluoride of the supernatant liquid of the fluoride including waste water 19 became stable and was equal to about 3 mg/L.

[0077] Referring to FIG. 3, the description will proceed a second experiment example of fluoride including waste water processing method and device according to the second embodiment of this invention. Fluoride solution was prepared by dissolving sodium fluoride in water so that the fluoride solution had concentration of fluoride of 25,000 mg/L. Next, calcium chloride solution of 35% was added in the fluoride solution of 1 L so that addition concentration of calcium became 35,000 mg/L. Thereafter, the fluoride solution was aggregated in a time period of 30 min and calcium fluoride was generated in the fluoride solution.

[0078] Also, polymer solution was prepared by dissolving high molecular coagulant of AP-120 in water so that polymer solution had concentration of the high molecular coagulant of 1,000 mg/L. The high molecular coagulant of AP-120 was made by Daiyufuroku Corporation. Next, the polymer solution was added in the fluoride solution so that addition concentration of the polymer solution became 100 mg/L to generate seed sludge of the calcium fluoride. The seed sludge of the calcium fluoride was poured into the reaction vessel 11.

[0079] Also, fluoride including waste water was prepared by dissolving sodium fluoride in water so that concentration of fluoride became 100 mg/L. In FIG. 3, the fluoride including waste water inflowing device 18 continuously added, at a rate of 1 L/hr, the fluoride including waste water in the reaction vessel 11 which has a volume of 1 L.

[0080] In addition, calcium solution was prepared by dissolving calcium chloride in water and had concentration of calcium of 20,000 mg/L. Also, polymer solution was prepared by dissolving high molecular coagulant of AP-120 in water. High molecular coagulant of AP-120 was made by Daiyufuroku Corporation. The calcium compound adding device 13 added, at a rate of 30.6 mL/hr, calcium solution in the fluoride including waste water 17 in the reaction vessel 11 while the agitator 12 aggregated, at a speed of 200 rpm, the fluoride including waste water 17. At the same time, the polymer solution adding device 14 added, at a rate of 10.2 mL/hr, the polymer solution in the fluoride including waste water 17 in the reaction vessel 11 while the agitator 12 aggregated, at a speed of 200 rpm, the fluoride including waste water 17. In the reaction vessel 11, the calcium chloride was reacted with the sodium fluoride in the fluoride including waste water 17 to generate calcium fluoride as the reaction generated material. The calcium fluoride was sedimented. A part of calcium fluoride was held in the reaction vessel 11. Also, a part of the seed sludge of the calcium fluoride was held reaction vessel 11.

[0081] The fluoride including waste water 17 in the reaction vessel 11 was, at a water area load of 5.0 m/hr, flowed to the sedimentation vessel 15 through the opening hole 20. In this event, a part of calcium fluoride and a part of the seed sludge of the calcium fluoride were held reaction vessel 11. In the sedimentation vessel 15, reaction of the calcium chloride and the sodium fluoride in the fluoride including waste water 19 proceeded to generate the calcium fluoride as the reaction generated material. The calcium fluoride was sedimented in the sedimentation vessel 15. Thereafter, a part of the calcium fluoride was sent back, through the opening hole 20, to the reaction vessel 11 from the sedimentation vessel 15 along the inclined bottom surface 21. The reaction vessel 11 held the calcium fluoride which was sent back from the sedimentation vessel 15. The fluoride including waste water 19 was flowed to the coagulation vessel 22 from the upper portion of the sedimentation vessel 15.

[0082] Also, polymer solution was prepared by dissolving high molecular coagulant of AP-120 in water. High molecular coagulant of AP-120 was made by Daiyufuroku Corporation. Next, the polymer solution was, by the polymer solution adding device 24, added in the fluoride including waste water 26 in the coagulation vessel 22 of a volume of 100 mL so that addition concentration of the polymer solution became 2 mg/L while the agitator 23 aggregated, by a speed of 100 rpm, the fluoride including waste water 26 in the coagulation vessel 22. Next, the fluoride including waste water 26 was flowed to the sedimentation vessel 25 from the upper portion of the coagulation vessel 22. In the sedimentation vessel 25, a reaction generated material in the fluoride including waste water 27 was sedimented.

[0083] After filtering, by a piece of filter paper, the supernatant liquid of the fluoride including waste water 27 from the supernatant liquid draining device 16 when a reaction time elapsed by a time period of 10 hr, concentration of
fluoride was measured. Also, concentration of the calcium fluoride in the reaction vessel 11 was measured. As a result, concentration of fluoride of the supernatant liquid was equal to 4.5 mg/L. Also, concentration of the calcium fluoride in the reaction vessel 11 was equal to 3.8%.

[0084] Referring to FIG. 3, the description will proceed a third experiment example of fluoride including waste water processing method and device according to the second embodiment of this invention. The seed sludge of the calcium fluoride was prepared by the same method of the second experiment example. Also, calcium carbonate powder of 50 g was prepared. The seed sludge of the calcium fluoride and the calcium carbonate powder of 50 g were poured into the reaction vessel 11. The process under the same condition of the second experiment example was executed. Concentration of fluoride was measured. Also, concentration of the calcium fluoride in the reaction vessel 11 was measured. As a result, concentration of fluoride of the supernatant liquid was equal to 4.8 mg/L. Also, concentration of the calcium fluoride in the reaction vessel 11 was equal to 4.1%.

[0085] Referring to FIG. 3, the description will proceed a fourth experiment example of fluoride including waste water processing method and device according to the second embodiment of this invention. Ferric iron hydroxide was prepared by dissolving ferric salt, as iron ion, in water so that concentration of ferric salt became to 400 mg/L and by dissolving caustic soda of 25% in the water so that pH of the water became to 7. Also, the seed sludge of the calcium fluoride was prepared by the same method of the second experiment example. The seed sludge of the calcium fluoride and the ferric iron hydroxide of 50 mL were poured into the reaction vessel 11. The process under the same condition of the second experiment example was executed. Concentration of fluoride was measured. Also, concentration of the calcium fluoride in the reaction vessel 11 was measured. As a result, concentration of fluoride of the supernatant liquid was equal to 3.9 mg/L. Also, concentration of the calcium fluoride in the reaction vessel 11 was equal to 4.0%.

[0086] Referring to FIG. 3, the description will proceed a fifth experiment example of fluoride including waste water processing method and device according to the second embodiment of this invention. Aluminum hydroxide was prepared by dissolving aluminum sulfate, as aluminum ion, in water so that concentration of aluminum sulfate became to 400 mg/L and by dissolving caustic soda of 25% in the water so that pH of the water became to 7. Also, the seed sludge of the calcium fluoride was prepared by the same method of the second experiment example. The seed sludge of the calcium fluoride and the aluminum hydroxide of 50 mL were poured into the reaction vessel 11. The process under the same condition of the second experiment example was executed. Concentration of fluoride was measured. Also, concentration of the calcium fluoride in the reaction vessel 11 was measured. As a result, concentration of fluoride of the supernatant liquid was equal to 4.8 mg/L. Also, concentration of the calcium fluoride in the reaction vessel 11 was equal to 4.3%.

[0087] Referring to FIG. 3, the description will proceed a sixth experiment example of fluoride including waste water processing method and device according to the second embodiment of this invention. Silicagel (28 to 200 mesh) of 50 g was prepared. Also, the seed sludge of the calcium fluoride was prepared by the same method of the second experiment example. The seed sludge of the calcium fluoride and the Silicagel of 50 g were poured into the reaction vessel 11. The process under the same condition of the second experiment example was executed. Concentration of fluoride was measured. Also, concentration of the calcium fluoride in the reaction vessel 11 was measured. As a result, concentration of fluoride of the supernatant liquid was equal to 3.2 mg/L. Also, concentration of the calcium fluoride in the reaction vessel 11 was equal to 3.9%.

[0088] Referring to FIG. 3, the description will proceed a seventh experiment example of fluoride including waste water processing method and device according to the second embodiment of this invention. Granular flourspar (fineness of 96%, grading of 50 to 150 mesh) was prepared. The granular flourspar was poured into the reaction vessel 11. The process under the same condition of the second experiment example was executed. Concentration of fluoride was measured. Also, concentration of the calcium fluoride in the reaction vessel 11 was measured. As a result, concentration of fluoride of the supernatant liquid was equal to 3.2 mg/L. Also, concentration of the calcium fluoride in the reaction vessel 11 was equal to 4.9%.

[0089] Referring to FIG. 1, the description will proceed a reference example of the conventional fluoride including waste water processing method and device of FIG. 1. Fluoride including waste water was prepared by dissolving sodium fluoride in water so that the fluoride solution had concentration of fluoride of 100 mg/L. Next, calcium chloride solution was prepared by dissolving calcium chloride in water so that concentration of calcium became 20,000 mg/L. Next, the fluoride including waste water continuously was, by a rate of 1 L/hr, inflowed in the reaction vessel 2 of a volume of 1 L. At the same time, the calcium chloride solution continuously was, by a rate of 30.6 mL/hr, inflowed in the reaction vessel 2 while the agitator 3, by a speed of 200 rpm, aggregated the fluoride including waste water 1 in the reaction vessel 2.

[0090] Also, polymer solution was prepared by dissolving high molecular coagulant of AP-120 in water so that polymer solution had concentration of the high molecular coagulant of 100 mg/L. The high molecular coagulant of AP-120 was made by Daiyafluorikku Corporation. Next, the polymer solution was added in the sedimentation vessel 2 of a volume of 100 mL so that addition concentration of the polymer solution became 2 mL/L while the agitator 5, by a speed of 100 rpm, aggregated the fluoride including waste water 6 in the sedimentation vessel 4. After filtering, by a piece of filter paper, the supernatant liquid of the fluoride including waste water 6 from a supernatant liquid draining device (not shown) when a reaction time elapsed by a time period of 10 hr. concentration of fluoride was measured. As a result, concentration of fluoride of the supernatant liquid was equal to 10.5 mg/L. The concentration of fluoride of the supernatant liquid in the first through seventh experiment examples and the reference example is represented in FIG. 6. Also, the concentration of the calcium fluoride in the reaction vessel 11 is represented in FIG. 6.

[0091] According to this invention, it is possible to process fluoride including waste water so that the fluoride including waste water becomes to have concentration of fluoride that is a value less than 5 mg/liter.
According to this invention, it is possible to process fluoride including waste water so that the fluoride including waste water in the reaction vessel becomes to have concentration of calcium fluoride that is a value more than 2%.

In addition, according to this invention, it is possible to process fluoride including waste water so that the fluoride concentration in the reaction vessel is not needed for holding high concentration of calcium fluoride of the fluoride including waste water in the reaction vessel.

What is claimed is:

1. A method of processing fluoride including waste water, comprising:
   a reaction processing step of adding calcium compound and coagulant in fluoride including waste water which is received in a reaction vessel while said fluoride including waste water is aggregated and of reacting said calcium compound with fluoride of said fluoride including waste water to generate calcium fluoride;
   a hold processing step of holding, in said reaction vessel, said at least part of said calcium fluoride which is generated in said reaction processing step;
   a sedimentation processing step of sedimenting said calcium fluoride in said fluoride including waste water in a sedimentation vessel that is sent from said reaction vessel, a bottom of said sedimentation vessel being associated with a bottom of said reaction vessel through an opening hole, said fluoride including waste water being sent to said sedimentation vessel from said reaction vessel through said opening hole;
   a sedimentation processing step of sedimenting said calcium fluoride in said fluoride including waste water in a sedimentation vessel that is sent from said reaction vessel, a bottom of said sedimentation vessel being associated with a bottom of said reaction vessel through an opening hole, said fluoride including waste water being sent to said sedimentation vessel from said reaction vessel through said opening hole;
   a coagulation processing step of adding said coagulant in said fluoride including waste water which is received in said reaction vessel along said inclined bottom surface, said calcium fluoride being sent back, by a self-weight of said calcium fluoride, to said reaction vessel from said sedimentation vessel along said inclined bottom surface; and
   a supernatant liquid draining step of draining supernatant liquid from said sedimentation vessel.

2. A method of processing fluoride including waste water as claimed in claim 1, wherein said method comprises a step of adding high molecular coagulant in said fluoride including waste water which is received in said reaction vessel.

3. A method of processing fluoride including waste water as claimed in claim 1, wherein said method comprises a step of adding ferric salt in said fluoride including waste water which is received in said reaction vessel.

4. A method of processing fluoride including waste water as claimed in claim 1, wherein said method comprises a step of adding aluminum salt in said fluoride including waste water which is received in said reaction vessel.

5. A method of processing fluoride including waste water as claimed in claim 1, wherein said method comprises a step of adding granular carrier in said fluoride including waste water which is received in said reaction vessel.

6. A method of processing fluoride including waste water as claimed in claim 1, wherein said method comprises a step of adding said calcium fluoride in said fluoride including waste water which is received in said reaction vessel.

7. A method of processing fluoride including waste water, comprising:
   a reaction processing step of adding calcium compound and coagulant in fluoride including waste water which is received in a reaction vessel while said fluoride including waste water is aggregated and of reacting said calcium compound with fluoride of said fluoride including waste water to generate calcium fluoride;
   a hold processing step of holding, in said reaction vessel, said at least part of said calcium fluoride which is generated in said reaction processing step;
   a sedimentation processing step of sedimenting said calcium fluoride in said fluoride including waste water in a sedimentation vessel that is sent from said reaction vessel, a bottom of said sedimentation vessel being associated with a bottom of said reaction vessel through an opening hole, said fluoride including waste water being sent to said sedimentation vessel from said reaction vessel through said opening hole; and
   a coagulation processing step of adding said coagulant in said fluoride including waste water which is sent to a
coagulation vessel from said first sedimentation vessel and which is aggregated to coagulate said calcium fluoride which is generated in said reaction processing step;

a second sedimentation processing step of sedimenting said calcium fluoride in said fluoride including waste water which is sent to a second sedimentation vessel from said coagulation vessel; and

a supernatant liquid draining step of draining supernatant liquid from said second sedimentation vessel.

14. A method of processing fluoride including waste water as claimed in claim 13, wherein said method comprises a step of adding high molecular coagulant in said fluoride including waste water which is received in said reaction vessel.

15. A method of processing fluoride including waste water as claimed in claim 13, wherein said method comprises a step of adding ferrie salt in said fluoride including waste water which is received in said reaction vessel.

16. A method of processing fluoride including waste water as claimed in claim 13, wherein said method comprises a step of adding aluminium salt in said fluoride including waste water which is received in said reaction vessel.

17. A method of processing fluoride including waste water as claimed in claim 13, wherein said method comprises a step of adding granular carrier in said fluoride including waste water which is received in said reaction vessel.

18. A method of processing fluoride including waste water as claimed in claim 13, wherein said method comprises a step of adding said calcium fluoride in said fluoride including waste water which is received in said reaction vessel.

19. A method of processing fluoride including waste water, comprising:

a reaction processing step of adding calcium compound and coagulant in fluoride including waste water which is received in a reaction vessel while said fluoride including waste water is aggregated and of reacting said calcium compound with fluoride of said fluoride including waste water to generate calcium fluoride;

a holding processing step of holding, in said reaction vessel, said at least part of said calcium fluoride which is generated in said reaction processing step;

a first sedimentation processing step of sedimenting said calcium fluoride in said fluoride including waste water in a sedimentation vessel that is sent from said reaction vessel, a bottom of said first sedimentation vessel being associated with a bottom of said reaction vessel through an opening hole, said fluoride including waste water being sent to said first sedimentation vessel from said reaction vessel through said opening hole;

a second processing step of sending back said calcium fluoride to said reaction vessel from said sedimentation vessel, said first sedimentation vessel having an inclined bottom surface, said calcium fluoride being sent back, by a self-weight of said calcium fluoride, to said reaction vessel from said first sedimentation vessel along said inclined bottom surface; and

a coagulation processing step of adding said coagulant in said fluoride including waste water which is sent to a coagulation vessel from said first sedimentation vessel and which is aggregated to coagulate said calcium fluoride which is generated in said reaction processing step;

a second sedimentation processing step of sedimenting said calcium fluoride in said fluoride including waste water which is sent to a second sedimentation vessel from said coagulation vessel; and

a supernatant liquid draining step of draining supernatant liquid of said fluoride including waste water from said second sedimentation vessel.

20. A method of processing fluoride including waste water as claimed in claim 19, wherein said method comprises a step of adding high molecular coagulant in said fluoride including waste water which is received in said reaction vessel.

21. A method of processing fluoride including waste water as claimed in claim 19, wherein said method comprises a step of adding ferrie salt in said fluoride including waste water which is received in said reaction vessel.

22. A method of processing fluoride including waste water as claimed in claim 19, wherein said method comprises a step of adding aluminium salt in said fluoride including waste water which is received in said reaction vessel.

23. A method of processing fluoride including waste water as claimed in claim 19, wherein said method comprises a step of adding granular carrier in said fluoride including waste water which is received in said reaction vessel.

24. A method of processing fluoride including waste water as claimed in claim 19, wherein said method comprises a step of adding said calcium fluoride in said fluoride including waste water which is received in said reaction vessel.

25. A fluoride including waste water processing device comprising:

a reaction vessel for receiving fluoride including waste water;

calcium compound adding means for adding calcium compound in fluoride including waste water which is received in said reaction vessel and for reacting said calcium compound with fluoride of said fluoride including waste water to generate calcium fluoride;

a sedimentation vessel for receiving fluoride including waste water from said reaction vessel, said sedimentation vessel having a bottom which is associated with a bottom of said reaction vessel through an opening hole, said fluoride including waste water being sent to said sedimentation vessel from said reaction vessel through said opening hole, said sedimentation vessel having an inclined bottom surface, said calcium fluoride being sent back, by a self-weight of said calcium fluoride, to said reaction vessel from said sedimentation vessel along said inclined bottom surface;

aggregating means for aggregating said fluoride including waste water in said reaction vessel;

coagulant adding means for adding coagulant in said fluoride including waste water in said reaction vessel; and

supernatant liquid draining means for draining supernatant liquid of said fluoride including waste water from said sedimentation vessel.
26. A fluoride including waste water processing device comprising:
   a reaction vessel for receiving fluoride including waste water;
   calcium compound adding means for adding calcium compound in fluoride including waste water which is received in said reaction vessel and for reacting said calcium compound with fluoride of said fluoride including waste water to generate calcium fluoride;
   a first sedimentation vessel for receiving fluoride including waste water from said reaction vessel, said sedimentation vessel having a bottom which is associated with a bottom of said reaction vessel through an opening hole, said fluoride including waste water being sent to said first sedimentation vessel from said reaction vessel through said opening hole, said first sedimentation vessel having an inclined bottom surface, said calcium fluoride being sent back, by a self-weight of said calcium fluoride, to said reaction vessel from said sedimentation vessel along said inclined bottom surface;
   first aggregating means for aggregating said fluoride including waste water in said reaction vessel;
   first coagulant adding means for adding coagulant in said fluoride including waste water in said reaction vessel;
   a coagulation vessel for receiving fluoride including waste water from said first sedimentation vessel;
   second aggregating means for aggregating said fluoride including waste water in said coagulation vessel;
   second coagulant adding means for adding coagulant in said fluoride including waste water in said coagulation vessel;
   a second sedimentation vessel for receiving fluoride including waste water from said coagulation vessel; and
   supernatant liquid draining means for draining supernatant liquid of said fluoride including waste water from said second sedimentation vessel.