
A, J, DOWNEY. 
SEARCH LIGHT FORUMBRELLA HANDLES, 

APPLICATION FILED APR. 12, 1912, 

eftotse 

Patented July 15, 1913, 3,067,646. 

92) it coco 

  

  

  

  

  

  

  

  

  

  

  

  



10 

15 

25 

90 

35 

40 

45 

50 

UNITED STATES PATENT OFFICE. 
ALBERT J. Dow N E Y, of PI QUA, oHIo. 

SEARCH-LIGHT FOR UMB2ELLA-HANDLEs. 

1,062,646. Specification of Letters Patent. Patented July 15, 1913. 
Application filed April 12, 1912, Serial No. 690,270, 

W 

To all whom it may concern: 
Be it known that I, AIBERT J. Dow NEY, a 

citizen of the United States, residing at 
Piqua, in the county of Miami and State of 
Ohio, have invented new and useful Im 
provements in Search-Lights for Umbrella 
Handles, of which the following is a speci 
fication. 
This invention is an improved search light 

for umbrella handles, cane handles and the 
like, the object of the invention being to 
provide a handle of this kind with an electric 
lanp, a battery, a circuit closer, a reflector 
and a lens therefor all of which are arranged 
in a chamber formed in the handle where 
they are entirely concealed and out of the 
way and thus enabling an umbrella or cane 
to be readily equipped with an electric light, 
the invention consisting in the construction, 
combination and arrangement of devices 
hereinafter described and claimed. 
The accompanying drawing is a sectional 

view of an umbrella handle provided with 
an electric light, battery, circuit closer, re 
flector and lens, in accordance with my in 
vention. - 

For the purposes of this specification, I 
show an umbrella handle 1, the outer end of 
the staff at 2 being connected thereto as at 3. 
The handle, however, may be part of a cane 
within the scope of my invention, as the 
same is adapted for canes as well as for 
umbrellas. 

In accordance with my invention, the han 
dle 1 is provided with a chamber 4 which is 
open at the outer end of the handle. 
provide a hand hold 5 which forms a cap or 
cover for the outer end of the handle and is 
detachably secured thereto, a screw joint 6 
being here shown between the handle and 
the cap or hand hold. The cap or hand hold 
is provided with an opening 7 which is con 
centric with the chamber 4 and is also pro 
vided on its inner side, with an annular seat 
8. for the reception of the rim or edge of a 
lens 9. 
An electric storage battery, preferably a 

three-cell volta salt battery 10, the casing of 
which is indicated at 11 is in accordance 
with my invention placed in the inner portion 
of the chamber 4 and the inner end of the 
said battery bears against a spring 12 which 
is opposite one of the pole pieces or contacts 
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13. The opposite pole piece or contact is at 
14 at the outer end of the battery. I also 
provide a conical reflector 15, the base of 

I also 

which s against the inner side of the lens 
9 so as to coact with the cap 5 in holding the 
lens in place, the reflector being detachably 
fitted in the outer end of the chamber 4. 
The inner, reduced end of the reflector is 
provided with a shell or socket 16 in which 
the-base 17 of an electric lamp 18 is screwed, 
one of the contacts of the lamp engaging the 
contact or pole piece 14 of the battery and 
the base 17 being, of course, electrically CO . 
nected to the shell or socket 16. - 
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A conductor 19 is secured as at 20 in one 
side of the wall of the chamber 4 and com- . 
prises a wire 21 which terminates in a con 
tact piece 22 which is held against the pole 
13 of the battery by the spring 12, the spring 
also, by pressing outwardly on the battery 
holds the pole piece 14 thereof in the socket 
or shell 16 of the reflector, the battery be 
ing thereby securely but detachably held in 
the chamber of the handle. The outer end 
of the conductor 19 is a spring arm 2: 
which is normally out of contact with the 
shell or socket 16 but may be put in contact 
therewith to complete the electric circuit 
through the lamp filament and the battery 
by means of a push button 24 which pro 
jects outwardly through an opening in one 
side of the handle and is held in place by 
a guide cap or ferrule 25. 

It will be understood that when it is de 
sired to have a light, it is only necessary to 
press the button 24 so as to close the contact 
23 against the socket 16. The light is re 
flected and concentrated by the reflector and 
lens and is very strong. It will be under 
stood that by first removing the hand hold 
or cap 5 of the handle all the parts herein 
before described may be then taken ut from 
the chamber in the handle so that a new 
part may be substituted when any part be 
comes broken or worn. The battery may 
be also in this manner readily renewed. 
While I have herein shown and described 

a preferred form of my invention, I would 
have it understood that changes may be 
made in the form, construction and propor 
tion of the several parts without departing 
from the spirit of my invention and within 
the scope of the appended claim. 

I claim :- 
A body having a charhber therein ex 

tending to one end thereof, in combination 
with a cap detachably secured on the open 
end of the body, a filler in the chamber of 
the body having a reflector chamber at its 
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outer end, a battery chamber extending to 
its inner end and a passage connecting said 
chambers, a reflector held in the said re 
flector chamber by the cap and having a 
socket for an electric lamp arranged in 
said passage of the filler, a spring at the 
inner end of the chamber of the body, a 
battery in the battery chamber of the filler 
removable therefrom when the filler has 
been withdrawn from the body chamber 
and having its inner end engaged by the 
spring and its outer end engaged by the 
lampsocket whereby the battery is detach 
ably held in place, a push element in an 
opening in one side of the body, a sprin 
contact arm on the inner side of the wal 

of the body engaged by said push element for operation thereby and having a bent 
end arranged for operation in a E. open 
ing in the filler, the said filler also having 
a recess, in one side to afford clearance for 
the said spring contact arm, and a wire 
connecting said spring contact arm with the 
inner end of the battery and bearing be 
tween the inner end of the battery and the said spring. 
In testimony whereof I affix: my signature 

in presence of two witnesses. 
ALBERT J. DOWNEY. 

Witnesses: 
IRA P. DowNEY, 
FRANK GEHLE, 
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