(54) Title: INTRAMEDULLARY BONE PLUG

(57) Abstract

A bone plug (10) is provided for insertion into the medullary canal of a patient bone during orthopedic surgery, wherein the bone plug (10) restricts or prevents passage of bone cement (20) introduced under pressure into the medullary canal. The bone plug (10) comprises a generally cylindrical member formed from a biocompatible material such as polyethylene and having sets of distal and proximal fins (24, 26) formed thereon. The bone plug (10) is installed with an insertion tool (12) that can be readily manipulated to orient the distal fins (24) to define distally presented outer edges (30) to anchor the bone plug by biting into patient bone, whereas the proximal fins (26) are oriented to define proximally presented outer edges (34) to seal against bypass flow of bone cement (20) past the bone plug (10).
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>GE</td>
<td>Georgia</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GN</td>
<td>Guinea</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GR</td>
<td>Greece</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>HU</td>
<td>Hungary</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>IE</td>
<td>Ireland</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IT</td>
<td>Italy</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>JP</td>
<td>Japan</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>KE</td>
<td>Kenya</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LR</td>
<td>Liberia</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LT</td>
<td>Lithuania</td>
<td>SZ</td>
<td>Swaziland</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LV</td>
<td>Latvia</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MD</td>
<td>Republic of Moldova</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td>MG</td>
<td>Madagascar</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>ML</td>
<td>Mali</td>
<td>UG</td>
<td>Uganda</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>MN</td>
<td>Mongolia</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>MR</td>
<td>Mauritania</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td></td>
<td></td>
<td>VN</td>
<td>Viet Nam</td>
</tr>
</tbody>
</table>
INTRAMEDULLARY BONE PLUG

BACKGROUND OF THE INVENTION

This invention relates generally to improvements in devices and procedures for artificial joint replacement (arthroplasty). More specifically, this invention relates to an improved intramedullary bone plug for confining or restricting the placement of bone cement introduced under pressure into the medullary canal of a patient bone during arthroplasty surgery, such as a hip joint replacement.

Artificial or prosthetic joint structures are used extensively to repair or replace a patient joint, particularly such as hip, knee and shoulder joints. The prosthesis typically comprises a biocompatible structure or structures formed from cobalt-chrome alloy with a size and shape for secure affixation to a surgically resected patient bone. In many cases, the prosthetic device includes an elongated stem for slide-fit placement into the exposed medullary canal of a resected patient bone, such as the upper end of a patient’s femur in the case of a hip replacement. A bone cement, typically methyl methacrylate, is often introduced under pressure into the medullary canal to provide a positive and stable prosthesis attachment to the patient bone. The pressurized bone cement is intended to fill the interstices of the bone structure in surrounding relation to the prosthetic device to result in optimal prosthesis fixation.

When pressurized bone cement is introduced into the medullary canal, it is necessary or desirable to use a restrictor or plug element to confine the cement to surrounding relation with the prosthesis, rather than to permit the bone cement to travel distally through the medullary canal in a direction away from the prosthesis. In this regard, numerous restrictor or plug devices have been developed for this purpose, and are adapted to be installed into the medullary canal.
immediately prior to placement of the prosthesis and bone cement. However, such prior restrictor or plug devices have not functioned in a fully satisfactory manner. To the contrary, such prior restrictor or plug devices have suffered from bypass leakage of the bone cement, or alternately from undesired sliding movement in a distal direction when subjected to bone cement under pressure. Either problem results in inadequate pressurization of the cement and corresponding less-than-optimal fixation of the prosthesis.

There exists, therefore, a significant need for an improved bone plug for use in orthopedic surgery, wherein the bone plug is securely anchored within the medullary canal and further provides a high quality seal to prevent bypass leakage of cement. The present invention fulfills these needs and provides further related advantages.

**SUMMARY OF THE INVENTION**

In accordance with the invention, an improved intramedullary bone plug is provided for controlling the placement of pressurized bone cement into the medullary canal of a patient bone during orthopedic surgery such as hip replacement surgery. The improved bone plug includes a generally cylindrical body in combination with distal fins and proximal fins which function respectively to anchor the plug within the patient bone and to prevent bypass leakage of pressurized bone cement in a distal direction past the plug.

The improved bone plug is formed from a biocompatible material such as polyethylene or the like and preferably as a one-piece construction to include a pair of axially spaced distal fins and a corresponding pair of axially spaced proximal fins. The distal fins conveniently include tapered side walls on the proximal sides thereof to facilitate flexing in a downstream or distal direction. Conversely, the proximal fins desirably include tapered side walls at the distal sides
thereof to facilitate flexing in an upstream or proximal direction.

   The insertion tool comprises an elongated stylet with a threaded tip at a distal end thereof for thread-in reception into a threaded socket formed in the proximal end of the plug body. The stylet supports the bone plug for slide-fit insertion into a retainer sleeve. In use, the bone plug is slidably fitted into a proximal or aft end of the retainer sleeve, and then advanced sufficiently to move the distal fins past a forward or distal sleeve end. During initial placement of the plug into the insertion tool, the distal and proximal fins flex within the retainer sleeve to orient the outer fin edges in a proximally presented direction. However, movement of the distal fins beyond the retainer sleeve distal end allows the distal fins to re-orient radially. The bone plug is then retracted back into the retainer sleeve, resulting in reorientation of the distal fins with the outer edges thereof presented distally.

   In this orientation, the bone plug of the present orientation is installed into the medullary canal with the insertion tool, including the stylet and the retainer sleeve. When the desired plug position is achieved, the insertion tool is removed, whereby the distal fins anchor the plug while the proximal fins seal against bypass leakage of bone cement. The bone plug of this insertion is particularly suited for insertion into a patient bone having a canal size that increases in a direction away from the proximal end of the resected bone.

   Further aspects and features of the improved intramedullary bone plug of the present invention will become more apparent from the following detailed description, taken in conjunction with the accompanying drawings which illustrate, by way of example, the principles of the invention.
BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings illustrate the invention. In such drawings:

FIGURE 1 is an exploded perspective view showing the improved bone plug and related insertion tool embodying the novel features of the invention;

FIGURE 2 is a sectional view of the bone plug, taken generally on the line 2-2 of FIG. 1;

FIGURE 3 is an elevational view showing attachment of the bone plug to a portion of the insertion tool;

FIGURE 4 is an elevational view, shown partly in vertical section, illustrating slide-fit placement of the bone plug into a retainer sleeve forming part of the insertion tool;

FIGURE 5 is an elevational view similar to FIG. 4, and showing movement of the bone plug to position distal fins thereon beyond a distal end of the retainer sleeve;

FIGURE 6 is another elevational view similar to FIG. 4, and showing retraction of the bone plug and distal fins thereon back into the retainer sleeve;

FIGURE 7 is an elevational view, shown partly in vertical section, depicting initial placement of the bone plug onto the medullary canal of a resected femur during hip replacement surgery;

FIGURE 8 is another elevational view similar to FIG. 7, and showing initial placement of the distal fins in engagement with patient bone;

FIGURE 9 is a further elevational view similar to FIG. 7 to show further withdrawal of the insertion tool; and

FIGURE 10 is an elevational view, shown partly in vertical section, to illustrate the bone plug in relation to an installed hip
prosthesis.

**DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT**

As shown in the exemplary drawings, an improved intramedullary bone plug is referred to generally by the reference numeral 10. The bone plug 10 is designed for placement into the medullary canal of a patient bone, by means of an insertion tool 12.

As shown best in FIGS. 7-10, the bone plug 10 of the present invention is positioned within the medullary canal 14 of a patient bone, such as a resected femur 16 in the case of hip replacement surgery, at a location spaced slightly downstream or distally from an associated prosthesis 18. In use, the bone plug 10 provides a barrier to block and retain bone cement 20 introduced under pressure into the medullary canal 14. The bone plug 10 thus confines the bone cement 20 to the space surrounding the prosthesis 18, to achieve substantially optimum prosthesis fixation.

The bone plug 10 is formed from a suitable biocompatible material such as polyethylene or the like, and preferably is a one-piece component. The plug 10 comprises a generally cylindrical body 22 (FIGS. 1 and 2), in combination with a set of distally positioned fins 24 and another set of proximally positioned fins 26. The diametric size of the plug body 22 with the sets of fins 24, 26 is chosen to fit into the medullary canal 14, with the fins 24, 26 engaging the patient bone lining the canal as will be described in more detail. In this regard, the bone plug 10 of the present invention is particularly suited to fit into a medullary canal of a diametric
size which increases in a direction away from the proximal or resected end of the patient bone. For the construction and functional operation of a related bone plug configured for use with a medullary canal of approximately uniform cross sectional size, see copending U.S. Serial No. (Docket 35049).

The distal fins 24 are formed as a pair of axially spaced annular rings at the downstream or distal end of the plug body 22. As shown best in FIG. 2, this pair of distal fins 24 include tapered proximal side faces 28 to facilitate fin flexing in a distal direction, as will be described, to orient the radial outer edges 30 of the distal fins in a distally presented direction.

The proximal fins 26 are also formed as a pair of axially spaced annular rings located at the upstream or proximal end of the plug body. These proximal fins 26 have tapered distal side faces 32 to facilitate fin flexing in a proximal direction to orient the radial outer edges 34 thereof in a proximally presented direction.

The plug body 22 further includes a threaded socket 36 formed therein at the proximal end thereof. The threaded socket 36 is adapted for thread-in connection with a threaded tip 38 on an elongated stylet 40 forming a portion of the installation tool 12. The elongated stylet 40 is provided to manipulate and position the bone plug into the medullary bone canal, and conveniently includes an enlarged handle 42 at a rear end thereof to facilitate manual handling.

As shown in FIGS. 3 and 4, the elongated stylet 40 is threadably attached to the plug body 22, whereupon the bone plug is slidably fitted into a hollow cylindrical retainer sleeve 44 which also forms part of the installation tool. During this initial slide-fit placement, both the distal and proximal fins 24, 26 have their outer edges 30, 34 flexed proximally. Importantly, however, the bone plug 10 is advanced within the sleeve 44 using the stylet 40 to position the distal fins 24 beyond the associated distal end of the retainer sleeve, as viewed in FIG. 5. A
spacer disk 45 removably placed over the stylet 40 between the handle 42 and a rear end of the retainer sleeve 44 provides a stop indicative of distal fin movement beyond the distal end of the sleeve 44. The bone plug is then retracted to withdraw the distal fins 24 back into the retainer sleeve 44 (FIG. 6), resulting in the outer edges 30 of the distal fins 24 being flexed in a distally presented direction. Accordingly, as shown in FIG. 6, the bone plug 10 is positioned within the retainer sleeve 44 with the distal fins 24 flexed distally and with the proximal fins 26 flexed proximally.

FIG. 7 shows use of the thus-assembled installation tool 12 to place the bone plug 10 into the medullary canal 14 of a resected femur 16. As shown, the stem 40 and sleeve 44 are used to position the bone plug at a desired depth within the medullary canal 14, at which time the stylet 40 is advanced as viewed in FIG. 8 so that the handle 42 seats on the spacer disk 45. This motion displaces the distal fins 24 to a position with the outer edges biting into the patient bone. The spacer disk 45 is then laterally separated from the stylet 40, by means of an open slot 46 in the disk 45, to permit sufficient retraction of the retainer sleeve 44 to place the proximal fins 26 (FIG. 9) in engagement with patient bone. The entire installation tool 12 is then carefully separated from the bone plug 10, leaving the bone plug in position (FIG. 10) with the distally turned edges 30 of the distal fins 24 engaging and biting into the adjacent patient bone to firmly secure the plug in the medullary canal. The proximal fins 26 have their outer edges 34 turned proximally to engage the bone and thereby serve as effective seals to prevent bypass leakage of bone cement 16 introduced under pressure into the medullary canal.

A variety of further modifications and improvements to the bone plug 10 of the present invention will be apparent to those skilled in the art. Accordingly, no limitation on the invention is intended by way of the foregoing description and accompanying drawings, except as set forth in the appended claims.
WHAT IS CLAIMED IS:

1. An intramedullary bone plug, comprising: 
a generally cylindrical plug body having a size and shape
for slide-fit reception into the medullary canal of a patient bone;
at least one distal fin on said plug body and extending
radially outwardly therefrom, said at least one distal fin defining a distally
turned outer edge when positioned within the medullary canal; and
at least one proximal fin on said plug body and extending
radially outwardly therefrom, said at least one proximal fin defining a
proximally turned outer edge when positioned within the medullary canal.

2. The intramedullary bone plug of claim 1 wherein said
plug body is formed integrally with said at least one distal and proximal
fins.

3. The intramedullary bone plug of claim 2 wherein said
bone plug is formed from a biocompatible plastic material.

4. The intramedullary bone plug of claim 1 wherein said
at least one proximal fin comprises an axially spaced pair of distal fins.

5. The intramedullary bone plug of claim 4 wherein said
at least one proximal fin comprises an axially spaced pair of proximal fins.

6. The intramedullary bone plug of claim 1 wherein said
at least one proximal fin comprises an axially spaced pair of proximal fins.

7. The intramedullary bone plug of claim 1 wherein said
plug body has a proximal end with a threaded socket formed therein.
8. The intramedullary bone plug of claim 7 further including an installation tool comprising an elongated stylet having a threaded tip for thread-in engagement with said threaded socket.

9. The intramedullary bone plug of claim 8 wherein said installation tool further includes a retainer sleeve for slide-fit reception of said bone plug with said at least one distal fin having its outer edge turned distally and with said at least one proximal fin having its outer edge turned proximally.

10. The intramedullary bone plug of claim 9 wherein said installation tool further includes spacer means for maintaining said elongated stylet and said retainer sleeve in predetermined relation to each other.

11. An intramedullary bone plug and installation tool therefor, comprising, in combination:

a generally cylindrical plug body having at least one radially outwardly projecting flexible distal fin and at least one radially outwardly projection flexible proximal fin thereon; and

an installation tool having an elongated stylet with a distal tip including means for removable connection to a proximal end of said plug body, and a retainer sleeve for slide-fit mounting on said elongated stylet and for slide-fit reception of said plug body, said retainer sleeve defining a bore with a cross sectional size at least slightly less than the diametric size of said distal and proximal fins;

said plug body being slidably inserted with said elongated stem into said retainer sleeve whereby said distal and proximal fins have outer edges thereof turned proximally upon engagement with the interior of said retainer sleeve;

said plug body being advanced through said retainer sleeve
to position said distal fin axially beyond a distal end of said sleeve, and then retracted back into said retainer sleeve whereby said outer edge of said distal fin is re-oriented in a distally presented direction; said installation tool being insertable into the medullary canal of a resected patient bone, and said retainer sleeve and installation tool being separated from said bone plug to leave said bone plug within the medullary canal with said distal and proximal fins having their outer edges respectively turned distally and proximally.

12. The combination of claim 11 wherein said plug body is formed integrally with said at least one distal proximal fins.

13. The combination of claim 12 wherein said bone plug is formed from a biocompatible plastic material.

14. The combination of claim 11 wherein said at least one proximal fin comprises an axially spaced pair of distal fins.

15. The combination of claim 14 wherein said at least one proximal fin comprises an axially spaced pair of proximal fins.

16. The combination of claim 11 wherein said plug body has a proximal end with a threaded socket formed therein.

17. The combination of claim 11 wherein said elongated stylet has a proximal end with a handle thereon, said installation tool further including a spacer disk for mounting between said handle and a proximal end of said retainer sleeve to maintain a predetermined spacing therebetween, said spacer disk being laterally removable from said elongated stylet.
18. A method of placing a bone plug into the medullary canal of a resected patient bone, said bone plug comprising a generally cylindrical plug body having at least one radially outwardly projecting distal fin and at least one radially outwardly projecting proximal fin formed thereon, said method comprising the steps of:

slidably fitting the bone plug into the proximal end of a retainer sleeve having an internal bore sized so that outer edges of the distal proximal fins are turned proximally within the sleeve;

advancing the bone plug through the retainer sleeve to expose the distal fin at a distal end of the sleeve while retaining the proximal fin within the sleeve;

retracting the bone plug back into the retainer sleeve so that the distal fin has its outer edge turned distally within the sleeve;

slidably fitting the retainer sleeve with the bone plug thereon into the medullary canal of the resected patient bone; and

slidably withdrawing the retainer sleeve from the bone to leave the bone plug within the medullary canal with its distal fin turned distally and its proximal fin turned proximally.
1. An intramedullary bone plug and installation tool therefor, comprising, in combination:
   a generally cylindrical plug body having a size and shape for slide-fit reception into the medullary canal of a patient bone;
   at least one flexible distal fin on said plug body and extending radially outwardly therefrom, said at least one distal fin defining a distally turned outer edge when positioned within the medullary canal;
   at least one flexible proximal fin on said plug body and extending radially outwardly therefrom, said at least one proximal fin defining a proximally turned outer edge when positioned within the medullary canal; and
   an installation tool including a retainer sleeve for slide-fit reception of said bone plug with said at least one distal fin having its outer edge turned distally and with said at least one proximal fin having its outer edge turned proximally, said retainer sleeve defining a bore with a cross sectional size at least slightly less than the diametric size of said distal and proximal fins;
   said plug body being slidably inserted into said retainer sleeve with said distal and proximal fins having the outer edges thereof turned proximally upon engagement with the interior of said retainer sleeve, said plug body being advanced through said retainer sleeve to position said distal fin axially beyond a distal end of said retainer sleeve, and then retracted back into said retainer sleeve whereby said outer edge of said distal fin is re-oriented in a distally presented direction.

2. The intramedullary bone plug of claim 1 wherein said plug body is formed integrally with said at least one distal and proximal fins.
3. The intramedullary bone plug of claim 2 wherein said bone plug is formed from a biocompatible plastic material.

4. The intramedullary bone plug of claim 1 wherein said at least one distal fin comprises an axially spaced pair of distal fins.

5. The intramedullary bone plug of claim 4 wherein said at least one proximal fin comprises an axially spaced pair of proximal fins.

6. The intramedullary bone plug of claim 1 wherein said at least one proximal fin comprises an axially spaced pair of proximal fins.

7. The intramedullary bone plug of claim 1 wherein said plug body has a proximal end with a threaded socket formed therein.

8. The intramedullary bone plug of claim 7 wherein said installation tool further includes an elongated stylet having a threaded tip for thread-in engagement with said threaded socket.

9. The intramedullary bone plug of claim 8 wherein said installation tool further includes spacer means for maintaining said elongated stylet and said retainer sleeve in predetermined relation to each other.

10. The intramedullary bone plug of claim 1 wherein said installation tool is insertable into the medullary canal of a resected patient bone, and said retainer sleeve and installation tool are separable from said bone plug to leave said bone plug within the medullary canal with said distal and proximal fins having their outer edges respectively turned distally and proximally.
11. The intramedullary bone plug of claim 1 wherein said installation tool further comprises an elongated stylet having a distal tip for removable connection to a proximal end of said bone plug, and a proximal end with a handle thereon, said installation tool further including a spacer disk for mounting between said handle and a proximal end of said retainer sleeve to maintain a predetermined spacing therebetween, said spacer disk being laterally removable from said elongated stylet.

12. A method of placing a bone plug into the medullary canal of a resected patient bone, said bone plug comprising a generally cylindrical plug body having at least one radially outwardly projecting distal fin and at least one radially outwardly projecting proximal fin formed thereon, said method comprising the steps of:

   slidably fitting the bone plug into the proximal end of a retainer sleeve having an internal bore sized so that outer edges of the distal and proximal fins are turned proximally within the sleeve;
   advancing the bone plug through the retainer sleeve to expose the distal fin at a distal end of the retainer sleeve while retaining the proximal fin within the sleeve;
   retracting the bone plug back into the retainer sleeve so that the distal fin has its outer edge turned distally within the sleeve;
   slidably fitting the retainer sleeve with the bone plug therein into the medullary canal of the resected patient bone; and
   slidably withdrawing the retainer sleeve from the bone to leave the bone plug within the medullary canal with its distal fin turned distally and its proximal fin turned proximally.
### DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5,383,932 A (WILSON et al) 24 January 1995, Fig. 3</td>
<td>1-8</td>
</tr>
<tr>
<td>Y</td>
<td>GB 2211741 A (SEEDHOM et al) 07 July 1989, Figs. 9 and 10.</td>
<td>9, 10</td>
</tr>
<tr>
<td>Y</td>
<td>US 4,293,962 A (FUSON) 13 October 1981, Fig. 4.</td>
<td>9, 10</td>
</tr>
<tr>
<td>Y</td>
<td>US 5,376,120 A (SARVER et al) 27 December 1994, Fig. 5.</td>
<td>9, 10</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of Box C. See patent family annex.

---

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

---

Date of the actual completion of the international search 31 MARCH 1997

Date of mailing of the international search report 11 APR 1997

Name and mailing address of the ISA/US Commissioner of Patents and Trademarks
Box PCT Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer: JULIAN W. WOO
Telephone No. (703) 308-0421

Form PCT/ISA/210 (second sheet)(July 1992)*
### DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>EP 0 006 408 A (SEIDEL et al) 30 June 1978, Fig. 1.</td>
<td>1-18</td>
</tr>
</tbody>
</table>