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To all whom it may concern. 
Be it known that I, GEORGE E. HATCH, a 

citizen of the United States of America, re 
siding at Tallmadge, in the county of Ottawa, 
and State of Michigan, have invented certain 
new and useful Improvements in Vehicle 
Seats, of which the followingis a specification. 

It is the object of my invention to combine 
with the ordinary seat of a vehicle a supple 
mental seat of such a construction and ar 
rangement in relation to the main seat as will 
afford comfort and ease to the person occu 
pying it, will take up practically no room on 
the main seat when in use, and which when notin use may be folded into compact space 
out of the way of the occupants of the vehicle. 
My invention consists, broadly, in a supple 

mental seat arranged and supported over the 
main seat in such manner as to leave practi 
cally the full seating space of said main seat 
for use of the persons occupying it, the said 
supplemental seat being supported by a con 
tracted or narrowed frame-work. . . 
The invention further consists in the struct 

ure of the supplemental seat, whereby it may 
be folded, and to the manner of attaching it 
to the main seat, by which it may be folded 
out of the way when not in use. In the accompanying drawings, which illus 
trate the invention, Figure l is a side eleva 
tion showing the main and supplemental seats 
in relation to each other. Fig. 2 is a front 
view, and Fig. 3 is a view of the supple 
mental seat-frames. In the drawings, A represents, the main 
seat, and B the supplemental seat. The sup 
porting structure of the latter consists of two 
frames, each formed of a bar of metal bent sn 
as to form the diagonal standards or legs b 
and the upper elongated loops c. Between 
these loops, which are made of a length cor 
responding to the desired width of the seat, 
the flexible cloth or carpet extends, passing 
over the loops beneath and then up through 
them, so that the ends of the cloth encircle 
the Outer bars of the loops, and when secured 
to the main body of the 'cloth forms a strong 
the diagonal standards are formed by bring 
ing the two sides of each bar near together 
and making them extend parallel with each 
other a certain distance and then flaring them 

It will be noticed that 

outwardly to make a firm and substantial 
Support. 
The standard of the frame-section D ex 

tends through the standard of the section E, 
and its sides bear on the interior of the sides 
of the other standard, and by contact form a 
pivotal connection. The lower end of the 
section E is formed with a loop or cross-bard 
of sufficient width to afford a firm base, and 
between the flaring sides of the other stand 
ard a cross-bar extends, to which is attached 
one end of the band F, the other end of which 
is secured to the plate e, which holds the 
lower loop of the standard E. The purpose 
of this band and plate is to limit the spread 
ing action of the lower ends of the standards 
and thus prevent collapsing of the seat when 
the weight of the person is upon it. The lower 
sides of the section ID are flared outwardly 
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and at their ends are bent to form pintles 
2, which engage any suitable clips at the 
front of the main seat. The lower end of the 
section E is free from attachment, and by mov 
ing it toward the lower end of the other section 
the seat is folded. When the supplemental 
seat is in use, it extends over and rests upon 
the plate e on the top or cushion of the main 
seat from the front edge backward, and it is 
preferably arranged centrally of the main 
seat, and thus affords a seat for a third per 
son intermediate of the two persons sitting 
upon the main seat. It will be particularly 
noticed that the seat-frames DE are specially 
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formed to economize space and allow the per- . . 
sons on the main seat nearly the full amount 
of seating space, as said frames are formed 
contracted or of slight width in those portions 
below the seat-cloth, and in use the upper part of the supplemental seat will project lafi 
erally over the laps of the persons on the 
main seat, who will thus have the benefit of 
the whole seating-space beneath, with the ex 
ception of the few inches taken up by the 
contracted frame-work of the supplemental 
seat. The spring of the sides or sars form. 
ing the legs is sufficient to keep them in con 
tact, and they pivot upon each other without 
additional, means. After being folded the 
seat is turned down in front of the main seat, 
and is thus out of the way. It will be noticed 
that the crossbars or loops for the cloth are 
of the full width of the seat, while the stand 
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ards or legs are formed by bringing the sides DE, having the cross-loops for the cloth, and 6o nearer together at their intermediate portion 
to Secure the spring-contact albove referred 
to and then spreading them at their lower 
ends again to form the base. Any suitable 
ornamental fringe may be attached to the 
front loop to depend therefrom. 
The plate e has a series of studse', against 

which the cross-bard may rest, and these al 
low for the adjustment of the seat. By the 
use of the plate the cushion is prevented from being worn. 
The pintles 2 have studs 3, which bear 

against the sides of the eyes. 4 and hold the 
seat-frame Din place, and in order to remove 
the entire supplemental seat it is only neces 
Sary to turn the frame D until the studs 3 
register with the openings 5 in the eyes, and 
then by moving the frame laterally the pin 
tles are withdrawn from the eyes and the 
Seat thus renoved. 

Having thus described my invention, what I claim is 
1. In combination with the main seat, the supplemental seat comprising folding sec 

tions, one of said sections being pivotally con 
nected to the front of the seat and the other 
extending over the seat to rest thereon, sub stantially as described. 

2. In combination with the main seat, the 
supplemental seat extending over and above 
the same, the folding supporting-frame con 
sisting of the two sections having contracted 

. . standard portions pivotally combined, and 
35 

40 
the folding frame-work, whereby the supple 

the lateral extensions at their upper ends, substantially as described. . 
3. In combination, the main seat, the sup ... plemental seat, with a folding supporting 

frame-work pivoted to the front edge of the 
seat, and the folding-seat cloth supported by 

... mental seat may be folded down against the 

45 plementals 
and comprising twofolding sections, with the 

main seat, substantially as described. 
... In combination, the main seat, the sup pleinental seat pivotally combined therewith 

... seat proper permanently connected there with, substantially as described. 

described. 

5. The folding seat consisting of the two 
and the diagonal standard, each section being 
formed of a single barbent substantially as 
sections DE, having the cross bars or loops 

(5. A folding seat consisting of the sections 
55 DE, having cross-bars for the cloth, the stand 

ards or legs formed of the sides, pivoted to 
each other by contact only, and the connec 
tion between the lower ends of the sections. 

7. A folding seat consisting of the sections 

the standards or legs formed of the sides in 
spring-contact with each other, the said sides 
being continuations of the loops, substantially 
as described. 

8. In combination, in a seat, the sections I) 
E, each formed of a single piece of material 
bent to form the cross-bars for the cloth and 
the standards, one section having a loop o' 
cross-bar at the lower end, and the means for 
connecting the loop with the other section, 
substantially as described. 

9. In combination with the main seat, the 
supplemental seat formed of the sections 1) 
E, the cloth between the upper portions of 
the sections, one of said sections having pin 
tles, and the clips forming pivotal bearings 
for said pintles. 

10. In combination, in a folding seaf, the 
standards formed of parallel sides, the said 
sides being continued laterally at their upper 
ends on each side to form the loops for the 
cloth. - 

11. In combination, the folding seat-frames 
having the contracted standard portions and 
the upper and lower lateral extensions, and 
the folding seat proper connected with the 
upper extensions, substantially as described. 

12. In combination, the main seat, the sup 
plemental seat supported thereby, and the 
movable plate e, upon which the seat-fraine 
E rests, substantially as described. . 

13. In combination, the main seat, the Sup 
plemental seat pivoted to the main seat at 
the front thereof and adapted to fold, and the 
movable plate e, upon which the rear portion 
of the supplemental seat-frame rests, sub 
stantially as described. 

14. In combination, the main seat, the fold 
ing supplemental seat attached thereto, and 
the plate e, having a series of studs to engage 
the lower portion of the seat-frame, substan 
tially as described. . . . 

15. In combination, the main seat having 
the eyes 4 provided with openings, and the 
supplemental seat-frame having the pintles 2 
bearing in said eyes, with the studs 3 adapted 
to the openings 5, substantially as described. 

16. In combination, the main seat, the sup plemental seat comprising a folding frame: 
work, and the plate e, connected there with to 
fold with the frame - work, substantially as 
described. . 
Intestimony whereof Iaffix my signature in 

presence of two witnesses. 
GEO. E. ATC. I. 

Witnesses: 
FRANK W. HINE, 
J. G. ALEXANDER. 
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