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1. Claim. 
1. 

This invention appertains to improvements in 
belts for supporting Sanitary napkins or catar 
menial bandages and has for its primary object 
to provide a lightweight, comfortable and simple 
self-adjusting belt that can be inconspicuously 
worn without any discomfort. 
The above and ancillary objects are attained 

by this invention, the preferred embodiment of 
which is set forth in the following description and 
illustrated in the accompanying drawing, Where 

Figure 1 is a rear applied view of the belt; 
Figure 2 is a section taken on line 2-2 of 

Figure 1, and, 
Figure 3 is a view in perspective. 
Referring now more particularly to the draw 

ing, the numeral C designates a waist encircling 
loop of elastic material. A front panel 2 of a 
thin lightweight fabric, such as satin or the like, 
is provided and is substantially diamond shaped, 
including an upper section 4 having a straight 
transverse outer end edge 6, which is stitched, 
as at 8, to the loop it). The obtuse angled points 
20 and 22 on the side edges of the section are 
stitched to the ends of a pair of straps 24 and 26. 
The lower section 28 of the panel terminates 

in a narrow rectangular end or point 88, which 
transversely receives the free leg of a Safety pin 
32 by means of which one end of a Sanitary nap 
kin 34 is attached thereto. 
A back panel 36 is provided and is formed from 

a similar fabric material as the front panel. The 
back panel is also substantially diamond shape, 
including an upper section 40, which has a 
straight transverse outer end 42 which is stitched 
to the loop i O at a point diametrically opposed to 
the front panel. The obtuse angled points 44 and 
46 on the side edges are stitched to the opposing 
ends of the straps 24 and 26. 
The lower section 48 of the back panel is formed 

With arcuate side edges 50 and 52 to conform to 
the leg curvature and avoid chafing and the Sec 
tion is elongated. The free end 54 of the Section 
is rectangular and narrow and extends further 
than the lower section of the front panel. A 
safety pin 56 is transversely fastened to the end 
to secure the other end of the napkin 34 thereto. 

It is to be noted that the loop O is stitched Or, 
of course, otherwise secured to the inside of the 
front and back panel and the ends of the straps 
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24 and 26 are also secured to the inside of the 
panels, so that no parts protrude but, instead the 
flat outer faces of the panel are inconspicuous. 

Also, the construction of the lower section Will 
prevent chafing and the lightweight and Siim 
plicity of the belt will add to comfort, while still 
Securely retaining the napkin in place. Of course, 
the loop and straps are elastic So that One bet 
can be used for various sizes out Smaller and 
larger loops and straps can be proVided. Since 
the pins can be removed, the belt can be easily 
laundered. 
While the preferred embodiment of this inven 

tion has been described and illustrated, other 
forms can be used, so that limitation is sought 
Only in accordance With the appended Clain. 

HaWing thus described this invention, What is 
claimed is: 
A Sanitary belt comprising an elastic Waist en 

circling loop, a back panel having a straight trans 
Verse upper end Secured at its inner face to the 
loop So that the panel depends therefroin, said 
panel having a lower narrow Section, means for 
affixing One end of a napkin to the end, a front 
panel having a transverse Straight upper end Se 
cured to the loop at a point diametrically op 
posed to the front panel and depending from the 
loop, said front panel having an elongated air 
roW lower Section Which is shorter than the lower 
Section. Of the back panel and means for Secur 
ing the other end of a napkin to the end of the 
lower Section of the front panel, each of Said 
pallels having obtuse angled points on their Op 
posing Side edges, a pair of Straps connecting the 
panels below the loop, Said straps having tileir 
ends Secured to the angled pointS On the panels On 
the inner faces of the panels. 
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