
Nov. 7, 1950 R. C. ORTGIES 2,529,045 
APPARATUS FOR CLEANING STACK GAS 

Filed Feb. 3, l947 3. Sheets-Sheet l 

26 

7 Z 
L 

it : 

ZEE 
- 

| 

/7/e7227 
72/70%0%725 

    

  

  

  

  

  



Nov. 7, 1950 R. C. ORTGIES 2,529,045 
APPARATUS FOR CLEANING STACK GAS 

Filed Feb. 3, 1947 3 Sheets-Sheet 2 
  



Nov. 7, 1950 R. C. ORTGIES 2,529,045 
APPARATUS FOR CLEANING STACK GAS 

Filed Feb. 3, 1947 3. Sheets-Sheet 3 

Zzz27. 
722/72/2c2O (2/222s 

27 26é24%é-2 
  



Patented Nov. 7, 1950 2,529,045 

UNITED STATES PATENT OFFICE 
- 2,529,045 

APPARATUS FOR CLEANING STACKGAs 
Raymond C. Ortgies, Chicago, Ill, assignor to 
Whiting Corporation, Harvey, Ill., a corporation 
of Illinois 

Application February 3, 1947, Serial No. 26,103 
6 Cains. 

The present invention relates generally to gas 
cleaning apparatus. More particularly the in 
vention relates to that type of apparatus which 

i is adapted to form a continuation of the upper 
end of a stack, Such, for example, as a cupola, 
stack, Serves in connection with the up-flow . 
therethrough of the gas resulting from com 
bustion in the cupola to rid the gas of dust and 
fly ash and also to Suppress or quench sparks in 
the gas, and as its principal components or parts 
comprises: (1) a vertically extending elongat3d 
casing having a main out et at its upper end and 
embodying a cylindrical inlet conduit and a side 
wall which is of circular cross section and greater 
maximum diameter than the inlet conduit and 
has the lower end thereof downwardly tapered, 
extending around the conduit and connected to 
the latter at a point beneath the upper end 
thereof; (2) an inverted cup shaped member 
which is disposed in the central portion of the 
casing and above, and in alignment with, the 
conduit, embodies an open bottom and consists 
of a top Wall and a continuous side wall depend 
ing from the top wall and defining therewith an 
air chamber; (3) a duct which extends into the 
casing, has the inner end thereof leading through 
and extending tangentially with respect to the 
side wall of the cup shaped member and its outer 
end adapted for connection to a Source of clean 
air under pressure, and serves to introduce the 
clean air under pressure into the air chamber 
So as to cause it to Swirl therein; (4) a pipe Sys 
ten for spraying water into the air chamber for 
admixture with the Swirling clean air; (5) a 
horizontally disposed deflector plate which is 
positioned between, and in Spaced relation with, 
the open bottom of the cup shaped member and 
the upper end of the inlet conduit, is adapted to 
cause the dust aden gas emanating from the 
conduit and the Swiring water containing clean 
air under pressure emanating from the open bot 
tom of the cup shaped member to be deflected 
outwards towards the casing side wall in Such 
manner that they mix together; and (6) an an 
nular series of vertical angularly position ?ed vanes 
which extend between, and are connected to, the 
margin of the deflector plate and an outwardly 
extending fange on the lower end of the side 
wall of the cup shaped member and are ar 
ranged so as to augment swirling of the water 
containing clean air under pressure as it flows 
outwards from the deflector plate preparatory to 
mixing with the dust laden gas. 
One object of the invention is to provide a gas 

cleaning apparatus of this type which is an im 
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provement upon, and has certain inherent ad 
Vantages over, previously designed apparatus for 
the same purpose. 
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Another object of the invention is to provide a 
gas washing apparatus which is characterized by 
extremely high efficiency and ready replaceability 
of its various components or parts. 
Another object of the invention is to provide a 

gas washing apparatus of the aforementioned 
type and character in which the side wail of the 
inverted cup shaped member and the outwardly 
extending annular flange on the lower end of such 
side wall are downwardly flared or frusto-conical 
to the end that free dust and fly ash in the gas 
within the chamber and sludge resulting from 
contact of the water with the dust in suspension 
in the swirling air under pressure emanating from 
the open bottom of the cup shaped member do 
not accumulate on the outer surfaces thereof. 
Another object of the invention is to provide 

a gas cleaning apparatus of the last mentioned 
character in which the deflector plate that is 
disnosed between and spaced from the upper end 
of the inlet conduit and the open bottom of the 
inverted cup shaped member is conical in order 
that the Swirling water containing air under pres 
sure emanating from the open bottom of the 
member is so directed that it intimately mixes 
with the dust laden gas emanating from the 
upper end of the conduit, and causes such gas to 
swirl with it to the end that the dust and fly 
ash in the gas are impinged against the side wall 
of the casing and pass or flow downwards in the 
form of Sludge to the conical lower end of the 
casing side Wai. 
A flirther object of the invention is to provide 

a gas cleaning aprarat's of the type and chair 
acter under consideration in which the cylindrical 
inlet conduit forming a part of the casing com 
prises a pair of Semi-cylindrical bolted together 
sections and the lower downwardly tapered end 
of the casing side wall has hand holes which 
provide access to the bolts for Securing together, 
outlet forming sections and also permit air to 
circualte around portions of the conduit for cool 
ing purposeS. 
A Still further. Obiect of the invention is to 

provide a gas washing apparatus which is of 
generally new and improved construction, effec 
tively and efficiently fulfills its intended purpose 
and is capable of being Serviced with facility and 
also manufactured at a low cost. 
Other objects of the invention and the various 

advantages and characteristics of the present gas 
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cleaning apparatus will be apparent from a con 
sideration of the following detailed discription. 
The invention consists in the several novel 

features which are hereinafter set forth and are 
more particularly defined by claims at the con 
clusion hereof. 
In the drawings which accommany and form 

a part of this specification or disclosure and in 
which like letters and numerals of reference 
denote corresponding parts throughout the Sev 
eral views: 

Figure 1 is a vertical or longitudinal section of 
a gas cleaning apparatus embodying the inven 
tion; 

Figure 2 is a plan view; 
Figure 3 is a horizontal section taken on the 

line 3-3 of Figure 1, and illustrating in detail 
the manner in which the inverted cup shaped 
member is Suspended within the central portion 
of the casing; and 

Figures 4 and 5 are horizontal sections taken, 
respectivelv. on the lines 4-4 and 5-5 of Figure 
1, and showing in detail the construction and de 
sign of the cylindriral inlet conduit and the lower 
most Section of the side wall of the casing. 
The atoparatus which is shown in the drawings 

constitutes the preferred form or embodiment of 
the...invention. It is adaoted to form a continua 
tion or part of the upper end of a stack and 
serves as hereinafter describer more in detail 
and in connection with the rp-flow therethrough 
of the gas resilting from comhustion. to rid the 
gas of dust and fly ash and also to suppress or 
quench sparks in the gas. In Figure 1 of the 
drawings the anparatus is shown as forming a 
part of the upper end of the stack S of a curbola. 
As its principal cominonents the apparatus com 
prises a verticallv elongated casing O. an in 
verted cup shaped member in the central por 
tion of the casing, a horizontal duct 2 for sup 
plying air under pressure into the member i?, 
a pipe system f3 for spraying water into the air 
in the inverted cur) shaped member, a horizon 
tally extending deflector plate 4 beneath the 
member and an annular series of swirling 
vanes S. 
The vertically elongated casing fo is formed 

for the most nart of plate metal and consists 
of a cylindrical inlet conduit f6, a side wall IT 
of circular cross section and an outlet conduit 
8. 
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The cylindrical inlet conduit | 6 is shaped to 
receive and fit around the upner end of the cupola 
stack S and embodies at its upper end an annu 
lar angle bar 9. The latter consists of a depend 
ing vertical leg and an inwardiv extending hori 
2Ontal leg. The depending vertical leg is welded 
Or riveted to the upper end of the conduit f6 
and the inwardly extending horizontal leg over 
lies and rests upon the upper end of the cupola 
stack S and serves to support the apparatus as 
a whole with respect to the stack. The internal 
diameter of the conduit. f6 is slightly greater 
than the external diameter of the stack of the 
cupola. The conduit f6 consists of two semi 
cylindrical complemental sections 20 and these 
have the end margins thereof bent outwards to 
form external right angle flanges 2 which are 
disposed in abutting relation and are removably 
secured together by horizontal bolts 22. The bolts 
extend through aligned holes in the flanges 2 
and when removed from such holes permit the 
conduit sections 20 to he separated. The bolts 
22 are spaced vertically apart and are prefer 
ably disposed throughout the entire length of the 
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4. 
flanges 2. The angle bar 9 is split or inter 
rupted adjacent the flanges 2 in order that it 
is in the form of two semi-circular sections, each 
of which is associated with one of the conduit 
sections 20. When the cupola to which the ap 
paratus is applied is in operation the gas result 
ing from combustion flows upwards through the 
stack S and enters the central portion of the cas 
ing O via the inlet conduit 6. 
The side wall f of the casing is for the most 

part of materially greater diameter than the in 
let conduit 6 and is disposed in concentric re 
lation with the inlet conduit. It consists of a 
plurality of Superposed annular units. Prefer 
ably there are four units and these are designated 
by the reference numerals 23, 24, 25 and 26. 
The unit 23 is the lowermost unit as shown in 

Figure 1 of the drawings. It is downwardly tap 
ered and Surrounds the vertically extending 
cylindrical inlet conduit 20. The lower end of the 
unit 23 is provided with a pair of downwardly 
and outwardly extending diametrically opposite 
discharge nipples 27 and these are positioned ad 
jacent the lower central portions of the inlet 
conduit sections 20 and serve as discharge means 
for the sludge that gravitates, as hereinafter 
described, into the unit 23. The latter consist of 
two complemental 180° sections 28 which are as 
sociated, respectively, with the two semi-cylin 
drical Sections 20 constituting the inlet conduit 
f. The lower or bottom margins of the sec 
tions 28 are welded to the lower marginal portions 
of the conduit sections 20 and the end margins 
of the Sections 28 are bent or deflected outwards 
to form external right angle flanges 29. Such 
flanges are arranged in abutting relation and 
lie in the same vertical plane as the flanges 2 
at the end margins of the outlet sections 20. 
Horizontal bolts 30 extend through aligned holes 
in the flanges 29 and serve releasably or remov 
ably to Secure together the two complemental 
Sections 28 constituting the lowermost unit 23 
of the casing side wall 7. The upper margin of 
each Section 28 is provided with an externally 
disposed semi-circular angle bar 3 consisting 
of a depending vertical leg and an outwardly ex 
tending horizontal leg. The depending vertical 
legs of the angle bars 3 are welded, riveted, or 
otherwise fixedly secured in place. By reason of 
the fact that the lower margins of the sections 
28 are welded to the lower margins of the outlet 
Sections 20 each section 28 and its associated out 
let Section 20 constitute a unitary structure. The 
two unitary structures are essentially comple 
mental and may be separated from one another 
by removing the bolts 22 and 30. For the pur 
pose of guiding into the discharge nipples 27 the 
sludge that gravitates into the lowermost unit 
23 of the casing side wall T a pair of substantially 
flat U-shaped downwardly and oppositely in 
clined guide plates 32 is provided. These plates 
are disposed between the inlet conduit f6 and the 
lowermost unit 23 of the casing side wall and 
are, respectively, associated with the aforemen 
tioned two complemental unitary structures. The 
central or lower portions of the guide plates are 
disposed adjacent the lower portions of the inlet 
ends of the discharge nipples 27 and the upper 
end portions of the two plates abut against one 
another and are disposed adjacent and in align 
ment with the flanges 2 and the flanges 29. The 
Outer edges of the guide plates are welded to the 
sections 28 of the lowermost unit 23 and the inner 
edges are welded to the conduit sections 20. In 
Order to provide access to those bolts 22 that are 
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disposed beneath the upper end portions of the 
guide-plates hand holes 33 are formed in the end 
margins of the sections 28. There are prefer 
ably three hand holes in each end margin and 
such hand holes are arranged in a vertically ex 
tending rectilinear series. The hand holes 33 have 
a twofold purpose in that they not only provide 
access to certain of the bolts 22 but also permit 
air to circulate through the spaces beneath the 
guide plates 32. The air that circulates through 
such spaces effects cooling of the inlet conduit. 
which, as heretofore described, surrounds the 
upper end of the cupola stack S. 
The unit 24 of the casing side wall is cylin 

drical and directly overlies and is the same in di 
ameter as the upper end of the lowermost unit 
23. It forms an upper continuation of the lower 
most unit 23 and consists of an annular series of 
arcuate sections 34. Preferably such sections 
are eight in number. The end margins of the 
sections 34 are bent outwards to form ex 
ternal right angle flanges 35 which abut against 
One another and are releasably or removably se 
cured together by way of horizontal bolts 36. The 
latter extend through aligned holes in the flanges 
35. The lower margin of each section 34 is pro 
vided with an externally disposed arcuate angle 
bar 37 consisting of an upwardly extending ver 
tical leg and an outwardly extending horizontal 
leg. The upwardly extending vertical legs of the 
angle bars 3 are welded or otherwise fixPdly Se 
cured to the lower margins of the sections 34 
and the outwardly extending horizontal legs rest 
on the outwardly extending horizontal legs of 
the angle bars 3 and are removably secured 
thereto by vertical bolts 38. The upper margin 
of each section 34 is provided with an externally 
disposed arcuate angle bar 39 consisting of a de 
pending vertical leg and an outwardly extending 
horizontal leg. The angle bars 39 are arranged 
in parallel relation with the angle bars 37 and 
have the ends thereof terminating adjacent the 
end margins of the sections 34. 
The unit 25 of the casing side wall is cylin 

drical and overlies and rests on the unit 2. It 
is the same in diameter as said unit 24 and con 
sists of a plurality of complemental arcuate Sec 
tions 40. Preferably such sections are four in 
number. The end margins of the Sections 49 
are bent outwards to form external right angle 
flanges 4 which abut against one another and 
are releasably or removably secured together by 
way of horizontal bolts 42. The latter extend 
through aligned holes in the flanges 4 f. The 
lower margin of each section 40 is provided with 
an externally disposed arcuate angle bar 43 con 
sisting of an upwardly extending vertical leg 
and an outwardly extending horizontal leg. The 
upwardly extending vertical legs of the angle bars 
43 are welded or otherwise fixedly Secured to the 
lower margins of the sections 40 and the out 
wardly extending horizontal legs rest on the out 
Wardly extending horizontal legs of the angle 
bars 39 and are removably secured thereto by 
vertical bolts 44. The upper margin of each sec 
tion 40 is provided with an externally disposed 
arcuate angle bar 45 consisting of a depending 
vertical leg and an outwardly extending hori 
zontal leg. The angle bars 45 are arrangrd in 
parallel relation with the angle bars 43 and have 
the ends thereof terminating adjacent the end 
margins of the sections 40. 
The unit 26 of the casing side wall IT is cylin 

drical and Overlies and rests on the unit 25. 
It is the same in diameter as said unit 25 and 
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consists of a plurality of complemetal arcuate 
sections 4. Preferably such sections are four 
in number. The end margins of the sections 
4. are bent outwards to form external right 
angle flanges 4 which abut against one another 
and are releasably or removably secured together 
by way of horizontal bolts 48. The latter extend 
through aligned holes in the flanges 47. The 
lower margin of each section 46 is provided with 
an externally disposed arcuate angle bar 49 con 
sisting of an upwardly extending vertical leg and 
an outwardly extending horizontal leg. The up 
wardly extending vertical legs of the angle bars 
49 are welded or otherwise fixedly secured to 
the lower margins of the sections 4B and the 
outwardly extending horizontal legs rest on the 
outwardly extending horizontal legs of the angle 
bars 4 and are removably secured thereto by 
vertical bolts 5. The upper margin of each 
section 46 of the unit 26 is provided with an 
externally disposed arcuate angle bar 52 con 
sisting of a depending vertical leg and an out 
Wardly extending horizontal leg. The angle bars 
52 are arranged in parallel relation with the 
angle bars 50 and have the ends thereof terminat 
ing adjacent the end margins of the sections 
46. Preferably the arcuate sections 46 of the 
unit 26 are staggered or longitudinally offset with 
respect to the arcuate sections 40 of the unit 25. 
The outlet conduit 8 is located adjacent and 

disposed within the upper end of the casing side 
wall and, as best shown in Figure 1, is down 
wardly tapered. It consists of a plurality of com 
plemental serially or annularly arranged sec 
tions 53 and has the diameter of its large end 
the Same as the diameter of the unit 25. The 
Sections 53 are the same in number as, and are 
asSociated respectively with, the sections 46 of 
the unit 26 and have the end margins thereof 
bent upwards to form vertically extending right 
angle flanges 54. The latter abut against one 
another and are removably secured together by 
way of horizontal bolts 55 which extend through 
aligned holes in the flanges 54. The upper or 
large end of the downwardly tapered outlet con 
duit 8 is connected to the upper end of the 
unit 26 constituting the upper end of the casing 
side wall by way of an annular series of radial 
ly extending straps 56. The inner ends of these 
straps are welded to the upper or large end of 
the outlet conduit 8 and the outer ends of the 
Straps Overlie and are welded or bolted to the 
outwardly extending horizontal legs of the angle 
bars 52. 
The advantage to the feature of forming the 

casing 0 of sectional units is that any one of 
the units may be removed either for purposes 
of replacement or to provide access to the interior 
of the casing. When it is desired to remove any 
One of the Sections it is only necessary to remove 
the bolts that are associated therewith. Removal 
of such bolts releases the section so that it may 
be removed merely by shifting it sidewise or 
laterally away from the axis of the casing. When 
the cupola is in operation the dust and fly ash 
laden gas resulting from combustion enters the 
central portion of the casing interior via the 
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cylindrical inlet conduit 6 and then, after being 
laterally deflected as hereinafter described, flows 
upwards and is exhausted from the casing via 
the downwardly tapered outlet conduit 8. 
The inverted cup shaped member f is disposed 

in the central portion of the casing 0 and is 
for the main part surrounded by the unit 25 of 
the casing side wall T. It is formed of plate 
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metal and consists of a flat circular top wall 
ST and a frusto-conical or downwardly flared 
annular side wall 58. The side wall 58 depends 
from, and is joined to the marginal portion of, 
the top wall 57 and forms with Said top wall an 
air chamber 59. The lower or large end of the 
side wall 58 is provided with an integral out 
wardly and downwardly inclined annular flange 
60. The member is supported in centered 
relation with the casing side wall by way of 
an annular series of equidistantly spaced up 
standing bars 6. The upper ends of the bars 
are welded to the sections 40 of the unit 25 and 
the lower ends of the bars are connected to the 
lower end of the side wall 58 of the member 
by way of vertically extending plates 62 and hori 
zontal bolts 63. The plates 62 are aligned with 
the bars 6 and are welded to the flange 80 on 
the lower end of the side wall 58. The lower 
ends of the bars 6 are bifurcated. They straddle 
the plates 62 and are bent or shaped to form 
eyes 64. The bolts 63 extend through the eyes 
64 and aligned holes in the plates 62. The bars 
6 are preferably eight in number and are ar 
ranged so that there are two bars on each of 
the sections 40 of the unit 25. 
The duct 2 extends horizontally through a 

hole 65 in the unit 25 of the casing side wall 
and has the outer end thereof adapted for con 
nection to a source of clean air under pressure 
such, for example, as a blower (not shown). 
The inner end of the duct f2 is positioned tan 
gentially with respect to the inverted cup shaped 
member and is connected to, and leads 
through, the upper end of the frusto-conical or 
downwardly flared side wall 58. In view of the 
fact that the duct is tangentially arranged with 
respect to the inverted cup shaped member 
the clean air under pressure entering the men 
ber is caused to swirl and passes through the 
open bottom of the member in a Swirling manner. 
The duct 2 consists of an Outer Section 66 and 
an aligned inner Section 6. The outer section 
is welded to the portion of the unit 25 that defines 
the hole 65. The inner section is aligned with 
the Outer Section and is detachably connected to 
the latter by way of a split clamp type ring 68. 
The pipe System 3 serves to spray water into 

the upper end of the inverted cup shaped member 
f for admixture with the swirling clean air under 
pressure in the member. It comprises a hori 
Zontally extending feed pipe 69 and a plurality of 
branch pipes 70. The feed pipe 69 extends 
through one of the sections 40 of the unit 25 and 
has its outer end connected to any suitable source 
Of Water under pressure (not shown). The inner 
end of the feed pipe Overlies and terminates ad 
jacent the central portion of the top wall 57 of the 
inverted cup shaped member 58. The branch 
pipes 70 are preferably four in number and are 
connected to, and extend radially outwards from, 
the inner end of the feed pipe 69. The outer 
ends of the branch pipes extend downwards, lead 
through holes in the upper end of the side wall 
58 of the member and have splash plates 
adjacent their lower or discharge ends. The 
Splash plates serve to atomize or effect spraying 
of the water that is introduced into the upper end 
of the air chamber 59 by the branch pipe 70. 
When the water in spray form is mixed with the 
Swirling clean air under pressure in the air chan 
ber it forms a heavy fog or mist. 
The horizontally disposed deflector plate 4 

underlies and is in centered relation with the in 
verted cup shaped member ff. It is conical and 

8 
has a twofold purpose in that it serves to deflect 
outwards the dust laden gas emanating from the 
cylindrical inlet conduit 6 and also to deflect 
OutWards the Swirling water containing clean air 

5 emanating from the open bottom of the member 
f. As best shown in Figure 1, the deflector plate 
4 is of greater diameter than the inlet duct 6 
and the outwardly and downwardly inclined 
flange 60 on the lower end of the side wall 58 of 
the member . The dust laden gas emanating 
from the inlet conduit f6, after impinging against 
the botton Surface of the deflector plate, is de 
flected Outward and mixes with the swirling water 
containing clean air under pressure emanating 
from the open bottom of the member . It is 
caused to SWirl With the clean air to the end that 
the dust, fly ash and other particles therein are. 
thrown outwards by centrifugal force against the 
casing side wall T. Because of the water in 
atomized, mist or fog form in the swirling clean 
air under pressure the dust, fly ash and other 
foreign particles are moistened to form sludge 
and the latter gravitates down the casing side 
wall and is discharged from the casing by way of 
the discharge nipples 2. The mixture of gas 
and air, after passing the deflector plate 4, 
flows upwards through the casing 0 and is ex 
hausted via the downwardly tapered outlet con 
duit 8 at the upper end of the casing. In order 
to cool the deflector plate 4 a film of water is 
caused to flow over the upper surface of the 
plate. Such film is created by way of a vertically 
extending pipe 72 which is disposed centrally 
within the air chamber 59 in the inverted cup 
shaped member . The upper end of the pipe 
2 extends through a hole in the central portion 
of the top wall 57 and is connected to the inner 
end of the feed pipe 69. The lower end of the 
pipe 72 Overlies the central or apex portion of the 
deflector plate f4. By reason of the fact that 
the deflector plate 4 is of grater diameter than 
the cylindrical inlet conduit 6 the water that 
serves to cool the deflector plate and is delivered 
to the top surface of such plate by the pipe 72 
does not, after flowing past the edge of the de 
flector plate, fall into the inlet conduit. 6. By 
having the deflector plate 4 conical and 
the flange 60 on the lower end of the side 
wall 58 of the member downwardly and out 
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clean air under pressure flows or swirls down 
wards as well as outwards after emanating from 
the Open bottom of the member . As shown in 
Figure 1, the flange 60 is inclined at the same 
angle as the Outer marginal portion of the de 
flector plate 4 with the result that it is in 
parallel relation with said marginal portion. By 
having the side wall 58 of the member frusto 
Conical or downwardly flared and by having the 
flange 60 downwardly and outwardy inclined no 
dust, fly ash Or Sludge is permitted to accumulate 
on the side wall 58 of the fange 60. Also by hav 
ing the sidewall of the inverted cup shaped mem 
ber frusto-conical or downwardly flared air un 
der preSSure with the water therein is caused to 
Swirl downwards in convolutions that increase in 
size as the air travels downwards. In other words, 
by having the side wall of the member shaped as 
hereinbefore set forth maximum efficiency is ob 

70 tained so far as Swirling of the clean air under 
pressure is concerned and the swirling air eman 
anates from the open bottom of the member at a 
comparatively rapid rate and in a pronounced 
SWirling manner. 
The annular Series of Swirling vanes 5 is dis 

55 
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wardly inclined the swirling water containing 



2,529,046 

posed between the flange 60 and the outer mar 
ginal portion of the conical deflector plate 4 and 
Serves to augment Swiring of the water con 
taining clean air under pressure emanating from 
the open bottom of the inverted cup shaped men 
ber f. The vanes extend vertically and are 
angularly positioned or disposed as shown in Fig 
ure 3. The upper ends of the vanes are connected 
to the under Surface of the flange 60 and the 
lower ends of the Vanes are connected to the top 
surface of the deflector plate 4. The Vanes are 
Spaced equidistantly apart and are spaced in 
wards of the edge of the deflector plate 14. 
The herein described gas cleaning apparatus 

effectively and efficiently fulfills its intended 
purpose and is characterized by the fact that it 
may be aSSembled and dismantled with facility 
due to the sectional design of the casing O. It 
is capable of being produced at a comparatively 
low cost and is so designed and constructed that 
it possesses a long life even though the dust 
laden gas that is circulated therethrough is at 
an extremely high temperature. In addition to 
ridding the gas of dust, fly ash, soot and other 
foreign particles the apparatus serves to sup 
preSS Or quench any sparks in the gas. When 
the gas emanates from the upper end of the cas 
ing it is free from dust or soot. 
Whereas the apparatus has been described in 

connection. With a cupola stack it is to be under 
stood that it may be applied to the stack of any 
other type of furnace and also that it has other 
capabilitles of use insofar as gas cleaning is con 
Cerned. It is also to be understood that the in 
Wention is not to be restricted to the details set 
forth since these may be modified within the 
Scope of the appended claims without departing 
from the Spirit and scope of the invention. 

Having thus described the invention what I 
claim as new and desire to secure by Letters 
Patent is 

1. An apparatus of the character described 
Comprising a vertically elongated casing in the 
form of an upstanding conduit adapted to have 
dust laden gas foW upwards therethrough, and 
a continuous side wall of materially greater 
Anaximum Width than the conduit, having the 
lower end thereof extending around the conduit, 
Connected to the latter at a point beneath the 
apper end thereof and provided with a discharge 
for collected matter, and having its upper end 
provided with a main outlet, an inverted cup 
Shaped member disposed Within the central por 
tion of the casing side wall and above, and in 
alignment Wit, the conduit and embodying a 
circular top Wall and a frusto-conical side Wall 
depending from the top wall and defining there 
with a downwardly flared open bottom air 
chamber, a duct extending into the casing, hav 
ing the inner end thereof leading through the 
upper end of, and extending tangentially with 
respect to, the side wall of Said member and its 
Outer end adapted for connection with a Source 
of clean air under pressure, and Serving to in 
troduce the clean air under pressure into the air 
chamber so that it is caused by the member side 
wall to Swiri downwards and outwards in convo 
utions of progressively increasing size in a 
downward direction and thence flow downwards 
and Outwards past the open bottom of the air 
chamber, a circular horizontally disposed de 
flector plate positioned between, and in Spaced 
relation. With, the OWer end of Side wall of the 
member and the upper end of the conduit and 
adapted to cause the dust laden gas emanating 
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from said conduit and the swirling clear air 
under pressure emanating from said open bot 
ton of the air chamber to be deflected outwards 
against the casing side wall in such manner that 
they mix together and the heavier dust particles 
are precipitated and fall by gravity to the lower 
end of the casing side wall from whence they 
are discharged via the aforementioned discharge, 
and an annular Series of vertical angularly posi 
tioned vanes extending between the margin of 
the deflector plate and the lower end of the side 
Wall of the member and arranged so as to auga 
ment swirling of the clean air under pressure as 
it flows outwards from the deflector plate pre 
paratory to mixing with the dust laden gas. 

2. An apparatus of the character described 
comprising a vertically elongated casing in the 
form of an upstanding conduit adapted to have 
dust laden gas flow upwards therethrough, and 
a continuous side wall of materially greater 
maximum width than the conduit, having the 
lower end thereof extending around the con 
duit, connected to the latter at a point beneath 
the upper end thereof and provided with a dis 
charge for Collected matter, and having its upper 
end provided With a main outlet, an inverted 
Cup shaped member disposed within the central 
portion of the casing side wall and above, and 
in alignment with, the conduit and embodying a 
circular top wall and a completely frusto-coni 
cal side Wall depending from the top wall and 
defining thereWith a downwardly flared open 
botton air chamber, a duct extending into the 
casing, having the inner end thereof leading 
through the upper end of, and extending tan 
gentially with respect to, the side wall of the 
Said member and its Outer end adapted for con 
nection with a Source of clean air under pressure, 
and Serving to introduce the clean air under 
preSSure into the air chamber So that it is caused 
by the member side wall to swirl downwards and 
outwards in convolutions of progressively in 
creasing size in a downward direction and thence 
fow downwards and outwards past the open bot 
ton of the air chamber, a horizontally disposed 
gradually sloping conical deflector plate posi 
tioned between, and in Spaced relation with, the 
lower end of the Side Wall of the member and 
the upper end of the conduit and adapted to 
cause the dust laden gas enanating from said 
conduit and the Swirling clean air under pres 
sure emanating from said open bottom of the 
member to be (aeflected outwards and downwards . 
against the casing side Wall in such manner that 
tney inix together and the heavier dust particles 
are precipitated and fall by gravity to the lower 
end of the casing side wall from whence they 
are discharged via the aforementioned discharge, 
and an annular series of vertical angularly po 
sitioned vanes extending between the margin 
of the deflector plate and the lower end of the 
side Wall of the member and arranged so as to 
augment Swirling of the clean air under pres 
Sure as it flows outwards and downwards from the 
deflector plate preparatory to mixing with the 
dust laden gas. 

3. An apparatus of the character described 
comprising a vertically elongated casing in the 
form of an upstanding conduit adapted to have 
dust laden gas flow upwards therethrough, and 
a continuous side wall of materially greater 
maximum width than the conduit, having the 
lower end thereof extending around the conduit, 
Connected to the latter at a point beneath the 
upper end thereof and provided with a discharge 
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for collected matter, and having its upper end 
provided with a main outlet, an inverted cup 
shaped member disposed within the central post 
tion of the casing side wall and above, and in 
alignment with, the conduit, provided with an 
open bottom, and enabodying a flat circular top 
wall and a completely frusto-conical side wall 
connected directly to, and depending from, the 
margin of the top wall, defining therewith a 
downwardly flared air chamber and provided at 
its lower end with an outwardly and downwardly 
inclined annular flange, a duct extending into 

O 

the casing, having the inner end thereof lead- . 
ing through the upper end of, and extending 
tangentially with respect to, the side wall of said 
member and its outer end adapted for connec 
tion with a source of clean air under pressure, 
and serving to introduce the clean air under 
pressure into the air chamber so that it is caused 
by the member side wall to swirl downwards and 
outwards in convolutions of progressively in 
creasing size in a downward direction and thence 
flow downwards and outwards past the open bot 
tom of the air chamber, a circular horizontally 
disposed deflector plate positioned between, and 
in spaced relation with, the open bottom of the 
member and the upper end of the conduit and 
adapted to cause the dust laden gas emanating 
from said conduit and the swirling clean air 
under pressure emanating from said open bot 
tom of the member to be deflected outwards 
against the casing side Wall in Such manner that 
they mix together and the heavier dust particles 
are precipitated and fall by gravity to the lower 
end of the casing side wall from whence they 
are discharged via the aforementioned discharge, 
and an annular Series of vertical angularly po 
sitioned vanes extending between, and connected 
to, the margin of the deflector plate and the 
aforesaid flange and arranged so as to augment 
swirling of the clean air under pressure as it 
flows outwards from the deflector plate pre 
paratory to mixing with the dust laden gas. 

4. An apparatus of the character described 
comprising a vertically elongated casing in the 
form of an upstanding conduit adapted to have 
dust laden gas flow upwards therethrough, and 
a continuous side wall of materially greater 
maximum width than the conduit, having the 
lower end thereof extending around the conduit, 
connected to the latter at a point beneath the 
upper end thereof and provided with a discharge 
for collected matter, and having its upper end 
provided with a main outlet, an inverted Cup 
shaped member disposed within the central por 
tion of the casing side Wall and above, and in 
alignment with, the conduit, provided with an 
open bottom, and embodying a circular top wall 
and a completely frusto-conical side wall de 
pending from the top wall, defining therewith a 
downwardly flared air chamber, and provided at 
its lower end with an outwardly and downwardly 
inclined annular flange, a duct extending into 
the casing, having the inner end thereof lead 
ing through the upper end of, and extending tan 
gentially with respect to, the side wall of said 
member and its outer end adapted for connec 
tion with a source of clean air under pressure, 
and Serving to introduce the clean air under 
pressure into the air chamber so that it is caused 
by the member side wall to swirl downwards and 
Outwards in convolutions of progressively in 
creasing size in a downward direction and thence 
flow downwards and outwards past the open bot 
tom of the air chamber, a horizontally disposed, 
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gradually sloping conical deflector plate posta 
tioned between, and in spaced relation with, the 
open bottom of the member and the upper end 
of the conduit and adapted to cause the dust 
laden gas emanating from said conduit and the 
Swirling clean air under pressure emanating from 
said open bottom of the member to be deflected 
Outwards and downwards against the casing side 
wall in such manner that they mix together and 
the heavier dust particles are precipitated and 
fall by gravity to the lower end of the casing side 
wall from whence they are discharged via the 
aforementioned discharge, and an annular series 
of vertical angularly positioned vanes extending 
between, and connected to, the margin of the 
deflector plate and the aforesaid flange and ar 
ranged So as to augment swirling of the clean 
air under pressure as it flows outwards and 
downwards from the deflector plate preparatory 
to mixing with the dust laden gas. 

5. An apparatus of the character described 
comprising a vertically elongated casing in the 
form of an upstanding conduit adapted to have 
dust laden gas flow upwards therethrough, and 
a continuous side wall of materially greater 
maximum width than the conduit, having the 
lower end thereof extending around the conduit, 
connected to the latter at a point beneath the 
upper end thereof and provided with a discharge 
for collected matter, and having its upper end 
provided with a main outlet, an inverted cup 
shaped member disposed within the central por 
tion of the casing side wall and above, and in 
alignment with, the conduit, provided with an 
open bottom, and embodying a circular top wall 
and a frusto-conical side wall depending from 
the top wall and defining therewith a down 
wardly flared air chamber, a duct extending into 
the Casing, having the inner end thereof lead 
ing through the upper end of, and extending 
tangentially with respect to, the side wall of said 
member and its outer end adapted for connec 
tion with a source of clean air under pressure, 
and Serving to introduce the clean air under 
pressure into the air chamber so that it is caused 
by the member side wall to swirl in the air cham 
ber and flow downwards in a swirling fashion to 
the open botton of the member, a pipe system 
adapted to spray Water into the the air cham 
ber for admixture with the swirling clean air 
under pressure and comprising a feed pipe ex 
tending through the casing side wall and having 
its inner end overlying the cup shaped member 
and a plurality of branch pipes having certain 
ends thereof connected to the inner end of the 
feed pipe and their other ends extending through 
the upper end of the side wall of the member, a 
circular horizontally disposed deflector plate po 
sitioned between, and in spaced relation with, 
the open bottom of the member and the upper 
end of the conduit and adapted to cause the 
dust laden gas emanating from said conduit and 
the swirling water containing clean air under 
preSSure emanating from Said open bottom of 
the member to be deflected outwards towards the 
casing side wall in such manner that they mix 
together, and an annular series of vertical an 
gularly positioned vanes extending between the 
margin of the deflector,plate and the lower end 
of the side wall of the member and arranged so 
as to augment Swirling of the water containing 
clean air under pressure as it flows outwards 
from the deflector plate preparatory to mixing 
with the dust laden gas, 

6. An apparatus of the character described 
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comprising a vertically elongated casing in the 
form of an upstanding conduit adapted to have 
dust laden gas flow upwards therethrough, and a 
continuous side wall of materially greater maxi 
mum width than the conduit, having the lower 
end thereof extending around the conduit, Con 
nected to the latter at a point beneath the upper 
end thereof and provided with a discharge for 
Collected matter, and having its upper end pro 
vided with a main outlet, an inverted cup shaped 
member disposed within the central portion of 
the casing side wall and above, and in align 
ment with, the conduit, provided with an open 
bottom, and embodying a circular top wall and 
a frusto-conical side wall depending from the 
top wall and defining therewith a downwardly 
flared air chamber, a duct extending into the 
Casing, having the inner end thereof leading 
through the upper end of, and extending tan 
gentially with respect to, the side wall of said 
member and its outer end adapted for connec 
tion with a source of clean air under pressure, 
and Serving to introduce the clean air under 
preSSure into the air chamber so that it is caused 
by the member side wall to swirl in the air cham 
ber and flow downwards in a swirling fashion 
to the Open bottom of the member, a pipe system 
adapted to spray water into the air chamber for 
admixture with the swirling clean air under 
pressure and comprising a feed pipe extending 
through the casing side wall and having its inner 
end overlying the cup shaped member and a plu 
rality of branch pipes having certain ends 
thereof connected to the inner end of the feed 
pipe and their other ends extending through the 
upper end of the side wall of the member, a hori 
Zontally disposed, gradually sloping conical de 
flector plate positioned between, and in spaced 
relation with, the open bottom of the member 
and the upper end of the conduit and adapted 
to cause the dust laden gas emanating from said 
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conduit and the Swirling water containing clean 
air under pressure emanating from said open 
bottom of the member to be defected outwards 
and downwards towards the casing side wall in 
Such manner that they mix together, means for 
flowing a film of water Over the deflector plate 
consisting of a vertical pipe disposed centrally 
within the member and having the upper end 
thereof extending through the top wall of the 
member and connected to the inner end of the 
feed pipe and its lower end positioned directly 
over the apex of said deflector plate, and an an 
nular series of vertical angularly positioned 
Vanes extending between the margin of the de 
flector plate and the lower end of the side wall 
of the member and arranged SO as to augment 
Swirling of the water containing clean air under 
preSSure as it flows Outwards and downwards 
from the deflector plate preparatory to mixing 
with the dust laden gas. 

RAYMOND C. ORTGES. 
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