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This invention relates to a baby panty adapted for use 
in training infants and more specifically to a baby panty 
having a hydrophobic lining therein. 

In the use of baby panties, especially when training 
an infant, it is desirable to have a baby panty which will 
absorb and hold moisture created by the infant away 
from the skin of the infant to prevent skin irritation, 
etc. caused by excessive moisture in contact with the skin 
of the infant. Heretofore, baby panties have been pro 
vided with thickened crotch portions in an attempt to 
solve the above noted problems. However, these panties 
have not proved satisfactory inasmuch as they fail to 
hold the moisture away from the skin of the infant but 
rather just become saturated with the moisture and there 
by do not prevent irritation to the skin of the baby. 

It is therefore the object of this invention to provide 
a baby panty which will wick moisture away from the 
skin of the wearer and absorb and hold this moisture 
away from the skin of the wearer. 

In accordance with the present invention a baby panty 
is provided whereby the crotch portion includes a hy 
drophobic layer disposed for contact with the skin of a 
baby when the panty is worn and whereby a hydrophilic 
layer is disposed away from the skin of the wearer when 
the panty is worn. The hydrophobic layer of the crotch 
is adapted to draw and wick moisture away from the 
skin of the wearer and the hydrophilic layer is adapted 
to absorb and hold the moisture away from the skin of 
the wearer. By this construction a baby panty is pro 
vided which will provide a substantially dry surface in con 
tact with the skin of the infant to prevent irritation. 
The preferred form of the baby panty of this inven 

tion provides a plurality of layers of hydrophilic material 
in the crotch portion which have one of the sides of each 
layer napped and arranged in a novel manner to provide 
improved moisture holding qualities. 

Further features of the present invention will be better 
understood by reference to the following more detailed 
description taken in conjunction with the accompanying 
drawings in which: 
FIGURE 1 is a front elevational view of the baby 

panty of this invention; 
FIGURE 2 is a front elevational view of the baby panty 

of FIGURE 1 turned inside out; 
FIGURE 3 is a view of the blank layers of material 

used to form the baby panty of FIGURES 1 and 2 with 
the layers turned over so that their relative locations may 
be seen; and 
FIGURE 4 is a cross-sectional view of the crotch por 

tion of the baby panty taken substantially along the 
line 4-4 of FIGURE 1. 

Referring now to the drawings there is shown a baby 
panty, generally indicated by the reference numeral 10, 
adapted for use in training infants. The baby panty 10 
comprises a front portion i, a back portion 12, a crotch 
portion 13, leg apertures i4 and 15, and a waist aper 
ture 16. 
As may be seen in FIGURE 3, the baby panty 10 is 

formed by a first layer of material 20 with suitable cut 
outs 21 and 22 therein to form the leg apertures 14 and 
15. The first layer of material 20 is Superimposed and 
joined together by lines of stitching 23 and 24 along the 
side edges thereof to form the front portion 11 and the 
back portion 12 of the baby panty 10. Binding strips 
25 and 26 are placed around the leg apertures 14 and 
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15 and secured to the first layer of material 20 at the 
cutouts 21 and 22 by lines of stitching 30 and 31, re 
spectively. 
The waist aperture of the baby panty 10 may be formed 

by folding over the first layer of material 20 one or more 
times and locating a strip of elastic therein (not shown) 
and securing this turned over waist construction by lines 
of stitching 32. 
The crotch portion 13 of the baby panty 10 includes 

the first ply of material 20 on the outside thereof, as 
may be seen in FIGURE 1. The crotch portion 13 also 
includes second and third layers of material 33 and 34. 
The layers of material 20, 33 and 34 may be formed of 
any suitable hydrophilic material, such as cotton, etc. AS. 
illustrated herein for the preferred form of this invention, 
the layers 20, 33 and 34 are shown to be cotton mate 
rial with one of the sides thereof napped to provide bet 
ter moisture holding qualities for purposes to be herein 
after described. As noted in FIGURE 3, the first layer 
20 has the napped surface inwardly of the panty, the 
second layer 33 has its napped surface outwardly of 
the panty in contact with the napped surface of the first 
layer 20 and the third layer 34 has its napped surface 
disposed inwardly of the panty. 
The crotch portion 13 of the baby panty 10 further 

includes a layer 35 of hydrophobic material disposed in 
wardly of the panty and in contact with the layer 34 of 
hydrophilic material. The layer 35 may be formed of 
any suitable hydrophobic material, such as cellulose tri 
acetate, polyamide, polyvinyl chloride, polypropylene, 
acrylic, modacrylic and polyester fibers. 
As may be seen in FIGURE 3, the layers 33, 34 and 

35 are of substantially the same configuration and are 
superimposed on top of each other and on top of the 
first layer 20. These last mentioned layers also have 
suitable cutouts 21 and 22 therein to form the leg aper 
tures 14 and 15 in the completed baby panty 10. The 
layers 33, 34 and 35 of the crotch portion 13 are secured 
to the first layer 20 by means of stitching 36 and by 
binding strips 25 and 26 and stitching 30 and 31 to form 
a completed baby panty having a crotch portion therein 
of more layers than the remaining portions of the baby 
panty. 
When placed in position on an infant the hydrophobic 

layer 35 is adapted to be in contact with the skin of the 
wearer to draw and wick moisture away from the skin 
of the wearer and the hydrophilic layers 33, 34 and 20 
are adapted to be disposed away from the skin of the 
wearer to absorb and hold the moisture wicked by the 
hydrophobic layer away from the skin of the wearer. 
Thus it may be seen, that a baby panty is provided 

which is adapted to draw and wick moisture away from 
the skin of an infant and to absorb and hold this moisture 
away from the skin of the infant to prevent irritation 
to the skin of the infant. The provision of a plurality 
of layers of hydrophilic material with one of the sur 
faces thereof napped will provide additional moisture 
holding qualities to absorb and hold a substantial amount 
of moisture away from the skin of the wearer. However, 
it is to be understood that while this is the preferred form 
of baby panty that any number or form of knitted or 
woven hydrophilic layers may be used in the baby panty 
as desired. 

This invention has been described in detail above for 
purposes of illustration and is not intended to be limited 
by this description or otherwise except as defined in the 
appended claims. 
What is claimed is: 
1. A unitary baby panty adapted for use in training 

infants comprising a front portion, a rear portion, a 
thickened crotch portion, leg apertures, and a self-fitting 
waist portion, all of said portions having an outer surface 
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of textile material and being permanently secured together 
to form a self-sustaining panty which may be easily 
slipped on and off of an infant without the necessity 
of pinning or the like, said thickened crotch portion com 
prising a crotch shaped layer of porous hydrophobic 
material and a plurality of layers of hydrophilic material 
superimposed on and in contact with each other and with 
said layer of hydrophobic material, said panty being 
adapted when worn to have said crotch shaped layer of 
hydrophobic material in contact with the skin of the 
wearer in the crotch area to draw and wick moisture 
away from the skin of the wearer and to have said layers 
of hydrophilic material disposed away from the skin of 
the wearer to absorb and hold the moisture away from the 
skin of the wearer. 

2. A baby panty, as set forth in claim 1, in which 
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4. 
said hydrophilic material is napped to provide better 
moisture holding qualities. - 
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