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United States Patent Office 3,249,271 
Patented May 3, 1966 

1. 

- 3,249,271 
HOLDER FOR FLASHLIGHT 

Roy Allbritton, 4003 6th St, Baltimore, Md. 
Filed May 13, 1964, Ser. No. 366,966 

2 Claims. (C. 224-25) 

This invention relates generally to illumination devices, 
and more particularly it pertains to a headband Supported 
flashlight holder for supporting a flashlight or equivalent 
device. 
There are many occasions when it is desired to tempo 

rarily illuminate an area with a flashlight yet it is desired 
that both hands be free. If the flashlight is placed on a 
fixed support, the light so directed is almost immediately 
required to be pointed at some other angle. Sometimes 
the flashlight is accidently dislodged from its support to 
fall into machinery, or the place or area being examined. 
Consequently, much time is lost in retrieving it or in re 
positioning the beam angle. 

It is an object of this invention, therefore, to provide 
a body attached holder which will support an ordinary 
flashlight in the line of sight of the user at all times. 
Another object of the invention is to provide a head 

band flashlight holder which is secure and comfortable to 
wear and adjustable in size. 
To provide a headband holder capable of being folded 

to small size, is yet another object of this invention. 
Other objects and attendant advantages of this inven 

tion will become more readily apparent and understood 
from the following detailed specification and accompany 
ing drawings in which: 

FIG. 1 is a side view depicting the use of the novel 
flashlight holder incorporating features of this invention; 

FIG. 2 is a perspective view of the folded holder of 
this invention without the flashlight; 
RIG. 3 is an enlarged front elevation of the headband 

flashlight holder; 
FIG. 4 is a side elevation thereof; and 
FIG. 5 is a fragmentary detail view showing the ad 

justment feature of the headband. 
Referring now to the details of the drawings the inven 

tion, generally is designated by reference numeral 10. 
This headband flashlight holder 10 consists of three com 
monly articulated flexible straps 12, 14, and 16, prefer 
ably made of spring metal or plastic curved in a semi 
circular shape. If metal straps are used, they may be 
covered with sleeving of cloth or plastic. The strap 12 
is adapted to fit the crown of the head and extend down 
to the vicinity of the temple of the user where on each 
end it is pivotally joined to the ends of the other two straps 
14 and 16 by means of a rivet 18. 
A clip assembly 20 is secured transversely to a depend 

ing extension 22 of one end of the top strap 12 by riveting 
or welding. This clip assembly 20 comprises a spacing 
strip 24, with the ends thereof mounting a pair of arcuate 
spring clips 26. The clips 26 are formed to tightly em 
brace a common flashlight F. 
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The front straps 14 of the headband assembly 10 is con 

tinuous and worn across the forehead. The rear strap 
16, however, is made in two halves 28 and 30 which over 
lap for a portion of their lengths. The half 28 has a lon 
gitudinal slot 32 provided near its end which receives a 
threaded stud 34 which is secured near the end of the 
other half strap 30. Thus, the rear strap 16 can be ad 
justed in length against the back of the head so as to ten 
sion with the front strap 4 for a secure comfortable fit 
of the headband 10. This adjustment is secured by means 
of a wing nut 36 on the stud. 34, and once fitted to an 
individual needs no further manipulation. 
The head band 10 is folded for storage by simply swing 

ing up the front and rear straps 14 and 16 in conformity 
with the top strap 12 as shown in FIG. 2. The flashlight 
F may be unclipped for use elsewhere. 

It will be noted from the foregoing that the headband 
assembly 10 as described has accomplished the objects set 
forth. With this arrangement it is no more difficult to 
wear a flashlight on the head than to carry a pencil behind 
the ear. 

Obviously many modifications and variations of the 
present invention are possible in light of the above teach 
ings. It is, therefore, to be understood that within the 
scope of the appended claims the invention may be prac 
ticed otherwise than as specifically described. 
What is claimed is: 
A. A device for supporting a flashlight from the head 

of a wearer, comprising a headband for the head of said 
wearer, said headband including a front strap, a top strap, 
and a rear strap, with each said strap passing over the 
head of said wearer, said front strap and said rear strap 
being pivotally articulated about spaced common points 
to said top strap so as to be conformable therewith for 
storage, securing means including a spacing strip mounted 
to said headband and a pair of spaced spring strips mount 
ed to said spacing strip for embracing and securing said 
flashlight to said headband, said top strap being provided 
with an extension beyond the pivotal articulation thereof 
with said front and rear straps with said securing means 
being mounted on said extension. 

2. The device as recited in claim 1, wherein said rear 
strap is in two sections which are slidable with respect to 
each other and means are provided to maintain said two 
sections in the desired position with respect to each other. 
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