
July 17, 1956 O, H. HEDSTROM 2,755,213 
LAMINATED WRAPPING 

Filled April 15, 1953 

| - P. 

MNNNNNNNNNNNNNNNNNNNNNNNNNMN 
ZZZZZZZZZZZZZZZZZZZZZZZZ 
SANANNNNNNNNNNNNNNNNNNNNNN 

KONNANAN 3sSè 3 KSSP 2 
ÀSSASSASSASSASS>>>Ž 5 ŽZZZ 2 

?. 

INVENTOR. 
OZ Oa //, /47AZ2S 77aFØM7. 

/777ØARKMYA-35, 

  

  





---- 2,755,213 

3 
therefrom under pressure, as is the case with ordinary 
absorbent paper. The absorbed oil is thus firmly held, 
and cannot escape from the package and stain adjacent 
packages when the food products are stacked or heaped. 
The surface of the absorbent sheet is not stained by the 
oils, and therefore maintains a sanitary and pleasing ap 
pearance at all times. The absorbed oil is also main 
tained in a state wherein the growth of microorganisms 
and the development of rancidity or offensive odors are 
prevented, so that the wrapped products are more per 
fectly preserved. Preferably the absorbent sheet is coated 
upon its inner side with a resin such as a porous modi 
fied polyvinyl chloride, so that it will not stick to the 
wrapped product. In this way, possible disintegration 
of the absorbent sheet through handling is prevented, 
whilst all of the enumerated advantages are retained. 
While the invention has been illustrated and described 

in detail in the drawings and foregoing description, the 
same is to be considered as illustrative and not restrictive 
in character, it being understood that only the preferred 
embodiment has been shown and described and that all 
changes and modifications that come within the spirit of 
the invention and the scope of the claims are also desired 
to be protected. 
The invention claimed is: 
1. A laminated absorbent paper wrapper comprising 

an outer sheet which is impermeable to grease, and an 
inner sheet consisting of 70 to 80 per cent of high grade 
wood pulp and 20 to 30 per cent of diatomaceous earth. 

2. A multi-ply laminated absorbent paper wrapper 
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4 
comprising at least one outer grease-impermeable layer 
and one inner grease-permeable layer, and containing 
as one lamina thereof a grease-absorbent sheet consist 
ing of high grade easy-beating long fibre virgin pulp 
Japer containing about 20 to 30 per cent by weight of 
diatomaceous earth. 

3. An absorbent paper wrapper according to claim 2, 
in which the grease-absorbent sheet is coated upon one 
side thereof with a grease-permeable water-insoluble 
coating. 

4. An absorbent paper wrapper according to claim 2, 
in which the grease-absorbent sheet is coated upon the 
outer side thereof with a grease-impermeable coating. 

5. A laminated absorbent paper wrapper comprising 
an outer grease-proof paper lamina, an intermediate 
lamina of an absorbent paper filled with about 20 to 30 
percent by weight of diatomaceous earth, and an inner 
lamina comprising grease-permeable modified polyvinyl 
chloride. 
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