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To all, whom it may concern. 
Be it known that I, SARAH BOONE, of New 

Haven, in the county of New Haven and State 
of Connecticut, have invented a new Improve 
ment in Ironing-Boards; and I do hereby de 
clare the following, when taken in connection 
with accompanying drawings and the letters 
of reference marked thereon, to be a full clear, 
and exact description of the same, and which 
said drawings constitute part of this specifi 
cation, and represent, in 

Figure 1, a view in perspective of an iron 
ing-board constructed in accordance with my 
invention, and shown as arranged for ironing 
the inside seam of a sleeve; Fig. 2, a similar 
view showing the board in position for iron 
ing the outside seam of the sleeve, and Fig. 
3 a view of the device in transverse section 
on line acac of Fig. 1. 
My invention relates to an improvement in 

ironing-boards, the object being to produce a 
cheap, simple, convenient, and highly effect 
ive device, particularly adapted to be used in 
ironing the sleeves and bodies of ladies' gar 
ments. 
With these ends in view my invention con 

sists in a narrow board having its edges re 
spectively curved to correspond to the out 
side and inside seams of a sleeve, and provid 
ed at one end with a fixed transverse support 
and at its opposite end with a movable sup 
port hinged to the said end and extending in 
line with the board, the outer and inner 
edges of the same respectively having, in ef 
fect, outward and inward longitudinal curva 
ture. 
Myinvention further consists in certain de 

tails of construction and combination of parts, 
as will be hereinafter described, and pointed 
out in the claims. 
As herein shown, the device consists of a 

board having its two edges A and Arounded 
and respectively curved to correspond to the 
outside and inside seams of a sleeve which 
the board resembles in its general outline, the 
outer and inner edges of the board respect 
ively having, in effect, outward and inward 
longitudinal curvature. As herein shown, 
the said edges are curved in accordance with 
the outside and inside seams of the sleeve of 
a lady's garment, and having their most pro 
nounced curvature at the “elbow-point,' So to 
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speak, of the sleeve; but these curves may be 
modified to suit the cut of the sleeves of 
men's coats, if desired. As herein shown, 
also, the sides AA’ of the board are made 
flat; but this is not the essential, although 
the preferred, construction, as when made flat 
they may be sometimes conveniently used for 
preSSling. 
The board is provided at one end with a 

notch B, receiving a fixed transverse support 
C, which projects very slightly beyond the 
edge A of the board. The same end of the 
board is also provided with a flat bearing-face 
B, which extends slightly beyond the edge A 
of the board. The opposite end of the board 
is made somewhat smaller than the end just 
referred to, and constructed with a notch. D, 
which receives one corner of a movable sup: 
port E, the same being attached by a hinge 
E' to the extreme end of the board and ar 
ranged in line therewith. 
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When the board is to be used for pressing 
75 inside Sealms, the movable support is turned 

down as shown by Fig. 1 of the drawings, 
and then co-operates with the transverse stan. 
port in maintaining the board in this position. 
For ironing or pressing outside seams the 
board is reversed edge for edge and its mov 
able support extended, as shown by Fig.2 of 
the drawings, and thus got out of the way, 
the board being steadied in this position upon its bearing-face B. 
My improved device is not only adapted for 

pressing the inside and outside seams of the 
sleeves of ladies' waists and men's coats, but 
will be found particularly convenient, also, in 
pressing curved waist-seams wherever they 
occur. 

I Would have it understood that I do not 
limit myself to the exact form herein shown 
and described, but hold myself at liberty to 
make Sugh changes and alterations as fairly 
fall within the Spirit and scope of my inven 
tion. 
Having fully described my invention, what 

I claim as new, and desire to secure by Let ters Patent, is 
1. An ironing-board having its edges re 

Spectively curved to correspond to the out 
side and inside seams of a sleeve, and pro 
vided at one end with a fixed transverse sup 
port and at its opposite ond with a movable 

85 

95 

OO 



O 

2 478,653 

support attached to it by a hinge and arranged 
in line with the board, the outer and inner 
edges whereof respectively have, in effect, 
outward and inward longitudinal curvature, 
substantially as described. 

2. An ironing-board having its edges re 
spectively curved to correspond to the out 
side and inside seams of a sleeve, and con 
structed at one end with a notch to receive a 
transverse support, which is fixed in it, and 
with a bearing-face, and at its opposite end 
with a notch, which receives a movable sup 

port which is hinged to the said end and ex 
tends in line with the board, the outer and 
inner edges whereof respectively have, in ef 
fect, outward and inward longitudinal curva 
ture, substantially as described. 

In testimony whereof I have signed this 
specification in the presence of two subscrib 
ing witnesses. 

SARAH BOONE. 
Witnesses: 

FRED. C. EARLE, 
LILLIAN ID. KELSEY. 


