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LEAD-ACD BATTERIES AND PASTES 
THEREFOR 

This application is a continuation of and claims priority to 
U.S. patent application Ser. No. 13/503,659, filed on Apr. 24. 
2012, which is a S371 national phase application of and 
claims priority to PCT/US2010/054393, filed on Oct. 28, 
2010, which claims priority to U.S. Provisional Patent Appli 
cations Nos. 61/377,925, filed on Aug. 28, 2010 and 61/257, 
226, filed on Nov. 2, 2009. These applications are incorpo 
rated in their entirety by reference herein. 

FIELD 

The present invention relates to the lead-acid batteries and 
pastes for use informing lead-acid battery plates, particularly 
negative lead-acid battery plates. 

BACKGROUND 

The lead-acid battery is an electrochemical storage battery 
generally comprising a positive plate, a negative plate, and an 
electrolyte comprising aqueous Sulfuric acid. The plates are 
held in a parallel orientation and electrically isolated by 
porous separators to allow free movement of charged ions. 
The positive battery plates contain a current collector (i.e., a 
metal plate or grid) covered with a layer of positive, electri 
cally conductive lead dioxide (PbO) on the surface. The 
negative battery plates contain a current collector covered 
with a negative, active material, which is typically lead (Pb) 
metal. 

During discharge cycles, lead metal (Pb) supplied by the 
negative plate reacts with the ionized sulfuric acid electrolyte 
to form lead sulfate (PbSO) on the surface of the negative 
plate, while the PbO, located on the positive plate is converted 
into PbSO on or near the positive plate. During charging 
cycles (via an electron Supply from an external electrical 
current), PbSO on the surface of the negative plate is con 
verted back to Pb metal, and PbSO on the surface of the 
positive plate is converted back to PbO. In effect, a charging 
cycle converts PbSO into Pb metal and PbO; a discharge 
cycle releases the stored electrical potential by converting 
PbO, and Pb metal back into PbSO. 

Lead-acid batteries are currently produced in flooded cell 
and valve regulated configurations. In flooded cell batteries, 
the electrodes/plates are immersed in electrolyte and gases 
created during charging are vented to the atmosphere. Valve 
regulated lead-acid batteries (VRLA) include a one-way 
valve which prevents external gases entering the battery but 
allows internal gases, such as oxygen generated during charg 
ing, to escape if internal pressure exceeds a certain threshold. 
In VRLA batteries, the electrolyte is normally immobilized 
either by absorption of the electrolyte into a glass mat sepa 
rator or by gelling the Sulfuric acid with silica particles. 
One major problem with existing lead-acid batteries is 

their low cycleability at high rate charge/discharge conditions 
required for advanced applications such as hybrid electric 
vehicles and distributed storage. The main failure mode in 
these operating conditions is called “negative plate Sulfation'. 
which is a term used to describe the phenomenon of kineti 
cally irreversible formation of lead sulfate (PbSO) crystal 
lites. Ideally during each charge/discharge cycle all the lead 
sulfate on the negative plate is reversibly converted to lead 
and thenback to lead sulfate. However, in reality this is not the 
case and during each cycle more and more lead Sulfate is 
irreversibly formed in the negative plate. The formation of 
increased amounts of lead sulfate leads to several undesirable 
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2 
effects: the conductivity and porosity of the plate is 
decreased, the accessibility of sulfuric acid to the active phase 
is hindered and less Pb is available to participate in the dis 
charge process, all this in combination leading to failure of the 
battery to deliver required voltage and power. This phenom 
enon is especially pronounced when fast charge/discharge 
cycles are used. 
One known method for reducing the problem of “negative 

plate sulfation' is to add carbon, generally in the form of 
graphite, carbon black and/or activated carbon, to the paste 
used to produce the negative plate. The carbon increases the 
electrical conductivity of the active material in the discharged 
state thereby improving its charge acceptance. An example of 
Such an approach is discussed in “Mechanism of action of 
electrochemically active carbons on the processes that take 
place at the negative plates of lead-acid batteries'. Pavlov et 
al, Journal of Power Sources, 191, 2009, 58-75, in which the 
effect of adding different forms of carbon at varying levels 
between 0.2 to 2% by weight of the negative plate paste is 
studied. The carbon materials investigated are NORIT AZO 
activated carbon and the carbon blacks VULCAN XC72R, 
Black Pearls 2000 and PRINTEXOR) XE2. 

In addition, U.S. Patent Application Publication No. 2009/ 
0325068 discloses an expander for a battery paste for a bat 
tery plate for a lead-acid battery, comprising barium sulfate; 
approximately 0.2% to 6% of carbon and/or graphite; and an 
organic material. Such as alignoSulfonate. 

Further, U.S. Patent Application Publication No. 2010/ 
0015531 discloses a paste suitable for a negative plate of 
battery, including an activated carbon having a mesopore 
Volume of greater than about 0.1 cm/g and a mesopore size 
range, as determined by DFT nitrogen adsorption isotherm, 
of about 20 angstroms to about 320 angstroms 

Although carbon addition is an effective approach to the 
reduction of “negative plate Sulfation', mechanical concerns 
currently limit the amount of carbon added to the negative 
plate paste. Thus, adding carbon requires increasing the 
amount of water and/or Sulfuric acid in the negative paste mix 
to lower the viscosity of the paste. However, this often results 
in a reduction in the adhesion of the paste to the underlying 
Support grid and consequently, a reduction in plate integrity 
during paste processing and/or plate curing. For example, the 
paste may be displaced from the Support grid due to adhesion 
to the equipment used for paste processing. In addition, dur 
ing plate curing, the paste may flake off the grid due to poor 
grid contact. Further, during the curing and/or forming of the 
plate, cracks may form in the electrodes which Subsequently 
lead to poor electrode performance and poor cycleability of 
the batteries incorporating the electrodes. 

According to the present invention it has now been found 
that, by using certain low structure carbon blacks, the amount 
of additional water and/or sulfuric acid required in the paste 
for the carbon addition can be substantially reduced. In this 
way, the amount of carbon that can be added to the paste, 
without the ancillary reduction in the mechanical properties 
of the paste and the final electrode, can be significantly 
increased. 

SUMMARY 

In one aspect, the invention resides in a paste Suitable for a 
negative plate of a lead-acid battery, the paste comprising lead 
oxide and carbon black at a loading of about 3 to about 25 wt 
% relative to the lead oxide, wherein the carbon black has the 
following properties: 

(a) a BET surface area between about 80 and about 2100 
m/g; and 
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(b) an oil adsorption number (OAN) in the range of about 
35 to about 250 cc/100 g. 

Conveniently, the carbon black loading is from about 3 to 
about 10 wt % relative to the lead oxide. 

In one embodiment, the carbon black has a BET surface 
area between about 600 and about 2100 m/g, such as 
between about 600 and about 1500 m/g. 

In another embodiment, the carbon black has a BET sur 
face area between about 80 and 600 m?g, such as between 
250 and 600 m/g. 

In one embodiment, the carbon black has an oil adsorption 
number (OAN) in the range of about 35 to about 200 cc/100 
g, such as in the range of about 100 to about 200 cc/100g. 

In another embodiment, the carbon black has an oil absorp 
tion number (OAN) in the range of about 35 to about 150 
cc/100 g, such in the range of about 35 to about 120 cc/100 g, 
for example in the range of about 35 to about 100 cc/100g. 

Conveniently, the carbon black is in the form of agglom 
erates of aggregated primary particles, wherein the primary 
particles have an average size of about 8 to about 20 nm, the 
primary particle aggregates have an average size of about 15 
to about 150 nm and the agglomerates have an average size 
between about 0.5 and about 10 microns. 

In a further aspect, the invention resides in a paste Suitable 
for a negative plate of a lead-acid battery, the paste compris 
ing lead oxide and carbon black, wherein the carbon blackhas 
the following properties: 

(a) a BET surface area between about 600 and about 2100 
m/g; and 

(b) an oil adsorption number (OAN) in the range of about 
80 to about 250 cc/100 g. 

Conveniently, the carbon black loading is from about 0.2 to 
about 10 wt % relative to the lead oxide. 

In yet a further aspect, the invention resides in a paste 
Suitable for a negative plate of a lead-acid battery, the paste 
comprising lead oxide and carbon black, wherein the carbon 
black has the following properties: 

(a) a BET surface area between about 100 and about 2100 
m/g; and 

(b) an oil adsorption number (OAN) in the range of about 
35 to about 360 cc/100 g, 

provided that the oil absorption number is less than the 0.14x 
the BET surface area+65. 

Conveniently, the carbon black has a water adsorption in 
the range of about 1xOAN to about 1.5xOAN cc/100g. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic view of part of carbon black reactor 
suitable for producing certain of the carbon blacks described 
herein. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

Described herein is a negative plate paste for a lead-acid 
battery wherein the paste comprises lead oxide and low struc 
ture carbon black particles having an oil adsorption number 
(OAN) in the range of about 35 to about 250 cc/100g and/or 
a BET surface area in the range of about 80 to about 2100 
m/g (e.g., about 100 to about 1800 m/g; about 150 to about 
1600 m/g: about 200 to about 1500 m/g; about 300 to about 
1250 m/g; about 350 to about 1100 m/g: about 400 to about 
1000 m/g; about 500 to about 800 m/g). Typically, the oil 
absorption number of the carbon black particles is less than 
the 0.14xthe BET Surface area--65. 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
Generally, the carbon black particles used herein have an 

oil adsorption number (OAN) in the range of about 35 to 
about 250 cc/100 g (e.g., about 80 to about 200 cc/100 g, 
about 80 to about 250 cc/100 g, about 40 to 225 cc/100 g, 
about 45 to 180 cc/100 g, about 50 to 170 cc/100 g, about 60 
to 160 cc/100 g, about 70 to 150 cc/100 g, about 80 to 125 
cc/100 g). The carbon black particles used herein can have an 
oil adsorption number (OAN) in the range of about 35 to 
about 200 cc/100 g, such as in the range of about 100 to about 
200 cc/100g. 

All OAN values cited herein are determined by measuring 
the absorption of the carbon black particles for dibutylphtha 
late (DBP) by the method described in ASTM D2414-06a but 
using a manual (i.e. hand) mixing method rather than a 
machine mixing method. The method of ASTM D2414-06a is 
incorporated herein by reference. 

All BET values cited herein refer to "BET nitrogen surface 
area” and are determined by ASTM D6556-04, the entirety of 
which is incorporated herein by reference. 

Generally, the carbon black particles have a water adsorp 
tion in the range of about 1xOAN to about 1.5xOAN cc/100 
g, wherein the water adsorption is determined by the follow 
ing method. Between 2 and 5 g of carbon were placed in a 
series of 30 ml snap cap plastic bottles to fill about half of the 
bottle volume and the exact carbon powder weight was 
recorded for each bottle. An increasing amount of water was 
added to each bottle and the weight was recorded using an 
analytical balance capable of 0.0001 g resolution. Each bottle 
was capped and shaken vigorously until the sample was 
homogeneously mixed. The viscosity was measured of each 
sample using a Brookfield DV-II+ Pro with spindle kit 15 at 
0.1 rotations per minute (rpm). As the carbon absorbed the 
water the Viscosity increased until the point of Saturation, 
where the Viscosity would decrease again. The ratio of pow 
der weight/water weight versus the Viscosity was plotted and 
a Gaussian fit analysis was done using Origin Pro 8. The point 
on the Gaussian fit corresponding to maximum viscosity was 
used as a measure of water absorption in cc/100 g carbon. 

In a first embodiment, the carbon black particles can have 
a broad BET surface area range between about 80 and about 
2100 m/g, such as between about 600 and about 2100 m/g, 
for example between about 600 and about 1500 m/g. In this 
first embodiment, the carbon black particles are typically 
present in the battery paste at a loading of about 3 to about 25 
wt %, such as about 3 to about 10 wt %, for example about 5 
to about 10 wt %, such as about 6 to about 10 wt %, for 
example about 7 to about 10 wt %, relative to the lead oxide. 

In a second embodiment, the carbon black particles have a 
high BET surface area in the range of between about 600 and 
about 2100 m/g, for example between about 600 and about 
1500 m/g. In this second embodiment, the carbon black 
particles are typically present in the battery paste at a loading 
of about 0.5 to about 25 wt %, for example about 3 to about 10 
wt %, such as about 5 to about 7 wt %, relative to the lead 
oxide. 

In a third embodiment, the carbon black particles have a 
BET surface area in the range of between about 80 and about 
600 m/g, for example between about 250 and about 600 
m?g. In this third embodiment, the carbon black particles are 
typically present in the battery paste at a loading of about 0.5 
to about 25 wt %, for example about 3 to about 10 wt %, such 
as about 5 to about 7 wt %, relative to the lead oxide. 
The average primary particle size (D) is determined by 

ASTM D3849-04 (also called the ASTM particle size). The 
average aggregate size (D) of the carbon black starting 
material may be extracted from TEM image analysis using 
the imaging technique described in ASTM D3849-04, the 
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entirety of which is incorporated herein by reference, and 
then specifically based on the following equation: 

O.S Pegg (Dna Dain) 
where D is the arithmetic number average maximum 
diameter of the particles from TEM analysis, and D, is the 
arithmetic number average minimum diameter of the par 
ticles from TEM analysis. 

Carbon black particles having an oil adsorption number 
(OAN) in the range of about 35 to about 130 cc/100 g and 
BET surface area in the range of between about 80 and about 
600 m/g are commercially available materials supplied, for 
example, under the trade names BP 700 (Cabot Corporation), 
BP 800 (Cabot Corporation), Printex L6 (Degussa) and 
Printex F85 (Degussa). 

Carbon black particles having an oil adsorption number 
(OAN) in the range of about 80 to about 250 cc/100 g and 
BET surface area in the range of between about 600 and about 
2100 m/g can be produced using the reactor shown inn 
FIGURE and following the procedure described in U.S. Pro 
visional Patent Application No. 61/257.226. In particular, 
process conditions that favor the production of Such low 
structure, high Surface area carbon black particles include one 
or more of the following: 
1) introduction (e.g., injection) of large amounts of potassium 

or other Group IA elements or ions thereof of the Periodic 
Table (e.g., Na/Na", K/K", Cs/Cs"): 

2) adjustment of the reactor geometry at a location along the 
length of the reactor in the flow direction of the reaction 
stream, Such as by tapering the reactor diameter to reduce 
recirculation; 

3) use of low sulfur or sulfur-free feedstock; 
4) addition of calcium in the reactor to etch the carbon black 

therein; and 
5) injection of water and oxygen downstream of the introduc 

tion point(s) of the carbon black yielding feedstock but 
upstream of the quench to increase temperature and pro 
vide a moist environment. 
The carbon black particles used herein are typically in the 

form of agglomerates of aggregated primary particles, 
wherein the primary particles have an average size of about 8 
to about 20 nm (e.g., about 10 to 15 nm), and/or the primary 
particle aggregates have an average size of about 35 to about 
150 nm (e.g., about 45 to about 125 nmi; about 50 to about 100 
nm, about 60 to about 80 nm) and/or the agglomerates have an 
average size of from about 0.5 and about 10 microns (e.g., 
about 1 micron to about 8 microns; about 2 microns to about 
6 microns). All particle size values cited herein are deter 
mined in accordance with ASTM D3849-04. 

For example, the present carbon blacks can be produced in 
a furnace carbon black reactor, such as that depicted in FIG. 
1, having a combustion Zone 1, which has a Zone of converg 
ing diameter 2, transition Zone 3, conical entry section 4. 
stepped entry section5, and reaction Zone 6. The diameter of 
the combustion Zone 1, up to the point where the Zone of 
converging diameter 2 begins, is shown as D-1, the diameter 
of Zone3, as D-2; the entry and exit diameters of conical Zone 
4 as D-3 and D-4, respectively; the diameters of stepped entry 
Zone 5 as D-5, D-6, D-7; and the diameters of reaction Zone 6 
as D-8 and D-9. The length of the combustion Zone 1, up to the 
point where the Zone of converging diameter 2 begins, is 
shown as L-1; the length of the Zone of converging diameter 
is shown as L-2; the length of the transition Zone is shown as 
L-3; the length of the conical section, Zone 4, as L-4; and the 
lengths of the steps in the reactor entry section, Zone 5, as L-5, 
L-6, and L-7. The lengths of the reaction Zone 6 are L-8 and 
L-9. 
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6 
To produce carbon blacks, hot combustion gases are gen 

erated in combustion Zone 1, by contacting a liquid orgaseous 
fuel 13 with a suitable oxidant stream 14 Such as air, oxygen, 
mixtures of air and oxygen or the like. When oxygen is added 
to the oxidant stream, it is added so as to enrich the oxygen 
content of the air to levels from about 21 to about 35%. 
Among the fuels Suitable for use in contacting the oxidant 
stream in combustion Zone 1 to generate the hot combustion 
gases are any of the readily combustible gas, vapor, or liquid 
streams such as natural gas, hydrogen, carbon monoxide, 
methane, acetylene, alcohol, or kerosene. Generally, the fuels 
have a high content of carbon-containing components, in 
particular, hydrocarbons. As an example, the Volumetric ratio 
of air to natural gas utilized to produce the carbon blacks can 
be from about 5:1 to about 100:1. To facilitate the generation 
of hot combustion gases, the oxidant stream may be pre 
heated. 
The hot combustion gas stream flows downstream from 

Zones 1 and 2 into Zones 3, 4, 5, and 6. The direction of the 
flow of hot combustion gases is shown in FIG. 1 by the “F” 
arrow. Carbon black-yielding feedstock can be introduced at 
point 7 (located in Zone 3). Suitable for use herein as carbon 
black-yielding hydrocarbon feedstocks, which are readily 
volatilizable under the conditions of the reaction, are unsat 
urated hydrocarbons such as acetylene; olefins such as ethyl 
ene, propylene, butylene; aromatics Such as benzene, toluene 
and Xylene; certain Saturated hydrocarbons; and other hydro 
carbons such as kerosenes, naphthalenes, terpenes, ethylene 
tars, aromatic cycle stocks and the like. 

Without desiring to be bound by any particular theory, 
reductions in sulfur amounts are believed to depress the struc 
ture of the carbon blackproduct, such as seen in lowered OAN 
values as compared to a similarly made carbon black at higher 
sulfur amounts. Feedstocks with lower sulfur content can be 
used. Sulfur levels can be, for example, from 0 to about 5 wt 
%, or from 0 to about 1 wt %, or 0 to about 0.5 wt %, or from 
0 to about 0.1 wt %, based on total carbon black yielding 
feedstock used in the entire process. These sulfur level ranges 
and amounts also can apply to any individual carbon black 
yielding feedstock stream. 

Generally, the carbon black-yielding feedstock is injected 
at point 7 in the form of a plurality of streams (not shown) 
which penetrate into the interior regions of the hot combus 
tion gas stream to insure a high rate of mixing and shearing of 
the carbon black-yielding feedstock by the hot combustion 
gases so as to rapidly and completely decompose and convert 
the feedstock to carbon black. 
The mixture of carbon black-yielding feedstock and hot 

combustion gases flows downstream through Zone 3 into 
Zones 4, 5, and 6. Water can be injected into Zone 6 at point 8 
in the reactor. Without being bound by any particular theory, 
this water can vaporize into steam, which increases the con 
centration of gaseous species that can oxidize carbon, result 
ing in an increased rate of oxidative attack of the carbon black 
Surface. This can result in an etched or porous carbon black 
with higher surface area. The weight ratio of the amount of 
injected water to the carbon black-yielding feedstock is typi 
cally from 0 to about 1:1, or from about 0.1:1 to about 1:1, or 
from about 0.2:1 to about 0.5:1, or from about 0.3:1 to about 
0.7:1, or from about 0.4:1 to about 0.8:1 and the like. This 
water (herein referred to as “intermediate water) is differen 
tiated from the quench water, located at point 10, whose 
purpose is to stop the reaction. In FIG. 1. 'A' is the distance 
from the beginning of Zone 4 to intermediate water point 8, 
and will vary according to the position of the intermediate 
water injection. 
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Oxygen gas (herein referred to as “intermediate oxygen’) 
can be added to Zone 6 at point 9. Without being bound by any 
particular theory, the oxygen can react with combustible spe 
cies like carbon monoxide and hydrogen in the gas to increase 
the temperature of the system, thereby increasing the rate of 
oxidative attack of the carbon black Surface, resulting in 
etched or porous carbon black with higher surface area than 
carbon black untreated with oxygen gas. The molar ratio of 
intermediate oxygen to the amount of air that is added to Zone 
I can be from 0 to about 1:4, or from about 0.1:4 to about 1:4, 
or from about 0.2:4 to 0.9:4, or from about 0.3:4 to about 0.8:4 
and the like. In FIG.1. “B” is the distance from the beginning 
of Zone 4 to intermediate oxygen point 9, and can vary accord 
ing to the position of the intermediate oxygen injection. As an 
example, water and oxygen can be injected downstream of the 
carbon black-yielding feedstock introduction point and 
upstream of the quenching, effective to increase the tempera 
ture at least about 5%, or at least about 10%, or at least about 
15%, or at least about 20%, and/or increase the moisture 
content at least about 5%, or at least about 10%, or at least 
about 15%, or at least about 20%, in the reactor relative to the 
temperature and the moisture content in the reactor without 
injecting the water and the oxygen and all other conditions the 
SaC. 

Without desiring to be bound by any particular theory, 
adjustment of the reactor geometry (diameter) at a location 
between the exit of the transition Zone3 and the reaction Zone 
6 by gentle expansion of the reactor geometry to reduce 
recirculation is believed to depress the structure of the carbon 
black product, such as seen in lowered OAN values as com 
pared to a similarly made carbon black in more sharply 
stepped reactor designs. One method of expanding the reac 
tion Zone gently is through the use of a conical Zone. For 
example, in FIG. 1, transition Zone3 is followed by a conical 
Zone 4 having initial diameter D-3 and final diameter D-4. As 
an example, dimensions D-3, D-4, and L4 of conical Zone 4, 
such as shown in FIG. 1, can be related, for example, wherein 
(D-31L4) can be from about 0.5 to about 0.8 (D-4/L4), or 
from about 0.6 to about 0.7 (D-4/L4). For example, as an 
illustration only, where D-3 is 0.15 m, D-4 is 0.23 m, and L4 
is 0.46 m, then (D-3/L4) is 0.66 (D-4/L4). 
Quench 11 of the reactor, located at point 10, injects a 

quenching fluid, which may be water, and is utilized to stop 
the further formation of carbon blacks. Point 10 may be 
determined in any manner known to the art for selecting the 
position of a quench to stop pyrolysis. In FIG. 1, “Q is the 
distance from the beginning of Zone 4 to quench point 10, and 
will vary according to the position of the quench. For these 
carbon blacks, as an example, Q can be maximized to maxi 
mize the available time for etching to create high Surface area. 

After the mixture of hot combustion gases and carbon 
black-yielding feedstock is quenched, the cooled gases pass 
downstream into any conventional cooling and separating 
apparatus whereby the carbon blacks are recovered. The sepa 
ration of the carbon black from the gas stream is readily 
accomplished by a conventional apparatus Such as a precipi 
tator, cyclone separator or bag filter. This separation may be 
followed by pelletizing using, for example, a wet pelletizer. 

Substances that contain at least one Group IA and at least 
one Group IIA element (or ion thereof) of the Periodic Table 
can be introduced into the reactor. Preferably, the substance 
contains at least one alkali metal and at least one alkaline 
earth metal. Examples of Group IA elements include lithium, 
Sodium, potassium, rubidium, cesium, or francium, or any 
combination of two or more of these. Examples of Group IIA 
elements include calcium, barium, strontium, or radium, or 
any combination of two or more of these. The Substances can 
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8 
be a solid, Solution, dispersion, gas, or any combination 
thereof. More than one substance having the same or different 
Group IA or Group IIA element or ion can be used. The 
Substances can be the metal (or metalion) itself, a compound 
containing one or more of these elements, including a salt 
containing one or more of these elements, and the like. Exem 
plary Group IA metal salts include both organic and inorganic 
salts, for example, salts, e.g., of Sodium and/or potassium, 
with any of chloride, acetate, or formate, or combinations of 
two or more such salts. Exemplary Group IIA metal salts 
include both organic and inorganic salts, for example, salts, 
e.g., of calcium, with any of chloride, acetate, or formate, or 
combinations of two or more Such salts. The Substances are 
capable, for example, of introducing a metal or metalion into 
the reaction that is ongoing to form the carbon black product. 
The Substances can be added together, separately, sequen 
tially, or in different reaction locations. For instance, the 
Substances can be added at any point prior to the complete 
quenching, including prior to the introduction of the carbon 
black yielding feedstock in Zone 1 or 2; during the introduc 
tion of the carbon black yielding feedstock in Zone3: after the 
introduction of the carbon black yielding feedstock in Zones 
4-10; or any step prior to complete quenching. More than one 
point of introduction of the substance can be used. The 
amount of the metal- or metal ion-containing Substance can 
be any amount as long as a carbon black product can be 
formed. In certain preferred embodiments, the substances 
may introduce potassium or potassium ion in combination 
with calcium or calcium ion. 

For example, the Group IA element or ion can be added in 
a total amount from 0 to about 1 wt %, based on the total 
carbon yielding feedstock on a mass basis. The introduction 
of relatively large amounts of potassium or other Group IA 
elements or ions into the reaction is believed to depress the 
structure of the carbon black product, such as is seen in 
lowered OAN values as compared to a similarly made carbon 
black without potassium introduction. Without being bound 
by any particular theory, the charge of the Group IA metal 
ions may provide a repulsive force between individual carbon 
black particles. This repulsive force may keep particles from 
aggregating, thus decreasing the overall structure of the car 
bon black, as reflected by the OAN value. To effect a reduc 
tion in the OAN value, the Group IA elements (e.g., potas 
sium) and/or ions thereof can be added in an amount effective 
for that result, for example, in amounts of from about 0.01 wt 
% to about 1 wt %, or from about 0.05 wt % to about 1 wt %, 
or from about 0.1 wt % to about 1 wt %, or from about 0.2 wt 
% to about 1 wt %, or from about 0.5 wt % to about 1 wt %, 
or from about 0.05 wt % to about 0.5 wt %, or from about 0.05 
wt % to about 0.15 wt %, or from about 0.05 wt % to about 
0.25 wt %, or from about 0.05 wt % to about 0.5 wt %, based 
on the total carbon yielding feedstock used in the entire pro 
CCSS, 

Similarly, the Group IIA element or ions can be added in a 
total amount from 0 to about 1 wt % of the total carbon 
yielding feedstock on a mass basis. The introduction of rela 
tively large amounts of calcium or other Group IIA elements 
or ions is believed to effect etching of the carbon black in the 
reactor, resulting in a higher Surface area compared to a 
similarly made carbon black without calcium introduction. 
Without being bound by any particular theory, the Group IIA 
metalions may act in a catalytic manner to increase the rate of 
oxidative attack of the carbon black Surface by the gas-phase 
species in the tail gas. These effects can result in an etched or 
porous carbon black with higher surface area. To effect an 
increase in Surface area, the Group IIA elements (e.g., cal 
cium) and/or ions thereof can be added in an amount effective 
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for that result, for example, in amounts of from about 0.01 wt 
% to about 1 wt %, or from about 0.05 wt % to about 1 wt %, 
or from about 0.1 wt % to about 1 wt %, or from about 0.2 wt 
% to about 1 wt %, or from about 0.5 wt % to about 1 wt %, 
or from about 0.05 wt % to about 0.5 wt %, or from about 0.05 
wt % to about 0.15 wt %, or from about 0.05 wt % to about 
0.25 wt %, or from about 0.05 wt % to about 0.5 wt %, of the 
total carbon yielding feedstock used in the entire process. 

The Substances introducing the Group IA element or ion 
with the Group IIA element or ion can be added in any fashion 
including any conventional means. In other words, the Sub 
stances can be added in the same manner that a carbon black 
yielding feedstock is introduced. The substance can be added 
as a gas, liquid, or solid, or any combination thereof. The 
Substances containing potassium/potassium ions and cal 
cium/calcium ions can be added at one point or several points, 
such as illustrated as point 12 in FIG. 1, and can be added as 
a single stream or a plurality of streams. The Substance also or 
alternatively can be mixed in with the feedstock, fuel, and/or 
oxidant prior to and/or during their introduction, such as, for 
example, one or more offeed streams 7, 13, and 14 shown in 
FIG.1, or at other reactor locations. The potassium/potassium 
ions and calcium/calcium ions can be introduced at different 
points and/or through separate injectors in the reactor (not 
shown). 
The Substances can be added in an amount Such that about 

200 ppm or more of the Group IA element or ion and/or 
Group IIA element or ion is present in the carbon black 
product ultimately formed. Other amounts include from 
about 200 ppm to about 20000 ppm or more and other ranges 
can be from about 500 ppm to about 20000 ppm, or from 
about 1000 ppm to about 20000 ppm, or from about 5000 ppm 
to about 20000 ppm, or from about 10000 ppm to about 20000 
ppm, or from about 300 ppm to about 5000 ppm, or from 
about 500 ppm to about 3000 ppm, or from about 750 ppm to 
about 1500 ppm, of the Group IA and/or Group IIA element 
or ion present in the carbon black product that is formed. 
The present high Surface area and low structure carbon 

black can be prepared, for example, by simultaneously 
adjusting the burner natural gas rate, enrichment oxygen rate, 
feedstock rate, feedstock type, Group IA element concentra 
tion in the feedstock, Group IIA element concentration in the 
feedstock, intermediate water rate and location, and interme 
diate oxygen rate and location to achieve the desired proper 
ties. Selection of the particular reactor geometry described 
herein also can be significant in achieving the desired prop 
erties. The surface area of the carbon black can be increased, 
for example, by increasing the burner natural gas rate, 
increasing the enrichment oxygen rate, decreasing the feed 
stock rate, increasing the Group IIA element concentration, 
and/or increasing the intermediate water rate while simulta 
neously increasing the intermediate oxygen rate. The OAN 
value can be decreased, for example, by decreasing the burner 
natural gas rate, decreasing the enrichment oxygen rate, 
decreasing the feedstock rate, increasing the Group IA ele 
ment concentration, and/or decreasing the intermediate water 
rate while simultaneously decreasing the intermediate oxy 
gen rate. The exact levels of each variable required to create 
carbon black with the desired properties can depend on the 
geometry of the reactor and the method of injection of each 
species into the reactor. Some examples are described in more 
detail below. 

In addition to lead oxide and carbon black particles, the 
present battery paste may include one or more of the other 
components of expander formulations normally employed in 
the negative plates of lead-acid batteries, for example barium 
Sulfate and/or a lignoSulfonate or other organic material. In 
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10 
addition, the paste will contain sulfuric acid in sufficient 
amount to produce the desired consistency in the paste. To 
produce a battery plate, the components of the paste are added 
to a commercial paste mixing machine, mixed to the desired 
consistency and then applied to an electrically conducting 
lead alloy structure known as a grid. Typically, this pasted 
grid is then cured in a heated chamber containing air with a 
high relative humidity. This curing process produces the nec 
essary chemical and physical structure required for Subse 
quent handling and performance in the battery. Following 
curing, the plate is dried using any Suitable means. The result 
ant plate, comprising negative active material, is then Suitable 
for use in a lead-acid battery. 
The present battery paste may be used in both flooded cell 

and valve regulated lead-acid batteries. 
The present invention includes the following aspects/em 

bodiments/features in any order and/or in any combination: 
1. The present invention relates to a paste Suitable for a nega 

tive plate of a lead-acid battery, the paste comprising lead 
oxide and carbon black at a loading of about 3 to about 25 
wt % relative to the lead oxide, wherein the carbon black 
has the following properties: 
(a) a BET surface area between about 80 and about 2100 
m/g; and 

(b) an oil adsorption number (OAN) in the range of about 
35 to about 250 cc/100 g. 

2. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black loading is from 
about 3 to about 10 wt % relative to the lead oxide. 

3. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has a BET surface 
area between about 600 and about 2100 m/g. 

4. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has a BET surface 
area between about 600 and about 1500 m/g. 

5. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has BET surface 
area between about 80 and 600 m/g. 

6. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has BET surface 
area between about 250 and 600 m/g. 

7. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil adsorp 
tion number (OAN) in the range of about 35 to about 200 
cc/100g. 

8. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil adsorp 
tion number (OAN) in the range of about 80 to about 200 
cc/100g. 

9. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil absorp 
tion number (OAN) in the range of about 35 to 120 cc/100 
9. 

10. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil absorp 
tion number (OAN) in the range of about 35 to 100 cc/100 
9. 

11. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has a water 
adsorption in the range of about 1xOAN to about 1.5xOAN 
cc/100g. 

12. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
primary particle size of about 8 to about 20 nm. 

13. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
aggregate size of about 35 to about 150 nm. 
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14. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
agglomerate size between about 0.5 and about 10 microns. 

15. The paste of any preceding or following embodiment/ 

12 
32. The paste of any preceding or following embodiment/ 

feature/aspect, wherein the carbon black has a water 
adsorption in the range of about 1xOAN to about 1.5xOAN 
cc/100g. 

feature/aspect, wherein the carbon black has been modified 5 33. The paste of any preceding or following embodiment/ 
to comprise Surface organic groups. 

16. A negative plate for a lead-acid battery produced from the 
paste of any preceding or following embodiment/feature? 
aspect. 

17. A lead-acid battery comprising a negative plate produced 
from the paste of any preceding or following embodiment/ 
feature/aspect. 

18. A paste suitable for a negative plate of a lead-acid battery, 
the paste comprising lead oxide and carbon black, wherein 
the carbon black has the following properties: 
(a) a BET surface area between about 600 and about 2100 
m/g; and 

(b) an oil adsorption number (OAN) in the range of about 
80 to about 250 cc/100 g. 

19. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black loading is about 
0.5 to about 10 wt % relative to the lead oxide. 

20. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil adsorp 
tion number (OAN) in the range of about 80 to about 200 
cc/100g. 

21. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has a water 
adsorption in the range of about 1xOAN to about 1.5xOAN 
cc/100g. 

22. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
primary particle size of about 8 to about 20 nm. 

23. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
aggregate size of about 35 to about 150 nm. 

24. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
agglomerate size between about 0.5 and about 10 microns. 

25. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has been modified 
to comprise Surface Sulfate or Sulfonate groups. 

26. A negative plate for a lead-acid battery produced from the 
paste of any preceding or following embodiment/feature/as 
pect. 
27. A lead-acid battery comprising a negative plate produced 

from the paste of any preceding or following embodiment/ 
feature/aspect. 

28. A paste Suitable for a negative plate of a lead-acid battery, 
the paste comprising lead oxide and carbon black, wherein 
the carbon black has the following properties: 
(a) a BET surface area between about 100 and about 600 
m/g; and 

(b) an oil adsorption number (OAN) in the range of about 
35 to about 120 cc/100 g. 

29. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black loading is about 
0.2 to about 25 wt % relative to the lead oxide. 

30. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black loading is about 
0.5 to about 10 wt % relative to the lead oxide. 

31. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil adsorp 
tion number (OAN) in the range of about 35 to about 100 
cc/100g. 
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feature/aspect, wherein the carbon black has an average 
primary particle size of about 8 to about 20 nm. 

34. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
aggregate size of about 15 to about 150 nm. 

35. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
agglomerate size between about 0.5 and about 10 microns. 

36. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has been modified 
to comprise Surface Sulfate or Sulfonate groups. 

37. A negative plate for a lead-acid battery produced from the 
paste of any preceding or following embodiment/feature/ 
aspect. 

38. A lead-acid battery comprising a negative plate produced 
from the paste of any preceding or following embodiment/ 
feature/aspect. 

39. A paste suitable for a negative plate of a lead-acid battery, 
the paste comprising lead oxide and carbon black, wherein 
the carbon black has the following properties: 
(a) a BET surface area between about 100 and about 2100 
m/g; and 

(b) an oil adsorption number (OAN) in the range of about 
35 to about 360 cc/100 g, 

provided that the oil absorption number is less than the 0.14x 
the BET surface area+65. 

40. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black loading is about 
0.2 to about 10 wt % relative to the lead oxide. 

41. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has a BET surface 
area between about 600 and about 2100 m/g. 

42. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has a BET surface 
area between about 600 and about 1500 m/g. 

43. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has BET surface 
area between about 80 and 600 m/g. 

44. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has BET surface 
area between about 250 and 600 m/g. 

45. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil adsorp 
tion number (OAN) in the range of about 35 to about 200 
cc/100g. 

46. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil adsorp 
tion number (OAN) in the range of about 80 to about 200 
cc/100g. 

47. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil absorp 
tion number (OAN) in the range of about 35 to 120 cc/100 
9. 

48. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an oil absorp 
tion number (OAN) in the range of about 35 to 100 cc/100 
9. 

49. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
primary particle size of about 8 to about 20 nm. 
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50. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
aggregate size of about 35 to about 150 nm. 

51. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has an average 
agglomerate size between about 0.5 and about 10 microns. 

52. The paste of any preceding or following embodiment/ 
feature/aspect, wherein the carbon black has been modified 
to comprise Surface organic groups. 

53. A negative plate for a lead-acid battery produced from the 
paste of any preceding or following embodiment/feature? 
aspect. 

54. A lead-acid battery comprising a negative plate produced 
from the paste of any preceding or following embodiment/ 
feature/aspect. 
The present invention can include any combination of 

these various features or embodiments above and/or below as 
set forth in sentences and/or paragraphs. Any combination of 
disclosed features herein is considered part of the present 
invention and no limitation is intended with respect to com 
binable features. 

The invention will now be more particularly described with 
reference to the following non-limiting Examples. 

EXAMPLES 1 to 5 

The characteristics of 5 carbon black samples of the current 
invention are described in the following Table. 

BET m2/g) 23O 670 10SO 1430 1800 
OAN (ml/100 g) 117 130 140 165 2OO 

Electrical Resistivity 33O 175 2SO 2SS NA 
(m.2 x cm at 272 kg/cm) 

Particle Pre- D10 2.3 2.5 2.5 3.1 NA 
size dispersed D50 4.2 4.9 4.4 6.1 NFA 

distribution D90 7.7 9.2 9.2 22.1 NFA 
(Lm) 

While the present invention has been described and illus 
trated by reference to particular embodiments, those of ordi 
nary skill in the art will appreciate that the invention lends 
itself to variations not necessarily illustrated herein. For this 
reason, then, reference should be made solely to the appended 
claims for purposes of determining the true scope of the 
present invention. 

Applicants specifically incorporate the entire contents of 
all cited references in this disclosure. Further, when an 
amount, concentration, or other value or parameter is given as 
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either a range, preferred range, or a list of upper preferable 
values and lower preferable values, this is to be understood as 
specifically disclosing all ranges formed from any pair of any 
upper range limit or preferred value and any lower range limit 
or preferred value, regardless of whether ranges are sepa 
rately disclosed. Where a range of numerical values is recited 
herein, unless otherwise Stated, the range is intended to 
include the endpoints thereof, and all integers and fractions 
within the range. It is not intended that the scope of the 
invention be limited to the specific values recited when defin 
ing a range. 

Other embodiments of the present invention will be appar 
ent to those skilled in the art from consideration of the present 
specification and practice of the present invention disclosed 
herein. It is intended that the present specification and 
examples be considered as exemplary only with a true scope 
and spirit of the invention being indicated by the following 
claims and equivalents thereof. 
The invention claimed is: 
1. A paste Suitable for a negative plate of a lead-acid bat 

tery, the paste comprising lead oxide and carbon black, 
wherein the carbon black has the following properties: 

(a) a BET surface area between about 600 and about 2100 
m/g; and 

(b) an oil adsorption number (OAN) in the range of about 
80 to about 250 cc/100 g. 

2. The paste of claim 1, wherein the carbon black loading is 
about 0.5 to about 10 wt % relative to the lead oxide. 

3. The paste of claim 1, wherein the carbon black has an oil 
adsorption number (OAN) in the range of about 80 to about 
200 cc/100g. 

4. The paste of claim 1, wherein the carbon black has a 
water adsorption in the range of about 1xOAN to about 1.5x 
OAN cc/100g. 

5. The paste of claim 1, wherein the carbon black has an 
average primary particle size of about 8 to about 20 nm. 

6. The paste of claim 1, wherein the carbon black has an 
average aggregate size of about 35 to about 150 nm. 

7. The paste of claim 1, wherein the carbon black has an 
average agglomerate size between about 0.5 and about 10 
microns. 

8. The paste of claim 1, wherein the carbon black has been 
modified to comprise Surface Sulfate or Sulfonate groups. 

9. A negative plate for a lead-acid battery produced from 
the paste of claim 1. 

10. A lead-acid battery comprising a negative plate pro 
duced from the paste of claim 1. 

k k k k k 


