Title: HAT STIFFENERS WITH CANTED WEBS AND METHOD OF FORMING THE SAME

Abstract: A hat stiffener (50) with canted web portions (52a and 52b) and a method of producing the same are disclosed. The hat stiffener has a cap (56). The hat stiffener further has a first web (52a) and a second web (52b) extending from opposite ends of the cap. The first web and the second web are non-linear and include at least one canted portion (64). The hat stiffener further has a first flange (84a) extending outwardly from a first web base portion and a second flange (84b) extending outwardly from a second web base portion.
HAT STIFFENERS WITH CANTED WEBS AND METHOD OF FORMING THE SAME

BACKGROUND

1) Field of the Disclosure

The disclosure relates generally to structural parts and the production of structural parts, and more specifically, to hat stiffener configurations and methods used in forming stiffened panel structures such as used in aircraft.

2) Description of Related Art

Composite and metal structures are used in a wide variety of applications. In aircraft construction, composites and metals are typically used to form the fuselage, wings, tail section and other aircraft components. For example, aircraft fuselage may be formed of stiffened panel structures having skin panel structures constructed of composite or metal to which stiffening elements, such as stringers, may be coupled to improve the strength, stiffness and stability of the skin panel structures. The stringers may be bonded or attached to the skin panel structures and may be configured to carry various loads. In addition, aircraft may incorporate stiffening elements, such as stringers, in the wings, where the stringers may be coupled to the skin panel structures in order to form upper and lower surfaces of the wings.

Stiffening elements, such as stringers, may be provided in a wide variety of cross-sectional shapes. For example, a stringer may comprise a hat stiffener made of a metal material or a plurality of composite plies and having a cross-section with a hat-shaped configuration. The hat stiffener may have a cap, a pair of webs where each web extends from opposite ends of the cap, and a pair of flanges where each flange extends outwardly from a base portion of each web. The flanges may facilitate coupling of the stringer to the skin panel structure.

The design of stiffened panel structures, such as those reinforced with hat stiffeners, may be limited in performance and/or weight efficiency by the stability of the webs of the hat stiffener. For example, to achieve greater bending stiffness of the stiffened panel structure, it may be beneficial to offset the cap of the hat stiffener farther away from the skin panel structure. However, as the webs of the hat stiffener which support the cap get taller, they may become more prone to instability, such as by buckling. Thus, web stability of the hat stiffener may be a
limiting factor in the design and optimization of stiffened panel structures, such as those reinforced with hat stiffeners.

Methods and systems exist for designing and sizing stiffened panel structures reinforced with hat stiffeners. For example, one known method includes limiting the height of the webs of the hat stiffener. However, the bending efficiency of the stiffened panel structure may be related to the relative height of the webs of the hat stiffener. Therefore, by limiting the height of the webs, potential bending efficiency may, in turn, be limited.

Another known method for designing and sizing stiffened panel structures reinforced with hat stiffeners includes increasing the thickness of the entire hat stiffener or increasing the thickness of the webs of the hat stiffener. However, increasing the thickness of the entire hat stiffener or even just the webs of the hat stiffener may not be the most weight efficient method for generating buckling or crippling resistance, such that the end result may be a design with a considerable strength margin but with a minimal or zero stability margin. Such design may result in increased overall weight of the stiffened panel structures which may, in turn, result in increased fuel costs and decreased vehicle efficiency.

Further, another known method for designing and sizing stiffened panel structures reinforced with hat stiffeners includes decreasing the cap angle, that is, the angle formed between the cap and each web, which may increase the steepness of each web. Decreasing such cap angle may also decrease the length of each web necessary to achieve a particular offset of the cap in relation to the skin panel structure of the stiffened panel structure. However, this may be less effective as the cap angle approaches 90 degrees. Moreover, as the webs become steeper, the shear path between the cap and skin panel structure may be compromised which may, in turn, lead to radius opening issues if the stiffened panel structure is loaded in shear.

Accordingly, there is a need in the art for an improved hat stiffener and method that provide advantages over known designs and methods.

**SUMMARY**

This need for an improved hat stiffener and method is satisfied. As discussed in the below detailed description, embodiments of the improved hat stiffener and method may provide significant advantages over known designs and methods.
In an embodiment of the disclosure, there is provided a hat stiffener. The hat stiffener comprises a cap. The hat stiffener further comprises a first web and a second web extending from opposite ends of the cap. The first web and the second web are non-linear and include at least one canted portion. The hat stiffener further comprises a first flange extending outwardly from a first web base portion and a second flange extending outwardly from a second web base portion.

In another embodiment of the disclosure, there is provided a hat stiffened panel structure for an aircraft. The hat stiffened panel structure comprises a skin panel structure. The hat stiffened panel structure further comprises a hat stiffener mounted to the skin panel structure. The hat stiffener comprises a cap. The hat stiffener further comprises a first web and a second web extending from opposite ends of the cap. The first web and the second web are non-linear and include at least one canted portion. The hat stiffener further comprises a first flange extending outwardly from a first web base portion and a second flange extending outwardly from a second web base portion.

In another embodiment of the disclosure, there is provided a method of forming a composite hat stiffener with canted webs made of a composite material. The method comprises integrally machining into a tooling surface of a hat tool, a hat tool substantially hat-shaped cross-section configuration comprising a cap, a first web and a second web each extending from opposite ends of the cap, wherein both the first web and the second web are non-linear and include at least one canted portion, and a first flange extending outwardly from a first web base portion and a second flange extending outwardly from a second web base portion. The method further comprises forming a hat stiffener by laying up composite plies on the tooling surface of the hat tool. The hat stiffener is formed with a hat stiffener substantially hat-shaped cross-section configuration corresponding to the hat tool substantially hat-shaped cross-section configuration. The method further comprises inserting a mandrel in a hat stiffener cavity of the hat stiffener. The method further comprises curing the hat stiffener to form a hat stiffener made of a composite material with at least one canted portion formed in both a first web and a second web. The method further comprises removing the hat stiffener from the hat tool.

In another embodiment of the disclosure, there is provided a method of forming a hat stiffener with canted webs made of a metal material. The method comprises integrally machining into a tooling surface of a hat tool a hat tool substantially hat-shaped cross-section configuration comprising a cap, a first web and a second web each extending from opposite ends of the cap, wherein both the first web and the second web are non-linear and include at least one canted
portion, and a first flange extending outwardly from a first web base portion and a second flange extending outwardly from a second web base portion. The method further comprises forming a hat stiffener by deforming a metal sheet on the tooling surface of the hat tool. The hat stiffener is formed with a hat stiffener substantially hat-shaped cross-section configuration corresponding to the hat tool substantially hat-shaped cross-section configuration, wherein the hat stiffener is made of a metal material with at least one canted portion formed in both a first web and a second web. The method further comprises removing the hat stiffener from the hat tool.

The features, functions, and advantages that have been discussed can be achieved independently in various embodiments of the disclosure or may be combined in yet other embodiments further details of which can be seen with reference to the following description and drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The disclosure can be better understood with reference to the following detailed description taken in conjunction with the accompanying drawings which illustrate preferred and exemplary embodiments, but which are not necessarily drawn to scale, wherein:

FIG. 1 is an illustration of a perspective view of an aircraft that may incorporate one or more exemplary embodiments of a hat stiffener with canted webs in a hat stiffened panel structure of the aircraft;

FIG. 2A is an illustration of a perspective view of a known web hat stiffener;

FIG. 2B is an illustration of a front end view of the known web hat stiffener of FIG. 2A;

FIG. 3A is an illustration of a perspective view of one of the embodiments of a hat stiffener with canted webs of the disclosure;

FIG. 3B is an illustration of a front end view of the hat stiffener with canted webs of FIG. 3A shown adjacent a hat tool;

FIG. 4A is an illustration of a perspective view of another one of the embodiments of a hat stiffener with canted webs of the disclosure;
FIG. 4B is an illustration of a front end view of the hat stiffener with canted webs of FIG. 4A shown adjacent a hat tool;

FIG. 5 is an illustration of a perspective view of one of the embodiments of a hat stiffener with canted webs mounted to a skin panel structure;

FIG. 6 is an illustration of an exploded perspective view of a hat tool, a hat stiffener, and a mandrel that may be used in the formation of embodiments of a hat stiffener with canted webs of the disclosure;

FIG. 7 is an illustration of a flow diagram of one of the embodiments of a method of the disclosure; and,

FIG. 8 is an illustration of a flow diagram of another one of the embodiments of a method of the disclosure.

DETAILED DESCRIPTION

Disclosed embodiments will now be described more fully hereinafter with reference to the accompanying drawings, in which some, but not all of the disclosed embodiments are shown. Indeed, several different embodiments may be provided and should not be construed as limited to the embodiments set forth herein. Rather, these embodiments are provided so that this disclosure will be thorough and complete and will fully convey the scope of the disclosure to those skilled in the art.

Now referring to the Figures, FIG. 1 is an illustration of a perspective view of an aircraft that may incorporate one or more exemplary embodiments of a hat stiffener with canted webs in a hat stiffened panel structure 26 of the aircraft 10. As shown in FIG. 1, the aircraft 10 comprises a fuselage 12, a nose 14, a cockpit 16, wings 18, one or more propulsion units 20, a vertical tail portion 22, and horizontal tail portions 24. Although the aircraft 10 shown in FIG. 1 is generally representative of a commercial passenger aircraft having one or more hat stiffened panel structures 26, the teachings of the disclosed embodiments may be applied to other passenger aircraft, cargo aircraft, military aircraft, rotorcraft, and other types of aircraft or aerial vehicles, as well as aerospace vehicles, satellites, space launch vehicles, rockets, and other aerospace vehicles, as well as boats and other watercraft, trains, automobiles, trucks, buses, or other suitable structures having one or more hat stiffened panel structures 26.
FIG. 2A is an illustration of a perspective view of a known web hat stiffener 30. As shown in FIG. 2A, the known web hat stiffener 30 has a hat-shaped cross-section configuration 32. The known web hat stiffener 30 has a cap 34, a pair of webs 36a, 36b extending from the cap 34, and a pair of flanges 38a, 38b extending outwardly from the pair of webs 36a, 36b, respectively. FIG. 2B is an illustration of a front end view of the known web hat stiffener 30 of FIG. 2A. FIG. 2B shows a web thickness 40, a cap angle 42, and a hat height 44 of the known web hat stiffener 30. The hat height 44 is measured from a bottom surface 46 of the flange 38a to an interior surface 48 of the cap 34. The web 36a is linear.

FIG. 3A is an illustration of a perspective view of one of the embodiments of a hat stiffener 50, such as in the form of hat stiffener 50a, with a pair of canted webs 52, such as in the form of a first web 52a and a second web 52b. As shown in FIG. 3A, the hat stiffener 50 preferably has a substantially hat-shaped cross-section configuration 54a. The hat stiffener 50, in the form of hat stiffener 50a, comprises a cap 56. The cap 56 has a first end 58 and a second end 60.

The hat stiffener 50, in the form of hat stiffener 50a, further comprises canted webs 52, such as in the form of first web 52a and second web 52b. The first web 52a and the second web 52b extend from opposite first and second ends 58, 60, respectively, of the cap 56. The first web 52a and the second web 52b are non-linear and have a non-linear configuration 62 (see FIG. 3B). Both the first web 52a and the second web 52b include at least one canted portion 64. In one embodiment, as shown in FIG. 3A, both the first web 52a and the second web 52b have a first canted portion 64a formed at a central portion 66 along a length 68 of the first web 52a and the second web 52b. The first canted portion 64a divides each of the first web 52a and the second web 52b into two sections 70, 72 (see FIG. 3B). Both the first web 52a and the second web 52b each have a top portion 74 (see FIG. 3B) and a base portion 76 (see FIG. 3B).

The at least one canted portion 64 preferably has a cant angle 82 (see FIG. 3B) formed between an interior surface 78 (see FIG. 3B) of the hat stiffener 50 at the cap 56 and the at least one canted portion 64, such as the first canted portion 64a of the first web 52a, and in particular, section 72 of the first web 52a (see FIG. 3B). The cant angle 82 is preferably greater than ninety (90) degrees, so that the hat stiffener 50 may be removed from a hat tool 88a (see FIG. 3B) during formation or manufacture of the hat stiffener 50. More preferably, the cant angle 82 is between ninety (90) degrees and one-hundred eighty (180) degrees. The cap angle 92 (see FIG. 3B) may be greater than the cant angle 82 (see FIG. 3B), such that a difference between the cap
angle 92 measurement and the cant angle 82 measurement creates the canted portion 64 that acts as a stability feature. Alternatively, the cap angle 92 may be less than the cant angle 82, such that a difference between the cap angle 92 measurement and the cant angle 82 measurement also creates the canted portion 64 that acts as a stability feature. The cant angle 82 chosen may depend on loads applied to the hat stiffened panel structure 26 (see FIGS. 1, 5) comprising the hat stiffener 50 mounted to a skin panel structure 86 (see FIG. 5).

As shown in FIG. 3A, the hat stiffener 50, in the form of hat stiffener 50a, further comprises a pair of flanges 84, such as in the form of a first flange 84a and a second flange 84b. The first flange 84a extends outwardly from the base portion 76 (see also FIG. 3B) of the first web 52a. The second flange 84b extends outwardly from the base portion 76 (see also FIG. 3B) of the second web 52b. The first and second flanges 84a, 84b each have a bottom surface 96 (see also FIG. 3B) to facilitate mounting (e.g., bonding or attaching) of the hat stiffener 50 to a skin panel structure 86 (see FIG. 5).

FIG. 3B is an illustration of a front end view of the hat stiffener 50, such as hat stiffener 50a, with the canted web 52 shown adjacent a hat tool 88a. FIG. 3B shows the first web 52a with the first canted portion 64a, the non-linear configuration 62, and a web thickness 90. FIG. 3B further shows a cap angle 92 formed between the interior surface 78 of the hat stiffener 50 at the cap 56 and the interior surface 78 of the hat stiffener 50 at the first web 52a, such as at section 70 of the first web 52a. FIG. 3B further shows the cant angle 82, as discussed above, and a cant height 94. The cant height 94 is measured from the bottom surface 96 of the first flange 84a to the first canted portion 64a. FIG. 3B further shows an exterior surface 80 of the hat stiffener 50 adjacent the hat tool 88a.

FIG. 4A is an illustration of a perspective view of another one of the embodiments of a hat stiffener 50, such as in the form of hat stiffener 50b, with a pair of canted webs 52. This embodiment of the hat stiffener 50b has similar features to the hat stiffener 50a shown in FIG. 3A, except in this embodiment, the first web 52a and second web 52b each have two canted portions 64, such as in the form of first canted portion 64a and second canted portion 64b. Both the first web 52a and the second web 52b each have a top portion 74 (see also FIG. 4B) and a base portion 76 (see also FIG. 4B). As shown in FIG. 4A, the hat stiffener 50 preferably has a substantially hat-shaped cross-section configuration 54b. The hat stiffener 50, in the form of hat stiffener 50b, comprises a cap 56. The cap 56 has a first end 58 and a second end 60.
As further shown in FIG. 4A, the first web 52a and the second web 52b each extend from opposite first and second ends 58, 60, respectively, of the cap 56. Both the first web 52a and the second web 52b are non-linear and include two canted portions 64. As shown in FIG. 4A, both the first web 52a and the second web 52b have a first canted portion 64a formed at a first portion 98 (see also FIG. 4B) along a length 68 of each of the first web 52a and the second web 52b, and further have a second canted portion 64b formed at a second portion 100 (see also FIG. 4B) along a length 68 of each of the first web 52a and the second web 52b. The first canted portion 64a and the second canted portion 64b are preferably formed at first and second portions 98, 100 that are spaced apart from each other along a length 68 of each of the first web 52a and the second web 52b. The first canted portion 64a and the second canted portion 64b divide each of the first web 52a and the second web 52b into three sections 102, 104, and 106, respectively (see also FIG. 4A).

FIG. 4B is an illustration of a front end view of the hat stiffener 50, such as hat stiffener 50b, with the canted web 52 shown adjacent a hat tool 88b. FIG. 4B shows the first web 52a with the first canted portion 64a, the second canted portion 64b, and the non-linear configuration 62. FIG. 4B further shows a cap angle 92 formed between the interior surface 78 of the hat stiffener 50 at the cap 56 and the interior surface 78 of the hat stiffener 50 at the first web 52a, such as at section 102 of the first web 52a.

FIG. 4B further shows a first cant angle 82a formed between the interior surface 78 of the hat stiffener 50 at the cap 56 and the first canted portion 64a of the first web 52a, and in particular, at section 104 of the first web 52a. FIG. 4B further shows a second cant angle 82b formed between the interior surface 78 of the hat stiffener 50 at the cap 56 and the second canted portion 64b of the first web 52a, and in particular, section 106 of the first web 52a. The first cant angle 82a and the second cant angle 82b are preferably each greater than ninety (90) degrees, so that the hat stiffener 50 may be removed from a hat tool 88b (see FIG. 4B) during formation or manufacture of the hat stiffener 50. More preferably, the first cant angle 82a and the second cant angle 82b are between ninety (90) degrees and one-hundred eighty (180) degrees. The cant angle 82 chosen may depend on loads applied to the hat stiffened panel structure 26 (see FIGS. 1, 5) comprising the hat stiffener 50 mounted to a skin panel structure 86 (see FIG. 5).

As further shown in FIG. 4A, the hat stiffener 50, in the form of hat stiffener 50b, further comprises a pair of flanges 84, such as in the form of a first flange 84a and a second flange 84b. The first flange 84a extends outwardly from the base portion 76 (see also FIG. 3B) of the first
web 52a. The second flange 84b extends outwardly from the base portion 76 (see also FIG. 3B) of the second web 52b. Each of the first and second flanges 84a, 84b have a bottom surface 96 (see also FIG. 3B) to facilitate mounting (e.g., bonding or attaching) of the hat stiffener 50 to a skin panel structure 86 (see FIG. 5).

FIG. 4B further shows a first cant height 94a and a second cant height 94b. The first cant height 94a is measured from the bottom surface 96 of the first flange 84a to the first canted portion 64a. The second cant height 94b is measured from the bottom surface 96 of the first flange 84a to the second canted portion 64b. The exterior surface 80 of the hat stiffener 50 is adjacent the hat tool 88b.

The hat stiffener 50, such as in the form of hat stiffener 50a (see FIG. 3A) and hat stiffener 50b (see FIG. 4A) may be made of a material comprising a composite material, a metal material, a combination of a composite material and a metal material, or another suitable material. The composite material may comprise prepreg plies of composite material, such as woven fabric or uni-directional tape, which may be made of graphite, aromatic polyamide fiber, fiberglass, epoxy, or another suitable composite material. The metal material may comprise a lightweight aluminum, titanium, steel or another suitable metal material. If the hat stiffener 50 is a hat stiffener made of a composite material, the at least one canted portion 64 is preferably formed when the hat stiffener 50 undergoes a curing process during formation or manufacture of the hat stiffener 50, discussed in further detail below.

In another embodiment of the disclosure, there is provided a hat stiffened panel structure 26 (see FIGS. 1, 5) for an aircraft 10 (see FIG. 1). FIG. 5 is an illustration of a perspective view of one of the embodiments of a hat stiffener 50, such as in form of hat stiffener 50a, with canted webs 52, such as in the form of first web 52a and second web 52b, mounted to a skin panel structure 86. As shown in FIG. 5, the hat stiffened panel structure 26 comprises a skin panel structure 86. The hat stiffened panel structure 26 further comprises a hat stiffener 50, such as in the form of hat stiffener 50a, mounted to the skin panel structure 86 at the first flange 84a and the second flange 84b. As discussed above, the hat stiffener 50, such as in the form of hat stiffener 50a, comprises a cap 56. The hat stiffener 50, such as in the form of hat stiffener 50a, further comprises a first web 52a and a second web 52b extending from opposite first and second ends 58, 60, respectively, of the cap 56. The first web 52a and the second web 52b are non-linear and include at least one canted portion 64. The hat stiffener 50, such as in the form of hat stiffener
50a, further comprises the first flange 84a and the second flange 84b both extending outwardly from the base portion 76 of the first web 52a and the second web 52b, respectively.

The hat stiffener 50, such as in the form of hat stiffener 50a (see FIG. 3A) and hat stiffener 50b (see FIG. 4A) defines a substantially hat-shaped cross-section configuration 54a (see FIG. 3A), 54b (see FIG. 4A) that improves stability, strength, and buckling resistance of the first web 52a and the second web 52b. The first flange 84a and the second flange 84b of the hat stiffener 50, such as in the form of hat stiffener 50a (see FIG. 3A) and hat stiffener 50b (see FIG. 4A), may be mounted to the skin panel structure 86 (see FIG. 5). As shown in FIG. 5, the hat stiffened panel structure 26 (see also FIG. 1) preferably has a first web height 108a from the skin panel structure 86 to the interior surface 78 of the cap 56, a second web height 108b from the skin panel structure 86 to the interior surface 78 of the cap 56, and a cap offset 110 offset from the skin panel structure 86 that are all greater as compared to existing or known web heights and cap offset of stiffened panel structures. Such greater first web height 108a, second web height 108b and cap offset 110 may result in improved weight efficiency of the hat stiffened panel structure 26.

For a known web hat stiffener 30 (see FIG. 2A), a critical buckling displacement was calculated to be 0.2317 inch. With the hat stiffener 50, such as in the form of hat stiffener 50a (see FIG. 3A), having at least one canted portion 64, a critical buckling displacement was calculated to be 0.2501 inch, which is an 8% increase over the critical buckling displacement of the known web hat stiffener 30. Thus, the hat stiffener 50, such as in the form of hat stiffener 50a, was shown to have improved buckling resistance. The improved buckling resistance may be altered or increased by changing the cant angle 82 and/or number of canted portions 64.

In other embodiments of the disclosure, there are provided a method 150 (see FIG. 7) and a method 200 (see FIG. 8) of forming a hat stiffener 50, such as in the form of hat stiffener 50a (see FIG. 3A) or hat stiffener 50b (see FIG. 3B), with canted webs 52, where the hat stiffener 50 may be a composite material (see FIG. 7) or a metal material (see FIG. 8). FIG. 6 is an illustration of an exploded perspective view of a hat tool 88a, a hat stiffener 50, such as in the form of hat stiffener 50a made of a composite material, and a mandrel 112 that may be used in the formation or manufacture of embodiments of a hat stiffener 50 with canted webs 52 of the disclosure. FIG. 7 is an illustration of a flow diagram of one of the embodiments of the method 150 of forming a hat stiffener 50 (see FIGS. 3A, 4A) with canted webs 52 (see FIGS. 3A, 4A) where the hat stiffener 50 is made of a composite material. FIG. 8 is an illustration of a flow
As shown in FIG. 7, the method 150 comprises step 152 of integrally machining into a tooling surface 114 (see FIG. 6) of a hat tool 88a (see FIG. 6) a hat tool substantially hat-shaped cross-section configuration 116 (see FIG. 6) comprising a cap 56, a first web 52a and a second web 52b each extending from opposite first and second ends 58, 60 of the cap 56, wherein both the first web 52a and the second web 52b are non-linear and include at least one canted portion 64, and a first flange 84a and second flange 84b both extending outwardly from the base portion 76 of the first web 52a and the second web 52b, respectively.

The method 150 further comprises step 154 of forming a hat stiffener 50 by laying up composite plies 118 (see FIGS. 5 and 6) on the tooling surface 114 of the hat tool 88a (see FIG. 6). The composite plies 118 may be laid up by hand on the tooling surface 114 of the hat tool 88a. Alternatively, the composite plies 118 may be laid up on a flat tooling surface (not shown) by hand or through use of an automatic tape layup machine and then pressed into the hat tool 88a, such as by a process utilizing hot drape forming or another known process, in order to form the composite plies into the shape of the hat stiffener 50. The hat stiffener 50 is preferably formed with a hat stiffener substantially hat-shaped cross-section configuration 54a (see also FIG. 3A) corresponding to the hat tool substantially hat-shaped cross-section configuration 116.

The method 150 further comprises step 156 of inserting a mandrel 112 (see FIG. 6) in a hat stiffener cavity 120 (see FIG. 6) of the hat stiffener 50, such as in the form of hat stiffener 50a.

The method 150 further comprises step 158 of curing the hat stiffener 50, such as in the form of hat stiffener 50a, to form a hat stiffener 50, such as in the form of hat stiffener 50a, made of a composite material, with a cap 56, a first web 52a, a second web 52b, and at least one canted portion 64 formed in both the first web 52a and the second web 52b. The curing step 108 may comprise a curing process such as an autoclave curing process, a vacuum bag curing process, a combination autoclave and vacuum bagging curing process, a compression mold curing process, a resin transfer molding process, a room temperature curing process, or another suitable curing process. The curing may take place at an elevated temperature and pressure as required per material specifications to effectively cure the hat stiffener 50.
The method 150 further comprises step 160 of removing the hat stiffener 50 made of the composite material from the hat tool 88a. The at least one canted portion 64 is preferably integrally machined into the tooling surface 114 (see FIG. 6) of the hat tool 88a so as to facilitate ease of removal of the hat stiffener 50 made of the composite material from the hat tool 88a after curing. The method 150 may further comprise after step 160 of removing the hat stiffener 50 made of the composite material from the hat tool 88a, step 162 of removing the mandrel 112 from the hat stiffener cavity 120.

The method 150 may further comprise after step 160 of removing the hat stiffener 50 made of the composite material from the hat tool 88a, step 164 of mounting the hat stiffener 50 made of the composite material with the at least one canted portion 64 formed in both the first web 52a and the second web 52b to a skin panel structure 86 (see FIG. 5). The skin panel structure 86 and the hat stiffener 50 may include composite materials such as graphite-epoxy materials or another composite material, as discussed above, and the hat stiffener 50 may be adhesively bonded to the skin panel structure 86. In this embodiment of the method 150, the hat stiffener 50 may be bonded to the skin panel structure 86 during a co-curing process at an elevated temperature and pressure.

In another embodiment of the disclosure, there is provided a method 200 of forming a hat stiffener 50 (see FIGS. 3A, 4A) with canted webs 52 (see FIGS. 3A, 4A) made of a metal material. FIG. 8 is an illustration of a flow diagram of another one of the embodiments of the method 200 of forming a hat stiffener 50 (see FIGS. 3A, 4A) with canted webs 52 (see FIGS. 3A, 4A) where the hat stiffener 50 is made of a metal material.

As shown in FIG. 8, the method 200 comprises step 202 of integrally machining into a tooling surface 114 (see FIG. 6) of a hat tool 88a (see FIG. 6) a hat tool substantially hat-shaped cross-section configuration 116 (see FIG. 6) comprising a cap 56, a first web 52a and a second web 52b each extending from opposite first and second ends 58, 60 of the cap 56, wherein both the first web 52a and the second web 52b are non-linear and include at least one canted portion 64, and a first flange 84a and second flange 84b both extending outwardly from base portion 76 of the first web 52a and the second web 52b, respectively.

The method 200 further comprises step 204 of forming a hat stiffener 50 by deforming a metal sheet (not shown), such as metal sheets known in the art, on the tooling surface 114 of the hat tool 88a. Alternatively, the hat stiffener 50 may be extruded into the shape of the hat
stiffener 50 by pressing the metal sheet (not shown) through a die and placing on the tooling surface 114 of the hat tool 88a. The hat stiffener 50 is formed with a hat stiffener substantially hat-shaped cross-section configuration 54a (see FIGS. 3A, 6) corresponding to the hat tool substantially hat-shaped cross-section configuration 116 (see FIG. 6), wherein the hat stiffener 50 is made of a metal material with at least one canted portion 64 (see FIG. 6) formed in both a first web 52a and a second web 52b. The method 200 further comprises step 206 of removing the hat stiffener 50 from the hat tool 88a.

The method 200 may further comprise after step 206 of removing the hat stiffener 50 made of the metal material from the hat tool 88a, step 208 of mounting the hat stiffener 50 made of the metal material with the at least one canted portion 64 formed in both the first web 52a and the second web 52b to a skin panel structure 86 (see FIG. 5). In this embodiment, the hat stiffener 50 may be riveted or otherwise mechanically attached to the skin panel structure 86 and no curing process is needed.

Disclosed embodiments of the hat stiffener 50 (see FIGS. 3A, 4A), hat stiffener 50a (see FIG. 3A), hat stiffener 50b (see FIG. 4A), method 150 (see FIG. 7) and method 200 (see FIG. 8) provide a hat stiffener with a first web 52a (see FIGS. 3A, 4A) and a second web 52b (see FIGS. 3A, 4A) with increased stability that allows for the design of a more optimal hat stiffener configuration without increasing weight. In addition, disclosed embodiments of the hat stiffener 50 (see FIGS. 3A, 4A), hat stiffener 50a (see FIG. 3A), hat stiffener 50b (see FIG. 4A), method 150 (see FIG. 7) and method 200 (see FIG. 8) provide a substantially hat-shaped cross-section configuration 54a (see FIG. 3A), 54b (see FIG. 4A) and design that improves stability, strength, and buckling resistance of the first web 52a (see FIGS. 3A, 4A) and the second web 52b (see FIGS. 3A, 4A) while utilizing existing or known manufacturing or fabrication technologies. The improved stability, strength, and buckling resistance allow for more optimal hat stiffened panel structures 26 (see FIGS. 1, 5) preferably having a first web height 108a (see FIG. 5) from the skin panel structure 86 (see FIG. 5) to the interior surface 78 (see FIG. 5) of the cap 56, a second web height 108b (see FIG. 5) from the skin panel structure 86 to the interior surface 78 of the cap 56, and a cap offset 110 (see FIG. 5) offset from the skin panel structure 86, that are all greater as compared to web heights and cap offset of existing or known stiffened panel structures. Such greater first web height 108a, second web height 108b, and cap offset 110 may result in improved weight efficiency of the hat stiffened panel structure 26. This may, in turn, provide a
reduction in vehicle weight, such as weight of an aircraft 10 (see FIG. 1) and improved structural efficiency. The reduction in weight may be directly related to air vehicle efficiency.

In addition, disclosed embodiments of the hat stiffener 50 (see FIGS. 3A, 4A), hat stiffener 50a (see FIG. 3A), hat stiffener 50b (see FIG. 4A), method 150 (see FIG. 7) and method 200 (see FIG. 8) provide a hat stiffener with at least one canted portion 64 (see FIGS. 3A, 4A). The at least one canted portion 64 may be generated by slightly changing the cant or angle of the first web 52a and the second web 52b at one or more portions part way up a respective height of the first web 52a and the second web 52b. The at least one canted portion 64 may be integrally machined into the hat tool 88a (see FIG. 3B), 88b (see FIG. 4B). The at least one canted portion 64 may be an integral part of the hat stiffener 50 when the hat stiffener 50 is a composite material that is cured. Existing mandrel and hat stiffener autoclave curing processes or other suitable processes may be utilized to manufacture the at least one canted portion 64 for a hat stiffener 50 made of a composite material. The minor change in cant or angle in the first web 52a and the second web 52b of the hat stiffener 50 may substantially increase the stability of the first web 52a and the second web 52b of the hat stiffener 50 with very minimal material or weight difference. Further, the at least one canted portion 64 is preferably generated such that the hat stiffener 50 that is made of a composite material and undergoes a curing process may be easily removed from the hat tool 88a (see FIG. 6).

According to an aspect of the present disclosure there is provided a hat stiffened panel structure for an aircraft, the structure comprising a skin panel structure; and a hat stiffener mounted to the skin panel structure, the hat stiffener comprising a cap, a first web and a second web extending from opposite ends of the cap, wherein the first web and the second web are non-linear and include at least one canted portion and a first flange extending outwardly from a first web base portion and a second flange extending outwardly from a second web base portion. Advantageously the first web and the second web have one canted portion formed at a central portion along a length of each of the first and second webs. Advantageously the first web and the second web have two canted portions formed at first and second portions spaced apart from each other along a length of each of the first and second webs. Advantageously the at least one canted portion has a cant angle formed between the cap and the at least one canted portion, and further wherein the cant angle is greater than ninety degrees. Advantageously the cant angle is between ninety degrees and one-hundred eighty degrees. Advantageously the hat stiffener is made of a material comprising a composite material, a metal material, or a combination thereof.
Advantageously the hat stiffener defines a substantially hat-shaped cross-section configuration that improves stability, strength, and buckling resistance of the first web and the second web.

According to an aspect of the present disclosure there is provided a method of forming a hat stiffener with canted webs made of a metal material, the method comprising integrally machining into a tooling surface of a hat tool a hat tool substantially hat-shaped cross-section configuration comprising a cap, a first web and a second web each extending from opposite ends of the cap, wherein both the first web and the second web are non-linear and include at least one canted portion, and a first flange extending outwardly from a first web base portion and a second flange extending outwardly from a second web base portion forming a hat stiffener by deforming a metal sheet on the tooling surface of the hat tool, the hat stiffener being formed with a hat stiffener substantially hat-shaped cross-section configuration corresponding to the hat tool substantially hat-shaped cross-section configuration, wherein the hat stiffener is made of a metal material with at least one canted portion formed in both a first web and a second web; and removing the hat stiffener from the hat tool.

Many modifications and other embodiments of the disclosure will come to mind to one skilled in the art to which this disclosure pertains having the benefit of the teachings presented in the foregoing descriptions and the associated drawings. The embodiments described herein are meant to be illustrative and are not intended to be limiting or exhaustive. Although specific terms are employed herein, they are used in a generic and descriptive sense only and not for purposes of limitation.
CLAIMS

What is claimed is:

1. A hat stiffener comprising:
   a cap (56);
   a first web (52a) and a second web (52b) extending from opposite ends of the cap (56), wherein the first web (52a) and the second web (52b) are non-linear and include at least one canted portion (64); and,
   a first flange (84a) extending outwardly from a first web (52a) base portion and a second flange (84b) extending outwardly from a second web (52b) base portion.

2. The hat stiffener of claim 1 wherein the first web (52a) and the second web (52b) have one canted portion (64) formed at a central portion (66) along a length of each of the first and second webs.

3. The hat stiffener of claims 1 and 2 wherein the first web (52a) and the second web (52b) have two canted portions (64a, 64b) formed at first and second portions spaced apart from each other along a length of each of the first and second webs.

4. The hat stiffener in any of claims 1-3 wherein the at least one canted portion (64) has a cant angle formed between the cap (56) and the at least one canted portion (64), the cant angle is greater than ninety degrees.

5. The hat stiffener of claim 4 wherein the cant angle is between ninety degrees and one-hundred eighty degrees.

6. The hat stiffener in any of claims 1-5 wherein the hat stiffener is made of a material comprising a composite material, a metal material, or a combination thereof.

7. The hat stiffener in any of claims 1-6 wherein the hat stiffener defines a substantially hat-shaped cross-section configuration that improves stability, strength, and buckling resistance of the first web (52a) and the second web (52b).
8. The hat stiffener in any of claims 1-7 wherein the first flange (84a) and the second flange (84b) of the hat stiffener are mounted to a skin panel structure (86) to form a hat stiffened panel structure having a first web height (108a) from the skin panel structure (86) to an interior surface of the cap (56), a second web height (108b) from the skin panel structure (86) to the interior surface (78) of the cap (56), and a cap offset (110) that is offset from the skin panel structure (86), and that are greater as compared to first and second web (52b) heights and cap offset of existing stiffened panel structures, thus resulting in improved weight efficiency of the hat stiffened panel structure.

9. A method of forming a hat stiffener with canted webs made of a composite material, the method comprising:

integrally machining into a tooling surface (114) of a hat tool (88a) a hat tool (88a) substantially hat-shaped cross-section configuration comprising a cap (56), a first web (52a) and a second web (52b) each extending from opposite ends of the cap (56), wherein both the first web (52a) and the second web (52b) are non-linear and include at least one canted portion (64), and a first flange (84a) extending outwardly from a first web (52a) base portion (76) and a second flange (84b) extending outwardly from a second web (52b) base portion (76);

forming a hat stiffener by laying up composite plies on the tooling surface (114) of the hat tool (88a), the hat stiffener being formed with a hat stiffener substantially hat-shaped cross-section configuration corresponding to the hat tool (88a) substantially hat-shaped cross-section configuration;

inserting a mandrel (112) into a hat stiffener cavity (120) of the hat stiffener;

curing the hat stiffener to form a hat stiffener made of a composite material with at least one canted portion (64) formed in both a first web (52a) and a second web (52b); and,

removing the hat stiffener from the hat tool (88a).

10. The method of claim 9 further comprising after removing the hat stiffener from the hat tool (88a), removing the mandrel (112) from the hat stiffener cavity (120).

11. The method of claims 9 and 10 further comprising after removing the hat stiffener from the hat tool (88a), mounting the hat stiffener with the at least one canted portion (64) formed in both the first web (52a) and the second web (52b) to a skin panel structure (86).
12. The method in any of claims 9-11 wherein the curing comprises an autoclave curing process, a vacuum bag curing process, a combination autoclave and vacuum bagging curing process, a compression mold curing process, and a resin transfer molding process.

13. The method of claim 9 wherein the at least one canted portion (64) is integrally machined into the tooling surface (114) of the hat tool (88a) so as to facilitate ease of removal of the hat stiffener from the hat tool (88a) after curing.
FIG. 2A
(PRIOR ART)

FIG. 2B
(PRIOR ART)
INTEGRALLY MACHINING INTO A TOOLING SURFACE OF A HAT TOOL A HAT TOOL SUBSTANTIALLY HAT-SHAPED CROSS-SECTION CONFIGURATION COMPRISING A CAP, A FIRST WEB AND A SECOND WEB EACH EXTENDING FROM OPPOSITE ENDS OF THE CAP, WHEREIN BOTH THE FIRST WEB AND THE SECOND WEB ARE NON-LINEAR AND INCLUDE AT LEAST ONE CANTED PORTION, AND A FIRST FLANGE EXTENDING OUTWARDLY FROM A FIRST WEB BASE PORTION AND A SECOND FLANGE EXTENDING OUTWARDLY FROM A SECOND WEB BASE PORTION

FORMING A HAT STIFFENER BY LAYING UP COMPOSITE PLYES ON THE TOOLING SURFACE OF THE HAT TOOL, THE HAT STIFFENER BEING FORMED WITH A HAT STIFFENER SUBSTANTIALLY HAT-SHAPED CROSS-SECTION CONFIGURATION CORRESPONDING TO THE HAT TOOL SUBSTANTIALLY HAT-SHAPED CROSS-SECTION CONFIGURATION

INSERTING A MANDREL INTO A HAT STIFFENER CAVITY OF THE HAT STIFFENER

CURING THE HAT STIFFENER TO FORM A HAT STIFFENER MADE OF A COMPOSITE MATERIAL WITH AT LEAST ONE CANTED PORTION FORMED IN BOTH A FIRST WEB AND A SECOND WEB

REMOVING THE HAT STIFFENER FROM THE HAT TOOL

OPTIONALLY, REMOVING THE MANDREL FROM THE HAT STIFFENER CAVITY

OPTIONALLY, MOUNTING THE HAT STIFFENER TO A SKIN PANEL STRUCTURE

FIG. 7
INTEGRALLY MACHINING INTO A TOOLING SURFACE OF A HAT TOOL A HAT TOOL SUBSTANTIALLY HAT-SHAPED CROSS-SECTION CONFIGURATION COMPRISING A CAP, A FIRST WEB AND A SECOND WEB EACH EXTENDING FROM OPPOSITE ENDS OF THE CAP, WHEREIN BOTH THE FIRST WEB AND THE SECOND WEB ARE NON-LINEAR AND INCLUDE AT LEAST ONE CANTED PORTION, AND A FIRST FLANGE EXTENDING OUTWARDLY FROM A FIRST WEB BASE PORTION AND A SECOND FLANGE EXTENDING OUTWARDLY FROM A SECOND WEB BASE PORTION

FORMING A HAT STIFFENER BY DEFORMING A METAL SHEET ON THE TOOLING SURFACE OF THE HAT TOOL, THE HAT STIFFENER BEING FORMED WITH A HAT STIFFENER SUBSTANTIALLY HAT-SHAPED CROSS-SECTION CONFIGURATION CORRESPONDING TO THE HAT TOOL SUBSTANTIALLY HAT-SHAPED CROSS-SECTION CONFIGURATION, WHEREIN THE HAT STIFFENER IS MADE OF A METAL MATERIAL WITH AT LEAST ONE CANTED PORTION FORMED IN BOTH A FIRST WEB AND A SECOND WEB

REMOVING THE HAT STIFFENER FROM THE HAT TOOL

OPTIONALLY, MOUNTING THE HAT STIFFENER TO A SKIN PANEL STRUCTURE

FIG. 8
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
INV. B29D99/00 B64C1/06
ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B29D B64C

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal , WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>paragraph [0010]</td>
<td>9-12</td>
</tr>
<tr>
<td>A</td>
<td>paragraph [0029] - paragraph [0020] ; figures 6,7</td>
<td>13</td>
</tr>
<tr>
<td></td>
<td>paragraph [0035]</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>paragraph [0059] - paragraph [0060] ; figure 32</td>
<td>9-12</td>
</tr>
<tr>
<td>A</td>
<td>paragraph [0065] - paragraph [0069] ; figure 37</td>
<td>13</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>page 12, line 18 - page 13, line 16</td>
<td>1-8,13</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents :
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"A" document member of the same patent family

Date of the actual completion of the international search: 19 April 2013

Date of mailing of the international search report: 26/04/2013

Name and mailing address of the ISA:
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040.
Fax: (+31-70) 340-3016

Authorized officer:
Pierre, Nathalie

Form PCT/ISA/210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2008290214 Al</td>
<td>27-11-2008</td>
<td>CN 101678890 A</td>
<td>24-03-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2152574 A2</td>
<td>17-02-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2010527836 A</td>
<td>19-08-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008290214 Al</td>
<td>27-11-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011088833 Al</td>
<td>21-04-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009023346 A2</td>
<td>19-02-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011111183 Al</td>
<td>12-05-2011</td>
</tr>
<tr>
<td>WO 2008133748 A2</td>
<td>06-11-2008</td>
<td>AT 544580 T</td>
<td>15-02-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2382219 T3</td>
<td>06-06-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HK 1131767 A1</td>
<td>08-06-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010024964 A1</td>
<td>04-02-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2008133748 A2</td>
<td>06-11-2008</td>
</tr>
</tbody>
</table>