**Title:** MAGNETIC DEVICE AND METHOD FOR TREATING PERISHABLE ITEMS SUCH AS FOOD OR ICE

**Abstract:** A method and device for treating a perishable object. The method comprises exposing the perishable object to a south magnetic field created by magnetic interference of a plurality of magnets.
DEVICE AND METHOD FOR TREATING A PERISHABLE OBJECT

FIELD OF INVENTION

The present invention relates broadly to a device and method for treating a perishable object.

BACKGROUND

Conventional methods and devices to keep food and beverages fresh and natural, particularly in the raw, semi-processed and processed states, typically involve thermal treatments, mainly by refrigeration. However, such devices are usually operated by electricity, which may not be available in some circumstances. Further, keeping food in a low temperature environment e.g. in a refrigerator, may also result in dehydration of the food.

In the decomposition of all living cells, such as in fish and meat products, there are several chemical and biochemical processes taking place. These processes include: (1) enzymatic spoilage that is caused by the tissue enzymes of the fish or meat itself; (2) oxidative deterioration that results in foul, rancid odors and color changes; (3) spoilage due to bacterial growth from its secondary products, primarily from the enzymes that cause the decomposition of proteins. These chemical-related deterioration processes are conventionally controlled by the reduction of ambient temperature by means of refrigeration processes. However, such refrigeration devices require electrical supply, which may not be available in some circumstances.

Further, even if refrigeration devices are available, it may be desirable to help prolong and/or enhance the freshness of food and beverages stored in a refrigerator for a longer period of time and to retain moisture of the food.
SUMMARY

In accordance with a first aspect of the present invention there is provided a method of treating a perishable object, the method comprising exposing the perishable object to a south magnetic field created by magnetic interference of a plurality of magnets.

The perishable object may comprise a food item, a beverage item, or both, and the exposure maintains the freshness of the food item, the beverage item, or both.

The exposure may control a surface temperature of the perishable object.

The exposure may control a rate of bacterial growth on the perishable object.

The exposure may control a rate of dehydration of the perishable object.

The exposure may control a rate of melting of the perishable object.

The perishable object may comprise ice.

The method may further comprise utilising the ice to cool another perishable object.

The duration of said exposing step may be chosen such that the rate of bacterial growth is reduced compared to a rate without said exposure.

The duration of said exposing step may be chosen such that the rate of bacterial growth is increased compared to a rate without said exposure.

The plurality of magnets may be arranged in a substantially staggered arrangement.

The method may further comprise shielding a north-pole side of the magnets.

The magnets may be permanent magnets or electromagnets.
In accordance with a second aspect of the present invention there is provided device for treating a perishable object, the device comprising at least one panel defining at least a portion of a space for containing the perishable object; a plurality of magnets housed within the panel and arranged such that a south magnetic field created by magnetic interference of the plurality of magnets extends into the space for containing the perishable object.

The perishable object may comprise a food item, a beverage item, or both and exposure maintains a freshness of the food item, the beverage item or both.

The exposure may control a surface temperature of the perishable object.

The exposure may control a rate of bacterial growth on the perishable object.

The exposure may control a rate of dehydration of the perishable object.

The exposure may control a rate of melting of the perishable object.

The perishable object may comprise ice.

The device may be further arranged for utilising the ice to cool another perishable object.

The plurality of magnets may be arranged in a substantially staggered arrangement.

The device may further comprise a magnetic shielding unit.

The magnetic shielding unit may comprise a magnetic shield plate disposed at a north-pole side of the magnets housed in each panel.

The device may further comprise protective padding disposed around the magnets.

The magnets are sealed within the panels.

The magnets may be permanent magnets or electromagnets.
The device may be a six sided container.

The device may be a tray.

The device may be a plate.

The device may be a five sided container.

The device may be a block comprising six panels.

BRIEF DESCRIPTION OF THE DRAWINGS

Embodiments of the invention will be better understood and readily apparent to one of ordinary skill in the art from the following written description, by way of example only, and in conjunction with the drawings, in which:

Figure 1 is a schematic perspective view of a device according to an embodiment of the invention;

Figure 2 is a schematic view of the arrangement of magnets housed in a side panel of the device shown in Figure 1;

Figure 3 is a schematic view of the arrangement of magnets housed in a side panel of a device according to another embodiment of the present invention;

Figure 4 is a table showing the comparison of magnetic flux from an example in-line arrangement of four magnets and an example staggered arrangement of the four magnets;

Figure 5 is a schematic cross sectional view of the side panel in Figure 2 along A-A;
Figure 6 is a schematic view of the device according to another embodiment of the present invention;

Figure 7 is a schematic view of the device according to another embodiment of the present invention;

Figure 8 is a schematic view of the device according to another embodiment of the present invention;

Figure 9 is a schematic view of the device according to another embodiment of the present invention;

Figure 10 is a schematic view of the device according to another embodiment of the present invention;

Figure 11 is a schematic view of the device according to another embodiment of the present invention;

Figure 12 is a schematic view of the device according to another embodiment of the present invention;

Figure 13 is a graph of bacterial growth against exposure time of food samples;

Figure 14 is a table showing experimental results of average internal ambient temperature differences with and without a device according to an embodiment of the present invention;

Figure 15(a) is a thermal image of a cooler box containing ice cubes and placed in a device according to an embodiment of the present invention;

Figure 15(b) is a thermal image of a cooler box containing ice cubes without a device according to an embodiment of the present invention;

Figures 15(c) and 15(d) are thermal images of the contents of the cooler boxes in
Figures 15(a) and 15(b), respectively; and

Figure 16(a) is a graph of ice thickness against duration of ice samples.

Figures 16(b) and 16(c) are photographs of the ice samples of Figure 16(a).

Figure 17 is a graph of weight loss against exposed period of minced pork samples.

Figure 18 shows experimental results for subjecting perishable food under different environmental conditions with and without using a device according to an embodiment of the present invention.

Figure 19 is a graph of total bacteria count against keeping time of sliced raw salmon samples.

**DETAILED DESCRIPTION**

Generally, the described embodiments relate to a method and device to reduce the rate of chemical and biochemical activities that cause the denaturing and decomposition of perishable objects such as food and beverages. The example device and method also function to retain the moisture content in food by maintaining cell hydration, which can be particularly useful for food such as cooked rice, bread, cheese, cold-cut ham and ice.

Figure 1 is a schematic perspective view of a device 10, in accordance with an embodiment of the present invention. The device 10 comprises a substantially rectangular shaped container 10 having a cavity 12 defined by six panels, namely: four side panels 14, a base panel 16 and a top panel 18. The top panel 18 acts as a cover or lid of the container 10. Each of the panels 14, 16, 18 houses a plurality of magnets 20 within the panel. The four side panels 14, the base panel 16 and the top panel 18 are configured to envelop an object (not shown), for example, perishable food. The object is placed in the cavity 12 of the container 10 such that the object is surrounded by the
panels 14, 16, 18 in all three linear axes, namely the x, y, and z-axes.

Each of the plurality of magnets 20 are housed within the panels 14, 16, 18 with their respective south-pole side (shown in Figure 4) facing towards the object placed in the cavity 12 of the container 10, such that a magnetic south field is directed upon the object. Further, since the object is surrounded by the panels 14, 16, 18, this ensures that the targeted object is only exposed to the magnetic south field in all three axes.

There are two polarities and directions in a magnetic field. One direction is from the North magnetic pole and the other direction is from the South magnetic pole. Based on scientific convention, the compass "north" needle points in the direction of the magnetic flux, that is, in an outward direction from a magnet's North pole end and inward at the magnet's South pole end.

The magnets 20 are permanent magnets in the example embodiment. It should be appreciated that the material, size and shape of the permanent magnets 20 may vary, depending on design and application. Further, the number of magnets 20 used may vary depending on e.g. the shape and size of the container 10, for example. The magnets 20 may also be in the form of electromagnets instead of permanent magnets.

Figure 2 is a schematic view showing the arrangement of the plurality of magnets 20 housed in one of the four side panels 14 of the container 10 in Figure 1. In this example embodiment, the magnets 20 are arranged such that nearest neighboring circles 17 of magnets 20 are substantially in a staggered arrangement with substantially uniform spacing between the magnets 20 within the side panel 14 to produce magnetic interference 15, which in turn enhances magnetic field strength. Magnetic interference significantly increases the total propagated magnetic field (in this case the south magnetic field). Since magnetic interference increases the strength of the magnetic field, the size of the magnets and/or the number of magnets required to achieve a desired magnetic field strength is reduced. This in turn reduces the total weight and the cost of the device. The magnets 20 in the base panel 16 and top panel 18 are arranged in a similar staggered arrangement as described above.

Figure 3 is a schematic view showing the arrangement of the plurality of magnets
23 housed in the panel 25 of the device according to another embodiment. In this embodiment, the magnets 23 are arranged in a substantially staggered arrangement having a circular configuration 27 with a magnet 23 in the center of each of the circles 27 of magnets to produce magnetic interference 29, thereby enhancing the magnetic field strength.

Figure 4 is a table showing the comparison of magnetic flux from an example in-line arrangement 34 of four magnets 30 and an example substantially staggered arrangement 36 of the four magnets 30. Schematic plan views of the positions of the magnets 30 in the in-line arrangement 34 and the substantially staggered arrangement 36 are shown in the first and second rows of the table, respectively. The positions of the magnets 30 are represented by dots "●" and the center of the arrangement of the magnets 30 are represented by a cross "X". The magnetic flux is measured from the center of each arrangement 34, 36, about 60mm away from a magnetic plane 38. The magnetic flux at the center of the staggered arrangement 36 (magnetic flux of 1700 ± 8G) is greater compared to the magnetic flux at the center of the in-line arrangement 34 (magnetic flux of 1300 ± 10G). This shows an enhancement of the magnetic field strength and propagation of the magnetic field of the staggered arrangement 36 over the in-line arrangement 34.

Figure 5 is a cross sectional view of the side panel 14 in Figure 2 along A-A. The side panel 14 comprises a casing 24. The magnets 20 are housed within the casing 24. Protective padding 26 is disposed on a south-pole side 20a and a north-pole side 20b of the magnets 20. The protective padding 26 acts as a spacer, heat insulator and shock absorber for the magnets 20. The north-pole side 20b of the magnets 20 is shielded by a magnetic shielding device 28 in the form of, for example, a shield plate. The shield plate 28 is disposed between the protective padding 26 on the north-pole side 20b of the magnets 20 and the casing 24. The protective padding 26 may be made of materials such as neoprene based foam tape, which is structurally stable and offers good moisture and fungus resistance properties. The thickness of the protective padding 26 depends on the magnetic field strength of the magnets 20 used. The protective padding 26 also serves to provide the necessary spacing between the magnets 20 and an outer surface of the casing 24 such that the magnetic field strength on the outer surface of the casing 24 is not too large to attract any ferromagnetic objects.
The shield plate 28, the protective padding 26 and the magnets 20 are sealed within the casing 24. This is to ensure that the magnets 20, the protective padding 26 and the shield plate 28 are insulated. The top and base panels, 16, 18 of the container 10 are configured in a similar manner as described above.

The shield plate 28 may be made of any ferromagnetic material such as low cost tin sheets, which comprise iron (Fe) mixed with tin (Sn). The composition and thickness of the shield plate 28 may vary, but the magnetic saturation value of the material used for the shield plate 28 should be higher than the external magnetizing field strength, which depends on the type and size of the permanent magnets 20 used.

The material used for the casing 24 may be any non-magnetic material, especially for the portion of the casing, for example, polyethylene and polypropylene, which are chemically and structurally stable, and also food safe. The materials are durable against wear, high temperatures and washing by detergents. The thickness of the material used for the casing 24 may be sufficient to prevent deformation from rough handling and protect the magnets 20 from damage.

In the above embodiment, the device 10 is in the form of a closed rectangular container, with six panels. However, the device may be designed in various other forms.

For example, in Figure 6, the device 50 is in the form of a plate. A plurality of magnets 52 are disposed in a staggered arrangement in a base panel 54 of the plate 50. The plate 50 may be used in buffets and catering applications to display ready-to-eat food and at the same time maintain the freshness of the food.

Figure 7 shows another staggered arrangement of the plurality of magnets 53 in the base panel 55 of the device 51 in the form of a plate, according to another embodiment. In this embodiment, the magnets 53 are arranged in a circular configuration having a magnet 53 in the center of the circular configuration to produce magnetic interference.

In another embodiment, the device 60 may be in the form of an open container
comprising five panels 62, as shown in Figure 8. Similarly, each of the panels 62 houses a plurality of magnets 64 disposed in a staggered arrangement. A cooler box 66 may be placed in the container 60 for use outdoors, such as for picnics and fishing, to keep food chilled.

Figure 9 shows another staggered arrangement of a plurality of magnets 63 within each panel 65 of the open container 61, according to another embodiment. In this embodiment, the magnets 63 are arranged in a circular configuration having a magnet 63 in the center of the circular configuration to produce magnetic interference.

In another embodiment, the device 70 may be in the form of a tray, as shown in Figure 10. Each of the panels 72 forming the sides and the base of the tray 70 houses a plurality of magnets 74 as described earlier. The tray 70 may be used to contain ready-to-eat food, such as bread and cooked food.

Figure 11 shows another staggered arrangement of a plurality of magnets 73 within the panel 75 forming the base of the tray 71, according to another embodiment. In this embodiment, the magnets 73 are housed within the panel 75 forming the base of the tray 71 and are arranged in a circular configuration having a magnet 73 in the center of the circular configuration to produce magnetic interference.

In another embodiment, the device 80 may be in the form of a block comprising six panels 82, as shown in Figure 12. A plurality of magnets 84 disposed in a staggered arrangement are housed within the panels 82. The plurality of magnets 84 are arranged at various respective tilt angles to project a substantially three-dimensional magnetic field into space(s) adjacent one or more of the panels 82. The device 80 may be placed in, for example, a refrigerator or in an open environment such that the projected magnetic field extends into the space(s) adjacent one or more of the panels 82 containing the perishable objects to maintain the freshness of the perishable objects.

Figure 13 is a graph, based on experimental results, showing bacterial growth against exposure period of food samples exposed to the north magnetic field, the south magnetic field and without any magnetic field. Comparing the curves of the south magnetic field growth curve and the north magnetic field growth curve, during early
stages of exposure, for example within 1-3 days for seafood in (about 0°C ~ 4°C) chiller environment, the rate of bacterial growth is higher for food samples exposed to the north magnetic field compared to samples exposed to the south magnetic field. Also, this difference in the rate of bacterial growth is found to be greater when magnetic interference is applied. By using magnetic interference from the south magnetic field, it was found that there is a significant reduction in biochemical and chemical reactions during the early stages of exposure, which causes a delay in the food denaturing process. As a result of the reduced biochemical and chemical reactions, the overall quality of foods exposed to the interfered south magnetic field can be maintained longer than foods that are not exposed to any magnetic field or foods exposed to the north magnetic field.

The duration of early stages of exposure depends on the condition and type of food and beverages, and storage conditions such as ambient temperature. For example, the early stages for a processed fish stored in chiller conditions (about 0°C ~ 4°C) may be 1 to 3 days, whereas at room temperature conditions (about 20°C ~ 25°C) may be 2 to 4 hours.

In addition, it was found that in example embodiments the mechanism of maintaining the freshness in food and beverages is due to the reduction of energy state in electrons in atoms and molecules. By using the magnetic south field, the energy state of the electrons is reduced. This in turn reduces the vibration energy of the electrons, and hence creates an energy barrier that prevents electron transfer which is required for any biochemical or chemical reactions to occur. Thus, the rate of chemical and biochemical deterioration activities that cause the decomposition of food and beverages can be slowed down or reduced, thereby maintaining the freshness of the food and beverages.

Experiments were conducted to monitor the temperature differences of various objects such as melting ice cubes and deteriorating beverages and foods. Differences in the temperature of an object that is exposed to the south magnetic field and the temperature of the object without exposure to a magnetic field were observed. The difference in temperature indicates the relative energy state of the object, for example, and influences the rate of ice melting (from solid to liquid state) and changes in chemical
and biochemical reactions for deteriorating food.

Figure 13 is a table showing experimental results of average internal ambient temperature differences with and without a device according to an embodiment of the present invention. The cooler boxes that are placed in the device are exposed to a south magnetic field, while the cooler boxes without the device are not subjected to any magnetic field. In this experiment, the device used is a five-panel container substantially similar to the device 60 shown in Figure 8. In Experiment 1, 1 kg of ice cubes is placed in the cooler boxes. In Experiment 2, 1 kg of ice cubes and 1 kg of fishes (comprising 10 whole fishes of approximately 100g each) are placed in the cooler boxes. The experimental results shown in Figure 14 illustrate one of the observable temperature effects when objects are continuously undergoing physical and chemical changes. For example, the ice cubes kept in the 25 litre cooler box that gradually melts over a time period of 24 hours, and similar ice cubes with an additional load of whole fishes that are gradually melting and deteriorating with time respectively. In both Experiment 1 and Experiment 2, the difference in the average internal ambient temperatures between the cooler boxes placed in the device and the cooler boxes without the device are negative (i.e. the internal ambient temperature of the cooler boxes placed in the device is lower). The standard deviation for both Experiment 1 and Experiment 2 is about 0.15.

The results observed in the table of Figure 14 demonstrate that the south magnetic field is able to reduce the total energy state in the melting ice, such that gaining of heat from the environment by the ice to cause the melting process is slowed. With the additional load in the cooler box (for this case, the whole fishes), the effect on the melting ice and deteriorating fish gave rise to higher internal ambient temperature differences (i.e. $-1.24^\circ$C compared to $-0.66^\circ$C). The lower temperatures observed in the cooler boxes that were exposed to the south magnetic field demonstrate the effect on the reduction of the rate of heat transfer and absorption in melting ice, and also the ability to lower the chemical and biochemical reactions that generate additional heat during the fish decomposition process.

Figures 15(a) and 15(b) are thermal images of a cooler box 100 containing ice cubes that are placed in a device according to an embodiment of the present invention (i.e. exposed to magnetic south field), and a cooler box 102 containing ice cubes without
the device (i.e. not exposed to any magnetic field), respectively. The device used is a five-panel open container substantially similar to that described earlier in Figure 8. A thermal image analysis provides further evidence to the above explanation on the reduction of energy state. Regions of darker shades in the thermal images represent areas of lower temperatures. The cooler box 100 that is exposed to a south magnetic field has more distinct darker regions compared to the cooler box 102 that was not exposed to any magnetic field.

Figures 15(c) and 15(d) are thermal images of the contents of the cooler boxes 100, 102 described above, respectively. The thermal images were obtained after 10 hours of storage in a room environment (28°C ~ 31°C). The remaining ice cubes (represented by the darker shaded regions) in the cooler boxes 100, 102 show that more ice cubes remained in solid form when the ice cubes are exposed to the south magnetic field (Figure 15(c)) compared to the ice cubes that were not exposed to any magnetic field (Figure 15(d)).

Figure 16 is a graph, based on experimental results, showing ice thickness against duration of an ice sample exposed to a device according to an embodiment of the present invention (i.e. exposed to a south magnetic field) and another ice sample not exposed to the device (i.e. not exposed to any magnetic field). In this experiment, the rate of ice melting is determined by the decrease in thickness of the ice samples over time. Crushed ice samples are compacted to 65mm thick ice beds and placed on perforated plastic trays. The device is placed at the bottom of one of the trays. The ice sample on the tray with the device is exposed to the south magnetic field while the ice sample on the tray without the device is not exposed to any magnetic field. It is observed that the decrease in thickness of the ice sample on the tray with the device is smaller compared to the decrease in thickness of the ice sample on the tray without the device.

Figures 15(b) and 15(c) are photographs of the ice sample 160 on the tray 162 without the device and the ice sample 164 on the tray 166 with the device, respectively. The photographs were taken after 8.5 hours of keeping the ice samples 160, 164 in an air conditioned (20°C ~ 23°C) environment. It is observed that the thickness of the remaining ice sample 164 on the tray 166 with the device is about 38.5% with respect to the initial thickness of ice and the thickness of the remaining ice sample 160 on the tray
162 without the device is about 15.4% with respect to the initial thickness of ice. Thus, the thickness of the remaining ice sample 164 on the tray 166 with the device is about 23% greater than the thickness of the remaining ice sample 160 on the tray 162 without the device.

By exposing ice to a south magnetic field, the rate of ice melting is slower compared to ice that is not exposed to any magnetic field.

The embodiment of the device described above is able to reduce the rate of melting of a perishable object, in particular, ice. It should be appreciated that since the rate of melting of ice can be reduced, the ice may in turn be utilised to cool another perishable object, for example, raw fish, sushi, etc., and thus, maintains the freshness of the other perishable object. It should also be appreciated that the cooling of the other perishable object as a result of the reduction in the rate of melting of ice may be in addition to the device directly maintaining the freshness of the other perishable object. The device may be in the form of a tray on a display counter in a supermarket displaying food items such as raw fish. A bed of ice is placed on the tray and the raw fish is then placed on the bed of ice.

Figure 17 is a graph, based on experimental results, showing percentage (%) weight lost against exposure period of minced pork samples exposed to a magnetically interfered north magnetic field, a magnetically interfered south magnetic field and without any magnetic field. The rate of water evaporation (i.e. rate of dehydration) from the minced pork can be determined by the change in percentage weight loss of the minced pork over time. It is observed that the water evaporation rate from the minced pork exposed to the south magnetic field is reduced when compared to the minced pork samples exposed to the north magnetic field and the minced pork samples not exposed to any magnetic field. On the other hand, the water evaporation rate from the minced pork sample exposed to the north magnetic field is accelerated when compared to the minced pork samples exposed to the south magnetic field and the minced pork sample not exposed to any magnetic field.

From the experiment above, it can be observed that the rate of dehydration of the minced pork samples that are exposed to the south magnetic field is slower compared to
minced pork samples that are exposed to the north magnetic field and minced pork samples that are not exposed to any magnetic field. The maintenance of hydration (i.e. lower rate of dehydration) of perishable objects, for example, the minced pork samples described above, contribute to maintaining the overall quality of the perishable objects for a longer period of time compared to perishable objects that are not exposed to any magnetic field or perishable objects that are exposed to the north magnetic field.

The phenomenon of a relatively colder surface temperature on objects that are undergoing changes, such as heat absorption (in the case of melting ice) or chemical and biochemical reactions (in the case of food deterioration) were consistently observed when the objects are exposed to the south magnetic field. Examples of such objects are beverages such as wine and soy bean drink, perishable foods such as raw fish, ice and inorganic materials such as iron bolts undergoing corrosion process. This effect results in the retention of water molecules within cells, thereby maintaining intracellular hydration and hence reduces the evaporation rate of moisture from the object, for example in bread cooked rice, cheese cold-cut ham and minced pork.

However, due to the cellular hydration effect when food samples are exposed to the south magnetic field, it is observed that in the advance stages of exposure, for example, 3 to 5 days for processed fish in a chiller environment, the rate of bacterial growth is greater compared to samples exposed to the north magnetic field and samples not exposed to any magnetic field (see Figure 13). As cell hydration is maintained, the bacterial cells present in the food samples may synthesize more surface proteins, which consequently promote bacterial cell growth at the advanced stages. As a result, the device in accordance with embodiments of the present invention may be further used for promoting specific bacterial cell cultures and its enzymes secretions for pharmaceutical and biotechnological applications.

Figure 18 shows a table of the experimental results for subjecting perishable food under different environmental conditions with and without a device according to another embodiment of the present invention.

From the experimental results in Figure 18, it was observed that the device of the embodiments of the present invention is able to maintain or prolong the freshness of
food and beverages, particularly for highly perishable foods such as fish and seafood during the early stages. The total plate count, which indicates the total bacteria present in food was significantly less when the device is used. Similarly, for the total Coliform count, which indicates other disease-causing bacterial that results primarily from human handling, was also significantly less when the device is used. The total volatile nitrogen (TVN) analysis provides an indication of the freshness of the food samples. The change in TVN of the food samples was less when the device is used. The rate of volatile nitrogen emission, for example ammonia gas, from raw sliced salmon deterioration was reduced as a result of exposure to the south magnetic field. In addition, the device in accordance with embodiments of the present invention is also able to retain the moisture content in foods. This is particularly useful for storing foods such as cooked rice and bread.

Figure 19 is a graph, based on experimental results, of total bacteria count against keeping time of a sliced raw salmon sample exposed to a device of an embodiment of the present invention and a sliced raw salmon sample not exposed to the device. In this experiment, the sliced raw salmon samples are kept in a 30° environment and the bacteria count in the sliced raw salmon samples is measured every 2 hours over a 6-hour period. It is observed that the total bacteria count for the sliced raw salmon sample exposed to the device decreases in the first 2 hours of the experiment. On the other hand, it can be observed that the total bacteria count increases in the first 2 hours of the experiment for the sliced raw salmon sample not exposed to the device. At the end of four hours, the bacteria count in the sample exposed to the device is 100 cfu/gm more than the initial bacteria count whereas the bacteria count in the sample not expose to the device is 700 cfu/gm more than the initial bacteria count. After 4 hours, the bacteria growth in both samples begins to increase.

By exposing perishable objects to the device in accordance with embodiments of the present invention, the onset of bacteria growth in the perishable object can be delayed, and as a result the perishable object remains fresh for a longer period of time compared to perishable objects not exposed to the device.

In contrast to the conventional methods of maintaining freshness of foodstuffs, such as refrigeration, the device in accordance with the embodiments of the present
invention does not require any electricity to function. This makes it mobile and very convenient for use outdoors and in places without electricity.

Further, the device in accordance with the embodiments of the present invention may be used in conjunction with a refrigeration device to maintain freshness of food beverages, for example, the device may be in the form of a container that is placed into a refrigerator.

Conversely, instead of using the device for keeping food and beverages fresh at the early stages, the device of the present invention may also be suitable for promoting bacterial growth and protein synthesis by using the advance stages. It can be observed from the graph in Figure 8 and from the experimental results in Figure 18 (for example, sliced salmon fish stored in a chiller after 5 days of storage) that in the advanced stages of exposure period, the rate of bacterial growth is greater for specimens that are exposed to the magnetic south field.

It will be appreciated by a person skilled in the art that numerous variations and/or modifications may be made to the present invention as shown in the specific embodiments without departing from the spirit or scope of the invention as broadly described. The present embodiments are, therefore, to be considered in all respects to be illustrative and not restrictive.
CLAIMS:

1. A method of treating a perishable object, the method comprising exposing the perishable object to a south magnetic field created by magnetic interference of a plurality of magnets.

2. The method as claimed in claim 1, wherein the perishable object comprises a food item, a beverage item, or both, and the exposure maintains the freshness of the food item, the beverage item, or both.

3. The method as claimed in claim 1, wherein the exposure controls a surface temperature of the perishable object.

4. The method as claimed in claim 1, wherein the exposure controls a rate of bacterial growth on the perishable object.

5. The method as claimed in claim 1, wherein the exposure controls a rate of dehydration of the perishable object.

6. The method as claimed in claim 1, where the exposure controls a rate of melting of the perishable object.

7. The method as claimed in claim 6, wherein the perishable object comprises ice.

8. The method as claimed in claim 7, wherein the method further comprises utilising the ice to cool another perishable object.

9. The method as claimed in claim 4, wherein the duration of said exposing step is chosen such that the rate of bacterial growth is reduced compared to a rate without said exposure.

10. The method as claimed in claim 4, wherein the duration of said exposing step is chosen such that the rate of bacterial growth is increased compared to a rate without said exposure.
11. The method as claimed in any one of claims 1 to 10, wherein the plurality of magnets are arranged in a substantially staggered arrangement.

12. The method as claimed in any one of claims 1 to 11, further comprising shielding a north-pole side of the magnets.

13. The method as claimed in any one of claims 1 to 12, wherein the magnets are permanent magnets or electromagnets.

14. A device for treating a perishable object, the device comprising:
   at least one panel defining at least a portion of a space for containing the perishable object;
   a plurality of magnets housed within the panel and arranged such that a south magnetic field created by magnetic interference of the plurality of magnets extends into the space for containing the perishable object.

15. The device as claimed in claim 14, wherein the perishable object comprises a food item, a beverage item, or both and exposure maintains a freshness of the food item, the beverage item or both.

16. The device as claimed in claim 14, wherein the exposure controls a surface temperature of the perishable object.

17. The device as claimed in claim 14, wherein the exposure controls a rate of bacterial growth on the perishable object.

18. The device as claimed in claim 14, wherein the exposure controls a rate of dehydration of the perishable object.

19. The device as claimed in claim 14, wherein the exposure controls a rate of melting of the perishable object.

20. The device as claimed in claim 19, wherein the perishable object comprises ice.
21. The device as claimed in claim 20, wherein the device is further arranged for utilising the ice to cool another perishable object.

22. The device as claimed in any one of claims 14 to 21, wherein the plurality of magnets are arranged in a substantially staggered arrangement.

23. The device as claimed in any one of claims 14 to 22, further comprising a magnetic shielding unit.

24. The device as claimed in claim 23, wherein the magnetic shielding unit comprises a magnetic shield plate disposed at a north-pole side of the magnets housed in each panel.

25. The device as claimed in any one of claims 14 to 24, further comprising protective padding disposed around the magnets.

26. The device as claimed in any one of claims 14 to 25, wherein the magnets are sealed within the panels.

27. The device as claimed in any one of claims 14 to 26, wherein the magnets are permanent magnets or electromagnets.

28. The device as claimed in any one of claims 14 to 27, wherein the device is a six sided container.

29. The device as claimed in any one of claims 14 to 27, wherein the device is a tray.

30. The device as claimed in any one of claims 14 to 27, wherein the device is a plate.

31. The device as claimed in any one of claims 14 to 27, wherein the device is a five sided container.
32. The device as claimed in any one of claims 14 to 27, wherein the device is a block comprising six panels.
<table>
<thead>
<tr>
<th>Distance away from magnet plane (mm)</th>
<th>Magnetic flux at center (X) of a 4pc-magnet arrangement in in-line arrangements</th>
<th>Magnetic flux at center of a 4pc-magnet arrangement in staggered for magnetic interference</th>
</tr>
</thead>
<tbody>
<tr>
<td>60</td>
<td>1300± 10G (Reference 100%)</td>
<td>1700± 8G (w.r.t. Reference = 130%)</td>
</tr>
</tbody>
</table>

**Figure 4**
Figure 13
<table>
<thead>
<tr>
<th>Conditions</th>
<th>Internal ambient temperature difference (with device minus without device), °C</th>
<th>Standard Deviation (18)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Experiment 1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>With 1 kg ice cubes only</td>
<td>- 0.66</td>
<td>0.15</td>
</tr>
<tr>
<td>Experiment 2</td>
<td></td>
<td></td>
</tr>
<tr>
<td>With 1 kg ice cubes and 1 kg fishes</td>
<td>- 1.24</td>
<td>0.15</td>
</tr>
</tbody>
</table>

Figure 14

Figure 15(a)  Figure 15(b)

Figure 15(c)  Figure 15(d)
Figure 16(a)

Rate of melting of ice samples

Sample exposed to device according to an embodiment of the present invention

Sample not exposed to the device

Duration (hrs)

Ice thickness (mm)
Figure 17

Percentage (%) weight loss (moisture) from minced pork

- North field
- South field
- Natural

Weight loss (mg)

Exposed period (hr)
<table>
<thead>
<tr>
<th>Environment Conditions</th>
<th>Types of samples tested</th>
<th>Duration of exposure</th>
<th>Observations: Exposed without using device of the present invention</th>
<th>Observations: Exposed using device of the present invention</th>
</tr>
</thead>
<tbody>
<tr>
<td>Chilled (+0 to +4 °C)</td>
<td>1. Sliced salmon fish #</td>
<td>3 days&lt;sup&gt;31&lt;/sup&gt;</td>
<td>• Total plate count (salmon #) = 71,000 cfu/g</td>
<td>• Total plate count (salmon #) = 19,500 cfu/g</td>
</tr>
<tr>
<td></td>
<td></td>
<td>5 days&lt;sup&gt;32&lt;/sup&gt;</td>
<td>• Total plate count (salmon&lt;sup&gt;32&lt;/sup&gt;) = 1,000,000 cfu/g</td>
<td>• Total plate count (salmon&lt;sup&gt;32&lt;/sup&gt;) = 2,900,000 cfu/g</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>• Total Colliform (salmon #) = 21 count/g</td>
<td>• Total Colliform (salmon #) = 4 count/g</td>
</tr>
<tr>
<td></td>
<td>2. Tilapia fish (whole)</td>
<td>8 days</td>
<td>• Appearance and texture of were dull and soft (for all)</td>
<td>• Appearance and texture of were more firm and tender (for all)</td>
</tr>
<tr>
<td></td>
<td>3. Prawns (Tiger and Grey prawns)</td>
<td>6 days</td>
<td>• Cooked taste was less fresh (for all)</td>
<td>• Cooked taste was better (for all)</td>
</tr>
<tr>
<td>Cooled (20 to 25°C)</td>
<td>1. Sliced salmon&lt;sup&gt;+&lt;/sup&gt; fish</td>
<td>4 hours</td>
<td>• Total plate count (salmon&lt;sup&gt;+&lt;/sup&gt;) = 49,000 cfu/g</td>
<td>• Total plate count (salmon&lt;sup&gt;+&lt;/sup&gt;) = 16,400 cfu/g</td>
</tr>
<tr>
<td></td>
<td>2. Poultry</td>
<td>6 hours</td>
<td>• Change in TVN&lt;sup&gt;+&lt;/sup&gt; = 6 mg/100g</td>
<td>• Change in TVN&lt;sup&gt;+&lt;/sup&gt; &lt; 3 mg/100g</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>• Foul smell (for all)</td>
<td>• No foul smell (for all)</td>
</tr>
<tr>
<td>Room (27 to 31°C)</td>
<td>1. Soya bean drink</td>
<td>6 hours</td>
<td>• Pale aroma and taste</td>
<td>• Fresh cool taste and aroma</td>
</tr>
<tr>
<td></td>
<td>2. Oil-fried meals (e.g. fried rice and noodles)</td>
<td>6 hours</td>
<td>• Weak aroma and sour taste</td>
<td>• Fresh aroma and tasted close to original condition</td>
</tr>
<tr>
<td></td>
<td>3. Full cream milk*</td>
<td>24 hours</td>
<td>• Total plate count (full cream milk*) = 5,000 cfu/ml</td>
<td>• Total plate count (full cream milk*) = 800 cfu/ml</td>
</tr>
</tbody>
</table>

Figure 18
Figure 19
**INTERNATIONAL SEARCH REPORT**

**International application No.**

**PCT/SG2006/000018**

### A. CLASSIFICATION OF SUBJECT MATTER

**Int. Cl.**

**A23L 3/32 (2006.01)   H01F 7/02 (2006.01)**

According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of data base and, where practicable, search terms used)

WPIDS, MEDLINE, FSTA, CA; KEYWORDS: MAGNET, POLE, FIELD, PRESERVATION, FRESHNESS, BACTERIA, PERISHABLE and like terms

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>Derwent WPIDS Online abstract, Accession number 2002-295050 JP2001196220 A (IWAI T) 19 July 2001 Abstract</td>
<td>1, 2, 4, 9-15, 17, 22-32</td>
</tr>
<tr>
<td>P,X</td>
<td>Derwent WPIDS abstract, Accession number 2005547122/56 JP 2005218547 (HIGASHIDORIKEN) 18 August 2005 Abstract</td>
<td>1, 2, 9-15, 22-32</td>
</tr>
</tbody>
</table>

* Further documents are listed in the continuation of Box C*  
* See patent family annex

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier application or patent but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed
  *T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  *X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  *Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  *&* document member of the same patent family

Date of the actual completion of the international search 13 March 2006

Date of mailing of the international search report 17 MAR 2006

Name and mailing address of the ISA/AU

AUSTRALIAN PATENT OFFICE
PO BOX 200, WODEN ACT 2606, AUSTRALIA
E-mail address: pct@ipaustralia.gov.au, Facsimile No. (02) 6283 3929

Authorized officer

ROSS OSBORNE
Telephome No: (02) 6283 2404
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>Derwent WPIDS abstract, Accession number DE 3035914 A (HASSAN M) 10 December 1981 Abstract</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 5297694 A (BONTEMPS) 29 March 1994 Whole document</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 5527105 A (RIACH Jr) 18 June 1996 Whole document</td>
<td></td>
</tr>
</tbody>
</table>
This Annex lists the known "A" publication level patent family members relating to the patent documents cited in the above-mentioned international search report. The Australian Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>JP 2001196220</td>
<td>NONE</td>
</tr>
<tr>
<td>JP 2003180240</td>
<td>NONE</td>
</tr>
<tr>
<td>JP 2005218547</td>
<td>NONE</td>
</tr>
<tr>
<td>DE 3035914</td>
<td>CH 647652</td>
</tr>
<tr>
<td>US 5297694</td>
<td>BR 9204403</td>
</tr>
<tr>
<td>JP 5246468</td>
<td>MX 9206428</td>
</tr>
<tr>
<td>US 5527105</td>
<td>US 5705215</td>
</tr>
</tbody>
</table>

Due to data integration issues this family listing may not include 10 digit Australian applications filed since May 2001.

END OF ANNEX