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To all whom it may concern: 
Be it known that I, JOSEPH. D. DRINKER, 

of Montrose, in the county of Susquehanna 
and State of Pennsylvania, have invented a 
new and useful Inprovement in Holding-Bar 
for Jilo-Sheets, of which the following is a specification : 

Figure 1 is a top view of my improved bar, 
part being broken away to show the con 
struction. Fig. 2 is a rear view of the same. 

Similar letters of reference indicate corre 
sponding parts. - 
The object of this invention is to furnish an 

improved bar for holding the jib-sheet in a 
fore and aft vessel, when beating to wind 
ward, so as to dispense with a man to attend 
to said jib. 
The invention consists in the combination 

of the notched and grooved bar, the slides, the 
hinged blocks, the spiral springs, and the ring, 
with each other, to adapt the device to be at 
tached to a vessel to receive and hold the jib 
sheet, as hereinafter fully described. 
A is the bar, the ends of which are attached 

to stanchions B, secured to the bulwarks of 
the vessel. The rear sides of the end parts 
are grooved or have grooves formed upon 
them by attaching plates to their sides. At 
the inner ends of these grooves are formed 
notches af, as shown in Figs. 1 and 2. O are 
slides, which fit into the grooves of the bar A, 
and to the forward ends of which are hinged 
blocks D. The outer sides of the forward or 

inner ends of the blocks D are beveled off, 
and their outer ends are made thicker than 
the slides C, to form a shoulder for the ring 
E, to which the jib-sheet is attached, to rest 
against. The slides C are drawn and held 
outward by spiral springs F, attached to their 
Outer ends and to the stanclbions B. 
The springs F should be detachable, so that 

they may be adjusted to have greater or less 
strength, according to the force of the wind. 
With this construction, when running upon 

a starboard or larboard tack, the ring E will 
rest against the shoulder of one of the blocks, 
D. On going about, the jib, having taken 
aback, will force the slide C gradually in 
ward until the block D enters the notch a', 
and releases the ring E. The ring E then 
slides along the bar A, passes up the incline 
of the other block D, and is caught and held 
by the shoulder of the said block D. 
Eaving thus described my invention, I 

claim as new and desire to secure by Letters 
Patent 
The combination of the notched and grooved 

bar A, the slides C, the hinged blocks D, the 
spiral springs F, and the ring E, with each 
other, to adapt the device to be attached to 
a vessel, to receive and hold the jib-sheet, 
substantially as herein shown and described. 
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