Title: MULTIPLE LAYER TUBING AND METHOD OF MAKING SAME

Abstract: A multiple layer tubing for conveying a fluidic media in a medical or laboratory environment includes at least one outer layer of a copolyester ether (COPE) material. The tubing also includes an inner layer of a material compatible with sensitive fluidic media and at least one intermediate layer for bonding the outer layer to the inner layer. The material of the inner layer may be a high density polyethylene or a polyurethane material. The material of the intermediate layer may be ethylene-vinyl acetate (EVA). With the use of a COPE outer layer, a multiple layer medical tubing may be made without polyvinylchloride (PVC) or PVC plasticizers. The multiple layer tubing may be made by extrusion. The three layers may be co-extruded, simultaneously, as part of an efficient manufacturing processes.
For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
MULTIPLE LAYER TUBING AND METHOD OF MAKING SAME

BY

ADAM MOLINA, POONAM S. GULATI, BRADLEY J. ENEGREN,
ERIC P. GEISMAR, AND PHILIP J. HUDAK

Background of the Invention

1. Field of the Invention

[0001] The present invention relates, generally, to multiple layer tubing, processes of making such tubing and systems in which such tubing is used. In particular embodiments, the multiple layer tubing has an outer layer made of an elastomeric copolyester ether (COPE).

2. Description of Related Art

[0002] In biological, laboratory or medical environments, tubing is used in a variety of contexts, such as to communicate fluidic media between medical devices or from a medical device to a patient. Various types of medications, nutrients or other treatment formulations may be dispensed to patients through medical tubing, depending upon the patient’s needs. In some contexts, it may be necessary to communicate media through a tubing for a protracted period of time and/or the media communicated through the tubing may be highly sensitive to its environment.

[0003] For example, hospital or long-term care patients with certain diabetic conditions may be connected to an insulin supply through a medical tubing. Such patients may require dosages of sensitive insulin formulations over a protracted period of time. The tubing may connect, at one end, to a medical pump and reservoir, a gravity-operated reservoir (e.g., an intravenous IV bag), or other suitable regulating device. The other end of the tubing may connect to the patient, through a suitable intravenous connection, catheter, cannula, infusion set, or the like.
[0004] Insulin compatible tubing made of polyvinyl chloride (PVC) is described in U.S. Patent No. 4,723,947 to Konopka (assigned to the assignee of the present application), which is incorporated herein by reference. In the Konopka patent, a tubing has an inner layer of polyethylene, for compatibility with insulin. However, Konopka employs an outer layer of flexible PVC. To provide the PVC material with sufficient flexibility to function as a medical tubing, the PVC material includes a plasticizer.

Summary of the Disclosure

[0005] Embodiments of the present invention relate to a multiple layer tubing for conveying a fluidic media. In one example embodiment, the tubing may be employed in a medical or laboratory environment, to convey sensitive media, such as insulin formulations, to a patient. In other embodiments, the tubing may convey other suitable fluidic media between medical devices or from a medical device to a patient.

[0006] The multiple layer tubing includes at least one outer layer made of a copolyester ether (COPE) material. The tubing also includes an inner layer made of a material compatible with the fluidic media and at least one intermediate layer for bonding the outer layer to the inner layer. Thus, the multiple layer tubing according to an example embodiment is a three-layer structure having one inner layer, one intermediate layer and one outer COPE layer.

[0007] In one embodiment, the material of the inner layer comprises high density polyethylene. In another embodiment, the material of the inner layer comprises a polyurethane. The material of the intermediate layer may comprise ethylene-vinyl acetate (EVA).

[0008] With the use of a COPE outer layer, embodiments of the multiple layer tubing may be made without polyvinylchloride (PVC) or PVC plasticizers. Thus, certain embodiments of the tubing may be made PVC-free.
[0009] The multiple layer tubing may be made by extruding the layers. Each of
the inner, intermediate and outer layers may be extruded. In one embodiment, the three
layers are co-extruded, simultaneously, as part of an efficient manufacturing processes.

[0010] These and other features and advantages of embodiments of the
invention will be apparent to those skilled in the art from the following detailed
description of embodiments of the invention, when read with the drawings and
appended claims.

**Brief Description of the Drawings**

[0011] Referring now to the drawings in which like reference numbers represent
 corresponding parts throughout:

[0012] Figure 1 is a cross-section diagram of a multiple layer tubing according
to an embodiment of the present invention.

[0013] Figure 2 is a schematic diagram representing an example of a connection
arrangement using a tubing according to an embodiment of the present invention.

**Detailed Description of Preferred Embodiments**

[0014] In the following description of embodiments of the invention, reference
is made to the accompanying drawings which form a part of the description, and in which
is shown by way of illustration specific embodiments in which the invention may be
practiced. It is to be understood that other embodiments may be utilized and structural
changes may be made without departing from the scope of the present invention.

[0015] Tubing, according to embodiments of the present invention, may be
employed in a variety of contexts, including hospital and laboratory environments. For
example, embodiments of the present invention may be employed as catheter tubing,
tubing for disposable injection sets, cannulas, infusion sets, or the like. Examples of
catheter environments in which embodiments of the present invention may be employed
are described in U.S. Patent Application No. 10/035,831 and in U.S. Patent Application
No. 10/331,949, filed December 30, 2002, each of which is incorporated herein by reference in its entirety. Further example environments of use of such tubing as delivery tubing for subcutaneous infusion sets are described in U.S. Patent Application No. 10/705,686, filed November 10, 2003 (assigned to the assignee of the present application), which is incorporated herein by reference in its entirety.

[0016] A tubing according to an example embodiment of the present invention comprises a layered structure, having multiple layers of materials, selected to provide certain beneficial qualities and characteristics as described below. A cross-section of a tubing 10 according to an embodiment of the present invention is shown in Fig. 1.

[0017] In Fig. 1, the tubing 10 has three layers, including an outer layer 12, an intermediate layer 14 and an inner layer 16. The inner layer 16 has an inner surface 18 that surrounds the hollow interior 20 of the tubing 10. The outer layer 12 has an outer surface 22, which, in some embodiments, defines the outer surface of the tubing 10.

[0018] The relative dimensions, including diameters and thicknesses, of the layers 12, 14 and 16 shown in Fig. 1, are examples and not limitations on the invention. Further embodiments may employ other dimensions suitable for the context of use. As a representative, non-limiting example of dimensions for a medical tubing shown in Fig. 1, the inner diameter of the inner layer 16 (i.e., the diameter of the inner surface 18) may be within the range of about 0.01 to about 0.025 inches and a thickness of about 0.005 to about 0.012 inches, preferably about 0.007 to about 0.009 inches. The intermediate layer 14 is relatively thin, on the order of about 0.0005 to about 0.005 inches and, preferably, about 0.001 to 0.002 inches. The thickness of the outer layer 16 is between about 0.005 and about 0.015 inches, preferably about 0.010 to about 0.012 inches. In one example embodiment, the completed tri-extruded tubing 10 will have an outside diameter of about 0.06 inches. Although other embodiments may employ other dimensions for the tubing layers and overall tubing, in some embodiments, the dimensions are selected to correspond to a type of infusion device. For example, the dimensions may be selected to allow the infusion pump to detect occlusions in the tubing, to deliver an accurately
defined amount of media for each pump stroke, or to provide other features associated with an infusion device to which the tubing may connect.

[0019] When in use, the ends of the tubing 10 are connected, through a suitable connector, for example, to a medical device or a patient. A simplified diagram of an example connection arrangement is shown in Fig. 2, wherein, a length of a medical tubing 10 connects an external pump and reservoir system 24 to a patient 26. The tubing 10 has one end 28 connected in fluid flow communication with the patient through a needle, Luer connector, an infusion set, an IV set, a catheter, a cannula or the like.

[0020] The tubing 10 has a second end 30 connected in fluid flow communication with the external system 24 through medical connectors, such as, but not limited to, Luer connectors or medical connectors as shown in U.S. Patent No. 6,585,695, which is herein incorporated by reference in its entirety, or the like. Another example shown in Fig. 2 is represented by the further length of the tubing 10’ connected between two medical devices, such as between the reservoir and the pump of the system 24. In the further example, the two ends of the further length of tubing 10 may each have a connector suitable for connection to a medical device, including, but not limited to a Luer connector, a quick-release connector as shown in U.S. Patent No. 5,545,152, medical connectors shown in U.S. Patent No. 6,585,695 (both of which are herein incorporated by reference in their entireties), or the like.

[0021] With reference to Fig. 1, the outer layer 12 of the tubing 10 is selected and constructed to have certain beneficial qualities and characteristics relating to strength, durability, flexibility and connection capabilities. Tubing constructions have employed a polyvinylchloride (PVC) material with a plasticizer to provide some of these outer-layer characteristics. The PVC material is strong, durable and normally hard, but can be softened, to make flexible, by adding a plasticizer to the PVC formula. However, adding the plasticizer can allow the PVC and plasticizer to diffuse into the fluid. Many countries are seeking to ban the use of PVC in medical tubing. On the other hand, embodiments of the present invention employ a copolyester ether (COPE) material, as described in more detail below, and, thus, may avoid the use of PVC materials and the plasticizers used for
softening PVC materials. In that regard, a medical tubing according to certain embodiments of the present invention may be made PVC-free.

[0022] The COPE outer layer 12 has suitable bonding characteristics for securing to connectors and other equipment. The outer layer 12 may be secured to a connector or other equipment by solvent bonding, adhesive bonding, clamping, flanging, ultrasonic welding, or the like. For solvent bonding, the COPE outer layer 12 is soluble in various suitable solvents, including, but not limited to cyclohexanone, ethylene dichloride, or the like. For adhesive bonding, the COPE outer layer 12 provides a suitable surface for applying an adhesive, such as an acrylic-based ultra-violet (UV) curable adhesive and a suitable barrier against diffusion of the adhesive through the tubing wall. For clamping, the COPE outer layer 12 is suitably flexible and abrasion-resistant to receive a clamping force from a typical tubing connector clamp.

[0023] In addition, the COPE outer layer 12 provides sufficient strength and flexibility characteristics to allow the tubing 10 to be used in a typical hospital or laboratory environment. The COPE outer layer 12 may be made in a sufficient thickness to provide a suitable resistance to tearing, cutting and puncture during ordinary use in a hospital or laboratory and, yet, allow the tubing 10 to be flexible and kink-resistant. Flexibility and kink-resistance can simplify storage and connection and can allow relative movement between the patient and the connected device.

[0024] The COPE outer layer 12 also provides a diffusion barrier which helps maintain the preservative concentrations (e.g., m-cresol, phenol, or the like) in the media formulations. This property of the tubing is important as it helps maintain preservative levels in formulations, ensuring that the Antimicrobial Effectiveness requirements set in the United States Pharmacopeia and by the United States Food and Drug Administration are met.

[0025] Thus, the above advantages relating to strength, flexibility, capability of bonding to connectors or medical devices and diffusion barrier characteristics are provided by the COPE outer layer 12. Moreover, PVC-free embodiments may employ a
tubing 10 having the COPE 12 outer layer in a PVC-free environment. While various manufacturing techniques may be employed to manufacture the tubing 10, according to various embodiments of the invention, COPE materials can be suitable for extrusion techniques. Thus, in extrusion embodiments described below, the COPE outer layer 12 may be formed by standard extrusion techniques.

[0026] An example of suitable COPE materials are the elastomer materials produced by Eastman Chemical Company under the product name ECDEL. The ECDEL elastomer identified as PCCE 9966 is employed in one example embodiment. However, other grades of ECDEL may be employed in other embodiments. While ECDEL had traditionally been employed for producing bags or films for wrapping products, embodiments of the present invention uniquely employs the elastomer material in a medical tubing and, in particular embodiments, in a multi-layer, PVC-free medical tubing.

[0027] The inner layer 16 of the multi-layer tubing 10 is made to have certain qualities and characteristics relating to compatibility, durability and flexibility. The material for the inner layer 16 must be compatible with the media to be conveyed through the tubing. The inner surface 18 of the inner layer 16 contacts the media during use. The material for the inner layer 16 must be compatible with the media over the expected period of use and, thus, must have sufficient strength and durability characteristics to withstand contact with the media over that period. In addition, material for the inner layer 16 is flexible, to allow the tubing 10 to be flexible.

[0028] In an example embodiment, the inner layer 16 of the multi-layer tubing 10 may be made of a high density polyethylene material. A high density polyethylene material can provide the above durability and flexibility properties and, also, be compatible with a variety of sensitive media, including sensitive protein formulas and/or formulas containing a phenol cresol preservative. As described in U.S. Patent Application No. 10/035,831 (which has been incorporated herein by reference in its entirety), some protein formulas, such as certain insulin formulas, can be sensitive to leaching or diffusion of molecules from or to the contacting surface of the tubing.
material, causing changes to the effectiveness of the formulation. High density polyethylene is compatible with many types of insulin and other protein formulations with respect to diffusion and leaching properties.

[0029] In addition, high density polyethylene can be manufactured within relatively small manufacturing tolerances. A capability of maintaining small manufacturing tolerances in an economical manufacturing process can be beneficial for certain tubing embodiments of the present invention. Small manufacturing tolerances can allow accurate tubing dimensions and, thus, accurate regulation of media through the tubing.

[0030] For example, it may be desirable, when conveying certain media through medical tubing, to accurately regulate the flow of the media to provide accurate dosages of concentrated drugs or other media. Accurate flow regulation may require a tubing diameter (diameter of the inner wall 18 of the inner layer 16) that is within a pre-defined manufacturing tolerance. An inner layer 16 made of high density polyethylene material can support relatively small manufacturing tolerances. In one embodiment, the material supports manufacturing tolerances of ± 1/1000 inch.

[0031] While various manufacturing techniques may be employed to manufacture the tubing 10, according to various embodiments of the invention, high density polyethylene is suitable for extrusion techniques. By forming the inner layer 16 with an extrusion process, the inner layer 16 may be made with manufacturing tolerances as noted above in a relatively efficient manner. Other embodiments may employ one or more alternatives to high density polyethylene for the inner layer 16 including, but not limited to, polyurethane, bromobutyl rubber, chlorobutyl rubber, polypropylene, or the like.

[0032] The intermediate layer 14 of the multi-layer tubing 10 helps to join the outer layer 12 to the inner layer 16. The intermediate layer 14 is flexible, to allow the tubing 10 to be flexible. The intermediate layer 14 may have a soft, tacky characteristic, to frictionally bond to the outer and inner layers 12 and 16, once the layers are placed or
formed on one another. In further embodiments, the intermediate layer 14 may be eliminated, such that the outer layer and inner layer are adhered together, directly, for example, with the use of frictional or self adhesive properties of those layers, curing, heating or other suitable bonding techniques.

[0033] In an example embodiment, the intermediate layer 14 may be made of an ethylene-vinyl acetate (EVA) material. An EVA material may be made to have the above properties and can contribute to simplifying the manufacturing of the tubing 10. The durometer of EVA material may be easily selected and changed during manufacturing processes, for providing the desired hardness/softness of the material. For example, a durometer of about 78 shore A may be used. Also, EVA is suitable for extrusion or co-extrusion with other layers, as described below. In such embodiments, once the layers are assembled or co-extruded together, the EVA intermediate layer 14 provides sufficient adhesion to inhibit delamination of the inner and outer layers 12 and 16. Alternatives to EVA for the intermediate layer 16 include polyurethane, or the like.

[0034] The tubing 10 may be manufactured in a variety of different manners. In accordance with an example embodiment of invention described above, the tubing 10 may be made by extruding the layers 12, 14 and 16. The layers may be co-extruded at the same time, by conventional co-extrusion processes. Thus, a co-extrusion technique can simplify and expedite the manufacturing process and allow the tubing 10 to be made economically and efficiently. In other embodiments, the layers may be extruded separately and assembled or extruded one-into-the-other. In yet other embodiments, the layers may be formed by other manufacturing techniques, including, but not limited to molding, layering sheets and rolling, or the like.

[0035] Each of the materials described above for layers 12, 14 and 16 may be made transparent (actually partially transparent). By forming the layers and, thus, the tubing 10 partially transparent, a person may view fluid flow, bubbles or blockages in the tubing, through the tubing wall.
[0036] While multi-layer tubing embodiments described above include three layers, other embodiments may employ additional layers, including, but not limited to additional high density polyethylene, EVA or COPE layers, or the like. For example, further embodiments may employ one or more additional layers to enhance strength and durability characteristics.

[0037] While embodiments described above relate to multi-layer tubing structures and processes, further embodiments may employ a single layer structure composed of a single layer of a COPE material, as described above. Yet further embodiments may employ multiple layers of a COPE material, without any further material layers. Yet further embodiments may employ multiple COPE layers interleaved with intermediate layers 14, as described above, but where the inner layer 16 is also made of a COPE material. For such embodiments, the single or multiple COPE layers (and any interleaved intermediate layers) may be formed by extrusion (co-extrusion for the multiple layer embodiments) or by other suitable manufacturing processes as described above. In each of those embodiments, the inner surface of a COPE inner layer (or a sole COPE layer, in the single layer embodiment) comes in contact with fluidic media passing through the tubing. Accordingly, testing of such embodiments with insulin or other sensitive media over time may be desired to evaluate the compatibility and stability of the COPE material and media in contact with each other over time. However, such embodiments would be applicable for contexts of use in which sufficient compatibility and stability exists. In some contexts, the texture or finish of the inner surface of the inner layer of COPE material and/or the particular formula of the COPE inner layer may be selected to enhance compatibility and stability. In yet further examples of such embodiments, the inner surface of a COPE inner layer may be coated with a suitable material to enhance compatibility and stability.

[0038] Also, while embodiments described above relate to the use of tubing in medical environments, such as ambulatory, home, hospitals or laboratories, for connecting medical devices to each other or to patients, other embodiments may employ a
tubing 10 for other contexts. For example, the tubing 10 may be employed for fluid flow applications in wet environments, sports environments, or the like.

[0039] The foregoing description of embodiments of the invention has been presented for the purposes of illustration and description. It is not intended to be exhaustive or to limit the invention to the precise form disclosed. Many modifications and variations are possible in light of the above teaching. It is intended that the scope of the invention be limited not by this detailed description, but rather by the claims appended hereto.
Claims

What Is Claimed Is:

1. A multiple layer tubing for conveying a fluidic media, the tubing comprising:
   an inner layer made of a material compatible with the fluidic media;
   an outer layer made of a copolyester ether (COPE) material; and
   an intermediate layer for bonding the outer layer to the inner layer.

2. A tubing as recited in claim 1, wherein the material of the inner layer comprises high density polyethylene.

3. A tubing as recited in claim 2, wherein the material of the intermediate layer comprises ethylene-vinyl acetate (EVA).

4. A tubing as recited in claim 1, wherein the material of the inner layer comprises a polyurethane.

5. A tubing as recited in claim 1, wherein the material of the intermediate layer comprises ethylene-vinyl acetate (EVA).

6. A multiple layer tubing for conveying a fluidic media, the tubing comprising:
   an inner layer made of a material compatible with the fluidic media;
   at least one second layer for bonding a third layer to the inner layer; and
   at least one third layer made of a copolyester ether (COPE) material.

7. A tubing as recited in claim 6, wherein the material of the inner layer comprises high density polyethylene.

8. A tubing as recited in claim 6, wherein the material of the inner layer comprises a polyurethane.

9. A tubing as recited in claim 6, wherein the material of each intermediate layer comprises ethylene-vinyl acetate (EVA).

10. A tubing as recited in claim 1, wherein the inner layer, the outer layer and the intermediate layer are each free of PVC.

11. A tubing as recited in claim 1, wherein the outer layer provides a barrier against diffusion of carbon dioxide.

12. A medical system for connection in fluid flow communication with a
patient, the medical system comprising:

    at least one medical device; and

    a multiple layer tubing having one end connected to the at least one medical
device and the other end for connection to the patient, the multiple layer tubing
comprising an inner layer made of a material compatible with the fluidic media, at least
one second layer for bonding a third layer to the inner layer; and at least one third layer
made of a copolyester ether (COPE) material.

13. A medical system as recited in claim 12, wherein the at least one medical
device comprises a reservoir containing an insulin formulation connected in fluid flow
communication with the multiple layer tubing.

14. A medical system as recited in claim 13, wherein the at least one medical
device further comprises a pump for providing a regulated flow of the insulin formulation
from the reservoir and through the multiple layer tubing.

15. A tubing as recited in claim 13, wherein the material of the inner layer
comprises high density polyethylene.

16. A tubing as recited in claim 13, wherein the material of the inner layer
comprises a polyurethane.

17. A tubing as recited in claim 12, wherein the material of each second layer
comprises ethylene-vinyl acetate (EVA).

18. A tubing as recited in claim 12, wherein the at least one second layer
comprises no more than one second layer and the at least one third layer comprises no
more than one third layer.

19. A tubing as recited in claim 12, wherein the inner layer, each outer layer
and each intermediate layer are free of PVC.

20. A tubing as recited in claim 12, wherein at least one outer layer provides a
barrier against diffusion of carbon dioxide.

21. A process of making a multiple layer tubing comprising:
    forming an inner layer made of a material compatible with the fluidic
media;
    forming an outer layer made of a copolyester ether (COPE) material; and
    forming an intermediate layer that bonds the outer layer to the inner layer.
22. A process as recited in claim 21, wherein forming an inner layer comprises extruding a tube-shaped inner layer of a first material.

23. A process as recited in claim 22, wherein forming an outer layer comprises extruding a tube-shaped outer layer of a COPE material.

24. A process as recited in claim 21, wherein forming an outer layer comprises extruding a tube-shaped outer layer of a COPE material.

25. A process as recited in claim 21, wherein forming the inner, outer and intermediate layers comprises co-extruding the layers at the same time.

26. A process as recited in claim 21, wherein the material of the inner layer comprises high density polyethylene or polyurethane.

27. A process as recited in claim 21, wherein the material for the second layer comprises ethylene-vinyl acetate (EVA).

28. A process as recited in claim 21, wherein forming an inner layer comprises extruding high density polyethylene or polyurethane.

29. A process as recited in claim 21, wherein forming a second layer comprises extruding ethylene-vinyl acetate (EVA).

30. A process as recited in claim 21, wherein the inner layer, the outer layer and the intermediate layer are each formed free of PVC.

31. A process as recited in claim 21, wherein the outer layer is formed of a material that provides a barrier against diffusion of carbon dioxide.

32. A tubing for conveying a fluidic media, the tubing comprising at least one layer of COPE material selected to be suitably compatible with the media.

33. A tubing as recited in claim 32, wherein the tubing comprises no more than one layer of COPE material.

34. A tubing as recited in claim 32, wherein the tubing consists essentially of no more than one layer of COPE material.

35. A tubing as recited in claim 32, wherein the tubing comprises a plurality of layers of COPE material.

36. A tubing as recited in claim 35, wherein an intermediate layer is interposed between each layer of COPE material, each intermediate layer for bonding two adjacent layers of COPE material.
37. A tubing as recited in claim 32, wherein the at least one layer of COPE material comprises a plurality of co-extruded layers of COPE material.

38. A process of making a tubing for conveying a media comprising:
   selecting a COPE material that is suitably compatible with the media;
   forming a tubing having at least one layer of the selected COPE material.

39. A process as recited in claim 38, wherein forming a tubing having at least
   one layer of the selected COPE material comprises forming no more than one layer of the
   selected COPE material.

40. A process as recited in claim 38, wherein forming a tubing having at least
   one layer of the selected COPE material comprises forming a plurality of layers of
   selected COPE material.

41. A process as recited in claim 40, further comprising forming an
   intermediate layer between at least two of the plurality of layers of selected COPE
   material, each intermediate layer for bonding two adjacent layers of selected COPE
   material.

42. A process as recited in claim 38, wherein forming a tubing having at least
   one layer of the selected COPE material comprises co-extruding a plurality of layers of
   selected COPE material.
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 03/064909 A (NATVAR HOLDINGS, INC; DONOHUE, ROBERT, JAMES; COGGIN, GEORGE, III; BE) 7 August 2003 (2003-08-07) Medical tubing with polyester ether outer layer, EVA intermediate layer and inner layer of polyurethane or polyethylene, HDPE specifically mentioned. paragraph '0009' - paragraph '0011!' paragraph '0014' - paragraph '0021!'</td>
<td>1-42</td>
</tr>
<tr>
<td>X</td>
<td>US 6 136 394 A (KARSTEN ET AL) 24 October 2000 (2000-10-24) Medical tube comprising inner and outer layers of copolymer ether and intermediate layer comprising EVA. column 1, line 45 - column 2, line 31 column 2, line 41 - column 3, line 17</td>
<td>1-42</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed
  *T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  *X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  *Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  *T* document of the same patent family

Date of the actual completion of the international search: 5 April 2005
Date of mailing of the international search report: 18/04/2005

Name and mailing address of the ISA:
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl,
Fax. (+31-70) 340-3016

Authorized officer: Stinchcombe, J
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5 533 992 A (PATEL ET AL) 9 July 1996 (1996-07-09) Medical tubing comprising polyester ether. column 2, line 40 - line 59 column 4, line 22 - line 31 column 4, line 39 - line 51 examples 1,2,4,5</td>
<td>32-34, 38,39</td>
</tr>
<tr>
<td>X</td>
<td>EP 1 267 111 A (DSM N.V) 18 December 2002 (2002-12-18) Fluid conduit comprising copolyether ester elastomer. paragraph '0022' - paragraph '0027' claims 7,8</td>
<td>32-34, 38,39</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>WO 03064909 A 07-08-2003</td>
<td></td>
<td>CA 2474629 A1 07-08-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1466218 A1 20-10-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 03064909 A1 07-08-2003</td>
</tr>
<tr>
<td>US 6136394 A 24-10-2000</td>
<td></td>
<td>BE 1010914 A3 02-03-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2226443 A1 11-08-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69819220 D1 04-12-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69819220 T2 29-07-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2209050 T3 16-06-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 0204868 A 15-07-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69332162 D1 05-09-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69332162 T2 08-05-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3236937 B2 10-12-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 6506385 T 21-07-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9315908 A1 19-08-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9314810 A2 05-08-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2075834 A1 01-07-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69129984 D1 17-09-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69129984 T2 12-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0516818 A1 09-12-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5505127 T 05-08-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3120180 B2 25-12-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9211820 A1 23-07-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2091306 A1 01-10-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69310601 D1 19-06-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69310601 T2 11-09-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0564231 A1 06-10-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2103429 T3 16-09-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 6048451 A 22-02-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ZA 9301680 A 05-10-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2390661 A1 15-12-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1396401 A 12-02-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1267112 A1 18-12-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003065467 A 05-03-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2003024586 A1 06-02-2003</td>
</tr>
</tbody>
</table>