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22 Clams. " (C. 178-60) 
his invention relates to telegraphy and has 

particular reference to a duplex telegraph sys 
tem embodying an electronic repeater particu 
larly adapted for use at an unattended station. 

: Since the time that electronic repeating devices 
were first suggested as substitutes for electro 
magnetic relays for the repetition of telegraph 
signals, numerous electronic repeaters have been 
devised. However, all of these devices, while ob 
viating certain deficiencies such as slowness of 
response inherent in relay repeaters, have in 
themselves introduced other limitations or de 
ficiencies. 
have not been readily adapted for use with the 
regular sources of grounded direct current po 
tentials available in a telegraph office. 
quently, modifications in the telegraph battery 
supply for use with these repeaters have been 
required. Also, the prior art electronic repeaters 
have required relatively large quantities of power 
for their Operation so that they are uneconomical 
for use in this respect. Another deficiency has 
been the limited power output of the prior art 
electronic repaters, thereby limiting their use 
to short lines or lines which do not require very 
large signal amplitudes to be transmitted from 
a repeater station in order that a signal of am 
plitude Sufficient for proper reception may be re 
ceived at a terminal station. Furthermore, be 
cause of the inherent characteristics of the elec 
tronic devices employed in the prior art repeat 
ers and the manner in which the circuits emi 
ploying such devices have been designed, these 
repeaters have tended to introduce a bias be 
tween the positive and regative signal impulses. 
This limitation also detracts from the efficiency 

These prior art electronic repeaters. 

Conse 

ceived. These distorted received signals when 
passed through any of the prior art repeaters 
are retransmitted as substantially square-topped 
signals, and the effect of the unbalance disturb 
arice upon such signals is a change effected in 
the length thereof, if the disturbance occurs near the beginning or end of a signal. Of course, if 
it occurs during the middle of a signal, there is 
apt to be no deleterious effect upon the signal. 

10. As is well known, there are numerous other in 
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terference effects to which the telegraph line is 
exposed which also tend to change the length 
of the signals. . Consequently, at the station 
where such lengthened or shortened signals are 
received, there is no way of determining which 
signals have been distorted by reason of an un 
balanced condition existing at a repeater station 
through which the signals have passed afhd those 
which have been distorted by other forms of in 
terference. There fore, in the past there has 
been no way of correcting or compensating at a 
terminal or repeater station for unbalance dis 
turbance introduced at other stations into the 
signals received at that station for the reason 
that the unbalance disturbances are no longer distinguishable as such. . . ' 

Hence, it is an important object of the inven 
tion to provide an improved electronic repeater. 
obviating the foregoing deficiencies of prior art 
repeaters and which is suitable for use at unat 
tended stations of a duplex telegraph system. . 
Another object of the instant invention is to 

35 

of the system in which such 8. repeater is em:-- 
ployed. v . 

Where circuits are operated on a duplex basis, 
in each station at which a line section is termi 
nated either for transmission and reception, or 
for repetition, an artificial line has been en 
ployed in a well known manner and adjusted so 
that the constants thereof simulate the con 
stants of the real line. In any of the prior art 
repeaters, whether relay or electronic, an un 
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provide a method of operating a duplex telegraph 
circuit whereby unbalance disturbances occur 
ring at an intermediate repeater point are trans 
mitted to another station of the system at which 
is effected compensation for the disturbances. . 

Still another object of the invention is the 
provision of a method and means for operating 
a duplex telegraph circuit whereby the effect upon 
the signals arising from an unbalanced condition 
between the real and artificial lines is accurately 
reflected in the signals transmitted from the sta 
tion at which said unbalance exists and a com 
pensating adjustment in the artificial line values 
at a station receiving such signals is effected. 

balance between the constants of the artificial 
line and the real line caused for any reason such 
as, for example, changing atmospheric condi 
tions to which the real line is exposed, produces 
a distinctive distortion of the signals received 
from such a line. . This type of distinction is 
produced by the signals. which are transmitted 
over the unbalanced line in the reverse direction 
to that from which other signals are being re- i. 
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Another object of the invention is to provide 
in a signalling system a translation device em 
ploying a carrier current of which one character 
istic is modified in accordance with signal am 
plitude and another characteristic is modified in 
accordance with signal polarity. 

Still another object of the invention is to pro 
| vide a signaling system in which a carrier cur 
rent is phase-modulated in accordance with 



2 
marking and spacing signals and subsequently 
synchronously demodulated whereby the signals 
are reproduced in a novel manner. 
An additional object of this invention is the 

provision of a novel organization of instrumen 
talities whereby a carrier current which is phase 
modulated in accordance with marking and spac 
ing signals is synchronously, demodulated to 
translate the signals into opposing direct cur 
rent components having polarities representative 
of said signals. A further object, of the present invention is 
the provision of means for transmitting tele 
graph signals in which is employed a carrier 
current modulated in amplitude according to 
the signal amplitude and in phase according to 
the signal polarity and also means inciulding a 
phase discriminating demodulator for translat 
ing said modulated carrier into direct current signals of positive and negative polarity. 
A still further object of the invention is to 

provide for each direction in a telegraph re 
peater a single electronic amplifier upon which 
is impressed phase-modulated alternating cur 
rents having substantially the same magnitude 
for both marking and spacing signals whereby 
both signals are amplified alike so that bias of 
said signals cannot occur due to any unequai 
amplification of the marking and spacing signals. 
The attainment of these and other Inore 

specific objects of the instant invention is ef 
fected by the apparatus disclosed herein by way 
of illustrating one form of the invention and 
which is described in conjunction - with the ac 
companying drawings, of Which: 

Fig. 1 is a block diagram of a typical duplex 
telegraph circuit, into which may be incorpo 
rated the novel repeater; 

Fig. 2 shows in greater detail the apparatus 
comprising the repeater; .. 

Fig. 3 is a series of curves representing typicai 
Wave forms found in various portions of the re 
peater; ?? 

Fig. 4 illustrates an arrangement for utilizing 
the novel repeater in a full metallic circuit re 
quiring the use of metallic transmitting bat 
teries; and 

Fig. 5 illustrates the manner in which the 
novel repeater. may be employed in a full me 
tallic circuit in a case where it is desired to use 
grounded transmitting batteries. . . 

Referring to Fig. 1 of the drawings, there is 
shown a duplex telegraph system comprising two 
repeater sections' linking two remote terminal 
stations A and C. Each of the repeater sections 
includes a line wire designated respectively as 
line W, extending between station A and an 
intermediate repeater station B, and line E, ex 
tending between the repeater station 3 and the 
terminal station C. It will be understood that 
where the stations A and C, for the sake of 
simplicity, are referred to as terminal stations, 
one or both may be additional repeater stations 
through which the circuit is extended to still 
other stations. At station A is provided trans 
mitting equipment f by means of which posi 
tive and negative signals are transmitted Over 
the line W to the repeater station B. Station A 
is also provided with a receiving device which, in 
this instance, is shown as a polarized relay 2 
having two similar windings connected differ 
entially in the well known manner for differ 
ential duplex operation. One winding of the 
relay 2 is connected to the line W, and the 
other to an artificial line. The constants of the 

a,341,902 
artificial line are adjusted to simulate the con 
stants of the real line W so, that the receiving 
relay f2 is unresponsive to signals transmitted 
from the transmitting device and at the same 
time responds to positive and negative signals 
received at station A over dine W. 

Station C is also provided with a similar polar 
signal transmitter 3, an artificial line and a 
polarized receiving relay f4 which are connected 
to the line E. 

Lines W and E terminate at the repeater sta 
tion B respectively in impedance bridges 5 and 
6. Each of these bridges also is connected to its 

individual artificial line in the Wel known man 
ner. To the receiving terminals of the bridge 
A 5 is connected the input side of the eastbound 
repeater í í, the output side of which is con 
nected to the transmitting termina of the bridge 
6. Similarly, the receiving terminals of the 
bridge 6 are connected to the input side of the 
westbound repeater 8, the output side of which 
is connected to the transmitting terminal of the 
oridge 5. - 

In the case where stations A, B and C are 
provided with attendants who maintain and op 
erate the equipment located at their respective 
stations, the artificial lines at all stations. are 
kept as nearly as possible in such adjustment 
that good balances with the associated real lines 
are maintained. However, atmospheric condi 
tions may change somewhere along line W, which 
then necessitates a readiustment of the artificial 
lines 9 and 2 of stations A and B, respectively. 
Likewise, there may be times when a readjust 

35 ment of the artificial lines 22 and 23 of stations 
&. “AB and C, respectively, will be necessary to main 

tain the proper balance with the line E. Such 
a procedure is the usual method of operating 
duplex telegraph circuits. - 

4G Howeyer, consider the case where the artificial 
line 2á ait repeater station B does not provide 
the proper balance for the impedance bridge 5 
with respect to line W. Because of the unbal 
anced condition between the two arms of the 

is bridge 5, the signals which are impressed upon 
che transmitting terminal of the bridge by the 
westbound repeater 8 will produce disturbing 
unbalance potentials at the, receiving terminals 
of the bridge. The usual character of one of 50 these latter potentials is a critically damped 
oscillatory transient which is superimposed On 
the signals received from station A. Since there 
is no time relation existing between the trans 
mission of signals from station A and the trans 

55 mission of signals from station C, these spurious 
potentials caused by the unbalance of bridge 
may occur at any time with respect to the sig 
nals which are received from station A. If they 
are not received in the middle of a received 
signal, not much damage is done. It is chiefly 
in the case where these unbalance disturbances 
are superimposed upon the received signals at 
or about the time of reversai of polarity between 
signals that the signals are seriously distorted. 

in the prior art repeaters, particularly those 
employing relays, the receiving device which re 
sponds to the potentials appearing across the 
receiving terminals of the bridge f is operated 
at or shortly after the reversal of potential. If 
the super-position of an unbalance disturbance 
upon a received signal occurs just as it is about 
to reverse in polarity, the actual time of reversal 
is either hastened or delayed depending upon the 
shape of the unbalance transient. Consequent 
ly, one signal is in effect lengthened and the 
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other signal is correspondingly shortened. Thus, 
when a prior art repeating device which is re 
sponding to such a mutilated signal retransmits a 
regenerated signal, this signal is either longer 
or shorter than a perfect signal. When such a 
signal is received at station C, the only thing / 
that can be determined there is that it is longer 
or shorter than a perfect signal, but since all 
transmission lines are exposed to a large num 

0. ber of other types of interference effects which 
produce similar effects upon the signals, this 
information is of little value in correcting 
or compensating for uribalance distortion. It 
will be observed, therefore, that the unbal 

lis ance distortion of a signal goes undetected be 
cause the manifestations of such distortion 
are indistinguishable from other types of dis 
tortion. Even if it were possible to deter 
mine at station C that the cause of the signal 
length distortion is due to an unbalanced arti 
ficial line at station B, it is not possible with 
prior art repeaters to effect at station C a uni 
form compensation for such distortion for the 
reason that there is received not the distorted 
wave form of the signal but only the resulting 
length distorted signal. . 
If the repeaters 7 and 8 are of the improved 

type in accordance with the instant invention. 
any distortion of a signal received from line W 
at'station.B caused by the unbalance of arti 
ficial line 2 is accurately repeated in its orig 
inal form so that it may be received in such form 
at the terminal station C. It should be clear 
then that, if the wave form of signals appearing 
at the receiving terminals of the bridge 5, dis 
torted in form by an unbalance of the bridge, 
are transmitted accurately so that they appear 
at the receiving terminals of the receiving relay 
64 of station C, they will have the same effect 
upon the signals received at station C as if they 
were actually produced by an unbalance of the 
artificial line 23. Consequently, it is a relatively 
simple matter for the attendant at station C to 
readjust his artificial line 23 to produce at the 
receiving terminals of the relay, 4 transient ef 

5 

3 
station caused by unbalance between real and 
artificial lines at the repeater station, compen 
sation may be made at stations A and/or C by 
adjusting the artificial lines 9 and/or 23, respec 
tively, in the manner outlined. 
The novel repeater employed in the improved 

telegraph system will be described in detail by 
having reference to Fig. 2 which discloses more 
specifically the apparatus included within the 
dotted lines of Fig. 1. This portion includes a 
novel organization of apparatus for receiving the 
signals of positive and negative polarity from the 
bridge 5, amplifying them and retransmitting 
them into the apex of the bridge. 6. Only the 
eastbound portion of the repeater is illustrated 
in detail. The Westbound portion, which is a du 
plicate, is indicated in block form in this figure, 

20 
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In this and the other figures of the drawings, the 
same reference characters are used to designate 
the same apparatus. Apparatus designated by 
reference characters with primes is similar to 
corresponding apparatus designated by the same 
reference characters without primes. 
The illustrative embodiment of the invention 

comprises a full duplex electronic repeater in 
each portion of which polar signals, are received 
from One line and employed to modulate a car 
rier Current. One characteristic of the carrier 
current, such as the amplitude for example, is 
modulated according to the signal amplitude, 
Another characteristic of the carrier current, 
such as either the phase or frequency for ex 

40 

fects which are substantially equal in magnitude , 
and opposite in sense to the disturbances present 
in the received signals. The readjusted arti 
ficial line now no longer provides a perfect bal 
ance for its associated line, but the new condi 
tion does provide a substantially perfect com 
pensation for any unbalance existing at the near 
by unattended repeater. Thus, it is obvious that 
there is an effective compensation made at sta 

50) 

tion C for a duplex unbalance existing at stations 55 
B whereby the relay 4 will respond to the re 
ceived signals in precisely the same manner as 
it would if these signals were undistorted. 
The importance and value of such a system 

is that a repeater may be installed at an inter 
mediate point such as station B in accordance 
with the teachings, of the instant invention and 

ample, is modulated according to the signal po 
larity. After amplification this doublly modu 
lated carrier current is suitably demodulated to 
produce distinctive direct currents which are 
utilized to control the transmission of polar sig 
nals into a second line. 
The signals which are received from the line 
W are employed to modulate a carrier current 
derived from any suitable source, such as the 
generator 24. The frequency of the carrier cur 
rent is appreciably greater than that of the tele 
grapha signals. Two modulators which are con 
trolled by the received telegraph signals are used 
to modulate the carrier current. The modulator 
M-P is employed to modulate the carrier cur 
rent in response to positive signals, and the modul 
lator M-N is employed to modulate the carrier 
in accordance with negative signals. In the form 
of the invention which at present is preferred, 
the carrier current is modulated in amplitude 
in accordance with the amplitude of the received 
telegraph signals and also in phase in accordance 
with the polarity of these signals. The modulated 
carrier currents are then amplified by means of 
an amplifier 25, and the amplified alternating 

60 

may be left completely unattended. In such a 
case the artificial lines 2 and 22 are adjusted 
to some values approximating line conditions 
which are the average between extremely wet 
conditions and extremely dry conditions. As the 
atmospheric conditions surrounding the lines W 
and E vary from time to time, the degree of un 
balance between these real lines and the corre 
sponding artificial lines will be changing. How 
ever, since both repeaters it and 8 are capable 
of faithfully and accurately retransmitting to the 
respective terminal stations any amplitude dis 
tortion of the signals as received at the repeater 

65 

currents are impressed uppn a pair of demodula 
tors DM-P for positive signals and DM-N for 
negative signals. The products of these demodu 
lation processes are applied to impedance net 
Works constituting Smoothing filters. The filter 
26 is used in conjunction with the positive de 
modulator DM-Pand the filter 27 is used in con 
junction with the negative demodulator DM-N. 
The direct currents so derived are applied simul 
taneously to the input circuits of a pair of trans 
mitting devices T-P for positive potentials and 
T-N for negative potentials. The output circuits 
of these devices are connected to suitable sources 
of direct current potential, such as the positive 

is 

battery 28 and the negative battery 29, and also 
to the transmitting terminal of the bridge is 
associated with the line E. . . . 

Similarly, the signals which are received from 
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tubes were excited by positive half cycl?s of the 
carrier current, an upward flow in transformer 
primary winding 43 was effected. This is the re 
verse of the current flow through the transformer primary winding 47 during the modulation of 
corresponding half cycles of the carrier current 
in response to negative received telegraph, sig nals. 
Thus it is seen that the action of the positive 

and negative signal modulators responding re 
spectively to positive and negative received tele 
graph signals produces a phase reversal in the 
secondary winding of the transformer 44 to dis 
tinguish between these two types of signals. Also, 
where the positive and negative telegraph sig 
mals as received have identical wave shapes, the 
anplitude modulation of the carrier current in 
conforming to these wave, shapes will be the 
same for positive signals as it is for negative sig 
nals. As a consequence of this arrangement, 
there is applied to the amplifier 25 alternating 
Currents of varying amplitude in accordance with 
the received signal wave shape, but there is no 
distinction made as to amplitude between posi 

S 
by the received signals in the manner described. 
The amplitude modulation of the carrier cur 
rent in response to the positive received signal 
is illustrated by the curve 51, while the curve 

5 52 illustrates the modulation of the carrier cur rent in response to a negative signal. The car 
rier current curves 5 and 52 are drawn to a 
larger scale than that of curve 49 and may be 
considered as representing the output as well as 

10 the input of the amplifier 25. It will be noted 
that positive half cycles shown in the shaded 
areas above the axis are sharply cut off and con 
fined within an envelope 53 which corresponds 
to the shape of the positive portion of the curve 

5 48 after the addition of some beneficial shaping 
at the beginning of the signal. Also, the modu 
lation of the negative half cycles of the car 
rier current in response to a positive received 
signal is illustrated by the shaded portions ap- . 

20 pearing below the axis and encompassed within 
the dotted line 54 which is the exact reverse 
of the curve 53. 

Bearing in mind that these curves under dis 
cussion are representations of the current Sup 

tive and negative signals. A distinction between splied to the input side of the amplifier, it will be these two types of signals is made on the basis 
of phase so that these signals may be separately 
recovered in a manner to be presently described. 
The importance of the lack of distinction as to . 
amplitude between positive and negative signals 

tween these two signals being intröduced in th?34 
amplifier by reason, of unequal amplification of 
the two types of signals. 

30 is that it obviates any possibility of a bias bes 

noted that under the enveloping curve 53 posi 
tive half cycles of the alternating current cor 
respond in time to positive half cycles of the 
carrier current represented by the curve 49. 
However, when this carrier current is modulated 
in response to a negative received signal, the en 
Velope of the alternating current is an exact 
duplicate of the envelope of the alternating cur 
rent produced by modulating the carrier in re 

It will also be observed that one amplifier is 35 sponse to a positive received signal, but in this used for the amplification of both positive and 
negative signals, thereby eliminating the fur 
ther possibility of the introduction of bias into 
these signals which is always present where sep 

case there has been a reversal in phase as indi 
cated previously. This is demonstrated by a 
comparison of the curves 5 and 52 with the 
curve 49, where it is seen, that for positive sig arate amplifiers are employed for the amplifica- 40 nals 5, the phase of the carrier is unchanged but 

tion of the respective signals. In this case, the 
amplifier 25 may be any conventional type of 
amplifier, such as a common resistance coupled 
type, So long as it has ample power capacity to 
render it substantially distortionless with regard 
to signal amplitude. Numerous amplifiers meet 
ing these requirements are so well known to those 
skilled in the art that it is believed unnecessary 
to elaborate further upon this element of the repeater. 
At this point in the description it may be well 

to refer briefly to some of the curves of Fig. 3. 
The curve 48 represents a typical wave form of 
two received signals, the left hand portion rep 
resenting a positive signal and the right hand 
portion a negative signal. The curve 49 repre 
sents a carrier current of a frequency higher 
than the telegraph signaling requency. It has 
been found that for the repetition of telegraph 
signals having a frequency of approximately 60 
cycles per second a carrier frequency of approxi 
mately 1500 cycles per second is satisfactory. 
These figures are included by Way of example, 
since obviously it is not contemplated that the 
invention be limited thereto, since other values, 
preferably of higher frequency, will produce the 
desired results, as well understood by those skilled 
in the art. . In this figure, the frequency of the 
carrier current represented by the curve 49 is 
illustrated as being substantially less than 1500 
cycles. The purpose of this is to better illus 
trate the principles underlying the operation of 
the novel repeater. . . . . . . " ?.. 
Another curve of this figure illustrates the re 
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for negative signals 52, the phase is reversed 
With respect to curve 49. Also, it will be noted 
that the common amplifier 25 functions to trans-. 
mit at all times a modulated carrier. current 
having symmetrical positive and negative ‘en 
velopes of equal magnitude. This symmetrical 
loading serves to prevent the occurrence of dis 
tortion due to rectification effects. 

Referring again to. Fig. 2, it is seen that after 
amplification by the amplifier 25 these : ampli- : 
tude- and phase-modulated alternating currents 
are applied to the primary winding of a trans 
former 55 coupling the amplifier with the de 
modulators DM-P and DM-N. These demodu 
lators are excited by a carrier current having 
the same frequency and phase as the initially 
modulated carrier current which preferably is 
derived from the carrier current generator 24, 
although obviously it may be derived from other 
Sources maintained in synchronism with the 
generator 24 by any of a number of well known 

65 

means. Consider the operation of the demodu 
lators during receip?t of a positive telegraph sig 
nal and while the carrier current half cycle is also positive. By mea?is of transformers 56 and 
5the respective grids of the positive demodu 
lator tubes 58 and 59 are rendered positive at 
this time with respect to their associated 
cathodes. At the same time by means of trans 
formers 6 and 62 the respective grids of the 
negative demodulator tubes 63 and 64 are ren 
dered negative with respect to their associated 
cathodes. Therefore, the negative demodulator. . 
tubes cannot function at this time, but both of sults obtained by modulating the carrier current 76 the positive demodulator tubes are rendered re 
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ceptive by the input circuit exciting voltages. 
At this particular instant a positive half cycle 
of the modulated carrier current is induced 
simultaneously in the secondary windings 65 and 
66 of the transformer 55. The potential induced 
in the winding 65 is applied to the positive sig 
nal demodulator DM-P, while the potential in 
duced in the secondary winding 66 is impressed 
upon the negative signal demodulator DM-N. 
The latter potential can have no effect at this 
time, since both of the tubes 63 and 64 are in 
operatively conditioned as described. However, 
the positive demodulator tube 58 is rendered 
conducting to complete a circuit which may be 
traced from the upper terminal of the Secondary 
winding 65, through the space discharge path of 
the tube 58 and downward through the filternet 
Work 26 to the lower terminal of the winding 
65. Since the upper and lower terminals of the 
filter 26 are connected respectively to the grid 
and cathode of the tube 6 forming part of the 
positive signal transmitter T-P, the positive po 
tential appearing at the upper terminal of the 
filter is sufficient to overcome the negative bias potential applied to the grid of the tube 6 by 
the battery 68 and to render the grid of this 
tube positive. with respect to its associated 
cathode, thereby greatly increasing conduction 
in the tube 67. Thus, an increase in the positive 
current flowing from the battery 28 to the trans 
mitting terminal of the bridge 6 is effected to 
increase the magnitude of the positive current 
flowing to the line S. 
When the carrier current reverses in polarity, 

the tubes 58 and 59 are inoperatively conditioned, 
and the tubes. 63 and 64 are rendered receptive. . 
Thus, irrespective of the potential apearing acroSS 
the winding 65 of the transformer 55, the posi 
tive signal demodulator DM-P cannot respond. 
When a negative half cycle of the modulated 
alternating current appears across the secondary 
windings 65 and 66, there is completed a path 
for current flow which may be traced from the 
lower terminal of the winding 66, upward through 
the network of filter 2 and thirough the Space 
discharge path of the tube 63 to the upper ter 
minal of the winding 66. The terminals of the 
network 2 are in turn connected to the grid and 
cathode respectively of a tube 69 forming part 
of the negative signal transmitter T-N. In this 
case it is noted, however, that the potential ap 
plied to the grid is negative with respect to the 
cathode, thereby adding to the biasing action of 
the battery 10 to further decrease conduction in 

... the tube 69. There is, therefore, effected a re 
duction in the negative current flowing from the 
battery 29 to the line E. It will be noted that, 
since positive and negative half cycles of the 
carrier current are correspondingly modulated 
in amplitude, the increase in the positive current 
transmitted to flow to line E is exactly the same 
as the decrease in the negative current permitted 
to flow to this line. . The alternate operation of the demodulators 
DM-P and DM-N for successive half cycles 
continues in the manner described for the entire 
time required for the transmission of a positive 

* signa. 
It is by this time apparent that the two trans 

mitting tubes 67 and 69 operate simultaneously 
but in opposite sense to control in complementary 
relation the flow of current from the batteries 
28 and 29 into the duplexbridge 6 of the line E. 
Since both tubes operate on the linear portion of 
their grid-plate characteristics distortionless 

amplification results. Further, since ample re 
serve power is available in these tubes, the un 
balance transients are faithfully transmitted even 
when they are superimposed upon a signal of 

G. full amplitude. 
" / A graphical indication of the operation of the 

demodulators may be obtained by referring again 
to Fig. 3. The output of the positive demodula 
tor DM-P is indicated by the positive half cycles 

10 enveloped by the curve 7. This portion of the 
curve illustrates the positive direct current po 
tential applied to the grid of the transmitting de 
vice T-P whereby conduction in this tube is in 
creased in the manner described. Similarly, the 

as negative half cycles enveloped by the curve 72 
indicate the output of the negative demodulator. 
DM-N and is the negative direct current po 
tential applied to the grid of the negative trans 
mitting device T-N whereby conduction in this 

20 tube is decreased in the manner described. The 
combined action of these two transmitting de 
vices effects the transmission of a positive signal 
to the line E having substantially the same Wave 
form as the positive signal received from line W 

25 with the addition of some beneficial shaping add 
ed to the beginning of the signal and is repre 
sented by the curve 73. The functioning of the demodulating devices 
(see Fig. 2) in response to a negative telegraph 

30 signal is the reverse of that described in response 
to a positive signal. In this case when the car 
rier current derived from the source 24 is posi 
tive to operatively condition the tubes of the 
positive demodulator DM-P and to inoperative 

35 ly condition the tubes of the negative demodula 
tor DM-N, the potentials appearing in the trans 
former secondaries 65 and 66 are negative in con 
trast to the positive potentials appearing in these 
windings at the corresponding point in the repe 

40 tition of a positive signal. This, of course, is the 
result of the phase-modulation of the carrier in 
response to received signals of opposite polari 
ties. In this case a circuit is completed from the 
lower terminal of the winding 65, upward through 

86 the filter network 26 and through the space dis 
charge path of the tube 59 to the upper termi 
nal of the winding 65. Thus, it is seen that a 
negative potential is now applied to the grid of 
the transmitting tube 67 to decrease conduction 

60 in this tube and to thereby decrease the flow of 
positive current from the battery 28 to the line E. 

Similarly, in response to the following nega 
tive half cycle of the carrier current the tubes 
of the negative demodulator DM-N are opera 
tively conditioned and the tubes of the positive 
demodulator DM-P are inoperatively condi 
tioned. At this time the potentials appearing in 
the transformer secondary windings 65 and 6 
are positive. There is then completed a path for 

80 the flow of current from the upper terminal of . 
winding 66, through the space discharge path 
of tube 64 and downward through the network 
of filter 27 to the lower terminal of winding 66. 
Now it is seen that a positive potential is applied 

65 to the grid of the transmitting tube 69, thereby 
increasing conduction in this tube and therefore 
increasing the flow of negative current from the 
battery 29 to the line E. 
The operation of the demodulators DM-P and 

0 DM-N continues alternately in the manner de 
scribed for the entire time required for the trans 
mission of a negative signal. A graphical representation of this operation is 

... given in Fig. 3. Here, the output of the positive 
is demodulator DM-P in responding to negative 
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half cycles of the modulated carrier is represented 
by the curve 74 which, as described, is a direct 
current potential of negative polarity. Similarly, 
the output of the negative demodulator DMN 
is represented by the curve 75 which is a direct 
current potential of positive polarity. The com 
bined action of the transmitting devices in re 
sponding to the respective potentials applied, to 
the input circuits thereof is represented by the 
curve 76 which represents the signal transmit : 
ted to line E and is of negative polarity with a 

furnish power from the 
power mains. 

7 
ment of the repeater is as a unitary assembly 
provided with individual rectifier equipments to 

alternating current 
By referring to Fig. 4 it may be seen that the 

novel repeater is readily adapted for use with 
metallic circuits utilizing, metallic batteries. 
The two conductors comprising the line W are 

O 

wave form substantially similar to that of the 
received negative signal. 
With regard to the types of tubes used for the 

demodulators, the invention may be carried into 
practice with any one of several different types 
of tubes although preferably they should have 
relatively high amplification factors. Also, each 
of the tubes of each demodulator may be a single 
triode as shown or the two tubes of each de 

s 

20 modulator may be combined in a single envelope 
thereby forming a twin triode. Also, for the 
transmitting devices T-P and T-N a relatively 
wide range of types of tubes may be employed 
either, singly as shown or in groups with the ele 
ments multipled together in a well known man. 

25 

terminated at the repeater station in an im 
pedance bridge T, the receiving terminals of 
which are connected to apparatus 78 compris 
ing i the eastbound modulator and amplifier. 
As in the previously described embodiment, the 
amplified modulated carrier current is synchro 
nously demudulated by means of the demodul 
lators DM-P and DM-N to produce the posi 
tive and negative direct current potentials by 
which the transmitting devices T-P and T-N 
are controlled. In this case there are associated 
with these repective devices ungrounded or me 
tallic batteries 9 and 8. These batteries to 
gether with the tubes 6 and 68 are connected 
to form, a closed series circuit from which con 
nections are made, as shown, to the transmit 
ting terminals of the impedance bridge 82 in 
which the two conductors comprising the line E. 

ner to increase the combined power output of . 
the combination. The requirement for a tube ( 

used in this portion of the repeater is that it, . 
have a relatively low impedance and a relatively 
large power output, and if necessary two or more 
tubes may be used in parallel. 
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The frequency range of the repeating system . 
is such that it will handle all essential com 
ponents of the telegraph signals. The upper limit 
of this range is controlled by the operation of 
the low pass filters 26 and 2 as an additional 
function to that of smoothing out the demodul 
lated carrier currents into the form of the signal 
envelope. 
The signals which are received from line E 

appearing as potential differences between the 
receiving terminals of the bridge 6 are passed 
through the westbound repeater fa which com 
prises elements similar to those shown in detail 
for the eastbound repeater. These regenerated 

40 

signals are then transmitted over the liné W in 
precisely the same manner as the signals travers 
ing the eastbound repeater. 
Having described the operation of the novel 

electronic repeater for accurately repeating the 
signals received from line W into line E, it may 
readily be seen that due to its large power ca 

5) 

pacity and linear frequency characteristics, such 
a repeater will accurately transmit into the line 
E along with the signals received from line W 
any unbalance transiests caused by an unbal 
ance condition of the ârtificial line 2. Recep 
tion of such distorted signals at the distant sta 
tion connected to the other terminal of line E. 
will have the same effect upon the receiving ap 
paratus at this station as if the unbalance cons 
dition actually existed at this station. Consea 
quently, an attendant there may make the 
proper adjustment of the artificial line whereby 
such a disturbance is compensated for in the 
manner previously described. 
A feature of importance of the repeater Sys 

i5 

are terminated. ? 
When the tubes 6 and 68 are equally and op 

positely excited by the demodulator output po 
tentials, the current flowing from one of the bat 
teries to one line conductor is increased and the 
current flowing from the other battery to the 
other line conductor is decreased in a like 
amount. For example, for the transmission of 
a positive signal, the tube 6 is rendered more 
conducting and the tube 68 less conducting. 
There is then an increase in the positive cur 
rent from the battery. T9 to the lower conductor 
of the line pair accompanied by a like. decrease 
in the negative current from the battery 8 to 
the upper conductor of the pair. - 

It frequently happens that where metallic op 
eration is desired, a station in which the novel 
repeater is to be located does not have avail 
able metallic batteries, but only the usual tele 
graph grounded batteries. By referring to Fig. 
5 the apparatus for adapting such a repeater for 
use under these conditions is illustrated. In 
this case the coupling transformer 55' between 
the amplifier and the demodulating device is 
provided with a second pair of secondary wind 
ings 65 and 66. Also, two additional demodul 
lators DM-P' and DM-N' together with their 
associated transmitting devices T-P' and 
T-N are required. The transmitting devices 
T-P and T-N are each provided with positive 
and negative grounded batteries 28 ahd 29 re 
spectively. These transmitting devices are con» 
nected to the lower conductor of the metallic 
pair in the same: manner as the corresponding 
connection to the line Conductor of Fig. 2. 

65 

tem of Fig. 2 is that with the exception of the 
grid biasing batteries 68 and 10, all power sup 
plies may have one terminal grounded. The 

70 

Likewise the added transmitting devices T-P 
and T-N are provided with grounded positive 
and negative batteries. 28' and 29' respectively 
for transmission into the upper conductor of the 
metallic pair. 

It will be noted in this arrangement that the 
connections between the secondary windings 65 
and 66 and their respective demodulating de 
vices are reversed in phase to the corresponding 
connections between the secondary windings is 

repeater is thus readily adaptable for use with 
the regular grounded batteries commonly found 
in telegraph offices. However, other sources of 

and 66 and their associated demodulating de 
vices. The effect of these. Connections is that 
when the demodulator DM-P is producing a 

supply may be used, in fact one useful embodi- 75 positive: direct current potential, the demodus 
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lator DM-P' is producing a negative direct cur 
rent potential. Similarly, the demodulators 
DM-N and DM-N' operate in phase opposi 
tion. Consequently, when a positive signal is 
to be transmitted, the transmitting tubes S and 
68" areg rendered more conducting while the 
transmitting tubes 68 and B are rendered less 
conducting. It is apparent then that there is 
an increase in the current flowing through the 
circuit which may be traced from the positive 
battery 28, through the space discharge path of 
the tube 67, to the bridge 82, and through, the 
line E and return to the space discharge path 
of the tube 68 to negative battery 29. At the 
same time there is a decrease in the current 
flowing through the path which can be traced 
from the positive battery 28, through the 
space discharge path of the tube 6', through the 
bridge 82, line E and the space discharge path 
of the tube;68 to the negative battery 29. Thus, 
it is seen that the effect upon the line Conduc 
tors is the same in this case as it is in the ar 
rangement illustrated in Fig. 4. Obviously, for 
the transmission of a negative signal the above 
described conditions for the various circuits are : 
reversed. r 

The metallic circuit repeaters of Eigs. 4 and 
5 are possessed of the same unique advantages 
as the grounded circuit repeater of Fig.2 and 
for this type of line perform the same kind of 
Service. 
The foregoing description of an illustrative 

embodiment of the invention is confined to the operation of a repeater for telegraph signals. 
As is common with telegraph sets of this type, 
some of the apparatus kherein disclosed is sus 
ceptible of use as a terminal set without de 
parting from the spirit of the invention. For 
example, the transmitting devices T-P and 
T-N instead of being connected to a line cir 
cuit may be connected to a receiving device for 
reproducing signals received from the line W by 
anyone skilled in the art. In this case then the 
apparatus functions as a receiving terminal set. 
Also, the signal input conductors of the modiu 
lators of the westbound repeater corresponding 
to modulators M-P and M-N. may be con 
nected to suitable keying devices whereby sig 
nals originating at the station at which the 
apparatus is located may be transmitted to an 
outgoing line. In this case the apparatus func 
tions as a transmitting terminal set. 
In describing the important functioning of the 

novel repeater to accurately retransmit unbalance 
disturbances appearing in the signals received at 
the repeater by reason of other signals being 
repeated in the opposite direction when the arti 
ficial line is out of balance with the line from 
which the signals are being received, it has beer 
assumed that the delay in retransmitting the un 
balance disturbances to the terminal station is 
insufficient to prevent satisfactory compensation 
therefor at the terminal station. Since the sig 
nals which are causing the unbalance originate 
at the terminal station, there is a transmission 
path equal in length to twice the repeater section 
intervening between the terminal station and the 
repeater station. In general, the phase lag be 
tween the transmission of the signal causing the 
distortion and the reception of the disturbance 
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cated successively along a circuit between attend 
ed stations. In practice it has been found that, 
in the circuits in common use, two such inter 
mediate repeaters may be employed and yet de 
rive the benefits of terminal compensation for 
repeater unbalance distortion. In some cases 
where circuit conditions are more favorable than 
the average, a greater number of such repeaters 
aay be used. ^-? 
The bridges 

in mitigating the effects of certain types of inter 
ference, particularly those characterized by cur 
rents flowing in the same direction in both line 

5 
conductors. Two intermediate tapped imped 
ance elements 83 and 84 are connected with one 
terminal of each to the respective line conductors 
of the line W and the other terminal of each to 
the artificial line 2. Dissimilar terminals of the 
impedances 83 and 84 are croSS-connected by in 
termediate tapped impedance elements 85 and 
86. Signaling currents flowing in opposite direc 
tions in the two line conductors produce potential 
differences between the intermediate taps of the 

... impedances 85 and 86 and it is to these points 
that the input circuit of the eastbound repeater 
is connected. Any interference currents flowing 
in the same direction in both line conductors do 
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not produce potential differences between these 
intermediate taps and accordingly are rendered 
ineffective. The output circuit of the westbound 
repeater is connected to the intermediate taps of 
the impedances 83 and 84 in conjugate relation 
to the input circuit connection of the eastbound 
repeater and hences has no effect upon the re 
ceived signals. 
This type of bridge makes it possible to employ 

the line conductors of the line W for a phantom 
circuit in a manner similar to that disclosed in 

. Fatent No. 1758,900 to Morgenstern. A center 
49 tapped impedance element. 8 is connected in 

parallel with the input circuit of the eastbound 
repeater. The phantom circuit telegraph appa 
ratus. 88 is connected between the midpoint of 
impedance 8 and ground. Such a phantom cir 
cuit may be operated with a ground return as 
shown in a well known manner or, by means of 
similar connections to a second pair of conductors 
arranged similarly to the line W, it may furnish 

5 
a third metallic circuit. 
The nature of the invention may be ascertained 

from the foregoing description of an illustrative 
enabodiment thereof, it being understood that 
modifications of the specific apparatus and 3r 
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rangement thereof disclosed may be made with 
out departing from the spirit of the invention 
and the scope of the appended claims. 
What is claimed is: 
1. The method of operating a duplex telegraph 

circuit including two repeater sections linked to 
gether by an intermediate repeater and extend 
ing between two remote stations which comprises 
reflecting a disturbance caused by an unbalance 
between the real and artificial lines at said re 
peater in the signals transmitted to one or said 
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caused will be small because of the relatively low 
frequencies usually employed in telegraph sys 
tems of this charter. However, the fact that 
there is a phase lag will tend to limit the number 
of such unattended repeaters which may be lo 75 

remote stations from said repeater, and com 
pensating for Said unbalance disturbance at said 
One remote station. , 

2. The method of operating a duplex telegraph 
circuit including a plurality of repeater sections 
linked together by intermediate repeaters and 
extending between two remote stations which 
Comprises reflecting a disturbance caused by an 
unbalance between the real and artificial lines 
at one of Said intermediate repeaters in the sig 
nals transmitted to one of said remote stations 

1 and 82 are particularly useful 

  



from, said one repeater, and adjusting the arti 
ficial line values at said one remote station to 
compensate for said unbalance disturbance. , 

3. The method of operating a duplex telegraph 
circuit including two line sections connected to 
gether by a substantially distortionless repeater 
and extending between two remote stations which 
comprises causing the distortion of signals occa 
sioned by an unbalance between the real and 
artificial line constants at said repeater to be 
accurately repeated to one of said remote sta 
tions, and introducing into said repeated signals 
at said remote station a distortion equal in mag 
nitude and opposite in sense to said repeated 
distortion. 

4. The method of operating a duplex telegraph 
circuit including two line sections connected to 
gether by a distortionless repeater and extend 
ing between two remote stations which comprises 
setting the artificial line constants of said re 
peater at values to simulate the real line con 
stants in atmospheric conditions which are the 
average between dry and Wet conditions, causing 
the amplitude distortion of signals occasioned by 
an unbalance between the real and artificial line 
constants at said repeater to be accurately re 
peated to One of said remote stations, and adjust 
ing the artificial line constants at said remote 
station to create an unbalance thereat equal in 
magnitude and opposite in sense to said repeater 
unbalance. 

5. In a signaling System employing positive and 
negative polarities, a Source of carrier current, 
means for modulating said carrier in amplitude 
in accordance With the signal amplitude and in 
phase in accordance with the signal polarity, 
means for amplifying said modulated carrier, and 
a demodulator having phase discriminating 
means for translating said amplified carrier cur 
rent to direct current signals of positive and neg 
ative polarity. 

6. In a signaling system, a source of positive 
and negative signals, a source of carrier current, 
means employing said signals for modulating said 
carrier current in amplitude according to the sig 
mal amplitude and in phase according to the sig 
nal polarity, and means controlled by said carrier 
current for demodulating said modulated car 
rier current to reproduce said positive and neg 
ative signals. 

7. In a signaling system employing signals of 
positive and negative polarity, a source of carrier 
current of a higher frequency than that of said 
signals, a modulator excited by said carrier cur 
rent, means including said modulator for phase 
modulating said carrier current in accordance 
with the signal polarity, a demodulator including 
a plurality of electronic devices excited by alter 
nating .current corresponding in frequency and 

“ phase to said carrier current, and means includ 
- ing said demodulator for converting said. modu 
lated carrier current into direct current poten 
tials corresponding in polarity to said signals. 

8. In a telegraph System employing a carrier 
current modulated in amplitude in accordance 
with signal amplitude and in phase in accordance 
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9 
of one phase to equally and oppositely control the 
functioning-of said associated repeating devices 
whereby the effects of said direct current poten 
tials upon said utilization circuit are oppositely 
controlled, and means employing said carrier for 
Operatively conditioning the other devices of said 
wo pairs of electronic devices in response to a 
modulated carrier current of opposite phase to 
equally and oppositely control the functioning of 
said repeating devices in the reverse manner to 
that previously specified whereby the effects of 
the direct current potentials upon the utilization 
circuit are also reversed. - 

9. In a telegraph system employing marking 
and spacing signals, a distortionless electronic 
repeater comprising an amplifier having input 
and output circuits, means for impressing upon 

20 
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the input circuit of Said amplifier an alternating 
current modulated in amplitude in accordance 
with the wave shape of said signals, said mark 
ing and spacing signals being represented by op 
posite phases of said alternating circuit, means 
coupled to the output of said amplifier for sep 
arately recovering from said modulated alternat 
ing current direct currents representative of said 
marking and spacing signals respectively, indi 
vidual marking and spacing transmitting devices, 
and means employing said marking and Spacing 
direct currents for controlling said marking and 
spacing transmitting devices respectively. VA 

10. In a telegraph system employing marking 
and spacing signals, a distortionless repeater 
Comprising an amplifier having input and Output 
circuits, means for impressing upon the input cir-. 
cuit of Said amplifier an amplitude-modulated 
alternating current having symmetrical positive 
and negative envelopes corresponding to the wave 
shape of one of said signals, means coupled to the 
output of said amplifier for separately recovering 
direct currents corresponding to said positive and 
negative envelopes respectively, marking and 
Spacing signal transmitting devices, and means 
employing said direct currents for increasing the 
effectiveness of one of said transmitting devices 
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and decreasing the effectiveness of the other of 
Said transmitting devices according to the mark 
ing and spacing character of said one signal. 

11. frn a telegraph System employing positive 
and negative signals, a repeater comprising a 
modulator for positive signals, a modulator for 
negative signals, a source of carrier current, 
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with signal polarity, a utilization circuit, two 
pairs of electronic devices, a repeating device as 
sociated with each of said pairs of electronic de 
vices, said repeating devices being arranged to 
impress upon said utilization circuit opposite po 
larities of direct current potentials, means in 
cluding said carrier for operatively conditioning 

0. 

one device of each of said pairs of electronic de 
vices in response to a modulated carrier current 5 

means including said modulators for modulating 
said carrier current, the envelope of said modu 
lated carrier current corresponding to the wave 
shape of said signals, the phase of said negative 
signal modulated carrier current being opposite 
to the phase of the positive signal modulated car 
rier current, an amplifier for amplifying said 
modulated carrier current, a positive signal de 
modulator, a negative signal demodulator, a pos 
itive signal transmitting device associated with 
Said positive signal demodulator, a negative sig 
nal transmitting device associated with said neg 
ative signal demodulator, and means including 
said demodulators for recovering from said am 
plified carrier current direct currents equal in 
magnitude and opposite in polarity to control the 
associated transmitting devices whereby in re 
Sponse to a positive signal the output of said 
positive transmitting device is increased while 
the output of said negative transmitting device is 
decreased in like amount and in response to a 
negative signal the output of said negative trans 
mitting device is increased while the output of 
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the positive transmitting device is decreased in 
like amount M 12. In a telegraph system, a carrier current 
modulated to represent marking and spacing sig 
nals, first and second demodulators, a marking 
signal transmitting device actuated by the out 
put of said first demodulator, a spacing signal 
transmitting device actuated by the output of 
said second demodulator, and means including 
said carrier current for controlling the opera 
tion of said demodulators to increase the Output 
of One of said transmitting devices and concur 
rently to decrease the output of the other of 
Said devices to the same degree. - 

13. In a signaling system employing marking 
and spacing signals, means for producing an al 
ternating current of one phase representative of 
said marking signals, means for producing an al 
ternating current of a different phase represent 
ative of said spacing signals, and means includé. 
ing 2, single amplifier for amplifying both of 
said alternating currents without discrimination. 
as to the phase thereof. , , 

ié. In a signaling system, a source 
current, means for phase-modulating saidi carrier 
current according to marking and spacing sig 
E8ls and for amplitude-InOditlating Said carrier 
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18. In a telegraph system for positive and neg 

ative signals, a transmission medium, a positive 
signal transmitter, a negative signal-transmitter, 
said transmitters being coupled so said transmis 
sion medium and conditioned in the absence of 
signals to transmit equal positive and negative 
tsignals having a net effect upon said transmission 
medium of a no-signal condition, means re 
sponding to a positive signal for controlling said 
positive signal transmitter to increase the mag 
nitude of the transmitted positive signal and for 

15 

controlling concurrently said negative signal 
transmitter to decrease in like amount the mag 
nitudie of the trànsmitted negative signal to pro 
duce a net effect upon said transmission medium 
of a positive signal, and means responding to 

20 

a negative signal for controlling said positive 
signal transmitter to decrease the magnitude of 
the transmitted positive signal and for control 
ling concurrently said negative signal transmit 
ter to increase in like amount the magnitude of 
the transmitted negative signal to produce a net 

of carrier 
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effect upon said transmission medium of a nega 
tive signal. 19. In a duplex telegraph system, a pair of 
line conductors, an artificial line, a first pair of 
similar impedances each connected respectively 

current according to the wave form of said, sig 
Fals, andi means for synchronously demodulating 
Said double-modulated carrier, current to puro 
duce direct current potentialis having opposing 
polarities representative of said marking and 
spacing signals, said polarities having waveforms 
corresponding to the Wave forms of said signals. 

15. In a telegraph system, a carrier current 
imodulated to represent positive and negative sig 
inals, a positive signal transmitter, a negative 
signal transmitter, said transmitters being op 
erable to increase their respective outputs in re 
Sponse to positive applied potentials and to de 
crease their respective outputs in response to neg 
ative applied potentials, means for rectifying said 
nodulated carrier current, means including said 

carrier current for controlling said rectifying 
means to produce simultaneously in response to 
said signals equal positive and negative direct 
current potentials, means responsive to a positive 

40 

45 termediate the terminals thereof. 

signal for applying said positive and negative po- - 
tentiais respectively to said positive and nega 
tive signal transmitters, and means responsive to 
8 negative signal for applying said positive and 
legative potentials respectively to said negativ 
and positive signal transmitters. 

16. In a telegraph system, a signaling circuit, 
- a duplex terminal station connected to one end 
of said circuit, a repeater station connected at 
an intermediate point of said circuit, means in 
cluding an artificial line at said repeater station 
for repeating signals without substantial distor 
tion to said terminal station, said artificial line 
being adjusted so that it may provide at times an 
imperfect balance for its associated real line, and 
means at said terminal station for compensating 
for said imperfect balance. 

17. In a signaling System, a line circuit, a du 
plex terminal station connected to one end of 
said circuit, an intermediate station connected 
to the other end of said circuit, substantially dis 
tortionless duplex repeating apparatus including 
an artificial line located at said intermediate sta 
tion, said artificial line providing at times an in 
perfect balance for its associated real line, and 
Timeans employing signals traversing said line cir 
cuit for correcting at said terminal station for 
said imperfect balance. 

5 5 

0. 

between said line conductors and said artificial 
ine, a second pair of similar impedances each 
cross-connected respectively between the line 
conductor terminal of one of said first pair of 
impedances and the artificial line terminal of 
the other of said first pair of impedances, a 
transmitting circuit connected to corresponding 
intermediate points of said first pair of imped 
ances, and a receiving circuit connected to cor 
responding intermediate points of said second 
pair of impedances conjugate to the intermedi 
ate points of said first pair of impedances. 

20. The invention in accordance with claim. 19 
further characterized by a phantom circuit im 
pedance connected in multiple with said receiv- . 
ing circuit, and signaling apparatus connected to . 
said phantom circuit impedance at a point in 

21. The method of operating a duplex tele 
graph circuit including a plurality of repeater 
sections linked together by intermediate repeat 
ers and extending between two remote stations. 
which comprises, setting the constants of an ar 
tificial line at one of said intermediate repeaters 
at fixed values, causing a disturbance produced 
by an unbalance between the real and artificial 
lines at said one repeater to be reflected as a dis 
tortion of the signals received at one of said re 
mote stations from said one repeater, and ad 
justing the artificial line values at said one re 
note station to compensate for said unbalance 
disturbance. 

22. In a telegraph system, a carrier current 
modulated to represent; marking and Spacing sig 
nals, a marking signal transmitter, a spacing sig 
inal transmitter, demodulating means for rect 
fying said modulated carrier current, means in 
cluding said carrier current for controlling said 
demodulating means to produce simultaneously 
for each signal two direct currents of equal mag 
nitude and opposite polarity, and means for uti. 
lizing said direct currents to increase the output 
of one of said transmitters and concurrently to 
decrease the output of the other of said transmit 
ters to the same degree. 
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