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The present invention relates to a capacitive fingerprint sens 
ing device comprising a semiconductor Substrate; and an 
array of sensing elements formed on the semiconductor Sub 
strate. Each of the sensing elements comprises a protective 
dielectric top layer; a sensing structure arranged underneath 
the top layer, and a charge amplifier connected to the sensing 
structure. The charge amplifier comprises a negative input 
connected to the sensing structure; a positive input; an output 
providing a sensing signal; a feedback capacitor, and a sense 
transistor having a gate constituting the negative input. The 
sense transistoris formed in an insulated well in the semicon 
ductor Substrate. The fingerprint sensing device further com 
prises excitation signal providing circuitry connected to the 
positive input of the charge amplifier and the well for chang 
ing electric potentials of the sensing structure and the well, to 
thereby reduce the influence of parasitic capacitances in the 
sensing element. 
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CAPACTIVE FINGERPRINT SENSOR WITH 
IMPROVED SENSINGELEMENT 

FIELD OF THE INVENTION 

0001. The present invention relates to a capacitive finger 
print sensing device and to a method of sensing a fingerprint 
pattern. 

BACKGROUND OF THE INVENTION 

0002 Various types of biometric systems are used more 
and more in order to provide for increased security and/or 
enhanced user convenience. 
0003. In particular, fingerprint sensing systems have been 
adopted in, for example, consumer electronic devices, thanks 
to their small form factor, high performance and user accep 
tance. 

0004 Among the various available fingerprint sensing 
principles (such as capacitive, optical, thermal etc), capaci 
tive sensing is most commonly used, in particular in applica 
tions where size and power consumption are important issues. 
0005 All capacitive fingerprint sensors provide a measure 
indicative of the capacitance between each of several sensing 
structures and a finger placed on or moved across the Surface 
of the fingerprint sensor. 
0006. Some capacitive fingerprint sensors passively read 
out the capacitance between the sensing structures and the 
finger. This, however, requires a relatively large capacitance. 
Therefore such passive capacitive sensors are typically pro 
vided with a very thin protective layer covering the sensing 
structures, which makes such sensors rather sensitive to 
scratching and/or ESD (electro-static discharge). 
0007 U.S. Pat. No. 7,864,992 discloses an active capaci 
tive fingerprint sensing device in which a driving signal is 
injected into the finger by pulsing a conductive drive structure 
arranged in the vicinity of the sensor array and measuring the 
resulting change of the charge carried by the sensing struc 
tures in the sensor array. 
0008 Although the fingerprint sensing system according 
to U.S. Pat. No. 7,864,992 provides for an excellent combi 
nation of fingerprint image quality and sensor protection, it 
would, in Some applications be desirable to be able to acquire 
a high-quality fingerprint image without the use of a separate 
conductive drive structure. In particular, there appears to be 
room for improvement for “difficult fingers, such as dry 
fingers. 
0009. An alternative active fingerprint sensing device is 
described in the paper “A 500 dpi Capacitive-Type CMOS 
Fingerprint Sensor with Pixel-Level Adaptive Image 
Enhancement Scheme' by Kwang-Hyun Lee and Euisik 
Yoon (ISSCC 2002/Session 21/TD: Sensors and microsys 
tems/21.3). In this fingerprint sensing device, an excitation 
pulse is applied to the sensing electrode of each pixel instead 
of to the finger. The potential of the finger is assumed to be 
Substantially constant. 
0010. This fingerprint sensor would appear to be usable 
without a separate conductive drive structure. However, the 
fingerprint sensor described in “A 500 dpi Capacitive-Type 
CMOS Fingerprint Sensor with Pixel-Level Adaptive Image 
Enhancement Scheme' is said to be configured to exhibit a 
capacitance to the finger (the capacitance that is measured) in 
the range of OfF to 200ff. In the field offingerprint sensing, 
this is a relatively large capacitance, which indicates that the 
protective coating provided on top of the sensing electrodes is 

Oct. 29, 2015 

very thin. Actually, the protective coating is referred to as a 
“passivation layer, which is generally understood to be a 
layer of SiO or SiN that has a thickness of around 1 Lum. A 
fingerprint sensor with Such a thin protective coating would 
not be robust enough for many important applications, 
including mobile device applications. 
0011. It would thus be desirable to provide a more robust 
capacitive fingerprint sensing device in which the excitation 
pulse is applied to the sensing electrode, which is at the same 
time capable of achieving a high quality fingerprint represen 
tation. 

SUMMARY 

0012. In view of above-mentioned and other drawbacks of 
the prior art, it is an object of the present invention to provide 
an improved capacitive fingerprint sensing device. 
0013. According to a first aspect of the present invention, 

it is therefore provided a capacitive fingerprint sensing device 
for sensing a fingerprint pattern of a finger, the fingerprint 
sensing device comprising a semiconductor Substrate; and an 
array of sensing elements formed on the semiconductor Sub 
strate, wherein each of the sensing elements comprises: a 
protective dielectric top layer to be touched by the finger; an 
electrically conductive sensing structure arranged underneath 
the top layer, and a charge amplifier connected to the sensing 
structure for providing a sensing signal indicative of a change 
of a charge carried by the sensing structure resulting from a 
change in a potential difference between the finger and the 
Sensing structure, the charge amplifier comprising: a negative 
input connected to the sensing structure; a positive input; an 
output providing the sensing signal; a feedback capacitor 
connected between the negative input and the output; and a 
sense transistor having a gate constituting the negative input, 
wherein the sense transistor is formed in a well in the semi 
conductor substrate, an interface between the well and the 
Substrate being configured in Such a way that current can be 
prevented from flowing between the well and the substrate; 
and wherein the charge amplifier is configured in Such a way 
that a potential at the negative input Substantially follows a 
potential at the positive input, wherein the fingerprint sensing 
device further comprises: excitation signal providing cir 
cuitry, the excitation signal providing circuitry being: con 
nected to the positive input and configured to change a poten 
tial at the positive input from a first potential to a second 
potential, to thereby change a potential of the sensing struc 
ture, thereby providing the change in potential difference 
between the finger and the sensing structure; and connected to 
the well for changing a potential of the well from a third 
potential to a fourth potential, a difference between the third 
potential and the fourth potential being Substantially equal to 
a difference between the first potential and the second poten 
tial, to thereby reduce an influence of a parasitic capacitance 
between the sensing structure and the well, and between the 
sense transistor and the well. 
0014. The semiconductor substrate may advantageously 
be a doped semiconductor Substrate, and the well may be a 
portion of the substrate doped to opposite polarity with 
respect to the semiconductor Substrate (if the semiconductor 
substrate is p-doped, the well may be n-doped, and if the 
semiconductor Substrate is n-doped, the well may be p-doped. 
This is one way of achieving an interface between the well 
and the Substrate that is configured in Such away that a current 
can be prevented from flowing between the well and the 
substrate. In particular, the well and the substrate may be kept 
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at such electrical potentials that no current flows through the 
diode formed at the interface between the substrate and the 
well. 
0015. Alternatively, an insulating layer may be provided 
between the substrate and the well, for instance in the form of 
a thin layer of glass. Such an insulating layer will also prevent 
current from flowing between the well and the substrate. 
0016. The charge amplifier converts charge at the negative 
input to a Voltage at the output. The gain of the charge ampli 
fier is determined by the capacitance of the feedback capaci 
tOr. 

0017. That the charge amplifier is configured in such away 
that the potential at the negative input substantially follows 
the potential at the positive input should be understood to 
mean that a change in the potential at the positive input results 
in a Substantially corresponding change in the potential at the 
negative input. Depending on the actual configuration of the 
charge amplifier, the potential at the negative input may be 
Substantially the same as the potential at the positive input, or 
there may be a substantially constant potential difference 
between the positive input and the negative input. If, for 
instance, the charge amplifier is configured as a single stage 
amplifier, the potential difference will be the gate-source 
Voltage of the sense transistor. 
0018. It should be noted that the output of the charge 
amplifier need not be directly connected to the feedback 
capacitor, and that there may be additional circuitry between 
the output and the feedback capacitor. This circuitry could 
also be placed outside the matrix of sensing elements. 
0019. The excitation signal providing circuitry could be 
Switching circuitry configured to Switch between two or more 
different potentials provided on different lines. Alternatively 
or in combination, the excitation signal providing circuitry 
may comprise at least one signal source configured to provide 
a time-varying potential. Such as a square wave Voltage signal 
or a sine wave Voltage signal. 
0020. The sensing structure may advantageously be pro 
vided in the form of a metal plate, so that a kind of parallel 
plate capacitor is formed by the sensing structure (the sensing 
plate), the local finger Surface, and the protective coating (and 
any air that may locally exist between the local finger Surface 
and the protective coating). 
0021. The protective coating may advantageously be at 
least 20Lmthick and have a high dielectric strength to protect 
the underlying structures of the fingerprint sensing device 
from wear and tear as well as ESD. Even more advanta 
geously, the protective coating may be at least 50 um thick. In 
embodiments, the protective coating may be a few hundred 
um thick. 
0022. The present invention is based upon the realization 
that the application of the excitation signal to the sensing 
electrode (and to the sense transistor) will require attention to 
a Substantial parasitic capacitance that may not be visible if 
the excitation signal is instead applied to the finger, and that 
the influence of Such parasitic capacitance needs to be con 
siderably reduced in order to be able to sense very small 
capacitances—in the order of 0.1 ff between the sensing 
structure and the finger. Sensing Such small capacitances may 
in turn be required to enable the use of the thick protective 
coating providing for improved robustness. 
0023. If the excitation signal is applied to the finger, and 
the sensing structure is kept at a fixed potential, say ground, 
then the measurement of the capacitance between sensing 
structure and finger will not be disturbed by any parasitic 
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capacitance between the sensing structure and the charge 
amplifier, and/or between the sensing structure and the semi 
conductor Substrate in which the charge amplifier is formed, 
since the potential of the sensing structure and the relevant 
parts of the charge amplifier (and the semiconductor Sub 
strate) will be the same (or there will be a constant potential 
difference between the sensing structure and the input stage 
of the charge amplifier and the semiconductor Substrate). If, 
however, the excitation signal is applied to the sensing struc 
ture, there will be a time varying potential difference between 
the sensing structure and the semiconductor Substrate. Simu 
lations show that the parasitic capacitance between the sens 
ing structure and the semiconductor structures (typically 
n-well, p-well and/or semiconductor Substrate) adjacent to 
the connection between the sensing structure and the input 
stage of the charge amplifier may be in the order of 10 f. 
while the capacitance to be sensed (between the sensing 
structure and the finger) may be as low as 0.1 ff or less. 
Furthermore, the above-mentioned parasitic capacitance may 
typically be unknown and be different for different sensing 
elements due to variations in the semiconductor manufactur 
ing process. 

0024. The present inventor has now realized that the influ 
ence of this parasitic capacitance between sensing structure 
and semiconductor structures in the fingerprint sensing 
device can be considerably reduced by providing excitation 
signal providing circuitry configured to change a potential of 
the well in which the sense transistor of the charge amplifier 
is formed. Hereby, the potential of the well, which is the 
semiconductor structure adjacent to the connection between 
the sensing structure and the sense transistor (input stage of 
the charge amplifier) can be controlled to follow the potential 
of the sensing structure so that the potential difference 
between the well and the sensing structure is kept Substan 
tially constant, at least at points in time that are relevant to the 
measurement of the capacitance between the sensing struc 
ture and the finger. 
0025. Which points in time are relevant to the measure 
ment may be different depending on the measurement 
method used, and the skilled person will be able to determine 
Such points in time, for example based on circuit simulation, 
without undue burden. For example, in the case of so-called 
correlated double-sampling where the sensing signal is 
sampled at two sampling times, those sampling times may be 
the points in time that are relevant to the measurement. 
0026. When providing an excitation signal to the finger 
through a direct conductive electrical connection, or in other 
words galvanically driving the finger, the potential difference 
between the finger Surface touching the sensor array and the 
sensing structures in the sensor array may be different for 
fingers with different electrical properties. For instance, the 
potential difference may be lower for dry fingers, resulting in 
a “weaker fingerprint image which may be difficult to ana 
lyZe. 

0027 Various embodiments of the present invention pro 
vide for a robust capacitive fingerprint sensor capable of 
acquiring a high quality fingerprint representation without the 
need for a conductive drive electrode in galvanic connection 
with the finger. This provides for an improved fingerprint 
acquisition from “difficult fingers (in particular dry fingers). 
The representation of the fingerprint pattern may, for 
example, be raw fingerprint image data, or the data may have 
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been processed and may then be provided in the form of 
conditioned image data, as fingerprint template data or in any 
other form. 

0028. Additionally, since successful operation of the fin 
gerprint sensing device according to embodiments of the 
present invention does not rely upon a varying potential of the 
finger, the finger can be allowed to be grounded (or at least 
heavily loaded) by a conductive part of the product in which 
the fingerprint sensing device is included. 
0029. Furthermore, the absence of a conductive structure 
(such as a conducting frame Surrounding the sensor array) 
simplifies integration of the fingerprint sensor into various 
devices. Such as mobile phones and computers. Moreover, the 
design of the fingerprint sensor System can be made less 
obtrusive and the finish of the product including the finger 
print sensor System can be improved. 
0030. According to various embodiments of the present 
invention, the excitation signal providing circuitry may fur 
ther be configured to simultaneously keep the positive input 
of the charge amplifier at the first potential and the well at the 
third potential; and simultaneously keep the positive input of 
the charge amplifier at the second potential and the well at the 
fourth potential. Hereby, the well may be subjected to a volt 
age Swing that is Substantially of the same magnitude as the 
Voltage Swing of the sensing structure. This will allow the 
influence of the parasitic capacitance between the sensing 
structure and the well to be removed or at least considerably 
reduced. 

0031. Various embodiments of the fingerprint sensing 
device according to the present invention may further com 
prise sampling circuitry connected to the output of the charge 
amplifier, and configured to sample the sensing signalata first 
sampling time when the positive input of the charge amplifier 
is kept at the first potential and the well is kept at the third 
potential and at a second sampling time when the positive 
input of the charge amplifier is kept at the second potential 
and the well is kept at the fourth potential. 
0032. The procedure of sampling the sensing signal at first 
and second sampling times is generally referred to as corre 
lated double sampling and removes much of the offset as well 
as at least low-frequency components of the common mode 
noise that the fingerprint sensing device may be subjected to. 
By ensuring that the potentials of the sensing structure and the 
well, respectively, are at least synchronized with the sampling 
times, the influence of the parasitic capacitance between the 
sensing structure and the well can be removed or at least 
considerably reduced. 
0033. In various embodiments, furthermore, the third 
potential may advantageously be substantially equal to the 
first potential, and the fourth potential may be substantially 
equal to the second potential. 
0034 Moreover, the excitation signal providing circuitry 
may have an output connected to each of the positive input 
and the well for simultaneously changing the potential at the 
positive input and the potential of the well from the first 
potential to the second potential. 
0035. According to various embodiments, moreover, the 
fingerprint sensing device may further comprise a shielding 
structure arranged between the sensing structure and the Sub 
strate. The excitation signal providing circuitry may further 
be connected to the shielding plate and configured to change 
a potential of the shielding plate from a fifth potential to a 
sixth potential, a difference between the fifth potential and the 

Oct. 29, 2015 

sixth potential being Substantially equal to a difference 
between the first potential and the second potential. 
0036. Hereby, the sensing structure may effectively be 
shielded from other possibly underlying parts of the sensing 
element, Such as connecting lines in metal layers and/or con 
necting lines and/or semiconductor circuitry formed in the 
semiconductor substrate. This will further reduce the influ 
ence of parasitic capacitances in the sensing element. 
0037. The fifth potential may advantageously be equal to 
the above-mentioned third (and/or first) potential, and the 
sixth potential may advantageously be equal to the above 
mentioned fourth (and/or second) potential. For example, the 
shielding plate may advantageously be directly conductively 
connected to the well. 
0038 According to a first set of embodiments, the sense 
transistor may be an NMOS-transistor or a PMOS-transistor, 
and the well may be a p-well or an n-well, respectively. 
0039. According to a second set of embodiments, a p-well 
and/or an n-well may be formed in the well being connected 
to the excitation signal providing circuitry. When at least one 
p-well and at least one n-well are formed in the well, the well 
may sometimes be referred to as an iso-well. 
0040. Furthermore, the well may be common to a plurality 
of sensing elements. For instance, the well may be an iso-well 
Surrounding n-wells and p-wells of several sensing elements. 
The excitation signal providing circuitry may be connected to 
the iso-well and to the well(s) formed inside the iso-well, and 
configured to change the Voltages of the iso-well and the 
well(s) formed inside the iso-well. 
0041 According to various embodiments, each of the 
sensing elements may further comprise a reset Switch com 
prising at least one reset transistor connected between the 
negative input and the output of the charge amplifier and 
controllable to discharge the feedback capacitor, wherein the 
reset transistor is formed in the well. 
0042. The gate of the reset transistor may be connected to 
a fixed potential selected in relation to the above-mentioned 
third and fourth potentials to keep the reset transistor con 
ducting when it is controlled to discharge the feedback 
capacitor, and to a varying potential, which may be provided 
by the excitation signal providing circuitry, to keep the reset 
transistor non-conducting to allow charging of the feedback 
capacitor. 
0043. According to various embodiments, furthermore, 
each of the sensing elements may additionally comprise drive 
signal providing circuitry comprising at least one drive tran 
sistor connected to the sensing structure and controllable to 
provide a driving signal directly to the sensing structure, 
wherein the drive transistor is formed in the well. 
0044) For example, the drive transistor may be control 
lable to connect the sensing structure to the excitation signal 
providing circuitry when the sensing element is in its drive 
state and to disconnect the sensing structure from the excita 
tion signal providing circuitry when the sensing element is in 
its sense state. To that end, the gate of the drive transistor 
may be connected to a fixed potential selected in relation to 
the above-mentioned third and fourth potentials to keep the 
drive transistor conducting in the drive state and to a varying 
potential, which may be provided by the excitation signal 
providing circuitry, to keep the drive transistor non-conduct 
ing in the sense State. 
0045. Through the provision of the drive signal providing 
circuitry, the sensing structures of sensing elements (pixels) 
adjacent the sensing element (pixel) that is currently sensing 
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can be made to “follow” the potential of the sensing structure 
of the sensing element that is currently sensing without hav 
ing to operate the charge amplifier of that sensing element. 
This provides for reduced power consumption of the finger 
print sensing device. Each sensing element may advanta 
geously be programmable between at least a sense state and 
a drive state. There may also be a third state in which the 
sensing structure may be connected to a fixed potential or be 
electrically floating. Hereby, the influence of parasitic capaci 
tances between the sensing structure and sensing structures of 
adjacent sensing elements can be removed or at least consid 
erably reduced. 
0046. The fingerprint sensing device according to various 
embodiments of the present invention may further advanta 
geously comprise readout circuitry connected to each of the 
sensing elements and configured to provide a representation 
of the fingerprint pattern based on the sensing signal from 
each of the sensing elements. 
0047. This fingerprint sensing device may advantageously 
be comprised in an electronic device further comprising pro 
cessing circuitry configured to: acquire the representation of 
the fingerprint pattern from the fingerprint sensing device; 
authenticate a user based on the representation; and perform 
at least one user-requested process only if the user is authen 
ticated based on the representation. The electronic device 
may, for example, be a handheld communication device, Such 
as a mobile phone or a tablet, a computer, or an electronic 
wearable item such as a watch or similar. 

0048. According to a second aspect of the present inven 
tion, there is provided a method of sensing a fingerprint pat 
tern of a finger using a fingerprint sensing device comprising 
a doped semiconductor Substrate; and an array of sensing 
elements formed on the semiconductor Substrate, wherein 
each of the sensing elements includes an electrically conduc 
tive sensing structure connected to the gate of a sense tran 
sistor formed in a well in the semiconductor substrate, the 
well being doped to opposite polarity with respect to the 
semiconductor Substrate, the method comprising the steps of 
for each of the sensing elements: changing a potential of the 
sensing structure from a first potential to a second potential; 
changing a potential of the well from a third potential to a 
fourth potential, a difference between the third potential and 
the fourth potential being substantially equal to a difference 
between the first potential and the second potential; and pro 
viding a sensing signal indicative of a change of a charge 
carried by the sensing structure resulting from a change in a 
potential difference between the finger and the sensing struc 
ture achieved by the change in potential of the sensing struc 
ture from the first potential to the second potential. 
0049. In an embodiment of the method according to the 
present invention, the potential of the well may be changed in 
such a way that: the well is at the third potential at the same 
time as the sensing structure is at the first potential; and the 
well is at the fourth potential at the same time as the sensing 
structure is at the second potential. 
0050. According to various embodiments of the present 
invention, the method may further comprise the step of 
changing a potential of each sensing structure in a plurality of 
adjacent sensing elements from a seventh potential to an 
eighth potential, a difference between the seventh potential 
and the eighth potential being Substantially equal to a differ 
ence between the first potential and the second potential. 
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0051. Hereby, the influence of parasitic capacitances 
between the sensing structure and sensing structures of adja 
cent sensing elements can be removed or at least considerably 
reduced. 

0.052 Further embodiments of, and effects obtained 
through this second aspect of the present invention are largely 
analogous to those described above for the first aspect of the 
invention. 

0053. In summary, the present invention relates to a 
capacitive fingerprint sensing device comprising a semicon 
ductor Substrate; and an array of sensing elements formed on 
the semiconductor Substrate. Each of the sensing elements 
comprises a protective dielectric top layer, a sensing structure 
arranged underneath the top layer, and a charge amplifier 
connected to the sensing structure. The charge amplifier com 
prises a negative input connected to the sensing structure; a 
positive input; an output providing a sensing signal; a feed 
back capacitor, and a sense transistor having a gate constitut 
ing the negative input. The sense transistor is formed in an 
insulated well in the semiconductor substrate. The fingerprint 
sensing device further comprises excitation signal providing 
circuitry connected to the positive input of the charge ampli 
fier and the well for changing electric potentials of the sensing 
structure and the well, to thereby reduce the influence of 
parasitic capacitances in the sensing element. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0054 These and other aspects of the present invention will 
now be described in more detail, with reference to the 
appended drawings showing an example embodiment of the 
invention, wherein: 
0055 FIG. 1 schematically illustrates an application for a 
fingerprint sensing device according to an example embodi 
ment of the present invention; 
0056 FIG. 2 schematically shows the fingerprint sensing 
device in FIG. 1; 
0057 FIG. 3a is a schematic cross-section view of a por 
tion of the fingerprint sensing device in FIG. 2; 
0.058 FIG. 3b is an enlargement of a part of the cross 
section view in FIG. 3a illustrating various capacitances in 
the fingerprint sensing device; 
0059 FIG. 4a is a hybrid of a partly structural and partly 
circuit Schematic illustration of a sensing element comprised 
in the fingerprint sensing device in FIG. 2; 
0060 FIG. 4b is a version of FIG. 4a in which the charge 
amplifier is illustrated using a higher level symbol; 
0061 FIG. 5 is a conceptual cross-section illustration of a 
part of the sensing element in FIG. 4a comprising an n-well; 
0062 FIG. 6 is a conceptual cross-section illustration of a 
part of the sensing element in FIG. 4a comprising an iso-well; 
0063 FIGS. 7a-care timing diagrams schematically illus 
trating controlling the sensing element in FIG. 4a between its 
'drive state and its sense state; 
0064 FIGS. 8a-care graphs schematically illustrating the 
signal provided to the sensing structure/well and the corre 
sponding sensing signal output from the sensing element; and 
0065 FIG. 9 is a flow-chart schematically illustrating an 
example embodiment of the method according to the present 
invention. 
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DETAILED DESCRIPTION OF EXAMPLE 
EMBODIMENTS 

0066. In the present detailed description, various embodi 
ments of the fingerprint sensing device and method according 
to the present invention are mainly described with reference 
to a fingerprint sensing device in which positive input of the 
charge amplifier and the well in which the sense transistor 
comprised in the charge amplifier is formed are connected 
together and accordingly controlled by the excitation signal 
providing circuitry to follow the same time-varying electrical 
potential (in relation to a reference potential. Such as electri 
cal ground). The shielding plate between the sensing structure 
(plate) and the underlying structures in the fingerprint sensing 
device is also connected to the positive input of the charge 
amplifier. Furthermore, the feedback capacitor is formed by 
the sensing plate, a reference plate in the same metal layer as 
the above-mentioned shielding plate and the dielectric layer 
between the sensing plate and the reference plate. Moreover, 
the fingerprint sensing device is illustrated as a touch sensor 
dimensioned and configured to acquire a fingerprint repre 
sentation from a stationary finger. 
0067. It should be noted that this by no means limits the 
Scope of the present invention, which equally well includes, 
for example, a fingerprint sensing device in which the elec 
trical potentials of the positive input of the charge amplifier, 
the above-mentioned well and/or the shielding plate are var 
ied between different potentials, as long as the potential step 
for each is substantially the same. Furthermore, the feedback 
capacitor may be formed using other structures in the sensing 
element. For instance, the sensing element may be configured 
Such that the gate and drain of the sense transistor may be used 
as feedback capacitor. Other sensor array configurations, 
Such as a so-called Swipe sensor (or line sensor) for acquiring 
a fingerprint representation from a moving finger, are also 
within the scope of the present invention as defined by the 
appended claims. 
0068 FIG. 1 schematically illustrates an application for a 
fingerprint sensing device according to an example embodi 
ment of the present invention, in the form of a mobile phone 
1 with an integrated fingerprint sensing device 2. The finger 
print sensing device 2 may, for example, be used for unlock 
ing the mobile phone 1 and/or for authorizing transactions 
carried out using the mobile phone, etc. 
0069 FIG. 2 schematically shows the fingerprint sensing 
device 2 comprised in the mobile phone 1 in FIG.1. As can be 
seen in FIG. 2, the fingerprint sensing device 2 comprises a 
sensor array 5, a power Supply interface 6 and a communica 
tion interface 7. The sensor array 5 comprises a large number 
of sensing elements 8 (only one of the sensing elements has 
been indicated with a reference numeral to avoid cluttering 
the drawing), each being controllable to sense a distance 
between a sensing structure (top plate) comprised in the sens 
ing element 8 and the Surface of a finger contacting the top 
surface of the sensor array 5. In the enlarged portion of the 
sensor array 5 in FIG. 2, a first sensing element is marked S 
for sense and a second group of neighboring sensing elements 
are marked 'D' for drive. 

0070 The power supply interface 6 comprises first 10a 
and second 10b contact pads, here shown as bond pads, for 
connection of a Supply Voltage Vsupply to the fingerprint 
sensor 2. 
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0071. The communication interface 7 comprises a number 
of bond pads for allowing control of the fingerprint sensor 2 
and for acquisition of fingerprint data from the fingerprint 
sensor 2. 

0072 FIG. 3a is a schematic cross section of a portion of 
the fingerprint sensing device 2 in FIG. 2 taken along the line 
A-A as indicated in FIG. 2 with a finger 11 placed on top of 
the sensor array 5. Referring to FIG. 3a, the fingerprint sens 
ing device 2 comprises a doped semiconductor Substrate 12, 
the plurality of sensing elements 8 formed on the semicon 
ductor substrate 12, and a protective coating 13 on top of the 
sensing elements. The Surface of the finger 11 comprises 
ridges 14 that are in contact with the protective coating 13 and 
valleys 15 that are spaced apart from the protective coating 
13. 

0073. As is schematically indicated in FIG.3a, each sens 
ing element 8 comprises a sensing structure in the form of a 
sensing plate 17 adjacent to the protective coating 13. Below 
the sensing plate 17 are additional metal structures and active 
semiconductor circuitry schematically indicated by the 
hatched region 18 in FIG.3a. 
0074 FIG.3a is approximately drawn to scale to illustrate 
the relative dimensions of the protective coating 13, the sens 
ing elements 8 and the ridges 14 and valleys 15 of the finger 
11. As can be seen, the protective coating 13 is rather thick, in 
order to protect the sensing elements from wear and tear and 
ESD. Needless to say, the protective coating 13 is important 
for the robustness of the fingerprint sensing device 2. From 
the relative dimensions in FIG. 3a also follows that the 
capacitance between sensing structure 17 and finger 11 is 
very Small, especially compared to parasitic capacitances 
between the sensing plate 17 and other conducting structures 
adjacent to the sensing plate 17. Examples of such conducting 
structures include neighboring sensing plates, the above 
mentioned additional metal structures, the active semicon 
ductor circuitry 18 and the substrate 12. 
0075. As is schematically indicated in FIG.3b, the sensing 
element 8 comprises, in addition to the sensing plate 17, a 
shielding plate 20, a reference plate 21, and a charge amplifier 
22. The charge amplifier 22 is, in FIG. 3b, only very sche 
matically indicated by the dotted line. The only part of the 
charge amplifier 22 that is shown in Some detail is the sense 
transistor (MOSFET) 23 to which the sensing plate 17 is 
connected. The reason for this type of illustration is to allow 
indication of the most important parasitic capacitances affect 
ing the sensing element 8. 
0076 Indicated in FIG. 3b is the finger capacitance Cf 
between the sensing plate 17 and the finger 11, the reference 
capacitance Cref between the sensing plate 17 and the refer 
ence plate 21, a first parasitic capacitance Cp1 between the 
sensing plate 17 and the shielding plate 20, a second parasitic 
capacitance Cp2 between the sensing plate and a neighboring 
sensing plate, and a third parasitic capacitance Cp3 between 
the sensing plate and the well 25 in which the sense transistor 
23 is formed (actually between the well 25 and the line con 
necting the sensing plate 17 with the gate of the sense tran 
sistor 23). Cp3 also includes the internal capacitors in the 
sense transistor itself. 
0077. In order to achieve high quality fingerprint sensing 
using the robust fingerprint sensing device 2 in FIGS. 3a-b, it 
is of utmost importance to remove or at least reduce the 
influence of the parasitic capacitances related to the sensing 
plate 17. This will be clearly understood based on a compari 
Son of approximate magnitudes of the various capacitances in 
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FIG.3b. The parasitic capacitance Cp1 is in the order of 100 
fF, Cp2 is in the order of 10 fl and Cp3 is in the order of 5-10 
fF, while the finger capacitance Cf to be sensed in in the order 
of 0.1 ff. 

0078. An example configuration of the sensing elements 8 
for removing or at least considerably reducing the influence 
of the various parasitic capacitances will now be described 
with reference to FIG. 4a-b. 

007.9 FIG. 4a is a hybrid of a partly structural and partly 
circuit Schematic illustration of the sensing element 8 in 
FIGS. 3a-b. The protective coating 13, the sensing plate 17, 
the shielding plate 20 and the reference plate 21 are schemati 
cally shown in an exploded perspective view, while the charge 
amplifier 22 is illustrated in the form of a transistor level 
circuit schematic. 

0080. As is shown in FIG. 4a, this first example of a simple 
charge amplifier 22 comprises sense transistor 23, cascode 
transistor 27, reset transistor 28 and bias current source 29. 
The sense transistor 23, the cascode transistor 27 and the reset 
transistor 28 are all formed in the same well 25. 

0081. To aid the understanding of the parts and connec 
tions in FIG. 4a, the same schematic configuration is also 
shown in FIG. 4b, on a more abstract level with the transistor 
circuitry of FIG. 4a replaced by a general symbol for a charge 
amplifier having its negative input 30 connected to the sens 
ing plate 17, its positive input 31 connected to excitation 
signal providing circuitry 32, here in the form of a pulse 
generator, and its output 33 providing a sensing signal Vout 
indicative of the change in charge carried by the sensing plate 
17 resulting from a change in a potential difference between 
the finger 11 and the sensing plate 17. The change in potential 
difference between the finger 11 and the sensing plate 17 
results from the changing electric potential applied to the 
sensing plate 17 by the pulse generator 32 via the charge 
amplifier. A feedback capacitor, formed by the sensing plate 
17 and the reference plate 21, is connected between the nega 
tive input 30 and the output 33 of the charge amplifier 22. It 
should be noted that the general functionality of a charge 
amplifier is well known to one of ordinary skill in the relevant 
art. FIG. 4b also schematically indicates that the well 25 is 
connected to the excitation signal providing circuitry 32. 
0082 Returning to FIG. 4a, it can be seen that the gate of 
the sense transistor 23 constitutes the negative input 30 of the 
charge amplifier 22 and that the source of the sense transistor 
23 constitutes the positive input 31 of the charge amplifier 22. 
The positive input 31 of the charge amplifier 22 is connected 
to the shielding plate 20, which is in turn connected to the well 
25 in which the sense transistor 23 is formed, and to the pulse 
generator 32. 
0083. The sensing element 8 further comprises a drive 
transistor 26, a drive control switch 35 and a reset control 
switch36. The drive control switch35 is controllable between 
a first state in which the gate of the drive transistor 26 is 
connected to the pulse generator 32 and a second state in 
which the gate of the drive transistor 26 is connected to 
ground. When the drive control switch 35 is in its first state, 
the drive transistor 26 will be conducting and thus connect the 
sensing structure 17 directly to the pulse generator 32. When 
the drive control switch is in its second state, the drive tran 
sistor 26 will be non-conducting. In the latter case, there will 
thus be no direct connection through the drive transistor 26 
between the sensing structure 17 and the pulse generator 32. 
As can be seen in FIG. 4a, the drive transistor 26 is formed in 
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the well 25. The bias current source 29 can be in the sensing 
element or outside the sensor array 5. 
I0084. In the same way, the reset control switch 36 is con 
trollable between a first state in which the reset transistor 28 
is non-conducting to allow a potential difference between the 
sensing plate 17 and the feedback plate 21, and a second state 
in which the reset transistor 28 is conducting to equalize the 
potentials of the sensing plate 17 and the feedback plate 21. 
I0085. Through the configuration of the sensing element 8 
in FIG. 4a, the influence of the internal parasitic capacitances 
Cp1 and Cp3 is removed or at least considerably reduced. 
Furthermore, driving neighboring sensing structures will 
remove or at least considerably reduce the influence of the 
parasitic capacitance Cp2 between neighboring sensing 
plates 17 indicated in FIG.3b. This can be achieved by either 
controlling neighboring sensing elements to be in their 
sense state or in their drive state, where the drive state has 
the advantage of providing for a lower current consumption of 
the fingerprint sensing device 2. 
I0086. It should be noted that the present invention is not 
limited to the particular sensing element design of FIG. 4a, 
but that various elements of the sensing element can be real 
ized in many different ways readily apparent to one of ordi 
nary skill in the art based on the present disclosure. For 
instance, the charge amplifier may be provided in the form of 
a two-stage amplifier with differential inputs. 
I0087 To further aid in the understanding of various 
embodiments of the present invention, another cross-section 
of a first implementation of the sensing element 8 in FIG. 4a 
is provided in FIG. 5. The illustration in FIG.5 mainly differs 
from that in FIG. 4a in that the physical transistor configura 
tion of some of the transistors (the sense transistor 23 and the 
cascode transistor 27) comprised in the charge amplifier 22 is 
shown, while the relations in terms of electric potentials of 
various parts of the sensing element8 (and neighboring sens 
ing elements) are conceptually indicated using "bootstraps' 
50, 51 and 52. 
I0088. The main purpose of FIG. 5 is to show that the 
above-mentioned well 25 that is controlled to “follow the 
potential of the sensing plate 17 is here an in well that is 
formed in a p-doped substrate 12. Obviously, the well 25 may 
alternatively be a p-well that is formed in an n-doped sub 
Strate. 

I0089 FIG. 6 is a similar drawing as FIG. 5 and schemati 
cally illustrates a second implementation of the sensing ele 
ment 8 in FIG. 4a, which differs from what is shown in FIG. 
6 in that the n-well 25 and a p-well 54 are both formed in an 
iso-well 55 that is in turn formed in the substrate 12 (which 
may be n-doped, p-doped or undoped). In this implementa 
tion the iso-well 55, as well as the n-well 25 and the p-well 54, 
is controlled to follow the potential of the sensing plate 17, as 
is schematically illustrated by the additional “bootstraps 53, 
54. Specifically there can be potential differences between the 
wells. 
(0090. For example, referring to FIG. 6, the iso-well 55 and 
the n-well 25 may be kept at the same potential, while the 
potential of the p-well 54 may follow the potential of the 
iso-well/n-well, but at a different (typically lower) potential 
0091 Exemplary operation of the fingerprint sensing 
device 2 according to various embodiments of the present 
invention will now be described with reference to the func 
tional timing diagrams in FIGS. 7a-c and FIGS. 8a-c. 
0092 Referring also to FIG. 4a, FIG. 7a schematically 
shows the behavior potential of the well 25 (and of the sensing 
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plate 17 with an offset), FIG. 7b schematically illustrates a 
state of the drive control switch 35, and FIG. 7c schematically 
illustrates a state of the reset control switch 36. 

0093. From t0 to t1 in FIGS. 7a-c, the sensing element 8 is 
in its drive state, attl, the sensing element 8 is transitioned 
to its sense state by operating the drive control switch 35. 
and at t2, the sensing element 8 is transitioned back to its 
drive state by again operating the drive control Switch to 
connect the sensing plate 17 to the pulse generator 32 through 
the drive transistor 26. 

0094. As is schematically illustrated in FIG. 7a, the well 
25 (and the sensing plate 17) exhibits a time varying potential 
that has substantially the same behavior in the sense state 
and in the drive state. In the drive state, the time-varying 
potential is applied to the sensing plate 17 through the drive 
transistor 26, and in the sense state, the time-varying poten 
tial (possibly with an offset depending on the charge amplifier 
configuration) is applied to the sensing plate 17 via the charge 
amplifier 22. 
0095. As is schematically illustrated in FIG. 7c, the reset 
control switch 36 is controlled to keep the reset transistor 28 
non-conducting when the sensing element 8 is in its drive 
state and alternating between conducting and non-conducting 
when the sensing element 8 is in its sense state. An exem 
plary timing relation between the excitation signal applied to 
the sensing plate 17 during sensing and the operation of the 
reset transistor 27 will be described below with reference to 
FIGS 8 C. 

0096 FIG. 8a is an enlarged portion of FIG. 7a, FIG. 8b 
schematically shows a simulation of the sensing signal, that 
is, the signal at the output 33 of the charge amplifier 22 in FIG. 
4a, and FIG. 8c schematically shows a simulated “corrected 
version of the sensing signal that is referenced to a fixed 
reference potential (Such as ground) rather than to the signal 
applied to the well 25 (which is the local reference potential 
for the charge amplifier 22 in FIG. 4a). 
0097. Referring first to FIG. 8a, the excitation signal 
applied to the sensing plate 17 goes from low to high potential 
att3, and then goes back from high to low atta. At t3, the reset 
control switch 36 is operated to make the reset transistor 28 
conducting, that is, connect the reference plate 21 to the 
sensing plate 17through the reset transistor 28. At t5, the reset 
control Switch36 is again operated to make the reset transistor 
28 non-conducting, that is, bring the charge amplifier in Such 
a state that the output indicates a signal if the charge on the 
sensing plate 17 changes. At t6, the sensing signal is sampled 
a first time, resulting in a first sampled value S1. When the 
excitation signal goes from high to low atta, there will be a 
change in the charge on the sensing plate 17 resulting from 
capacitive coupling with the finger 11, which is assumed to be 
at a substantially fixed potential (at least on the time scale of 
the sampling event). This change in charge is translated into a 
change in the Voltage provided by the charge amplifier, that is, 
a change in the sensing signal Vout. The potential S2 of the 
sensing signal following the transition from high to low of the 
excitation signal is sampled at t7. As is evident from FIG. 4a, 
the sensing signal is related to the potential of the well (FIG. 
8a). To get a corrected sensing signal (FIG. 8c), the excita 
tion signal may be subtracted from the sensing signal present 
at the output 33 of the charge amplifier 22, resulting in cor 
rected sampled Voltages S1 and S2'. The difference between 
S2' and S1 is a measure indicative of the capacitive coupling 
between the sensing plate 17 and the finger 11. 
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(0098. The corrected signal of FIG. 8c or at least the cor 
rected Samples may be obtained in various ways, for instance 
through the use of an instrumentation amplifier or by using 
the excitation signal as a reference Voltage for the sampling 
capacitors. 
0099. An example embodiment of the method according 
to the present invention will now be described with reference 
to the flow-cart in FIG.9. In a first step, 101, the potentials of 
the sensing plate 17, the shielding plate 20, the well (n-well 25 
in FIG. 6 or iso-well 54 in FIG. 7), and neighboring sensing 
plates are simultaneously changed from a first potential V1 to 
a second potential V2 (both of these potentials are referenced 
to a fixed potential. Such as electrical ground). In the Subse 
quent step 102, a sensing signal Vout is provided, which is 
indicative of a change of a charge carried by the sensing plate 
17 resulting from the change in the potential difference 
between the finger 11 and the sensing plate 17 resulting from 
the potential change in step 101. 
0100. The person skilled in the art realizes that the present 
invention by no means is limited to the preferred embodi 
ments described above. On the contrary, many modifications 
and variations are possible within the scope of the appended 
claims. 
0101. In the claims, the word “comprising does not 
exclude other elements or steps, and the indefinite article “a” 
or 'an' does not exclude a plurality. A single processor or 
other unit may fulfill the functions of several items recited in 
the claims. The mere fact that certain measures are recited in 
mutually different dependent claims does not indicate that a 
combination of these measured cannot be used to advantage. 
A computer program may be stored/distributed on a Suitable 
medium, Such as an optical storage medium or a solid-state 
medium Supplied together with or as part of other hardware, 
but may also be distributed in other forms, such as via the 
Internet or other wired or wireless telecommunication sys 
tems. Any reference signs in the claims should not be con 
Strued as limiting the scope. 
What is claimed is: 
1. A capacitive fingerprint sensing device for sensing a 

fingerprint pattern of a finger, said fingerprint sensing device 
comprising a semiconductor Substrate; and an array of sens 
ing elements formed on said semiconductor Substrate, 

wherein each of said sensing elements comprises: 
a protective dielectric top layer to be touched by said fin 

ger, 
an electrically conductive sensing structure arranged 

underneath said top layer, and 
a charge amplifier connected to said sensing structure for 

providing a sensing signal indicative of a change of a 
charge carried by said sensing structure resulting from a 
change in a potential difference between said finger and 
said sensing structure, said charge amplifier comprising: 
a negative input connected to said sensing structure; 
a positive input; 
an output providing said sensing signal; 
a feedback capacitor connected between said negative 

input and said output, and 
a sense transistor having a gate constituting said negative 

input, 
wherein said sense transistor is formed in a well in said 

semiconductor substrate, an interface between said well 
and said Substrate being configured in Such a way that 
current can be prevented from flowing between said well 
and said Substrate; and 
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wherein said charge amplifier is configured in Such a way 
that a potential at said negative input Substantially fol 
lows a potential at said positive input, 

wherein said fingerprint sensing device further comprises: 
excitation signal providing circuitry, said excitation signal 

providing circuitry being: 
connected to said positive input and configured to 

change a potential at said positive input from a first 
potential to a second potential, to thereby change a 
potential of said sensing structure, thereby providing 
said change in potential difference between said fin 
ger and said sensing structure; and 

connected to said well for changing a potential of said 
well from a third potential to a fourth potential, a 
difference between said third potential and said fourth 
potential being Substantially equal to a difference 
between said first potential and said second potential, 
to thereby reduce an influence of a parasitic capaci 
tance between said sensing structure and said well. 

2. The fingerprint sensing device according to claim 1, 
wherein said excitation signal providing circuitry is further 
configured to: 

simultaneously keep said positive input of the charge 
amplifier at the first potential and said well at the third 
potential; and 

simultaneously keep said positive input of the charge 
amplifier at the second potential and said well at the 
fourth potential. 

3. The fingerprint sensing device according to claim 1, 
further comprises sampling circuitry connected to said output 
of the charge amplifier, and configured to sample said sensing 
signal at a first sampling time when said positive input of the 
charge amplifier is kept at the first potential and said well is 
kept at the third potential and at a second sampling time when 
said positive input of the charge amplifier is kept at the second 
potential and said well is kept at the fourth potential. 

4. The fingerprint sensing device according to claim 1, 
wherein the third potential is substantially equal to the first 
potential, and the fourth potential is Substantially equal to the 
second potential. 

5. The fingerprint sensing device according to claim 1, 
wherein said excitation signal providing circuitry comprises 
an output connected to each of said positive input and said 
well for simultaneously changing the potential at said positive 
input and the potential of said well from the first potential to 
the second potential. 

6. The fingerprint sensing device according to claim 1, 
further comprising a shielding structure arranged between 
said sensing structure and said Substrate, 

wherein said excitation signal providing circuitry is further 
connected to said shielding plate and configured to 
change a potential of said shielding plate from a fifth 
potential to a sixth potential, a difference between said 
fifth potential and said sixth potential being substantially 
equal to a difference between said first potential and said 
second potential. 

7. The fingerprint sensing device according to claim 1, 
wherein said sense transistor is an NMOS-transistor or a 
PMOS-transistor, and said well is a p-well or an n-well, 
respectively. 

8. The fingerprint sensing device according to claim 1, 
wherein at least one of a p-well and an n-well is formed in said 
well. 
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9. The fingerprint sensing device according to claim 8. 
wherein said well is common to a plurality of sensing ele 
mentS. 

10. The fingerprint sensing device according to claim 1, 
wherein each of said sensing elements further comprises: 

a reset Switch comprising at least one reset transistor con 
nected between said negative input and said output of the 
charge amplifier and controllable to discharge said feed 
back capacitor, 

wherein said reset transistor is formed in said well. 
11. The fingerprint sensing device according to claim 1, 

wherein each of said sensing elements further comprises: 
drive signal providing circuitry comprising at least one 

drive transistor connected to said sensing structure and 
controllable to provide a driving signal directly to said 
sensing structure, 

wherein said drive transistor is formed in said well. 
12. The fingerprint sensing device according to claim 1, 

further comprising readout circuitry connected to each of said 
sensing elements and configured to provide a representation 
of said fingerprint pattern based on said sensing signal from 
each of said sensing elements. 

13. An electronic device comprising: 
the fingerprint sensing device according to claim 12; and 
processing circuitry configured to: 

acquire said representation of said fingerprint pattern 
from the fingerprint sensing device; 

authenticate a user based on said representation; and 
perform at least one user-requested process only if said 

user is authenticated based on said representation. 
14. A method of sensing a fingerprint pattern of a finger 

using a fingerprint sensing device comprising a doped semi 
conductor Substrate; and an array of sensing elements formed 
on said semiconductor Substrate, wherein each of said sensing 
elements includes an electrically conductive sensing struc 
ture connected to the gate of a sense transistor formed in a 
well in said semiconductor Substrate, said well being doped to 
opposite polarity with respect to said semiconductor Sub 
strate, said method comprising the steps of for each of said 
sensing elements: 

changing a potential of said sensing structure from a first 
potential to a second potential; 

changing a potential of said well from a third potential to a 
fourth potential, a difference between said third poten 
tial and said fourth potential being Substantially equal to 
a difference between said first potential and said second 
potential; and 

providing a sensing signal indicative of a change of a 
charge carried by said sensing structure resulting from a 
change in a potential difference between said finger and 
said sensing structure achieved by said change in poten 
tial of the sensing structure from the first potential to the 
second potential. 

15. The method according to claim 14, further comprising 
the step of: 

changing a potential of each sensing structure in a plurality 
of adjacent sensing elements from a seventh potential to 
an eighth potential, a difference between said seventh 
potential and said eighth potential being Substantially 
equal to a difference between said first potential and said 
second potential. 
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