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To alluvhom it may concerni 
Be it known that I, OTTo VVEIss, a sub 

ject of the Emperor of Germany, resid 
ing at Salt Lake City, in the county of 
Salt Lake and State of Utah, have in 
vented certain new and useful Improve 
ments in Pipes; and I do hereby declare the 
following to be a full, clear, and exact de 
scription of the invention, such as will en 
able others skilled in the art to which it 
appertains to make and use the same. 
This invention relates to tobacco pipes, 

and one of the principali objects of thein 
vention is to provide a pipe having a stem 
provided with a smoke duct leading from 
the bowl to the mouth piece, and a saliva 
passage orduct leading from the mouth piece to a cup or receptacle underneath the 
bowl, thus insuring a dry, cool Smoke with 
out the interference of saliva ornicotin. 

Another object of the invention isto pro 
vide a pipe having a bowl and a perforated 
tobacco receiver within the bowl and spaced 
from the inner wall thereof, and a stem con 
nected to the bowl and provided with a 
Smoke duct which communicates with the 
space between the tobacco receptacle and the 
bowl, and leads to the mouth piece, and a 
channel or duct leading from the mouth 
piece to a saliva cup underneath the bowl 
These and other objects may be attained 

by means of the construction illustrated in the accompanying drawings in which: 
Figure 1 is a longitudinal sectional view 

through a pipe and estem made in accord 
ance with this invention. Fig. 2 is a side 
elevation of the perforated tobacco recep 
tacle. Fig. 3 is a top plan view of the cover 
for the bowl, said cover being adjustable 
to expose the air vents, and Fig. 4 is a de 
tail side elevation of the mouth piece, and 
a portion of the stem shown in section. 

Referring to thedrawings, the numeral 1 
designates the bowl of the pipe and 2 is the 
stem, which may be formed integral with 
the pipe bowl as shown or may be detach 
able. The bowl and stem may be formed 
of any suitable material. The bowl 1ispro 
vided with a recess 3 at its upper edge, and 
this recess may be screw threaded if de sired, to receive a flange 4 on the upper edge 
of the tobacco receptacle 5. The receptacle 
5is provided with a series of perforations 6, 
and this receptacle is somewhat smaller in 

55 diameter than the bowlto provide a Smoke 

chamber7 which entirely surrounds the re 
ceptacle between the same and the inner wall 
of the bowl. The lower end of the re 
ceptacle 5 rests upon a boss 8, provided with 
a perforation 9 which communicates with 
anicotin receptacle and saliva cup 10, which 
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is provided with a hinged cover 11 having 
a Spring latch 12 adapted to be engaged by 
a Suitable Spring member 13 connected at 
the side of the cup 10. A smoke duct a ex 
tends through the stem 2 and communicates 
With the Smoke chamber7 in the bowl, while 
a Saliva ductor channel b extends through 
the stem 2 and is inclined and communicates 
with the cup 10. The mouth piece orbite 
14 is connected to the stem 2 and inter 
posed between the bite and the stemis a 
hollow Smoke chamber 15. 
The cover 16 for the bowlishinged at 17, 

and is provided with a suitable latch 18. 
The top of the cover is provided with vent 
openings. 19 and 20, andarotating shell 21 
is provided with a central knob or button 
22, by means of which the shell 21 may be 
rotated to expose the air vent more orless, 
orto cover the same, The shell 21 is pro 
vided with an opening 23 which may be 
brought into coincidence with the air vents 
19 and 20 when desired. 
From the foregoing it will be obvious that 

when the tobaccolis packed within the re 
ceptacle 5 and lighted, the Smoke is drawn 
through the ducta in a dry and cool condi 
tion, the saliva passing through the chan 
nel b to the saliva cup 10, while the nicotin 
may drop through the perforation 9 into 
said cup, thus insuring a dry, cool Smoke. 

14 represents a hanging flange of allumi 
num fastened in the receptacle or cup. 10, 
in front of saliva passageb. It closes when 
Smoke is drawn through passage a and pre 
vents nicotin or saliva coming back to the 
mouth. N 

Various changes may be made in the de 
tails of construction, and various materials 
may be used for forming the pipe bowl, 
stem, and tobacco receptacle, without de 
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parting from the spirit and Scope of the 
invention as defined in the claim. 
What is claimed is:– 
Atobacco pipe including a bowl and stem, 

the bottom of said bowl provided with a 
central opening, an annular saliva receptacle 
formed on and depending from the bottom 
of said bowl, a boss formed around and ex 110 
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tending upwardly from the opening on the 
interior of Said bowl, a tobacco receptacle 
provided with a central opening in the bot 
tom arranged in and fitted upon the boss 
thereby establishing communication between 
the tobacco receptacle and the saliva re 
ceptacle, said stem provided with a Smoke 
passage and a saliva passage, said Smoke 
passage located above the saliva passage and 
itsinner end communicating with the in 
terior of Said bowl and located above the 
bottom of Said tobacco receptacle, the inner 
end of said saliva passage located in the 

saliva receptacle below the bottom of the 
pipe bowl, a flap valve arranged over the 15 
inner end of Said saliva passage thereby pre 
venting the contents of the saliva receptacle 
being drawn into the mouth of the user, sub 
stantially as set forth. 

In testimonywhereof I affix my signature 20 
in presence of two Witnesses. 

OTTO VVESS. 
Witnesses: 

N. G. MoRGAN, 
VV. D. JACKSON. 


