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Our invention relates to a new and useful 
Christmas tree ornament, and more particularly 
to the lustrous; ball type, which is commonly used 
on Christmas trees to add color effect, due to 
*its shiny, highly reflecting, multicolored outer 
Surface. - 
Our invention further-relates to a novel method 

of manufacturing an ornament of the char 
acter stated, which in addition to producing a 
(very desirable product also reduces the costs 
of:manufacture and distribution. 

It has heretofore been the practice to make 
such Christmastreet ornamental balls out of very 
thin, fragile glass, Which is "silvered' and then 
Suitably colored to give it the proper luster, which 
balls, while being very effective as ornaments, 
are nevertheless very fragile and are subject 
to a great percentage of breakage in transit and 
in handling due to their extremely brittle char 
acter. 

It is the object of our invention to produce 
an unbreakable, light ball which will serve the 
same decorative purposes With equal efficiency 
and which not Cnly is not subject to the hazard 
of breakage but is also extremely inexpensive 
to manufacture. 
To the above ends, our invention consists in 

a novel Christmas tree lustrous ball type orna 
inent, which comprises an inner core of a flexible, 
form-retaining material preferably formed of two 
interlocking sections, an outer lustrous covering 
for said core in one or more colors, and a decora 
tive band encircling the decorated core and cover 
ing the junction of the sections thereof, with or 
without the addition of an ornamental config 
uration of tinsel or other ornamental material 
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framing, Surrounding, attached to, draped over, 
or forming a background for the ball proper. 
Our invention still further relates to a novel 

method of forming an ornamental ball of the 
character stated which consists in Striking up 
two semi-spherical sections of a flexible, form 
retaining material, permanently attaching an 
interconnecting band to one of said sections for 
joining said sections together, covering the Sphere 
thus formed with the desired lustrous sheet ma 
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terial of any suitable color effect, covering the 
junction of the two semi-spherical sections with 
an ornamental band, and finally applying to the 
ball thus formed the desired decorative environ 
ment by means of tinsel or other decorative 
strands suitably converged about said ball. 

In the accompanying dra Wing: 
Fig. 1 represents a side elevation of a ball em 

bodying our invention, certain parts of it being 

(CI. 41-10) 
broken away to show the...internal construction. 

Fig. 2 represents the method of making and as 
sembling the inner core, of the ball. 

Referring to the drawing, in which like refer 
tence characters indicate like parts, 1 and 2 desig- 60 
nate semi-spherical sections struck up or formed 
of a form-retaining flexible material, such as 
straw-board, or the like, saidsections being pref 
erably, formed by means of a die of the size and 
contour desired to produce ornamental objects 85 
of a spherical, spheroid, oval, etc., shape. In one 
of the sections is inserted a cotter-pin or other 
bent wire, or the like, to form an eyelet 3 as 
shown in Fig. 2. "4 designates a circular band 
formed of the same material as the sections 1 to 
and 2 and permanently Secured to one of the 
sections 1 and 2 with a part of the band 4 pro 
jecting beyond the straight edge 5 of the section 
to which it is attached. The part of the band 
4 which projects beyond the straight edge 5 of is 
the section 1 or 2 is adapted to slide into (or over) . 
the straight edge of the other semi-spherical 
Section, thus detachably to join the sections 1 
and 2 together in the form of a sphere, as shown 
in Fig. 1. After the Sections 1 and 2 have been 
aSSembled into the form of a sphere, as shown 
in Fig. 1, lustrous pieces of material 6 and 7 of 
any desired color combination are applied to 
the outer Surfaces of the sphere in any desired 
design and an ornamental decorative band 8 of 
any desired color or design is applied to the ball 
at the junction of the sections 1 and 2 to en 
circle the meeting edges of the Sections 1 and 2 
and to add to the decorative effect of the com 
pleted ball. The ball is now ready for hanging 
to a tWig of a Christmas tree, but, if desired, 
it is within the Scope of our invention to utilize 
lustrous tinsel 9 of any desired color or combi 
nation of colors, which strand of tinsel is made 
to encircle the ball and is attached to the upper 
eyelet 3 and to the botton hole 10 thereof and 
is then wound or twisted about itself to produce 
any desired Ornamental contour. If the tinsel 
strand 9 is used in connection with the ball, the 
entire device can be suspended from a twig of 00 
a Christmas tree by means of the wire 11 which 
is of the same color and texture as the orna 
mental Strand 9 and Which hence produces an 
invisible Suspension. 

It will thus be seen that by our novel method 105 
We have produced a novel Christmas tree orna 
ment which is highly lustrous, adequately to 
reflect and refract the light cast thereon in the 
Same manner and to the same extent as the con 
ventional highly polished, fragile, glass balls G 
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permanently Secured to one of Said sections and 
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2 
heretofore used, and which in addition to being 
unbreakable are less expensive to manufacture 
and ship. It Will also be seen that it is within 
the Scope of Our invention to use the ball alone 
Or in conjunction with the ornamental con 
figuration of the Strand 9 and that by utilizing 
lustrous metal foil for decorating the exterior 
of the sphere formed of the sections 1 and 2 we 
are enabled to apply a greater variety of con 
trasting and harmonizing colors than Would be 
possible in the case of conventional glass balls 
which are sprayed or otherwise painted. 
We are aWare that certain variations can be 

effected in the detail, construction and decora 
tion of the ornamental ball disclosed and We 
Wish the annexed drawing and the foregoing 
Specification to be taken as illustrative rather 
than delineative of the Scope of the invention. 
We claim: 
1. An ornamental ball for Christmas trees and 

the like, comprising an inner core composed of 
semi-spherical sections formed of flexible, form 

an interconnecting band 

adapted internally to engage the other of said 
sections to form a complete sphere, a lustrous 
covering for the external Surface of said sphere, 
and a decorative band encircling said sphere at 
the junction of Said semi-spherical sections. 

2. An ornamental ball for Christmas trees and 
the like, comprising an inner core composed of 
semi-spherical sections formed of flexible, form 
retaining material, an interconnecting band per 
manently secured to one of said sections and 
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adapted internally to engage the other of said 
Sections to form a complete sphere, a lustrous 
covering for the external Surface of Said Sphere, 
a decorative band encircling said sphere at the 
junction of said semi-spherical Sections, and a 
decorative tinsel strand disposed about said 
sphere in any desired design. 

3. The method of making an ornamental ball 
for Christmas trees and the like, which consists 
in forming two semi-spherical Sections of a 
a flexible, form-retaining material, joining said 
Semi-spherical Sections together by means of an 
interconnecting band permanently Secured to 
One of Said semi-Spherical Sections and detach 
ably engaging the other of said sections to form 
a spherical core, covering said core with the de 
sired lustrous material, and finally camouflag 
ing the junction of said Spherical sections with 
a decorative design. 

4. The method of making an ornamental ball 
for Christmas trees and the like, which consists 
in forming two semi-spherical sections of a flex 
ible, form-retaining material, joining said semi 
spherical sections together by means of an inter 
connecting band permanently secured to one of 
Said semi-spherical Sections and detachably en 
gaging the other of Said Sections to form a 
spherical core, covering said core with the de 
sired lustrous material, camouflaging the junc 
tion of said Spherical Sections. With a decorative 
design, and finally associating the finished ball 
With an extraneous decorative design. 

PHILIP KRANZ. 
ALBERT P. SCHMID. 
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