
W, GRANBERG, 
GUARD FOR SAWING MACH NES, 
APPLICATION FILED OCT, 5, 1921. 

Patented 0ct, 3, 1922. 1,430,983. 

ZZZZZZZZZZZZZZZZZ. 

Z 
TTORNEY. 

INVENTOR. 
W 4 

?. 
BY 

WITNESS: 

?C;-), 
A 

  



5 

10 

15 

20 

25 

30 

35 

40 

45 

50 

55 

Patented Cct. 3, 1922. 

UNITED STATES 
1430,983 

PATENT OFFICE. 
WILHELIVI GRAINBERG, OF CHICAGO, ILLINOIS. 

GUARD FOR SAWING MACHINES. 

Application filed October 5, 1921. Serial ??. 505,473. 

To all whom, it may concern: 
Be it known that II, WILHELM GRANBERG, 

a citizen of the United States, residing at 
Chicago, in the county of Cook and State 
of Illinois, have invented certain new and 
useful improvements in Guards for Saw 
ing Machines, of which the following is a 
specification. 
This invention relates to improvements 

in guards for sawing machines and it con 
templates the provision of automatic means 
arranged preferably beside the saw blade 
to prevent the board that is split in passing 
through the machine from being thrown 
upward or back toward the operator by the 
saw. A further object is to provide a de 
vice of this type that is simple in construc 
tion and cheap to manufacture. 
With the foregoing and other objects in 

view the invention consists in the combina 
tion and arrangement of parts to be here 
in after fully described, pointed out in the 
appointed claimns and illustrated in the ac 
companying diraWing which forms a part 
of this application and in which-- 

Fig. 1 is a view in side elevation of a 
saw guard embodying my present invention 
and illustrating its application. 

Fig. 2 is a fragmentary view of Fig. 1 
with the movable parts in an altered posi 
tion. 

Fig. 3 is a sectional end view through 
Fig. 1. 

Fig. 4 is a fragmentary plan view of the 
hood. 

Like reference characters denote corre 
sponding parts throughout the several 
WiiWS. 
The reference numeral 1 denotes the saw 

table provided with the rotary saw 2 which 
rotates in the direction denoted by the air 
row 3. A base plate 4 imbedded in a per 
forated portion of the saw table supports a 
standard 5 formed upon One edge With the 
rounded shoulder 6 adapted to receive tho 
stop lug 7 carried by the bridge bar 8 which 
bar is secured by the set Screw 9 to the 
standard 5, said bridge bar being formed 
along its upper edge with the lugs 10, 11. 
adapted for disposal in the elongated slots 
12, 13 of the shield 14, said bridge bar be 
ing provided also with a threaded stem 15 
adapted for disposal in the elongated slot 
16 of the shield to receive the wing nut 17. 
The shield 14 is formed with the notch 18 
in one end and with the side. shield 19. 

Pivotally supported upon the set screw 
9, aforesaid, is the pendant formed of the 
side bars 20 separated by the spacer plate 
21, said pendant being formed with the slot 
22 disposed at an angle to the pendant and 
receiving the axis 23 of the ratchet 24 
which is SO Suspended, normally, that it is 
disposed immediately above the saw table, 
the teeth of Said ratchet being so disposed 
that the board being split will, when it 
contacts with the ratchet, raise and pass 
beneath the same but will be prevented, by 
the ratchet, from movement in a reverse 
direction or in an upward direction. In 
Fig. 2 the split board has just encountered 
the ratchet after having left the saw and 
has raised the axis 23 in the slot 22 and 
moved the pendant in the direction of move 
ment of the split board which is away from 
the saw. When the board first encountered 
the ratchet the pendant was in the posi 
tion shown, full lines, in Fig. 1, substan 
tially vertical or at right angles to the up 
per surface of the table 1. As the board 
advanced it moved the ratchet, with the 
pivotally mounted pendant, into the posi 
tion shown in Fig. 2. Substantially this 
position must be maintained by the pendant 
as long as the board continues to move in 
the same direction, the ratchet merely be 
ing rotated by the movement of the board 
and Supported thereupon. Should move 
ment of the board in the reverse direction 
be started the ratchet will cease to rotate 
and its teeth will bite into the board and 
instantly arrest such movement. The pend 
ant is so hung that it will gravitate 
against the stop lug 7 when not in use 
and there remain in position for contact 
by the board under operation. Should it 
not be desired, for any reason, to use the 
pendant it may be raised into the posi 
tion shown dotted in Fig. 1 and disposed 
in the notch 18 of the shield. The shield 
and bridge bar are adjustable vertically 
through the medium of the set screw 9. 
What is claimed is:- 
1. In a guard for Sawing machines, a 

pendant arranged above the saw table ad 
jacent the saW blade, a ratchet carried by 
said pendant, and a shield arranged above 
the saw blade and in spaced relation to 
said pendant and notched terminally to 
receive and retain said pendant in One posi 
tion of the same. 

2. In a guard for sawing machines, a 

60 

65 

70 

75 

80 

85 

90 

95 

00 

05 

O 



O 

2 

standard arranged upon the sawing ma 
chine table, a stop lug associated With Said 
standard, a pendant so pivoted to Said stan 
dard as to normally gravitate into contact 
With said stop lug, a ratchet carried by 
said pendant, and normally disposed im 
mediately above the saw table adjacent the 
Saw blade, and a shield arranged above the 
saw blade and in spaced relation to said 
pendant and notched terminally to receive 
said pendant in One position of the same. 

3. In a guard for sawing machines, a 
standard arranged upon the sa Wino ma 8 5 

chine table, a bridge bar carried by said 
standard, a stop lug carried by said bridge 
bar for engagement With said standard, a 
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pendant pivotally carried by Said stand 
ard normally in contact with said stop 
lug, a ratchet carried by said pendant nor 
inally adjacent the saw blade, and a shield 
adjustably carried by said bridge bar and 
notched terminally to receive said pendent 
in One position of the same. 
In testin lony that I claim the foregoing 

as my o Win I have hereto affixed my signa 
ture in the presence of two subscribing 
witnesses. 

WILHELMI GRANBERG. 
Witnesses: 

Joz E. DURTNER, 
CARL L. OSGOOD. 
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