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To all, whon, it may concern. 
Be it known that I, ROBERT M.JOHNSON, a 

citizen of the United States, residing in the 
city and county of Philadelphia, State of 
Pennsylvania, have invented a new and use 
ful Improvement in Chain-Hooks, which im 
provement is fully set forth in the following 
specification and accompanying drawings. 
My invention consists of a chain-hook hav 

ing a device on one member thereof for clos 
ing the throat of the hook and locking a ring 
or link applied thereto, as hereinafter more 
fully set forth. 

Figure 1 represents a perspective view of 
a chain-hook embodying my invention and 
illustrating the position thereof when insert 
ing and removing a ring or link. Fig. 2 rep 
resents a similar view illustrating the ring or 
link inserted and locked in the hook. 

Similar letters of reference indicate. corre 
sponding parts in the two figures. 

Referring to the drawings, A designates a 
hookhaving at one end an attaching-eyeB, and 
at the other end a straight portion or member 
C, which leaves between the shank portion D 
and said straight portion C the throat E for 
the insertion of the chain link or ring F. On 
the portion C is mounted a sliding head or 
block G, of ball or other shape, the same clos 
ing the throat E when projected to the ex 
tremity of said portion C, the eye IB prevent 
ing displacement of said block, the latter 
abutting against said eye when the device is 
in operative position, as shown in Fig. 2. 
The hook may be employed with harness, 

elevating and log chains, &c. 
To connect the link with the hook, the block 

G is moved back to open the throat E, as in 
Fig. 1, when said ring or link H may be read 
ily passed through the throat E into the loop 
portion of the hook. The block G is now 
moved out toward the free end of the portion 
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C, thus closing the throat F and locking said 
ring or link H, as in Fig. 2. 

It is evident that the link may be removed 45 
when the parts are in the position shown in 
Fig.1. 

I am aware that it is not new to provide a 
hook with a straight limb, having a head mov 
able thereon adapted to retain a link on said 
hook; but I am not aware that the particular 
construction herein set forth is old, wherein 
a hook having an eye at one end, so as to be 
adapted to be pivotally connected with a suit 
able support, and having a straight portion, as 
D, connecting the eye and the curved portion 
of the said hook, and a straight outer end C, 
substantially parallel with the connecting por 
tion D, the said portion Chaving thereon a 
movable head, as G, which is of such diame 
ter as to permit, when the end of the portion 
C is adjacent to the curve, the link to be en 
gaged by the hook, the said head then being 
moved to the outer end of the portion D, 
where it is adapted to retain the link in 
place. - - 

Having thus described my invention, what I 
claim as new, and desire to Secure by Letters 
Patent, is 
A hook consisting of a straight portion D, 

with an eye B at one end and a curved por 
tion at the other end, a straight portion C at 
the outer end, substantially parallel with the 
straight portion D and a head movable on said 
straight portion D, said head abutting against 
said eye and being of such dialmeter as to 
close the space between the straight portions 
C and D, said parts being combined substan 
tially as described. 
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Witnesses: 
JOHN A. WIEDERSHEIM, 
A. P. JENNINGS, 

  


