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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to a floor structure
such as a floor plate bridge structure built on a river or a
land, a slab structure of respective hierarchies such as
a steel frame building and an iron reinforcement concrete
building, a roadbed structure formed on an upper surface
of an underground construction, a roadbed structure laid
on a ground surface, or the like.

Related Art

[0002] Patent Document 1 shows a bridge structure,
in which steel stocks each consisting of an upper flange,
a lower flange and a web are arranged in parallel, an iron
reinforcement is arranged and a concrete is placed be-
tween the adjacent steel stocks, i.e., in a space defined
by upper and lower flanges of the adjacent steel stocks
and the web, and the iron reinforcement concrete and
the web are tightly connected to each other by a PC steel
stock piercing the iron reinforcement concrete and the
web in the width direction of the bridge.
[0003] The above bridge structure is based on such a
designing idea that the bridge strength against an active
load such as vehicles is borne by an iron reinforcement
concrete placed between the adjacent steel stocks.
[0004] Moreover, the slab structure of the respective
hierarchies of the conventional steel frame building is
formed by supporting a floor plate by beam members,
and the slab structure of the respective hierarchies of the
iron reinforcement concrete building is normally formed
with a monolithically placed concrete. Likewise, the road-
bed structure temporarily laid on the upper surface of an
underground construction employs a method in which
iron plates are supported by beam members, and the
construction site where trucks and heavy machines fre-
quently come in and out, typically employs a method in
which iron plates are merely laid on a ground surface to
form a temporary roadbed.
[0005] It should be noted that the "Patent Document
1" mentioned above refers to Official Gazette of Japa-
nese Patent Application Laid-Open No. H08-253912

Problems to be Solved by the Invention

[0006] However, the bridge shown in the above-men-
tioned Patent Document 1 is a structure in which the in-
tegration is achieved by the steel stocks and the iron
reinforcement concrete placed at the site, and no con-
sideration is given at all to a unit structure in which the
steel stocks are dismantled one by one and re-used.
[0007] Therefore, the conventional technique is not
suited as a floor structure of a temporarily built bridge
and the like. At the time of rebuilding, a large scale dis-

mantling operation and a large amount of dismantling
expense are required. Moreover, a great deal of scrap is
produced thereby to impair the environment. In addition,
the form assembling process, the bar arranging process
and the concrete placing process are required, thus re-
sulting in increased construction cost.
[0008] On the other hand, in the above-mentioned
roadbed structure, many heavy iron plates are required
to be laid or recovered, a step and a gap are formed
between the adjacent iron plates, and overly walking
noises are generated. Thus, the conventional structure
is difficult to say as the original floor structure in view of
strength and appearance.
[0009] Moreover, in case a slab is formed by integral
placement of concrete in a concrete building, a compli-
cated form assembling process is required, and much
time and labor is required for installation and removal of
many jacks. When it is taken into consideration of an
additional need for concrete curing, etc., the period re-
quired for the total construction process is increased and
the total construction cost is increased, too.
[0010] Furthermore, it is customary in a steel frame
building that that load is supported by a joist which is
horizontally disposed between a floor plate and a beam
member. However, deflection and creaking are liable to
occur. Moreover, much time and labor is required for con-
structing a joist, a floor plate and a ceiling plate.
[0011] WO 01/31142 A1 describes a wooden floor
structure that includes spacer elements in contact with
the web of parallel bars.
[0012] US-A-2112949 shows a floor structure whereby
the spacers are formed by poured concrete, and thereby
all the features of the preamble of claim 1.

SUMMARY OF THE INVENTION

Object of the Invention

[0013] It is, therefore, an object of the present invention
to provide, a bridge floor structure in a floor plate bridge,
a floor structure in a steel frame building, a floor structure
and an iron reinforcement building, a floor structure on
an upper surface of an underground construction, and a
floor structure laid on a ground surface, which are capa-
ble of solving the above-mentioned problems.

Means for Solving the Problems

[0014] A floor structure according to the present inven-
tion is defined by claim 1.
[0015] The floor structure comprises a displacement
preventing spacer, the displacement preventing spacer
including a left fitting part fitted between the upper and
lower flanges of the adjacent left side steel stocks, a right
fitting part fitted between the upper and lower flanges of
the adjacent right side steel stocks, an upper interposing
part interposed between the upper flanges of the adja-
cent steel stocks, and a lower interposing part interposed
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between the adjacent lower flanges.
[0016] Left side upper and lower step parts formed at
an interlocking part between the upper and lower inter-
posing parts and the left fitting part are engaged with a
lower surface of the upper flange and an upper surface
of the lower flange of the left side steel stock, right side
upper and lower step parts formed at an interlocking part
between the upper and lower interposing parts and the
right fitting part being engaged with a lower surface of
the upper flange and an upper surface of the lower flange
of the right side steel stock. Furthermore the left and right
fitting parts are sufficiently spaced from the web to avoid
contact therewith..
[0017] As another example not forming part of the
invention, , in a floor structure using the H-shaped steel,
the floor structure further comprises a left displacement
preventing block fitted to a space defined between the
upper and lower flanges and the web of the adjacent left
side steel stocks, and a right displacement preventing
block fitted to a space defined between the upper and
lower flanges and the web of the adjacent right side steel
stocks, mutually opposing side surfaces of the left and
right displacement preventing blocks being press butted
between the adjacent steel stocks, the individual steel
stocks being inhibited from displacing downward due to
a surface pressure and a friction engagement between
the press butted surfaces.
[0018] Preferably, the left and right displacement pre-
venting blocks are formed of a wood, or lightweight cel-
lular concrete or rigid foamed resin.
[0019] The floor structure is effective as displacement
means against an active load in case a floor structure is
formed by arranging steel stocks in parallel. The dis-
placement spacer is preliminarily prepared, and the dis-
placement preventing spacer is fitted between the steel
stocks which are arranged in parallel. By doing so, the
individual steel stocks is effectively prevented from being
displaced downward against the active load.
[0020] Likewise, the preliminarily prepared left and
right displacement preventing blocks are fitted to each
steel stock, and two such blocks are merely press butted
with each other while arranging the steel stocks in par-
allel. By doing so, the vertical displacement effect can
properly be obtained against the active load.
[0021] In any of the above cases, the floor structure
can easily be assembled using steel stocks, and the cost
down can be achieved.
[0022] Moreover, in any of the above cases, the floor
structure can be made into a unit structure, and disman-
tling and re-use are possible.

BRIEF DESCRIPTION OF THE DRAWING

[0023]

FIG. 1 is a sectional view of a floor structure showing
a first embodiment using a displacement preventing
spacer, according to the invention.

FIG. 2 is a sectional view of a floor structure showing
a second embodiment using a displacement pre-
venting spacer, according to the invention.
FIG. 3 is a sectional view of a floor structure showing
an example using a displacement preventing spacer.
FIG. 4 is a sectional view of a floor structure showing
a further example using a displacement preventing
spacer.
FIG. 5 is a sectional view of a floor structure showing
a first example using a displacement preventing
block.
FIG. 6 is a sectional view of a floor structure showing
a second example using a displacement preventing
block.
FIG. 7 is a sectional view of a floor structure showing
a third example using a displacement preventing
block.
FIG. 8 is a sectional view exemplifying an attachment
structure for attaching the displacement preventing
block to the steel stock in the above-mentioned re-
spective embodiments.
FIG. 9(A) is a sectional view showing an example in
which a laminated wood is used as the displacement
preventing block.
FIG. 9(B) is a sectional view showing another exam-
ple in which a tube member is used as the displace-
ment preventing block.
FIG. 10(A) is a side view, in the axial direction of a
steel stock, of a floor structure using the above dis-
placement preventing spacer.
FIG. 10(B) is a side view, in the axial direction of a
steel stock, of a floor structure using the above dis-
placement preventing block.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0024] Embodiments of a floor structure according to
the present invention will be described hereinafter with
reference to FIGS. 1 and 2. Additional examples are re-
ferred to for more complete understanding of the back-
ground of the invention, but do not form part of the inven-
tion.
[0025] The floor structures shown in FIGS. 1 through
10 show a bridge floor structure in a floor plate bridge, a
floor structure in a steel frame building and an iron rein-
forcement concrete building, a floor structure of an upper
surface of an underground construction, and a floor struc-
ture laid on a ground surface, in which a plurality of steel
stocks 4 each having an upper flange 2 at the upper end
of a web 1 and a lower flange 3 at the lower end are
arranged in parallel, and a floor surface is formed on the
upper flange 2.
[0026] The steel stock 4 is obtained by welding the
upper flange 2, which bulges out symmetrically in the left
and right direction, to the upper end of the web 1 and
welding the lower flange 3, which bulges out symmetri-
cally in the left and right direction, to the lower end of the
web 1, so that the resultant steel stock 4 exhibits an H-
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shape. Preferably, a general purpose H-steel as speci-
fied in Japan Industrial Standards is employed as it is.
[0027] In case the floor structure is a floor plate bridge,
the opposite ends of the steel stock 4 (floor structure),
i.e., the opposite ends of the lower flanges 3 are support-
ed between piers 5 in a suspending manner. In this case,
the steel stock 4 constitutes a main girder.
[0028] In case of a building, the opposite ends of the
steel stock 4 (floor structure), i.e., the opposite ends of
the lower flange 3 are supported between vertical walls
in a suspending manner to thereby form a slab of respec-
tive hierarchies. In case a roadbed is formed on a ground
surface, the steel stock 4 (floor structure) is laid on a
ground surface through the lower flange 3. Also, the steel
stock (floor structure) is laid on a scaffolding constructed
in an underground space through the lower flange 3, and
the floor surface is formed on the upper flange 2 in each
exemplified case.
[0029] As a common structure shown in FIGS. 1
through 4, in the floor structure, a displacement spacer
6 is interposed between the upper flanges and/or the
lower flanges 3 of the adjacent steel stocks, a load re-
ceiving part 7 of the displacement preventing spacer 6
is brought into engagement with the adjacent upper flang-
es 2 and/or the adjacent lower flanges 3 to receive an
active load incurred to the individual steel stocks 4 so as
to inhibit the individual steel stocks 4 from displacing
downward. That is, the active load incurred to the indi-
vidual steel stocks 4 is incurred to the adjacent steel
stocks 4 through the displacement preventing spacer 6
such that the load is incurred to the entirety and dis-
persed.
[0030] According to the invention, as shown in FIGS.
1 and 2, the floor structure further comprises a displace-
ment preventing spacer 6 interposed between the upper
flanges 2 and the lower flanges 3 of the adjacent steel
stocks 4, the displacement preventing spacer 6 includes
a left fitting part 8 fitted between the upper and lower
flanges 2, 3 of the adjacent left side steel stocks 4, a right
fitting part 9 fitted between the upper and lower flanges
2, 3 of the adjacent right side steel stocks 4, an upper
interposing part 10 interposed between the upper flanges
2 of the adjacent steel stocks 4, and a lower interposing
part 11 interposed between the adjacent lower flanges 3.
[0031] A left side upper step part 12 formed at an in-
terlocking part between the upper interposing part 10 and
the left fitting part 8 is engaged with a lower surface of
the upper flange 2 of the left side steel stock 4 and a left
side lower step part 13 formed at an interlocking part
between the upper interposing part 10 and the left fitting
part 8 is engaged with an upper surface of the lower
flange 3 of the left side steel stock 4.
[0032] At the same time, a right side upper step part
14 formed at an interlocking part between the upper in-
terposing part 10 and the right fitting part 9 is engaged
with a lower surface of the upper flange 2 of the right side
steel stock 4 and a right side lower step part 15 formed
at an interlocking part between the upper interposing part

10 and the right fitting part 9 is engaged with an upper
surface of the lower flange 3 of the right side steel stock
4. Owing to those engagements, the individual steel
stocks 4 are inhibited from being displaced downward.
[0033] As a second embodiment, as shown in FIG. 2,
the displacement preventing spacer 6 is provided at an
upper end of the upper interposing part 10 with an upper
engagement part 18 which is engaged with upper sur-
faces of the upper flanges 2 of the adjacent steel stocks
4, and the displacement preventing spacer 6 is provided
at a lower end of the lower interposing part 11 with a
lower engagement part 19 which is engaged with lower
surfaces of the lower flanges 3 of the adjacent steel
stocks 4.
[0034] That is, the displacement preventing spacer 6
is provided at the left and right of the upper interposing
part 10 with upper engagement grooves 16. The upper
flanges 2 of the adjacent steel stocks 4 are brought into
engagement with the left and right upper engagement
grooves 16, thereby restraining the upper flanges 2.
Thus, the load receiving part 7 is formed by the pair of
upper step parts 12, 14 which define the left and right
upper engagement grooves 16.
[0035] Likewise, the displacement preventing spacer
6 is provided at the left and right of the lower interposing
part 11 with lower engagement grooves 17. The lower
flanges 3 of the adjacent steel stocks 4 are brought into
engagement with the left and right lower engagement
grooves 17, thereby restraining the lower flanges 3. Thus,
the load receiving part 7 is formed by the pair of upper
step parts 13, 15 which define the left and right lower
engagement grooves 17.
[0036] As an example, as shown in FIG. 3, the dis-
placement preventing spacer 6 is separated into an upper
displacement preventing spacer 6’ interposed between
the upper flanges 2 of the adjacent steel stocks 4, and a
lower displacement preventing spacer 6" interposed be-
tween the lower flanges 3 of the adjacent steel stocks 4
(namely, the spacer 6 is formed of separate members).
The load receiving parts 7 of the respective displacement
preventing spacers 6’, 6" are brought into engagement
with the adjacent upper flanges 2 and the adjacent lower
flanges 3 to receive the active load incurred to the indi-
vidual steel stocks 4, so that the individual steel stocks
4 are inhibited from displacing downward. That is, the
load incurred to the individual steel stocks 4 is incurred
to the adjacent steel stocks 4 through the displacement
spacers 6’, 6" and the load is dispersed to the entirety.
[0037] More specifically, as shown in FIG. 3, upper en-
gagement grooves 16 are formed at the left and right
parts of the upper interposing part 10 of the upper dis-
placement preventing spacer 6’, and the upper flanges
2 of the adjacent steel stocks 4 are brought into engage-
ment with the engagement grooves 16, respectively.
Thus, the load receiving part 7 is formed by the pair of
upper step parts 12, 14 which define the left and right
upper engagement grooves 16.
[0038] That is, the upper engagement parts 18 which
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define the upper engagement grooves 16 of the upper
displacement spacer 6’ are brought into engagement with
the upper surfaces of the upper flanges 2 of the adjacent
steel stocks 4, and the lower engagement parts 19 are
likewise brought into engagement with the lower surfaces
of the upper flanges 2 of the adjacent steel stocks 4,
respectively, and the load receiving part 7 against the
active load is formed by the step parts 12, 14 formed at
the interlocking part between the upper engagement part
18 forming the upper engagement groove 16 and the
upper interposing part 10, and the step parts 12, 14
formed at the interlocking part between the lower en-
gagement part 19 and the upper interposing part 10, so
that the individual steel stocks 4 are inhibited from dis-
placing downward.
[0039] Likewise, upper engagement grooves 17 are
formed at the left and right parts of the lower interposing
part 11 of the lower displacement preventing spacer 6",
and the lower flanges 3 of the adjacent steel stocks 4 are
brought into engagement with the engagement grooves
17, respectively. Thus, the load receiving part 7 is formed
by the pair of upper step parts 13, 15 which define the
left and right lower engagement grooves 17.
[0040] That is, the upper engagement parts 18 which
define the lower engagement grooves 17 of the lower
displacement spacer 6" are brought into engagement
with the upper surfaces of the lower flanges 3 of the ad-
jacent steel stocks 4, and the lower engagement parts
19 are likewise brought into engagement with the lower
surfaces of the lower flanges 3 of the adjacent steel
stocks 4, respectively, and the load receiving part 7
against the active load is formed by the step parts 13, 15
formed at the interlocking part between the upper en-
gagement part 18 forming the lower engagement groove
17 and the lower interposing part 11, and the step parts
13, 15 formed at the interlocking part between the lower
engagement part 19 and the lower interposing part 10,
so that the individual steel stocks 4 are inhibited from
displacing downward.
[0041] As a further example, as shown in FIG. 4, a
displacement preventing spacer 6 including an upper in-
terposing part 10 interposed between the upper flanges
2 of the adjacent steel stocks 4, and a lower interposing
part 11 interposed between the adjacent lower flanges 3
is interposed between the adjacent steel stocks 4, the
displacement preventing spacer 6 is provided at an upper
end thereof with an upper engagement part 18 which is
engaged with the upper surfaces of the upper flanges 2
of the adjacent steel stocks 4, and the displacement pre-
venting spacer 6 is provided at a lower end thereof with
a lower engagement part 19 which is engaged with the
lower surfaces of the lower flanges 3 of the adjacent steel
stocks. 4.
[0042] Thus, the load receiving part 7 is formed by the
step parts 12, 14 which are formed at the interlocking
part between the upper interposing part 10 and the upper
engagement part 18, and the load receiving part 7 is
formed by the step parts 13, 15 which are formed at the

interlocking part between the lower interposing part 11
and the lower engagement part 19.
[0043] Owing to the above arrangement, the active
load incurred to the individual steel stocks 4 is received
by the load receiving part 7, so that the individual steel
stocks 4 are inhibited from displacing downward. That is,
the active load incurred to the individual steel stocks 4 is
incurred to the adjacent steel stocks 4 through the spacer
6, and the load is incurred to the entirety and dispersed.
[0044] As other examples, as shown in FIGS. 5
through 8, in a floor structure using the H-shaped steel,
the floor structure further comprises a left displacement
preventing block 20 fitted to a space defined between
the upper and lower flanges 2, 3 and the web 1 of the
adjacent left side steel stocks 4, and a right displacement
preventing block 20 fitted to a space defined between
the upper and lower flanges 2, 3 and the web 1 of the
adjacent right side steel stocks 4. That is, each steel stock
4 includes left and right displacement preventing blocks
20.
[0045] While the steel stocks 4 are arranged in parallel,
mutually opposing side surfaces 21 of the left and right
displacement preventing blocks 20 are press butted be-
tween the adjacent steel stocks 4, and the individual steel
stocks 4 are inhibited from displacing downward due to
a surface pressure and a friction engagement between
the press butted surfaces 21.
[0046] Also, as shown in FIG. 7, in a floor structure
using the H-shaped steel, mutually opposing side sur-
faces 21 of the left and right displacement preventing
blocks 20 are press butted between the adjacent steel
stocks 4, and a mutually engaging concave part 22 and
convex part 23 or a step part are formed on the two press
butted surfaces 21, thereby inhibiting the individual steel
stocks 4 from being displaced downward.
[0047] The left and right displacement preventing
blocks 20 are restricted at their upper surface and lower
surface by a lower surface of the upper flange 2 and an
upper surface of the lower flange 3, respectively, and one
side surfaces (opposing side surfaces to the butting sur-
faces) of the left and right displacement preventing blocks
20 are restricted by the side surfaces of the web 1, and
in that condition, the left and right displacement prevent-
ing blocks 20 are fitted to the left and right sides of the
web 1.
[0048] In the example shown in FIG. 5, left and right
displacement preventing blocks 20 all having the same
size are employed. The blocks 20 are fitted to a left side
space defined by the upper and lower flanges 2, 3 and
the web 1 of each steel stock 4, and they are also each
fitted to a right side space defined by the right side upper
and lower flanges 2, 3 and the web 1 of each steel stock 4.
[0049] In the left and right displacement preventing
blocks 20, as shown in FIG. 8, a bolt 24 is allowed to
pierce into the left and right displacement preventing
blocks 20 and opposite ends of the bolt 24 are tightened
by nuts 26 in release holes 25 formed in opposing side
surfaces 21 of the left and right displacement preventing
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blocks 20, so that the steel stock 4 and the left and right
displacement preventing blocks 20 are integrated.
[0050] The steel stocks 4 including the left and right
displacement preventing blocks 20 are arranged in par-
allel, such that the displacement preventing blocks 20
are press butted with each other.
[0051] In FIG. 5, the displacement preventing blocks
20 having a same size are carried on the respective steel
stocks 4, and the displacement preventing blocks 20 are
allowed to project from the end part of the upper flange
2 or from the end parts of the upper flange 2 and the
lower flange 3 so as to be subjected to the butting en-
gagement.
[0052] On the other hand, in FIG. 6, a displacement
preventing block 20 allowed to protrude from one end
part of the upper flange 2 or one ends of the upper flange
2 and the lower flange 3 are fitted to and carried by the
space (first space) formed on the left side (or right side)
of each steel stock 4, and a protruded part of another
displacement preventing block 20, which is adjacent to
the above-mentioned block 20, is allowed to sink in the
space (second space) formed of the right side (left side)
of the steel stock 4 so as to be fitted to and carried by
the second space.
[0053] Thus, the protruded part of the displacement
preventing block 20 of one of the adjacent steel stocks
4 is fitted to the space of the sink displacement preventing
block 20 of the other of adjacent steel stocks 4, i.e., fitted
between the upper and lower flanges 2, 3, while the op-
posing side surfaces 21 of the two displacement prevent-
ing blocks 20 are butted with each other. This abutting
surface 21 may take the form of a displacement prevent-
ing surface under the effect of the press friction engage-
ment as shown in FIG. 5 or the form of a displacement
preventing surface under the effect of the concave- and-
convex engagement as shown in FIG. 7. Also in this dis-
placement preventing block 20, as shown in FIG. 8, the
block 20 is integrated with the steel stocks through the
bolt 24.
[0054] Preferably, the left and right displacement pre-
venting blocks 20 are formed of a wood, or lightweight
cellular concrete or rigid foamed resin, so that the blocks
20 can be reduced in weight.
[0055] In the alternative, as shown in FIG. 9(A), a
wood, for example, a spotless wood or a laminated wood,
for example, quadrate wood columns are laminated to
form a quadrate laminated wood member, and the wood
members thus obtained are used as the left and right
displacement preventing blocks 20.
[0056] In the alternative, the left and right displacement
preventing blocks 20, as shown in FIG. 9(B), is composed
of a metal made tube, for example, a steel tube, a syn-
thetic resin-made tube, or a concrete-made tube.
[0057] The displacement preventing spacer 6 inter-
posed between the flanges as shown in FIGS. 1 through
4, and the left and right displacement preventing blocks
20 as shown in FIGS. 5 through 9 are integrally tightened
with the respective steel stocks 4 through a tightening

wire rod 27.
[0058] That is, each displacement preventing spacer
6 and the web 1 are provided with a through-hole 28
which is communicated in the floor width direction (ar-
ranging direction of the steel stocks), and each of the left
and right displacement preventing blocks 20 and the web
1 are likewise provided with a through-hole which is com-
municated in the floor width direction (arranging direction
of the steel stocks). An elongate tightening wire rod 27
is allowed to thrust in the through-hole 28, and nuts 29
are threadingly engaged with the opposite ends of the
tightening wire rod 27 and tightened, so that the displace-
ment preventing spacer 6 or the left and right displace-
ment preventing blocks 20 and the entire steel stocks 4
are integrally tightened.
[0059] The tightening wire rod 27 may be a steel wire
or a spotless steel bar.
[0060] Thus, the displacement preventing spacer 6 is
press tightened between the upper flanges 2 and/or be-
tween the lower flanges 3 of every adjacent steel stocks
4 and intimately contacted with the end parts of the flang-
es 2, 3.
[0061] Likewise, the left and right displacement pre-
venting blocks 20 are press tightened with the left and
right side surfaces of the web 1 of every adjacent steel
stocks 4 and intimately contacted therewith. At the same
time, the opposing side surfaces 21 of the left and right
displacement preventing blocks 20 are press butted with
each other.
[0062] As shown in FIG. 10(A), the displacement pre-
venting spacers 6 are spacedly arranged in the axial di-
rection of the steel stock 4, or continuously arranged in
a mutually intimately contacted manner in the axial di-
rection of the steel stock 4.
[0063] Likewise, as shown in FIG. 10(B), the left and
right displacement preventing blocks 20 are spacedly ar-
ranged in the axial direction of the steel stock 4, or con-
tinuously arranged in a mutually intimately contacted
manner in the axial direction of the steel stock 4.
[0064] The upper flange 2 and the lower flange 3 of
the steel stock 4 used herein may be of a structure mu-
tually bulged out in equal width or a structure in which
the upper flange 2 is dimensioned short and the lower
flange 3 is dimensioned long in width.
[0065] In the above floor structure, the upper surface
of the upper flange 2 of the steel stock 4 is formed directly
into a floor surface, or a pavement 30 of concrete or as-
phalt or the like is applied to the upper surface of the
upper flange 2 and its upper surface is formed into a floor
surface. In the alternative, a floor assembly is constructed
on the upper flange 2 of the floor structure using a joist
and a floor plate, thereby a floor surface is formed on the
upper flange 2.

Effect of the Invention

[0066] The present invention is extremely effective as
displacement preventing means against an active load
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in which a floor structure is formed by arranging steel
stocks in parallel. That is, the steel stocks are arranged
in parallel, and the displacement preventing spacer is
fittingly interposed between the steel stocks. By doing
so, the individual steel stocks can effectively be prevent-
ed from displacing downward which would otherwise oc-
cur due to active load.
[0067] Likewise, the left and right displacement pre-
venting blocks are preliminarily fitted to each steel stock,
and such two steel blocks are arranged in parallel and
merely press butted with each other. By doing so, the
vertical displacement effect against the active load can
properly be obtained.
[0068] Also, in any of the above cases, a floor structure
can easily be assembled using steel stocks, and the cost
down can be achieved.
[0069] Moreover, in any of the above cases, the floor
structure can be formed into a unit structure, and disman-
tling and re-use are possible.

Claims

1. A floor structure comprising a plurality of steel stocks
(4) arranged in parallel, each steel stock including a
web (1), an upper flange (2) disposed at an upper
end of said web, and a lower flange (3) disposed at
a lower end of said web (1), a floor surface being
formed on said upper flange (2), characterized in
that
said floor structure further comprising a displace-
ment preventing spacer (6) interposed between said
upper flanges (2) and said lower flanges (3) of said
adjacent steel stocks, said displacement preventing
spacer (6) including a left fitting part (8) fitted be-
tween said upper and lower flanges of said adjacent
left side steel stocks, a right fitting part (9) fitted be-
tween said upper and lower flanges of said adjacent
right side steel stocks, an upper interposing part (10)
interposed between said upper flanges (2) of said
adjacent steel stocks, and a lower interposing part
(11) interposed between said adjacent lower flanges
(3), left side upper (12) and lower step (13) parts
formed at an interlocking part between said upper
(10) and lower (11) interposing parts and said left
fitting part (8) being engaged respectively with a low-
er surface of said upper flange (2) and an upper sur-
face of said lower flange (3) of said left side steel
stock, right side upper (14) and lower (15) step parts
formed at an interlocking part between said upper
(10) and lower (11) interposing parts and said right
fitting part (9) being engaged respectively with a low-
er surface of said upper flange (2) and an upper sur-
face of said lower flange (3) of said right side steel
stock, and wherein the left fitting part (8) extends
between the upper step part (12) and the lower step
part (13); the right fitting part (9) extends between
the upper step part (14) and lower step part (15); the

left and right fitting parts (8,9) being spaced from the
webs (1) and owing to those engagements, said in-
dividual steel stocks (4) are inhibited from being dis-
placed downward.

Patentansprüche

1. Bodenstruktur, umfassend eine Vielzahl von Stahl-
rohlingen (4), die parallel angeordnet sind, jeder
Stahlrohling enthaltend einen Steg (1), einen oberen
Flansch (2), der an einem oberen Ende des Stegs
angeordnet ist, und einen unteren Flansch (3), der
an einem unteren Ende des Stegs (1) angeordnet
ist, wobei eine Bodenoberfläche auf dem oberen
Flansch (2) gebildet wird, dadurch gekennzeich-
net, dass
die Bodenstruktur weiterhin einen Verschiebung ver-
hindernden Abstandshalter (6) umfasst, der zwi-
schen den oberen Flanschen (2) und den unteren
Flanschen (3) der angrenzenden Stahlrohlinge ein-
gefügt ist, der Verschiebung verhindernde Ab-
standshalter (6) enthaltend ein linkes Passteil (8),
das zwischen den oberen und unteren Flanschen
der angrenzenden linksseitigen Stahlrohlinge einge-
passt ist, ein rechtes Passteil (9), das zwischen den
oberen und unteren Flanschen der angrenzenden
rechtsseitigen Stahlrohlinge eingepasst ist, ein obe-
res Zwischenstück (10), das zwischen den oberen
Flanschen (2) der angrenzenden Stahlrohlinge ein-
gefügt ist, und ein unteres Zwischenstück (11), das
zwischen den angrenzenden unteren Flanschen (3)
eingefügt ist, linksseitige obere (12) und untere (13)
Stufenteile, die an einem Verblockungsteil zwischen
den oberen (10) und unteren (11) Zwischenstücken
gebildet sind und wobei das linke Passteil (8) mit
einer unteren Oberfläche des oberen Flansches (2)
bzw. einer oberen Oberfläche des unteren Flan-
sches (3) des linksseitigen Stahlrohlings in Eingriff
ist, rechtsseitige obere (14) und untere (15) Stufen-
teile, die an einem Verblockungsteil zwischen den
oberen (10) und unteren (11) Zwischenstücken ge-
bildet sind und wobei das rechte Passteil (9) mit einer
unteren Oberfläche des oberen Flansches (2) bzw.
einer oberen Oberfläche des unteren Flansches (3)
des rechtsseitigen Stahlrohlings in Eingriff ist, und
wobei das linke Passteil (8) sich zwischen dem obe-
ren Stufenteil (12) und dem unteren Stufenteil (13)
erstreckt; das rechte Passteil (9) sich zwischen dem
oberen Stufenteil (14) und dem unteren Stufenteil
(15) erstreckt; die linken und rechten Passteile (8,
9) von den Stegen (1) entfernt angeordnet sind und
die individuellen Stahlrohlinge (4) aufgrund dieser
Eingriffe daran gehindert werden, nach unten ver-
schoben zu werden.
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Revendications

1. Structure de sol comprenant une pluralité de lopins
d’acier (4) disposés en parallèle, chaque lopin
d’acier comprenant une âme (1), une bride supérieu-
re (2) disposée à une extrémité supérieure de ladite
âme, et une bride inférieure (3) disposée à une ex-
trémité inférieure de ladite âme (1), une surface de
sol étant formée sur ladite bride supérieure (2), ca-
ractérisée en ce que
ladite structure de sol comprend en outre une pièce
d’écartement empêchant tout déplacement (6) inter-
posée entre lesdites brides supérieures (2) et lesdi-
tes brides inférieures (3) desdits lopins d’acier adja-
cents, ladite pièce d’écartement empêchant tout dé-
placement (6) comprenant une partie de montage
gauche (8) montée entre lesdites brides supérieures
et inférieures desdits lopins d’acier adjacents sur le
côté gauche, une partie de montage droite (9) mon-
tée entre lesdites brides supérieures et inférieures
desdits lopins d’acier adjacents sur le côté droit, une
partie d’interposition supérieure (10) interposée en-
tre lesdites brides supérieures (2) desdits lopins
d’acier adjacents, et une partie d’interposition infé-
rieure (11) interposée entre lesdites brides inférieu-
res adjacentes (3), des parties à gradin supérieures
(12) et inférieures (13) sur le côté gauche formées
au niveau d’une partie d’enclenchement entre lesdi-
tes parties d’interposition supérieures (10) et infé-
rieures (11) et ladite partie de montage gauche (8)
étant engagée respectivement avec une surface in-
férieure de ladite bride supérieure (2) et avec une
surface supérieure de ladite bride inférieure (3) dudit
lopin d’acier sur le côté gauche, des parties à gradin
supérieures (14) et inférieures (15) sur le côté droit
formées au niveau d’une partie d’enclenchement en-
tre lesdites parties d’interposition supérieures (10)
et inférieures (11) et ladite partie de montage droite
(9) étant engagée respectivement avec une surface
inférieure de ladite bride supérieure (2) et avec une
surface supérieure de ladite bride inférieure (3) dudit
lopin d’acier sur le côté droit, et dans laquelle la partie
de montage gauche (8) s’étend entre la partie à gra-
din supérieure (12) et la partie à gradin inférieure
(13) ; la partie de montage droite (9) s’étend entre
la partie à gradin supérieure (14) et la partie à gradin
inférieure (15) ; les parties de montage gauche et
droite (8, 9) étant écartées des âmes (1) et, grâce à
ces engagements, lesdits lopins d’acier individuels
(4) sont empêchés d’être déplacés vers le bas.
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