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Patented Jan. 6, 1953 2,624,399 

UNITED STATES PATENT OFFICE 
2,624,399 

PROGRAMCRCUT FOR AUTOMATIC 
FURNACES 

E. Craig Thornson, Boston, and Herbert James 
Webb, Sharon, Mass., assignors to Combustion 
Control Corporation, Cambridge, Mass., a corn 
poration of Massachusetts 

Application November 29, 1947, Serial No. 788,836 
(C. 58-28) 2 Claims. 

This invention relates generally to electrically 
controlled fuel burners and particularly to con 
trols suitable for industrial furnaces of the type 
known as 'full automatic' in which the lighting 
of the burner at the beginning of each heating 
period is entirely controlled by an automatic 
timing device. 

Industrial furnaces of the full automatic type, 
burning oil, pulverized fuel or gas, may employ 
either spark electrodes or a pilot burner to ignite 
the main burner. The pilot, if used, is ordinarily 
ignited by spark electrodes. The heating period 
is initiated by the closing of contacts in a ther 
mostat, pressure switch or similar common type 
of control. In order to put the burner into oper 
ation at the beginning of each heating period, 
the ignition and fuel Supply systems must be 
turned on in the proper sequence. This is fre 
quently accomplished by a program relay, or 
automatic tinner which closes and opens contacts 
in the various control circuits at predetermined 
intervals. The entire starting operation is known 
as the "starting cycle.” On a typical burner, the 
burner motor and ignition are turned on together. 
If a pilot is used, the pilot Valve is opened at the 
same time. After a certain interval during which 
the ignition or pilot flame becomes established, 
the main fuel Valve is opened. After another 
interval, during which the rain flame becomes 
established, the ignition is turned off leaving the 
burner in normal running condition. When the 
Space Or Wessel to be heated reaches the desired 
temperature, the contacts of the thermostat open, 
shutting down the burner. When the thermostat 
contacts again close, the starting cycle is repeat 
ed. Because of the explosion hazard associated 
With large capacity industrial burners, a flame 
failure device is usually provided to shut down 
the burner in case of failure of the main flame 
Or pilot or both, in order to prevent accumulation 
of unburned fuel in the combustion chamber, 
Since flaine failure is usually an indication of 
faulty operation, it is essential that a burner 
shut-down from this cause, as distinguished 
from the normal shut-down at the end of heating 
period, result in Some control or alarm action 
Which requires attention of an operator before 
the burner can again be operated For this pur 
pose a lockout device is ordinarily provided such 
as Switch or push button in the vicinity of the 
burner which must be manually reset whenever 
it has opened. 
The Sequences and the delay periods between 

Starting operations best Suited for safe and effi 
cient operation of different types of burners may 
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vary Widely; for example, on an oil fired furnace 
With a gas pilot, it is desirable that the flame 
failure device be put into control of the system 
immediately upon opening of the main fuel valve, 
Whereas, on an oil furnace ignited by spark elec 
trodes, it is necessary to maintain the flame 
failure device ineffective to shut down the burner 
for SOme period after opening of the fuel valve 
to allow Sufficient time for the fiane to ignite. 
The general object of this inventoin is to pro 

vide a control System of this type which is adapt 
able for use on a Wide variety of automatic 
burners, Which automatically performs the con 
trol functions necessary for starting the burner . 
Whenever the thermostat or other initiating con 
trol is closed, but which requires a manual reset 
for starting after a flame failure. 
A further object is the provision of a number 

of inherent safety features in case of component 
failure in the control system without material 
increase in cost and complication. 
These and other objects, advantages and novel 

features of the invention will be more fully ap 
parent from the following description. The de 
Scription refers to drawings in which: 

Fig. 1 is a schematic illustration of the circuit 
in which the burner and timing switch are sym 
bolically shown; 

Fig. 2 is a simplified adaptation of Fig. 1, suit 
able in certain types of installation; 

Fig. 3 is a Second modification of the circuit 
shown in Fig. 1; 

Fig. 4 is a circular time chart showing the 
Sequence and relative duration of the various por 
tions of the program operating cycle of this in 
vention; and 

Fig. 5 is a diagram of the programming of this 
invention during a proper burner operating cycle. 
The control System comprises generally a 

timing Switch in the form of a synchronous motor 
Which drives a number of adjustable cams de 
Signed to Open and close contacts in predeter 
mined Sequences, a flame failure detection device 
adapted to shut off the burner in case of flame 
failure during operation or failure to ignite during 
the starting cycle; a device such as a thermostat 
for initiating heating periods, and several mag 
netic relays for controlling the customary fuel 
valves and operating circuits of the burner. The 
timing SWitch used by way of illustration is more 
fully described in the co-pending application of 
Burton E. Shaw and Philip Giuffrida, Serial No. 
262 filed January 2, 1948, and assigned to the 
assignee of this application. 

Referring to Fig. 1, which illustrates a typical 
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full automatic control system employing the cir 
cuit of this invention, power for the entire elec 
trical System is Supplied from terminals 3 and 
4. The current supply is ordinarily alternating, 
but the programming circuit here disclosed may 
be used With direct current. On furnace 5 is 
mounted main burner 58, which has an elec 
trically driven motor 3 and is supplied with fuel 
through pipe A controlled by solenoid Valve 6. 
A pilot burner 59, which is supplied with fuel 
through pipe 5 controlled by pilot , is also 
mounted in the furnace. The pilot is ignited in 
a Well-koWn manner by Spark electrodes 6 ex 
cited by ignition transformer 6, the primary of 
which is connected in parallel with the pilot valve. 
The furnace is provided with a flame failure 
Safeguard which is energized by secondary 7 and 
consists generally of a flame electrode it adapted 
to monitor the pilot flame, a photocell 9 which 
responds to light from the main flame, and an 
electronic amplifier 8, the output circuit of which 
maintains relay 20 energized as long as the pres 
ence of flame is detected by either the flame elec 
trode or the photocell. The cam switch is here 
Symbolically indicated as a plurality of cams 48 
driven on a common shaft (not shown) by motor 
45. Contact leaves 47 ride on the cams and en 
gage contacts 48, 4.9, 50, 5, 52, and 53 in certain 
predetermined Sequences as Will be later described 
herein. A power relay 24 controls contact 26 
which closes the circuit to burner motor 3 and, 
through contacts 52 and 53, to main valve 8 and 
pilot valve 7 respectively. A thermostat 44 is 
located in the room or building to be heated. 
Any other common type of control for initiating 
and terminating heating periods, for example, 
an aqua Stat, or pressure SWitch, may be used in 
place of, or in addition to, a, thermostat. The 
thermostat shown here is of the three-wire type 
having contacts 4, 42 and A3. When the tem 
perature of the room falls, contact 43 is con 
nected to contact 4 first, and contact 42 to con 
tact 4 a short time thereafter. When the tem 
perature rises, contact 42 opens before 43. The 
burner System is further controlled by an auxil 
iary relay 3 which has a normally closed contact 

. 33 and two normally open contacts 32 and 34. In 
this circuit a latching relay 27 is also provided. 
This relay Operates latching arm. 28. The reset 
button 29 is normally held by arm 28 against 
contacts 30 and is urged by a spring (not shown) 
away from the contacts so that when relay 27 
becomes energized drawing back arm 28, the but 
tOn OpenS and remains in the open position until 
manually reset. 
The device of Fig. 1 operates as follows: 
When the Space Where the thermostatis located 

cools to a certain temperature level, contact 43 
of the thermostat engages contact 4. Since con 
tact 43 leads only to normally open contact 34 
of relay 3, no circuit is established. The room. 
cools further and finally contact 42 also engages 
4, completing the circuit from the ground side 
of secondary 6 through contacts 30, contacts 4 
and 42, normally closed contact 33 to timer motor 
45. The timer motor starts to rotate. At the 
beginning of the cycle, line 66 (Figs. 4 and 5), 
all the cam operated contacts are open, except 
contact 52. When the cams reach line 67 (Figs. 
4. and 5), Contact 52 opens and contact 5 closes. 
When the cams reach line 68 (Figs. 4 and 5), 
contacts 50 and 53 close. The closing of contact 
53 establishes a circuit for the pilot valve up 
to contact 26. As the timer motor continues to 
rotate contact 48 is closed at line 69 (Figs. 4 and 
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5), and then contact 49, at line 70 (Figs. 4 and 
5). The closing of contact 49 establishes the 
energizing circuit for relay 3 from the ground 
Side of Secondary 6 through thermostat contacts 

and 42, contact 49, terminal 55, relay 3 to 
Wire 36. Relay 3 then closes contacts 32 and 34. 
The closing of contact 32 establishes a holding 
circuit for relay 3 by shunting the timer contact 
49. The closing of contact 49 also energizes relay 
24 by completing the circuit from the ground 
Side of Secondary 6 through contacts 4, 42, 43, 
5, 50 and 22. Relay 24 closes contacts 25 and 
26, establishing through 25 a holding circuit for 
the relay and through 26 a circuit to the burner 
motor f3, pilot valve fl, and ignition primary 63. 
Since contact 53 has been previously closed, the 
the pilot valve opens, the ignition electrodes are 
energized, and the burner motor starts to run. 
Shortly thereafter, at line f (Figs. 4 and 5), 
contact 49 opens, but this contact has been 
Shunted by the ciOSling of contact 32. Under 
normal conditions, the pilot ignites almost in 
inediately, and, alter a Short interval, fiane rod 
f6 operates through amplifier 8 to energize relay 
26, opening contact 22 and closing contact 2 i. 
The circuit of relay 24 is held through contact 
25. The closing of contact 2 establishes a shunt 
aCrOSS tilner contacts 50 and 5. When the cam 
reaches line i2 (h"gs. 4 and 5), contact 5i opens 
and, at the same time, contact 52 closes. The ter 
Inlinals 94 and 55 may be disconnected as Snown 
or may be bridged by a jumper. If they are not 
connected, the opening of contact 5 leaves the 
circuit of relay 25 held only through contact 2?. 
At thistline if the pilot is properly ignited, relay 
2) is maintained energized by amplifier 8 in re 
Sponse to the detection of flame by the flame rod. 
The closing of contact 52 energizes the main fuel 
Valve 6 and fuel is admitted to the main burner. 
After further rotation of the timer motor, to line 
3 (FigS. 4 and 5), contact 5u opens. If terminals 
54 and 55 are not connected, the opening of con 
tact 51 has no effect, but if contact 51 is shunted 
by a jumper across the terminals, the circuit of 
relay 24 is held through 25, 50, 54 and 55 until 
50 opens, providing a delay, which permits the 
main 11ame to become established before the flame 
failure control is put in control of the burner. 
At line 4 (Figs. 4 and 5), contact 53 opens, shut 
ting off the ignition and plot. Under normal 
conditions the main flame has become established 
and photocell 9 has begun to furnish the proper 
control Signal to amplifier 8 to maintain relay 20 
energized. The burner is then in normal operat 
ing condition. With main relay 24 held through 
contact 2? of the flame failure relay 20. At the 
end of a full revolution of the timer motor, line 
66 (Figs. 4 and 5), contact 48 opens, breaking 
the circuit to motor 45. The timer contacts are 
noW in their original starting positions. When 
the room heats Sulliciently, the thermostat con 
tacts open de-energizing relays 3 and 24, and 
shutting down the burner. Upon cessation of the 
flame, relay 26 becomes de-energized and the en 
tire System is in condition for recycling when the 
thermostat contacts close again. 
In the Starting cycle described above, the period 

between the starting of the timer motor and the 
energizing of the ignition and pilot, upon closing 
of contact 49, that is, the period during which 
the cams rotate from line 66 to line 70, is gen 
erally designated the "scavenging period.” The 
interval between the start of ignition and the 
Opening of the main valve, that is, the time for 
rotation from line 68 to line 72, is the fuel valve 
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delay,' between the opening of the main valve 
and the opening of contact 50, that is, the time 
for rotation from line 72 to line 13, the "priming' 
period, and between the opening of the main 
valve and the shutting off of the pilot, that is, 
the time for rotation from line 72 to line 14, the 
"post-ignition' period. 
During the entire programming cycle, the Op 

erating currents for the various circuit compo 
nents are supplied through closed contact 30. 
This requires that latching relay 21 remain de 
energized throughout this cycle, otherwise relay 
27 will open contact 30 causing all components 
to become deemergized. In the programming in 
terval from 66 to 68, no contact combination is 
created which can operate relay 27. In the in 
terval from 68 to the energization of relay 20, 
usually between TO and 7t, relay 27 is shunted 
by serially-connected contacts 50, 5 ( and 22. 
Thereafter, in response to the energization of 
relay 20, serially-connected contacts 2 f and 25 
of relays 20 and 24, respectively, shunt relay 27 
so that as long as the furnace is ignited and op 
erating normally the latching relay remains de 
energized and contacts 30 are closed. 

If the main fame becomes extinguished after 
it has once been ignited, relay 20 drops out, open 
ing contact 2. Relay 27 is no longer shunted 
and becomes energized, pulling in latching arm 
28. Switch 30 opens, breaking the circuit to con. : 
tact 4 of the thermostat. The circuits to re 
lays 24 and 3 ? and to the timer motor are broken 
and the burner cannot be started until button 29 
is manually reset. 

If the pilot fails to ignite, or is extinguished 
during the ignition period, relay 20 will remain 
de-energized and it is apparent that relay 27 
will become energized upon the opening of the 
shunting contacts 50 and 5d. 

If terminals 54 and 55 are not connected by a 
jumper the opening of contact 5, which opens 
at the same time that contact 52 closes, will open 
the shunting circuit across relay 27 and the relay 
will operate to open push button 29 and produce 
the lockout condition described above With refer 
ence to flame failure during operation. If termi 
nals 54 and 55 are bridged by a jumper, the shunt 
across relay 27 is not broken until contact 50 
opens at, the end of the priming period. The 
device is, therefore, adaptable to operate at Zero 
priming period or with a certain delay. The 
priming period is that interval during which the 
main fuel valve is held open without requiring 
the presence of flame. It starts when the closure 
of contact 52 opens the main fuel valve. Con 
tact 5 opens simultaneously with the closure of 
52 (12, Figs. 4. and 5), so that if the pilot fame 
has not been previously detected and relay 20 
operated, lock-out will occur immediately. With 
this contact operation, there is no time during 
which the main fuel valve can be opened with 
out the prior presence of flame and the priming 
period is therefore zero. If there is a jumper 
between 54 and 55, the opening of 5 has no 
effect, S0, that even if no flame is detected, lock 
out cannot occur until 50 openS, which occurrence 
is some time after the opening of the main fuel 
valve, and thus a finite priming period is pro 
Vided. 

Similarly, if the pilot is ignited but the main 
burner fails to ignite before the end of the 
post-ignition period relay 20 will be de-energized 
when the pilot is turned off and relay 27 will 
become energized producing a lockout through 
Switch 30. It is evident, therefore, that any type 75. 

O 

5 

20 

3 5 

40 

55. o relay 3 remains energized and the opening of 

60 

65 

of flame failure or failure to ignite will result. 
in the opening of push button 29 and operation 
of the burner will be prevented until the button 
is manually reset. 

Provision is made in this circuit for preventing 
unsafe operation of the burner upon Occurrence 
of most of the common type of component fail 
ures, in particular, electrical or mechanical fail 
ure of the relays. For example, a short or open 
circuit in the coil of relay 27 or a mechanical fail 
ure which prevents lockout does not impair the 
detecting function of the unit, but results in re 
lay 3 remaining energized when relays 20 and 24 
drop out upon flame failure. Contact 33 is then 
open, preventing the starting of timer motor 45, 
so that the burner cannot be started. A similar 
failure in relay 3 leaves contact 32 open so that 
relay 24 drops out, Shutting down the burner 
When contact 49 opens. A short circuit across the 
coil of relay 24, while preventing operation of 
the burner, also results in a short circuit across 
secondary 6 when contact 49 closes. Since no 
power is then supplied to motor 45, the motor 
Stops. 

If fame relay 29 fails to close because of elec 
trical or mechanical failure, contact 2, which 
normally shunts relay 27, is open and lockout 
occurs when contact 50 opens, breaking the alter 
nate shunt circuit provided by 50, 5, 22, and 25. 
If flame relay 20 is in the closed position at the 
beginning of a heating period, contact 22 is open, 
the energizing circuit to relay 24 is broken, and 
contact 25 remains open, breaking both shunt 
circuits across relay 27. 
Under the latter condition lockout occurs as 

Soon as contact 49 closes. While contact 49 re 
mains closed, it is apparent that resetting of but 
ton 29 will result in re-energizing relay 27, so 
that the device repeatedly locks out, and timer 
motor 45 cannot be maintained energized except 
by holding in the button. This reaction is an 
aid to anyone servicing the equipment, as it in 
dicates sticking of relay 20 rather than flame 
failure. In some installations, however, it may 
be preferable to permit motor 45 to run to the 
end of its cycle when relay 29 is stuck, even 
though the burner is not started because the 
energizing circuit to relay 24 is broken, as pre 
viously explained. For this type of operation, 
relay 27 may be connected to wire 23 and Wire 
65 omitted, as shown in Fig. 3, other connections 
remaining as Fig. 1. Relay 27 is then shunted 
by contact 21, when relay 20 is stuck in the 
closed position, and a mechanical lockout will 
not occur. At the end of the cycle, however, 
contact 33 prevents recycling. Faulty operation 
of relay 20 may thus be distinguished from an 
Ordinary flame failure, which would result in 
mechanical lockout and de-energizing of relay 
3. For observation during servicing, the timer 
motor may be recycled by manually releasing 
latch 28 to de-energize relay 3, and then re 
Setting. This checking operation may be safe 
ly performed when relay 20 is stuck, as relay 24 
cannot become energized. 

Figure 2 shows an adaptation of the circuit 
Omitting latching relay 27. A manually operated 
push button 56 is inserted between secondary 
6 and wire 36, and the push button 29 is omitted 
Other connections not shown in this figure are 
the Same as in Fig. 1, or Fig. 3. Such a circuit, 
provides Satisfactory lockout in certain instal 
lations where the thermostat is relatively in 
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accessible or where some other type of initiating 
control is used, for example, a pressure SWitch. 
In circuit of Fig. 2, a flame failure resultS in 

the opening of contact 2 by relay 29. Relay 
24 becomes de-energized but relay 38 remains 
energized holding open contact 33. The burner, 
therefore, is shut down and starting of the timer 
motor is prevented by opening of contact 33. 
Push button 56 is provided to de-energize relay 
3 and put the apparatus again into starting con 
dition. It is evident that the apparatus of Fig. 2 
could be put in starting condition by temporarily 
opening thermostat contacts 4 and 32, thereby 
de-energizing relay 3, and for this reason, the 
device of Fig. 1 is preferable if the thermostat is 
in a location where it might be Subject to tamper 
ing. In pressure-switch controlled installations, 
the circuit of Fig. 2 is entirely Satisfactory and 
has the advantage of onnitting one relay With a 
resulting reduction in expense and Complication 
of the circuit. 
The circuit of Fig. 2 has a further advantage 

in that the reset button Inay be located at Some 
distance from the remainder of the apparatus 
allowing for mounting in Some position in the 
boiler room more convenient than that occupied 
by the control. 
Since certain changes may be made in the 

above-described system and different embodi 
ments of the invention could be inade without 
departing from the scope thereof as defined by 
the appended claims, it is intended that all mat 
ter contained in the above description or shown 
in the accompanying drawings Shall be inter 
preted as illustrative only and not in a limiting 
SeS6. 
What is claimed is: 
1. In programming apparatus for a furnace 

including main and pilot burners whose fuel 
flow is controlled by main and pilot fuel valves, 
means for igniting Said pilot burner, a main 
burner blower motor, and a flame failure Safe 
guard device; the improvement which comprises 
a cam assembly and at least Six SWitches actuated 
thereby; a timer motor for rotating Said cana 
assembly whereby said Switches are sequentially 
closed; a thermostat switch; an auxiliary relay; 
a master power relay; a latching relay; an out 
put relay actuated by said flame failure device 
in response to the detection of flame by Said de 
vice; means including normally closed contacts 
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of said latching relay, said thermostat Switch, 
and normally closed contacts of Said auxiliary 
relay for initially energizing Said timer motor in 
response to a heat demand; means for initially 
preventing the operation of Said latching relay 
after said timer motor has been energized; means 
including said normally closed contacts of Said 
latching relay, said thernostat SWitch, and Said 
first cam-actuated SWitch for Subsequently en 
ergizing said timer motor; means including said 
normally closed contacts of Said latching relay, 
said thermost at Switch, and the Second of Said 
cam-actuated SWitches for Subsequently energiz 
ing Said auxiliary relay; in eans including nor 
mally open contacts of Said auxiliary relay for 
shunting Said second cam-actuated switch where 
by Said aluxiliary relay is operated independently 
of Said second cam-actuated Switch; means in 
cluding Said normally closed contacts of said 
latching relay, Said thermoStat. Switch, said sec 
Ond, third and fourth cam-actuated Switches, and 
normally closed ContactS of Said output relay for 
Operating Said power relay at the same time said 
auxiliary relay is operated; means including nor 
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8. 
mally open contacts of said power relay for 
shunting said normally closed contacts of said 
output relay whereby said power relay is op 
erated independently of said output relay; means 
including Second normally open contacts of said 
master power relay and Said sixth cam-actuated 
Switch for Operating said means for igniting said 
pilot burner and for opening said pilot fuel valve 
at the Same time Said master power relay is 
energized; means including said second normal 
ly open contacts of Said master power relay for 
operating Said main burner blower motor at 
the Same time said pilot burner fuel valve is 
Opened; means including normally open con 
tacts of Said output relay for shunting said 
third and fourth cam-actuated switches in re 
Sponse to the detection of said pilot flame by said 
flane failure Safeguard device whereby an alter 
nate energizing path for said master power relay 
is created dependent upon the operation of said 
Output relay; Said can assembly including means 
for opening Said fourth cam-actuated switch 
Whereby continued energization of said power 
relay is dependent upon the continued operation 
of Said output relay; means including said fifth 
can-actuated SWitch and said second normally 
Open contacts of Said power relay for opening 
Said finain burner fuel valve simultaneously with 
the Opening of said fourth cam-actuated switch; 
and means including the normally open contacts 
of Said output relay for removing a shunt across 
Said latching relay in response to a flame failure 
whereby the normally closed contacts of said 
latching reiay open the energizing circuits for the 
programming components in response to a 
fiane failure. 

2. In programming apparatus for a furnace 
including main and pilot burners whose fuel flow 
is controlled by main and pilot fuel valves, means 
for igniting Said pilot burner, a main burner 
blower motor, and flame failure safeguard device, 
the improvement which comprises a cam as 
Sembly and at least six switches actuated there 
by a timer motor for rotating said cam assembly 
Whereby Said SWitches are sequentially. closed; 
a thermostat Switch; an auxiliary relay; a mas 
ter power relay; a latching relay; an output relay 
actuated by Said flame failure device in response 
to the detection of flame by said device; means 
including normally closed contacts of said latch 
ing relay, said thermostat switch, and normally 
closed contacts of said auxiliary relay for initial 
ly energizing said timer motor in reSponse to a 
heat demand; means for initially preventing the 
Operation of Said latching relay after said timer 
motor has been energized; means including said 
normally closed contacts of said latching relay, 
Said thermostat switch, and said first Cal-a C 
tuated Switch for subsequently energizing said 
timer notor; means including said normally 
closed contacts of said latching relay, Said 
thermostat switch, and the second of Said cam 
actuated SWitches for subsequently energizing 
Said auxiliary relay; means including normally 
open Contacts of Said auxiliary-relay for shunt. 
ing Said Second cam-actuated switch Whereby said 
auxiliary relay is operated independently of said 
second cam-actuated Switch; means including 
said normally closed contacts of said latching 
relay, Said thermostat switch, said Second, third 
and fourth cam-actuated SWitches, and normally 
closed contacts of said output relay for operat 
ing Said power relay at the Same time said aux 
iliary relay is operated; means including nor 
mally open contacts of Saidpower relay for shunt. 
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ing said normally closed contacts of Said output 
relay whereby said power relay is operated in 
dependently of Said Output relay; means in 
cluding Second normally Open contacts Cf Said 

O 
ing Said fifth Can-actuated SWitch and said Sec 
ond normally open contacts of Said power relay 
for Opening Said main burner fuel valve simul 
taneously with the opening of said fourth cam 

master power relay and said sixth cam-actuated 5 actuated Switch; and means including the nor 
SWitch for operating Said means for igniting Said 
pilot burner and for opening said pilot fuel valve 
at the same time said master power relay is 
energized; means including said Second normally 
Open contacts of Said master power relay for op 
erating said main burner blower motor at the 
Same time Said pilot burner fuel Valve is opened; 
means including normally open contacts of said 
output relay for shunting said third and fourth 
Cam-actuated SWitches in response to the detec 
tion of Said pilot flame by said flame failure 
Safeguard device whereby an alternate energiz 
ing path for said master power relay is created 
dependent upon the operation of said output 
relay; Said cam assembly including means for 
Opening Said fourth cam-actuated Switch. Where 
by continued energization of said power relay is 
dependent upon the continued operation of said 
Output relay; a plurality of terminals which when 
interconnected shunt said fourth cam-actuated 
Switch whereby the opening of the third cam 
actuated switch at a time subsequent to the open 
ing of Said fourth cam-actuated switch deter 
mines the point of time when the continued en 
ergization of said power relay is dependent upon 
the operation of said output relay; means includ 
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mally open contacts of Said output relay for re 
in Oving a shunt acroSS Said latching relay in re 
Sponse to a flame failure whereby the normally 
closed contacts of said latching relay open the 
energizing circuits for the programming corn 
ponents in response to a flame failure. 

E. CRAG THOMSON. 
HERBERT JAMES WEBB. 
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