Title: SYNCHRONIZATION OF AIRCRAFT ENGINES

Abstract: Methods and related apparatus for improving synchronization of two or more engines on an aircraft are disclosed. Such method may be used where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine. An exemplary method comprises receiving a value of a sensed parameter useful in controlling the first engine; adding a bias to the value; and using the biased value for controlling the first engine to cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine.
Published:

— with international search report (Art. 21(3))
SYNCHRONIZATION OF AIRCRAFT ENGINES

CROSS-REFERENCE TO RELATED APPLICATION(S)

[0000] The present application claims priority to U.S. Provisional Patent Application Nos. 62/133,656 filed on March 16, 2015 and 62/169,125 filed on June 1, 2015, the entire contents of both of which are hereby incorporated herein by reference.

TECHNICAL FIELD

[0001] The disclosure relates generally to aircraft engine synchronization and more particularly to the synchronization of multi-spool engines on aircraft having at least two engines.

BACKGROUND OF THE ART

[0002] Engine synchronization on multi-engine aircraft is known. Existing synchronization methods for dual-spool gas turbine engines typically involve adjusting the rotational speed of a low or high pressure spool of a first engine to substantially match the rotational speed of the corresponding low or high pressure spool of a second engine. Such adjustments can be done via throttle adjustments for the engine on which the rotational speed of the low or high pressure spool is being adjusted. One concern with this method is that it only synchronizes one spool of one engine with one spool of the other engine. Any difference in rotational speeds between the other, unsynchronized spools of each engine is not considered. Depending on its magnitude, the difference in rotational speed between the other unsynchronized spools of the engines can in some situations cause audible noise beats (amplitude modulations) inside of the aircraft cabin. Such noise beats could be unpleasant to aircraft passengers.

SUMMARY

[0003] In one aspect, the disclosure describes a method for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine. The method comprises:

- receiving a value of a sensed parameter useful in controlling the first engine, the sensed parameter being indicative of one of altitude and a flow of bleed air from the first engine;
adding a bias to the value; and

using the biased value for controlling the first engine to cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine and thereby reduce a difference in rotational speed between the second spool of the first engine and the second spool of the second engine.

[0004] The method may comprise determining the bias based on a difference in rotational speed between the second spool of the first engine and the second spool of the second engine.

[0005] The method may comprise determining the bias based on the value of the sensed parameter.

[0006] The method may comprise receiving feedback indicative of the difference in rotational speed between the second spool of the first engine and the second spool of the second engine.

[0007] The feedback may be based on a vibration measurement acquired on the aircraft.

[0008] The feedback may be based on an acoustic measurement acquired from inside of a cabin of the aircraft. The acoustic feedback may be indicative of a period of audible beats inside of the cabin of the aircraft.

[0009] The feedback may be based on a first vibration measurement acquired from the first engine and a second vibration measurement acquired from the second engine. For example, the feedback may be based on a combination of the first vibration measurement and of the second vibration measurement.

[0010] The method may comprise determining the bias based on the feedback.

[0011] The method may comprise determining a preferred synchronization time based on the feedback and using the biased value for controlling the first engine based on the preferred synchronization time. The preferred synchronization time may correspond to a preferred phase angle between the second spool of the first engine and the second spool of the second engine. The feedback may be indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level where the preferred synchronization time corresponds to the time of the lower noise level.
[0012] The bias may be a constant bias for use for a plurality of flight cycles of the aircraft.

[0013] The method may comprise receiving the bias from a pilot of the aircraft. The method may comprise determining the bias automatically using a feedback loop.

[0014] In another aspect, the disclosure describes a method for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine. The method comprises:

receiving an out-of-sync signal indicative of the second spool of the first engine and the second spool of the second engine having different rotational speeds;

determining, based on the out-of-sync signal, a bias to be added to a sensed parameter useful in controlling the first engine, the sensed parameter being indicative of one of altitude and a flow of bleed air from the first engine; and

generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine to cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine.

[0015] The out-of-sync signal may be indicative of a magnitude of the difference in rotational speeds.

[0016] The method may comprise determining the bias based on the sensed parameter.

[0017] The out-of-sync signal may be based on a vibration measurement acquired on the aircraft.

[0018] The out-of-sync signal may be based on an acoustic measurement acquired from inside of a cabin of the aircraft. The out-of-sync signal may be indicative of a period of audible beats inside of the cabin of the aircraft.

[0019] The out-of-sync signal may be based on a first vibration measurement acquired from the first engine and a second vibration measurement acquired from the second engine. The out-of-sync signal may be based on a
combination of the first vibration measurement and of the second vibration measurement.

[0020] The method may comprise determining a preferred synchronization time based on the out-of-sync signal and generating the output based on the preferred synchronization time. The preferred synchronization time may correspond to a preferred phase angle between the second spool of the first engine and the second spool of the second engine. The out-of-sync signal may be indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level where the preferred synchronization time corresponds to the time of the lower noise level.

[0021] The method may comprise retrieving the bias from a look-up table.

[0022] The method may comprise determining the bias automatically using a feedback loop.

[0023] In another aspect, the disclosure describes a method for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine. The method comprises:

receiving acoustic feedback indicative of the second spool of the first engine and the second spool of the second engine having different rotational speeds;

determining, based on the acoustic feedback, a bias to be added to a sensed parameter useful in controlling the first engine; and

generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine to thereby cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine.

[0024] The sensed parameter may be indicative of a temperature of the air at an inlet of the first engine. The sensed parameter may be indicative of pressure altitude. The sensed parameter may be indicative of a flow of bleed air from the first engine.

[0025] The method may comprise determining the bias based on a value of the sensed parameter.
The acoustic feedback may be based on an acoustic measurement acquired inside of a cabin of the aircraft. The acoustic feedback may be indicative of a period of audible beats.

The method may comprise determining the bias automatically using a feedback loop.

The method may comprise determining a preferred synchronization time based on the acoustic feedback and generating the output based on the preferred synchronization time. The preferred synchronization time may correspond to a preferred phase angle between the second spool of the first engine and the second spool of the second engine. The acoustic feedback may be indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level where the preferred synchronization time corresponds to the time of the lower noise level.

In another aspect, the disclosure describes an apparatus for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine. The apparatus comprises:

an acoustic sensor configured to detect audible beats inside of an aircraft cabin;

a processor operationally coupled to receive signals indicative of the audible beats detected by the acoustic sensor; and

a non-transitory storage medium including machine-readable instructions executable by the processor and configured to cause the processor to:

using the signals indicative of the audible beats detected by the acoustic sensor, determine a bias to be added to a sensed parameter useful in controlling the first engine to cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine; and

generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine.
[0030] The sensed parameter may be indicative of a temperature of the air at an inlet of the first engine. The sensed parameter may be indicative of pressure altitude. The sensed parameter may be indicative of a flow of bleed air from the first engine.

[0031] The instructions may be configured to cause the processor to determine the bias based on a value of the sensed parameter.

[0032] The instructions may be configured to cause the processor to determine the bias based on a period of the audible beats.

[0033] The instructions may be configured to cause the processor to determine a preferred synchronization time based on the audible beats and generate the output based on the preferred synchronization time. The preferred synchronization time may correspond to a preferred phase angle between the second spool of the first engine and the second spool of the second engine. The audible beats may be indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level where the preferred synchronization time corresponds to the time of the lower noise level.

[0034] In another aspect, the disclosure describes a method for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine. The method comprises:

receiving feedback indicative of the second spool of the first engine and the second spool of the second engine having different rotational speeds, the feedback being based on a first vibration measurement acquired from the first engine and a second vibration measurement acquired from the second engine;

determining, based on the feedback, a bias to be added to a sensed parameter useful in controlling the first engine; and

generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine to thereby cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine.

[0035] The sensed parameter may be indicative of a temperature of the air at an inlet of the first engine. The sensed parameter may be indicative of pressure
altitude. The sensed parameter may be indicative of a flow of bleed air from the first engine.

[0036] The method may comprise determining the bias based on a value of the sensed parameter.

[0037] The feedback may be based on a combination of the first vibration measurement and of the second vibration measurement.

[0038] The method may comprise determining the bias automatically using a feedback loop.

[0039] The method may comprise determining a preferred synchronization time based on the feedback and generating the output based on the preferred synchronization time. The preferred synchronization time may correspond to a preferred phase angle between the second spool of the first engine and the second spool of the second engine. The feedback may be indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level where the preferred synchronization time corresponds to the time of the lower noise level.

[0040] In another aspect, the disclosure describes an apparatus for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine. The apparatus comprises:

- a first vibration sensor configured to detect vibrations of the first engine;
- a second vibration sensor configured to detect vibrations of the second engine;
- a processor operationally coupled to receive signals indicative of the vibrations detected by the first and second vibration sensors; and
- a non-transitory storage medium including machine-readable instructions executable by the processor and configured to cause the processor to:

  using the signals indicative of the vibrations detected by the first and second vibration sensors, determine a bias to be added to a sensed parameter useful in controlling the first engine to cause a change in
rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine; and

generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine.

[0041] The sensed parameter may be indicative of a temperature of the air at an inlet of the first engine. The sensed parameter may be indicative of pressure altitude. The sensed parameter may be indicative of a flow of bleed air from the first engine.

[0042] The instructions may be configured to cause the processor to determine the bias based on a value of the sensed parameter.

[0043] The instructions may be configured to cause the processor to determine the bias based on a combination of the vibrations detected by the first sensor with the vibrations detected by the second sensor.

[0044] The instructions may be configured to cause the processor to determine a preferred synchronization time based on the vibrations and generating the output based on the preferred synchronization time. The preferred synchronization time may correspond to a preferred phase angle between the second spool of the first engine and the second spool of the second engine. The vibrations may be indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level where the preferred synchronization time corresponds to the time of the lower noise level.

[0045] In another aspect, the disclosure describes a method for improving synchronization of two turbo-fan engines on an aircraft where each turbo-fan engine comprises a spool. The method comprises:

receiving feedback indicative of the spool of the first engine and the spool of the second engine having different rotational speeds;

generating an output configured to instruct a controller of the first engine to control the first engine to cause a change in rotational speed of the spool of the first engine in relation to the rotational speed of the spool of the second engine and substantially synchronize the spool of the first engine with the spool of the second engine; and
determining a preferred synchronization time based on the feedback and generating the output based on the preferred synchronization time.

[0046] The preferred synchronization time may correspond to a preferred phase angle between the spool of the first engine and the spool of the second engine.

[0047] The feedback may be indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level, the preferred synchronization time corresponding to the time of the lower noise level.

[0048] In another aspect, the disclosure describes an aircraft comprising an apparatus as described herein.

[0049] Further details of these and other aspects of the subject matter of this application will be apparent from the detailed description and drawings included below.

DESCRIPTION OF THE DRAWINGS

[0050] Reference is now made to the accompanying drawings, in which:

[0051] FIG. 1 is a top plan view of an exemplary aircraft comprising an apparatus for improving synchronization of two or more engines mounted thereto;

[0052] FIG. 2 shows a schematic axial cross-sectional view of an exemplary turbo-fan gas turbine engine of the aircraft of FIG. 1;

[0053] FIG. 3 is a schematic representation of an exemplary apparatus for improving synchronization of the two engines of the aircraft of FIG. 1;

[0054] FIG. 4A is a schematic representation of another exemplary apparatus for improving synchronization of the two engines of the aircraft of FIG. 1 using acoustic feedback;

[0055] FIG. 4B is a schematic representation of another exemplary apparatus for improving synchronization of the two engines of the aircraft of FIG. 1 using vibration feedback;

[0056] FIGS. 5A and 5B show two plots illustrating unfiltered feedback and filtered feedback respectively for use with the apparatus of FIGS. 4A or 4B;

[0057] FIG. 6 illustrates phase adjustment of a spool of a first engine with a corresponding spool of a second engine;
FIG. 7 is a flow chart illustrating an exemplary method for improving synchronization of the two engines of the aircraft of FIG. 1;

FIG. 8 is a flow chart illustrating another exemplary method for improving synchronization of the two engines of the aircraft of FIG. 1; and

FIG. 9 is a flow chart illustrating another exemplary method for improving synchronization of the two engines of the aircraft of FIG. 1; and

FIG. 10 is a flow chart illustrating another exemplary method for improving synchronization of the two engines of the aircraft of FIG. 1.

DETAILED DESCRIPTION

Various aspects of the present disclosure may be useful for synchronizing two or more multi-spool engines on aircraft. In some embodiments, the apparatus and methods disclosed herein may be useful for improving synchronization of multi-spool aircraft engines that have already been synchronized using known (conventional) methods. For example, the apparatus and methods disclosed herein may be used to improve synchronization between the other spools of dual-spool aircraft engines which are typically not considered in known engine synchronization methods. Even though the present disclosure relates to synchronization of spools from separate aircraft engines, it should be noted that the apparatus and methods disclosed herein are intended to improve synchronization and not necessarily achieve absolute synchronization between the spools. In some situations, an improvement in synchronization may correspond to an increase in the period of audible beats inside of a cabin of an aircraft toward a range that is less disruptive (e.g., annoying) to passengers in order to improve passenger comfort.

Aspects of various embodiments are described below through reference to the drawings.

FIG. 1 is a top plan view of an exemplary aircraft 10 which may comprise one or more apparatus for improving synchronization of two or more engines mounted to aircraft 10. Aircraft 10 may be any type of aircraft such as corporate, private, commercial and passenger aircraft suitable for civil aviation. For example, aircraft 10 may be a narrow-body, twin-engine jet airliner. Aircraft 10 may be a fixed-wing aircraft or a rotary-wing aircraft comprising two or more engines. Aircraft 10 may comprise one or more wings 12, fuselage 14, two or more engines 16A, 16B and empennage 18. One or more of engines 16A, 16B may be mounted
to fuselage 14. Alternatively, or in addition, one or more of engines 16A, 16B may be mounted to wings 12.

[0065] FIG. 2 shows a schematic axial cross-sectional view of one of aircraft engines 16A, 16B of aircraft 10 of FIG. 1. Both engines 16 of aircraft 10 may be substantially identical. For example, each engine 16 may be a turbo-fan gas turbine engine. The specific configuration of engine 16 illustrated in FIG. 2 is shown for example only and is not intended to be limiting. For example, various aspects of the present disclosure could also be applicable to other types of multi-spool engines including those of the turbo-shaft type. For example, engine 16 may be a dual-spool gas turbine engine.

[0066] Engine 16 may comprise fan 20 through which ambient air is propelled, low-pressure compressor 22 and high-pressure compressor 24 for pressurizing the air, combustor 26 in which the compressed air is mixed with fuel and ignited for generating an annular stream of hot combustion gases, high-pressure turbine section 28 and low-pressure turbine section 30 for extracting energy from the combustion gases. Fan 20, low-pressure compressor 22 and low-pressure turbine section 30 may be mechanically coupled together for common rotation via low-pressure shaft 32. Together, fan 20, low-pressure compressor 22, low-pressure turbine section 30 and low-pressure shaft 32 may be considered low-pressure spool 34 (referred hereinafter as “LP spool 34”). High-pressure compressor 24 and high-pressure turbine section 28 may be mechanically coupled together for common rotation via high-pressure shaft 36. Together, high-pressure compressor 24, high-pressure turbine section 28 and high-pressure shaft 36 may be considered high-pressure spool 38 (referred hereinafter as “HP spool 38”). Low-pressure shaft 32 and high-pressure shaft 36 may be independently rotatably supported so that LP spool 34 and HP spool 38 may rotate separately from each other at different rotational speeds and/or in different directions. For example, high-pressure shaft 36 may be hollow and low-pressure shaft 32 may extend through high-pressure shaft 36 and be mounted substantially coaxially thereto.

[0067] The portion of engine 16 in which low-pressure shaft 32 and high-pressure shaft 36 are housed may also be referred to as the “core” of engine 16 and may be delimited by casing 40. The annular passage surrounding casing 40 and being delimited by casing 42 may also be referred to as by-pass duct 44.
[0068] Low-pressure compressor 22 and high-pressure compressor 24 may together form a multi-stage compressor for pressurizing the air drawn into engine 16 via inlet 46. Engine 16 may comprise one or more stages of variable stator guide vanes 48 disposed within low-pressure 22 and/or high-pressure compressor 24. Variable stator guide vanes 48 may be actutable so that their orientation relative to the flow of gas through the core of engine 16 may be varied depending on the environmental and/or operating conditions of engine 16. The actuation of variable stator guide vanes 48 may be controlled by an electronic engine controller 50 (referred hereinafter as “EEC 50”).

[0069] EEC 50 may comprise one or more digital computers, data processors, microcontroller or other suitably programmed or programmable logic circuits and may form part of Full Authority Digital Engine Control (FADEC) of engine 16. EEC 50 and related accessories may control at least some aspects of performance of engine 16. EEC 50 may for example be configured to make decisions regarding the control of engine 16 and may be configured to provide optimum engine efficiency for a given flight condition. EEC 50 may receive one or more inputs and, based on the inputs, generate one or more signals useful in controlling some aspects of the operation of engine 16. For example, such inputs may include parameters measured/sensed via sensors 52A, 52B, 53A, 53B. Such sensed parameters may include environmental parameters or operational parameters associated with engine 16 and/or aircraft 10.

[0070] For example, sensor 52A may comprise a temperature sensor configured to provide a signal to EEC 50 that is indicative of the temperature of the air at inlet 46 of engine 16. For example, sensor 52A may comprise a total air temperature probe. Sensor 52B may be configured to provide an indication of an amount of air flow being bled from the compressor section of engine 16. For example, sensor 52B may provide an indication of flow rate of bleed air flow. In some embodiments, sensor 52B may comprise a pressure sensor. In some embodiments, sensor 52B may be a position sensor (e.g., linear variable differential transformer, rotary variable differential transformer) indicating the position of a bleed air valve.

[0071] For example, sensor 53A may comprise a vibration sensor (e.g., accelerometer) of known or other type configured to acquire measurements indicative of a vibration of outer engine casing 42. Similarly, sensor 53B may comprise a vibration sensor (e.g., accelerometer) of known or other type configured
to acquire measurements indicative of a vibration of inner engine casing 40. In various embodiments, engines 16A, 16B may each comprise one or more of vibration sensors 53A, 53B.

[0072] EEC 50 may also be operatively coupled for data communication with aircraft avionics 54. For example, EEC 50 may receive parameters and/or instructions from aircraft avionics 54. EEC 50 may also transmit parameters and/or instructions to aircraft avionics 54. For example, EEC 50 may receive one or more sensed parameters such as pressure altitude from aircraft avionics 54.

[0073] Vibration sensors 53A, 53B may be coupled to EEC 50 so that vibration measurements acquired via such sensors may be available to EEC 50. Accordingly, the vibration measurements may also be available to aircraft avionics 54 via EEC 50. Alternatively or in addition, vibration sensors 53A, 53B may be coupled directly or indirectly to aircraft avionics 54 so that the vibration measurements acquired by vibration sensors 53A, 53B may be available to aircraft avionics 54 without going through EEC 50.

[0074] Based on one or more sensed parameters and other data available, EEC 50 may control the position of variable stator guide vanes 48 in order to control their impact on the flow of gas through the core of engine 16. During operation of engine 16, the adjustment of variable stator guide vanes 48 may result in a change in relative rotational speed between LP spool 34 and HP spool 38. Accordingly, changing the relationship in rotational speed between LP spool 34 and HP spool 38 may be achieved by adjusting variable stator guide vanes 48 and may be used to improve synchronization between the two engines 16A, 16B.

[0075] For example, in the case where a rotational speed N1 of LP spool 34 of first engine 16A has been substantially synchronized with a rotational speed N1 of LP spool 34 of second engine 16B, a change in the speed ratio N1/N2 between the rotational speed of LP spool 34 and HP spool 38 of one of the two engines 16A, 16B may be used to improve synchronization of the rotational speed N2 of HP spool 38 of the first engine 16A with the rotational speed N2 of HP spool 38 of the second engine 16B. As explained below, a bias (i.e., trim value) may be deliberately introduced in one or more of the parameters read by EEC 50 in order to “trick” EEC 50 into commanding a position of one or more variable stator guide vanes 48 that is slightly different than a position that would otherwise be commanded without the use of the bias. The magnitude of the bias may be selected to cause a desired change
in the speed ratio N1/N2 and may be relatively minor so that it may not otherwise significantly affect the performance of engine 16A or 16B. In some embodiments, the methods disclosed herein may require no or minimal changes to the function of EEC 50 since the selection and introduction of a suitable bias to improve engine synchronization may be carried out on the aircraft side (e.g., by aircraft avionics 54) so that no additional parameters or values may need to be provided to EEC 50. Accordingly, this approach may be used without requiring changes to normal/existing EEC 50 logic. Alternatively, some functions relating to engine synchronization that are described herein as being carried out by aircraft avionics 54 could be carried out by EEC 50 instead in some embodiments.

[0076] FIG. 3 is a schematic representation of an exemplary apparatus 56 for improving synchronization of two engines 16A, 16B of aircraft 10 where each engine 16A, 16B comprises a first spool (e.g., one of LP spool 34 and HP spool 38) and a second spool (e.g., the other one of LP spool 34 and HP spool 38). Apparatus 56 may be used where a rotational speed (e.g., N1 or N2) of the first spool of first engine 16A has been substantially synchronized with a rotational speed (e.g., the corresponding N1 or N2) of a corresponding first spool of second engine 16B using a known method. For example, apparatus 56 and the methods described herein may be used to improve synchronization between the other spools of engines 16A, 16B that have not been synchronized using the existing known method. Even though the apparatus and methods are described in relation to two aircraft engines 16A, 16B, it should be noted that aspects of the present disclosure could be used for improving synchronization of more than two engines 16A, 16B.

[0077] Apparatus 56 may comprise one or more data processors 58 (referred hereinafter as "processor 58") and one or more machine-readable memory(ies) such as non-transitory storage medium/media 59 (referred hereinafter as "storage medium 59") including machine-readable instructions 60 executable by processor 58. Instructions 60 may be configured to cause processor 58 to determine (e.g., calculate) a suitable bias 62 to be added to sensed parameter 64 useful in controlling first engine 16A to cause a change in rotational speed N2 of the second spool of first engine 16A in relation to rotational speed N1 of the first spool of first engine 16A (i.e., change the ratio N1/N2 of one of engines 16A, 16B).

[0078] Processor 58 may be part of aircraft avionics 54 and may comprise or may be part of any suitable computer, programmable data processing apparatus,
logic circuit or other devices to cause a series of operational steps to be performed
to produce a computer implemented process based on instructions 60.

[0079] Various aspects of the present disclosure may be embodied as an
apparatus, method or computer program product. Accordingly, aspects of the
present disclosure may take the form of an entirely hardware embodiment, an
entirely software embodiment (including firmware, resident software, micro-code,
etc.) or an embodiment combining software and hardware aspects. Furthermore,
aspects of the present disclosure may take the form of a computer program product
embodied in storage medium 59 having computer readable program code (e.g.,
machine-readable instructions 60) embodied thereon. Any combination of one or
more known or other storage medium 59 may be utilized for storing instructions 60
thereon.

[0080] Instructions 60 may comprise computer program code for carrying out
operations for aspects of the present disclosure and may be written in any
combination of one or more programming languages, including an object oriented
programming language such as Java, Smalltalk, C++ or the like and conventional
procedural programming languages, such as the "C" programming language or other
programming languages. Instructions 60 may execute entirely or in part by
processor 58. For example, in some embodiments, some or all of instructions 60
could be executed by EEC 50.

[0081] Depending on which sensed parameter 64 is used for the introduction
of bias 62, sensed parameter 64 may be provided to aircraft avionics 54 and/or
directly to EEC 50. Based on instructions 60, processor 58 may determine a
suitable bias 62 to be added to sensed parameter 64 and a suitable output 66 may
be provided to EEC 50. EEC 50 may use output 66 to carry out one or more control
functions for engine 16. For example, EEC 50 may output one or more engine
control signals 68. As described above, engine control signals 68 may serve to
control the position of one or more variable stator guide vanes 48 and consequently
cause a change in the rotational speed ratio N1/N2 between LP spool 34 and HP
spool 38.

[0082] In some embodiments, one or more inputs 70 may be provided in
order to determine bias 62. For example, input 70 may be provided by a pilot of
aircraft 10 via a suitable interface inside the cockpit of aircraft 10 or input 70 may be
provided by maintenance personnel via a maintenance terminal. In some
embodiments, input 70 may be representative of bias 62 so that the value of bias 62 may be pre-selected and processor 58 may not need to determine the value of bias 62. In such cases, bias 62 may be simply passed along as output 66 to EEC 50 so that EEC 50 may add bias 62 to the corresponding sensed parameter 64 and control engine 16 accordingly. Alternatively, instructions 60 may be configured to cause processor 58 to add bias 62 to sensed parameter 64 and pass along the biased sensed parameter (i.e., sensed parameter 64 + bias 62) as output 66 for EEC 50 to use.

[0083] The value of bias 62 may be based on one or more factors. For example, the value of bias 62 may be based on the nature of sensed parameter 64 (e.g., a temperature of the air at inlet 46, pressure altitude, a flow of bleed air). One or more suitable values for bias 62 may be determined empirically based on their corresponding effect on the N1/N2 ratio. Accordingly, values for bias 62 may be kept between acceptable limits so as to not otherwise significantly affect the operation of the corresponding engine 16A, 16B. Such limits may be stored in storage medium 59 for example and used by instructions 60 so as not to be exceeded. In some embodiments, a suitable warning or error code may be generated in case a bias 62 calculated by processor 58 is found to be outside of such limits. For example, in some situations, a bias 62 within the range of ± 2°F of the temperature of the air at inlet 46 may be sufficient to cause a change in N1/N2 ratio that improves synchronization.

[0084] In some cases, input 70 may be required only for initial or periodic setup to provide a suitable bias 62 for use in a plurality of subsequent flight cycles of aircraft 10 or for an entire phase of flight of aircraft 10. For example, the same bias 62 may be a suitable constant value that is used for a period of time during which no significant change in the condition of engines 16A, 16B occurs. In such instance, a constant value for bias 62 may be stored in storage medium 59 and used for as long as it is considered suitable to provide an acceptable improvement in engine synchronization. The value of bias 62 may be different for different sensed parameters 64 and may be different depending on the specific value of the particular sensed parameter 64. Accordingly, different values of bias 62 associated with different sensed parameters 64 may be stored in one or more look-up tables located in storage medium 59. Accordingly, instructions 60 may be configured to cause processor 58 to retrieve a suitable bias 62 from the look-up table(s) based on sensed parameter 64.
In some embodiments, input 70 may be continuously or intermittently provided or calculated so that a suitable bias 62 may be determined as needed. For example, input 70 may comprise or be based on a feedback signal that is indicative of the quality of the synchronization of engines 16A, 16B. Accordingly, input 70 may be part of a feedback loop in which bias 62 is determined based on input 70 and a desired set point for the quality of synchronization may be stored in storage medium 59 or also provided via input 70. For example, input 70 may comprise an out-of-sync signal indicating that the second spool of the first engine 16A and the second spool of the second engine 16B may have different rotational speeds. In some embodiments, such out-of-sync signal may indicate the existence of a difference in rotational speed and/or may provide some quantification of such difference in rotational speed. For example, in some embodiments, such out-of-sync signals may be based on a difference (e.g., in revolutions per minute determined using tachometers) in sensed rotational speeds for each second spool or may be based on acoustic feedback and/or vibration feedback as described below. In some embodiments, the value for bias 62 may be selected (e.g., from a look-up table stored on storage medium 59) or computed based on the out-of-sync signal.

FIG. 4A is a schematic representation of another exemplary apparatus 56 for improving synchronization of two engines 16A, 16B on aircraft 10 of FIG. 1. In this particular embodiment, input 70 (from FIG. 3) is in the form of vibration or acoustic feedback measurement(s) (e.g., signal(s)) acquired via one or more sensors 72 (referred hereinafter as “sensor 72”). In the case of vibration feedback 70, sensor 72 may comprise a vibration sensor (e.g., accelerometer, position sensor, velocity sensor) that may be configured to sense vibrations of a component of aircraft 10. For example, sensor 72 may be configured to sense the vibration of an airframe component (e.g., interior wall of cabin 74) where such vibrations may be indicative of the difference in rotational speed of the second spool of each engine 16A, 16B. In the case of acoustic feedback 70, sensor 72 may be configured to capture noise from inside passenger cabin 74. In various embodiments, sensor 72 may comprise a microphone or an acoustic pressure sensor.

FIG. 4A also includes a cross-sectional view of fuselage 14 of aircraft 10 taken along line 4-4 of FIG. 1 illustrating the inside of cabin 74. In this embodiment, feedback 70 may provide some quantification of the difference in rotational speed of the second spool of each engine 16A, 16B not in terms of
revolutions-per-minute but instead by way of noise beats that are audible from inside of passenger cabin 74 in the case of acoustic feedback 70. As mentioned above, audible noise beats may be annoying and affect passenger comfort especially if they have a relatively short period under five (5) seconds for example. Accordingly, apparatus 56 may be configured to extract a beat period from acoustic feedback 70 and use the beat period as a basis for determining a suitable bias 62 to sufficiently increase the beat period to a value that is less annoying to passengers. For example, it might be desirable to have a beat period higher than five (5) seconds or to substantially eliminate the noise beats. In some embodiments, acoustic feedback 70 may include other audible noises that are not relevant to engine synchronization and such other noises may be ignored or filtered out using known or other methods. In some embodiments, acoustic feedback 70 may be used to carry out phase adjustment between respective LP spools 34 and/or HP spools 38 as described below.

[0088] FIG. 4B is a schematic representation of another exemplary apparatus 56 for improving synchronization of two engines 16A, 16B on aircraft 10 of FIG. 1. In this particular embodiment, input 70 (from FIG. 3) is in the form of vibration measurements 70A, 70B acquired via one or more of vibration sensors 53A and 53B of each engine 16A, 16B. Vibration measurements 70A, 70B may be indicative of the respective rotational speeds of respective LP spools 34 and/or HP spools 38 depending on the location of vibration sensors 53A and/or 53B. Accordingly, vibration measurements 70A, 70B may be used for the purpose of improving the synchronization of engines 16A, 16B as described herein. In various embodiments, vibration measurements 70A, 70B may be used in addition to or instead of the acoustic and/or vibration feedback 70 illustrated in FIG. 4A. In some situations, it may be desirable to apply some filtering according to known or other methods to vibration measurements 70A, 70B in order to extract data relevant for determining the difference in rotational speeds of respective LP spools 34 and/or HP spools 38 of the different engines 16A, 16B. In some embodiments, it may be desirable to combine vibration measurements 70A, 70B together in order to carry out phase adjustment between respective LP spools 34 and/or HP spools 38 as described below.

[0089] In various embodiments, apparatus 56 may be configured to continuously monitor feedback 70 and determine a bias 62 suitable for keeping the beat period sufficiently long, or, apparatus 56 may be selectively activated or
deactivated by a pilot of aircraft 10 or maintenance personnel to determine a suitable constant bias 62 for subsequent use by EEC 50. For example, apparatus 56 may be activated to determine a new bias 62 when it is determined that the current bias 62 is no longer suitable.

5 [0090] FIGS. 5A and 5B show two plots illustrating unfiltered feedback 70 and filtered feedback 70 respectively. As explained above, some filtering may be carried out according to known or other methods on feedback 70 so as to extract relevant information from feedback 70. FIG. 5A shows exemplary unfiltered acoustic feedback 70 in the form of decibels plotted against time. FIG. 5B shows exemplary filtered acoustic feedback 70 in the form of decibels plotted against time. FIG. 5B more clearly shows beats 76 caused by amplitude modulation inside of aircraft cabin 74. Beats 76 may have an amplitude A and a period T as illustrated in FIG. 5B. Suitable filtering of feedback 70 may be conducted by apparatus 56. Alternatively, feedback 70 may be provided to apparatus 56 in filtered form. For example, a suitable band-pass filter may be applied to unfiltered feedback 70 at +/- 10 Hz from the rotational speed of the applicable spool 34, 38 to be adjusted/controlled.

10 [0091] Even though the exemplary feedback shown in FIGS. 5A and 5B is specific to acoustic measurements, it is understood that the combination of the vibration signals 70A and 70B from first engine 16A and second engine 16B respectively or vibration feedback 70 from an airframe component could provide unfiltered and filtered feedback 70 functionally similar to that shown in FIGS. 5A and 5B. For example, it is understood that the combination of vibration measurements 70A, 70B could also be used to identify vibration beats that may correspond to and/or be associated with noise beats 76 shown in FIG. 5B.

15 [0092] FIG. 6 illustrates phase adjustment of LP spool 34 or HP spool 38 of first engine 16A with the corresponding LP spool 34 or HP spool 38 of second engine 16B. Phase adjustment can be done based on acoustic feedback 70, vibration feedback 70 and/or the combination of first vibration measurement 70A and second vibration measurement 70B as explained above. Phase adjustment may be done to obtain a lower noise level after synchronization of LP spools 34 and/or HP spools 38. For the purpose of the following explanation, acoustic noise is referenced but it is understood that vibration measurements 70A, 70B may also be used to achieve phase adjustment. Due to amplitude modulation, the filtered noise obtained via microphone 72 may exhibit beats 76 defining peaks of higher noise levels and troughs of lower noise level. Accordingly, if the synchronization of LP
spools 34 and/or HP spools 38 is done at a time corresponding to a peak (higher noise level), then beats 76 may be reduced or eliminated but the resulting noise level may be that of the higher noise level (e.g., around 72 dB as shown in FIG. 6). Conversely, if the synchronization of LP spools 34 and/or HP spools 38 is done at a time corresponding to a trough (lower noise level), then beats 76 may still be reduced or eliminated but the resulting noise level may be that of the lower noise level (e.g., around 58 dB as shown in FIG. 6). The time at which speed synchronization of LP spools 34 and/or HP spools 38 is achieve (i.e., phase angle between LP spools 34 and/or HP spools 38) may affect the noise level after synchronization.

[0093] FIG. 6 illustrates an example where a phase angle of 0 degrees between LP spools 34 and/or HP spools 38 of two engines corresponds to a higher noise level and a phase angle of 90 degrees between LP spools 34 and/or HP spools 38 of the two engines corresponds to a lower noise level. Accordingly, it may be desirable to apply the synchronization of LP spools 34 and/or HP spools 38 at a time that substantially corresponds to the lower noise level in order to obtain a lower noise level after synchronization. In reference to FIGS. 3, 4A and 4B, the application of bias 62 and/or the generation or use of output 66 may be based on feedback 70 so that substantial synchronization may be achieved at a desired time to obtain a desired phase angle between LP spools 34 and/or HP spools 38 and thereby further reduce noise level.

[0094] FIG. 7 is a flow chart illustrating an exemplary method 700 for improving synchronization of two or more engines 16A, 16B on aircraft 10. Method 700 or part(s) thereof may be performed using apparatus 56 described above based at least in part on machine readable instructions 60. Alternatively, method 700 or part(s) thereof could be performed using an apparatus having a different configuration than those disclosed herein. Method 700 may be performed in conjunction with aircraft engines 16A, 16B that each have a first spool (e.g., one of LP spool 34 or HP spool 38) and a second spool (e.g., the other one of LP spool 34 or HP spool 38) where a rotational speed (e.g., N1 or N2) of the first spool of first engine 16A has already been substantially synchronized with a rotational speed (e.g., N1 or N2) of a corresponding first spool of second engine 16B using a known method.

[0095] As referenced herein, the first spools represent those that have already been synchronized using the known method and the second spools
represent the other spools that are not taken into consideration by the known synchronization methods used to synchronize the first spools but that can still cause some issues (e.g., audible noise beats) if they are not sufficiently synchronized. The first and second spools referenced herein are not specifically tied to LP spool 34 and HP spool 38 respectively. For example, existing known synchronization methods may be based on either synchronizing LP spools 34 together or synchronizing HP spools 38 together. Accordingly, the first and second spools referenced herein may represent LP spools 34 or HP spools 38. Similarly, the first and second engines referenced herein are not respectively tied to any particular engine and do not imply any order but are referred to as such simply to distinguish between two engines 16A, 16B.

[0096] Method 700 may comprise: receiving a value of a sensed parameter 64 useful in controlling first engine 16A (see block 702); adding bias 62 to the value (see block 704) and using the biased value for controlling first engine 16A (see block 706). Sensed parameter 64 may be indicative of one of: a temperature of the air at inlet 46 of first engine 16A, pressure altitude and a flow of bleed air from first engine 16A. The control of first engine 16A may cause a change in rotational speed of the second spool of first engine 16A in relation to the rotational speed of the first spool of first engine 16A (i.e., change the ratio N1/N2) and thereby reduce the difference in rotational speed between the second spool of first engine 16A and the second spool of second engine 16B. Bias 62 may be determined based on sensed parameter 64.

[0097] Method 700 may comprise determining bias 62 based on a difference in rotational speed between the second spool of first engine 16A and the second spool of second engine 16B. As explained above, such indication of the difference in rotational speed may represent a quantification such as a different number of rotations per minute (RPM) or the period of audible noise beats for example. Accordingly, method 700 may comprise receiving acoustic feedback 70 based on an acoustic measurement acquired from inside of cabin 74 of the aircraft 10. Acoustic feedback 70 may be indicative of a period of audible beats. Bias 62 may be determined based on acoustic feedback 70.

[0098] Feedback 70 may be based on first vibration measurement 70A acquired from first engine 16A and second vibration measurement 70B acquired from second engine 16B. For example, feedback 70 may be based on a
combination of first vibration measurement 70A and of second vibration measurement 70B.

[0099] As explained above, method 700 may comprise determining a preferred synchronization time based on feedback 70 and using biased value 62 for controlling first engine 16A based on the preferred synchronization time. The preferred synchronization time may correspond to a preferred phase angle between the second spool of first engine 16A and the second spool of second engine 16B. The preferred synchronization time may correspond to a time of lower noise level indicated by feedback 70.

[00100] Bias 62 may be determined automatically using a feedback loop. In various embodiments, bias 62 may be determined continuously or intermittently. In some embodiments, bias 62 may be a constant bias for use for an entire phase of flight or for a plurality of flight cycles of aircraft 10. In some embodiments, bias 62 may be received from a pilot of aircraft 10 or from maintenance personnel.

[00101] FIG. 8 is a flow chart illustrating another exemplary method 800 for improving synchronization of two or more engines 16A, 16B on aircraft 10. Aspects of method 700 described above may also apply to method 800 and vice versa. Method 800 or part(s) thereof may be performed using apparatus 56 described above based at least in part on machine readable instructions 60. Alternatively, method 800 or part(s) thereof could be performed using an apparatus having a different configuration than those disclosed herein. Method 800 may be performed in conjunction with aircraft engines 16A, 16B that each have a first spool (e.g., one of LP spool 34 or HP spool 38) and a second spool (e.g., the other one of LP spool 34 or HP spool 38) where a rotational speed (e.g., N1 or N2) of the first spool of first engine 16A has already been substantially synchronized with a rotational speed (e.g., N1 or N2) of a corresponding first spool of second engine 16B using a known method.

[00102] Method 800 may comprise: receiving an out-of-sync signal indicative of the second spool of first engine 16A and the second spool of second engine 16B having different rotational speeds (see block 802); based on the out-of-sync signal, determining bias 62 to be added to a sensed parameter 64 useful in controlling first engine 16A (see block 804); and generating output 66 configured to instruct EEC 50 of first engine 16A to use bias 62 with sensed parameter 64 for controlling first engine 16A (see block 806). As explained above, output 66 may
transfer bias 62 and/or a biased sensed parameter (i.e., sensed parameter 64 + bias 62) to EEC 50. Sensed parameter 64 may be indicative of one of: a temperature of the air at inlet 46 of first engine 16A, pressure altitude and a flow of bleed air from first engine 16A. Using bias 62 with sensed parameter 64 may cause a change in rotational speed of the second spool of first engine 16A in relation to the rotational speed of the first spool of first engine 16A (i.e., changing the ratio N1/N2). Bias 62 may be determined based on sensed parameter 64.

[00103] The out-of-sync signal may be indicative of a magnitude of a difference in rotational speeds. For example, the out-of-sync signal may be based on an acoustic measurement acquired from inside of cabin 74 of aircraft 10. For example, the out-of-sync signal may be indicative of a period of audible beats inside of cabin 74.

[00104] As explained above, bias 62 may be retrieved from a look-up table in storage medium 59. In some embodiments, bias may be determined automatically using a feedback loop.

[00105] FIG. 9 is a flow chart illustrating another exemplary method 900 for improving synchronization of two or more engines 16A, 16B on aircraft 10. Aspects of methods 700 and 800 described above may also apply to method 900 and vice versa. Method 900 or part(s) thereof may be performed using apparatus 56 described above based at least in part on machine readable instructions 60. Alternatively, method 900 or part(s) thereof could be performed using an apparatus having a different configuration than those disclosed herein. Method 900 may be performed in conjunction with aircraft engines 16A, 16B that each have a first spool (e.g., one of LP spool 34 or HP spool 38) and a second spool (e.g., the other one of LP spool 34 or HP spool 38) where a rotational speed (e.g., N1 or N2) of the first spool of first engine 16A has already been substantially synchronized with a rotational speed (e.g., N1 or N2) of a corresponding first spool of second engine 16B using a known method.

[00106] Method 900 may comprise: receiving acoustic feedback 70 indicative of the second spool of first engine 16A and the second spool of second engine 16B having different rotational speeds (see block 902); determining, based on acoustic feedback 70, bias 62 to be added to sensed parameter 64 useful in controlling first engine 16A (see block 904); and generating output 66 configured to instruct EEC 50 of first engine 16A to use bias 62 with sensed parameter 64 for controlling first
engine 16A to thereby cause a change in rotational speed of the second spool of first engine 16A in relation to the rotational speed of the first spool of first engine 16A (see block 906). As explained above, output 66 may transfer bias 62 and/or a biased sensed parameter (i.e., sensed parameter 64 + bias 62) to EEC 50.

[00107] In various embodiments, sensed parameter 64 may be indicative of one of: a temperature of the air at inlet 46 of first engine 16A, pressure altitude and a flow of bleed air from first engine 16A. Again, bias 62 may be determined based on a value of sensed parameter 64.

[00108] Acoustic feedback 70 may be based on an acoustic measurement acquired inside of cabin 74 of aircraft 10. For example, acoustic feedback 70 may be indicative of a period of audible beats and may be used to determine bias 62 automatically in a feedback loop in order to maintain the period of audible beats measured within a range that is less disruptive to passengers.

[00109] FIG. 10 is a flow chart illustrating another exemplary method 1000 for improving synchronization of two or more engines 16A, 16B on aircraft 10. Aspects of methods 700, 800 and 900 described above may also apply to method 1000 and vice versa. Method 1000 or part(s) thereof may be performed using apparatus 56 described above based at least in part on machine readable instructions 60. Alternatively, method 1000 or part(s) thereof could be performed using an apparatus having a different configuration than those disclosed herein. Method 1000 may be performed in conjunction with aircraft engines 16A, 16B that each have a first spool (e.g., one of LP spool 34 or HP spool 38) and a second spool (e.g., the other one of LP spool 34 or HP spool 38) where a rotational speed (e.g., N1 or N2) of the first spool of first engine 16A has already been substantially synchronized with a rotational speed (e.g., N1 or N2) of a corresponding first spool of second engine 16B using a known method.

[00110] Method 1000 may comprise: receiving feedback 70 indicative of the second spool of first engine 16A and the second spool of second engine 16B having different rotational speeds (see block 1002) where feedback 70 is based on first vibration measurement 70A acquired from first engine 16A and second vibration measurement 70B acquired from second engine 16B; determining, based on feedback 70, bias 62 to be added to sensed parameter 64 useful in controlling first engine 16A (see block 1004); and generating output 66 configured to instruct EEC 50 of first engine 16A to use bias 62 with sensed parameter 64 for controlling first
engine 16A to thereby cause a change in rotational speed of the second spool of first engine 16A in relation to the rotational speed of the first spool of first engine 16A.

[00111] Feedback 70 may be based on a combination of first vibration measurement 70A and of second vibration measurement 70B.

[00112] Method 1000 may comprise determining a preferred synchronization time based on feedback 70 and using biased value 62 for controlling first engine 16A based on the preferred synchronization time. The preferred synchronization time may correspond to a preferred phase angle between the second spool of first engine 16A and the second spool of second engine 16B. The preferred synchronization time may correspond to a time of lower noise level indicated by feedback 70.

[00113] It is understood that the phase adjustment methods disclosed herein could also be used to improve the synchronization of a first spool of first engine 16A with a first spool of second engine 16B. For example, the phase adjustment methods may be used to improve synchronization of two turbo-fan engines 16A, 16B on aircraft 10 where each turbo-fan engine comprises a spool 34, 38. Such method may comprise: receiving feedback 70 indicative of spool 34 or 38 of first engine 16A and spool 34 or 38 of second engine 16B having different rotational speeds; generating output 66 configured to instruct EEC 50 of first engine 16A to control first engine 16A to cause a change in rotational speed of spool 34 or 38 of first engine 16A in relation to the rotational speed of spool 34 or 38 of second engine 16B and substantially synchronize spool 34 or 38 of first engine 16A with spool 34 or 38 of second engine 16B; and determining a preferred synchronization time based on feedback 70 and generating output 66 based on the preferred synchronization time.

[00114] The preferred synchronization time may correspond to a preferred phase angle between spool 34 or 38 of first engine 16A and spool 34 or 38 of second engine 16B. Feedback 70 may be indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level. The preferred synchronization time may correspond to the time of the lower noise level.

[00115] The above description is meant to be exemplary only, and one skilled in the relevant arts will recognize that changes may be made to the embodiments described without departing from the scope of the invention disclosed. For example, the blocks and/or operations in the flowcharts and drawings described herein are for purposes of example only. There may be many variations to these blocks and/or
operations without departing from the teachings of the present disclosure. For instance, the blocks may be performed in a differing order, or blocks may be added, deleted, or modified. The present disclosure may be embodied in other specific forms without departing from the subject matter of the claims. Also, while the apparatus, components and methods disclosed and shown herein may comprise a specific number of elements, the apparatus, components and methods could be modified to include additional or fewer of such elements. The present disclosure is also intended to cover and embrace all suitable changes in technology. Modifications which fall within the scope of the present invention will be apparent to those skilled in the art, in light of a review of this disclosure, and such modifications are intended to fall within the appended claims. Also, the scope of the claims should not be limited by the preferred embodiments set forth in the examples, but should be given the broadest interpretation consistent with the description as a whole.
WHAT IS CLAIMED IS:

1. A method for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine, the method comprising:
   receiving a value of a sensed parameter useful in controlling the first engine, the sensed parameter being indicative of one of altitude and a flow of bleed air from the first engine;
   adding a bias to the value; and
   using the biased value for controlling the first engine to cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine and thereby reduce a difference in rotational speed between the second spool of the first engine and the second spool of the second engine.

2. The method as defined in claim 1, comprising determining the bias based on a difference in rotational speed between the second spool of the first engine and the second spool of the second engine.

3. The method as defined in any one of claims 1 and 2, comprising determining the bias based on the value of the sensed parameter.

4. The method as defined in any one of claims 1 to 3, comprising receiving feedback indicative of the difference in rotational speed between the second spool of the first engine and the second spool of the second engine.

5. The method as defined in claim 4, wherein the feedback is based on a vibration measurement acquired on the aircraft.

6. The method as defined in claim 4, wherein the feedback is based on an acoustic measurement acquired from inside of a cabin of the aircraft.

7. The method as defined in claim 6, wherein the acoustic feedback is indicative of a period of audible beats inside of the cabin of the aircraft.
8. The method as defined in claim 4, wherein the feedback is based on a first vibration measurement acquired from the first engine and a second vibration measurement acquired from the second engine.

9. The method as defined in claim 8, wherein the feedback is based on a combination of the first vibration measurement and of the second vibration measurement.

10. The method as defined in any one of claims 4 to 9, comprising determining the bias based on the feedback.

11. The method as defined in any one of claims 4 to 10, comprising determining a preferred synchronization time based on the feedback and using the biased value for controlling the first engine based on the preferred synchronization time.

12. The method as defined in claim 11, wherein the preferred synchronization time corresponds to a preferred phase angle between the second spool of the first engine and the second spool of the second engine.

13. The method as defined in any one of claims 11 and 12, wherein the feedback is indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level, the preferred synchronization time corresponding to the time of the lower noise level.

14. The method as defined in any one of claims 1 to 13, wherein the bias is a constant bias for use for a plurality of flight cycles of the aircraft.

15. The method as defined in any one of claims 1 to 13, comprising receiving the bias from a pilot of the aircraft.

16. The method as defined in any one of claims 1 to 13, comprising determining the bias automatically using a feedback loop.

17. A method for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational
speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine, the method comprising:

receiving an out-of-sync signal indicative of the second spool of the first engine and the second spool of the second engine having different rotational speeds;

determining, based on the out-of-sync signal, a bias to be added to a sensed parameter useful in controlling the first engine, the sensed parameter being indicative of one of altitude and a flow of bleed air from the first engine; and

generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine to cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine.

18. The method as defined in claim 17, wherein the out-of-sync signal is indicative of a magnitude of the difference in rotational speeds.

19. The method as defined in any one of claims 17 and 18, comprising determining the bias based on the sensed parameter.

20. The method as defined in any one of claims 17 to 19, wherein the out-of-sync signal is based on a vibration measurement acquired on the aircraft.

21. The method as defined in any one of claims 17 to 19, wherein the out-of-sync signal is based on an acoustic measurement acquired from inside of a cabin of the aircraft.

22. The method as defined in claim 21, wherein the out-of-sync signal is indicative of a period of audible beats inside of the cabin of the aircraft.

23. The method as defined in any one of claims 17 to 19, wherein the out-of-sync signal is based on a first vibration measurement acquired from the first engine and a second vibration measurement acquired from the second engine.
24. The method as defined in claim 23, wherein the out-of-sync signal is based on a combination of the first vibration measurement and of the second vibration measurement.

25. The method as defined in any one of claims 17 to 24, comprising determining a preferred synchronization time based on the out-of-sync signal and generating the output based on the preferred synchronization time.

26. The method as defined in claim 25, wherein the preferred synchronization time corresponds to a preferred phase angle between the second spool of the first engine and the second spool of the second engine.

27. The method as defined in any one of claims 25 and 26, wherein the out-of-sync signal is indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level, the preferred synchronization time corresponding to the time of the lower noise level.

28. The method as defined in any one of claims 17 to 27, comprising retrieving the bias from a look-up table.

29. The method as defined in any one of claims 17 to 27, comprising determining the bias automatically using a feedback loop.

30. A method for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine, the method comprising:

   receiving acoustic feedback indicative of the second spool of the first engine and the second spool of the second engine having different rotational speeds;

   determining, based on the acoustic feedback, a bias to be added to a sensed parameter useful in controlling the first engine; and

   generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine to thereby cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine.
31. The method as defined in claim 30, wherein the sensed parameter is indicative of a temperature of the air at an inlet of the first engine.

32. The method as defined in claim 30, wherein the sensed parameter is indicative of pressure altitude.

33. The method as defined in claim 30, wherein the sensed parameter is indicative of a flow of bleed air from the first engine.

34. The method as defined in any one of claims 30 to 33, comprising determining the bias based on a value of the sensed parameter.

35. The method as defined in any one of claims 30 to 34, wherein the acoustic feedback is based on an acoustic measurement acquired inside of a cabin of the aircraft.

36. The method as defined in any one of claims 30 to 35, wherein the acoustic feedback is indicative of a period of audible beats.

37. The method as defined in any one of claims 30 to 36, comprising determining the bias automatically using a feedback loop.

38. The method as defined in any one of claims 30 to 37, comprising determining a preferred synchronization time based on the acoustic feedback and generating the output based on the preferred synchronization time.

39. The method as defined in claim 38, wherein the preferred synchronization time corresponds to a preferred phase angle between the second spool of the first engine and the second spool of the second engine.

40. The method as defined in any one of claims 38 and 39, wherein the feedback is indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level, the preferred synchronization time corresponding to the time of the lower noise level.
41. An apparatus for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine, the apparatus comprising:

an acoustic sensor configured to detect audible beats inside of an aircraft cabin;

a processor operationally coupled to receive signals indicative of the audible beats detected by the acoustic sensor; and

a non-transitory storage medium including machine-readable instructions executable by the processor and configured to cause the processor to:

using the signals indicative of the audible beats detected by the acoustic sensor, determine a bias to be added to a sensed parameter useful in controlling the first engine to cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine; and

generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine.

42. The apparatus as defined in claim 41, wherein the sensed parameter is indicative of a temperature of the air at an inlet of the first engine.

43. The apparatus as defined in claim 41, wherein the sensed parameter is indicative of pressure altitude.

44. The apparatus as defined in claim 41, wherein the sensed parameter is indicative of a flow of bleed air from the first engine.

45. The apparatus as defined in any one of claims 41 to 44, wherein the instructions are configured to cause the processor to determining the bias based on a value of the sensed parameter.
46. The apparatus as defined in any one of claims 41 and 45, wherein the instructions are configured to cause the processor to determine the bias based on a period of the audible beats.

47. The apparatus as defined in any one of claims 41 to 46, wherein the instructions are configured to cause the processor to determine a preferred synchronization time based on the audible beats and generate the output based on the preferred synchronization time.

48. The apparatus as defined in claim 47, wherein the preferred synchronization time corresponds to a preferred phase angle between the second spool of the first engine and the second spool of the second engine.

49. The apparatus as defined in any one of claims 47 and 48, wherein the audible beats are indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level, the preferred synchronization time corresponding to the time of the lower noise level.

50. An aircraft comprising the apparatus as defined in any one of claims 41 to 49.

51. A method for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine, the method comprising:
   receiving feedback indicative of the second spool of the first engine and the second spool of the second engine having different rotational speeds, the feedback being based on a first vibration measurement acquired from the first engine and a second vibration measurement acquired from the second engine;
   determining, based on the feedback, a bias to be added to a sensed parameter useful in controlling the first engine; and
   generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine to thereby cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine.
52. The method as defined in claim 51, wherein the sensed parameter is indicative of a temperature of the air at an inlet of the first engine.

53. The method as defined in claim 51, wherein the sensed parameter is indicative of pressure altitude.

54. The method as defined in claim 51, wherein the sensed parameter is indicative of a flow of bleed air from the first engine.

55. The method as defined in any one of claims 51 to 54, comprising determining the bias based on a value of the sensed parameter.

56. The method as defined in any one of claims 51 to 55, wherein the feedback is based on a combination of the first vibration measurement and of the second vibration measurement.

57. The method as defined in any one of claims 51 to 56, comprising determining the bias automatically using a feedback loop.

58. The method as defined in any one of claims 51 to 57, comprising determining a preferred synchronization time based on the feedback and generating the output based on the preferred synchronization time.

59. The method as defined in claim 58, wherein the preferred synchronization time corresponds to a preferred phase angle between the second spool of the first engine and the second spool of the second engine.

60. The method as defined in any one of claims 58 and 59, wherein the feedback is indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level, the preferred synchronization time corresponding to the time of the lower noise level.

61. An apparatus for improving synchronization of two engines on an aircraft where each engine comprises a first spool and a second spool, and, where a
rotational speed of a first spool of a first engine has been substantially synchronized with a rotational speed of a first spool of a second engine, the apparatus comprising:

- a first vibration sensor configured to detect vibrations of the first engine;
- a second vibration sensor configured to detect vibrations of the second engine;
- a processor operationally coupled to receive signals indicative of the vibrations detected by the first and second vibration sensors; and
- a non-transitory storage medium including machine-readable instructions executable by the processor and configured to cause the processor to:

  - using the signals indicative of the vibrations detected by the first and second vibration sensors, determine a bias to be added to a sensed parameter useful in controlling the first engine to cause a change in rotational speed of the second spool of the first engine in relation to the rotational speed of the first spool of the first engine; and
  - generating an output configured to instruct a controller of the first engine to use the bias with the sensed parameter for controlling the first engine.

62. The apparatus as defined in claim 61, wherein the sensed parameter is indicative of a temperature of the air at an inlet of the first engine.

63. The apparatus as defined in claim 61, wherein the sensed parameter is indicative of pressure altitude.

64. The apparatus as defined in claim 61, wherein the sensed parameter is indicative of a flow of bleed air from the first engine.

65. The apparatus as defined in any one of claims 61 to 64, wherein the instructions are configured to cause the processor to determine the bias based on a value of the sensed parameter.

66. The apparatus as defined in any one of claims 61 and 65, wherein the instructions are configured to cause the processor to determine the bias based on a combination of the vibrations detected by the first sensor with the vibrations detected by the second sensor.
67. The apparatus as defined in any one of claims 61 to 66, wherein the instructions are configured to cause the processor to determine a preferred synchronization time based on the vibrations and generate the output based on the preferred synchronization time.

68. The apparatus as defined in claim 67, wherein the preferred synchronization time corresponds to a preferred phase angle between the second spool of the first engine and the second spool of the second engine.

69. The apparatus as defined in any one of claims 67 and 68, wherein the vibrations are indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level, the preferred synchronization time corresponding to the time of the lower noise level.

70. An aircraft comprising the apparatus as defined in any one of claims 61 to 69.

71. A method for improving synchronization of two turbo-fan engines on an aircraft where each turbo-fan engine comprises a spool, the method comprising:

   receiving feedback indicative of the spool of the first engine and the spool of the second engine having different rotational speeds;

   generating an output configured to instruct a controller of the first engine to control the first engine to cause a change in rotational speed of the spool of the first engine in relation to the rotational speed of the spool of the second engine and substantially synchronize the spool of the first engine with the spool of the second engine; and

   determining a preferred synchronization time based on the feedback and generating the output based on the preferred synchronization time.

72. The method as defined in claim 71, wherein the preferred synchronization time corresponds to a preferred phase angle between the spool of the first engine and the spool of the second engine.
73. The method as defined in any one of claims 71 and 72, wherein the feedback is indicative of a first time corresponding to a higher noise level and a second time corresponding to a lower noise level, the preferred synchronization time corresponding to the time of the lower noise level.
RECEIVING A VALUE OF A SENSED PARAMETER USEFUL IN CONTROLLING A FIRST ENGINE

ADDING A BIAS TO THE VALUE

USING THE BIASED VALUE FOR CONTROLLING THE FIRST ENGINE

FIG. 7
800


DETERMINING A BIAS TO BE ADDED TO A SENSED PARAMETER USEFUL IN CONTROLLING THE FIRST ENGINE 804

GENERATING AN OUTPUT CONFIGURED TO INSTRUCT A CONTROLLER OF THE FIRST ENGINE TO USE THE BIAS WITH THE SENSED PARAMETER FOR CONTROLLING THE FIRST ENGINE 806

FIG. 8

DETERMINING, BASED ON THE ACOUSTIC FEEDBACK, A BIAS TO BE ADDED TO A SENSED PARAMETER USEFUL IN CONTROLLING THE FIRST ENGINE 904

GENERATING AN OUTPUT CONFIGURED TO INSTRUCT A CONTROLLER OF THE FIRST ENGINE TO USE THE BIAS WITH THE SENSED PARAMETER FOR THE FIRST ENGINE 906

FIG. 9
RECEIVING VIBRATION FEEDBACK FROM EACH ENGINE INDICATIVE OF THE SECOND SPOOL OF THE FIRST ENGINE AND THE SECOND SPOOL OF THE SECOND ENGINE HAVING DIFFERENT ROTATIONAL SPEEDS

DETERMINING, BASED ON THE VIBRATION FEEDBACK, A BIAS TO BE ADDED TO A SENSED PARAMETER USEFUL IN CONTROLLING THE FIRST ENGINE

GENERATING AN OUTPUT CONFIGURED TO INSTRUCT A CONTROLLER OF THE FIRST ENGINE TO USE THE BIAS WITH THE SENSED PARAMETER FOR CONTROLLING THE FIRST ENGINE

FIG. 10
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
INV. B64D31/12 F02C9/18 F02C9/28 F02C9/42
ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
B64D F02C

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of database and, where practicable, search terms used)
EP0-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

Further documents are listed in the continuation of Box C.

Special categories of cited documents:

* "A" document defining the general state of the art which is not considered to be of particular relevance
* "E" earlier application or patent but published on or after the international filing date
* "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
* "O" document referring to an oral disclosure, use, exhibition or other means
* "P" document published prior to the international filing date but later than the priority date claimed

Date of the actual completion of the international search: 3 June 2016

Date of mailing of the international search report: 13/06/2016

Name and mailing address of the ISA:
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

Authorized officer:
Salentiny, Gérard

See patent family annex.

*T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

*X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

*Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

*A* document member of the same patent family

Form PCT/ISA/210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>
| X        | GB 2 225 134 A (GEN ELECTRIC [US])  
23 May 1990 (1990-05-23) | 30,34, 37,41, 45,50, 51, 55-57, 61,65, 66,70 |
| Y        | page 1, line 16 - page 2, line 11  
page 3, line 21 - page 4, line 12  
page 8, line 32 - page 9, line 5  
page 10, lines 17-30  
page 11, lines 35-39; figures | 31,35, 36,42, 46,52,62 |
| X        | US 5 221 185 A (PLA FREDERIC G [US] ET AL)  
22 June 1993 (1993-06-22) | 71-73 |
| Y        | column 1, lines 15-21  
column 3, line 5 - column 6, line 43; figures | 35,36,46 |
| A        | EP 1 215 383 A1 (ROLLS ROYCE DEUTSCHLAND [DE])  
19 June 2002 (2002-06-19)  
paragraphs [0001], [0002], [0003], [0009], [0017], [0024], [0025], [0036] | 1-29,33, 44,54,64 |
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>US 2011288740 A1</td>
<td>24-11-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2225134 A</td>
<td>23-05-1990</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IT 1236706 B</td>
<td>26-03-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP H0587657 B2</td>
<td>17-12-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP H02191824 A</td>
<td>27-07-1990</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5058376 A</td>
<td>22-10-1991</td>
</tr>
<tr>
<td>US 5221185 A</td>
<td>22-06-1993</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 10062252 A1</td>
<td>11-07-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2002117582 A1</td>
<td>29-08-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004232281 A1</td>
<td>25-11-2004</td>
</tr>
</tbody>
</table>