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To all, whom, it may concern: 
Beit known that I, WILLIAMH. TEETZEL, 

a citizen of the United States, residing at De 
troit, in the county of Wayne and State of 
Michigan, have invented certain new and use 
ful Improvements in Door Stops and Bump 
ers, of which the following is a specification, 
reference being had to the accompanying 

y drawings. 
Io This invention has relation to improvements 

in door stops and holders; and it consists in 
the construction and novel arrangement of de 
vices, as will be hereinafter fully described, 
and pointed out in the appended claims. 

I5 The annexed drawings, to which reference 
is made, fully illustrate my invention, in 
which Figure 1 is a vertical sectional view of 
my device, and Fig. 2 is a side view of the 
Sae. 

Referring by letter to the accompanying 
drawings, A designates the base-plate of the 
stop, which is perforated at a for the recep 
tion of screws, whereby the device is secured 
to the inside lower front corner of the door. 
Projecting from the base-plate and a part there 
of is a lug, b, having three notches, c, and a 
transverse perforation, d. 

X- B represents an arm, the forward end of 
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which is recessed to receive a rubber knob, e, 
which projects therefrom, as shown. The rear 
portion of this arm is provided with ears or 
lugs ff, which are transversely perforated to 
receive a pin, g, by means of which the arm 
and lug on the base-plate are pivoted to one 
another. 
A longitudinal recess, h, is formed in the 

arm to receive a spring catch-pin, i, having a 
thumb-knob, j, the shank k of which extends 
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through and works within an opening, l, com 
municating with the longitudinal recess h, as 4o 
shown. 

It will be seen that when the arm is in 
horizontal position the rubber or stop, when 
the door is opened wide, will strike the wall 
of the building and prevent a jar to the door, 45 
as well as preventing injury to the wall, and 
when the arm is set in a vertical position the 
rubber bears against the floor, and the door 
may be opened any distance and retained by 
Said arm. 

I am aware that a door check and stop is 
not broadly new, as such is shown in Patent 
No. 147,227, February 3, 1874, and I do not 
claim such a device, broadly; but, 
Having described my invention, what I 

claim, and desire to secure by Letters Patent, 
S 

1. The combination, in a door-stop, of two 
arms jointed together, one of which is adapted 
to be secured to a door with a spring-latch for 
engaging one of the arms with and disengag 
ing it from the other arm, substantially as and 
for the purposes described. 

2. The combination, with a stationary arm 
adapted to be secured upon a door, of a mov 
able arm pivotally connected therewith, a 
spring-latch located within said movable arm 
and adapted to be engaged with and disen 
gaged from the outer end and under face of 
said stationary arm, substantially as described. 7o 
In testimony whereof Iaffix my signature in 

presence of two witnesses. 
WILLIAM. H. TEETZEL, 
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Witnesses: 
FRANK. A. EART, 
JAMES W. HASTINGS. 


