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UNITED STATES 

1,841,193. 

THOMAS LORIMER LIDSTON, OF BUFFALO, NEW YORK, ASSIGNOR. To CANADA. CYCLE & 
MOTOR COMPANY, LIMITED, OF WESTON, ONTARIO, CANADA. : : 

SPORT GLovE . . . 
Application filed January 8, 1931. Serial No. 507,892. 

The principal objects of this invention are 
to devise a glove for use in such sports as 
hockey, lacrosse, etc., where a stick is used, 
which will adequately protect the fingers 
from damage through the slashing of sticks 
in the play, but which will be quite flexible, 
allowing the player the full freedom of the 
hand in the gripping and handling of the 
stick. 
The principal feature of the invention con 

sists in the novel construction and arrange 
ment of pads upon the back of the fingers of 
the glove whereby the padding of each finger 
is separated at the joints but projects out 
wardly from the fingers in such a manner as 
to adequately protect the joints. 
In the accompanying drawings, Figure 1 

is a plan view of the back of a glove con 
structed in accordance with this invention. Figure 2 is a plan view of the palm side 
of the glove. 

Figure 3 is a perspective yiew, showing the 
several fingers of the glove in a bent position. 

Figure 4 is an enlarged longitudinal Sec 
tional view of a portion of one of the fingers 
taken through one of the joints. 

It has been common practice in the manu 
facture of sport gloves to construct the fingers 
with raised padding along the back and op 
posite the joints a thinner and more flexible 
leather has been used as an insert between 
heavier and thicker sections but the padding 
is continuous from the tip of the finger back 
to the base. a 
In the present invention the padding is 

placed on the fingers in three separate sect 
tions, 1, 2, 3, with the leather covering 4 
over the pad being secured to the finger coy 
ering 5 of the glove proper. The padding is 
of an oval or semi-circular form in cross sec 
tion on the top of the fingers and between the 
adjacent ends of the pads is sewn an insert 
strip 6 of leather which is shaped with lat 
erally flanged edge portions. 7 which are 
seamed to the ends of the rounded cover 
leathers the intermediate portion of said in 
serts extending down to the finger leather 
in the centre to which it is seamed, thus form 
ing a V-shaped connection. It will thus be 
seen that not only is an abrupt shoulder 8 
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presented by this construction which will have 
the maximum protective effect in preventing 
an object from entering the V notch between 
the pad sections but such shoulders will be 
of a reinforced character due to the double 
thickness of material at this point so that 
the shoulders will not be easily broken down 
in Service and will afford continued protec 
tion to the knuckles of the wearer. The va 
rious pad sections will thus be definitely sup 
ported against collapse at the ends due to the 
presence of the archlike reinforcing shoul 
ders so that they will not become flattened and their utility destroyed. 
There is therefore at the joints no padding, 

but the pads at either side of a line across 
the finger at the joints project upwardly and 
is of a sufficient thickness to adequately pro 
tect the joint from injury through being 
struck by a stick, as the break in the padding 
at the joint is much narrower than anything 
that is used. - 

It will be seen that the padding lies along 
the several joints of the 
knuckles but at the actual knuckle joints 
thereis only the thickness of the leather of the 
finger covering portion of the glove so that 
the glove is as flexible as an ordinary glove. 
What I claim as my invention is:- 
1. An improved fingered sport glove hav 

ing individual padding on each finger divided 
longitudinally into a plurality of sections on 
the back of each finger whereby the maximum 
flexibility of said fingers individually and 
collectively is provided for, the meeting ends 
of said sections being reinforced to prevent collapse. 

2. An improved fingered sport glove hav 
ing individual short lengths of padding se 
cured to the back of each of the fingers and 
each extending between the knuckle joints 
whereby the maximum flexibility of said fin 
gers individually and collectively is provided 

ger between the 
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for, the meeting ends of said short lengths be 
ing merged with the outer portions of said 
lengths in an abrupt manner presenting 
sharp protective shoulder formations. 

3. An improved sport glove having leather fingers with short lengths of leather arranged 
longitudinally thereof and arched trans 
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versely thereof, said short lengths being sep 
arated at points coinciding with the knuckle 
joints of the individual fingers of the wearer, 
padding material filled between the finger 

5 leather and the superposed leather, and in 
sert pieces closing the adjacent ends of the 
padding pockets formed by the superposed 
leathers and reinforcing the same. 

4. An improved sport glove having nor 
10 mal leather fingers, short lengths of leather 

covered padding secured to the backs of said 
fingers and separated opposite the joints, and 
short insert pieces of leather stitched to the 
backs of the leather fingers across the joints 

ls and having laterally flanged edge portions 
secured to and closing the ends of the short 
pads presenting reinforced shoulders of the 
ends of said short pads. 
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