METHOD FOR DISTINGUISHING MBMS SERVICE REQUEST FROM OTHER SERVICE REQUESTS

The method for distinguishing the MBMS service request from the other service request comprising steps of: sending a message to a UE by a RNC to indicate that the UE needs a RRC or a PS domain connection; sending a message to a SGSN by the UE to indicate it requires MBMS service or dedicated service; and sending different messages to the RNC by the SGSN according to the different service types or messages. This invention can make the SGSN correctly distinguish service requests initiated by different services and then adopt different operations on different service requests accordingly. This kind of differentiated operation can make the SGSN send different signaling to the RNC, which makes the RNC count the number of UEs accurately and avoid the waste of radio resources.
METHOD FOR DISTINGUISHING MBMS SERVICE REQUEST FROM OTHER SERVICE REQUESTS

BACKGROUND OF THE INVENTION

1. Field of the Invention

This invention relates to 3rd Generation (3G) mobile communication system, especially to a method for SGSN to distinguish MBMS service request from other service requests.

2. Description of the Related Art

MBMS is a new service under standardization by 3rd Generation Mobile Communication System Partnership Project. The MBMS service is an unidirectional point-to-multipoint (p-t-m) (i.e. multimedia data sent from a single data source is transferred to multiple users through network transmission) service. Most remarkable feature of the service is that it can make use of radio resources and network resources efficiently. The MBMS service is mainly used in wireless communication network system, e.g. Wideband Code-Division Multiple Access system, Global System of Mobile Communication, etc. The transmission of the MBMS service data basically includes following several steps, i.e. data source sending, middle network transmission, destination cell on-the-air transmission and user reception. Figure 3 is a logical figure for network devices of the radio communication system that can provide the MBMS service, in which the MBMS actually makes use of General Packet Radio Data Service (hereinafter referred to as GPRS) as core transmission network. As shown in Figure 3, Broadcast and Multicast Service Center (hereinafter referred to as BM-SC) is the data source for the MBMS data transmission. Gateway GPRS Supporting Node (hereinafter referred to as GGSN) is used to connect the GRPS network with the external network(such as INTERNET). Gateway GPRS Supporting Node is used to connect BM-SC in the MBMS service and to send MBMS data to specific Service GPRS Supporting Node (hereinafter referred to as SGSN). Cell Broadcast Center (hereinafter referred to as CBC) is the data resource of the cell broadcast, through interconnecting the CBC with the BM-SC in the MBMS, the CBC can provide the MBMS service with declaration function. The SGSN is used to perform access control on a UE as well as mobility management, and sends the MBMS data from the GGSN to the specific Radio Network Controller (hereinafter
referred to as RNC) at the same time. The RNC is used to control a group of base stations (hereinafter referred to as NODE B) and sends multimedia data to the specific NODE B. The NODE B (base station) establishes air physical channel for the MBMS service in a certain cell under the control of the RNC. Terminal User Equipment (hereinafter referred to as UE) is the terminal equipment for MBMS data reception.

Figure 4 gives the whole process from service announcement, user joining, service notification, radio bearer establishment to user’s final leaving in the MBMS service.

401 Subscription - establishing the connection between a user and a service provider, and an authorized user may receive the relevant MBMS service.

402 Service announcement – notifying the user of services that will be provided. For example, the system will rebroadcast a football match in Beijing at 7:00 p.m.

403 Joining – indicates that the user joining a group, i.e. the user informs the network that he or she is willing to receive this multicast service.

404 MBMS Session Start – indicates that establishing the network resources for the MBMS data transmission.

405 MBMS notification – indicates that notifying the user of the MBMS data transmission that will be performed right away.

406 Data transmission – indicates the process of transferring the MBMS service data to the user.

407 MBMS Session Stop - indicates that releasing the network resources after the MBMS data transmission is completed.

408 Leaving - corresponding to the joining of 403, which indicates that the user is leaving a group, i.e. the user doesn’t want to receive the data of a certain service any more.

In WCDMA system, the system requires each UE to enter the connection state of PMM_CONNECTED when providing conventional packet service for the UE. This state indicates that there is radio resource control (RRC) connection between the UE and the UTRAN, and there is signaling connection between the UE and the SGSN. The signaling interchanged between the UE and the SGSN belongs to Non-Access Signaling, i.e. NAS signaling. This signaling is transparent to the RNC, that is, the RNC doesn’t care about the content of the message transferred between the UE and the SGSN. When the UE wants to enter the state of PMM_CONNECTED to establish the signaling connection, it must
send the SERVICE REQUEST message or the ROUTING AREA UPDATE REQUEST message to the SGSN. The ROUTING AREA UPDATE REQUEST message is only needed when the UE wants to update its routing area. The SERVICE REQUEST message is used to establish the signaling connection between the PMM_IDLE UE and the SGSN, and to tell the SGSN for what the message transfers, i.e., for transmitting uplink signaling message, uplink data or responding to the paging from the CN. If the service type in the SERVICE REQUEST message is signaling, the SGSN will release the signaling connection between RNC and SGSN after the process of signaling exchanging completes; if the service type in the SERVICE REQUEST message is data, the SGSN will establish the Radio Access Bearer (RAB) for the service in active state so as to establish the Radio Bearer for transferring data for this service; if the service type in the SERVICE REQUEST message is paging response, the SGSN knows whether this paging response aims at data transmission or signaling exchanging so as to make a correct decision to transfer relevant signaling to the user equipment or to establish the RAB. To provide the MBMS service in the WCDMA system, if all users that receive the MBMS service are in PMM_IDLE state, it is possible that a lot of radio resources be used or wasted in the on-the-air interface, for large amount of users are sharing MBMS service at this time. In this case, the method that let part of the user equipments be in PMM_CONNECTED state and the rest be in PMM_IDLE is adopted in UTRAN. Therefore, the Radio Network Controller needs to count the users in PMM_CONNECTED state in its cells only. The reason why the user equipment stays PMM_CONNECTED state is either that this user equipment is receiving other dedicated service or only for MBMS user counting. Once the RNC finds out that the number of user equipments receiving MBMS service in a certain cell is less than the threshold on switching between the channel of point-to-point and point-to-multipoint, it will recount it so as to prevent that some other user equipments in PMM_IDLE state in this cell are still receiving MBMS data. Referring to Figure 5 for more information on this process. 501 indicates that the RNC receives the message of “Session Start Indication” from the SGSN, which means the start of MBMS session, and this message generally includes service parameters related to the service, such as Service ID, QoS parameters, etc. The RNC counts the number of UEs that subscribe the service in each cell. This process is mandatory at the beginning of the session. And during the session, if the number of UEs is lower than the threshold on switching from the point-to-multipoint (PTM) to the point-to-point (PTP), then the RNC will start the process of counting the number of UEs. This process continues from 502 to 512. If the RNC finds that the number of UEs is lower than the threshold, then the RNC sends a “MBMS Notification”
message to the UE in PMM_IDLE state or maybe also to the UEs in the states of CELL_PCH and URA_PCH. This message includes parameters such as notification reason (MBMS called-party calling), access probability and service ID, etc. The UE in PMM_IDLE state first establishes a RRC connection with the RNC after receiving this message. From 504 to 506, the UE establishes the RRC connection with the RNC, which is consistent with the process described in existing specification, and the unique difference may be the reason for the RRC connection establishment. This reason may be “MBMS called-party calling”. The NAS layer of UE sends a “Service Request” message to the SGSN. This service request message is delivered to the SGSN in the 507 RRC message “Initial Direct Transmission” and the 508 Iu signaling “Initial UE Message”. When the SGSN receives this message, it sends a message of 509 “MBMS UE Linking Request” to the RNC to deliver all MBMS service IDs that the UE subscribes to the RNC. The RNC returns the message of 510 “MBMS UE Linking Response” back to the SGSN. 511 the RNC adds this UE ID to each service context of the cell that the UE stays in. 512 the RNC counts the number of UEs in each cell. Thus, the process of counting the number of the UE by the RNC is completed.

In the SERVICE REQUEST message sent by the UE to the SGSN, if the service type in the Service Request is data, then the SGSN establishes the RAB for the activated PDP Context, so that the resource allocation is performed on Iu and Uu interface for data transmission. During the process of MBMS UEs counting, when the UE receives the message of “MBMS Notification” from the RNC, if the message indicates that the number of UEs needs to be collected, then the UE will enter the PMM_CONNECTED mode. The UE in PMM_IDLE state sends the “Service Request” message to the SGSN to enter the PMM_CONNECTED mode. If the service type in the service request at this time is also data, then according to the prior art, the SGSN needs to establish the RAB for the activated PDP Context. However, this service request actually aims at the MBMS service and the UE hasn’t requested for data transmission of the dedicated service. It shows that faulty operation may be induced on the SGSN. In order to avoid the faulty operation on the SGSN, we propose to add a new service type, i.e. MBMS service, to the service request. Also we can use a new message, i.e. "MBMS Service Notification" to inform the SGSN that the MBMS service subscribed by the UE should be known to the RNC, i.e., the MBMS UE Linking Request shown in figure 1.

In the WCDMA system, there is another case in which the UE switches into the PMM_CONNECTED state without transferring the SERVICE REQUEST message, i.e., the case when the UE switches into routing area update. In this case,
if we want to have the SGSN notify the RNC of the MBMS service that the UE joined in, we can add an information unit of "MBMS Indication" in the message of "Routing Area Update Request". Also, we can adopt the new message "MBMS Service Notification" to request the SGSN to transfer the MBMS service subscribed by the UE to the SRNC of the UE.

SUMMARY OF THE INVENTION

The object of this invention is to provide a method for distinguishing MBMS service request from other service requests.

To realize above object, a method for distinguishing MBMS service request from other dedicated service request comprising steps of:

- sending a message to a UE by a RNC to indicate that the UE needs a RRC or a PS domain connection;

- sending a message to a SGSN by the UE for indicating whether the service is MBMS one or dedicated one, or telling the SGSN to notify the RNC of the MBMS service that the UE joined in; and

- sending different messages to the RNC by the SGSN according to the different service types or messages.

To provide above object, a method for establishing MBMS (Multimedia Broadcasting and Multicasting Service) bearer between network and a user equipment (UE), comprising the steps of:

- sending MBMS notification signal to the UE from the network;
- receiving the MBMS notification signal by the UE when the UE is in a idle mode;
- sending response signal for the notification signal with "MBMS notification response" to the network;
- counting number of UEs in a cell which are interested in the MBMS; and
- sending MBMS data to the UE with point to multipoint type radio bearer.

This invention presents the method for distinguishing MBMS service request from dedicated service request of the UE. Through this method, the SGSN can be made to distinguish the different services and then to execute different operations, which can avoid establishing unnecessary user interface and wasting resources.
BRIEF DESCRIPTION OF THE DRAWINGS

Figure 1 is the flow for distinguishing MBMS service from other dedicated services;

Figure 2 shows the actions of the UE node;

Figure 3 is the illustration of the MBMS system structure;

Figure 4 is the flowchart of the MBMS multicast service;

Figure 5 is the flow for counting the number of UEs; and

Figure 6 shows the actions of the SGSN node.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

In the following, the correct examples of this invention will be explained in detail with reference to figures, and only the necessary part of this specification will be explained in the following and other parts will be omitted for emphasis. Figure 1 describes the service request process between the MBMS UE and the SGSN.

In the present invention, the information unit of "MBMS Service" for indicating the type of MBMS service has been added into the SERVICE REQUEST message so as to indicate whether the user equipment's service request is sent for MBMS service, for dedicated service or for MBMS service and dedicated service. In the present invention, the new message of "MBMS Service Notification" can be added to be transferred between the UE and the SGSN. With this message, the SGSN can be told why the UE switches into PMM_CONNECTED (for the need of MBMS service). The SGSN should send the "MBMS UE Linking" message to the RNC, for telling the RNC all MBMS services subscribed by this UE. Also in the present invention, the information unit of "MBMS Indication" can be added into message "Routing Area Update" to tell the SGSN to send the message of "MBMS UE Linking" to the RNC and to tell the RNC all MBMS services subscribed by this UE. With this method, the SGSN can send relevant messages to the RNC correctly so as to avoid service confusion or waste user interface resource.

In 101 of above Figure 1, the SGSN notifies the RNC at the beginning of MBMS session, the message includes Service ID, QoS parameters and UE interface information. If the cell under the control of this RNC may include the UE in PMM_IDLE state, this message shall also include the notification field and
the RNC needs to send the MBMS notification to corresponding cell in this notification field.

In 102 of above Figure 1, the RNC counts the number of UEs that stays in PMM_CONNECTED mode in this cell. If the number of UEs is larger than the threshold on switching from PTP to PTM, the RNC sends the message of "MBMS Notification" to all or some cells according to the indication from the SGSN, and indicates that it is unnecessary to count the number of UEs and the UE in PMM_IDLE needn't to enter the PMM_CONNECTED mode. If the number of UEs in some cells is smaller than or equal to the threshold on switching from PTP to PTM, the RNC sends the message of "MBMS Notification" to all or some cells according to the indication from the SGSN, and indicates that it is necessary to count the number of UEs and some of the UEs in PMM_IDLE need to enter the PMM_CONNECTED mode.

In 103 of above Figure 1, the RNC sends the "MBMS Notification" message to the cells under its control according to the indication from the SGSN. By determining whether to count the number of UEs or not, the RNC sets a "RRC Connection Requirement Indication" as true or false. This MBMS Notification also includes service ID, notification reason and access probability. The notification reason is "Called-party MBMS Calling". During the process of service, the RNC will periodically broadcast the channel type in the cell. When the UE in PMM_IDLE state moves to this cell, if channel type is PTP or the cell didn't provide RB for this service at all, then the RRC of the UE will report this information to upper layer.

In 104 of above Figure 1, after the RRC layer of the UE receives the message of "MBMS Notification", it will deliver the notification reason as well as service ID to upper layer to notify the incoming of MBMS data. If this message indicates the RRC connection is needed, i.e. "RRC Connection Requirement Indication" is TRUE, the RRC will notify the upper layer that the signaling connection indication is TRUE after performing relevant calculation of access probability. This process can be implemented through the primitive between the RRC and the upper layer. This primitive notifies the upper layer of MBMS service ID, notification reason and signaling connection indication. If the UE knows in 103 that the channel type in the cell is PTP, or this cell didn't provide RB for the service at all, the RRC of the UE will report to the upper layer. The primitive for the report includes service ID, and the signaling connection indication is set as TRUE.
In 105 of above Figure 1, the upper layer processes this MBMS calling according to the information delivered from the RRC. The upper layer associates the MBMS service ID with the corresponding MBMS Context. If the signaling connection indication shows that the RRC connection is needed, the upper layer notifies the RRC through the primitive to establish a RRC connection, and has the message of "Service Request" included between the upper and lower of the primitives to be delivered to the RRC. Otherwise, the upper layer doesn’t need to indicate the RRC to take any action.

From 106 to 108 of above Figure 1, the RRC establishes the RRC connection according to the upper layer indication. The reason for the RRC connection establishment is MBMS called-party calling. Other operations of the RNC are the same as those in existing specification.

In 109 and 110 of above Figure 1, the UE transfers the "SERVICE REQUEST" message from the higher layer to the SGSN after establishing the RRC connection.

In this case, the type of service specified in 109 "SERVICE REQUEST" message should be "MBMS Service". This procedure can be realized in following two steps: 109 the UE transfers this message to RNC through the RRC signaling "Initial Direct Transmission"; 110 the RNC transfers this message to the SGSN through Iu signaling "Initial UE Message". Procedure 109 possibly happens in that the user equipment updates the routing area. In this case, the message that the user equipment sends to the SGSN is "Routing Area Update Request". This procedure can be realized in following two steps: 109 the UE transfers this message to the RNC through the RRC signaling "Initial Direct Transmission"; 110 the RNC transfers this message to the SGSN through Iu signaling "Initial UE Message". If the user equipment has learned the information on the MBMS service of this cell via the MCCH before updating the routing area, and yet this MBMS service is not provided in the new cell, then the "Routing Area Update Request" message can contain the information unit of "MBMS Indication"; otherwise, if this message contains no "MBMS Indication" information, the user equipment sends the new message of "MBMS Service indication" to the SGSN after establishing the signaling connection.

In 109a of above Figure 1, the UE sends the message of "MBMS Service Notification" to the SGSN after establishing the signaling connection (through the procedure of service requesting) between itself and the SGSN, for notifying the SGSN of that this UE has joined in some MBMS services, and the SGSN is required to inform the UE's SRNC of this information. The signaling connection
between the UE and the SGSN can be established with conventional method. So, no more detail will be given herein. 109a the UE transfers this message to the RNC through the RRC signaling "Uplink Direct Transfer"; 110 the RNC transfers this message to the SGSN through the Iu signaling "Direct Transmission". Procedure 109a in figure 1 also can be used to establish the signaling connection between the UE and the SGSN, here the establishment results from that the MBMS service starts. In other words, the message of "SERVICE REQUEST" in 109 can be replaced with this message absolutely. The UE sends the "MBMS Service indication" message to the SGSN through the RRC signaling "Initial Direct Transfer" and the Iu signaling "Initial UE Message".

In 111 of above Figure 1, after receiving the message in 110, the SGSN finds out that the requested service is "MBMS Service", "MBMS Service indication" or "MBMS Indication" included in the "Routing Area Update Request" message, and checks the UE context for the saved MBMS service that this UE has joined in. The SGSN sends the "MBMS UE Linking Request" message to the RNC, for notifying the RNC of the identifier of the MBMS that this UE has joined in. The MBMS service identifier can be either the IP multicast address and APN, or the Temporary Mobile Group Identifier (TMGI).

In 112 of above Figure 1, the RNC acknowledges that it has received the "MBMS UE Linking Request" message and replies the SGSN with the "MBMS UE Linking Response" message.

In 113 of above Figure 1, the RNC adds the identifier of this UE into the context of the corresponding cell and service.

The procedure from 102 to 114 does not always happen only when the session starts. During the session, if the RNC finds out that the number of users is less than the threshold on switching between point-to-point and point-to-multipoint channel, it can carry out the process of user counting. In this case, the "MBMS Notification" message in 103 contains the service identifier and the RRC connection required indication (which is set as true), and set the type of service in the "SERVICE REQUEST" message as "MBMS Service" or decide to transfer the new message "MBMS Service indication ".

If the UE moves to the new cell, it should read out the system information to learn about the Routing Area that the current cell belongs to at first, and it can also learn about the information on the MBMS control channel from the system information. Then, the UE receives MBMS control signaling transferred via this channel according to the configuration of the channel. If the UE finds out that the channel of the current cell to support this service is the point-to-point one or there
is no radio bearer, this UE should also perform the procedure from 105 to 109. Now, the UE can transfer the "Routing Area Update Request" message, which contains "MBMS Indication", or transfer the "MBMS Service indication" message after establishing the signaling connection, or transfer the "SERVICE REQUEST" message, in which the service type is set as "MBMS Service". Simultaneously, if some changes have happened to the routing area where the UE locates, and higher layer of the UE is to perform functions like sending out signaling, routing area updating, etc., then the UE can transfer the "Routing Area Update Request" message, which contains "MBMS Indication", or transfer the "MBMS Service Indication" message after establishing the signaling connection. Next, the UE should also perform the procedure from 105 to 109. Certainly, if only the routing area has changed to the UE but the channel of the current cell to support this service is point-to-multipoint one, it is not necessary to include the information unit of "MBMS Indication" in the "Routing Area Update Request" message, or to transfer the "MBMS Service indication" message at all.

If the UE finds out that the routing area has changed after moving to the new cell, but it has no information on the MBMS service of the new cell, then it can send only the "Routing Area Update Request" message to the SGSN. During updating the routing area, the UE can learn about the configuration of the MCCH from the system information. Then, it can learn about the information like the channel type of the MBMS according to the configuration of the MCCH. If the channel for the MBMS service is the point-to-point one, the UE sends the "MBMS Service Notification" message to the SGSN, requesting the SGSN to transfer the list of the MBMS services subscribed by the UE to the RNC.

In 115 of above Figure 1, the higher layer of the UE determines to receive dedicated services from the packet domain. And now the UE stays in PMM_IDLE state. The higher layer notifies the RRC of establishing the RRC connection and transferring the NAS message of "SERVICE REQUEST" to the SGSN.

From 116 to 118 of above Figure 1, the RRC establishes the RRC connection according to the indication received from the higher layer, and the reason why to establish the RRC connection is an existing value. Other operations of the RNC are performed in accordance with the available standard.

In 119 and 120 of above Figure 1, the UE transfers the "SERVICE REQUEST" message received from the higher layer to the SGSN after establishing the RRC connection. And the type of service in the "SERVICE REQUEST" message is set as "data". This procedure can be realized in following two steps: 119 the UE transfers this message to the RNC through the RRC
signaling of "Initial Direct Transfer"; 120 the RNC transfers this message to the SGSN through the Iu signaling of "Initial UE Message".

Or in 119a and 120 of above Figure 1, the UE may transfer the "MBMS Service indication" message to the SGSN. This procedure can be realized in following two steps: 119a the UE transfers this message to the RNC through the RRC signaling of "Uplink Direct Transfer"; 120 the RNC transfers this message to the SGSN through the Iu signaling of "Direct Transfer". In 121 of above Figure 1, if the SGSN finds that the type of service requested by the UE is data, it will check the MM context of the UE to find out which services' PDPs are activated. The SGSN establishes the Radio Access Bearer for these services. The SGSN sends the "RAB Assignment Request" message to the RNC, decides the parameters like the QoS parameter that supports this service, etc., this message also possibly contains the list of the MBMS service that the UE has joined in if it has been detected by the SGSN.

In 122 of above Figure 1, the RNC replies the SGSN with the "RAB Assignment Response" and establishes Iu user interface to provide data transmission channel for this service.

In 121a of above Figure 1, after receiving the message in 120, the SGSN finds out that the requested service is "MBMS Service" or the "MBMS Service Notification" message and checks the UE context for the saved MBMS service that this UE has joined in. The SGSN sends the "MBMS UE Linking Request" message to the RNC, for notifying RNC of the identifier of the MBMS that this UE has joined in. The MBMS service identifier can be either the IP multicast address and APN, or the Temporary Mobile Group Identifier (TMGI).

In 122a of above Figure 1, the RNC acknowledges that it has received the "MBMS UE Linking Request" message and replies the SGSN with the "MBMS UE Linking Response" message.

In 123 of above Figure 1, the RNC adds the identifier of this UE into the context of the corresponding cell and service.

In 124 of above Figure 1, the RNC counts the number of users of every service in the cell so as to determine whether the channel type is point-to-point or point-to-multipoint. The procedure from 115 to 124 can be conducted either before or during the session.

There is another case that has not been described in figure 1, i.e., when the session starts, the SRNC will send the message to the UEs in RRC connection and PMM_IDLE state to make them switch into PMM_CONNECTED state. The UE
switches into PMM_CONNECTED state for the MBMS. Therefore, we can adopt the three methods illustrated in figure: the type of service in the "SERVICE REQUEST" message is set as "MBMS Service", or send the new message of "MBMS Service Notification", or add the information unit of "MBMS Indication" into the "Routing Area Update Request" message. After receiving this message, the SGSN also sends the UE Linking message to the UE. This procedure is consistent basically with that from 115 to 124 in figure 1 except that the RRC establish procedure from 116 to 118 is not needed.

The embodiments described in the present invention aims at explaining certain examples for implementing the inventive method; it does not refer to all embodiments of the present invention. Any scenario that is sent from the UE to the CN to make the CN perform the UE linking procedure belongs to the scope of the present invention.

Embodiments

1) Node processing flow of the UE

Figure 2 describes the node processing flow of UE. Step 201 indicates that the UE receives message from the RNC. In step 202, judging whether the message received by the UE is the "MBMS Notification". If yes, go to Step 203; otherwise, go to Step 201. In Step 203, the RRC of the UE delivers the service ID and the notification reason obtained from the "MBMS Notification" message to the upper layer. If the "RRC connection required" of the message is TRUE, then the signaling connection indication is TRUE; otherwise, the signaling connection indication is FALSE. The RRC of the UE tell the upper layer whether to establish the signaling connection via the signaling connection indication in the primitive or not. If the RRC of the UE knows that the channel type of target cell is PTP or the target cell doesn’t provide RB for the MBMS service it is receiving at all, then the RRC of the UE tells to upper layer to establish the signaling connection via a primitive, i.e. the signaling connection indication is TRUE. In Step 204, the upper layer judges whether to establish the signaling connection. If yes, go to 205; otherwise go to 207. In Step 205, the upper layer instructs the RRC to establish the RRC connection and go to 206. In Step 206, the UE sends the message of "Service Request" to the SGSN, whose service type is "MBMS service". In Step 207, the upper layer won’t take any operation any more. In Step 208, judging whether the message received is a "MBMS Channel Type Indication", if yes, go to 209, otherwise, go to 210. In step 209, judging if the channel type of the target
cell is PTP, if yes, go to 203, otherwise, go to 201. In Step 210, if the target cell
doesn’t provide RB for the MBMS that the UE is receiving at all, go to 203.

2) The node processing flow of the SGSN

Figure 6 shows the node actions of the SGSN.

In Step 601, indicating that the SGSN receives a message from the UE.

In step 602, judging whether the message received by the SGSN is the
“Service Request”, if yes, go to 603, otherwise, go to 601.

In step 603, judging whether the service type is “MBMS service”. If yes, go
to 604; otherwise, go to 605.

In Step 604, the SGSN checks its UE Context and sends the message of
“MBMS UE Linking Request” to the RNC, which includes the MBMS service ID
that the UE has joined in.

In Step 605, the SGSN checks UE Context and establishes the RAB for PDP
already in the ACTIVE state. The SGSN sends the message of “RAB Assignment
Request” to the RNC, which not only carries the MBMS service ID that UE has
joined in but also the parameters for user interface establishment and QoS
parameters.

In Step 606, the SGSN judges whether the received message is the "Routing
Area Update Request" message or not, if so, the process goes to 607, if not goes
to 608.

In Step 607, the SGSN judges whether the received message contains the
information unit of "MBMS Indication" or not, if so, the process goes to 604, if
not goes to 601.

In Step 608, the SGSN judges whether the received message is the "MBMS
Service Notification" message or not, if so, the process goes to 604, if not goes to
601.
WHAT IS CLAIMED IS:

1. A method for distinguishing MBMS service request from other dedicated service request comprising steps of:

   sending a message to a UE by a RNC to indicate that the UE needs a RRC or a PS domain connection;

   sending a message to a SGSN by the UE to indicate it requires MBMS service or dedicated service; and

   sending different messages to the RNC by the SGSN according to the different service types or messages.

2. The method according to Claim 1, wherein said service type in the “Service Request” sent by the UE to the SGSN is “MBMS Service”.

3. The method according to Claim 1, wherein the RRC of the UE sends an indication primitive to the upper NAS layer.

4. The method according to Claim 3, wherein said indication primitive notifies of MBMS service ID, notification reason and signaling connection indication.

5. The method according to Claim 1, wherein the UE sends a "Routing Area Update Request" message comprising parameter indications to the SGSN, which indicates that the SGSN inform RNC of identifiers of the MBMS services that the UE has joined in.

6. The method according to Claim 1, wherein the UE sends a new message to the SGSN, which indicates the SGSN should inform the RNC of the identifiers of MBMS services that the UE has joined in.

7. The method according to Claim 6, wherein said new message is used to establish the signaling connection between the UE and the SGSN.
8. A method for establishing MBMS (Multimedia Broadcasting and Multicasting Service) bearer between network and a user equipment (UE), comprising the steps of:

sending MBMS notification signal to the UE from the network;

receiving the MBMS notification signal by the UE when the UE is in an idle mode;

sending response signal for the notification signal with “MBMS notification response” to the network;

counting number of UEs in a cell which are interested in the MBMS; and

sending MBMS data to the UE with point to multipoint type radio bearer.

9. The method according to Claim 8, wherein the UE sends a "Routing Area Update Request" message comprising parameter indications to the network, which indicates that a SGSN inform RNC of identifiers of the MBMS services that the UE has joined in.

10. The method according to Claim 8, wherein the UE sends a new message to the network, which indicates a SGSN should inform RNC of the identifiers of MBMS services that the UE has joined in.
FIG. 1

- **Check whether the UE number is below the threshold (102)**
- **MBMS Notification/MBMS Channel Type Indication (103)**
- **RNC informs higher layer to be ready for MBMS reception, and whether signalling connection is required (104)**
- **Higher Layer informs RRC to establish signalling connection for MBMS (105)**
  - **RRC Connection Request (106)**
  - **RRC Connection Setup (107)**
  - **RRC Connection Setup Complete (108)**
  - **Initial Direct Transfer (SERVICE REQUEST: MBMS service/ROUTING AREA UPDATE: MBMS indication) (109)**
    - **Uplink Direct Transfer (MBMS Service Indication) (109a)**
  - **Initial UE Message (SERVICE REQUEST: MBMS service) (110)**
  - **MBMS UE Linking Request (111)**
    - **Initial UE Message (SERVICE REQUEST: data) (111a)**
  - **RAB Assignment Request (service Id list) (112)**
    - **RAB Assignment Response (112a)**
    - **MBMS UE Linking Response (112b)**
  - **Count UE number (113)**
  - **Update MBMS Context (114)**
  - **Update MBMS Service Context (115)**
  - **Count UE number (116)**
  - **RRC Connection Request (117)**
  - **RRC Connection Setup (118)**
  - **RRC Connection Setup Complete (119)**
  - **Initial Direct Transfer (SERVICE REQUEST: data) (119a)**
  - **Uplink Direct Transfer (MBMS Service Indication) (119b)**
  - **Initial UE Message (SERVICE REQUEST: data) (119c)**
    - **Uplink Direct Transfer (MBMS Service Indication) (119d)**
  - **RAB Assignment Request (service Id list) (120)**
    - **RAB Assignment Response (120a)**
    - **MBMS UE Linking Request (120b)**
    - **MBMS UE Linking Response (120c)**
  - **Count UE number (121)**
  - **Update MBMS Context (122)**
  - **Count UE number (123)**
  - **Update MBMS Service Context (124)**

- **UE**
- **RNC**
- **SGSC**

- **Session Start Indication (101)**
FIG. 3
FIG. 4

- Subscription
- Service Announcement
- Joining
- Session Start
- MBMS Notification
- Data Transmission
- Session Stop
- Leaving
FIG. 5
FIG. 6

SGSN Receiving Messages

Service Request

Routing Area Update Request

Type is MBMS service?

MBMS Indication?

MBMS Service Indication

Transmit RAB assignment Request to the RNC with service Ids included

Transmit MBMS UE Linking Request message to the RNC
A. CLASSIFICATION OF SUBJECT MATTER

IPC7 H04B 7/26

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
IPC7 H04B 7/26, H04Q 7/00

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
KOREAN PATENTS AND APPLICATIONS FOR INVENTIONS SINCE 1975
KOREAN UTILITY MODELS AND APPLICATIONS FOR UTILITY MODELS SINCE 1975

Electronic data base consulted during the international search (name of database and, where practicable, search terms used)
KIPASS, DELPHION & Keywords: MBMS, either or different or dedicate, service, indication and similar terms

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

☐ Further documents are listed in the continuation of Box C. ❌ See patent family annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier application or patent but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search
25 NOVEMBER 2004 (25.11.2004)

Date of mailing of the international search report
26 NOVEMBER 2004 (26.11.2004)

Name and mailing address of the ISA/KR
Korean Intellectual Property Office
920 Dunsan-dong, Seo-gu, Daegu 302-701, Republic of Korea
Facsimile No. 82-42-472-7140

Authorized officer
SHIN, Jun Ho
Telephone No. 82-42-481-8129

Form PCT/ISA/210 (second sheet) (January 2004)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>JP 2004153804 A</td>
<td>27-05-2004</td>
</tr>
</tbody>
</table>