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COMBINED TYPE AND HOLDER FOR PRINTING MACHINEs 

Application filed April 2, 1927. serial No. 180,394. 

This invention relates to combined type 
and holder for printing machines and the ob 
ject of the invention is to provide type for a 
printing machine such as shown in our co 

5 pending application. Serial No. 149,335, filed 
Nov. 19, 1926 and entitled Printing machine. 
In this machine the type is mounted in a 
holder and is held in place in the holder by a 
tension device which is released by swinging 

10 the machine to bring the type to the inverted 
position. By thus releasing the type, the 
type may be readily changed in the holder 
and upon again turning the machine to print 
ing position the type is again locked in the 
holder. . . . . I 5 . . 

The principal object of this invention is to 
provide a means for firmly Securing the type 
in the holder. So that it cannot become dis 
placed during the printing operation. . . 
These objects and the several novel features 

of the invention are hereinafter more fully 
described and claimed and the preferred form 
of construction by which these objects are 
attained is shown in the accompanying draw 
ings in which 

Fig. 1 is a sectional view through a display 
card printing machine with which the type 
and holder is used. - 

Figs. 2 to 7 show different forms of typ 
and the method of securing the different 
forms in the holder. 
The machine shown in Fig.1 is for printing 

display cards and is fully described in our 
co-pending application Serial No. 149,335, 
filed Nov. 19, 1926, entitled Printing machine 
and initially assigned to Division 17. In this 
machine a way or holder 1 is provided for the 
type 2 and this type is provided with a groove 
3 shown in Fig.6 which is common to all the 
type and in which a member 4 engages to hold 
the type in the way. The member 4 is at 
tached to an arm 5 which is pivoted at 6 in 
the machine and a contractable coiled spring 
7 is provided which draws the arm 5 to the 
right of Fig. 1 thus holding the member 4 
in engagement in the grooves of the type. An 
arm 8 is provided in the machine and the ma 
chine is adapted to be turned on its axis to 

35 

bring the type to inverted position so it is 
50 readily accessible to the printer. This ma 

chine as described in our co-pending applica 
tion is arranged so that as the machine is 
turned on its axis the arm 8 moves the arm 
5 outwardly against the tension of the sprin 
so that the member 4 is disengaged from the 

type as the type is moved to the inverted po 
sition. This allows the type to be readily re 
moved or replaced and as the machine is 
again turned to the printing position the arm 
8 allows the arm 5 to be drawn to the position 
shown in Fig. 1 by the spring 7 with the mem 
ber 4 again engaging in the grooves in the 
type thus bindingly securing the type in the 
holder or way. The particular object of this 
invention is to provide a means for firmly 
this may be accomplished in several different 
manners as shown in Figs. 2 to 7. Most type 
as shown in Fig. 2 is provided with a groove 
3 to aid the type setter in setting the type 
right side up in the holder. This groove 3 
may be utilized to allow the member 4 to en 
gage therein as shown in Fig. 6, to hold the 
type firmly in the holder. In the form shown in Fig.2 a groove 10 is provided in the oppo- 7 
site side of the type and is provided with a 
sloping wall against which the member 4 en 
gages and this member 4 by engaging the an 
gular wall tends to push the type up into the 
top of the holder. In Fig. 3 the holder is pro 
vided with a rib 11 and the groove 3 in each 
type is engaged over this rib. In this form 
the member 4 is provided with an enlarged 
end 12 adapted to engage the side of the type 
to force the type to the right of Fig. 2 thus 
holding the groove. 3 in engagement over the 
rib 11. In the form shown in Fig. 4 a three 
sided holder is provided for the type having 
a hinged side 13 provided with a rib 14 for 
engaging in the groove in the type and this 
side 13 and rib.14 are held in engagement with 

f 

securing the type in the holder or way, and 
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the type by means of a spring i5. In this 
form the hinged side 13 may be easily swung out to allow replacement of the type. In Fig. 
5 another three sided holder is provided for 
the type having a spring pressed pin 16 for 
engaging in the groove 3 of each type. In 
the form shown in Fig. 7 the construction is 
the same as that shown in Fig. 2 with the ex 
ception that the holder is provided with a rib 
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11 fitting in the groove 3 of the type and the 
spring pressed member 4 holds the type in 
position with the groove 3 fitting over the rib 
11. In all the forms shown the principle of 
providing a spring pressed member for se 
curing the type in the holder is the same and 
provision is made whereby the type may be 

ing different words. 
readily rearranged and replaced for print 

lo: From th 
efficientinoperation, will not easily get out of 
order and provides a device which accom 
plishes the objects described. : . 

of the United States is - 
1. In a printing machine, the combination 

with a type holder substantially - shaped in 
cross section providing a support for the 
base and one side of the type, the side of 
the holder engaged by the side of the type 
being provided with a longitudinal rib, a 
series of type each having a groove fitting 
the rib, said type further having a groove 
on the opposite side, and a yieldable retainer 

... - ". pivoted to swing toward or from 
the type on the exposed side and adapted to 

0 enoao '... . . . . . . . . . . . . . ." . . .0 engage the said second groove. . . . . . 
. . . 2 in printing machine, the combination 

'With a type holder having the form in cross 
section of an inverted Lin which the type 
may be mounted with the base of the type en 

8 gaging the horizontal portion of the holder 
and a side of the typeen 
portion of the holder, a series of type there 
in, and a member pivoted to swing toward or 
from the type on the exposed side, and spring 

40 means causing the said member to engage the 
type under pressure to retain the same in the 
holder. . . . . . . . . . . . . 

8. In a printing machine, the combination 
with a type. 

and supporting the base and one 
provided with a groove in the exposed side 
and mounted in the holder with the grooves 

4. In a p : 
with a type holder shaped in cross section 
providing an open side for introduction of 
pe of a series of type adapted to be mount 

ed therein, the holder providing a support 
for the base and one side of the type, the 
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with a ty 

... ' ' ' ' ' ' '...''' foregoing description it becomes 
evident that the device is very simple and 

15 Having thus fully described my invention, 
its utility and mode of operation, what we 
claim and desire to secure by Letters Patent 

ngaging the vertical 

tion. 

o lder substantially: L shaped 
in cross section providing a type receiving 
recess having an open side for introduction 
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Swing toward or from the type on the exposed 
side and to engage the same under pressure. 

5. In a printing machine, the combination 

type and exposing the printing face and op 
posite side thereof, of a series of type each having a groove, the grooves being in align 

pe holder L shaped in cross section 
adapted to support the base and one side of 70 

ment in a set line of the type, a pivoted mem 
ber having a part of a length approximately 
equal to that of the holder and adapted to . 
engage the aligned grooves of the type, and 
a spring causing the member to engage the 

75 

grooves and maintain the type seated in the 
holder. 

proximately equal to that of the holder and 
movable toward and from the exposed side 
of the type opening the holder when moved 
away therefrom permitting the setting of the 
type from the side of the holder, and spring 
means for holding the member in engage 
ment with the exposed side of the said type 
to maintain the same seated in the holder. 

7. In a printing machine, the combination 
With a type holder of a shape in cross sec 

When set therein, a spring-pressed member 
pivoted to Swing toward and from the ex 
posed side of the type permitting the type 
to be set in the holder from the open side 
When swung away therefrom and engaging 
the type under pressure when moved toward 
the same. 
... In testimony whereof we sign this specifica 

HERBERT W. LAMB. 
FRANKS. OUGHELTREE. 

type, a series of type each being 
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side of the holder engaging the type being 
formed with a longitudinal rib and the type each being provided with a groove engaging 

65 the rib and spring pressed means pivoted to 

. - . .80. 

... 6. In a printing machine, the combination 
with a type holder L shaped in cross section 
adapted to support the base and one side of 
type exposing the printing face and the op 
posite side thereof, of a series of type there 
in, a pivoted member having a length ap 

85 

90. 
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tion to support the base and side of the type 
and exposing the opposite side of the type 
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