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To all whom it may concern. 
Beit known that I, STASIAB. STALEY, citi 

Zen of the United States, residing at Mitchell, 
in the county of Lawrence and State of Indi 
ana, have invented certain new and useful 
Improvements in Package-Ties, of which the 
following is a specification. 
The object of this invention is an improved 

package tie which is designed to be applied to 
bundles of papers to be filed and to supersede 
the short-lived rubber band ordinarily em 
ployed for this purpose. And a further ob 
ject of the invention is a simple, durable and 
efficient construction of a device of the 
character described which may be adjusted 
for use with packages of different sizes, and 
which may be easily and quickly applied 
thereto or removed therefrom. 
With these and other objects in view that 

will more fully appear as the description pro 
ceeds, the invention consists in certain con 
structions and arrangements of the parts that 
I shall hereinafter fully describe and claim. 

For a full understanding of the invention 
and the merits thereof, reference is to be had 
to the following description and the accom 
panying drawing, in which: 

Figure 1 is a plan view of my improved 
package-tie showing it applied. Fig. 2 is a 
transverse section EE Fig. 3 is a longi 
tudinal section; and Fig. 4 is a detail view in 
perspective of the longitudinal bond. 

Corresponding and like parts are referred 
to in the following description and indicated 
in all the views of the drawing by the same 
reference characters. 
My improved package-tie comprises a lon 

gitudinal bond and two transverse bonds 2 
detachably secured thereto. Each bond is 
constructed of an integral strip of tape, 
leather or the like upon which is mounted a slide 3, one end of said strip being secured to 
the slide and the other passing adjustably 
therethrough, forming an adjustable loop 4 
by means of which the length of the bond 
may be varied. This loop passes freely 
through one portion of a buckle 5 and thus 
secures it to the strip, the other or free end of 
said strip being arranged to be engaged with 
the buckle to fasten the bond. The longitu 
dinal bond 1 is provided between the loop 4 
and its free end with a reinforcing member 6 

which is secured to said bond at intervals by 
suitable fastening means and which forms 
with the bond a longitudinally extending se 
ries of retaining eyes 7. The transverse 
bonds 2 are designed to pass freely through 
any two of the eyes 7 and to be held thereby 
in proper longitudinally spaced relation. It 
will be noted that by this arrangement the 
distance between the two transverse bonds 
may be varied at will by passing the latter 
through different eyes 7. And it will be fur 
ther noted that when any portions of the 
loops 4 of the transverse bonds 2, pass 
through the eyes 7, the latter will serve to 
hold the two parts of said loops 4 in proper 
alinement. In the practical use of my improved pack 
age-tie, the lengths of the bonds are adjust 
ed according to the size of the package to 
which they are to be applied, and said bonds 
are passed around the package as clearly in 
dicated in Fig. 1, and are drawn tight, the 
free ends of said bonds being engaged with 
t respective buckles to secure the bonds in 
place. 
From the above description, in connec 

tion with the accompanying drawing, it will 
be Ep that I have provided an im 
proved package tie which consists of com 
paratively few parts that may be easily and 
cheaply manufactured and readily assem 
bled, and which may be conveniently em 
ployed as a parcel carrier, and is susceptible 
of various other uses. 

Having thus described the invention, what 
I claimis. 

1. A package tie comprising a longitudinal 
bond and a plurality of transverse bonds, and 
a reinforcing member secured at intervals to 
the longitudinal bond and forming a plural 
ity of eyes through which the respective 
transverse bonds pass and in which they are 
detachably held, and also an additional num 
ber of eyes over and above the number of 
transverse bonds, as and for the purpose set 
forth. 2. A package-tie comprising a longitudinal 
bond and a plurality of transverse bonds, the 
longitudinal bond being provided with eyes 
through which the respective transverse 
bonds pass and in which they are detachably 

I held, and said longitudinal bond being also 
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formed with an additional number of eyes | In testimony whereof. I affix my signature 
over and above the number of transverse in presence of two witnesses. bonds, said additional eyes being also adapt 
ed to receive the ES E. WE, STASA. B. STALEY. 

5 such bonds may be shifted from one eye to Witnesses: 
another so as to vary the distance between CHARLES D. McINTIRE, 
the transverse bonds. MILTON G. ERWIN. 

L. S. 


