
Jan. 2, 1951 M. ALLYN 2,536,707 
ATTACHMENT FOR HOSPITAL BEDS 

Filed May 9, 1947 3 Sheets-Sheet l 

  



2,536,707 M, ALLYN 

ATTACHMENT FOR HOSPITAL BEDS 
Jan. 2, 1951 

Filed May 9, 1947 3. Sheets-Sheet 2 

77 at Razaaaa. availaara area 

18 

rvivorvo. 

  

  

  



Jan. 2, 1951 s: M. ALLYN 2,536,707 
ATTACHMENT FOR HOSPITAL BEDS 

Filed May 9, 1947 3. Sheets-Sheet 3 

EIRTFIR 
FIFN-FIFl 
PRIPTPR H 

I I I I 
RIFTR 
FIFIFIFF 

  



Patented Jan. 2, 1951 2,536,707 

UNITED STATES PATENT OFFICE 
2,536,707 

ATACHMENT FOR HOSPTAL BE DS 

Martha Alyn, West Haven, Conn. 
Application May 9, 1947, Seria:No. 747,061 

(C., 5-85) 4. Caims. 

This invention. relates. to an apparatus for use 
with hospital beds, and more: particularly to an 
apparatus designed for use in handling patients 
confined to, beds. 
It is often convenient, to raise an invalid or 

bed patient from the mattress of the bed for 
various reasons, and the present invention pro 
Wides a device which performs: this function with 
out excessive effort, on the part of the operator. 
Moreover, when a patient is confined to a bed, 
there is a tendency for the patient to slip toward 
the foot of the bed, and it is necessary to move 
them toward the head. This often is difficult for 
a nurse to do, particularly if the patient is heavy. 
I also contemplate: by the present invention 

the provision of a device, by which the patient. 
may be moved toward the foot or the head of the 
bed conveniently, and easily, and without excessive: 
effort on the part of the nurse, or the person tak 
ing care of the patient. 
The apparatus. Of the present. in Veration con 

prises a device- or frame which is supported from 
the floor adjacent the bed, and which may be 
readily disassembled into four sections, each con 
taining one of the corner posts of the frame, so 
that the device may be readily detached from, or 
placed in cooperative, relation to, the bed with 
which it is used. Supported upon this frame 
which rests upon the floor is a belt or web upon. 
which the patient is supported, this web being : 
trained around rollers, so that upon actuation of 
the rollers the web may be caused to travel either 
toward the foot or the head of the bed. In addi 
tion, the rollers are meunted upon-supports which 
may be raised and lowered, so that the patient. 
may be lowered upon the bed mattress or may be 
raised above the nattress: as desired. 
When the patient is raised above the mattress 

and Supported by the Web. or belt, the latter is: 
inclined to sag. To, prevent, excessive sagging of 
the. Web, a net-like frame is provided below the 
Same to limit. the amount by which it may sag, 
this frame or support being formed of relatively. 
wide thin strips of metal or the like, so that, while 
it will offer sufficient support to the partition, it 
Will not be uncomfortable when the patient lies, 
upon it. 
One object of the present invention is to pro 

Wide a new and improved device for use in han 
dling bedridden patients. 
A further object of the invention is to provide 

a frame which may be supported upon the floor 
in cooperative relation to the bed. With which it, 
is to be used, the device being separable into 
Sections, so that it may be readily assembled or 55 
disassembled. 
A further object of the invention is to provide 

a device of the character described in which a 
Web or belt is Supported upon the upper ends of 
four uprights, which in turn are carried by the: 
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four corner posts of the frame of the apparatus, 
the arrangements, being, such that the uprights 
may be simultaneously raised and lowered, so that 
the Weight of the patient may be carried by the 
mattless of the bed when the web is in its lower 
position, or So that the patient may be raised 
from the mattress and the weight carried by the 
Web when it is in an upper position. 
A still further object of the invention is to pro 

Vide-in a device of the character described above 
means for preventing excessive Sagging of the 
Web When the patient is supported thereon, 
To these and other ends the invention consists 

in the novel features and combinations of parts 
to be hereinafter described and claimed. 

In the accompanying drawings: 
Fig. 1 is a perspective view of an apparatus 

embodying my invention; 
Fig. 2 is a Sectional view of one end of the ap 

paratus taken online-2-2 of Fig. 3; 
Fig. 3 is an end elevational view of the appa 

ratus; 
Fig. 4. is a transverse sectional view of the ap 

paratus on line 4-4 of Fig. 9; 
Fig. 5; is a detail Sectional view on line 5-5 of 

Big. 3; 
Fig. 6 is a fragmentary detail view of one of the 

floor Supports; 
Fig. 7 is a sectional view showing the manner 

of joining the horizontal tubular frame members 
of the attachment; 

Fig. 8 is a view taken on line 8-3 of Fig. 9, 
showing the supporting frame; and 

Fig. 9 is a side elevational view of the appa 
5 ratus shown in cooperative position with relation 
to the bed. 
To illustrate a preferred embodiment of my in 

of the diawings a: ged frame comprising a head 
tember 8, a foot portion f, side rails 2, and 
the US 1al mattress 3, all of which may be of the 
3Sial. for a as ng part of the preesnt invention 
Yelates to the construction of the bed itself. 
The device for supporting and handling the 

2&tient comprises a frame which includes four 
Corasr posts, 4, these posts preferably being hol 
ow. To each of these corner posts is secured by 
2.3ay Suitable method, such as welding, for exam 
ple, an e-shaped bracket 5, the posts being 
Sect3ied at the angle of the bracket, so that one 
eiths, airns of the bracket extends transversely, 
of the fiane and the other longitudinally of the 
ficalle; io each of the brackets 5 is secured a 
tillbillar frane member 3, which extends longitu 
dinally of the frame and a second tubular frame 
member 2 which extends transversely of the 
franae G12 across the end thereof. The longitudi 
nally extending meinbers 6 may be secured to 
gether when the parts are in assembled relation 
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by a tubular coupling member 8, which, as shown 
more particularly in Fig. 7, telescopically receives 
the adjacent end portions of the members 6, and 
is detachably secured in place by headed pins 9, 
which pass through the coupling member and 
through openings in the frame member 6. 
In like manner, as shown in Fig. 4, the trans 

verse frame members 7 are detachably Secured 
together by a coupling member 20 and pins 2: 
similar to the coupling member 8 and pins 9 
previously described. With this construction, it 
Will be seen that, when the pins 9 and 2 are re 
noved, the coupling members 3 and 20 may be 
moved to release the frame members 6 and , 
whereby the frame construction thus far de 
scribed inay be separated into four parts, each 
part being substantially one-quarter of the frame 
and comprising one of the corner posts 4. 

It may also be noted that, as shown in Figs. 1 
and 9, for example, the longitudinally extending 
frame innenbers is adjacent the head of the 
bed is slightly longer than the corresponding 
inenber 6 adjacent the foot of the bed, so that 
the coupling member 8 is not precisely at the 
longitudinal center of the device. This arrange 
sent enables the Securing to the longer frame 
member 6 a supporting foot 23, shown more es 
pecially in Fig. 6, which supporting foot tends 
to Support the frame between its ends. 
AS Shown in this figure of the drawings, the 

foot 23 is provided with forked upper legs 24 and 
25 provided with eyes 26 and 27 which are pivoted 
to bracketS 23 and 29 Secured to the frame mem 
bei'S 6, So that the foot members 23 may be fold 
ed upwardly to an out-of-the-way position when 
the weight of the patient rests on the mattress 
of the bed and is not carried by the supporting 
frane of the lifting device. It Will be understood, 
of Course, that there is a foot, 23 at each longitu 
dial Side edge of the bed, as shown in Fig. 1. 
AS has already been stated, the corner posts 
are hollow, and in the upper ends of each of 

these postS is slidably received a tubular member 
3 having rack teeth 32 provided thereon adja 
cent its lower end. Also, as shown in Figs. 1 and 
4 of the drawings, a shaft 33 is journalled in the 
longitudinally extending plates of the L-shaped 
brackets 5, and Secured upon this shaft are pin 
ions 33 which mesh with the rack teeth 32, so 
that, when the shaft 33 is rotated, the members 
3 which telescope in the corner posts 4 Will be 
raised and lowered. It will be understood that 
there is one of the shafts 33 at the head and 
another at the foot of the frame, and each of 
these shaftS are divided adjacent its central part, 
the two Sections of the shafts being secured to 
gether by a detachable coupling member 35 simi 
lai' to the coupling members 8 and 23, so that the 
device inay be separated into the quarter sections 
previously described. 

Also journalled in the transversely extending 
portions of the bracket members 5 is a longi 
tildinally extending shaft 37, this shaft being 
broken into three sections and provided with 
coupling members 38 securing the sections to 
gether, as shown more especially in Fig. 1. At 
each end of the Shaft 3 is a crank handle 39 
by which it may be rotated, and also adjacent 
each end of this shaft a worm 40 is secured there 
on, which worm meshes with a pinion 4 secured 
upon the Shaft 33. It will be apparent that, with 
this construction, rotation of the shaft 37 by 
One of the Cranks 39 either at the head or foot 
of the frame will effect rotation of the pinions 4 
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4. 
rotation of the pinions 34 to raise or lower the 
corner supporting elements 3. 
Mounted upon the supporting elements 3 is 

the device for supporting the patient. Telescopi 
cally received over the upper ends of each of 
the members 3 is a sleeve 45, each of these 
sleeves being slotted transversely to receive bear 
ing blocks 46 and 47, in which blocks are ro 
tatably mounted shafts 48 and 49 to which are 
secured rolls 5 and 5, which rolls will prefer 
ably be formed of rubber or similar friction ma 
terial having a certain amount of resilience, So 
that the bite between these rolls may be adjusted 
in a manner similar to that of the Ordinary 
clotheswiringer. An adjusting screw 52 secured 
at the top of each of the sleeves 45 will serve to 
adjust or release the pressure upon the rolls 59 
and 5. 
At one end of each of the shafts 48 and 49 are 

secured meshing pinions 53 and 54, and each of 
the shafts is extended slightly at one end from 
the adjacent sleeve 45, and is provided with a 
squared end 55 to which may be fitted a crank 
56 (Fig. 1) whereby rotation of the rolls may be 
effected. 
Trained about the upper rolls 5 at the head 

and foot of the frame is an endless belt 53, which 
may be made of heavy webbing, such as canvas, 
for example, so that it will be of sufficient 
strength to support a patient. By rotation of 
the cranks 53, the upper run of the belt 58 upon 
which the patient is supported may be moved 
toward the head or foot of the frame, and, there 
fore, toward the head or foot of the bed, thus 
moving the patient in one direction or the other. 
In order that the weight of the patient upon the 
web will not tend to bend the corner posts of the 
frame inwardly, braces 59 may be provided at 
each corner, these braces extending longitudinally 
Of the frame. 
Secured to the sleeve members 45 at the head 

of the frame and, likewise, at the foot of the 
frame and extending transversely of the frame 
are transverse elements S (Fig. 4) to provide 
the end members for the Supporting frame shown 
in Fig. 8, which frame lies below the lower rollers 
5. This frame is made of a plurality of rela 
tively wide thin metal straps 6 which nay, if 
desired, be covered with fabric or the lire, al 
though this is not necessary. Extending trans 
Versely across the longitudinal members 6 are 
similar relatively wide and very thin straps 62 
Which may be Secured to the straps 6 by Weld 
ing, riveting, or in any desired fashion. This 
Structure forms a very thin supporting frame 
which will prevent the belt or web 58 from sag 
ging unduly and will normally support the patient 
When the Web 58 is in its raised position, as the 
latter Will normally sag enough for the weight 
of the patient to be carried by the longitudinally 
extending metal straps Sf. 

It will be noted that, while the upper and lower 
runs of the Web 58 are shown in taut condition 
in Fig. 1, which will be the case when no weight 
is carried thereby, nevertheless, when a patient 
is carried on the webbing, it will normally have 
Sufficient stretch, so that the runs will sag down 
upon the longitudinally extending straps 6, but, 
as the latter are made of metal and will, there 
fore, not stretch to an appreciable extent, any 
further Sagging of the endless web 58 will be 
prevented. 
As shown in Fig. 9, the frame of my device is 

slightly shorter than the frame of the bed, so that and of the shafts 33, which will in turn effect 75 the transversely extending members 1 Will paSS 
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under the bed rails 2 between the head and foot 
of the bed. With this construction, it will be 
seen that, when the frame of my device is dis 
assembled into its quarter sections, as described 
above, it may be readily set up in cooperative 
relation with the bed simply by sliding the trans 
verse members under the bed rails from each 
corner thereof and connecting these members 
by the coupling members 20 and also connecting 
the longitudinal members 16 by the coupling 
members 8. In a similar manner, the device 
may be readily removed from the bed if its use 
is not desired by detaching the coupling mem 
bers 8 and 20, thus separating the device into 
the four Sections, so that it may be readily re 
moved. It will, of course, be understood that 
the coupling members 35 and 38 will likewise be 
detached, so that the shafts 33 and 37 are like 
Wise separated into sections. 

It will also be understood that the sleeves 45 
telescope freely over the upper ends of the mem 
bers 3, although making a Snug telescopic fit 
therewith. Therefore, after the frame of the 
device has been put into place, the upper frame 
comprising the rolls 50 and 5E, together with the 
sleeves 45 and transverse members 60, may be 
put in place with the sleeves 45 telescoping over 
the elements 3. When it is desired to disassem 
ble the device, this upper supporting frame is, 
of course, removed prior to the detachment of 
the coupling members 8 and 20. 
The upper and lower runs of the belt 58 may 

be provided with openings or slots, as shown at 
58 (Fig. 1) to facilitate the use of a bedpan by 
the patient. Also, it may be noted that by de 
taching one of the coupling members 38 on the 
longitudinal shaft 37 either end of the upper sup 
porting frame may be raised or lowered inde 
pendently of the other end, so that the height of 
One end of this frame may be adjusted relatively 
to the other end. 
From the foregoing, it will be seen that I have 

provided a device which may be economically 
constructed and which may be easily and con 
veniently assembled and disassembled in coopera 
tive relation with a bed, and that with the use 
of the device the patient may be either lowered 
upon the bed mattress as will normally be the 
case, or when it is desired the patient may be 
raised from the mattress and comfortably sup. 
ported in a position above the mattress. 
While I have shown and described a preferred 

embodiment of my invention, it will be understood 
that it is not to be limited to all of the details 
shown, but is capable of modification and vari 
ation within the spirit of the invention and 
within the scope of the claims. 
What I claim is: 
1. In an apparatus of the character described, 

a generally rectangular frame comprising corner 
posts, transverse end members connecting the 
posts at the end of the frame, longitudinal side 
members connecting the posts at the sides of the 
frame, each of Said members being divided into 
sections, one end of each section being secured 
to each of Said posts, detachable coupling mem 
bers for Securing the sections together between 
the posts whereby the frame may be disassembled 
into four Sections, a belt member, means for sup 
porting said belt member above the frame for 
raising and lowering movements, non-extensible 
supporting straps below said belt member to 
prevent Sagging of the latter, an L-shaped brack 
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et member carried by each of the corner posts, 
a longitudinally extending section shaft mounted 
in two of said brackets at one side of the frame, 
and coupling members connecting together the 
Sections of said shaft, said shaft being connected 
to Said supporting means. 

2. In an apparatus of the character described, 
a generally rectangular frame comprising tubu 
lar corner postS, end and side members joining 
Said posts, an upright telescopically received in 
each of said posts, means for raising and lowering 
Said uprights, a cylindrical roller detachably sup 
ported by the uprights at each end of the frame, 
an endless belt supported by said rollers, a coop 
erating cylindrical roller mounted adjacent each 
of Said first-named rollers whereby the belt is 
gripped between cooperating pairs of rollers, 
means for adjusting the pressure between the 
cooperating pairs of Said rollers, and means for 
driving Said rollers in unison. 

3. In an apparatus of the character described, 
a generally rectangular frame comprising tubu 
lar corner posts, end and side members joining 
Said postS, an upright telescopically received in 
each of Said postS, means for raising and lower 
ing Said uprights, a sleeve detachably secured to 
each upright, bearingS carried by each of said 
sleeves, a pair of rollers rotatably supported by 
the bearings at each end of the frame, a belt 
carried by Said rollers, means for adjusting one 
roller of each pair with respect to the cooperat 
ing roller to grip the belt therebetween, and 
means for driving said rollers. 

4. In an apparatus of the character described, 
a generally rectangular frame comprising tubu 
lar corner posts, end and side members joining 
Said posts, an upright telescopically received in 
each of Said posts, means for raising and lower 
ing Said uprights, a roll detachably supported by 
the uprights at each end of the frame, an end 
less belt Supported by said rolls, said raising and 
lowering means comprising rack teeth on said 
upright, a shaft mounted in the frame at each 
end thereof and having pinions thereon meshing 
With Said rack teeth, a third shaft extending lon 
gitudinally of the frame and drivingly connected 
with both of Said first-named shafts, said end 
members comprising detachably connected sec 
tions, said side members comprising detachably 
connected Sections, Said longitudinal shaft also 
comprising detachably connected sections where 
by the structure may be readily disassembled, 
L-shaped bracket members supported upon each 
of Said corner posts, and said shafts being rotat 
ably mounted in said bracket members. 
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