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To all whon, it mally conce77. 
Be it known that I, JosepHJETON, a citizen 

of the French Republic, residing at Lyons, 
France, have invented certain new and useful 

5 Improvements in Door Closers and Holders, 
of which the following is a specification. 
This invention relates to simple and effect 

ive means for holding open at any desired 
angle casement-windows, windows, doors, and 

Io the like, and for preventing the undesired clos 
The ing thereof by wind or any other cause. 

Said means allow, however, of easily and gently 
effecting the closing when it is desired by 
moving to the end of its course the device by 

I5 the same movement which serves for open 
ing it. 

In the annexed drawings, Figure 1 is a plan 
view illustrating the invention as applied to 
a casement-window. Fig. 2 is a side view of 

2O part of the holding-bar, and Fig. 3 a sectional 
detail view of a sliding support for the hold 
ing-bar. 
The device comprises two supports or bear 

ings A B integral with plates CD, respec 
25 tively, which are screwed to the sash and the 

Window-frame or the like, respectively. The 
Support B is constructed to provide a pivot 
bearing for the holding-bar E, which is pro 
vided with two lugs F, between which is piv 

3o oted a rod G, adapted to slide in the support 
A and serve as a support for a helical spring 
H, the purpose of which will be described 
hereinafter. The support. A has two substan 
tially parallel apertures for the passage of the 

35 holding-bar E and the rod G, and an aperture 
I perpendicular to the others, in which is a 
ball J under the action of a powerful spring 
K, surrounding a central rod against which 
the ball J bears. The said ball is adapted to 

4o engage spherical recesses L in the bar E, ac 
cording to the angle at which the window is 
placed. The pressure of the spring Kholds 
the ball in the respective recess L, so that the 
bar E cannot move in the support A under the 

45 action of Wind or through any other similar 
CallS6. 

the window, it is only necessary to exert a 
sufficient pull by hand or by means of a cord 
in order to force the ball J back into the ap 
erture I, whereupon the bar E can be moved 
in the support A. 
To close the window, it is only necessary to 

pull to the end of the course. When the ball 
J reaches the last recess L, it enters a hollow 
path M, and the closing is effected by the 
spring H bearing on the end of the support A. 
To protect the apparatus from dust, the rod 

G and the spring H may be inclosed in two 
telescopic tubes Y Z, sliding one in the other. 
according to the position in which the appa 
ratus is placed. 

I claim 
1. The combination with a stationary mem 

ber and a movable member having a passage 
way, of a holding-bar pivoted to the stationary 
member and adapted to slide in the said pas 
sage in the movable member, said bar being 
provided with a series of spherical recesses 
and with a connecting-track for the two ex 
treme recesses, and a spring-pressed ball lo 
cated in connection with said movable mem 
ber to enter the recess adjacent thereto in the 
holding-bar to yieldingly hold said bar. 

2. The combination with a stationary mem 
ber and a movable member having a passage 
way, of a holding-bar pivoted to the stationary 
member and adapted to slide in the said pas 
sage in the movable member, said bar being 
provided with a series of spherical recesses 
and with a connecting-track for the two ex 
treme recesses, and a spring-pressed ball lo 
cated in connection with said movable mem 
ber to enter the recess adjacent thereto in the 
holding-bar to yieldingly hold said bar, and a 
spring in connection with the holding-bar and 
bearing on the movable member to move the 
latter into its closing position. 

3. The combination with a stationary mem 

provided with parallel passages through it, a 
holding-bar pivoted to the stationary mem 

If it is desired to vary the angle of ber, and adapted to slide in one of the pas 
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ber and a movable member having a support 
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sages in the Said support, said bar being pro 
vided with a series of recesses and a return 
track from one end recess to the other end 
recess, a spring-pressed ball in said support 
adapted to yieldingly engage said recesses, a 
rod pivoted to the holding-bar and sliding in 
the other of the parallel passages and a helical 
spring on Said rod bearing against the Support 

to bring the movable member into its closing 
position. 

In witness whereof I have signed this speci 
fication in the presence of two witnesses. 

JOSEPH JETON. 
Witnesses: 

JEAN GERMAIN, 
GUILLAUME PIOCHE. 
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