Abstract Title: Golf club head weight adjustment member and iron-type golf club head

A weight for an iron-type golf club head has a substantially linear back (25, fig. 6) and is capable of being disposed within cavity 12 in the back of the club head. In a first embodiment, the weight has a relatively uniform thickness (27, fig. 2). Cavity 12 may have longitudinal axis 15 which is angled upwardly from the sole 16 of the club head, with exterior surface 13 of the weight being either adjacent to back surface 14 of the club head, or equally spaced from back surface 14 across the entire weight, when the weight is within the cavity. Cavity 12 may comprise a secondary cavity located within a primary cavity defined by a perimeter weighting element. Exterior surface 13 of the weight may slope from a top portion 23 to a bottom portion 24 (see fig. 7), and the weight may comprise one or more grooves (22, fig. 4) which collect excess adhesive upon gluing the weight into the cavity. In a second embodiment, the weight has a thickness which varies symmetrically relative to its centre, and exterior surface 13 may be symmetrically aligned with back surface 14 of the club head when within the cavity. An iron-type golf club head having a rear cavity which receives a weight is also claimed.
GOLF CLUB HEAD WEIGHT ADJUSTMENT MEMBER

The present invention relates generally to golf equipment and, in particular, to weight
adjustment members for iron-type golf club heads.

[001] Golf club designers and manufacturers have found that weight adjustment
members can be employed to optimize certain characteristics of golf clubs. In particular, weight
adjustment members can be used to, among other things, affect the weight of the club, adjust and
compensate for variations in manufacturing tolerances, adjust the “feel” of a club, and adjust and
enhance vibration characteristics of a golf club. U.S. Patent 6,206,790 to D.J. Kubica et al
discloses a representative weight adjustment member for iron-type golf clubs.

[002] The weight adjustment member disclosed in U.S. Patent 6,206,790 is shown to be
disposed in a secondary cavity, which is located within a primary cavity that forms the back-side
of the club. The weight adjustment member is further described to have a predetermined
volume, which may have a plurality of different weights and densities to achieve different
attributes.
The soles of many iron-type golf clubs progressively increase in width from heel to toe. That is, the soles of iron-type golf clubs are, typically, greater in width near the toe of the club than near the heel. This design serves many functions including, for example, it helps to prevent unwanted twisting movement about a vertical axis through the body of the golf club head, which may otherwise result when the front face of the club impacts a ball near the toe or heel portions.

Accordingly, some weight adjustment members known in the art have been designed to accommodate the progressive width characteristics of the soles of such iron-type club heads. For example, weight adjustment members have been designed to proportionately increase in width from the portion near the heel-end of the club to the portion near the toe-end of the club. Of course, designing a weight adjustment member in this manner allows the exterior side of the member to remain substantially adjacent to the back-side of the sole as it also increases in width from heel to toe. In this prior art design, however, the depth of the cavity into which the member is disposed in the back-side of the club, preferably, also increases from heel to toe, which is generally required to maintain a relatively constant distance between the member and club face.

Still further, weight adjustment members have been designed with convex, angled backs to accommodate golf club soles with progressive widths. In such case, the cavity into which the member is disposed in the back-side of the club head, preferably, exhibits a complementarily angled, concave surface to receive the member. When this design is employed, the member can be positioned in such a way that allows the exterior surface of the member to remain substantially adjacent to the back-side of the sole as it increases in width from heel to toe.
Of course, the foregoing designs for weight adjustment members require fairly sophisticated molds and manufacturing processes to, for example, create the variability in width and/or angled backs in the members, and, further, may require complex forging or casting procedures to create appropriately configured corresponding cavities in the back-side of golf club heads. Additionally, in some cases, such designs may result in performance differences across the member in light of potential variation in width of the member and/or distance from the club face.

In light of the foregoing, the inventors have discovered certain novel weight adjustment members, which exhibit a substantially linear back-side and a relatively uniform width from the heel to toe portion. In further embodiments of the present invention, the inventors have developed novel weight adjustment members, which exhibit a substantially linear back-side and a symmetrically configured variable width. The inventors have discovered that the weight adjustment members of the present invention may be disposed in a cavity, which is oriented in the back-side of a club head as described herein, to allow the exterior face (a.k.a. the exterior surface) of the member to remain substantially adjacent (or symmetrically aligned) with the surface of the back-side of iron-type clubs from heel to toe.

Because the weight adjustment members of the present invention exhibit (i) a relatively uniform or symmetrically configured width and/or (ii) a substantially linear back-side, the members simplify the methods and molds that are needed to manufacture the same and, of course, the club heads with which such members may be used. The approximately uniform or symmetrically configured width provides a more consistent level of performance across the weight adjustment member and, furthermore, may allow the member to comprise a greater volume.
In still further embodiments of the present invention, novel golf club heads are provided, which comprise at least one cavity in the back-side of the club head, wherein the cavity is approximately equal distance from the club face from its heel- to toe-end. The golf club heads of the present invention, preferably, may be used in connection with at least one weight adjustment member of the present invention.

According to one aspect of the present invention, weight adjustment members adapted for iron-type golf clubs are provided. The weight adjustment members comprise a substantially linear back-side, which are disposed within a cavity in the back-side of iron-type golf clubs. In certain, preferred embodiments, the primary longitudinal axis of the cavity is angled upward from the sole axis at least to the point where the exterior face of the weight adjustment members, when disposed in such cavity, are approximately adjacent to the back-side of the iron-type golf clubs. The exterior face may be substantially linear or, alternatively, symmetrically configured. When the exterior face of the member is symmetrically configured, of course, its relative adjacency to the back-side of the club head may vary from its heel- to toe-end.

The weight adjustment members of the present invention may be used in connection with a plurality of iron-type golf clubs including, but not limited to, “cavity-backed” clubs, “blade-type” clubs, and clubs exhibiting characteristics of “cavity-backed” and “blade-type” clubs. Still further, the present invention may be used in other iron-type golf clubs, which comprise the weight adjustment members of the present invention.
The present invention further provides novel golf club heads, which comprise at least one cavity in the back-side of the club head, wherein the cavity is approximately equal distance from the club face from its heel- to toe-end. The golf club heads of the present invention, preferably, may be used in connection with at least one weight adjustment member of the present invention.

The above-mentioned and additional features of the present invention are further illustrated in the Detailed Description contained herein. All references disclosed herein, including U.S. patents, are hereby incorporated by reference in their entirety as if each was incorporated individually.

DESCRIPTION OF THE DRAWINGS

Fig. 1 is a perspective view of a weight adjustment member of the present invention;

Fig. 2 is a front elevational view of the weight adjustment member shown in Fig. 1;

Fig. 3 is a front view of the weight adjustment member shown in Fig. 1;

Fig. 4 is a bottom view of the weight adjustment member shown in Fig. 1;

Fig. 5 is a back-side view of the weight adjustment member shown in Fig. 1;

Fig. 6 is a side view (toe-end) of the weight adjustment member shown in Fig. 1;

Fig. 7 is a side view (heel-end) of the weight adjustment member shown in Fig. 1;
Fig. 8 is a side view (toe-end) of a golf club head;

Fig. 9 is a back-side view of a golf club head, which comprises the weight adjustment member shown in Fig. 1. The term “Primary Axis” shown therein refers to the “primary longitudinal axis,” as such term is used in the present specification;

Fig. 10 is a rear elevational view of the golf club head shown in Fig. 9, and

Fig. 11 is an additional back-side view of the golf club head shown in Fig. 9, which shows the cavity into which the weight adjustment member shown in Fig. 1 may be disposed.

DESCRIPTION OF THE INVENTION

The following will describe in detail several preferred embodiments of the present invention. These embodiments are provided by way of explanation only, and thus, should not unduly restrict the scope of the invention. In fact, those of ordinary skill in the art will appreciate upon reading the present specification and viewing the present drawings that the invention teaches many variations and modifications, and that numerous variations of the invention may be employed, used and made without departing from the scope and spirit of the invention.

The present invention provides weight adjustment members adapted for iron-type golf clubs. Referring to Figs. 8-11, an iron-type golf club head 1 includes a body 2 and a hosel 3 for receiving one end of a shaft (not shown). The body 2 has a heel-end 4 and a toe-end 5. The club head 2 has a front face 6 arranged for impact with a golf ball, which extends between the
heel- and toe-ends 4, 5. The front-side 6 (a.k.a. the front face) is, preferably, provided with a plurality of grooves, which are positioned to make contact with a golf ball (not shown).

[027] In addition, the club head 1 has a back-side 7 opposite the front-side 6. The back-side of the club head in the present invention can, optionally, comprise a primary cavity, which is shown and described in U.S. Patent 6,206,790 to D.J. Kubica et al. Golf clubs that employ a primary cavity in the back-side of the club head, i.e. "cavity-backed" golf clubs, have become incredibly popular over the years among golfers of all skill levels. "Cavity-backed" golf clubs, generally, are known to minimize the unwanted effects of "mis-hits," which occur when the front-side of the club impacts a ball near the toe or heel portions. See U.S. Patent 4,621,813 to K. Solheim.

[028] In many "cavity-backed" golf club heads known in the art, the primary cavity is formed by what is commonly referred to as a perimeter weighting element. The perimeter weighting element, preferably, protrudes rearwardly away from the front face of the club head, which defines the primary cavity in the back-side of the club head. The perimeter weighting element, typically, includes a top rail and a bottom rail. The primary cavity, therefore, when a golf club is positioned to address a golf ball, is defined at its upper extremity by the top rail and at its lower extremity by the sole. The top rail extends between the body heel and toe portions along an upper portion of the body, whereas the sole extends between the body heel and toe portions along the lower portion of the body.

[029] Alternatively, the back-side of the golf club of the present invention may comprise a "blade-type" design. Golf club heads exhibiting "blade-type" designs, typically, comprise a back-side that is either solid or lacks a defined cavity. That is, the back-side of "blade-type" iron heads do not exhibit significant perimeter weighting elements, which protrude
rearwardly from the club head as in "cavity-backed" club heads. Still further, the back-side of the club heads useful in the present invention may, optionally, comprise a design that embodies characteristics of both "cavity-backed" and "blade-type" club heads.

In Fig. 9, for example, the club head 1 shown exhibits a substantially solid back-side near the bottom portion 8 of the club head in combination with the weight adjustment member disposed therein. In the back-side of the club head 1 near the top portion 9, however, a cavity is defined by a top rail 10 and a bottom rail 11, which runs from the heel-end 4 of the club head to its toe-end 5. Thus, as shown in Fig. 9, for example, club heads exhibiting characteristics of "cavity-backed" and "blade-type" designs can be used in connection with the weight adjustment members of the present invention.

The weight adjustment members of the present invention comprise, in one embodiment, a substantially linear back-side 25, which is disposed within a cavity 12 in the back-side 7 of the golf club head 1. The substantially linear back-side 25 of the weight adjustment members, as described and shown herein, in one embodiment, may preferably include the relative plane or contour of the back-side of such members. That is, the back-side of the members may be substantially "flat," and omit significant angles, protrusions, or like features, other than following the contour of the corresponding and adjacent portions of the back of the golf club (or, specifically, the cavity interior). In certain embodiments, the cavity 12 in which the weight adjustment members of the present invention are disposed is, preferably, positioned in such a way that the exterior surface 13 of the members is approximately adjacent to the exterior surface 14 of the back-side of the club head when the members are disposed therein.

In certain preferred embodiments, the primary longitudinal axis 15 of the cavity 12 is angled upward from the sole axis 16 to the point where the geometry of the exterior surface
13 of the member disposed therein is approximately adjacent to the exterior surface 14 of the
back-side 7 of the club head 1. As discussed herein, this ability is partially facilitated by a
common characteristic of conventional iron golf clubs which generally decrease in thickness as
the club progresses from the sole to the top of the club, as well as from the toe to the heel of the
club. The extent to which the primary longitudinal axis 15 of the cavity 12 must be angled
upward from the sole axis 16 to allow the exterior surface 13 of the member disposed therein to
be approximately adjacent to the exterior surface 14 of the back-side 7 of the club head, if at all,
depends on the geometry of the specific club head being used. Most iron-type golf clubs,
however, exhibit a certain level of consistency in their geometry as described herein.

[033] Referring to Fig. 10, for example, the soles 17 of many iron-type golf clubs are,
typically, greater in width near the toe 18 of the clubs than near the heel 19. This design serves
many functions including, for example, assisting in preventing or diminishing unwanted twisting
movement about a vertical axis through the body of the golf club heads, which may otherwise
result when the front face of the club impacts a ball near the toe or heel portions. See U.S. Patent
4,621,813 to K. Solheim.

[034] Additionally, referring to Fig. 8, the relative width of many club heads generally
increases from the top or middle portion 21 to the sole 20 along an axis 26 that is approximately
parallel to the club face 6. This variation in width along the axis 26 is, typically, greater on the
lower portion of the club head, including the sole 20, and diminish as the width progresses
toward the top of the golf club. Indeed, some golf clubs have a relatively uniform thickness
along the top of the golf club.

[035] Accordingly, the inventors have found that when the primary longitudinal axis 15
of the cavity 12 into which the weight adjustment members are disposed is rotated
counterclockwise from the sole axis 16 to a certain position, the width of the club head is approximately consistent from heel to toe along the primary longitudinal axis 15. Thus, the weight adjustment members of the present invention, which exhibit a substantially linear back-side 25 and, optionally, relatively uniform thickness 27, can be disposed in the cavity, while the exterior surface 13 of the members remains approximately adjacent to the exterior surface 14 of the back-side of the club heads.

[036] In another, preferred embodiment, the primary longitudinal axis 15 of the cavity is preferably angled upward from the sole axis 16 to the point where the geometry of the exterior surface 13 of the member disposed therein extends beyond the back-side 7 of the golf club, or beneath the back-side 7 of the golf club, a relatively uniform distance. In such embodiments, when the primary longitudinal axis 15 of the cavity is sufficiently angled upward from the sole axis 16, the exterior surface of the weight adjustment member is approximately an equal distance across the entire member from the corresponding relative plane of the adjacent portions of the back-side of the club head when the member is disposed within the cavity. That is, the exterior surface of the weight adjustment member may, optionally, uniformly extend beyond the back-side of the club head, or, alternatively, may be uniformly depressed within the back-side of the club head across the entire member.

[037] While the foregoing weight adjustment members may comprise a relatively uniform thickness, the present invention further contemplates that members comprising variable thickness may be employed. For example, the present invention includes members comprising an exterior surface 13 that is uniformly beveled, rounded, textured, or exhibits any other aberration or shape that may be featured on such exterior surface 13. Preferably, however, the member and its exterior surface 13 comprises a substantially symmetrical geometry. That is,
while the invention does not require that the members comprise a relatively uniform thickness, it is preferred that the any variation in thickness be substantially symmetrical in relation to the approximate center of the member.

[038] In such embodiments, of course, the relative adjacency of the exterior surface 13 of the member to the exterior surface 14 of the back-side of the club head will vary. For example, if the exterior surface 13 of the member is symmetrically convex in shape, the heel- and toe-ends of the member may be more or less adjacent to the exterior surface 14 than the center of such member. The weight adjustment members comprising variable and, preferably, symmetrical thickness (in relation to the center of the member), provide many of the same benefits described herein relating to members of relatively uniform thickness.

[039] Because the relative width of many club heads increases from the top or middle portion 21 to the sole 20 of a golf club, the weight adjustment members of the present invention, preferably, are formed to accommodate such variation. Referring to Fig. 7, for example, the width of the top portion 23 of the member is, in one preferred embodiment, less than the width of the bottom portion 24. The weight adjustment member shown in Figs. 6 and 7, therefore, exhibits a sloped exterior surface 13 from its top to bottom portions 23, 24.

[040] Such designs may contribute to the ability of the members to be disposed in the cavities described herein, with the exterior surface 13 substantially adjacent, in some preferred embodiments, to the exterior surface 14 of the back-side 7 of the club head. In other embodiments described above, such designs may allow the members to be symmetrically aligned with the exterior surface 14 of the club head. That is, when the weight adjustment member is not relatively uniform in thickness, but exhibits a symmetrically configured variable thickness, the member will exhibit a correspondingly symmetrical displacement from the exterior surface 14 of
the back-side 7 of the club head. In other words, the member will be symmetrically aligned across the member in relation the exterior surface 14 of the back-side 7 of the club head. Of course, referring to Figs. 6-8, the extent to which the exterior surface 13 is sloped, if at all, to accommodate the progressive widths of such club heads from the top or middle portion 21 to the sole 20 may depend on several factors. For example, the degree of slope of the exterior surface 13, if any, may reflect (i) the overall geometry of the specific club heads in which each member is disposed, which will be influenced by several factors well-known in the art, (ii) the position of the member in the back-side 7 of the club head, and (iii) the internal geometry of the cavity in which each member is disposed.

In considering all of the foregoing factors, when the weight adjustment member cavities are positioned and configured as taught and described herein, the members may, preferably, exhibit a substantially linear back-side 25 and (i) a relatively uniform thickness 27 from heel- to toe-end, 28, 29 or (ii) a symmetrically configured variable thickness. As used herein, the relatively uniform thickness of the member refers to its width 27 from heel- to toe-end, 28, 29, along any point on an axis running from the top to bottom portion 23, 24 of the member. That is, as describe above, due to the variation in thickness of the golf club, the exterior surface 13 of the member, preferably, may be sloped from its top to bottom portions 23, 24. Accordingly, in this embodiment, the relatively uniform thickness 27 refers to any given point along such axis running from the top to bottom portion 23, 24 of the member.

There are many benefits to having weight adjustment members exhibit any of the characteristics described above, which will be readily apparent to those skilled in the art. For example, because the back-side 25 is not significantly angled and the member is relatively
uniform (or symmetrically variable) in thickness, the methods and/or molds that are required to
mass produce the members of the present invention are simplified.

[044] In addition, because such members, when disposed within the cavities described
herein, are, preferably, generally aligned with the geometry and contour of the golf club, the
performance attributes provided by the members are, preferably, more consistent across the
hitting area of the iron. That is, the weighting and vibration damping or controlling properties,
for example, exhibited by the members are more consistent across the iron from heel to toe.

[045] Moreover, because the back-side 25 is not significantly angled, the member may
be positioned an approximately equal distance from the club face 6 from heel 28 to toe 29. Of
course, by having the back-side 25 of the member positioned an approximately equal distance
from the club face 6, a more consistent level of performance across the hitting area of the club
face 6 may be achieved. In certain embodiments of the invention, the relatively uniform
thickness (or symmetrically configured thickness) of the members may contribute to the more
consistent level of performance across such hitting area.

[046] The weight adjustment members of the present invention can be used in
connection with a plurality of iron heads, including “blade-type” and “cavity-backed” irons.
Thus, the cavity in which such members are disposed may exist in many forms. For example, in
cavity-backed” irons, a secondary cavity may be formed by an interior wall that exists within
the primary cavity described above, which is formed by perimeter weighting elements in the
back-side of the club head. In such case, the interior wall may, optionally, be contiguous with
the sole of the club head, wherein an interior wall may extend into the primary cavity from the
sole of the club head near the heel portion, through the approximate middle of the primary
cavity, and terminate near the toe end of the sole to form the secondary cavity. Fig. 1 in U.S. Patent 6,206,790 to D.J. Kubica et al. discloses a representative secondary cavity.

[047] Alternatively, the interior wall may form a “stand-alone” secondary cavity, which exists within the primary cavity, but is not contiguous with any perimeter weighting element.

When the weight adjustment members of the present invention are used in connection with “cavity-backed” club heads, the primary longitudinal axis of the cavity is, preferably, angled upward from the sole axis at least to the point where the exterior surface 13 of the member disposed therein is approximately adjacent to (or symmetrically aligned with) the back-side of the interior wall, which forms the cavity into which the member is disposed. Alternatively, as described above, the primary longitudinal axis of the cavity may be positioned in such a way that allows the exterior surface 13 of the member to uniformly extend beyond, or be depressed within, the back-side of the interior wall.

[048] Still further, as shown in Figs. 9-11, the cavity into which the weight adjustment members are disposed may be “cut” into the back-side 7 of the club head. In “blade-type” club heads, for example, the cavity may exist within the substantially solid back-side 7 of the club head.

[049] As described herein and illustrated in Fig. 9, the “primary longitudinal axis” of the cavity into which the weight adjustment members are disposed refers to an axis that transverses the cavity at its two most distant locations, i.e., it represents the “long axis” of the cavity. The “sole axis,” as described herein and illustrated in Figure 9, refers to an axis that runs approximately tangential to the sole of the club head at address.

[050] As stated, exterior surface 13 of the weight adjustment members may, optionally, comprise any number of shapes and designs, and are not limited to those shown and described
herein. More particularly, the exterior surface 13 may be, for example, slightly angled, curved, rounded, textured, etc. to provide for minor variations in club thickness and/or to create a certain aesthetic appeal. Still further, the cavity into which the members are disposed may, optionally, exhibit minor differences in depth from the exterior surface 14 of the back-side 7 of the club head from heel to toe and/or may employ certain internal geometries not described herein. Such minor variations in depth, for example, may be employed to compensate for any equally minor variations in club thickness from heel to toe along the primary longitudinal axis 15. It will be understood by those of skill in the art, however, that such minor variations in the exterior surface 13 of the members and/or internal geometry of such cavities do not remove such designs from the spirit and scope of the present invention.

Additionally, those of skill in the art will appreciate that the weight adjustment members may, optionally, exhibit a plurality of shapes and sizes to provide for the different shaped club heads that comprise a set of golf clubs. In particular, because the club heads that comprise a set of golf clubs often vary in, among other things, size, loft, and perimeter weighting, the size, shape and geometry of the weight adjustment members may be designed to accommodate for such variability in club heads in a set of golf clubs. Still further, the weight adjustment members of the present invention, preferably, exhibit a plurality of densities and weights. The weight and/or density of the weight adjustment members may be designed to affect any number of attributes of the club head, namely, swing weight, vibration absorption capacity, and center of gravity location.

The weight adjustment members of the present invention are disposed and secured within the appropriate cavity using any suitable adhesive, such as epoxy, or adhesive tape. The weight adjustment members of the present invention, preferably, exhibit grooves 22 in
which excess epoxy (or other adhesive) may collect. When such grooves are employed, of course, excess adhesive, if any, is retained within the grooves and should not seep into the exterior surface 14 of the club head. Of course, the grooves that may be employed in the weight adjustment members may exhibit a plurality of shapes, sizes and designs, and are not limited to those shown and described herein.

The present invention further encompasses the novel golf club heads described herein. More particularly, invention provides novel golf club heads 1, which comprise at least one cavity in the back-side 7 of the club head, wherein the cavity is approximately equal distance from the club face 6 from its heel- to toe-end (as described above). Of course, the golf club heads of the present invention, preferably, are used in connection with at least one weight adjustment member of the present invention, which comprises the substantially linear back-side described above. The golf club heads of the present invention can be made of any material known in the art to be useful in making iron-type golf clubs and, preferably, are cast or forged from a suitable metal, such as stainless steel.

In still further embodiments of the present invention, iron-type golf clubs comprising the weight adjustment members and/or club heads described herein are provided. The iron-type golf clubs of the present invention are not restricted to specific irons or the club designs shown and described herein. For example, the golf clubs of the present invention may exhibit any degree loft, which includes a 1-iron, 2-iron through any type of wedge.

The many aspects and benefits of the invention are apparent from the detailed description, and thus, it is intended for the following claims to cover all such aspects and benefits of the invention which fall within the scope and spirit of the invention. In addition, because numerous modifications and variations will be obvious and readily occur to those skilled in the
art, the claims should not be construed to limit the invention to the exact construction and operation illustrated and described herein. Accordingly, all suitable modifications and equivalents should be understood to fall within the scope of the invention as claimed herein.
What is claimed is:

1. A weight adjustment member adapted for an iron-type golf club head, wherein said weight adjustment member comprises (i) a substantially linear back-side and (ii) a relatively uniform thickness, and wherein said weight adjustment member is capable of being disposed within a cavity in a back-side of said golf club head.

2. The weight adjustment member of claim 1, wherein said cavity has a primary longitudinal axis which is angled upward from a sole axis of said golf club head, and wherein an exterior surface of said weight adjustment member is approximately adjacent to the back-side of said golf club head when said weight adjustment member is disposed within said cavity.

3. The weight adjustment member of claim 1, wherein said cavity has a primary longitudinal axis which is angled upward from a sole axis of said golf club head, and wherein an exterior surface of said weight adjustment member is approximately an equal distance from the back-side of said golf club head across the entire weight adjustment member when said weight adjustment member is disposed within said cavity.

4. The weight adjustment member of claim 1, wherein said cavity is a secondary cavity located within a primary cavity.

5. The weight adjustment member of claim 4, wherein said primary cavity is defined by a perimeter weighting element.
6. The weight adjustment member of claim 1, wherein an exterior surface of said weight adjustment member is sloped from its top portion to its bottom portion.

7. The weight adjustment member of claim 1, further comprising at least one groove, and wherein said groove is capable of collecting excess adhesive when said weight adjustment member is secured within said cavity.

8. A weight adjustment member adapted for an iron-type golf club head, wherein said weight adjustment member comprises (i) a substantially linear back-side and (ii) a symmetrically configured variable thickness in relation to the center of said weight adjustment member, and wherein said weight adjustment member is capable of being disposed within a cavity in the back-side of said golf club head.

9. The weight adjustment member of claim 8, wherein said cavity has a primary longitudinal axis which is angled upward from a sole axis of said golf club head, wherein an exterior surface of said weight adjustment member is approximately symmetrically aligned with the back-side of said golf club head when said weight adjustment member is disposed within said cavity.

10. An iron-type golf club head, which comprises at least one cavity positioned an approximately equal distance from a front side of said club head along a primary longitudinal axis of said cavity, and wherein said cavity is adapted to receive a weight adjustment member.
11. An iron-type golf club head comprising:

   a front-side arranged for impact with a golf ball;

   a back-side with a cavity formed therein, said cavity having a primary longitudinal axis
   which is angled upward from a sole axis of said golf club head, and

   a weight adjustment member disposed in said cavity, said weight adjustment having a
   substantially linear back side

12. The iron-type golf club head of claim 11, wherein an exterior surface of said
    weight adjustment member is sloped from its top portion to its bottom portion.

13. The iron-type golf club head of claim 11, further comprising at least one groove,
    and wherein said groove is capable of collecting excess adhesive when said weight adjustment
    member is secured within said cavity.

14. A weight adjustment member substantially as any one embodiment
    herein described with reference to the accompanying drawings.

15. An iron-type golf club head substantially as any one embodiment herein
    described with reference to the accompanying drawings.
Application No: GB0515320.0
Claims searched: 1-7
Examiner: Mr Brendan Donohoe
Date of search: 26 September 2005

Patents Act 1977: Search Report under Section 17

Documents considered to be relevant:

<table>
<thead>
<tr>
<th>Category</th>
<th>Relevant to claims</th>
<th>Identity of document and passage or figure of particular relevance</th>
</tr>
</thead>
</table>
| X        | 1-7                | GB 2351448 A
KARSTEN - See especially fig 9, page 4 lines 1-3, and page 6 line 21 - page 7 line 27. |
| X,P      | 1-7                | GB 2403659 A
KARSTEN - See especially fig's 1 & 9, the second complete paragraph on page 3, and the paragraph commencing at the fourth line of page 5. |
| X        | 1, 3-5             | US 5297794 A
LU - See fig's 1, 2 & 3b, col 5 line 41 - col 6 line 8, and col 6 lines 28-35 & 54-65. |
| X        | 1, 3-5             | US 5082278 A
HSIEN - See fig's 1 & 2 and the section entitled "Detailed Description". |
| X        | 1, 4, 5            | US 4869507 A
SAHM - See fig's 1-5 & 9, and col 5 line 55 - col 6 line 29. |
| X        | 1, 3               | US 5242167 A
ANTONIOUS - See whole document, especially the fig's and col 2 lines 37-41. |
| X        | 1, 7               | US 6077171 A
YONEYAMA - See fig 3 and col 4 lines 1-14. |

Categories:

| X | Document indicating lack of novelty or inventive step | A | Document indicating technological background and/or state of the art |
| Y | Document indicating lack of inventive step if combined with one or more other documents of same category | P | Document published on or after the declared priority date but before the filing date of this invention |
| & | Member of the same patent family | E | Patent document published on or after, but with priority date earlier than, the filing date of this application |

Field of Search:

Search of GB, EP, WO & US patent documents classified in the following areas of the UKC:

A6D

Worldwide search of patent documents classified in the following areas of the IPC:

A63B

The following online and other databases have been used in the preparation of this search report:

An Executive Agency of the Department of Trade and Industry