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This invention relates to a pacifier and more particularly 
to a pacifier of novel formation. 
The principal object of the invention is the pro 

vision of a pacifier wherein the several parts are arranged 
to prevent accidental disassembly. 
A further object of the invention is the provision of 

a pacifier having a shield disposed over the flexible rubber 
portion of the pacifier and attached to an adjacent por 
tion thereof so as to protect the pacifier during the time 
of sale and incidental handling. 
A still further object of the invention is the provision 

of a pacifier and shield therefor which may be inex 
pensively formed of a few parts and provides an attrac 
tive, safe and sanitary package. 
The pacifier disclosed herein comprises an assembly of 

inexpensive parts so arranged that assembly is rapid and 
the assembled device can not be readily disassembled. 
The pacifier includes a flanged conical shield which 

protects the rubber portion of the pacifier which is eventu 
aily placed in a baby's mouth. The shield is arranged to 
coact with a disc forming part of the pacifier holding 
the rubber portion of the pacifier in assembly so that the 
rubber portion is protected at all times. 
With the foregoing and other objects in view which 

will appear as the description proceeds, the invention re 
sides in the combination and arrangement of parts and 
in the details of construction hereinafter described and 
claimed, it being the intention to cover all changes and 
modifications of the example of the invention herein 
chosen for purposes of the disclosure, which do not 
constitute departures from the spirit and scope of the 
invention. 
The invention is illustrated in the accompanying draw 

ing, wherein: 
Figure 1 is a perspective view of the pacifier with the 

shield attached. 
Figure 2 is an exploded view of the several portions 

of the pacifier and shield. 
Figure 3 is a perspective view of the pacifier. 
Figure 4 is a vertical section on an enlarged scale taken 

on line 4-4 of Figure 3. 
By referring to the drawing and Figures 1 and 2 in par 

ticular, it will be seen that the pacifier comprises an orna 
mental head 10 which may alternately take the form 
of a sphere or any other desired shape and which is 
preferably formed of front and back halves assembled 
together over a pair of oppositely disposed stems 11 and 
12. 
The stem 15 has a transversely apertured head por 

tion through which a ring 13 is positioned. A collar 
formation (not shown) on the other end of the stem 
11 enables it to be secured partially within the head 10 
as by cementing the same thereto as Will be understood 
by those skilled in the art. 
The stem 12 is provided with a grooved head portion 

i5, the groove being indicated by the numeral 16. The 
opposite or upper end thereof is formed with two spaced 
annular flanges 17, one of which is adapted to be posi 
tioned within the head 10 and the other immediately 
adjacent the outside thereof so that the stem 12 is rotat 
ably mounted in the head, as best shown in Figure 4 of 
the drawing. 

Still referring to Figures 1 and 2 of the drawing it will 
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be seen that a rubber, non-perforated nipple 18 is formed 
with a thickened collar 19 about its uppermost open 
end. The collar 49 is adapted to be positioned over the 
head 15 of the stem 2 so as to register thereon above 
the groove 6. In such position, an apertured disc 20, 
which may or may not have been previously assembled 
onto the nipple 18, is moved over the nipple 18 to a 
point adjacent the collar i9 so that it is in registry with 
the groove 16. This arrangement is best shown in Figure 
4 of the drawings. 

It will occur to those skilled in the art that the force 
ful positioning of the apertured disc 20 over the head 
15 of the stem 2, causes a distortion of the material 
in the nipple 18 which recovers its normal shape and 
holds the disc 20 in position. At the same time, the 
collar 9 of the nipple is prevented from pulling out 
through the apertured disc by the presence of the head 
15 of the stem 12 so that the assembly is suitably main 
tained. 
A shield comprising a conical section 21 having a 

curved annular flange 22 (which flange is slit at cir 
cumferentially spaced points therearound as at 23) is then 
moved over the nipple 18 and into position in engage 
ment with the periphery of the apertured disc 20. 
A plurality of circumferentially spaced bosses 24 on 

the inside of the curved annular flange 22 engage against 
the disc 20 and are so formed that when such engage 
ment is made, the flange 22 is sprung slightly outwardly 
and each of the sections thereof between the slits 23 
yields so that a spring-like securing action is obtained 
whereby the shield 21 is securely affixed to the disc 
in protective covering relation to the nipple 18. 
The shield 2 protects the nipple 18 during packing 

and handling as encountered at the time of sale and is 
eventually removed before the pacifier is used by a baby. 
It may obviously be retained and replaced from time 
to time in order that the pacifier may be kept in sanitary 
condition. 

It will thus be seen that the pacifier and shield therefor 
disclosed herein meet the several objects of the invention. 

Having thus described my invention, what I claim is: 
1. A pacifier comprising a body member having a stem 

rotatably mounted therein and extending outwardly there 
from, said stem having a head portion and a non-per 
forated nipple engaged over said head portion, an aper 
tured disc engaged over said nipple and head portion 
for self-retention thereon, said head portion, nipple and 
apertured disc arranged to distort an annular section 
of said nipple when said disc is positioned over said 
nipple and head portion. 

2. A pacifier and a shield therefor, the pacifier com 
prising a body member having a stem rotatably mounted 
therein and extending outwardly therefrom, said stem 
having an enlarged head portion and an annular groove 
thereabout intermediate said head portion and said body 
member, a nipple engaged on said stem portion and an 
apertured disc engaged over said nipple and stem portion 
and engaged in said groove, said shield comprising a 
conical member having an annular curving flange slit at 
circumferentially spaced locations thereabout and posi 
tioned in registry over the peripheral edge of said aper 
tured disc in removable engagement thereon. 
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