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To all whom it may concern: 
Beit known that I, LUTELLAS RICHARDS, a 

citizen of the United States, residing at At 
water. in the county of Portage and State of 
Ohio, have invented a new and useful m 
provement in Tobacco-Pipes, of which im 
provement the following is a specification. 
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My invention relates to certain new and 
useful improvements in tobacco-pipes, relat 
ing particularly to that class of pipes in 
which the stem portion thereof is divided 
longitudinally into two parts to permit 
cleaning of the draft opening of collected 
nicotin. 
The invention has for its objects, to pro 

vide a simple and practical means for secur 
ing the stem sections to one another and for 
securing the mouth piece to the stem sec 
tions. 
With the above objects in view, the in 

vention consists in the novel construction, 
combination, and arrangements of parts as 
hereinafter more specifically described and 
pointed out in the appended claims. 

In describing the invention in detail, ref 
erence is had to the accompanying draw 
ings, forming a part of this specification, 
wherein like detail parts are designated by 
like numerals of reference in the several 
views, in which 

Figure 1 is a side elevation of my im 
proved pipe, in longitudinal section. Fig. 2 
is an inverted plan view of the same. Fig. 
3 is a front view thereof. Fig. 4 is an 
inverted plan view of the upper section of 
the pipe proper. Fig. 5 being an inverted 
plan view of the lower section of the pipe 
proper, or stem portion. 
As shown, the pipe portion proper, com 

prises the two sections 1 and 2, divided lon 
gitudinally through the draft opening 3 
which communicates with the interior of the 
bowl 4, by Way of the opening 5, the di 
vided stem of the pipe being tapered at its 
end, for a suitable distance, to a greater de 
gree than otherwise. 
To the underside of the pipe bowl end of 

the section 1 is secured a suitable spring 
clip 6, preferably bent in a form correspond 
ing somewhat to the underside portion of 
that end of the section 2, passing along a 
suitable groove 7, or not, as may be desired, 
and engaging at its end in a suitable recess 
8 formed in said section, which clip exerts 
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an upward pressure and maintains an air 
tight joint between the two sections at the 
bowl end of the pipe. - 

Fitted over the tapered ends of the stem 
sections is a suitable mouth-piece 9, prefer 
ably containing a removable nicotin ab 
sorbing disk 9', said mouth-piece having its 
stem engaging opening tapered correspond 
ingly. 

Slidably fitted over the mouth-piece and 
pipe stem, is a correspondingly tapered 
sleeve 10, which further secures the stem 
Sections in an air tight manner, as well as 
secures the mouth piece to the stem. 
The two stem sections are further pro 

vided with suitable means to insure regis 
tration of the same at the mouth-piece ends, 
the means here shown being the small pins 
11 on one section and registrable openings 
12 in the other. - 
To clean the pipe, the sleeve 10 is slidably 

removed over the mouth-piece, and the 
mouth-piece removed from the stem, after 
which the stem sections are slightly sepa 
lated, to withdraw the pins 11 from the 
openings 12, and the lower section 2 with 
drawn from beneath the spring clip, thus 
permitting both sections to be readily 
cleaned of any nicotin collected in the draft 
opening 3. The disk 9' is also removed from 
the mouth-piece and a new one substituted. 
While I have shown and described my in 

vention in connection with a certain form 
of tobacco pipe, and as there are many 
forms of pipes to which the improvements 
may be applied, as well as changes in de 
tails, arrangement, and application, it is to 
be considered that such would be Within the 
scope of the appended claims. 
Having described my invention, I claim 
1. A tobacco-pipe divided longitudinally 

through the stem, forming two sections, one 
carrying the bowl, a spring clip Secured to 
the bowl end of one section and clamping 
the other section thereto, and a mouth-piece 
engaging over the stem ends of said sections. 

2. A tobacco-pipe divided longitudinally 
through the stem, forming two sections, one 
carrying the bowl, a spring clip secured to 
the bowl end of one section and clamping 
the other section thereto, a mouth piece en 
gaging over the stem ends, and a sleeve en 
gaging over the mouth-piece and stem sec 
tions. 
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3. A tobacco pipe divided longitudinally over the stem ends, and a sleeve engaging 10 
through the stem, forming two sections, one over the mouth piece and stem. 
carrying the bowl, a spring clip secured to In testimony whereof, I have hereunto 
the bowl of the one section and projecting signed my name in the presence of two sub 
toward the stem, the one end of the other scribing witnesses. 
section extending beneath and secured to LUTELLAS RICHARIDS. 
the other section by said clip, means for In the presence of 
bringing the stem ends of both sections in JAMES S. DAVIDSON, 
registrable relation, a mouth-piece engaging ROBERT E. DowLER. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D. C.' 


