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To all twhom it may concern: 
Be it known that I, ISAACM. WARNER, a 

citizen of the United States, residing at Elk 
hart, in the county of Elkhart and State of 

5 Indiana, have invented certain new and use 
ful Improvements in Fence-Posts, of which 
the following is a specification, reference be 
ing had therein to the accompanying draw 
lings. 
My invention consists in the construction 

of a fence-post, and particularly in the con 
struction of a post primarily designed as an 
intermediate post-that is, one which sus 
tains the wires between the end posts, upon 
which the tension comes. 
The invention comprises a post, preferably 

formed in the shape of a tube of metal or pipe, 
a ground-plate having entering flanges which 
project into the ground, and a tie and brace 
between the post and the plate. 
The invention further consists in the con 

Struction, arrangement, and combination of 
the various parts, all as more fully herein 
after described. 
In the drawings I have shown in Figure 1 

a perspective view illustrating my post as in 
use, and in Fig. 2 a side elevation thereof. 
A represents the fence-wire, which maybe 

Secured and tensioned at the ends in any de 
sired manner, the intermediate posts com 
prising the pipe or post member B, this being 
made, as before mentioned, of a tube or piece 
of gas-pipe of metal a sufficient length to ex 
tend to the top of the fence-wires a suitable 
distance into the ground to support it firmly. 
C is a ground-plate apertured centrally, so 

that the post B will pass therethrough, and 
having, preferably at its ends, the depend 
ing flanges D, which are forced into the ground, 
and thereby prevent any side motion to the 
plate or post which passes therethrough. The 
post is prevented from sinking farther down 
into the ground by means of a key or bar E, 
which passes through the postjust above the 
ground-plate. 
The post member is stayed and tied to the 

ground-plate by means of the rod F, which 
has a rigid metal rod passing through the 
ground-plate, near one end thereof, and is 
locked thereto against movement in either 
direction by the nuts G. G' above and below 
the plate. At its top it is provided with the 
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offset or lateral portion H, which passes 
through a hole in the post, and at its other end 
is secured by means of the nut I. This rod 
F is sufficiently rigid to act not only as a tie, 
but as a brace, and thus a single rod will brace 
the post from movement in either direction 
at right angles to the Wires. 
The fence-wires are preferably connected 

to the post by means of a supporting-wire J, 
which has the loop K around the post at the 
top, the loops L around the fence-Wires, and 
the loop Maround the post at the bottom. 
The loop Krests against the shouldera, formed 
by the upper end of the rod in passing through 
the post, so that it cannot slip down, while 
the loop Mpasses through the pin E, so that 
it cannot pull up. In that way by this single 
wire I am enabled to suspend the fence-wires 
to the post without danger of movement in 
either direction and without providing a spe 
cial securing means on the post at the inter 
section of each wire. 
I find in practice that such a post as this 

for an intermediate post is not only cheap to 
manufacture, but is strong and meets all the 
requirements for such a device. Further 
than that, it may be shipped in the knock 
down in very compact space and is readily 
assembled by the most inexperienced work 
le. 

What I claim as my invention is 
In a fence-post the combination of a tubul 

lar metal post member B of sufficient length 
to extend to the top of the fence and into the 
ground, a ground-plate Capertured to per 
mit the post to pass therethrough, the down 
wardly-projecting flanges D at the ends there 
of, the pin E through the post above the 
ground-plate, the brace and the tie-rod F pass 
ing through the plate at its lower ends and 
secured thereto by the nuts G and G' and hav 
ing the offset horizontal portion at the upper 
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end passing through the post and the fence- 95 
supporting wire connected to the fence-wires 
and having the loops KandMattop and bot 
tom as described. 
In testimony whereof I affix my signature 

in presence of two witnesses. 
ISAAC M. WARNER. 

Witnesses: 
M. B. O'DoGHERTY, 
H. C. SMITH, 

  


