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To all it 107 it muct? concern: 
Be it known that I, OTIS G. SMITH, a citi 

Zen of the United States, residing at Alamosa, 
in the county of Conejos and State of Colo 
rado, have invented a new and useful Rib 
bon-Holder, of which the following is a speci 
fication. 
The invention relates to improvements in 

ribbon-holders. 
The object of the present invention is to 

provide a ribbon-holder of simple, inexpen 
sive, and compact construction, from which a 
bolt of ribbon may be readily removed and 
replaced, and which will show at a glance the 
quantity of ribbon contained therein. 
The invention consists in the construction 

and novel combination and arrangement of 
parts hereinafter fully described, illustrated 
in the accompanying drawings, and pointed 
out in the claims hereto appended. 

In the drawings, Figure 1 is a perspective 
view of a ribbon-holder constructed in ac 
cordance with the invention. Fig. 2 is a hori 
Zontal sectional view. Fig. 3 is a central ver 
tical sectional view; and Fig. 4 is a detail per 
spective view of the box, the cover and bolt 
of ribbon being removed. 

Referring to the accompanying drawings, 
A designates a circular box designed to hold 
a bolt of ribbon B, and provided with a cen 
trally-located spindle C, upon which the bolt 
turns to unroll or rewind the ribbon B. The 
box. A has a vertical opening C, which ex 
tends the entire height of the box A and per 
mits the holder to contain ribbon as wide as 
the heighth of the box A, thereby enabling 
the box to be entirely filled and the ribbon 
to be displayed to a great advantage. The 
side of the box A at the opening Ci is strength 
ened by cleats D, which have their edges far 
ther from the opening Ci inclined and beveled 
on their inner sides, thereby forming between 
the cleats D and the side of the box recesses 
which are designed to receive the sides of an 
Opening e in a cover E. The sides of the open 
ing e are slightly inclined, whereby when the 
cover is put in place it will be wedged in the 
recess formed by the cleats D and be securely 
retained in place. 
The ribbon B is wound upon a sleeve F, 

which rotates upon the spindle C to wind and 
unwind the ribbon, and the said sleeve may 

readily be removed from and placed upon 
the Spindle C. The upper end of the sleeve 
is provided across its upper end with a piece 
of wire f, which serves as a handle to turn 
the sleeve. 
The cover has a central opening e', to per 

mit access to the handle, and is provided with 
a slot e, which enables the amount of ribbon 
on the sleeve to be seekyithout removing the 
COWe. "... . " 

In order to hold the ribbon and dispense 
with pinning the same, the box is provided 
with an elastic band G, which allows the rib 
bon to be drawn from the holder without re 
moving it from under the elastic band G. 
The upper end of the spindle C in the box 

A has a recess C, to admit the thumb and 
finger of the operator, who grasps the wire or 
handle for the purpose of revolving the sleeve 
F, so as to wind the ribbon upon said sleeve. 
From the foregoing it will readily be seen 

that ribbon-holders constructed in accord 
ance with the invention are of simple and 
economic construction, will show at a glance 
the quantity of ribbon, and will permit the 
ribbon to be readily removed and replaced. 
What I claim is 
1. A ribbon-holder comprising the box hav 

ing a ribbon - opening extending its entire 
width and provided with a spindle, and the 
cover having the central opening e' and the 
opening e in its side, Substantially as de 
scribed. 

2. A ribbon-holder comprising the box hav 
ing the ribbon-opening C, and the Spindle C, 
the cover provided with the central opening 
e', and the openinge in its side, and the sleeve 
receiving the ribbon and turning on the spin 
dle, substantially as described. 

3. A ribbon-holder comprising the box hav 
ing the ribbon-opening, the cleats arranged 
upon the side of the opening and forming re 
cesses between them and the side of the box 
and the spindle C, the cover provided with 
the central opening and the opening in its 
side, and the sleeve, substantially as de 
scribed. 

4. A ribbon-holder comprising the box hav 
ing the ribbon-opening, the cleats arranged 
upon the sides of the opening and having 
their edges farther from the opening inclined 
and beveled, and the spindle, the cover pro 
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vided with the central opening, and the open 
ing e, having inclined sides, and the sleeve 
provided with the wire f across its top, sub 
stantially as described. 

5. A ribbon-holder comprising the box hav 
ing a ribbon-opening and provided with the 
Spindle, and the cover having the central 
Opening and the slot e, whereby a quantity 
of ribbon may be seen, substantially as de 
scribed. w 

6. The combination of a vertically-slotted 
bOX having a centrally-located spindle, a 
sleeve mounted upon said spindle, and a slot 
ted cover having a central opening through 
which access may be had to said spindle, sub 
stantially as specified. 
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7. The combination of the vertically-slotted 
box, the spindle mounted vertically in said 
box and having a recess in its upper end, the 
sleeve mounted upon said spindle and hav 
ing a transverse wire or handle at its upper 
end extending across the recess in the spin 
dle, and the vertically-slotted cover having 
an opening in its upper side, substantially as 
specified. 

In testimony that I claim the foregoing as 
my own I have hereto affixed my signature in 
presence of two witnesses. 

OTS G. SMITH. 
Witnesses: 

PETER SMITH, 
C. H. BRICKENSHEIM. 
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