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To all whom it may concern. 
Be it known that I, JoHN H. FRITZ, citi 

zen of the United States, residing at Cald 
well, in the county of Clinton and State of 
Pennsylvania, have invented certain new and 
useful Improvements in Saw-Filing Imple 
ments, of which the following is a specifica 
tion. 
This invention relates to devices for filing 

saws, particularly circular saws, and has for 
its particular object to provide a support for 
the file adjustable in such manner that all 
parts of the saw tooth, and particularly the 
under part or throat, may be readily got at 
and operated on with the file. 
The invention is illustrated in the accom 

panying drawings, in which 
Figures 1, 2 and 3 are elevations of three 

sides of the device. Fig. 4 is a top plan 
WeW. 

Referring specifically to the drawings, 6 
indicates a standard at the foot of which is 
a fork 7 to fit over the saw arbor or collar 
on which the standard is supported, the flat 
side of the standard resting against the side 
of the saw. At its upper end the standard 
has thereon a sliding head S which may be 
adjusted up and down on the standard to fit 
saws of different diameters and which is 
fixed at adjustment by a wedge key 9, as 
shown. 
At one edge the head has a cheek 10, to 

which is pivoted, by bolt 11, a disk 12 which 
may be turned on the pivot bolt, or fastened 
at any desired position by tightening the 
thumb nut on the bolt. A bracket alm 13 
is pivotally attached to the disk 12, by a 
screw 14, near the outer edge of the disk, 
and said bracket may be swung up or down 
to allow the file to follow the curvature of 
the saw tooth. At its outer or free end the 
bracket arm carries a transverse guide bar 
15 upon which is mounted a slide 16 pro 
vided at its front or far end with a knob 
handle 17. 
mounted upon or against the outer side of 
the slide, at the lower edge thereof, and is held in position by two clips marked 19 and in 
20, which may be tightened on the file by 
screws 21, taking into the slide. 
22 of the file projects rearwardly beyond the 
slide. 
The device is held in place on the saw by 

The file, indicated at 18, is 

The handle 

means of a depending projection 23 which 
engages over the edge of the saw at the cir 
cumference thereof, on the side opposite the 
standard. 

In use, the knob 17 is held in the left hand 
and the handle 22 in the other, and the file 
and slide are worked back and forth along 
the guide bar. The double pivot joint or 
connection afforded by the pivots 11 and 14 
and the turning disk 12, allows all variation 
of the angle of the file and its holder neces 
sary to reach all parts of the saw tooth. 
The pivot 14 is eccentric to the pivot 11 and 
accordingly when the disk is turned around 
the file holder is advanced or retracted with 
respect to the support, and also raised or 
lowered, and at the same time the arm 13 
may be turned up or down on its pivot 14, 
allowing the exposed edge or face of the file 
to reach all parts of undercut or gullet teeth 
and particularly the under side of the point 
of the tooth; and the reciprocation of the 
slide and file will necessarily be at the same 
angle, transversely, in all positions, since the 
guide on which the slide travels is rigid with 
the arm. 

Various modifications may be made within 
the scope of the invention and no limitation 
is implied by reason of the particular con 
struction shown and described. 

I claim: 
1. A saw filing implement comprising a 

standard, a reciprocating file holder, and a 
Support having a double pivotal connection 
to the standard, the pivots being eccentric 
with respect to each other, and the support 
having a guide on which the holder slides. 

2. A saw filing implement comprising a 
support, an adjustable head thereon, a disk 
pivoted to the head, the pivot having means 
to clamp the disk to the head at any angle 
desired, an arm pivoted at one end to the 
disk, the said pivots being eccentric and the 
arm having a transverse guide bar at its 
outer end, and a file holder slidable on the 
guide bar. 

In testimony whereof I affix my signature 
presence of two witnesses. 

JOHN H. FRITZ. 
Witnesses: 

H. T. HALL, 
MAUDE CAMPBELL. 
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