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To all whom it may concern: 
Be it known that I, FREDRICR. W. SMITH, 

citizen of the United States, residing at Minneapolis, in the county of Hennepin and 
State of Minnesota, have invented certain 
new and useful Improvements in Tobacco 
Pipes, of which the following is a speci 
fication. 
This invention comprehends certain new 

and useful inprovements in tobacco pipes 
and the invention has for its object a simple 
construction of pipe, one that embodies a 
very few parts. that may be readily dis 
assembled and effectively cleaned, so that 
the pipe may be kept at all times in a 
hygienic condition, and properly free from 
accumulations of nicotin and saliva, and producing a cool and sweet smoke. 

ith these and other objects in view as 
will more fully appear as the description 
proceeds, the invention consists in certain 
constructions, and combinations of the parts 
that I shall hereinafter fully describe and claim. 

For a full understanding of the invention, 
reference is to be had to the following de scription and accompanying drawings in 
which: 

Figure 1 is a longitudinal sectional view 
of a tobacco pipe constructed in accordance 
with my invention: Fig. 2 is a similar view 
on a larger Scale; the bit being entirely de 
tached, and the tube which forms the saliva 
collecting chamber partially withdrawn; 
and Fig. 3 is a cross sectional view on the 
line 3-3 of Fig. 1. 
Corresponding and like parts are referred 

to in the following description and indicated 
in all the views of the accompanying draw 
ings by the same reference characters. 

Referring to the drawing, the numeral 1 
designates the bowl of my improved pipe, 
the same being formed of any desired wood, 
(or other substance and formed with a smoke 
passage 2 leading to a nicotin collecting 
hamber 3 in the main stem or shank por ion 4. 
5 designates the bit which may be formed 

of any desired substance of any desired 
hape, the same being curved in the embodi 
hent of the invention illustrated in the ac 
ompanying drawing. One end of the bit 
is interiorly threaded and screwed pon 
he exteriorly threaded neck 6 of a saiva 
hamber which is constituted by a tube or 

sleeve it designed to be secured to the pipe 
in the main stem 4 thereof by a wedge ac 
tion. The lower end of the sleeve 7 is pref 
erably closed, as shown, and the said sleeve 
is formed intermediate of its ends, and 
preferably at its upper side, with an aper 
ture 8 extending therethrough and designed 
to register with the upper end of a longitudi 
nally extending smoke passage 9 formed in 
the stem 4 and leading upwardly from the 
nicotin collecting chamber 3. 
Aswab 10 which may be formed of a rub 

ber or similar disk, is mounted in the Saliya 
collecting chamber that is formed by the 
sleeve the main portion of said Swab be 
ing preferably held between metalli washers on the lower end of the rod 11. This rod 
is designed to be received in the saliva cham 
ber and it is of such a length that the Swab 
10 will be held at the lower end of the saliva 
chamber when the bit is connected to the up 
per end of the sleeve or tube 7 which forms said chamber. 
In the practical use of a pipe constructed 

as hereinbefore described, and illustrated in the accompanying drawing, it is clear that 
the smoke will be drawn through the smoke 
passage 2 and the nicot in collecting chan 
iber 3 (which may or may not contain a ball 
of cotton or other fibrous material to act as a 
filter) and will pass upwardly through the 
passage 9 and in through the orifice S to the 
chamber which is formed by the sleeve 7, 
passing finally out through the bore of the 
bit 5 to the mouth of the smoker. 
In order to clean the pipe it is only neces 

sary to withdraw the bit and sleeve 7 while 
the same are still connected together and to 

: then unscrew the bit from the sleeve. which 
latter operation will obviously effect the 
longitudinal movement of the swab 10, up 
wardly and outwardly in the Saliva collect 
ing chamber and effectually clean the same. 

It is manifest that when the pipe is not 
desired for use, and is laid away, the bit and 
tube may be given a slight turn in one 
direction or the other, in the stem 4 so as to carry the orifice 8 out of registry with 
the upper end of the passage 9, thereby clos 
ing tie passage and keeping the bowl dry. 

It is to be particularly noted that the rod 
11 is tubular, its bore or longitudinal open 
ing extending entirely therethrough, the up 
per end of said rod being rearwardly curved 
and secured in the bit 5 so as to provide 
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therein an opening which leads from the in 
terior of the saliva chamber below the swal) 
upwardly and outwardly to the atmosphere 
at the lower wall of the bit, such opening 
being entirely distinct from the opening of 
the bore of the bit; by this means when the 
bit is unscrewed from the sleeve 7 to clean 
the latter, the liability to form a partial 
vacuum below the swab is precluded, 2nd 
the tendency of such vacuum to draw the 
contents of the sleeve downwardly past the 
swab is effectually avoided. 

If desired, the upper end of the stem 4 
may be provided with a thinnble or ferrule 
12, ornamented as desired. While the accompanying drawing illus 
trates a pipe of the type known as a drop 
bit pipe, and show's certain proportions, con 
structions and arrangements of parts, it is 
to be inderstood that various changes may 
be made without departing from the scope 
of the invention as defined by the appended 
claims, and that my invention is not limited 
in anywise to the shape or type of pipe 
illustrated. 
Having thus described the invention, what 

is claimed as new is: 
1. A pipe provided with a saliva chamber 

and a bit detachably connected thereto, a 
swab located in said chambe and a rod to 
which the swab is connected, said rod being : 
connected to the bit and providing an open 
ing leading upwardly and outwardly from 
the saliva chamber below the swah to the 

' rear wall of the bit. underneath and distinct 
from the Smoke passage or bore of the bit. 

2. A pipe provided with a saliva chamber 
and a bit connected thereto, a swab located 
in Said chamber, and a rod to which the swab 
is connected, said rod being tubular, and pro viding an opening leading outwardly from 
the Saliva chamber below the bit, he upper 
end of the rod being rearward tv curved as 
shown. 

3. A pipe comprising a bowi and stem, a 
sleeve fitted in said stem and closed at its 
lower end and forming below such end a 
nicotill collecting chamber, said sleeve being 
formed in its side wall with an orifice, and 

Sage leading from the nicotin collecting 
chamber to said orifice, a bit having a de 
tachable connection with the sleeve, and a 
swab carried by said bit, and designed to 
fit within the sleeve. 

4. A pipe provided with a saliva chanber 
and a bit detachably connected thereto, a 
swab located in said chamber. and a de 
tachable rod to which the swab is connected, 
said rod being connected to the bit and pro 
viding an opening leading outwardly from 
the saliva chamber. 

In testimony whereof I affix my signature 
in presence of two witnesses. 

I. s. FREDRICK. W. SMITH. 
Witnesses: 

MANILEY I. TossEEN, 
i EDsoN S. GAYLoRD, 
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