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Application April 6, 1946, Serial No. 660,164 
1. 

This invention relates to locking devices for 
control surfaces of aircraft and more particularly 
to the type of locking devices known as gust locks 
for effectively locking such surfaces in a neu 
tral position against movement by air gusts while 
the airplane is on the ground. 
Gust locks of this general type heretofore 

known have provided locking means for control 
surfaces either with or without spring tabs. 
These devices usually comprise a mechanism for 
locking the surface in a neutral position, the 
mechanism being moved into locked or unlocked 
position by means independent of the primary 
control system operated by the pilot. Locks of 
this type provide a hazard in that the pilot may 
inadvertently neglect to unlock the mechanism 
before a takeoff, thus endangering the airplane. 
The present invention provides a gust lock, 

which may be selectively locked or unlocked by 
the pilot from the cockpit, and which eliminates 
the hazard of taking off with locked controls by 
incorporating means whereby the lock, if applied, 
is automatically released by the pilot's normal 
movement of the primary control system. 
In certain control systems having a spring tab, 

the primary controls operated by the pilot are 
connected directly to the tab and to the main 
control surface only through spring means. In 
such a system a gust lock applied to the primary 
controls has the disadvantage that air gust loads 
cani move the control surface to the limit allowed 
by the spring means or stops associated there 
With. - 

This invention overcomes this disadvantage by 
providing means for directly locking the main 
control surface, leaving only the relatively small 
tab susceptible to movements by gust loads lim 
ited in degree by the spring means and associated 
stops. 

It is therefore the primary object of this inven 
tion to provide a locking mechanism for a con 
trol surface of an airplane which is releasable 
by the pilot upon normal operation of the pri 
mary controls. . 
Another object is found. in the provision of a 

gust lock for control surfaces. having Spring tabs 
operated in connection therewith which may be 
locked or unlocked by a secondary pilot operable 
means, yet may be automatically unlocked by 
the pilot operated primary control means in its 
normal operating function. 
An additional object resides in the provision 

of a gust lock mechanism for effectively main 
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taining a control surface having an associated 
spring tab in a locked condition and which may 55 

2 
be unlocked by the pilot operated primary con 
trols, yet is so arranged and constructed that 
gust loads on the combined surface and tab, par 
ticularly the tab, will not effect release of the 
locking mechanism. 
The foregoing and other objects and advan 

tages will become apparent from the following de 
tailed description and accompanying drawings in 
which: 

Figure 1 is a diagrammatic elevational view il 
lustrating an application of the gust lock of the 
present invention to the stabilizer, elevator, and 
Spring tab of an aircraft: 

Figure - 2 is a perspective view of the locking 
meehanism perse. 

Figure 3 is an enlarged elevational view of the 
locking mechanism in its neutral locked condi 
tion. 

Figure 4 is a similar view showing the limit 
position of the locked parts for a down-gust load 
on the control surface and tab. 

Figure 5 is a similar view showing the limit 
position of the locked parts for an up-gust load 
on the surface and tab. 

Figure 6 is a similar view showing the unlocked 
reutral position of the parts. 

Figures 7 and 8 are similar views showing the 
position of parts during up-elevator and down 
elevator positions, respectively, when the mech 
anism is in unlocked condition. 
While the gust lock mechanism of this inven 

tion is shown in the drawings and will be de 
Scribed hereafter as applied to an elevator and 
tab associated with the horizontal stabilizer of 
an aircraft, it will be understood that it may also 
be applied to other control surfaces such as a 
rudder, aileron, or elevon. 
The gust lock unit constructed according to 

this invention and indicated generally at fe) is 
located in the horizontal stabilizer ff of the air 
plane. The elevator 3, hinged at 4 to the rear 
portion of the stabilizer, carries a tab. 4-5, pivoted 

A lever 7 pivoted at the axis of 
the elevator hinge f4 is connected at one end to 
tab horn 8 by link 9 and at its other end by link 
20 to a control lever 2 suitably pivoted to the 
stabilizer structure at 22. Cables 23 attached to 
the lever 2 extend to the control column in the 
pilot's compartment in the usual manner. 
Springs 25 operatively connect the lever 7 to the 
elevator and together with stops 27 engageable 
by the lever comprise a usual type of spring tai) 
elevator operating connection. With an arrange 
ment of this kind, in the absence of large air 
loads the pilot's movement of the control cables 
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23 will directly result in movement of elevator 3. 
In the presence of Substantial air loads resisting 
movement of the elevator, the Springs 26, 26 may 
flex, causing movement of tab is relative to the 
elevator in a direction. Such that air preSSures 
upon the tab will assist the pilot in moving the 
elevator. 
The actual locking portion of the gust lock unit 
0 comprises an angular arm 30, a bell crank 31, 
and an elevator connecting link 32. Arm 30 is 
pivotally mounted near one end of a pivot 33 
fixed with respect to the stabilizer structure 
and pivotally connected at its opposite end to 
the bell Crank 3 as shown at 34. A portion 35 
of the arm so extends below pivot 33 as to nor 
mally engage a fixed stop pin 36 and has con 
nected thereto one end of a Spring 37, the oppo 
Site end of which is attached to an extension 38 
of bell crank 3. Link 32 is pivotally attached to 
the elevator at 40 and is connected at its oppo 
site end by pivot pin 39 to one arm of the bell 
crank 3 . A stop portion 42 on bell crank 3 f is 
positioned for engagement with link 32 to limit 
the angular movement of these two parts under 
certain conditions as hereinafter described. 
Pivotally attached to the upright arm of bell 
crank 3 by bolt A3 is an operating link 44 which 
is connected at its opposite end at 45 to a radial 
arm 46 carried by a pulley A7 mounted on the 
fuselage or other fixed part of the aircraft. A 
cable system i8, which may be termed a sec 
ondary lock control System, operatively connects 
pulley 47 with suitable means (not shown) for 
manual operation in the pilot's compartment. 
Arms 55 and 30, triangular member 58 and link 

59 are So proportioned as to constitute a paral 
lelogram linkage. Movement of this linkage rela 
tive to the bell crank 3 is restricted in one 
direction by stop roller 56 engaging arm 30 at 57 
for the purpose hereintofore described, and is 
restricted in the opposite direction by a roller 60 
carried by triangular member 58 engaging stop 
6 formed on the bell crank. 
The length of the bell crank 3 between pivot 

CenterS 34 and 3 is equal to the length of arm 30 
between pivot centers 33 and 34 so that in one 
relative position of these parts, as appears in 
Figures 6, 7, and 8, the pivots 33 and 43 are in 
coaxial relation, the parts being so held by 
spring 37 whose line of tension is above pivot 34. 
A pin 51 extends from bellcrank 3 f into the path 
of arm 36 and engages the latter to determine 
this limit position of the parts 30 and 3. It Will 
be noted that when members 30 and 3 are so 
moved relatively that the tension line of the 
spring 37 passes below pivot 34, the spring will 
urge a movement of the members that will fur 
ther separate pivots 33 and 44, this being the 
condition in Figures 1 to 5. 
AS to operation of the mechanism, it will first 

be noted from Figure 1 that when the gust lock 
mechanism f O holds locking link 32 against 
movement, a down gust load on the elevator 3 
and tab 5 will place link 32 under compression, 
urging it toward the left, while the link 53 will 
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be placed in tension, urging it also to the left. 
An up-gust load will produce an opposite effect, 
link 32 being put in tension or urged to the right 
while link 53 will be placed in compression or 
also urged toward the right. In both instances 
movement of the tab 5 and link 53 will be re 
sisted by springs 26, 26 and limited by engage 
ment of lever 7 with stops 27, 27. 

It will also be noted that starting with the 

70 

4. 
and elevator by the pilot through the primary 
Control cables 23, 23 will apply forces to link 53 
Which are reversed with respect to those pro 
duced by gust loads. Clockwise movement of 
Control lever 2 to move the elevator down will 
move lever 53 to the right and, through springs 
26 or stop 27, will urge or effect movement of ink 
32 toward the left. Similarly counterclockwise, 
Or up-elevator, movement of control lever 2 will 
move link 53 to the left and urge or effect move 
ment to the right of link 32. 

Starting with the locked position shown in Fig 
lures 1 and 3 and a SSuming gust loads insufficient 
to move tab 5 against the resistance of springs 
26, 26, it will be seen that a down gust load on 
elevator 3, urging link 32 toward the left, will 
urge arm 30 counterclockwise against fixed stop 
36 because pivot 39 is disposed above the line 
between pivot points 33 and 40, the pivot 39 being 
held there by Spring 37 urging bell crank 3 
clockwise about pivot 34. Accordingly, the thrust 
applied to link 32 will be transmitted to fixed 
pivot 33, and the elevator will be held against 
down movement. An up gust insufficient to 
move the tab also will leave the parts substan 
tially in the condition shown in Figure 3, the pull 
to the right of link 32 further urging clockwise 
movement of bell crank 3 about pivot 34 to hold 
stop 42 against link 32, and being transmitted 
through arm 30 to fixed pivot 33. Accordingly, 
the elevator will be held against up-movement in 
response to the up gust load. 
Considering next a down gust load on the ele 

wator-tab assembly of sufficient magnitude to 
move the tab to the limit allowed by right stop 
27, link 53 will be moved to the left to the posi 
tion shown in Figure 4. Bell crank 3 will be 
swung counterclockwise about pivot 34 to the 
position shown by roller 60 of member 58 which 
is swung counterclockwise in parallelism to arm 
55 because of connecting link 59. Since thrust 
applied by link 32 at pivot 39 produces a clock 
wise movement of the bell crank, holding stop 6 
against roller 60, members 3 f and 58 in effect 
become a unit which the thrust of link 32 tends 
to swing upwardly about the pivot that connects 
members 58 and 59. The resultant upward force 
at pivot 34 holds the arm 30 against fixed stop 
36. Therefore, since the thrust of link 32 cannot 
result in motion, the elevator is locked against 
down motion. It Will be noted that under this 
condition the tension line of Spring 3 is beneath 
the pivot 34, further tending to hold arm 30 and 
bell crank. 3 in the relationship shown in 
Figure 4. - 

Considering next an up gust load on the eleva 
tor-tab assembly sufficient to move the tab to the 
limit allowed by left stop 27, which will cause link 
53 to move to the right to the position shown in 
Figure 5, it will be seen that the arm 55 has been 
SWung clockwise about fixed pivot 33. By reason 
of roller 56 engaging stop 57, the arm 30 has also 
been moved clockwise, lowering pivot 34. As the 
latter is below the line 39, 40 pull on the link 32 
produced by the up-gust load on the elevator will 
urge the bell crank 3? clockwise about pivot 34, 
holding Stop 42 against link 32, and will urge arm 
30 counterclockwise to abut stop 57 with roller 56. 
Since the arm 55 carrying this roller is being 
held by the thrust of link 53 which displaced it 
from the neutral position of Figure 4, counter 
clockwise motion of arm 30 is prevented and the 
pull of link 32 is transmitted to the fixed pivot 33, 
locking the elevator against up-movement. 

parts in locked position, movement of the tab 75 Referring next to the unlocked neutral position 
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of the parts, as shown in Figure 6, resulting from 
counterclockwise movement of pulley 47 and arm 
46 by the pilot's operation of lock control cable 
48, the consequent movement of link 44 to the 
left has swung bell crank 3 counterclockwise 
about pivot 34 sufficiently to place the tension 
line of spring 37 above the pivot 34. According 
ly, the bell crank and arm. 30 are relatively moved 
to bring pivots 33 and 43 into coaxial relation, as 
ShOWn. 

During. Subsequent movement of the elevator 
and tab the bell crank and arm 30 may move as 
a unit about the axis of fixed pivot 33 as the link 
32 moves to the right or left in response to up or 
down movement of the elevator, as shown in 
Figures 7 and 8, respectively. During such 
movement the remainder of the parallelogram 
linkage comprising parts 58 and 59 Will move 
freely in accordance with the relative movements 
of arms 30 and 55, the latter swinging freely 
about the fixed pivot 33 as the result of link con 
nection 53 to the operating lever 2. 
Should the airplane take off with the control 

lock applied, normal movement of the elevator 
Control System will immediately release the lock. 
If the pilot applies a down-elevator movement, 
Swinging the control lever 2 clockwise, link 53 
Will be moved to the right from the position 
Shown in Figure 3, while the link 32 Will be urged 
toward the left. As a result arm 30 will be swung 
clockwise to lower pivot 34 and raise extension 35 
Sufficiently that the line of tension of spring 37 
Will pass above pivot 34, whereupon the pivot 43 
Will Swing into coaxial relation with fixed pivot 
33, allowing the parts to move into the down-ele 
Wator position shown in Figure8. - 
Should the pilot apply an up-elevator move 

ment with the control lock applied, swinging 
control lever 2 counterclockwise, link 53 will be 
moved to the left from the position shown in Fig 
ure 3, while the link 32 will be urged to the right. 
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Resulting up-movement of roller 60 carried by 
member 58 (see Fig. 4) combined with the pull 
of link 32 will Swing bell crank 3 counterclock 
Wise sufficiently to bring the tension line of Spring 
3 above the pivot 34, whereupon the parts may 
move to a position substantially as shown in Fig 
lure 7, representing the full up-elevator condi 
tion. 

It will now be seen that the locking mechanism 
of this invention provides an effective control 
surface lock against gust loads, yet may be readi 
ly unlocked or released by the primary pilot con 
trols without unduly affecting the operation 
thereof or imposing any appreciable additional 
loads thereon. 

It will be understood that the mechanism here 
in specifically described is merely illustrative of 
the inventive principles involved, and that these 
principles may be otherwise embodied without 
departing from the spirit of the invention or the 
Scope of the appended claims. 

I claim: 
1. In an aircraft, a movable element and oper 

atting means therefor having a resilient play con 
nection thereto; locking means for said element 
comprising a first member connected by a first 
pivot to the aircraft, a second member connected 
to the first member by a second pivot, a link con 
nected to the second member by a third pivot and 
by a fourth pivot to said element, and resilient 
means connecting said members to urge them 
about the second pivot into a locking relationship 
wherein the pivots are substantially aligned for 
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6 
the members into an unlocked relationship 
wherein the third pivot is remote from a line be 
tween the first and fourth pivots for permitting 
said members to Swing about the first pivot in re 
sponse to movement of the element; lock control 
means for moving said members into either of 
said relationships; and means operable by and 
upon actuation of the operating means for mov 
ing the members into their unlocked relationship. 

2. In an aircraft, a movable control surface 
having an auxiliary surface movably connected 
thereto; operating means for Said auxiliary Sur 
face and a resilient play connection between said 
surfaces whereby the control surface may also be 
moved by the operating means; locking means 
for the control surface comprising a first men 
ber connected by a first pivot to the aircraft and 
to a second member by a second pivot, a link 
connected by a third pivot to the second member 
and by a fourth pivot to the control surface, and 
resilient means connecting said members to urge 
them about the second pivot either into a locking 
relationship wherein the pivots are substantially 
aligned or into an unlocked relationship where 
in the third pivot is remote from a line between 
the first and fourth pivots permitting Said men 
bers to Swing about the first pivot in response 
to movement of the element; lock control means 
for moving Said members into either of Said re 
lationships; and means Operable by and upon ac 
tuation of the operating means for moving the 
members into their unlocked relationship. 

3. In a locking mechanism for an aircraft 
having a movable element actuated by operat 
ing means through a resilient play connection, 
a first member having a pivot connection to the 
aircraft, a second member pivoted to the first 
member and also pivoted to a link connected 
to said element, said members being relatively 
movable about their common pivot between a 
first relationship wherein the link is held against 
Substantial movement relative to said pivot con 
nection and a Second relationship Wherein the 
members may SWing as a unit about said pivot 
connection upon movement of the link, lock con 
trol means connected to the second member for 
effecting relative movement of Said members into 
either of Said relationships, and means operable 
by and upon actuation of said operating means 
when Said members are in Said first relation 
ship for effecting relative movement of said men 
bers into the second relationship. 

4. In a locking mechanism for an aircraft have 
ing a movable element actuated by operating 
Eneans through a resilient play connection, a 
first member having a pivot connection to the 
aircraft, a second member pivoted to the first 
member and also pivoted to a link connected to 
said element, said members being relatively mov 
able about their common axis between a first 
relationship wherein the link is held against sub 
stantiai movement relative to the aircraft and 
a Second relationship wherein the members may 
Swing as a unit about Said pivot connection 
upon movement of the link, resilient means for 
urging retention of the members in either of 
Said relationships, lock control means connected 
to the second member for effecting relative move 
ment of said members into either of said rela 
tionships, and means operable by and upon ac 
tuation of Said operating means when said mem 
bers are in said first relationship for effecting 
relative movement of said members into the sec 
Ond relationship. 

holding the element against movement or to urge 75 5. In a locking mechanism for an aircraft have 
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ing a movable element actuated by operating 
means through a resilient play connection, a first 
member having a pivot connection to the air 
craft, a second member pivoted to the first mem 
ber and also pivoted to a link connected to Said 
element, said members being relatively movable 
about their common pivot between a first rela 
tionship wherein the link is held against sub 
stantial movement relative to Said pivot connec 
tion and a second relationship wherein the mem 
bers may swing as a unit about the pivot to the 
aircraft upon movement of the link, lock control 
means connected to the second member for ef 
fecting relative movement of said members into 
either of Said relationships, said lock control 
means being pivotally connected to the Second 
member coaxially With Said pivot connection 
when the members are in the second relation 
ship, and means operable by and upon actua 
tion of Said operating means when said members 
are in Said first relationship for effecting rela 
tive movement of Said members into the Second 
relationship. 

6. In a locking mechanism for an aircraft 
having a movable element actuated by operat 
ing means through a resilient play connection, 
a first member having a pivot connection to the 
aircraft, a second member pivoted to the first 
member and also pivoted to a link connected 
to Said element, Said members being relatively 
movable about their common axis between a first 
relationship wherein the link is held against Sub 
Stantial movement relative to the aircraft and 
a Second relationship. Wherein the members may 
SWing as a unit about Said pivot connection upon 
OWement Of the link, resilient means for urg 

ing retention of the members in either of said 
relationships, lock control means connected to 
the Second member for effecting relative move 
ment of Said members into either of Said rela 
tionships, Said lock control means being pivot 
ally connected to the second member coaxially 
with said pivot connection when the members 
are in the Second relationship, and means op 
erable by and upon actuation of Said operat 
ing means when said members are in said first 
relationship for effecting relative movement of 
Said members into the second relationship. 

7. In an aircraft, a movable control surface 
having an auxiliary surface movably connected 
thereto, operating means for moving said aux 
iliary surface, a resilient play connection be 
tWeen said Surfaces by which the control Sur 
face may be moved by the operating means in 
an opposite direction from the auxiliary surface, 
a first member having a pivot connection to 
the aircraft, a second member pivoted to the 
first member and to a link connected to Said 
control surface, said members being relatively 
movable between a first relationship wherein the 
link is held against substantial movement and 
a second relationship Wherein the members may 
swing about the pivot to allow movement of the 
link, lock control means connected to the Second 
member for effecting movement of the members 
into either of said relationships, and means op 
erable by and upon actuation of Said operating 
means when the members are in said first rela 
tionship for effecting relative movement of the 
members into the second relationship. 

8. In an aircraft, a movable control surface 
having an auxiliary surface movably connected 
thereto; operating means for said auxiliary sur 
face and a resilient play connection between said 
surfaces whereby the control surface may also be 
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moved by the operating means; locking means for 
the control surface comprising a first member 
connected by a first pivot to the aircraft and to a 
second member by a second pivot, a link connect 
ed by a third pivot to the second member and by 
a fourth pivot to the control surface, and resilient 
means connecting said members to urge them 
either into a locking relationship wherein the 
pivots are substantially aligned or into an un 
locked relationship wherein the third pivot is 
remote from a line between the first and fourth 
pivots permitting said members to swing about 
the first pivot in response to movement of the 
control surface; lock control means for moving 
said members into either of said relationships, 
said lock control means being pivotally connected 
to the second member on a pivot axis which is 
Substantially coincident with said first pivot when 
the members are in the unlocked relationship; 
and means operable by and upon actuation of the 
operating means for moving the members into the 
unlocked relationship. 

9. In an aircraft, a movable control Surface 
having an auxiliary surface movably connected 
thereto; operating means for said auxiliary Sur 
face and a resilient play connection between said 
surfaces whereby the control surface may also be 
moved by the operating means; locking means 
for the control surface comprising a first member 
connected by a first pivot to the aircraft and to a 
Second member by a second pivot, a link con 
nected by a third pivot to the second member and 
by a fourth pivot to the control Surface, and re 
silient means connecting said members to urge 
them either into a locking relationship wherein 
the pivots are Substantially aligned or into an 
uniocked relationship. Wherein the third pivot is 
remote from a line between the first and fourth 
pivots permitting said members to swing about 
the first pivot in response to movement of the 
control Surface; lock control means for moving 
said members into either of Said relationships; 
and unlocking means operable by and upon actu 
ation of the operating means for moving the 
members into the unlocked relationship, said un 
locking means including a part engageable with 
the first member to move the latter about the 
first pivot, upon actuation of the operating means 
in one direction, to effect relative movement of 
the members into the unlocked relationship, and 
said unlocking means also including another part 
engageable with the Second member to move the 
latter about the second pivot, upon actuation of 
the operating means in the opposite direction, to 
effect relative movement of the members into the 
unlocked relationship. 

10. In an aircraft, a movable control surface 
having an auxiliary surface movably connected 
thereto; operating means for said auxiliary sur 
face and a resilient play connection between said 
Surfaces whereby the control surface may also be 
moved by the operating means; locking means for 
the control surface comprising a first member 
connected by a first pivot to the aircraft and to a 
Second member by a second pivot, a link con 
nected by a third pivot to the second member and 
by a fourth pivot to the control surface, and re 
Silient means connecting said members to urge 
them either into a locking relationship wherein 
the pivotS are substantially aligned or into an un 
locked relationship wherein the third pivot is re 
mote from a line between the first and fourth 
pivots permitting said members to swing about 
the first pivot in response to movement of the 

75 control surface; lock control means for moving 
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said members into either of said relationships 
and unlocking means operable by and upon actu 
ation of the operating means for moving the 
members into their unlocked relationship, said 
unlocking means comprising two parts intercoin 
nected by a pivoted link and arranged for angul 
lar movement respectively about said first and 
second pivots, one of said parts engaging and 
moving the first member into said unlocked rela 
tionship upon actuation of Said Operating means 
in one direction, and the other of said parts en 
gaging and moving the second member into Said 
unlocked relationship upon actuation of said Op 
erating means in the opposite direction. 
1. In an aircraft, a nowable control Surface 

having an auxiliary surface novably connected 
thereto; operating means for Said auxiliary Sur 
face and a resilient play connection between said 
Surfaces whereby the control Surface may also be 
moved by the operating. means; locking means 
for the control Surface comprising a first member 
connected by a first pivot to the aircraft and to a 
Second member by a second pivot, a link con 
nected by a third pivot to the second member and 
by a fourth pivot to the control Surface, and re 
silient means connecting said members to urge 
them either into a locking relationship wherein 
the pivots are Substantially aligned or into an un 
locked relationship wherein the third pivot is re 
mote, from a line between the first and fourth 
pivots permitting said members to swing about 
the first pivot in response to movement of the 
control Surface; lock control means for moving 
said members into either of said relationships, 
said lock control means being pivotally connected 
to the second member on an axis that is coaxial 
with said first pivot Whera the members are in un 
locked relationship; and unlocking means Oper 
able by and upon actuation of the operating 
means for moving the members into their un 
locked relationship, said unlocking means includ 
ing a part engageable with the first member to 
move the latter about the first pivot, upon actu 
ation of the operating means in one direction, to 
effect relative movement of the members into 
their unlocked relationship, and said unlocking 
means also including another part engageable 
With the Second member to move the latter about 
the second pivot, upon actuation of the operating 
means in the opposite direction, to effect relative 
movement of the members into their unlocked 
relationship. 

12. In an aircraft, a movable control surface 
having an auxiliary surface movably connected 
thereto; operating means for said auxiliary Sur 
face and a resilient play connection between said 
surfaces whereby the control surface may also be 
moved by the operating means; locking means 
for the control Surface comprising a first men 
ber connected by a first pivot to the aircraft and 
to a second member by a second pivot, a link 
connected by a third pivot to the Second mem 
ber and by a fourth pivot to the control Surface, 
and resilient means connecting said members to 
urge them either into a locking relationship 
wherein the pivots are substantially aligned or 
into an unlocked relationship wherein the third 
pivot is remote from a line between the first and 
fourth pivots permitting Said members to SWing 
about the first pivot in response to movement of 
the control Surface; and unlocking means Oper 
able by and upon actuation of the operating 
means for moving the members into their un 
locked relationship, said unlocking means in 
cluding a part engageable with the first member 
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10 
to move the latter about the first pivot, upon 
actuation of the operating means in One direc 
tion, to effect relative movement of the members 
into their unlocked relationship, and Said un 
locking means also including another part en 
gageable with the second member to move the 
latter about the second pivot, upon actuation of 
the operating means in the opposite direction, 
to effect relative movement of the members into 
their unlocked relationship. 

13. In an aircraft, a movable control Surface, 
operating means for said surface connected 
thereto by a resilient play connection; locking 
means for the control Surface comprising a first 
member connected by a first pivot to the air 
craft and to a second member by a second pivot, 
a link connected by a third pivot to the Second 
member and by a fourth pivot to the control 
surface, and resilient means connecting Said 
members to urge them either into a locking re 
lationship wherein the pivots are Substantially 
aligned or into an unlocked relationship where 
in the third pivot is remote from a line betWeen 
the first and fourth pivots permitting said mem 
bers to swing about the first pivot in response to 
movement of the control surface; lock control 
means for moving said members into either of 
said relationships; and unlocking means Oper 
able by and upon actuation of the operating 
means for moving the members into their un 
locked relationship, said unlocking means in 
cluding a part engageable With the first member 
to move the latter about the first pivot, upon 
actuation of the operating means in One direct 
tion, to effect relative movement of the members 
into their unlocked relationship, and Said un 
locking means also including another part en 
gageable with the second member to move the 
latter about the second pivot, upon actuation of 
the operating means in the opposite direction, to 
effect relative movement of the members into 
their unlocked relationship. 

14. In an aircraft, a movable control Surface, 
operating means for said Surface connected 
thereto by a resilient play connection; locking 
means for the control surface comprising a first 
member connected by a first pivot to the aircraft 
and to a second member by a second pivot, a 
link connected by a third pivot to the Second 
member and by a fourth pivot to the control Sur 
face, and resilient means connecting Said mem 
bers to urge them either into a locking relation 
ship wherein the pivots are substantially aligned 
or into an unlocked relationship wherein the 
third pivot is remote from a line between the 
first and fourth pivots permitting Said members 
to swing about the first pivot in response to 
movement of the control surface; lock control 
means for moving said members into either of 
said relationships; and unlocking means Oper 
able by and upon actuation of the operating 
means for moving the members into their un 
ocked relationship, said unlocking means Con 
prising two parts interconnected by a pivoted 
link and arranged for angular movement re 
spectively about said first and Second pivots, one 
of said parts engaging and moving the first 
member into said unlocked relationship upon 
actuation of said operating means in One di 
rection, and the other of said parts engaging and 
moving the second member into Said unlocked 
relationship upon actuation of Said operating 
means in the opposite direction. 

15. In an aircraft, a movable control Surface, 
operating means for said surface connected 
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thereto by a resilient play connection; locking 
means for the control surface comprising a first 
member connected by a first pivot to the air 
craft and to a second member by a second pivot, 
a link connected by a third pivot to the Second 
member and by a fourth pivot to the control 
surface, and resilient means connecting Said 
members to urge then either into a locking re 
lationship wherein the pivots are substantially 
aligned or into an unlocked relationship wherein 
the third pivot is remote from a line between the 
first and fourth pivots permitting Said mem 
bers to swing about the first pivot in response 
to movement of the control Surface; lock Con 
trol means for moving said members into either 
of said relationships, said lock control means 
being pivotally connected to the second member 
on an axis that is coaxial With Said first pivot 
where the members are in unlocked relation 
ship; and unlocking means Operable by and upon 
actuation of the operating means for moving the 
members into their unlocked relationship, Said 
unlocking means including a part engageable 
with the first member to move the latter about 
the first pivot, upon actuation of the operating 
means in one direction, to effect relative move 
ment of the members into their unlocked re 
lationship, and said unlocking means also in 
cluding another part engageable with the second 
member to move the latter about the Second 
pivot, upon actuation of the Operating means in 
the opposite direction, to effect relative move 
ment of the members into their unlocked rela 
tionship. 

16. In an aircraft, a movable control Surface, 
operating means for said Surface connected 
thereto by a resilient play connection; locking 
means for the control surface comprising a first 
member connected by a first pivot to the aircraft 
and to a second member by a second pivot, a 
link connected by a third pivot to the second 
member and by a fourth pivot to the control Sur 
face, and resilient means connecting Said mem 
bers to urge them either into a locking relation 
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ship wherein the pivots are substantially aligned 
or into an unlocked relationship wherein the 
third pivot is remote from a line between the first 
and fourth pivots permitting said members to 
Swing about the first pivot in response to move 
ment of the control Surface; and unlocking 
means operable by and upon actuation of the 
operating means for moving the members into 
their unlocked relationship, said unlocking 
means including a part engageable with the first 
member to move the latter about the first pivot, 
upon actuation of the operating means in one di 
rection, to effect relative movement of the mem 
bers into their unlocked relationship, and said 
unlocking means also including another part en 
gageable with the second member to move the 
latter about the Second pivot, upon actuation of 
the operating means in the opposite direction, to 
effect relative movement of the members into 
their unlocked relationship. 
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