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To Cli, choin it in city concern 
Be it known that I, WILLIAM GARDNER, a 

citizen of the United States, residing at New 
York, in the county of New York and State of 
New York, have invented certain new and use 
ful Improvements in Roll-Paper Holders; and 
I do hereby declare the following to be a full, 
clear, and exact description of the invention, 
such is will enable others skilled in the art to 
Which it appertains to make and use the same. 
My invention relates to a roll-paper holder; 

and the object of the invention is to provide 
an improved device for suspending a roll of 
perforated paper, while permitting the paper 
to be readily withdrawn and torn off in pieces 
as required, which is so simple in construc 
tion that it can be manufactured in large 
Quantities at an extremely low cost, and which 
at the same time will operate to confine the 
free edge of the paper roll in place to prevent 
Waste of the paper and will also serve as a 
Slipport for an advertising medium. 
With these ends in view my invention con 

sists in a roll-paper holder as an article of 
manufacture, comprising a suspending bar or 
rod on which the roll of paper is to be fitted 
SO as to turn freely thereon, a cord or rope 
having its ends attached to the suspending 
bar or rod, and a sliding detaining-bar fitted 
loosely on the cord above the suspending-bar 
and arranged to rest on the roll of paper to 
hold Or confine the free edge of the same in 
place. In practice I prefer to form an eye or 
perforation in one end of the suspending-bar, 
to which one end of the cord is to be perma 
nently attached, while the other end of the 
Cord is looped and fitted in a groove in the 
Opposite end of the Suspending-bar, whereby 
the looped end of the cord can be readily de 
tached from the suspending-bar to permit the 
roll of paper to be placed on said bar. The 
rope or cord also passes through eyes in the 
detaining-bar to support the bar and keep it 
in place, and the inclined sides of the cord or 
rope tend to keep the detaining-bar from ris 
ing and to depress the bar into contact with 
the paper, so that the detaining-bar adjusts 
itself to the decreasing size of the paper roll. 
In the upper side of the detaining-bar is pro 
vided a longitudinal groove, in which is fixed 
an advertising card, plate, or other suitable 

device, which Inay be made heavy enough to 
increase the weight of the detaining-bar, and 
thus in a measure contribute toward making 
the detaining-bar act with more efficiency and 
certainty in holding the free edge of the paper 
in place. - 

In the accompanying drawings, Figure I is 
a perspective view of my improved rollpaper 
holder, and Fig. 2 is a vertical sectional view 
of the same. 

Like letters of reference denote correspond 
ing parts in all the figures of the drawings, 
referring to which- s 
A designates the suspending-bar of my in 

proved roll-paper holder. B is the sliding de 
taining-bar, and C the rope or cord to Which 
both bars AB are connected. The ends of the 
suspending-bar are attached to the cord or 
rope, so that the bar does not rotate, slide, or 
have any other movement on the Cord Ol' rope, 
while the other detaining-bar is free to slide 
or move vertically on the cord or rope to com: 
pensate for the diminution in size of the roll 
of paper, and thus accommodate or adapt it 
self to the roll of paper in order to hold the 
free edge of the roll in place and prevent 
waste of paper. In one end of the suspend 
ing-bar I provide an opening or hole C, and 
in the other end of said bar is formed an all 
nular groove or recess C". One end of the 
cord or rope C is passed through the hole (t 
and knotted, as at a, to provide a Secure COll 
nection for the cord at that end of the bal', 
while the other end of the cord is looped, as 
at b, and fitted in the groove or recess C' in 
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the other end of the bar A, so that the cord 
and suspending-bar can be readily Separated 
to enable the roll of paper D to be placed On 
the bal'. . 
Near the ends of the holding-bar B is pro 

vided the transverse openings or holes d d", 
and through said holes pass the sides of the 
cord or rope C. The rope or cord has its two 
sides converged or inclined, so that the holder 
or device can be readily suspended from a 
nail, hook, or other device, and said inclined 
sides of the cord tend to prevent the detain 
ing-bar from lifting or rising on the cord, 
and thus the detaining-bar is caused to slide 
downward on the cord and to be kept or held 
in contact with the paper roll to hold the free 
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edge of the paper in place and to prevent the consists of so few parts that it can be manu 
roll from turning too much after 
has been torn off said roll. 
The holes or openings in the detaining-bar 

are of such size that the bar can slip freely 
Over the cord, and in the upper side of the 
bar is provided a longitudinal groove e, in 
Which is secured a plate, card, or other suit 
able device, which may be made heavy 
enough to contribute to the weight of the bar. 
This card or plate E may have any suitable 
inscription or advertisement, and, in fact, the 
holder may be used for advertising purposes, 
as the COst of manufacturing the entire de 
Vice is So small that it can be economically 
placed in public places as an advertising 
medium. 
ry The operation of the device is very simple. 
To place a roll of paper on the suspending 
bar, the loop is disconnected from the suspend 
ing-bar, the roll of paper slipped over said 
bar, the loop again fitted in the groove of the 
bar A, and the holder suspended from a hook, 
&e. The sliding or detaining bar is depressed 

the paper 

by the inclined sides of the rope or cord into 
contact with the paper roll to confine the free 
edge in place, and as the paper is unwound 
from the roll and torn off the detaining-bar 
descends, SO as to be always in contact with 
the paper. 
The device is simple in construction and 

factured in quantities at a very low price, 
and at the same time the holder is efficient in 
operation and durable. 
Having thus described my invention, what 

I claim is 
1. As an article of manufacture, a roll-pa 

per holder comprising a suspending bar or 
rod, a looped cord having its ends attached 
to said bar, and a detaining-bar fitted loosely 
on the cord or rope above the suspending-bar 
and adapted to be depressed by the inclined 
sides of the cord into contact. with a roll of 
paper, substantially as described. 

2. As a new article of manufacture, a roll 
paper holder comprising a suspending bar or 
rod having the groove at one end thereof, a 
cord or rope having one end attached to said 
suspending-bar and provided with a loop to 
fit in the groove in said bar, and the sliding 
detaining-bar loosely attached to the cord 
above the suspending-bar and adapted to be 
depressed by the inclined portions of the cord, 
said detaining-bar carrying a plate of card, 
substantially as described. 
In testimony whereof I affix my signature in 

presence of two witnesses. 
WILLIAM GARDNER. 

Witnesses: 
IIENRY N. DIX, 
J. GARDNER. 
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