Title: PORTABLE POWER DRILL WITH DRILLING IMPLEMENT ROTATING AND FEEDING MEANS

Abstract: Portable power drill comprises a housing, a drilling implement carrying drive spindle, and two individually powered and controlled motors for rotating and axially feeding the drive spindle. The drive spindle is rotative and axially displaceable relative to the housing and connected to the drive and feed motors via angle gears including two bevel gears supported on the drive spindle. The feed via an axially locked but rotative nut piece and an external thread on the drive spindle, whereas the drive motor is drivingly connected to the drive spindle via longitudinal keyways on the drive spindle and mating splines in one of the bevel gears. The drive motor and the feed motor are electric motors controlled and monitored by a programmable control unit.
Portable power drill with drilling implement rotating and feeding means.

The invention relates to a portable power drill with separate means for accomplishing rotation and feeding of the drilling implement during drilling operations.

In prior art technique power drills has been provided with fluid powered drive motors arranged not only to accomplish rotation but to impose an axial feed movement on the drive spindle via a specific gearing. This gearing comprises means for connecting the drive motor both to the drive spindle for rotating the latter and to a screw gearing to accomplish axial displacements of the drive spindle. A drawback with these known drills is that this gearing gives a non-variable feed rate which can not be change without dismantling the power drill and change components of that gearing. Accordingly, it is absolutely impossible to vary the feed rate during drilling, for instance to have different feed rates as the drilling implement penetrates layers of different material. In other words, it has not been possible to vary the drilling parameters during drilling, particularly the feed rate, to thereby optimize the time and energy spent on the drilling operation. For instance, the risk for rapid wear and/or damage both on the drilling implement and the worked object has been great in some applications due to a too high feed rate. On the other hand, a too long time- has been spent on many drilling operations owing to a pre-set low "safety first" feed rate. The flexibility of the prior art devices has been poor.
A power drill of the above type is previously described in US 3,797,583.

Another problem concerned with prior art power drills is that it has not been possible to monitor the drilling operations and to have indications whether performed operations have given acceptable results. Accordingly, it has not been possible to get information on the actual torque magnitude, feed force etc. indicating whether the drilling operation has been performed as intended, i.e. the quality of the drilling operations has not been possible to determine.

It is an object of the invention to provide an improved portable power drill wherein the drive spindle rotation and feed movement are performed separately and independently, such that drive spindle rotation and feed movements can be controlled and monitored separately thereby improving the flexibility of the power drill is substantially.

It is another object of the invention to provide a portable power drill with independent and separate drive spindle rotation and feed rate control, wherein an operation control and monitoring unit is arranged to momentarily control and monitor the drilling parameter values for drive spindle rotation and feed movement during drilling operations and to provide information on the quality of each performed operation.

Further objects and advantages of the invention will appear from the following specification and claims.
A preferred embodiment of the invention is described below in detail with reference to the accompanying drawing.

In the drawing
Fig. 1 shows a side view, partly in section, of a power drill according to the invention.
Fig. 2 shows a schematic view in perspective of the components of the power drill in Fig. 1.
Fig. 3 shows on a larger scale a cross section along line III-III in Fig. 1.

The power drill illustrated in the drawing comprises a housing 10 with a rear handle 11, a drive spindle 15, and a motor casing 13 lodging a drive motor and feed motor as described below. The handle 11 carries a trigger 14 for maneuvering an on-off function and includes some non-illustrated electronic components for treating signals derived from a feed force and motor angle sensing means as described in further detail below. The electronic components in the handle 11 are connected to an extern operation control unit 16 via a cable 17.

The drive spindle 15 is rotative as well as longitudinally displaceable relative to the housing 10 and carries at its forward end a non-illustrated drilling implement of any commonly available type. The housing 10 is provided with a forwardly extending connection sleeve 19 which is rigidly secured to the housing 10 and formed at its forward end with lock flanges 20 to be connected to a matrix structure B. The latter is firmly secured to the object A to be drilled and is formed with apertures C in a desired pattern to accurately locate the power drill in correct positions.
for the holes to be drilled. Each aperture C is formed with flanges D mating with the flanges 20 of the connection sleeve 19 to form a bayonet-type lock and to transfer feeding force reactions from the power drill to the object being drilled. This is common technique and is not described in further detail. At its rear end the housing 10 is provided with a protective tubular hood 22 by which the drive spindle 15 is protected when in its rear end position.

The drive spindle 15 has a threaded portion 18 extending over the major part of its length for cooperation with a nut piece 21. The latter is formed by an internally threaded bevel gear which is rotative but axially immovable relative to the housing 10 and which is connected to a feed motor 24 via a pinion 25. The bevel gear/nut piece 21 and the pinion 25 form together a feed mechanism for accomplishing a longitudinal movement of the drive spindle 15. The feed motor 24, which accordingly is disposed in a right angle relative to the drive spindle 15, is preferably a brush-less electric motor provided with a reduction gearing 26 and a built-in angle sensor for producing electric signals in response to the angular position or movement of the feed motor 24. The feed motor 24 is supplied with power from the control and monitoring unit 16 and is arranged to rotate the bevel gear/nut piece 21 in either direction and/or at different speed magnitudes to accomplish desired feed movements of the drive spindle 15. That will be described below. Between the bevel gear/nut piece 21 and the housing 10 there is provided a force sensing device in the form of a load cell 23 by which a
signal is obtained in response to the axial load or feeding force applied on the drive spindle 15.

Moreover, the drive spindle 15 is provided with four longitudinally extending grooves or keyways 30 disposed at 90 degrees angular intervals and intended to cooperate with corresponding splines 31 in a bevel gear 32. The latter is rotatably journalled in the housing 10 and is engaged by a pinion 33 powered by the drive motor 36. By the spline/keyway arrangement 30,31 the drive spindle 15 is able to be moved axially while rotatively locked to the bevel gear 32, which means that the drive motor 36 is able to apply a driving torque to the drive spindle 15 via the bevel gear 32 irrespective of axial position and/or movement of the drive spindle 15. The drive motor 36 which preferably is a brush-less electric motor includes a reduction gearing 37 and an angle sensor and is powered by the control unit 16 to accomplish a desired rotation speed of the drive spindle 15.

The above mentioned operation control unit 16 is a stationary unit located at working site and is connected to the power drill via the cable 17. The control unit 16 comprises a voltage converter by which the feed motor 24 and the drive motor 36 are supplied with electric power of variable voltage and frequency. The control unit 16 also comprises an electronic programmable operation control and monitoring means in which are stored one or more sets of drilling parameter values by which the drilling operations shall be performed to accomplish acceptable results when drilling in different materials. Each parameter set comprises parameter values for drive spindle rotation and
feed speed suitable for drilling a particular material or a combination of two or more materials. The control unit is also programmed with limit values for the operation parameters, and a means for comparing received signals responsive to the actual angular positions and speed of the drive and feed motors, the feed force etc. with the stored limit values and to give indications as to whether the limit values have been overrun or not, i.e. whether the drilling operation has been performed in an acceptable way.

In operation, the power drill is connected to the control unit 16 via the cable 17 for receiving power according to a selected set of operation parameter values and for delivering back actual operation related signals. The drive spindle 15 is provided with a suitable drilling implement and the connection sleeve 19 is brought into a locking engagement with a drilling matrix aperture C. When the power drill is safely locked to the matrix B the trigger 14 is pulled by the operator and the drilling operation is started. The function of the feed mechanism is based on the cooperation between the nut piece 21 and the threaded portion 18 of the drive spindle 15.

For illustration purpose it is assumed that the feed motor 24 in a certain case is kept at stand still which means that the bevel gear/nut piece 21 does not rotate relative to the housing 10. Under this condition the feed movement of the drive spindle 15 is determined by the pitch of the drive spindle thread 18 only, i.e the feed velocity of the drive spindle 15 depends wholly on the rotation speed of the drive spindle 15. In other words, the feed rate (relationship between rotation speed and the feed velocity
of the drive spindle 15) is determined solely by the pitch of the drive spindle thread.

In another illustration case the feed motor 24 is operated to rotate the bevel gear/nut piece 21 in the same direction and with the same speed as the drive spindle 15. Since in this case there is no relative rotation between the drive spindle 15 and the bevel gear/nut piece 21 there will be no longitudinal movement of the drive spindle 15 at all. Should instead the bevel gear/nut piece 21 be rotated in the same direction as the drive spindle 15 but at a lower speed there would be a feed movement in the forward direction of the drive spindle 15 at a reduced speed. If instead the feed motor 24 is operated to rotate the bevel gear/nut piece 21 at a speed higher than that of the drive spindle 15 there would be accomplished a reverse movement of the drive spindle 15, i.e. a retraction movement of the drive spindle 15 after a completed drilling operation. Consequently, a very fast feed movement of the drive spindle 15 could be obtained by reversing the feed motor 24 and rotating the bevel gear/nut piece 21 backwards.

Depending on the structure and material of the work piece A to be penetrated by drilling a suitable parameter set is chosen from those initially stored in the control unit 16. The material of work piece A could homogeneous, i.e. comprise just one single material with a non-changing properties throughout the work piece, which means that a parameter set with a certain drive spindle speed and a certain feed velocity is chosen suitable to give an optimum drilling operation, both regarding efficiency and acceptable result. The parameter set is also chosen with
regard to the size of the hole to be drilled and the type drilling implement used.

Both of the feed motor 24 and the drive motor 36 are provided with angle encoders by which the rotational movements of the motors are accurately measured. The speed of the motors 24, 36 are accurately determined by the control unit 16 by controlling the voltage and frequency magnitudes of the supplied power. This makes it possible to have the control unit 16 control the operation very accurately throughout the drilling process. By using the signals from the angle encoders of the drive and feed motors it is possible to continuously calculate the drive spindle positions and to make momentary changes in the parameter values of the supplied power. It is also possible to determine whether a drilling operation has been performed as expected by continuously analysing the torque momentarily applied during the operation in view of the momentary movement and/or position of the drive spindle as well as the axial feeding force applied on the drive spindle. The actual feeding force is indicated by the load cell 23. This gives in turn a possibility to make retrievable and to store the drilling data for each drilled hole for post drilling analysis of the result and quality of the performed drilling operation.

The crucial feature of the invention is the use of electric motors for drive spindle rotation as well as for feed movements, particularly brush-less motors fed with electric power of variable frequency and voltage magnitude according to programmed parameter sets, because that type of motors makes it possible to control the process momentarily and
very accurately to compensate for instantaneous variations in feed and drive spindle resistance experienced during each drilling operation. For instance, torque peaks occurring at the initial contact between the drilling implement and the work piece as well as sudden torque drops at full penetration of the work piece are easily compensated by momentary adaptations of the power parameter values. The possibility to obtain very fast changing of power parameter values according to programmed parameter sets or to occurring changes in the ongoing drilling operation makes it possible also to adapt momentarily the drilling parameters to work pieces comprising two or more materials in a sandwich-type compositions so as to obtain accurate drilling data all the way through the work piece. The control unit 16 is programmed to keep the speed of the drive motor 36 constant by keeping the supplied frequency constant and momentarily adapt the output voltage to compensate for occurring changes in the torque resistance on the drilling implement.

So, by continuously monitoring the torque resistance and axial load on the drive spindle 15 the control unit 16 is able to detect the initial contact between the drilling implement and the work piece as well as the very moment when the drilling implement penetrates through the work piece at completed operation. This means that a reverse movement of the drive spindle may be automatically initiated, and since the control unit 16 also calculates continuously the axial position of the drive spindle 15 it is also possible to accomplish an automatic shut off of the drive and feed motors as the rear end position of the drive
spindle 15 is reached during reverse movement of the latter.
Claims.

1. Portable power drill with drilling implement rotating and feeding means, comprising a housing (10), a drive motor (36), a rotative drive spindle (15) axially displaceable relative to the housing (10) for feeding movements, a drilling implement carried at a forward end of the drive spindle (15), a coupling (30-33) for transferring rotational movement from the drive motor (36) to the drive spindle (15) irrespective of axial displacement of the drive spindle (15), and a feed mechanism (18,21,25) for axially displacement of the drive spindle (15), characterized in that the feed mechanism (18,21,25) comprises
   • a threaded portion (18) of the drive spindle (15),
   • a nut piece (21) rotative but axially immovable relative to the housing (10) and arranged to cooperate with said threaded portion (18), and
   • a feed motor (24) drivingly coupled to said nut piece (21) and arranged to selectively rotate said nut piece (21) at different speed levels and/or directions to vary the feed rate of the drive spindle (15) during drilling.

2. Power drill according to claim 1, characterized in that the operation of the drive motor (36) as well as the operation of the feed motor (24) are continuously controlled by a programmable control unit (16) so as to adapt the rotation direction and/or speed of the feed motor (24) to thereby adapt the feed rate to the operation parameters momentarily required at the actual drilling.
3. Power drill according to claim 2, characterized in that the drive motor \((36)\) as well as the feed motor \((24)\) are electric motors individually energized via said control unit \((16)\) in accordance with programmed operation parameter values.

4. Power drill according to anyone of claims 1-3, characterized in that the drive motor \((36)\) and the feed motor \((24)\) are disposed in right angles to the drive spindle \((15)\), and said coupling \((30-33)\) and said feed mechanism \((18,21,25)\) comprise angle gears \((32,33\) and \(21,25\) resp.), wherein said nut piece \((21)\) comprises a bevel gear.

5. Power drill according to anyone of claims 1-4, characterized in that a load sensing device \((23)\) is disposed between the nut piece \((21)\) and the housing \((10)\) and arranged to deliver a signal in response to the actual feeding force applied on the drive spindle \((15)\).

6. Portable power drill with drilling implement rotating and feeding means, comprising a housing \((10)\), a rotative drive spindle \((15)\) axially displaceable relative to the housing \((10)\) for feed movements and arranged to carry a drilling implement at its forward end, a drive motor \((36)\) arranged to rotate the drive spindle \((15)\), and a feed motor \((24)\) arranged to control the axial displacements of the drive spindle \((15)\), characterized in that the drive motor \((36)\) and the feed motor \((24)\) are electric motors, and a programmable control unit \((16)\) is connected to the drive motor \((36)\) and the feed motor \((24)\) and arranged to
continuously control the individual operation of drive motor (36) and the feed motor (24) during drilling.

7. Power drill according to claim 6, characterized in that said control unit (16) is programmed with one or more sets of drilling parameter values chosen to control in an optimum way the action of the drive motor (36) and the feed motor (24) at different drilling conditions.

8. Power drill according to claim 6 or 7, characterized in that the drive motor (36) and the feed motor (24) are brush-less motors, and said control unit (16) is arranged to supply power to the drive motor (36) and the feed motor (24) of variable voltage and frequency.

9. Power drill according to anyone of claims 6-7, characterized in that said control unit (16) is
   • programmed with limit values for acceptable operation parameter values, and arranged to
   • detect the actual operation parameter values,
   • compare the actual operation parameter values with said programmed limit values, and to
   • generate indications as to the actual operation parameter values are within said limit values or not.
INTERNATIONAL SEARCH REPORT

International application No. PCT/SE2009/000183

A. CLASSIFICATION OF SUBJECT MATTER

IPC: see extra sheet
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: B23B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

SE, DK, FI, NO classes as above

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4097177 A (CLOSE), 27 June 1978 (27.06.1978), figures 1-3, abstract</td>
<td>1-9</td>
</tr>
<tr>
<td>A</td>
<td>US 4591299 A (ECKMAN), 27 May 1986 (27.05.1986), figures 1-5</td>
<td>1-9</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

** Date of the actual completion of the international search: June 2009
** Date of mailing of the international search report: 03 -07- 2009

Name and mailing address of the ISA/Swedish Patent Office
Box 5055, S-102 42 STOCKHOLM
Facsimile No. +46 8 666 02 86

Authorized officer
Fredrik Strand / JA A
Telephone No. +46 8 782 25 00

Form PCT/IS A/210 (second sheet) (July 2008)
International patent classification (IPC)

B23B 45/00 (2006.01)
B23B 47/18 (2006.01)

Download your patent documents at www.prv.se
The cited patent documents can be downloaded:
• From "Cited documents" found under our online services at www.prv.se (English version)
• From "Anförda dokument" found under "e-tjanster" at www.prv.se (Swedish version)
Use the application number as username. The password is VGWQWVKBNH.

Paper copies can be ordered at a cost of 50 SEK per copy from PRV InterPat (telephone number 08-782 28 85).

Cited literature, if any, will be enclosed in paper form.
<table>
<thead>
<tr>
<th>Country</th>
<th>Application Number</th>
<th>Publication Date</th>
<th>Status</th>
</tr>
</thead>
<tbody>
<tr>
<td>US</td>
<td>4097177</td>
<td>27/06/1978</td>
<td>NONE</td>
</tr>
<tr>
<td>EP</td>
<td>0516343</td>
<td>02/12/1992</td>
<td>SE</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>0516343 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>CA</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>2069264 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>DE</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>69219205 DJ</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>ES</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>2103342 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>US</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>5282704 A</td>
</tr>
<tr>
<td>US</td>
<td>4591299</td>
<td>27/05/1986</td>
<td>NONE</td>
</tr>
<tr>
<td>EP</td>
<td>1249290</td>
<td>16/10/2002</td>
<td>SE</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>1249290 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>DE</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>10117952 A, B</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>DE</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>50211938 D</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>JP</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>2002355739 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>US</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>6786683 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>US</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>20020146295 A</td>
</tr>
</tbody>
</table>

Form PCT/ISA/10 (patent family annex) (April 2005)