MULTIJOINT INDUSTRIAL ROBOT

A wrist portion (3) of a robot (1) includes: a first movable portion (14) configured to rotate relative to an arm portion (2) around a first wrist axis (S); a second movable portion (15) configured to rotate relative to the first movable portion (14) around a second wrist axis (B); a third movable portion (16) configured to rotate relative to the second movable portion (15) around a third wrist axis (T); and a cable insertion portion (70) through which an effector cable (9) is inserted, the effector cable (9) being used to supply electric power and the like to an end effector (8) attached to the third movable portion (16). The cable insertion portion (70) is provided at the first movable portion (14) so as to be located on the first wrist axis (S). Two motors (25 and 26) among a plurality of motors (24 to 26) configured to drive the wrist portion (3) are attached to the first movable portion (14) so as to sandwich the cable insertion portion (70) in a direction perpendicular to the first wrist axis (S).

Fig. 2A
Description

Technical Field

[0001] The present invention relates to a multiple-joint industrial robot including an arm portion, a wrist portion coupled to a tip end portion of the arm portion, and a plurality of motors configured to drive the wrist portion, and particularly to a multiple-joint industrial robot configured such that an effector cable through which electric power is supplied to the spot welding gun is attached to an end effector extends through a wrist portion.

Background Art

[0002] Multiple-joint industrial robots are widely utilized for various operations, such as welding and painting. For example, PTL 1 discloses a spot welding robot including a wrist portion to which a spot welding gun is attached. In this robot, some of motors configured to drive the wrist portion are attached to a rear end of an arm portion. A cable through which electric power is supplied to the spot welding gun is attached to the wrist portion. This cable is routed outside the wrist portion.

Solution to Problem

[0007] A multiple-joint industrial robot according to the present invention includes: an arm portion; a wrist portion coupled to a tip end portion of the arm portion; and a plurality of motors configured to drive the wrist portion, wherein: the wrist portion includes a first movable portion coupled to the arm portion and configured to rotate relative to the arm portion around a first wrist axis, a second movable portion coupled to the first movable portion and configured to rotate relative to the first movable portion around a second wrist axis extending in a direction different from a direction in which the first wrist axis extends, a third movable portion, which is coupled to the second movable portion and configured to rotate relative to the second movable portion around a third wrist axis extending in a direction different from a direction in which the second wrist axis extends, and to which an end effector is attached, and a cable insertion portion through which an effector cable is inserted, the effector cable being used to supply at least one of electric power, power, signals, and materials to the end effector; the cable insertion portion is provided at the first movable portion so as to be located on the first wrist axis; and two motors among the plurality of motors are attached to the first movable portion so as to sandwich the cable insertion portion in a direction perpendicular to the first wrist axis.

Summary of Invention

Technical Problem

[0004] However, in a case where the motor is attached to the rear end of the arm portion as disclosed in PTL 1, a power transmission mechanism configured to transmit power from the motor to a tip end of the wrist portion needs to be provided. As a result, the number of parts increases, and this complicates the assembling of the wrist portion, and the size of the entire configuration of the wrist portion needs to be increased.

[0005] Especially, in a robot for spot welding, a cable tends to become large in diameter to supply a high current to a welding gun. To prevent this, a large-size protection structure needs to be attached to the wrist portion to protect the cable. In addition, in a case where the cable is large in diameter, it becomes extremely difficult to arrange the power transmission mechanism such that the power transmission mechanism does not interfere with the cable.

[0006] Here, an object of the present invention is to route the cable such that the cable does not hinder smooth operations and to reduce the size of the entire configuration of the wrist portion.

Citation List

Patent Literature

plified, and the distance from the second wrist motor to the third movable portion becomes short, so that the power transmission mechanism for the third movable portion can be simplified.

[0011] The multiple-joint industrial robot may be configured such that: the first wrist axis extends in a longitudinal direction of the first movable portion; and an output shaft of the second wrist motor and an output shaft of the third wrist motor extend in a direction perpendicular to the first wrist axis and parallel to the second wrist axis.

[0012] According to the above configuration, although the second wrist motor and the third wrist motor are attached to the first movable portion, the size of the first movable portion in the longitudinal direction can be reduced. With this, the wrist portion can be reduced in size as a whole.

[0013] The multiple-joint industrial robot may be configured such that: the cable insertion portion includes a guide hole, which extends on the first wrist axis and through which the effector cable is inserted; and the guide hole is spreading from a portion of the guide hole toward the end effector, the portion being sandwiched between the second wrist motor and the third wrist motor.

[0014] According to the above configuration, while preventing the effector cable from whirling when the second movable portion and the third movable portion are activated, the effector cable can be caused to deform so as to successfully follow the operations of the second movable portion and the third movable portion.

[0015] The multiple-joint industrial robot may be configured such that: the cable insertion portion includes a cable guide having a guide hole through which the effector cable is inserted; said two motors are arranged so as to sandwich the cable guide in a direction orthogonal to the first wrist axis; the cable guide is provided at the first wrist axis; and the end portions thereof are sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion thereof is sandwiched between two motors.

[0016] According to the above configuration, the effector cable is inserted through the guide hole of the cable guide located on the first wrist axis that is the rotational center of the first movable portion. Therefore, the effector cable can be suitably prevented from significantly whirling in accordance with the operation of the wrist portion and interfering with peripheral structures outside the robot. An axial middle portion of the guide hole of the cable guide is constricted, and both axial end portions of the guide hole of the cable guide are spreading. Therefore, the effector cable can be prevented from being damaged by getting entangled with the end portion of the cable guide and by wearing by the end portion of the cable guide. Since two motors are arranged so as to sandwich the first movable portion, the cable guide can be easily held by the first movable portion, and a structure configured to attach the cable guide to the first movable portion can be simplified.

[0017] The multiple-joint industrial robot may be configured such that: the second wrist axis is perpendicular to the first wrist axis; the middle portion of the guide hole is constricted so as to be narrow in a direction orthogonal to the first wrist axis and the second wrist axis; and the middle portion of the guide hole is long in an extending direction of the second wrist axis.

[0018] According to the above configuration, regarding the behavior of the cable, when the second movable portion rotates in a state where the first movable portion or the third movable portion is rotating from the standard posture, and the effector cable is being twisted around the first wrist axis, the effector cable tends to whirl in a direction orthogonal to the first wrist axis. According to the above configuration, even in this case, since the cable guide is long in the above direction, the whirling of the effector cable can be allowed while reducing the size of the cable guide and preventing the damage of the cable guide by the end portion by constricting the middle portion.

[0019] The multiple-joint industrial robot may be configured such that: the first movable portion includes a guide attachment wall to which the cable guide is attached; an end portion of the cable guide is attached to the guide attachment wall, the end portion being located at an arm tip side in an axial direction of the first wrist axis; and an end portion of the cable guide is sandwiched between said two motors, the end portion being located at an arm base side in the axial direction of the first wrist axis.

[0020] According to the above configuration, an axial arm tip side end portion of the cable guide is attached to the first movable portion, but an axial arm base side end portion thereof is not directly fixed to the first movable portion. Therefore, the cable guide can be easily attached to the first movable portion. The cable guide looks like a cantilever beam, but the axial arm tip side end portion thereof is sandwiched between two motors. On this account, even if the effector cable is pressed against the inner surface of the guide hole, its stress can be received by the motors. Thus, the stress acting on the axial arm tip side end portion of the cable guide and the guide attachment wall is reduced.

[0021] The multiple-joint industrial robot may be configured such that: the cable guide is formed by separably joining a first guide half body and a second guide half body; the cable guide is attached to the guide attachment wall so as to be inserted into an attachment hole provided at the guide attachment wall; and in a state where the cable guide is being attached to the guide attachment wall or the cable guide is being pulled out from the attachment hole, a joining portion configured to join the first guide half body to the second guide half body is accessible from an outside of the first movable portion.

[0022] According to the above configuration, the cable guide has a half-split structure, and the joining portion is accessible from the outside of the first movable portion.
Therefore, in a state where the wrist portion is being coupled to the arm portion, and the effector cable is being provided at the wrist portion, only the cable guide can be detached from and incorporated in the first movable portion.

[0023] The multiple-joint industrial robot may be configured such that a motor cable through which the electric power and the signals are supplied to said two motors, wherein: the first movable portion includes a substantially cylindrical tubular portion coupled to the arm portion so as to be rotatable; the motor cable is clamped by a fixing clamp fixed to the arm portion and a movable clamp fixed to the first movable portion; the motor cable includes a slack portion located between the fixing clamp and the movable clamp; and the slack portion is arranged along an outer peripheral surface of the tubular portion.

[0024] According to the above configuration, when the first movable portion rotates to cause the angular displacement of the movable clamp, the slack portion of the motor cable moves along the outer peripheral surface of the tubular portion. With this, the motor cable can be prevented from wearing as much as possible.

[0025] The multiple-joint industrial robot may be configured such that: the arm portion includes a substantially cylindrical outer tube portion surrounding the tubular portion; a cable housing space is formed between the outer peripheral surface of the tubular portion and an inner peripheral surface of the outer tube portion; the outer tube portion includes a cable introduction portion through which the motor cable is introduced from an outside of the outer tube portion to an inside of the cable housing space; the motor cable extends from the cable introduction portion through the cable housing space to said two motors; and the slack portion is arranged in the cable housing space.

[0026] According to the above configuration, the motor cable can be arranged in the U shape by a simple structure, and the motor cable can be successfully protected by the outer tube portion.

Advantageous Effects of Invention

[0027] According to the present invention, the entire configuration of the wrist portion can be reduced in size while routing the effector cable such that smooth operations are not hindered.

Brief Description of Drawings

[0028] [Fig. 1] Fig. 1 is a perspective view showing the entire configuration of a robot according to an embodiment of the present invention.
[Fig. 2A] Fig. 2A is a perspective view showing a tip end arm from which an outer tube portion is detached and a wrist portion.
[Fig. 2B] Fig. 2B is a perspective view showing the tip end arm to which the outer tube portion is attached and the wrist portion.
[Fig. 3] Fig. 3 is a cross-sectional diagram of the tip end arm and the wrist portion.
[Fig. 4] Fig. 4 is a cross-sectional diagram of the tip end arm and the wrist portion.
[Fig. 5] Fig. 5 is a side view of a cable guide shown in Fig. 2.
[Fig. 6] Fig. 6 is a planar view of the cable guide shown in Fig. 2.
[Fig. 7] Fig. 7 is a diagram obtained by overlapping an a-a arrow view, b-b cross-sectional view, and c-c cross-sectional view of Fig. 6 with one another.
[Fig. 8] Fig. 8 is a cross-sectional diagram showing the wrist portion of Fig. 1 in a planar view.
[Fig. 9] Fig. 9 is a cross-sectional diagram showing the wrist portion of Fig. 1 in a side view.
[Fig. 10A] Fig. 10A is a partial planar diagram showing the wrist portion in a state where the cable guide is being attached.
[Fig. 10B] Fig. 10B is a partial planar diagram showing the wrist portion in a state where the cable guide is being pulled out.

Description of Embodiments

[0029] Hereinafter, an embodiment of the present invention will be explained in reference to the drawings. The same reference signs are used for the same or corresponding components, and a repetition of the same detailed explanation is avoided.

Entire Configuration of Robot

[0030] Fig. 1 is a perspective view showing the entire configuration of a multiple-joint robot (hereinafter simply referred to as a “robot”) according to the embodiment of the present invention. The robot 1 shown in Fig. 1 is, for example, a vertical multiple-joint six-axis robot. The robot 1 includes: a base 10 installed at a working site; an arm portion 2 coupled to the base 10; a wrist portion 3 coupled to a tip end portion of the arm portion 2; a plurality of motors 21 to 26 configured to drive the arm portion 2 and the wrist portion 3; and a motor cable 4 through which power and signals are supplied to the motors.

[0031] An end effector 8 for operations is detachably attached to a tip end portion of the wrist portion 3. Various tools and effectors can be used as the end effector 8. Examples of the end effector 8 includes: a spot welding gun configured to perform a spot welding operation; an arc welding torch configured to perform an arc welding operation; a painting gun configured to perform a painting operation; and a holding tool or adsorbing tool configured to perform a picking operation. An effector cable 9 extends through which at least one of electric power, power, signals, and materials (such as paint or adhesive) is supplied to the attached end effector 8 is attached to the robot 1. In a case where the spot welding gun or the arc welding...
torch is used as the end effector 8, the effector cable 9 includes a plurality of cables, such as electric cables through which electric power is supplied to the gun or the torch. The effector cable 9 is a bundle of the plurality of cables.

The arm portion 2 includes a base end arm 11, an intermediate arm 12, and a tip end arm 13. The base end arm 11 is coupled to an upper surface side of the base 10 and rotates around a first arm axis A1 relative to the base 10. When the base 10 is appropriately set up on a horizontal surface, the first arm axis A1 extends in a vertical direction. The intermediate arm 12 is formed to be long, and a base end portion thereof is coupled to the base end arm 11. The intermediate arm 12 rotates around a second arm axis A2 relative to the base end arm 11. The second arm axis A2 extends in a direction perpendicular to the first arm axis A1. The tip end arm 13 is coupled to a tip end portion of the intermediate arm 12 and rotates around a third arm axis A3 relative to the intermediate arm 12. The third arm axis A3 extends parallel to the second arm axis A2. The tip end arm 13 constitutes the tip end portion of the arm portion 2, and the wrist portion 3 is coupled to the tip end arm 13.

The wrist portion 3 includes a first movable portion 14, a second movable portion 15, and a third movable portion 16. The first movable portion 14 is formed to be long, and a base end portion thereof is coupled to the tip end arm 13. The first movable portion 14 rotates around a first wrist axis S relative to the tip end arm 13. The second movable portion 15 is coupled to a tip end portion of the first movable portion 14 and rotates around a second wrist axis B relative to the first movable portion 14. The third movable portion 16 is coupled to the second movable portion 15 and rotates around a third wrist axis T relative to the second movable portion 15. The third movable portion 16 constitutes the tip end portion of the wrist portion 3, and the end effector 8 is attached to the third movable portion 16.

The first wrist axis S extends in a direction perpendicular to the third arm axis A3 and in a longitudinal direction of the first movable portion 14. The direction of the first wrist axis S changes depending on a rotational position of the base end arm 11 around the first arm axis A1, a rotational position of the intermediate arm 12 around the second arm axis A2, and a rotational position of the tip end arm 13 around the third arm axis A3. In a case where the direction of the first wrist axis S changes, the postures of the wrist portion 3 and the end effector 8 change.

The second wrist axis B extends in a direction different from the direction of the first wrist axis S. In the present embodiment, the second wrist axis B extends in a direction perpendicular to the first wrist axis S (in other words, in a direction orthogonal to the first wrist axis S). The direction of the second wrist axis B changes depending on the rotational positions of the base end arm 11, the intermediate arm 12, and the tip end arm 13 and a rotational position of the first movable portion 14 around the first wrist axis S. In a case where the direction of the second wrist axis B changes, the postures of the second movable portion 15, the third movable portion 16, and the end effector 8 change.

The third wrist axis T extends in a direction different from the direction of the second wrist axis B. In the present embodiment, the third wrist axis T extends in a direction perpendicular to the second wrist axis B (in other words, in a direction orthogonal to the second wrist axis B). The direction of the third wrist axis T changes depending on the rotational positions of the base end arm 11, the intermediate arm 12, the tip end arm 13, and the first movable portion 14 and a rotational position of the second movable portion 15 around the second wrist axis B. In a case where the direction of the third wrist axis T changes, the postures of the third movable portion 16 and the end effector 8 change.

Hereinafter, the posture of the robot 1 shown in Fig. 1 is referred to as a "standard posture". When the portions 11 to 16 constituting the arm portion 2 and the wrist portion 3 are respectively located at predetermined standard rotational positions, the posture of the robot 1 becomes the standard posture. As shown in Fig. 1, at the time of the standard posture, the three wrist axes S, B, and T extend horizontally, the third wrist axis T is located coaxially with the first wrist axis S, and the second wrist axis B perpendicularly intersects with the first wrist axis S and the third wrist axis T. Each of the portions 11 to 16 can rotate in both a forward direction and an opposite direction from the standard rotational position. By the rotation from the standard rotational position, the posture of the robot 1 changes from the standard posture.

The plurality of motors include: a first arm motor 21 configured to cause the base end arm 11 to rotate around the first arm axis A1; a second arm motor 22 configured to cause the intermediate arm 12 to rotate around the second arm axis A2; and a third arm motor 23 configured to cause the tip end arm 13 to rotate around the third arm axis A3. Further, the plurality of motors include: a first wrist motor 24 configured to cause the first movable portion 14 to rotate around the first wrist axis S; a second wrist motor 25 configured to cause the second movable portion 15 to rotate around the second wrist axis B; and a third wrist motor 26 configured to cause the third movable portion 16 to rotate around the third wrist axis T. These six motors 21 to 26 are, for example, brushless servo motors.

The second and third wrist motors 25 and 26 are attached to the first movable portion 14. The arrangement of the other motors 21 to 24 is not especially limited. In the present embodiment, for example, the third arm motor 23 and the first wrist motor 24 are attached to the tip end arm 13.

When the first to third arm motors 21 to 23 are activated, the end effector 8 rotates around the first to third arm axes A1 to A3 together with the wrist portion 3. When the first wrist motor 24 is activated, the end effector 8 rotates around the first wrist axis S together with the
wrist portion 3 so as to swivel relative to the tip end arm 13. When the second wrist motor 25 is activated, the end effector 8 rotates around the second wrist axis B together with the second and third movable portions 15 and 16 so as to bend relative to the first movable portion 14. When the third wrist motor 26 is activated, the end effector 8 rotates around the third wrist axis T together with the third movable portion 16 so as to twist relative to the second movable portion 15. With this, the end effector 8 moves along a desired route while the arm portion 2 and the wrist portion 3 change their postures.

External Structures of Tip End Arm and Wrist Portion

[0041] Fig. 2A is a perspective view showing the appearance of the tip end arm 13 from which an outer tube portion 36 is detached and the appearance of the wrist portion 3. Fig. 2B is a perspective view showing the appearance of the tip end arm 13 to which the outer tube portion 36 is attached and the appearance of the wrist portion 3. The posture of the robot shown in each of Figs. 2A and 2B is the standard posture as with Fig. 1. In Figs. 2A and 2B, the end effector 8 and the effector cable 9 are not shown. Hereinafter, a side close to the arm portion 2 may be referred to as a "base end side" or a "arm base side", and a side close to the end effector 8 may be referred to as a "tip end side" or a "arm tip side".

[0042] As shown in Fig. 2A, the tip end arm 13 includes a motor housing portion 31, a wrist receiving portion 32, and a motor stay portion 33. The third arm motor 23 and the first wrist motor 24 are attached to the tip end arm 13.

[0043] The motor housing portion 31 is formed to have a substantially cylindrical shape, both ends of which are open. The third arm motor 23 is housed in the motor housing portion 31 through an opening of the motor housing portion 31. A center axis of the motor housing portion 31 coincides with the third arm axis A3. The wrist receiving portion 32 is formed to have a substantially cylindrical shape, a tip end side of which is open, and a base end side of which is closed. The wrist portion 3 is received by the wrist receiving portion 32 through a circular opening formed at a tip end side of the wrist receiving portion 32. The wrist receiving portion 32 is provided at an outer peripheral side of the motor housing portion 31, and a center axis of the wrist receiving portion 32 extends in a direction perpendicular to the center axis of the motor housing portion 31 and coincides with the first wrist axis S. To be specific, the first wrist axis S is skew to the third arm axis A3. The motor stay portion 33 is provided at a base end portion of the wrist receiving portion 32. The first wrist motor 24 is attached to the motor stay portion 33 so as to project from the motor stay portion 33 toward the base end side. An output shaft of the first wrist motor 24 is parallel to the center axis of the wrist receiving portion 32. In an extending direction of the first wrist axis S, the motor stay portion 33 is located at the tip end side of the center axis of the motor housing portion 31. Therefore, when viewed from a radial direction of the third arm motor 23, the first wrist motor 24 is arranged so as to partially overlap the third arm motor 23.

[0044] As above, since the third arm axis A3 and the first wrist axis S are skew to each other, the structure of the tip end arm 13 is reduced in size in the extending direction of the first wrist axis S. Since the output shaft of the first wrist motor 24 is offset from the first wrist axis S, the first wrist motor 24 can be prevented from interfering with the other parts (especially, the effector cable 9) arranged on the first wrist axis S. Since the output shaft of the first wrist motor 24 is parallel to the first wrist axis S, a parallel shaft type speed reduction mechanism, such as a spur gear train, can be used as a power transmission mechanism 81 (see Fig. 3) configured to reduce the speed of the rotation of the first wrist motor 24 to transmit the rotation to the wrist portion 3. Thus, the entire structure of the tip end arm 13 can be reduced in size and simplified.

[0045] The first movable portion 14 includes: a tubular portion 41, a large-diameter tubular portion 42, a pair of first and second beam portions 43 and 44, and a bridge portion 45. The tubular portion 41 is formed to have a hollow cylindrical shape, and a base end portion thereof is received by the wrist receiving portion 32. The large-diameter tubular portion 42 is formed to have a hollow cylindrical shape that is larger in diameter than the tubular portion 41. A base end portion of the large-diameter tubular portion 42 is joined to a tip end portion of the tubular portion 41. The tubular portion 41 is coupled to the tip end arm 13 so as to be rotatable relative to the tip end arm 13, and a center axis of the tubular portion 41 coincides with the center axis of the wrist receiving portion 32. A center axis of the large-diameter tubular portion 42 coincides with the center axis of the tubular portion 41. To be specific, the center axes of the tubular portion 41 and the large-diameter tubular portion 42 coincide with the first wrist axis S. The first beam portion 43 and the second beam portion 44 extend from a tip end portion of the large-diameter tubular portion 42 so as to be substantially parallel to the first wrist axis S and face each other in a direction perpendicular to the first wrist axis S. The second movable portion 15 is sandwiched between a tip end portion of the first beam portion 43 and a tip end portion of the second beam portion 44. The second wrist axis B that is the rotational center of the second movable portion 15 extends in a direction in which the first beam portion 43 and the second beam portion 44 face each other.

[0046] The second movable portion 15 includes a pair of first and second flange portions 51 and 52 and a disc portion 53. The disc portion 53 is formed to have an annular shape. The first flange portion 51 and the second flange portion 52 extend from an outer peripheral portion of the disc portion 53 to the base end side so as to be substantially parallel to each other. The first flange portion 51 contacts an inner surface of the first beam portion 43, and the second flange portion 52 contacts an inner surface of the second beam portion 44. As with the first
beam portion 43 and the second beam portion 44, the first flange portion 51 and the second flange portion 52 face each other in an extending direction of the second wrist axis B. A center axis of the disc portion 53 coincides with the third wrist axis T. The first flange portion 51, the second flange portion 52, and the disc portion 53 form a substantially U shape when viewed from a direction (vertical direction at the time of the standard posture) perpendicular to the second wrist axis B and the third wrist axis T.

[0047] The third movable portion 16 includes a base portion 61 and an attachment portion 62. The base portion 61 is formed to have a cylindrical shape having a diameter that is substantially the same as an outer diameter of the disc portion 53 and is coupled to a tip end portion of the disc portion 53. The attachment portion 62 is formed to have a disc shape and joined to the base portion 61. The end effector 8 is attached and fixed to a circular tip end surface of the attachment portion 62. A center axis of the base portion 61 and a center axis of the attachment portion 62 coincide with the center axis of the disc portion 53, that is, the third wrist axis T. The attachment portion 62 includes a through hole 63 located on the third wrist axis T.

[0048] The bridge portion 45 of the first movable portion 14 connects between longitudinally intermediate portions of the first and second beam portions 43 and 44. Therefore, the first beam portion 43, the second beam portion 44, and the bridge portion 45 form a substantially H shape when viewed from a direction (vertical direction at the time of the standard posture) perpendicular to both the first wrist axis S and the second wrist axis B. By the bridge portion 45, the strength of the first movable portion 14 increases, and the first movable portion 14 can successfully support the second movable portion 15, the third movable portion 16, and the end effector 8.

**Cable Insertion Portion and Second and Third Wrist Motors**

[0049] By the bridge portion 45, the first movable portion 14 includes a base end space that is located at the base end side of the bridge portion 45 and surrounded by the large-diameter tubular portion 42, the first beam portion 43, and the second beam portion 44. The first movable portion 14 also includes a tip end space 49 that is located at the tip end side of the bridge portion 45 and surrounded by the first beam portion 43, the second beam portion 44, and the second movable portion 15.

[0050] A cable insertion portion 70 through which the effector cable 9 (see Figs. 1, 3, and 4) is inserted is provided at the tip end arm 13 and the wrist portion 3. At the tip end arm 13 and the first movable portion 14, the cable insertion portion 70 is provided so as to be located on the first wrist axis S, and at the third movable portion 16, the cable insertion portion 70 is provided so as to be located on the third wrist axis T. At the first movable portion 14, the cable insertion portion 70 is provided at the inside of the tubular portion 41, the inside of the large-diameter tubular portion 42, the base end space, the bridge portion 45, and the tip end space 49 along the longitudinal direction of the first movable portion 14. The tip end space 49 of the cable insertion portion 70 is continuous with a gap between the first flange portion 51 and the second flange portion 52, the inside of the disc portion 53, and the through hole 63.

[0051] By the cable insertion portion 70 located on the first wrist axis S, the base end space is divided into two spaces in a direction (vertical direction at the time of the standard posture) perpendicular to the first wrist axis S and the second wrist axis B. Between the two spaces of the base end space, one located at an upper side in the vertical direction at the time of the standard posture is referred to as a first base end space 47, and the other located at a lower side in the vertical direction at the time of the standard posture is referred to as a second base end space 48. The third wrist motor 26 is provided in the first base end space 47, and the second wrist motor 25 is provided in the second base end space 48. As above, the second wrist motor 25 and the third wrist motor 26 are attached to the first wrist motor 14 so as to overlap each other in a direction perpendicular to the first wrist axis S and sandwich the cable insertion portion 70 in this direction.

[0052] The effector cable 9 is inserted through the cable insertion portion 70 located on the first wrist axis S that is a rotational center of the first movable portion 14. Therefore, the effector cable 9 can be successfully prevented from significantly whirling in accordance with the operation of the wrist portion 3 and interfering with structures or works around a work space. Since the second wrist motor 25 and the third wrist motor 26 are attached to the first movable portion 14 so as to sandwich the cable insertion portion 70, the weight balance of the first movable portion 14 when the first movable portion 14 rotates can be kept. A more detailed configuration of the cable insertion portion 70 will be described below together with an explanation of internal structures of the tip end arm 13 and wrist portion 3.

[0053] The second wrist motor 25 and the third wrist motor 26 are arranged such that respective output shafts thereof extend in a direction (horizontal direction at the time of the standard posture) perpendicular to the first wrist axis S and parallel to the second wrist axis B. In other words, the second wrist motor 25 and the third wrist motor 26 are arranged such that the respective output shafts thereof extend in a direction perpendicular to the longitudinal direction of the first movable portion 14. Therefore, the size of the first movable portion 14 in the longitudinal direction can be reduced while attaching the second wrist motor 25 and the third wrist motor 26 to the first movable portion 14.

[0054] A base end portion of the first beam portion 43 and a base end portion of the second beam portion 44 are different in position from each other in a direction (vertical direction at the time of the standard posture)
perpendicular to both the first wrist axis S and the second wrist axis B. The base end portion of the first beam portion 43 is arranged at the first base end space 47 side (upper side at the time of the standard posture) of the first wrist axis S, and the base end portion of the second beam portion 44 is arranged at the second base end space 48 side (lower side at the time of the standard posture) of the first wrist axis S. This structure is realized in a case where, for example, the first beam portion 43 and the second beam portion 44 are arranged so as to be 180° rotational symmetry around the first wrist axis S.

[0055] In this case, one side of the first base end space 47 in a direction parallel to the second wrist axis B is covered with the first beam portion 43 whereas the other side thereof is open without being covered with the second beam portion 44. Therefore, in a case where the third wrist motor 26 is arranged in the first base end space 47 such that the output shaft thereof extends in a direction parallel to the second wrist axis B, a housing of the third wrist motor 26 can be arranged so as to project to the other side of the inner surface of the second beam portion 44. In other words, a distance between the first beam portion 43 and the second beam portion 44 can be made shorter than each of axial sizes of the output shafts of the wrist motors 25 and 26. The same is true for the relationship among the second base end space 48, the first beam portion 43, the second beam portion 44, and the second wrist motor 25. Therefore, the size of the first movable portion 14 in a direction of the second wrist axis B can be shortened while attaching the second and third wrist motors 25 and 26 to the first movable portion 14 such that the size of the first movable portion 14 in the longitudinal direction is shortened. The space 47 in which the motor 26 is arranged is open at one of sides in the axial direction of the output shaft of the motor 26, and the space 48 in which the motor 25 is arranged is open at one of sides in the axial direction of the output shaft of the motor 25. Therefore, the second wrist motor 25 and the third wrist motor 26 can be easily attached to and detached from the first wrist portion 14, and the second wrist motor 25 and the third wrist motor 26 can be easily assembled and maintained.

[0056] The output shaft of the second wrist motor 25 is arranged parallel to the second wrist axis B. Therefore, the rotation of the second wrist motor 25 can be transmitted to the second movable portion 15 without changing the direction of the rotation axis. On this account, a power transmission mechanism 82 (see Fig. 3) configured to transmit power from the second wrist motor 25 to the second movable portion 15 can be simplified. The output shaft of the third wrist motor 26 is arranged in a direction perpendicular to the third wrist axis S. Therefore, a power transmission mechanism 83 (see Fig. 3) configured to transmit power from the third wrist motor 26 to the third movable portion 16 may include a mechanism configured to change the direction of the rotation axis by 90°. Since the second wrist motor 25 and the third wrist motor 26 are attached to the first movable portion 14, the power transmission mechanisms 82 and 83 (see Fig. 3) can be made smaller than a case where the second wrist motor 25 and the third wrist motor 26 are attached to the portion 10, 11, 12, or 13 constituting the arm portion 2, for example, to the tip end arm 13.

[0057] The first base end space 47 is covered with the first beam portion 43, and the second base end space 48 is covered with the second beam portion 44. The first beam portion 43 is covered with a first side cover 71, and the second beam portion 44 is covered with a second side cover 72. The third wrist motor 26 is attached to the inner surface of the first beam portion 43, and the output shaft of the third wrist motor 26 is arranged in a first side space 73 (see Fig. 3) surrounded by the first beam portion 43 and the first side cover 71. The power transmission mechanism 83 (see Fig. 3) configured to transmit the rotation of the third wrist motor 26 to the third wrist axis B is housed in the first side space 73. The second wrist motor 25 is attached to the inner surface of the second beam portion 44, and the output shaft of the second wrist motor 25 is arranged in a second side space 74 (see Fig. 3) surrounded by the second beam portion 44 and the second side cover 72. The power transmission mechanism 82 (see Fig. 3) configured to transmit the rotation of the second wrist motor 25 to the second wrist axis B is housed in the second side space 74 (see Fig. 3).

[0058] As above, a pair of first and second beam portions 43 and 44 serve not only as frame members of the first movable portion 14 but also as stays to which the second wrist motor 25 and the third wrist motor 26 are attached and as housing members configured to individually house the power transmission mechanisms 82 and 83. With this, these two power transmission mechanisms 82 and 83 are arranged so as to be spaced apart from each other in a direction perpendicular to the first wrist axis S and sandwich the first wrist axis S in the direction perpendicular to the first wrist axis S. Therefore, the weight balance of the first movable portion 14 when the first movable portion 14 rotates can be kept. Further, by detaching the first side cover 71, the power transmission mechanism 83 corresponding to the third wrist motor 26 can be maintained, and by detaching the second side cover 72, the power transmission mechanism 82 corresponding to the second wrist motor 25 can be maintained. As above, when maintaining one of the power transmission mechanisms, the other does not hinder. Therefore, the maintenance of the robot 1 can be easily performed.

Motor Cable

[0059] The second wrist motor 25 and the third wrist motor 26 are arranged at the tip end side of the tubular portion 41 and located at a substantially longitudinally middle portion of the first wrist portion 14. The motor cable 4 extends through the output shaft.
The tip end arm 13 includes a cable pull-out portion 35 which is located on an outer peripheral surface of the wrist receiving portion 32 and from which the motor cable 4 is pulled out to the outside. The cable pull-out portion 35 includes an opening from which the motor cable 4 is pulled out to the outside, and this opening faces the tip end side in the extending direction of the first wrist portion 14. Therefore, the motor cable 4 is pulled out from the cable pull-out portion 35 to the tip end side in the extending direction of the first wrist portion 14.

The motor cable 4 includes a slack portion 4a located between the fixing clamp 76 and the movable clamp 77. The motor cable 4 between the fixing clamp 76 and the movable clamp 77 extends along an outer peripheral surface of the tubular portion 41. The fixing clamp 76 is fixed to the tip end arm 13 and is arranged close to and opposed to the outer peripheral surface of the tubular portion 41. The movable clamp 77 is fixed to the tubular portion 41 and is arranged on the outer peripheral surface of the tubular portion 41. The fixing clamp 76 and the movable clamp 77 are arranged so as to be spaced apart from each other in the extending direction of the first wrist axis S.

The motor cable 4 is clamped by a fixing clamp 76 and a movable clamp 77. The motor cable 4 between the fixing clamp 76 and the movable clamp 77 extends along an outer peripheral surface of the tubular portion 41. The fixing clamp 76 is fixed to the tip end arm 13 and is arranged close to and opposed to the outer peripheral surface of the tubular portion 41. The movable clamp 77 is fixed to the tubular portion 41 and is arranged on the outer peripheral surface of the tubular portion 41. The fixing clamp 76 and the movable clamp 77 are arranged so as to be spaced apart from each other in the extending direction of the first wrist axis S.

The motor cable 4 includes a slack portion 4a located between the fixing clamp 76 and the movable clamp 77. The slack portion 4a is longer than a shortest distance between the fixing clamp 76 and the movable clamp 77. Therefore, the slack portion 4a may extend so as to trace out a substantially U shape on the outer peripheral surface of the tubular portion 41. The slack portion 4a extends along the outer peripheral surface of the tubular portion 41. At the tip end side of the movable clamp 77, the motor cable 4 extends inside or outside the large-diameter tubular portion 42 along the first wrist axis S. The motor cable 4 is finally connected to the second wrist motor 25 and the third wrist motor 26.

When the first movable portion 14 rotates relative to the tip end arm 13, the position of the fixing clamp 76 does not change, but the position of the movable clamp 77 is rotationally displaced around the first wrist axis S. With this, the distance between the fixing clamp 76 and the movable clamp 77 changes. The motor cable 4 includes the slack portion 4a between the fixing clamp 76 and the movable clamp 77, and when the distance between the fixing clamp 76 and the movable clamp 77 increases, the slack of the slack portion 4a decreases. By this decrease of the slack, the application of an excessive tension to the motor cable 4 can be avoided, and the breaking of the motor cable 4 can be successfully prevented. As the distance between the fixing clamp 76 and the movable clamp 77 decreases, the slack of the slack portion 4a increases. By the slack portion 4a, the posture of the motor cable 4 relative to the first wrist motor 25 at the base side of the fixing clamp 76 changes little regardless of the first movable portion 14, and the posture of the motor cable 4 relative to the first movable portion 14 at the tip end side of the movable clamp 77 changes little regardless of the first movable portion 14. Therefore, the motor cable 4 does not get entangled with the tip end arm 13 or the first movable portion 14.

If the slack portion 4a is arranged along the outer peripheral surface of the first movable portion 14 that is a fixed side or along the outer peripheral surface of a member fixed to the tip end arm 13, the slack portion 4a slides on the outer peripheral surface at the time of the rotation of the first movable portion 14, so that the motor cable 4 may be damaged by wear. However, according to the present embodiment, the slack portion 4a is arranged along the outer peripheral surface of the first movable portion 14 that is a movable side. Therefore, when the first movable portion 14 rotates, the slack portion 4a rotates together with the first movable portion 14 to decrease or increase its slack. Therefore, the sliding of the slack portion 4a and the damage of the motor cable 4 by the sliding can be successfully prevented.

The fixing clamp 76 is arranged close to a base end portion of the outer peripheral surface of the tubular portion 41, and the movable clamp 77 is arranged on a tip end portion of the outer peripheral surface of the tubular portion 41. With this, the distance between these two clamps 76 and 77 in the direction of the first wrist axis S is increased as much as possible. Therefore, the length of the slack portion 4a can be increased as much as possible. On this account, even if the amount of rotational displacement of the first movable portion 14 is large, the application of the excessive tension to the motor cable 4 can be avoided. At the time of the standard posture, the fixing clamp 76 and the movable clamp 77 are arranged so as to be lined up in the direction of the first wrist axis S. To be specific, at the time of the standard posture, the phase of the fixing clamp 76 around the first wrist axis S substantially coincides with that of the movable clamp 77. At the time of the standard posture, the slack portion 4a extends on the outer peripheral surface of the tubular portion 41 so as to trace out a substantially U shape. Therefore, even if the first movable portion 14 rotates in the forward direction or the opposite direction from the standard rotational position, the application of the excessive tension to the motor cable 4 can be avoided.

The tubular portion 41 is smaller in diameter than each of the wrist receiving portion 32 and the large-diameter tubular portion 42. Therefore, the wrist receiving portion 32, the tubular portion 41, and the large-diameter tubular portion 42 form a dumbbell-shaped stepped cylindrical shape as a whole. As shown in Fig. 2B, the outer tube portion 36 having a substantially cylindrical shape
A cable introduction portion 37 is provided at a surface of the large-diameter tubular portion 42. Thereof is supported by a base end side outer peripheral surface of the wrist receiving portion 32, and a tip end portion 36 is supported by a tip end side outer peripheral surface. Around the tubular portion 41 is attached to the motor cable 4 can be successfully prevented, and the breaking of the routed in the other space at an outer peripheral side using in one space at a center side, and the motor cable 4 is not easily break when twisted. In the present embodiment, among these two spaces defined by the peripheral arrangement on the outer peripheral surface of the tubular portion 41 in a direction orthogonal to the cross section. With this, the breaking of the effector cable 9 decreases. If the slack of the effector cable 9 is reduced, the entire length of the effector cable 9 decreases.

**Internal Structures of Tip End Arm and Wrist Portion**

Figs. 3 and 4 are cross-sectional diagrams of the tip end arm 13 and the wrist portion 3 at the time of the standard posture. In Fig. 3, three wrist axes S, B, and T extend on a cross section shown therein. In Fig. 4, the first wrist axis S and the third wrist axis T extend on a cross section shown therein, but the second wrist axis B is orthogonal to the cross section. In Figs. 3 and 4, the end effector 8 is omitted.

**Introduction of Effector Cable**

As shown in Fig. 3, the first power transmission mechanism 81 configured to transmit the rotation of the first wrist motor 24 to the wrist portion 3 is housed in the tip end arm 13. A cylindrical pipe 91 is provided at a middle portion of the wrist receiving portion 32. A center axis of the cylindrical pipe 91 is located on the center axis of the wrist receiving portion 32. The cylindrical pipe 91 does not rotate based on the operation of the first wrist motor 24.

A swivel shaft 40 to which the rotation of the first wrist motor 24 is input is provided at the base end side of the wrist portion 3. The swivel shaft 40 is externally fitted to the cylindrical pipe 91, is arranged concentrically with the cylindrical pipe 91, and can rotate relative to the cylindrical pipe 91. The first power transmission mechanism 81 includes a driving gear 81a configured to rotate integrally with the output shaft of the first wrist motor 24 and a driven gear 81b configured to mesh with the driving gear 81a. The driven gear 81b is arranged concentrically with the swivel shaft 40 and joined to the swivel shaft 40. The driving gear 81a and the driven gear 81b are spur gears, and the driven gear 81b is larger in diameter than the driving gear 81a. When the first wrist motor 24 is activated, the rotation of the output shaft of the first wrist motor 24 is decelerated by the first power transmission mechanism 81 to be transmitted to the swivel shaft 40. With this, the wrist portion 3 rotates around a center axis of the swivel shaft 40.

The center axis of the swivel shaft 40 corresponds to the first wrist axis S. Each of the center axis of the wrist receiving portion 32, the center axis of the cylindrical pipe 91, the center axis of the tubular portion 41, and the center axis of the large-diameter tubular portion 42 is arranged so as to coincide with the center axis of the swivel shaft 40.

The effector cable 9 is introduced from the outside of the tip end arm 13 to the inside of the wrist receiving portion 32. As described above, the first wrist motor 24 is attached to the base end side of the wrist receiving portion 32. The first wrist motor 24 is arranged...
As above, since the first wrist motor 24 is arranged so as to be offset from the first wrist axis S and is arranged parallel to the first wrist axis S. In the present embodiment, the output shaft of the first wrist motor 24 is arranged so as to be away from the first wrist axis S toward one side in the extending direction of the third arm axis A3. Therefore, at the base end side of the wrist receiving portion 32, a space is secured at the other side in the extending direction of the third arm axis A3 when viewed from the first wrist axis S. By effectively utilizing this space, the effector cable 9 is introduced to the inside of the wrist receiving portion 32 at a position away from the first wrist axis S toward the other side in the extending direction of the third arm axis A3 (see Fig. 1).

As above, since the first wrist motor 24 is arranged so as to be offset from the first wrist axis S, the first power transmission mechanism 81 can be realized by a simple structure, the space to which the effector cable 9 is introduced can be secured, and the interference of the introduced effector cable 9 with the first power transmission mechanism 81 can be successfully prevented. Although the first wrist motor 24 is offset from the first wrist axis S, the effector cable 9 serves as a counter weight, so that the weight balance of the tip end arm 13 in the direction of the third arm axis A3 is kept.

Cable Insertion Portion (From Tip End Arm to Large-diameter Tubular Portion)

Both ends of the cylindrical pipe 91 are open. The opening of the base end side of the cylindrical pipe 91 is located inside the tip end arm 13. The base end portion of the tubular portion 41 is externally fitted to the tip end portion of the cylindrical pipe 91. Therefore, the opening of the tip end side of the cylindrical pipe 91 closely communicates with an internal space of the tubular portion 41, and the tubular portion 41 is larger in an inner diameter than the cylindrical pipe 91. The internal space of the tubular portion 41 communicates with an internal space of the large-diameter tubular portion 42, the large-diameter tubular portion 42 is larger in an inner diameter than the tubular portion 41.

The effector cable 9 is introduced to the inside of the wrist receiving portion 32 at the base end side of the cylindrical pipe 91 to be introduced through the opening of the base end side of the cylindrical pipe 91 to the inside of the cylindrical pipe 91. Since the effector cable 9 is introduced at the base end side of the cylindrical pipe 91, the effector cable 9 can be introduced to the inside of the cylindrical pipe 91 without forcibly bending the effector cable 9 inside the tip end arm 13. After the effector cable 9 extends through the inside of the cylindrical pipe 91, the effector cable 9 is sequentially introduced to the internal space of the tubular portion 41 and the internal space of the large-diameter tubular portion 42. As above, the effector cable 9 is attached to the wrist portion 3 so as to extend along the first wrist axis S. The effector cable 9 is introduced to the inside of the cylindrical pipe 91 that is the fixed side before being introduced to the inside of the wrist portion 3. Therefore, the whirling of the effector cable 9 inside the wrist portion 3 that is the movable side can be successfully prevented when the wrist portion 3 is activated.

Cable Insertion Portion (From Large-diameter Tubular Portion to Guide Hole)

Next, the effector cable 9 extends along the first wrist axis S through the base end space, the bridge portion 45, and the tip end space 49. The bridge portion 45 includes a through hole 45a (see Fig. 9) extending in the extending direction of the first wrist axis S. The through hole 45a has a substantially circular cross section, and a center axis of the through hole is located on the first wrist axis S.

A cable guide 92 is inserted into the through hole 45a (see Fig. 9). The cable guide 92 is formed to have a trumpet shape as a whole. More specifically, the cable guide 92 is formed to have a tubular shape, both ends of which are open, and includes a guide hole 93 therein. A detailed structure and position of the cable guide 92 and operational advantages obtained by the detailed structure and position will be described below.

A center axis of the guide hole 93 coincides with the first wrist axis S, and a tip end side of the guide hole 93 communicates with the tip end space 49. A base end portion of the cable guide 92 projects from the bridge portion 45 into the base end space. The opening of the base end side of the cable guide 92 is located in the internal space of the large-diameter tubular portion 42, and the base end side of the guide hole 93 communicates with the internal space of the large-diameter tubular portion 42.

After the effector cable 9 is introduced to the internal space of the large-diameter tubular portion 42, the effector cable 9 introduced through the opening of the base end side of the cable guide 92 to the guide hole 93. After the effector cable 9 extends through the guide hole 93, the effector cable 9 is introduced through the opening of the tip end side of the cable guide 92 to the tip end space 49. Thus, the cable guide 92 and the guide hole 93 constitute the cable insertion portion 70, which is provided at the first movable portion 14 so as to be located on the first wrist axis S, and through which the effector cable 9 is inserted.

Cable Insertion Portion (From Guide Hole to Third Movable Portion)

The tip end portion of the guide hole 93 more significantly increases in diameter than the base end portion thereof as the guide hole 93 extends toward the tip end side. Especially, the guide hole 93 is spreading toward the tip end side from a portion sandwiched between the second wrist motor 25 and the third wrist motor 26. At the portion sandwiched between the second wrist motor 25 and the third wrist motor 26, the guide hole 93 is
long in the extending direction of the second wrist axis B, and at the tip end side of this portion, the rate of increase in size in a direction perpendicular to the first wrist axis S and the second wrist axis B is higher than the rate of increase in size in the extending direction of the second wrist axis B. On this account, the guide hole 93 has a substantially perfect circular cross section at the tip end portion. [0083] Herein, the internal structures of the second movable portion 15 and third movable portion 16 will be simply explained. A projecting length of the second flange portion 52 from the disc portion 53 is larger than a projecting length of the first flange portion 51 from the disc portion 53. A bend shaft 50 to which the rotation of the second wrist motor 25 is input is provided in the second flange portion 52. When the rotation of the second wrist motor 25 is input to the bend shaft 50, the bend shaft 50 rotates around its own center axis. The center axis of the bend shaft 50 is the second wrist axis B. When the bend shaft 50 rotates, the entire second movable portion 15, the third movable portion 16, and the end effector 8 rotate around the second wrist axis B. The first flange portion 51 is supported by the first beam portion 43 so as to be rotatable. Therefore, even if the bend shaft 50 is eccentrically located in the extending direction of the second wrist axis B, the entire second movable portion 15 smoothly rotates. The second power transmission mechanism 82 is constituted by, for example, a belt transmission mechanism provided between the output shaft of the second wrist motor 25 and the bend shaft 50. As described above, the axial direction of the output shaft of the second wrist motor 25 is parallel to the second wrist axis B. Therefore, only by a single belt transmission mechanism, the rotation of the second wrist motor 25 can be transmitted to the bend shaft 50 and the second movable portion 15.

[0084] A cylindrical pipe 120 is inserted into a middle portion of the disc portion 53 of the second movable portion 15 and a middle portion of the base portion 61 of the third movable portion 16. The cylindrical pipe 120 is fixed to the third movable portion 16, and the second movable portion 15 is rotatable relative to the cylindrical pipe 120. A twist shaft 60 to which the rotation of the third wrist motor 26 is input is provided in the disc portion 53. The twist shaft 60 is externally fitted to the cylindrical pipe 120, is arranged concentrically with the cylindrical pipe 120, and can rotate relative to the cylindrical pipe 120. The twist shaft 60 is joined to the base portion 61 of the third movable portion 16. When the rotation of the third wrist motor 26 is input to the twist shaft 60, the twist shaft 60 rotates around its own center axis, and in accordance with this rotation, the third movable portion 16 and the end effector 8 rotate around a center axis of the twist shaft 60. The center axis of the twist shaft 60 is the third wrist axis T.

[0085] The third power transmission mechanism 83 includes a belt transmission mechanism 83a, a primary shaft 83b, a bevel gear train 83c, a secondary shaft 83d, and a spur gear train 83e. The primary shaft 83b extends parallel to the extending direction of the second wrist axis B (that is, the axial direction of the output shaft of the third wrist motor 26) and is arranged in the first side space 73 and the first flange portion 51. The secondary shaft 83d extends parallel to the extending direction of the third wrist axis T (that is, the direction of the center axis of the twist shaft 60) and is arranged in the first flange portion 51 and the disc portion 53. The secondary shaft 83d is arranged in the disc portion 53 so as to be located at the outer peripheral side of the cylindrical pipe 120 and the twist shaft 60. The belt transmission mechanism 83a is housed in the first side space 73, and transmits the rotation of the output shaft of the third wrist motor 26 to the primary shaft 83b. The bevel gear train 83c is housed in the disc portion 53 and transmits the rotation of the secondary shaft 83d to the twist shaft 60.

[0086] Both ends of the cylindrical pipe 120 are open. The opening of the base end side of the cylindrical pipe 120 is located between the first flange portion 51 and the second flange portion 52. The opening of the tip end side of the cylindrical pipe 120 communicates with the through hole 63 of the attachment portion 62 of the third movable portion 16.

[0087] The effector cable 9 comes out from the guide hole hold 93, is introduced to the tip end space 49, and then extends through a space between the first flange portion 51 and the second flange portion 52. Next, the effector cable 9 is introduced through the opening of the base end side of the cylindrical pipe 120 sequentially to the cylindrical pipe 120 and the through hole 63. After the effector cable 9 extends through the cylindrical pipe 120 and the through hole 63, the effector cable 9 is pulled out from the through hole 63 to be connected to the end effector 8. Thus, after the effector cable 9 comes out from the guide hole hold 93, the effector cable 9 extends along the third wrist axis T.

[0088] At the time of the standard posture, the first wrist axis S and the third wrist axis T are located on the same straight line. Therefore, at the time of the standard posture, the effector cable 9 is in a steady state and extends linearly along the first wrist axis S and the third wrist axis T from the guide hole hold 93 to the through hole 63. Thus, the effector cable 9 extends through a center portion of the guide hole hold 93.

[0089] When the first movable portion 14 and/or the third movable portion 16 rotate from the standard posture, the effector cable 9 maintains its linearly extending state and is twisted by the rotation of the first movable portion 14 and/or the third movable portion 16. When only the second movable portion 15 rotates from the standard posture, the third wrist axis T inclines relative to the first wrist axis S. With this, the effector cable 9 bends around a position where the second wrist axis B extends.
Here, a distance in the extending direction of the first wrist axis S from the opening of the tip end side of the cable guide 92 to a position where the first wrist axis S and the second wrist axis B intersect with each other is denoted by D1, and a distance in the extending direction of the third wrist axis T from a position where the third wrist axis T and the second wrist axis B intersect with each other to the opening of the base end side of the cylindrical pipe 120 is denoted by D2. The position where the first wrist axis S and the second wrist axis B intersect with each other and the position where the second wrist axis B and the third wrist axis T intersect with each other coincide with each other regardless of the directions of the second wrist axis B and third wrist axis T. In the wrist portion 3 according to the present embodiment, a ratio (D1/D2) of D1 to D2 is higher than one, and more definitively, two or higher.

In a case where the ratio (D1/D2) is higher than one, the lengths of the first flange portion 51 and the second flange portion 52 can be reduced as much as possible, and the second movable portion 15 can successfully support the third movable portion 16 and the end effector 8. If the ratio (D1/D2) is higher than one, and the effector cable 9 bends at the position where the second wrist axis B and the first wrist axis S intersect with each other, the effector cable 9 bends sharply due to the short distance from the position where the second wrist axis B and the first wrist axis S intersect with each other to the opening of the base end side of the cylindrical pipe 120. Therefore, to ease the bend, the effector cable 9 tends to shift its bend position to the base end side of the position through which the second wrist axis B extends and tends to bulge in a direction opposite to a direction in which the third movable portion 16 bends. This tendency becomes more significant as the ratio (D1/D2) increases.

Here, the opening of the tip end side of the cable guide 92 is formed to be larger than the opening of the base end side of the cylindrical pipe 120. Further, the effector cable 9 is not clamped at the tip end space 49 and the tip end portion of the guide hole 93. Instead, the effector cable 9 is clamped in a direction perpendicular to the first wrist axis S and the second wrist axis B at a portion of the guide hole 93, the portion being sandwiched between the second wrist motor 25 and the third wrist motor 26.

Therefore, when the ratio (D1/D2) is higher than one, and the shift of the position of the bend of the effector cable 9 and bulge of the effector cable 9 are about to occur, the shift and bulge can be allowed by the guide hole 93 that is large in diameter. Then, the effector cable 9 can be prevented from getting entangled with the tip end portion of the cable guide 92 to bend sharply. Therefore, the breaking of the effector cable 9 can be successfully prevented while setting the ratio (D1/D2) to a high value.

**Cable Insertion Portion (Structure of Cable Guide)**

Fig. 5 is a side view of the cable guide 92 shown in Fig. 3. Fig. 6 is a planar view of the cable guide 92 shown in Fig. 3. Fig. 7 is a diagram obtained by overlapping an a-a arrow view, b-b cross-sectional view, and c-c cross-sectional view of Fig. 6 with one another. In the following explanation in reference to Figs. 5 to 7, unless otherwise noted, the concept of directions is based on directions in a state where the cable guide 92 is attached to the first movable portion 14. For example, an upper-lower direction on the sheet of Fig. 5 corresponds to a direction perpendicular to both the first wrist axis S and the second wrist axis B, and a left-right direction on the sheet of Fig. 5 corresponds to the extending direction of the first wrist axis S. An upper-lower direction on the sheet of Fig. 6 corresponds to the extending direction of the second wrist axis B, and a left-right direction on the sheet of Fig. 6 corresponds to the extending direction of the first wrist axis S. A right side on the sheet of each of Figs. 5 and 6 corresponds to the arm base side, and a line c-c extends through a middle portion of the cable guide 92, the middle portion being middle in the extending direction of the first wrist axis S, and a line c-c extends through an arm tip side end portion of the cable guide 92.

The cable guide 92 is formed in a tubular shape or trumpet shape as a whole. The cable guide 92 includes the guide hole 93 that extends in the extending direction of the first wrist axis S and is hollow. Both end portions of the guide hole 93 in the extending direction of the first wrist axis S (that is, an arm base side end portion and arm tip side end portion of the guide hole 93) are open.

The cross-sectional shape of the guide hole 93 is such that a middle portion thereof in the extending direction of the first wrist axis S is constricted whereas both end portions in the extending direction of the first wrist axis S (that is, the arm tip side end portion and the arm base side end portion) are spreading. A middle portion 93b of the guide hole 93 is significantly constricted in a direction perpendicular to both the first wrist axis S and the second wrist axis B as compared to both end portions 93a and 93c. Although the size of the guide hole 93 in the extending direction of the second wrist axis B becomes the smallest at the middle portion 93b (see Figs. 6 and 7), it may be said that this size is substantially constant regardless of the position of the cable guide 92 in the extending direction of the first wrist axis S.

As is clear from the b-b cross section shown in Fig. 7, the cross-sectional shape of the middle portion 93b of the guide hole 93 is constricted so as to be narrow in the direction perpendicular to both the first wrist axis S and the second wrist axis B and is comparatively long in the extending direction of the second wrist axis B. For example, the cross-sectional shape of the middle portion 93b has an oval shape or elliptical shape that is long in
An arm base side end portion 93c of the guide hole 93 is not spreading so largely as an arm tip side end portion 93a of the guide hole 93. As is clear from the c-c cross section shown in Fig. 7, the cross-sectional shape of the guide hole 93 is such that the size in the direction perpendicular to both the first wrist axis S and the second wrist axis B is substantially the same as the size in the extending direction of the second wrist axis B. With this, the cross-sectional shape of the arm tip side end portion 93a is spreading in the direction perpendicular to both the first wrist axis S and the second wrist axis B more significantly than each of the middle portion 93b and the arm base side end portion 93c. For example, the cross-sectional shape of the arm tip side end portion 93a is a diamond shape, a polygonal shape, or a circular shape.

The arm tip side end portion of the cable guide 92 includes an attachment flange 94 that spreads from the opening of the guide hole 93 toward a radially outer side. The attachment flange 94 includes a plurality of screw insertion holes 95. The cable guide 92 can be fixed to the first movable portion 14 by using screws (not shown) inserted through the screw insertion holes 95. In the present embodiment, the attachment flange 94 is formed to have an annular shape that is endless in a circumferential direction. However, a plurality of flange portions may be arranged radially from the opening of the guide hole 93 so as to correspond to only portions where the screws are used for fixation.

The cable guide 92 is formed by separably joining a first guide half body 101 and a second guide half body 102. The first guide half body 101 and the second guide half body 102 are the same in shape as each other. Thus, the cable guide 92 is divided into two parts in a direction orthogonal to both the first wrist axis S and the second wrist axis B. Therefore, a parting line of the cable guide 92 is provided at the first movable portion 14 such that the center axis of the guide hole 93 is located on the first wrist axis S and in the extending direction of the second wrist axis B. The parting line of the cable guide 92 is located on the first wrist axis S so as to be symmetrical relative to the first wrist axis S, the number of joining flanges 103 at one side is equal to that at the other side (four joining flanges 103 are arranged at each of one side and the other side). In total, eight joining flanges 103 (#1 to #8) are arranged so as to be divided in the extending direction of the first wrist axis S and in the extending direction of the second wrist axis B.

As with the first guide half body 101, the second guide half body 102 includes a plurality of joining flanges 104 that are divided in the extending direction of the first wrist axis S and in the extending direction of the second wrist axis B so as to project from a main body portion 106 forming the guide hole 93 toward both sides in the extending direction of the second wrist axis B.

When joining the first guide half body 101 to the second guide half body 102, the joining flanges 103 of the first guide half body 101 are caused to respectively contact the corresponding joining flanges 105 of the second guide half body 102. With this, screw insertion holes 107 of the joining flanges 103 respectively communicate with screw insertion holes 108 of the joining flanges 104. Next, screws are inserted through eight sets of the joining flanges 103 and 105 overlapping in a direction perpendicular to the first wrist axis S and the second wrist axis. With this, the first guide half body 101 is joined to the second guide half body 102. Thus, the guide hole 93 having the above-described cross-sectional shape is formed.

Cable Insertion Portion (Arrangement of Cable Guide)

Figs. 8 and 9 are partial cross-sectional diagrams of the wrist portion 3 at the time of the standard posture. In Fig. 8, three wrist axes S, B, and T extend on a cross section shown therein. In Fig. 9, the first and third wrist axes S and T extend on a cross section shown therein, but the second wrist axis B is orthogonal to the cross section.

As shown in Figs. 8 and 9, the cable guide 92 is provided at the first movable portion 14 such that the center axis of the cable guide 92 is located on the first wrist axis S. To attach the cable guide 92 to the first movable portion 14, the bridge portion 45 includes the through hole 45a extending in the extending direction of the first wrist axis S. The through hole 45a has a circular cross section, and a center axis of the through hole 45a is located on the first wrist axis S. The cable guide 92 is inserted into the through hole 45a.

The attachment flange 94 contacts an end surface of the arm tip side of the bridge portion 45 and is
In the present embodiment, the bridge portion 45 communicates with the tip end space 49. The arm base side end portion of the guide hole 93 communicates with the inside of the tubular portion 41 or an arm base portion of the base end space, and the arm tip side end portion of the guide hole 93 communicates with the inside of the tubular portion 41 or an arm base portion of the base end space, and the arm tip side end portion of the guide hole 93 communicates with the tip end space 49.

In the present embodiment, the bridge portion 45 serves as a guide attachment wall provided at the first movable portion 14 to attach the cable guide 92. The through hole 45a of the bridge portion 45 serves as an attachment hole provided at the guide attachment wall to attach the cable guide 92 to the first movable portion 14 such that the cable guide 92 penetrates the guide attachment wall.

The base end space is physically divided into the first base end space 47 located at an upper side at the time of the standard posture and the second base end space 48 by the cable guide 92. As described above, the second wrist motor 25 is arranged in the second base end space 47, and the third wrist motor 26 is arranged in the first base end space 47. The second and third wrist motors 25 and 26 are arranged so as to sandwich the arm base side end portion of the cable guide 92 in the direction perpendicular to the first wrist axis S and the second wrist axis B.

The effector cable 9 can be prevented from significantly whirling in accordance with the operation of the wrist portion 3 and interfering with peripheral structures outside the robot. Therefore, the effector cable 9 can be protected by a pair of beam portions 43 and 44. The effector cable 9 can be protected by a pair of beam portions 43 and 44. Therefore, the effector cable 9 can be protected by a pair of beam portions 43 and 44. As above, a pair of beam portions 43 and 44 serve as not only the above-described frame members, stays, and housing members but also protectors configured to protect the effector cable 9 from peripheral structures outside the robot. Therefore, the effector cable 9 can be prevented from interfering with the external structures without providing at the wrist portion 3 a dedicated structure configured to protect the effector cable 9.

The arm tip side end portion of the cable guide 92 is attached to the bridge portion 45 of the first movable portion 14, but the arm base side end portion thereof is not directly fixed to the first movable portion 14. Therefore, the cable guide 92 can be easily attached to the first movable portion 14. In this case, the cable guide 92 looks like a cantilever beam, but the arm tip side end portion thereof is sandwiched between the second and third wrist motors 25 and 26. On this account, even though the arm tip side end portion of the cable guide 92 is attached to the bridge portion 45, the entire cable guide 92 can be firmly fixed to the first movable portion 14. Even if the effector cable 9 is pressed against the inner surface of the guide hole 93 in accordance with the operation of the wrist portion 3, its stress can be received by the second and third wrist motors 25 and 26. Thus, the stress acting on the arm tip side end portion of the cable guide 92 and the bridge portion 45 can be reduced. As described above, since the second and third wrist motors 25 and 26 are attached to the first movable portion 14 so as to sandwich the first wrist axis S that is the rotational center of the first movable portion 14, the weight balance of the first movable portion becomes stable at the time of the rotation of the first movable portion 14. In addition, the power transmission mechanism connected to the second and third wrist motors 25 and 26 can be simplified.

The second wrist motor 35 is provided on an outer surface of the cable guide 92. The third wrist motor 26 is provided at a portion on the outer surface of the cable guide 92, the portion being away by substantially 180° around the first wrist axis S from the second wrist motor 25. As above, the cable guide 92 also serves as a stay to which the second and third wrist motors 25 and 26 are attached. Thus, by providing the cable guide 92 in the base end space, the second and third wrist motors 25 and 26 can be provided stably. In addition, the effector cable 9 can be successfully prevented from interfering with the second or third wrist motor 25 or 26. Further, the cable guide 92 is provided at the bridge portion 45 connecting the first beam portion 43 and the second beam portion 44 and is arranged between a pair of beam portions 43 and 44, and the power transmission mechanisms 82 and 83 are respectively arranged in a pair of spaces respectively formed by the beam portions 43 and 44. Therefore, the effector cable 9 does not interfere with the power transmission mechanisms 82 and 83.
[0115] To stably provide the motors 25 and 26 and prevent the effector cable 9 from interfering, for example, it is preferable that the arm base end portion of the cable guide 92 project to the arm base side of the output shaft of the second wrist motor 25 and the output shaft of the third wrist motor 26.

[0116] A portion of the cable guide 92 is long in the extending direction of the second wrist axis B, the portion being sandwiched between the second and third wrist motors 25 and 26. The extending direction of the second wrist axis B corresponds to the axial direction of each of the output shafts of the second and third wrist motors 25 and 26. In the present embodiment, a housing of the second wrist motor 25 is long in the axial direction of the output shaft, and the housing of the third wrist motor 26 is long in the axial direction of the output shaft. Therefore, since the cable guide 92 provides a large installation surface on which the second and third wrist motors 25 and 26 are provided, the second and third wrist motors 25 and 26 can be stably supported by the cable guide 92.

[0117] In contrast, the portion of the cable guide 92 is short in the direction perpendicular to the first wrist axis S and the second wrist axis B, the portion being sandwiched between the second and third wrist motors 25 and 26. Especially, this tendency becomes significant at the intermediate portion due to the constriction. In the direction perpendicular to the first wrist axis S and the second wrist axis B, the guide hole 93 has a small size necessary to insert the effector cable 9 in a steady state therethrough. Therefore, while the second and third wrist motors 25 and 26 are arranged so as to sandwich the effector cable 9 and the cable guide 92 or sandwich the guide hole 93 and the effector cable 9 in the direction perpendicular to the first wrist axis S and the second wrist axis B, the second and third wrist motors 25 and 26 can be arranged close to each other in the above direction as much as possible. With this, the wrist portion 3 can be successfully prevented from increasing in size in the direction perpendicular to the first wrist axis S and the second wrist axis B.

[0118] In a case where the middle portion and arm base side end portion of the cable guide 92 are long in the extending direction of the second wrist axis B and short in the direction perpendicular to the first wrist axis S and the second wrist axis S, and the first movable portion 14 and the third movable portion 16 are located at the above-described standard rotational positions, the effector cable 9 becomes the steady state without being twisted. In a case where the first movable portion 14 or the third movable portion 16 rotates from the standard rotational position, the effector cable 9 is twisted. As described above, since the effector cable 9 is a bundle of a plurality of cables, the cross section of the front end of the effector cable 9 deforms to become an elliptical shape by twisting. To be specific, the effector cable 9 decreases in diameter to contract in one direction and increases in diameter to expand in another direction. The guide hole 93 is long in the extending direction of the second wrist axis B. Therefore, even if the cross-sectional shape of the effector cable 9 deforms by twisting, this deformation is allowed, and the effector cable 9 can be prevented from being compressed by the inner surface of the cable guide 92.

[0119] Further, in a case where the second movable portion 15 rotates from the standard rotational position in this twisted state, the effector cable 9 tends to whirl in a direction orthogonal to the first wrist axis S while rotating in a direction to untwist. Since the middle portion and arm base end portion of the cable guide 92 are long in the extending direction of the second wrist axis B, this whirling of the effector cable 9 can be allowed. In addition, the arm tip side end portion that is an end portion closer to the second wrist axis B is spreading so as to be larger than each of the middle portion and the arm base side end portion. Therefore, even if the whirling occurs, the effector cable 9 can be prevented from being damaged.

Cable Insertion Portion (Attaching and Detaching of Cable Guide)

[0120] Fig. 10A is a planar view of the first movable portion 14 in a case where the cable guide 92 is being attached. Fig. 10B is a planar view of the first movable portion 14 in a case where the cable guide 92 is being slightly pulled out. The cable guide 92 is formed to have a tubular shape, and the effector cable 9 is being inserted through the cable guide 92. Therefore, once the effector cable 9 is inserted through the cable guide 92, it is difficult to detach the cable guide 92 from the first movable portion 14. In the robot 1 according to the present embodiment, the cable guide 92 is formed by separably joining the first guide half body 101 and the second guide half body 102. Therefore, only the cable guide 92 can be detached from the first movable portion 14 without rerouting the effector cable 9.

[0121] To be specific, the second movable portion 15 includes a pair of flange portions 51 and 52 respectively coupled to the inner surfaces of a pair of beam portions 44 and 43, and a gap surrounded by a pair of flange portions 51 and 52 is formed at the tip end side of the bridge portion 45. By utilizing this gap, the cable guide 92 can be pulled out toward the arm tip side without disassembling the wrist portion 3. The first movable portion 14 is formed to have an H shape when viewed from the direction perpendicular to the first wrist axis S and the second wrist axis B, and the inside of the base end space is accessible from both sides in the above direction. The joining flanges 103 of the first guide half body 101 respectively overlap the joining flanges 104 of the second guide half body 102 in the direction perpendicular to the first wrist axis S and the second wrist axis B, and the screws are inserted through the joining flanges 103 and 104 in the above direction.

[0122] At a portion where the second and third wrist motors 25 and 26 are arranged so as to overlap each other, the inside of the base end space is not accessible because of interference with the motors 25 and 26. In
the present embodiment, the second and third wrist motors 25 and 26 are arranged so as to be away from an arm base side end surface of the bridge portion 45 toward the arm base side. In addition, the second and third wrist motors 25 and 26 are arranged so as to be away from an arm tip side end surface of the tubular portion 41 toward the arm tip side. As a result, in the base end space, a space that is accessible from the outside of the first movable portion 14 is formed among the bridge portion 45 and the second and third wrist motors 25 and 26. Another space that is accessible from the outside of the first movable portion 14 is formed among the second and third wrist motors 25 and 26 and the tubular portion 41. In the following explanation, an accessible space located at the arm tip side of the bridge portion 45 is referred to as a "first access space 111", an accessible space among the bridge portion 45 and the motors 25 and 26 is referred to as a "second access space 112", and an accessible space among the motors 25 and 26 and the tubular portion 41 is referred to as a "third access space 113".

Next, a procedure to detach the cable guide 92 will be explained. As shown in Fig. 10A, in a state where the cable guide 92 is being attached to the first movable portion 14, the screws are detached from the joining flanges 103 each exposed to the second access space 112 or the third access space 113. In the present embodiment, the joining flanges 103 (#3), 103 (#4), 103 (#6) are exposed to the second access space 112, the joining flange 103 (#7) is exposed to the third access space 113.

Next, the screws inserted through the attachment flange 94 are detached, and the cable guide 92 is detached from the bridge portion 45. Next, the cable guide 92 is pulled out toward the arm tip side. As shown in Fig. 10B, in this process of pulling out the cable guide 92, the joining flanges 103 (#1) and 103 (#2) provided at the arm tip end portion are exposed to the first access space 111. When the joining flanges 103 (#1) and 103 (#2) are exposed, the screws inserted through the joining flanges 103 (#1) and 103 (#2) are detached. In addition, in this process of pulling out the cable guide 92, the joining flanges 103 (#5) and 103 (#8) are exposed to the second access space. When the joining flanges 103 (#5) and 103 (#8) are exposed, the screws inserted through the joining flanges 103 (#5) and 103 (#8) are detached.

When the screws are detached from all the joining flanges 103 (#1 to #8) as above, the first guide half body 101 and the second guide half body 102 are disassembled. These two guide half bodies 101 and 102 are detached one by one.

By the above procedure, the cable guide including the guide hole 93 which has a tubular shape and through which the effector cable 9 is inserted can be detached from the movable portion 14 without disassembling the first movable portion 14 or rerouting the effector cable 9. Therefore, the cable guide 92 can be easily replaced. The maintenance work of the effector cable 9 may become convenient by canceling a state where the effector cable 9 is being inserted through the cable guide 92. In such a case, the maintenance work of the effector cable 9 becomes easy. When attaching the cable guide 92 to the first movable portion 14 again, a procedure opposite to the above may be performed.

The foregoing has explained the embodiment of the present invention. However, the present invention is not limited to the above configuration, and modifications may be suitably made within the scope of the present invention. For example, the second wrist motor 25 and the third wrist motor 26 may be arranged in the tip end space 49. In a case where the motors 25 and 26 are arranged in the base end space as in the present embodiment, the center of gravity of the first movable portion 14 can be caused to be located at the base end side in the longitudinal direction as much as possible, so that the load acting on the base end portion of the first movable portion 14 can be reduced. To realize a structure in which the first beam portion 43 and the second beam portion 44 sandwiches the second movable portion 15 in the extending direction of the second wrist axis B, the first beam portion 43 and the second beam portion 44 need to be opposed to each other at the tip end side. However, the first beam portion 43 and the second beam portion 44 do not have to be opposed to each other at the base end side. Therefore, the structure in which the end portions of the motors 25 and 26 are exposed as described above is easily realized.

Industrial Applicability

The present invention has an excellent operational advantage in which the entire configuration of the wrist portion can be reduced in size while routing the effector cable such that smooth operations are not hindered. Thus, it is beneficial to utilize the present invention in multiple-joint industrial robots, such as vertical multiple-joint spot welding robots.

Reference Signs List

S  first wrist axis
B  second wrist axis
T  third wrist axis
1  multiple-joint industrial robot
2  arm portion
3  wrist portion
4  motor cable
4a slack portion
8  end effector
9  effector cable
14  first movable portion
15  second movable portion
16  third movable portion
24  first wrist motor
25  second wrist motor
26  third wrist motor
1. A multiple-joint industrial robot comprising:

an arm portion;

a wrist portion coupled to a tip end portion of the arm portion; and

a plurality of motors configured to drive the wrist portion, wherein:

the wrist portion includes

a first movable portion coupled to the arm portion and configured to rotate relative to the arm portion around a first wrist axis,

a second movable portion coupled to the first movable portion and configured to rotate relative to the first movable portion around a second wrist axis extending in a direction different from a direction in which the first wrist axis extends,

a third movable portion, which is coupled to the second movable portion and configured to rotate relative to the second movable portion around a third wrist axis extending in a direction different from the direction in which the second wrist axis extends,

the cable insertion portion through which an effector cable is inserted, the effector cable being used to supply at least one of electric power, power, signals, and materials to the end effector;

the cable insertion portion is provided at the first movable portion so as to be located on the first wrist axis; and

two motors among the plurality of motors are attached to the first movable portion so as to sandwich the cable insertion portion in a direction perpendicular to the first wrist axis.

2. The multiple-joint industrial robot according to claim 1, wherein:

the second wrist axis is perpendicular to the first wrist axis;

the third wrist axis is perpendicular to the second wrist axis;

the plurality of motors include a first wrist motor configured to cause the first movable portion to rotate, a second wrist motor configured to cause the second movable portion to rotate, and a third wrist motor configured to cause the third movable portion to rotate; and

said two motors are the second wrist motor and the third wrist motor.

3. The multiple-joint industrial robot according to claim 2, wherein:

the first wrist axis extends in a longitudinal direction of the first movable portion; and

an output shaft of the second wrist motor and an output shaft of the third wrist motor extend in a direction perpendicular to the first wrist axis.

4. The multiple-joint industrial robot according to claim 1, wherein:

the cable insertion portion includes a guide hole, which extends on the first wrist axis and through which the effector cable is inserted; and

the guide hole is spreading from a portion of the guide hole toward the end effector, the portion being sandwiched between the second wrist motor and the third wrist motor.

5. The multiple-joint industrial robot according to claim 1, wherein:

the cable insertion portion includes a cable guide having a guide hole through which the effector cable is inserted;

said two motors are arranged so as to sandwich the cable guide in a direction orthogonal to the first wrist axis;

the cable guide is provided at the first movable portion so as to be located on the first wrist axis;

a cross-sectional shape of a middle portion of the guide hole is constricted, the middle portion being middle in an axial direction of the first wrist axis; and

both end portions of the cross-sectional shape of the guide hole are spreading.

6. The multiple-joint industrial robot according to claim 5, wherein:
the second wrist axis is perpendicular to the first wrist axis;
the middle portion of the guide hole is constricted so as to be narrow in a direction orthogonal to the first wrist axis and the second wrist axis; and
the middle portion of the guide hole is long in an extending direction of the second wrist axis.

7. The multiple-joint industrial robot according to claim 5, wherein:

the first movable portion includes a guide attachment wall to which the cable guide is attached;
an end portion of the cable guide is attached to the guide attachment wall, the end portion being located at an arm tip side in an axial direction of the first wrist axis;

and

an end portion of the cable guide is sandwiched between said two motors, the end portion being located at an arm base side in the axial direction of the first wrist axis.

8. The multiple-joint industrial robot according to claim 5, wherein:

the cable guide is formed by separably joining a first guide half body and a second guide half body;
the cable guide is attached to the guide attachment wall so as to be inserted into an attachment hole provided at the guide attachment wall; and
in a state where the cable guide is being attached to the guide attachment wall or the cable guide is being pulled out from the attachment hole, a joining portion configured to join the first guide half body to the second guide half body is accessible from an outside of the first movable portion.

9. The multiple-joint industrial robot according to claim 1, further comprising:

a motor cable through which the electric power and the signals are supplied to said two motors, wherein:

the first movable portion includes a substantially cylindrical tubular portion coupled to the arm portion so as to be rotatable;
the motor cable is clamped by a fixing clamp fixed to the arm portion and a movable clamp fixed to the first movable portion;
the motor cable includes a slack portion located between the fixing clamp and the movable clamp; and
the slack portion is arranged along an outer peripheral surface of the tubular portion.

10. The multiple-joint industrial robot according to claim 9, wherein:

the arm portion includes a substantially cylindrical outer tube portion surrounding the tubular portion;
a cable housing space is formed between the outer peripheral surface of the tubular portion and an inner peripheral surface of the outer tube portion;
the outer tube portion includes a cable introduction portion through which the motor cable is introduced from an outside of the outer tube portion to an inside of the cable housing space;
the motor cable extends from the cable introduction portion through the cable housing space to said two motors; and
the slack portion is arranged in the cable housing space.

Statement under Art. 19.1 PCT

1. A multiple-joint industrial robot comprising:

an arm portion;
a wrist portion coupled to a tip end portion of the arm portion; and
a plurality of motors configured to drive the wrist portion, wherein:

the wrist portion includes

a first movable portion coupled to the arm portion and configured to rotate relative to the arm portion around a first wrist axis,
a second movable portion coupled to the first movable portion and configured to rotate relative to the first movable portion around a second wrist axis extending in a direction different from a direction in which the first wrist axis extends,
a third movable portion, which is coupled to the second movable portion and configured to rotate relative to the second movable portion around a third wrist axis extending in a direction different from the direction in which the second wrist axis extends, and to which an end effector is attached, and
a cable insertion portion through which an effector cable is inserted, the effector cable being used to supply at least one of electric power, power, signals, and materials to the end effector;

the cable insertion portion is provided at the first
movable portion so as to be located on the first wrist axis; and
two motors among the plurality of motors are attached to the first movable portion so as to sandwich the cable insertion portion in a direction perpendicular to the first wrist axis.

2. The multiple-joint industrial robot according to claim 1, wherein:

- the second wrist axis is perpendicular to the first wrist axis;
- the third wrist axis is perpendicular to the second wrist axis;
- the plurality of motors include a first wrist motor configured to cause the first movable portion to rotate, a second wrist motor configured to cause the second movable portion to rotate, and a third wrist motor configured to cause the third movable portion to rotate;
- said two motors are the second wrist motor and the third wrist motor.

3. The multiple joint industrial robot according to claim 2, wherein:

- the first wrist axis extends in a longitudinal direction of the first movable portion; and
- an output shaft of the second wrist motor and an output shaft of the third wrist motor extend in a direction perpendicular to the first wrist axis.

4. The multiple-joint industrial robot according to claim 1, wherein:

- the cable insertion portion includes a guide hole, which extends on the first wrist axis and through which the effector cable is inserted; and
- the guide hole is spreading from a portion of the guide hole toward the end effector, the portion being sandwiched between the second wrist motor and the third wrist motor.

5. The multiple-joint industrial robot according to claim 1, wherein:

- the cable insertion portion includes a cable guide having a guide hole through which the effector cable is inserted;
- said two motors are arranged so as to sandwich the cable guide in a direction orthogonal to the first wrist axis;
- the cable guide is provided at the first movable portion so as to be located on the first wrist axis;
- a cross-sectional shape of a middle portion of the guide hole is constricted, the middle portion being middle in an axial direction of the first wrist axis; and
- both end portions of the cross-sectional shape of the guide hole are spreading.

6. The multiple-joint industrial robot according to claim 5, wherein:

- the second wrist axis is perpendicular to the first wrist axis;
- the middle portion of the guide hole is constricted so as to be narrow in a direction orthogonal to the first wrist axis and the second wrist axis; and
- the middle portion of the guide hole is long in an extending direction of the second wrist axis.

7. The multiple-joint industrial robot according to claim 5, wherein:

- the first movable portion includes a guide attachment wall to which the cable guide is attached;
- an end portion of the cable guide is attached to the guide attachment wall, the end portion being located at an arm tip side in an axial direction of the first wrist axis;
- and
- an end portion of the cable guide is sandwiched between said two motors, the end portion being located at an arm base side in the axial direction of the first wrist axis.

8. (Amended) The multiple-joint industrial robot according to claim 5, wherein:

- the cable guide is formed by separably joining a first guide half body and a second guide half body;
- the cable guide is attached to the guide attachment wall so as to be inserted into an attachment hole provided at the guide attachment wall; and
- in a state where the cable guide is being attached to the guide attachment wall or the cable guide is being pulled out from the attachment hole, a joining portion configured to join the first guide half body to the second guide half body is accessible from an outside of the first movable portion.

9. The multiple-joint industrial robot according to claim 1, further comprising:

- a motor cable through which the electric power and the signals are supplied to said two motors, wherein:
  - the first movable portion includes a substantially cylindrical tubular portion coupled to the arm portion so as to be rotatable;
  - the motor cable is clamped by a fixing clamp fixed to the arm portion and a movable clamp fixed to the first movable portion;
  - the motor cable includes a slack portion located between the fixing clamp and the movable clamp; and
  - the slack portion is arranged along an outer pe-
10. The multiple-joint industrial robot according to claim 9, wherein:

the arm portion includes a substantially cylindrical outer tube portion surrounding the tubular portion;
a cable housing space is formed between the outer peripheral surface of the tubular portion and an inner peripheral surface of the outer tube portion;
the outer tube portion includes a cable introduction portion through which the motor cable is introduced from an outside of the outer tube portion to an inside of the cable housing space;
the motor cable extends from the cable introduction portion through the cable housing space to said two motors; and
the slack portion is arranged in the cable housing space.
Fig. 7
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
B25J19/00 (2006.01) i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B25J1/00-21/02

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

* Further documents are listed in the continuation of Box C.  
☐ See patent family annex.

* Special categories of cited documents:
  “A” document defining the general state of the art which is not considered to be of particular relevance
  “E” earlier application or patent but published on or after the international filing date
  “L” document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  “O” document referring to an oral disclosure, use, exhibition or other means
  “P” document published prior to the international filing date but later than the priority date claimed

“T” later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
“X” document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
“Y” document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
“&” document member of the same patent family

Date of the actual completion of the international search
31 May, 2012 (31.05.12)

Date of mailing of the international search report
12 June, 2012 (12.06.12)

Name and mailing address of the ISA/ 
Japanese Patent Office

Authorized officer

Facsimile No.

Telephone No.
<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>JP 2009-220219 A (IHI Corp.), 01 October 2009 (01.10.2009), entire text; all drawings (Family: none)</td>
<td>1-10</td>
</tr>
</tbody>
</table>
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description