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bustible body, thus cooling the self-combus 
tible body and at the same time partially 
heating the liquid. One very convenient 
way of accomplishing this is to immerse in | 

5 the liquid (aswater): the body of self-com 
: material in such manner that it is 
compelled to burn downward or at an angle 
tO º horizontal, the liquid by the action of 

| gravity protecting all except the upper sur 
10 faces of the self-combustible body from the 

flame of ignition, and thus compelling the 
combustion to proceedin the direction of the 

itudinal axis of the body. * • 
e inventive idea involved may receive 15 various expressions without losing its iden 

| tity, and a variety of forms of apparatus 

- lon 

| may be employed in practicing the processi 
| constituting the invention, some of which 
forms of apparatus are illustrated in the ac 20 companying drawings to assistin the better, 

: description of the process. ; « 
* In said drawings Figure 1 is a longitudi 
nal section of a part of a torpedo, containing 
apparatus for practicing the process consti 

25 tuting the invention; : 2 is a cross-section 
'' on the lines2, 2, Fig.1; Fig. 3is a plane pro 

’’ jection of an atomizin 4 
employed; Fig.4 is a diagonal cross-section 
of the same bintheline 4,4, Fig. 3; Fig.5 is a 

3o cross-sectional view of a tube for containing 
º arod or candle of powder constituting the 
: self-combustive body, a part of the spraying 
* : Oº atomizing device : being shown in eleva 

| tion; Fig.6 is a longitudinal section of a de 
35 vice for lighting the powder candle, adja 

: : cent parts of the torpedo being also shown; 
Fig. 7is a cross-sectional view on the line 

: 7,7, Fig. 6; Fig. 8 is a longitudinal section : : of'a part of a torpedo containinga modified 
40 form of apparatus for practicing the inven 
...tion; Fig.9is a cross-sectional view on the 

: line 9,9, Fig. 8; Fig. 10 is an elevation of a 
portion of the torpedo showing a door or 
plate used to close an openingthrough which 

45 the powder candle is inserted into position 
. Fig.11 is an enlarged cross-section of the 
powder tube and surrounding jacket tube, 
showing the liquid-controling valve; Fig. 
12 is a radial section on the line 12 of Fig. 

50 11; Fig. 13 is an enlarged cross-section of 
anotherform of valve; Fig. 14 is a longitu 

| », dinal section of a portion of a torpedo con 
taining a modifiedform of apparatus; Fig. 
15 is an enlarged longitudinal section of the 

55 means for automaticaïly igniting the powder 
, candle; Fig. 16 is aviewsimilar to Fig. 14, 
! but shºwing a modified form of the appa-. ratus illustrated in Fig. 14. S. . . . : Referring to the drawings, 1'isthe torpedo 

60 casing which can be made quite light, it be 
ing only necessary that it shouldbe strong 
enough to :P: the contained apparatus. 
’It isstiffened at its forward end by a parti 
tion 2, forming a forward chamber contain 65 ing the explosive charge 3, and the fuse 4. 

or spraying device 

931,185 : 
The Dowder candle or self-combustible, 5, in 
the form of apparatus shown in Fig. 1, is 
contained in a central longitudinal tube 6 
which extends from the front of the torpedo 
to an atomizing or spraying device to be 70 
hereinafter described. The tube 6 contains 
at its forward end thé fuse 4, and a portion, 
of the explosive charge 3, a plug 15 separat 
ing the candle-containing part of the tube 
from the charge 3. : - ? 
The rearend of the candle tube 6, is in communication, through a supporting parti 

75 

|tion 7, with an atomizing and mixing : M 
in a chamber 50, consisting of a series o 
concentric circular passages formed by the 82 cylinders 8 and 9, and the torpedo casing 1, 
which are closed at their rear ends, and are 
attached to the partition 7, and contain at 
omizin :af composed of pieces offire 
brick, kaolin, pumicestone or other suitable sis 
substance, which: is held in the in ner cylinder or mixing cylinder 8, between 
a plurality of transverse perforated metallic 
partitions 10, covered on their front surfaces, 
with wire gauze or netting 11, for more 90 
: atomizing, disseminating and M mixing the liquid spray ând products of 
combustion. : , « Il 

The rear. end of the inner cylinder 8 is 
provided with an opening 12" : into the sec- 95 
ond cylinder 9, covered with a perforated 
and gauze-covered plate 12, to prévent the 
atomizing material from stopping the open 
ing The second cylinder 9, is also provided 
with openings 9 into the outer cylinder or 
torpedo casing at its forward end and near 
the partition 7, so that the gases and vapor 
upon escaping from thé candle tube and 
spraying device, pass º: the inner cylinder 8, return through the second cylinder 9 and pass Jºaºagain 
through the outer casing and the end per 
forated partition 13, to and through the rear 
partition 13*, and by means of the pipe 14, 
to the motive machinery of the torpedo. 
. The candle 5 is ignited preferably by 
means of a Small rod of a self-combustible 
material 15* inserted into the, end of the 
candle and projecting out of the candle tube 
toward the c fºº: it is in contact with a similar rod"16, extending radially 
into the combustion chamber from an ex 
ternally removable plug. 17 (see Figs. 1 and 
6). The radial rod16is ignited byan elec 
tric Spark or incandescence and is provided for this purpose with two internal insulated 

100 

105 

110 

115 

120 

wires 18, preferably united at the inner end 
of the rod by a small filament of : or other suitable metal, adapted to be heated 
to incandescence by the passage of an elec R) 125 
tric current. » 

- The radial rod is inserted into a remov 
able socket 18°, through which the wires 18 : 
extend and are sealed therein by means of a . . 
body of lead 19, held between two plates 20, 130 
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and ’adapted to be compressed so as to 
thoroughly pack around the wires by means, 

- of the plunger 21 under the pressure of the 
screw.plug-17, the plunger and plug having 
a central opening for the passage of thein 
sulated wires to the outside of the torpedo. 
The socket piece 18° is provided with an 
annular recess communicating with themain 
body of lead so that when the plugis tightly 
screwed down, the lead prevents any escape 
of gases from the combustion chamber. 
The candle tube 6 is surrounded by a : 

jacket tube 21° leaving an annular spacebe 
| tween the tube and jacket for sa cooling 

, circulating, liquid. Preferably such liquid 
forms a part of that to be sprayed into the 
products of combustion, and in such case the 
annular space referred to is in communica 

- tion with a reservoir 22, containing the 
20 liquid, andatits rear end Said annular space communicates with a spraying or atomizing 

, device 23, for injecting the liquid into the. 

25 

- 30 

: 35 

products of combustion as they pass from 
the candle tube 6, as will be hereinafter de 
scribed. • » » . » 

: The reservoir 22 is formed of the tube 21º 
combined with a permanent head 24, at 
tached thereto, anda longitudinally sliding 
outer wall or cylinder 25, attached to the 
sliding head or piston, 26, which head or 
pistonis extended radially outside of the 
cylinder 25, preferably to the inside of the 
casing 1. It will be seen, therefore, that the : 
outer surface of the piston is of greater area 
than that portion of the inner surface form 
ing a part of the liquid-holding reservoir, 
and that, should the pressures perº unit of 

* area be equal on both surfaces, the piston 

40 

45 

and cylinder will move forward and force 
the liquidthrough the jacket tube and to the 
spraying device. In order to, accomplish this result, the outer surface of the piston 
26, is placed in communication with the 
combustion chamber or evaporating cham 
ber 50 by mêans of the openings 27, through 
the partition 7, so that, when the pôwderis 
ignited and as pressure is generated, the 
liquidis forcedinto the gases of combustion. 

. It will be understood that the pressure on 
50 

- 55 

the forward surface of the piston outside : 
the reservoir is practically nothing. 
The reservoir is provided with a filling, 

tube or pipe 28, adapted to be opened to the 
outside of the torpedo, and the colloidal 
candle 5 is supplied or replaced through the 
front of the torpedo by removing the fuse : 
4 and plug 15. The part of torpedo casing | 
about the maxing chambers and liquid reser 

: voir is made of thicker material, in order to 
60 : 

65 

stand the pressure of the gases of combus 
tion and evaporated liquid. N The spraying or atomizing device illus 
trated in Figs, 3 to 5, inclusive, consists of 
radial nipples, 28°, positioned in a zig-zag 

atomizing, device isºpreferably 

torpe 

relation to each other, so that the jets of 
water or other liquidºinemitting from the 
nipples, may enter every portion of the cur 
rent of the powder gases, The spray 

1 8 rably formed by 
tapping the stock or candle tube 6 with 
threads of comparatively great pitch and of 

- 8 

70 

such contour : in cross-section as to : form . 
threads of different heights (see Fig.4) 
while anotherset of threads aire cut from 

ent pitch, so that by the intersection of the : 
two threads, nipples are formed not only of 
different lengths, but also not in a longi 

| tudinal line witheach other. Instead of placing the candle tube and the 
80 

mixing chamber formed by the cylinders 8 
and 9 concentric with the torpedo body, as 
in Fig. 1, these, if desired, may be arranged 
as in Fig. 8, in which the candle tube 6ºis shown passing eccentrically, through the 
reservoir and opening into the cylindèrs. 8 
and 9, which are not only eccentric to the 

do body, but are also eccentric to each 
other. From the reservoir the tube 6°is 
curved across the center of the torpedo body 

85 

90 

to an opening in the side wall, which open-, 
ing is closed by a removable plate 29, Figs. 
8 and 10. The curvedform of the candle 6: 
does not interfere with the placing of the 
candle" in the tube, since the latteris of plastic or flexible character, and readily con= . 
forms to the curve of the tube. 

* , In orderto prevent the liquid in the reser 
voir from flowing into the candle tube and 
combustion chamber, when the candle is not ignited, a spring controlled annular valvè30 
(Figs. 11 and 12) of rubber orother suit 

’able material is placed aroünd the candle 
tube 6, between the communication of the 
reservoir with the jacket tube 21° and the 
tached to the jacket tube in any suitable 
manner, as by a ring and screws : 31. The 
valve is held normally seated against the 
candle tube 6 by a spring 32 ôf any suitable 
form, such as a split ring, Fig. 11, or a coiled. 
spring 32°, Fig. 13, and held in the socket 
33°, fixed to the outer tube 21°. By this. 
means the valve effectually prevents flow of 
water to the sprayer orº atomizer, but is 
readily, forced open by the pressure of the : 
liquidº in the reservoir when the candle is 
ignited. The candle is preferably covered : 
or coated with a layer 33, of paraffin, Fig. 
11; or a mixture of that material and a suit able resin which may be impregnated in a 
fabrie, before or after placingaround the 
rod of powder. ; \- The modified form of apparatus shown in 

: Fig, 14, illustrates a portion of a torpedo 
with the combustion chamber and mixing 

, M. M : device eccentrically situated, and in com 
a large number of centrally extending and || munication by an opening or conduit :34, with a chamber 35, containing a plurality of : 

95 

100 

105 : 

spraying or atomizing device 23, and is at 

110 

115 

120 

125 

180 

M ut rom:75. 
the opposite end of the stock, but of a differ 
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rods or candles 5 of self-combustible colloid, extending in a direction substantially trans 
verse to the torpedo, and each in a perfo 
rated metallic tube 36. In the modification 
mentioned, the candles are vertical, and the | 
perforations of the tube are so arranged that 

* the water with which the compartment is 
nearly filled will cover, the top surface of. 
the candles to prevent their premature igni 

10 tion from the products of combustion of an 

| 35. 

20 
rod 37, which in turn ignites the surface of 
the first candle. When the candle first ig, 

: 25 

| 30 

| 35 

° sive candle is ignited in a similar manner, 
40 

45 

other burning candle. This means of main 
taining the outer surface of the candle cool prevents any possible ignition, except at the 
top surface purposely ignited. 
º rods may be ignited in any suitable 

manner, in series or in parallel, that is to say, successively or simultaneously. The 
methodillustrated in Fig. 14, however, shows means for igniting one candle externally by 
électricity, and by means of a small igniter 

nited is nearly consumed and the zone offire 
approaches the bottom of the tube, the pres 
sure of the gases of combustion forces the 
small contact button 38, at the side of the 
tube near its bottom outward against the 
spring 39, Fig. 15, into contact with an insu 
latèdmetallic button 40, connected by a wire 
41, with the small igniter candle or fuse 37 
at the top of the next candle. By this means 
an electric currents is made to traverse 
through the small igniterrod at the top of 
the succeeding candle, which is ignited, the 
circuit being completed by the wire 41*, and 
the shell of the torpedo, the current being 
generated by the batteries 42. Each succes 
and each ignition device is preferably sup 
plied with a separate battery. In this modi 

... fication : 14), I have shown means whereby li 

fiable gas may be injected or sprayed into 
the path of the products of combustion, by 
means of the spraying device. For this pur pose, the torpedois provided with the cham 
r 43, containing the liquid before-men 

tioned, and placed in communication with 50 

55 
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the spraying device by means of a pipe 44, 
passing through the combustion chamber 35, 
and controlled by a valve 46, that is nor mally kept closed by the great pressure 
within the liquid chamber 43, butis forced 
open assoon as pressure is generated in the 
combustion chamber sufficiently great to 
counterbalance the pressure of the liquid 
holding chamber by means of the large dif 
ference in area between the inside of the 
valve and its outer piston-like surface 47, in 
communication with the combustion cham ber. 
Îhe modification shown in Fig, 16, illus 

trates a construction similar to that of Fig. 
14, but the candles are inclined to the trans 

iquid carbonic acid, or water im : pregnated with carbonie acid or other lique 

taneously. 

« vanced against the lºid 

| 981185 

verse section of the torpedo, and eschis pro- . 
vided with a separateigniting device, 37°, so. that they may,if desired, beignited simul 

: In prácticing the process constituting the 
invention the apparatus hereinbefore deº, scribed is employed as follows: Theºelf 

ignites rod or candle 15º and this in turn 
ignites the self-combustible candle 5. By 
coating the candle 5 and the interior of the 
candle-receiving tube with a suitable cement : 
or adhesive substance, the space between the 
outer surface of the candle and the walls of the containing tube may be effectively closed 
or filled, thereby preventing the ignition 
of the candle except on its exposed end sur 
face. : the space between the candle and its tube may be variously accom 
plished, as by the use of paraffin mixed with 
a suitable resin, or by covering the exterior 
surface of the candle with paper, or" a cot 
ton, or other fabric, preferably porous, and 
then wetting the same with water, so that 
the space between the candle will be filled 
with water and the wetted material. 

combustible candle 5 of suitable colloidºlº 
powder, and the igniting candles orrods 15*; 
and 16 being in position, and the reservoir being supplied with a suitable liquid, the 
rod 16 is ignited by passingan electric cur 
rent : wires 18,18, whereupontrod16 

75 

80 

85 

90 

95 

Owing to the presence of the cooling me- , 
dium around the exterior of the candle 5 it 
burns a little faster at the center thanat.its 
periphery, so that combustion proceeds from 
a cup-shaped surface, the material around the periphery of the cupbeing forced tightly 
against the walls of the inclosing tube and 
acting as a packing to prevent the flame of 
ignition from entering between the candle 
and the tube. 
a single surface. The products of combus 
tion issue from the tube 6 into the chamber 
50, and pass through the broken fire brick 
orkaolinin cylinder 8 and thence, reversely 
through cylinder 9, into the space, between 
the latter and the torpedo casing : openings 10 to conduit 14 leading to the 
engine or propelling apparatus. In p: 
through the fire brick or kaolin the prod 
ucts of combustion heat the latter very 
hot. The pressure of the products of com 
bustion in the chamber 50is exerted upon 
the rear face of the piston plate 26, 
and since this face has a greater superfi 
cial area than that portion ofits front face 
within the reservoir, the piston plate is ad 

in the reservoir, carrying with it the cylindrical wall 25, 

100 

105 
This secures combustion from . 

110 

115 

120 

and thus forcing the liquid through the 125 spraying or atomizing device 23, into the 
path of the products of combustion, by 
which the sprayed or atomized liquid is in 
stantly heated and vaporized, and carried 
through the cylinders 8 and 9, where the 130 
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- Yaporization of the liquid is perfected and 
- the products of combustion and vapors are 
» thoroughly mixed, and thence to the con ºduit 14. It will be seen that the liquidis 
5. not, only heated by the products of combus 

tion, but that the latter also have their tem 
perature reduced by the liquid. Moreover 
the circulation of the liquid from the reser 

, voir around the candle tube serves to reduce 
10 the temperature of the latter. Furthermore, 

since the introduction of the liquid into the 
: products of combustion is accomplished by | the pressure of such products, it will be 
, readily understood that the amount of liquid 15 thus supplied will be approximately propor 

tional to the pressure of the products of 
combustion. » » N 

What is claimedis: / 
1. The process of producing a motor fluid, 

which consists in continuously burning a self-combusting body and continuously forc 
ing a liquid into the products of combustion 
by pressure of the products of combustion. 

2. The process of producing a motor fluid, 
which consists in continuously burning a 

: self-combusting body under pressure and 
continuously forcing a liquid into the prod 
ucts of combustion by pressure of the prod 
ucts of combustion. V 

3. The process of producing a motor fluid, 
which consists in continuously burning a 
self-combusting body under pressure, trans 

: mitting and augmenting the pressure of the 
products of combustion per area unit upon 
a liquid and forcing it into the products of 
combustion. - » 

4. The process of producing a motor fluid, 
which consists inburning under pressure a 
self-combusting material, utilizing heat 
thereof to heat a body interposed in the 

, path of the products of combustion, and then 
utilizing the heat of the heated body for 
evaporating a liquid mixed with the products 
of combustion. V . 

5. In the production of a motor fluid, the 
: ofburning a self-combustible body , from a single surface, and simultaneously 
subjecting the body to a cooling medium. . 

6. In the production of a motor fluid, the 
rocess of burning a self-combustible body 
y exposing a single surface to the consum 
ing flame, and simultaneously circulating a 
cooling medium about the combustible body. 

7. In the production of a motor fluid, the 
process of burning a self-combustible body 
under pressure, and injecting a liquid into 
the path of the products of combustion in a 
direction substantially at right angles to the 
Said path. * : / m 

8. In the production of a motor fluid, the 
process of evaporating a liquid, which con 
sists in forcing the liquid into the path of 
the products of combustion of a : 
body in a plurality of independent jets, en 

65 tering the path from opposite directions. 

20 

30 

35 
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face, and continuousl : y 

9. In the production of a motor fluid, the : 
process of evaporating a liquid, which con 
sists in first heating the liquid by the heat 
of products of combustion of a burning body 
capable of supporting its own combustion, 
then injecting the heated liquid into the 
products of combustion to be evaporated. : 

10. The process of producing a motor . 
fluid, which consists in immersing in water orother liquid, a body of material capable 
of supportin 
wise that the body may beignited andburned 
from an upper surface, downward in a linè 
vertical to, or at an angle with the hori 
zontal plane, whereby the liquid shall by 
gravity be maintained around the burni 
material to prevent it fromigniting an 
being burnedin a horizontal direction, or in 
a direction transverse to the longitudinal 
axis of the burning body. , 

11. The process of producing a motor 
fluid, which consists inburning a body of | material capable of supporting its own com 
bustion in a direction downward while the 
body is surrounded with water. « ... » 12. The process of producing a motor 

: fluid, which consists in continuouslyburnin 
a self-combustible body under pressure of 
its own products of combustion, and con tinuously forcing a liquid into said products 
of combustion by their own pressure. 

13. The process of producing a motor 
fluidwhich consists incontinuouslyburning 
a self-combustible body from a single sur liquid into 
the products of combustion by their own 
pressure. M 14. The process of producing a motor 

liquid separated from the products of com 
bustion, and then forcing said liquid into 
the products of combustion. . 

15. The, process of producing a motor 
fluid, which consists inburnirig a solid self 
combustible body under pressure ofits own products of combustion, imparting some of 

combustion. : N 
16. The process of producing a motor 

fluid which consists inburning a solid self 
combustible body and injecting a heated 
liquid into the products of combustion. 

17. The process of producing a motor 
fluid which consists in utilizing the pressure 
of the products of combustion of a self combustible body to force a liquid into said 
products of combustion and the heat of said 
products of combustion to raise the tempera 
ture of the liquid. . . - 18. The, process of producing a motor 

its own combustion, in such 

the heat thus generated to a liquid, and then. 
| spraying said liquid into the products of 

fluidwhich consists in burning a self-com-: bustible body in a closed chamber, causing 

70 
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80 
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90 
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100 

fluid, which consists inburning a self-com 
bustible body from a single surface, im 
parting a portion of the generated heat to a 

105 

110 

115 

120 

125 

130 
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the products of combustion to react against 
the movable wall of a chamber containin 
a liquid, and thereby forcing said liqui 
into said products of combustion. 

19. The process of producing a motor 
fluid byburning a solid body containing suf 
ficient oxygen to support its own combustion 
in a closed chamber, utilizing the heat there 
of to evaporate a fiquid, and then mixing 
the products of combustion and the vapors 
of the liquid to form the motor fluid. : 

20. The process of producing a motor 
fluid which consists inburning a solid ex 
plosive material in a closed chamber, and 
then utilizing the pressure of the products 
of combustion to force a liquid into the 
presence of the said : whereby the | 

combustion vaporizes || heat of the products o 
the liquid and the temperature of Said prod 
ucts is lowered. 1 , 

931,135 

21. The process of producing a motor 
fluid, which consists in burning an explosive 
material in a closed chamber having a mov 
able wall, which wall also constitutes one 
wall of a second chamber containing a fluid, 25 
as water, and utilizing the pressure of the 
products of combustion to actuate said mov 
able wall for forcing the fluid into the cham 
ber containing the products of combustion, 
whereby the fluidhas its temperature raised 
by the heat of the products of combustion, 
and the latter have their temperature low 
ered by the fluid. 
In testimony whereof I have signed this 

specification in the presence of two subscrib- 35 
ing witnesses. 

, HUDSONMAXIM. 
Witnesses: 

C. A. L. MASSIE, 
ELISHA K. CAMP. 


