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The present invention relates to new and use 
ful improvements in foldable tables and more 
particularly to a utility table having means for 
Supporting one or nore pans in its top as well 
as inea.I.S for Supporting a refuse receptacle under 
an opening in its top to utilize the table for 
cleaning fish, game, vegetables, and for other 
purposes. 
An important object of the invention is to pro 

vide a utility table of this character whereby the 
legs of the table may be folded and the cleaning 
pans conveniently removed and carried or stored 
in a compact form. 
Another object of the invention is to provide 

covers for the openings in the table top and which 
are positioned flush with the top to enable use 
of the table for normal purposes. 
A still further object is to provide a table top 

with extensible arms whereby the same may be 
Supported on the Sides of a boat or other Sup 
porting structure where it is impracticable to use 
the foldable table legs. 
A Still further object is to provide a device Of 

this character of simple and practical construc 
tion, Which is efficient and reliable in its use, neat 
and attractive in appearance, relatively inexpen 
sive to manufacture and otherwise well adapted 
for the purposes for which the same is intended. 
Other objects and advantages reside in the 

details of construction and Operation as more 
fully hereinafter described and claimed, refer 
ence being had to the accompanying drawings 
forming part hereof, wherein like numerals refer 
to like parts throughout, and in which: 

Figure 1 is a perspective view showing the table 
in open position and With the covers in posi 
tion in the openings in the top thereof; 

Figure 2 is a top plan view of the table top with 
the cleaning pans in position in the openings; 
Figure 3 is a botton plan View; 
Figure 4 is a transverse Sectional view taken 

on the line 4-6 of Figure 1; 
Figure 5 is a transverse sectional View taken 

On the line 5-5 of Figure 2; 
Figure 6 is a side elevational view of the pair 

of cleaning pans attached to each other by the 
combined clamp and carrying handle; 

Figure 7 is a bottom plan view of a modified 
foldable table; 

Figure 8 is a top plan View showing the exten 
sible arms for supporting the table top on the 
sides of a boat; 

Figure 9 is an enlarged fragmentary longitu 
dinal sectional view of one of the extensible arms. 

Referring now to the drawings in detail, and 
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2 
first with respect, to the form of the invention 
illustrated in Figures 1 to 6, inclusive, the nu 
meral 5 designates a table top to the underside 
of which foldable U-shaped legs 6 are pivoted by 
means of brackets for Swinging the legs up 
wardly at the underside of the top into a folded 
position. The legs are locked in their folded 
position by swinging catches 8 attached to the 
underside of the table top. Foldable braces 9 
hold the legs in an open position. 
The table top 5 is formed with a pair of open 

ings adjacent the ends thereof and a central 
opening . The openings it are counterSunk to 
provide shoulders 2 to support the flanges 3 
at the edges of a cover is fitted in the openings 
to support the covers flush with the Surface of 
the table. The covers A are formed in their 
upper surfaces with finger-engaging recesses 5 
to facilitate lifting the covers from the openings 
of the table top. 
The central opening may be beveled as shown 

at 6 to support the cover for the central 
opening flush with the table top. 
The underside of the table top adjacent the 

openings C is provided with rails 8 of L-shape 
in cross-section to include flanges 9 on which 
the outwardly projecting flanges 28 at the edges 
of a cleaning pan 2 are slidably supported for 
positioning the pans under the openings . 
The fanges at One end of the pans are formed 

with eyes 22 adapted to align. With each other 
to receive a hinge pin 23 for connecting the pans 
to each other for folding One upon the other, 
as shown in Figure 6 of the drawings. The free 
edges of the pans are secured in closed position 
by means of a combined clamp and handle 23 
which includes a U-shaped end 25 in which the 
flanges of the pans are Secured by a thumb Screw 
26. A handle 2 projects outwardly from the U 
shaped clamping portion 25 and by means of 
which the pans may be conveniently carried. 
In Figures 7-9, I have illustrated a modified 

construction wherein the table legs 6 are hollow 
and provided with laterally extensible arms 32 
When folded. 
Noting particularly Figure 7, it will be seen 

that legs 6 are of tubular construction and open 
at the upper ends thereof so that when the legs 
are folded under the table top as shown in the 
figure, extensible arms 32 slidably telescoped 
within the legs 6 may be extended or projected 
outwardly through the upper ends of the legs 
laterally beyond the ends of the table top 5. 
When so extended, the table top 5 may be Sup 
ported on the gunwales 34 of a boat or other Sup 
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porting structure where the use of the folding 
legs in their vertically extending position would 
be impractical. 
The legs 6 and extensible arms 32 are formed 

With aligned openings 36 to receive a locking pin 
38 to Secure the arms 32 within the legs. 
To pivot the legs to the underside of the table 

top Without interference to the extensible arms 
32, trunnions 40 are threaded into diametrically 
Opposite Sides of the legs to terminate Substan 
tially flush with the inner wall surfaces of the 
legs. 
In Figure 7 I have illustrated a modified con 

struction wherein the table top 3 is constructed 
of a pair of Sections 32 and 33 connected to each 
other by hinges 34 for folding the sections of the 
top One against the other, and wherein the legs 
35 are provided with laterally extensible arms 36 
When folded. 
In Figures 8 and 9 the foldable legs 35 are 

of tubular metal and When in folded position 
the ends of the legs are adapted to receive exten 
sible arms 3S to project outwardly at the ends of 
the top 3 to Suppoit the top cn the sides or gun 
Wales 38 of a boat or other supporting structure 2 
where the use of the folding legs is impracti 
cable. The legs 35 and extensible arms 36 are 
formed With aligned openings 39 to receive a 
locking pin 40 to Secure the arms in the legs 
and the legs 34 are pivoted to brackets 4 at the 
underside of the table top by means of trunnions 
42 threaded in diametrically opposite sides of the 
leg to avoid obstruction of the inward sliding 
movement of the extensible arms 36. 
The invention is designed for use as a fish 

cleaning or vegetable cleaning table by setting 
up the table either on the foldable legs 6 or sup 
porting the same on the arms 36 and placing the 
cleaning pans 2 under the openings 9 to hold 
water in one pan and the cleaned food in the 
other. Refuse may be easily Scraped into the 
receptacle 29 at the underside of the central open 
ing . 

In view of the foregoing description taken in 
conjunction with the accompanying drawings it is 
believed that a clear understanding of the con 
struction, operation and advantages of the device 
will be quite apparent to those skilled in this art. 
Almore detailed description is accordingly deemed 
unneceSSary. 

It is to be understood, however, that even 
though there is herein shown and described a pre 
ferred embodiment of the invention the same is 
Susceptible to certain changes fully compre 
hended by the spirit of the invention as herein 
described and the Scope of the appended claims. 

Having described the invention, What is claimed 
as new is: 
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1. A table comprising a top and supporting 

means therefor, said supporting means being dis 
posed at opposite ends of said top for selectively 
providing lateral and vertical Support for the 
table, said supporting means including legs piv 
oted to said table adjacent the ends of the top 
for Swinging movement from a vertical position 
to a folded position underlying the top and ex 
tensible means carried by said legs for lateral 
extension beyond the edges of said top When the 
legs are in folded position, said legs being tubu 
lar and having open upper ends and being piv 
oted to the table at Said upper ends, Said exten 
sible means being slidably disposed within said 
legs and projectable through the upper ends 
thereof. 

2. The combination of claim 1 including brace 
means releasably retaining said legs in a verti 
Cal Supporting position and catch neans releas 
ably retaining said legs in a folded position. 

3. A table comprising a top and Supporting 
means therefor, said supporting means being dis 
posed at opposite ends of said top for selectively 
providing lateral and vertical Support for the 
table, said Supporting means including legs piv 
oted to Said table adjacent the ends of the top 
for Swinging movement from a vertical position to 
a folded position underlying the top and exten 
sible means carried by Said legs for lateral exten 
sion beyond the edges of said top when the legs 
are in folded position, said legs being tubular 
and having open upper ends and being pivoted to 
the table at said upper ends, Said extensible means 
being slidably disposed within Said legs and pro 
jectable through the upper ends thereof, detach 
able pin means retaining the extensible means 
in locked position. 
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