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To al/ it'honn, it inctly conce7n: 
Beit known that, JAMES H. WILSON, a citi 

Zen of the United States, residing at Denver, 
in the county of Denver and State of Colorado, 
have invented new and useful Improvements 
in Hame-Fasteners, of which the following is 
a specification. 
My invention pertains to hame-fasteners of 

the strap type; and it has for its object to pro 
vide a hame-fastener which is strong and du 
rable and yet susceptible of being quickly and 
easily adjusted to effect a proper fit of the 
hames on a collar. 
With the foregoing in mind the invention 

will be fully understood from the following 
description and claims when taken in connec 
tion with the accompanying drawings, form 
ing part of this specification, in which - 

Figure 1 is a view, partly in elevation and 
partly in section, illustrating the fastener con 
stituting the preferred embodiment of my in 
vention as interposed between and connecting 
the lower ends of a pair of hames; and Fig. 
2 is an enlarged view illustrating the strap of 
my novel fastener in dotted lines and the re 
mainder thereof in full lines. 

Similar letters designate corresponding 
parts in both views of the drawings, referring 
to which 
AA are hames which have loops (, at their 

lower ends and are otherwise of the ordinary 
or any other suitable construction, and B is 
my novel fastener as a whole. 

In the present and preferred embodiment of 
my invention the fastener B comprises a me 
tallic hook b, a metallic buckle c, having a 
hook d, and a strap e of leather or other suit 
able material. The hook b is designed to be 
engaged with and disengaged from one of the 
loops a of the hames and is provided with a 

The 
buckle c, as best shown in Fig. 2, comprises 
a body having a loop ( at one end and also 
having cross-bars 7, i, y, and A. and a flat end 
projection 7, antifriction-rollers m, n, mount 
ed on the cross-bars if, respectively, of the 
body, and a tongue p, hinged to the end cross 
bark of the body and designed to bear against 
the antifriction-roller on, as clearly shown in 

ture from the scope of my invention. 

body serves for the connection of the hook d, 
the said connection being effected by a rivet 
q. In this connection I desire to state that 
while I prefer to connect the hook d to the 
buckle-body in the manner described, so that 
the inner end of the hook-shank bears against 
and is reinforced by a shoulder 7 of the body, 
Fig. 2, I do not desire to be understood as 
confining myself to such specific construc 
tion, since the hook d may be connected to or 
formed integral with the buckle-body in any 
approved manner without involving a depar 

The 
Said hook d is designed to be bent around the 
loop at opposite to that which the hook len 
gages, and it has for its purpose to perma 
nently connect the buckle to the first-men 
tioned loop. 
As clearly shown in the drawings, the strap 

e is connected at one end to the loop f of the 
hook b and is then passed between the anti 
friction-rollers 1), 7 of the buckle, the loopf 
of said hook b, and between the antifriction 
roller ), and the cross-bar /, of the buckle in 
the order named. The strap is provided with 
apertures, as shown, for the engagement of 
the buckle-tongue 2), and in virtue of the said 
strap being disposed as just described strain 
is obviously taken off the buckle-tongue, and 
the liability of the fastener being impaired is 
reduced to a minimum. After being placed 
in engagement with the buckle-tongue p the 
end portion of the strap e is passed through 
the depending end loop () of the buckle-body 
this in order to support the said end portion 
of the strap and prevent it from hanging from 
a collar in an unsightly manner. The free 
end of the strap is bent upon itself, as indi 
cated by s, and is secured in such position 
through the medium of a rivet for other suit 
able device. When thus enlarged, the end of 
the strap is larger than the width of the space 
between the cross-bar h, and the antifriction 
roller ), of the body, and hence it follows 
that the said end will preclude casual discon 
nection of the strap from the buckle when the 
strap is disengaged from the buckle-tongue. 
In the practical use of my novel fastener 

the hook d is permanently connected to the 
5o Fig. 1. The end projection l of the buckle- loop a on one hame and the hook b is engaged 
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with the loop on the other hame, after which 
the fastener is adjusted by drawing the strap 
through the buckle until the hames exactly 
fit the collar to which they are applied, when 
the strap is fixed to the buckle through the 
medium of the tongue p. When the fastener 
is thus applied to a pair of hames, it will ob 
viously effect a tight and safe connection of 
the same, and yet when it is desired to re 
move the hames from the collar to which they 
are applied the hook b may be quickly and 
easily disconnected from its complementary 
loop (t. 

Notwithstanding the advantages which I 
have ascribed to my novel fastener it will be 
apparent that the same is simple and inexpen 
sive in construction and at the same time. 
strong and durable, and hence well calculated 
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to withstand the usage to which hame-fasten 
ers are ordinarily subjected. 

I have entered into a detailed description 
of the construction and relative arrangement 
of the parts embraced in the present and pre 
ferred embodiment of my invention in order 
to impart a full, clear, and exact understand 
ing of the same. I do not desire, however, 
to be understood as confining myself to such 
specific construction and relative arrangement 
of parts, as such changes or modifications may 
be made in practice as fairly fall within the 
scope of my invention as claimed. 

Having described my invention, what I 
claim, and desire to secure by Letters Patent, 
S.-- 

1. In a hame-fastener, the combination of 

770,209 

a buckle having an end projection l and a 
shoulder 7, and also having cross-bars h, , and 
y, an end loop g, a tongue p and a hook d the 
shank of the said hook d being arranged on 
the end projection land against the shoulder 
9 and fixedly connected to the former, a hook 
adapted to be engaged with and disengaged 
from one of a pair of hames and having a loop, 
and a strap connected to the said loop of the 
hook and passed between the bars if of the 
buckle, through the loop of the hook, through 
the buckle, between the barsh thereof, and 
through the buckle-loop g, in the order named; 
the said strap being provided with One or more 
apertures for the engagement of the buckle 
tongue, and being also provided with a free 
end which is larger than the width of the 
space between the buckle-barsh , for the pur 
pose set forth. 

2. A buckle for the purpose described, com 
prising a body having a loop ( at One end, and 
cross-bars i h. at intermediate points of its 
length, and also having a projection l at Said 
end and a shoulder at the inner end of said 
projection, a hook having a shank arranged 
on the end projection land against the shoul 
der r and fixedly connected to the former, and 
a tongue pivoted on one end of the body. 

In testimony whereof I have hereunto set 
my hand in presence of two subscribing wit 
neSSeS. 

JAMES H. WILSON. 
Witnesses: 

C. M. ANDERSON, 
WM. M. MCTEOD. 
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