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To all whom it may concern: 
Be it known that I, ALFRED V. OLDIIAM, a 

citizen of the United States, residing at 
Louisville, in the county of Jefferson and 
State of Kentucky, have invented certain 
new and useful Improvements in Jar or Can 
Closures; and I do declare the following to 
be a full, clear, and exact description of the 
invention, such as will enable others skilled 
in the art to which it appertains to make and 
use the same. 

This invention relates to an improved clo 
sure adapted for use on a variety of recep 
tacles. _ 

The object of the invention‘is to provide 
a closure specially adapted for use on tal 
cum powder boxes and which is simple in 
construction and ef?cient in operation. 

‘Vith these and other objects in view, the 
invention consists of certain novel features 
of construction, combination and arrange 
ment of parts as will be more fully described 
and particularly pointed out in the append 
ed claims. 

In the accompanying drawings, Figure 1 
is a top plan view of a. bottle or jar with 
this improved closure applied; Fig. 2 is a 
similar view with the outer cap removed; 
Fig. 3 is a plan view of the outer cap de 
tached; Fig. 4; is a vertical section taken on 
line 4% of Fig. 1, with the top disk moved 
into position to cause the openings therein 
to register with those in the lower disk; 
Fig. 5 is a similar view taken at right angles 
to the section shown in Fig. {it on line 5—5 of 
Fig. i; Fig. 6 is a vertical sectional view 
taken on line 6—6 of Fig. 

In the embodiment illustrated the closure 
is shown applied to a bottle or jar, 1, the 
mouth of which is provided with an irregu 
lar shaped seat, 2, here shown as oval shaped 
to receive the lower disk member of the clo 
sure to hold it against turning, as herein 
after described. This bottle is provided at 
opposite sides of the mouth thereof with 
flanges, 23. having inwardly inclined under 
cut outer faces, for a purpose to be described. 
The closure herein shown comprises a metal 
disk. Jr, having perforations 4i’ therein and 
the periphery of which conforms to the 
shape of and is designed to ?t on the seat, 2, 
arranged around the mouth whereby said 
disk is held against turning when the parts 
are assembled or it may be held in any other 
suitable manner. This disk Ll, is provided 
with a stop member or guide preferably 

made in the form of an upstruck projection, 
j 5, arranged centrally thereof and adapted to 
be engaged by an element carried by the 
‘ upper disk or cap now to be described. The 
"row of perforations ii’ are shown arranged 
Eeccentric to the central projection, 5. 

The upper or cover disk, 6, is provided 
'with perforations, 6’, adapted to register 
:with the perforations, 4’, in the lower disk, 
4, when said upper disk, 6, is in one of its 
extreme positions. This disk, (3, is also pro 
vided with an upstruck central domelike por 

of the lower disk and is adapted to ?t there 
over and slide thereon the perforations 6’ 
being arranged concentric with said dome~ 
like projection ‘T to adapt them to register 

cover disk is in one of its extreme positions 
and to be out of registration therewith when 
the cover is in its other extreme position. 
The projection, 5, engages the walls of the 
upst-ruck portion, 7, in the two extreme posi 
tions of said disk, 6, and limits the move 
ment of said disk, 6, relatively to the disk, 
at, to cover and uncover the perforations 4’ 
therein when desired. \Vhen the disks are 
in normal position as shown in Fig. 1, the 
apertures or perforations therein are out of 
register and the‘bottle closed. lVhen the 
upper or outer disk, 6, is moved to its ex 
treme limit in one direction as shown in Fig. 
Al, the apertures 4t’ and 6’ in the two disks 
register and permit the contents of the bot 
tle to be sifted therethrough, the projections 
5 and 7 coacting to limit the sliding move 
ment of the upper disk in both directions 
and preventing accidental removal of said 
upper disk. The perforations it’ in the sta 
tionary disks, at, are arranged eccentric to 
the upstruck central projection, 55, while the 
perforations 6’ in the upper movable disk 
are concentric with the domelike projec 
tions, 7, to provide for the registration of 
the perforations in the two disks when the 
upper disk is moved in one direction and 
prevent their registration when moved in the 
other direction or when the domelike pro 
jections are directly opposite. This cover 
disk, 6, is provided at opposite sides with 
‘depending flanges S and 9,'having the free 
ends thereof inclined inwardly toward each 
other and which are adapted to engage with 
the undercut or beveled faces of the flanges, 
3, of the bottle mouth to form guides for 
the cover, (3, and to prevent its vertical move 
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ment and consequent separation from the 
disk, 4. 
From the foregoing description taken in 

connection with the accompanying drawings, 
the construction and operation of the inven 
tion will be readily understood without re 
quiring a more extended explanation. 

Various changes in the form, proportion 
and the minor details of construction may 
be resorted to without- departing from the 
principle or sacri?cing any of the advantages 
of this invention as de?ned in the appended 
claims. 

I claim as my invention :— 
1. The combination with a receptacle 

having undercut laterally extending flanges 
at opposite sides of the mouth thereof, of a 
perforated disk disposed over the mouth of 
said receptacle and held against turning, 
and a cap slidable over said disk and having 
oppositely disposed depending flanges with 
the free ends thereof inclined toward each 
other and adapted to engage the flanges of 
the receptacle mouth. 

2. The combination with a receptacle 
having undercut laterally extending ?anges 
at opposite sides of the mouth thereof, of a 
perforated disk disposed over the mouth of 
said receptacle and held against turning and 
a cap slidable over said disk and having 
oppositely disposed depending flanges with 
the free ends thereof inclined toward each 
other and adapted to engage the flanges of 
the receptacle mouth, and means for locking 
said cap and disk against separation and per— 
mitting the cap to slide on the disk a pre 
determined distance to cover and uncover 
the perforations therein. 

A jar closure comprising two perfo 
rated disk-like members adapted to be dis— 
posed one over the other, the upper member 
being slidable on the lower member, said 
lower member having an upwardly extend 
ing projection and the upper member hav 
ing an aperture for engagement with said 
projection, said aperture being larger than 
the projection to limit the sliding movement 
of said upper member. 

l. A jar closure comprising a perforated 
disk having an upstruck portion, and a per 
forated cover disk slidable on said ?rst 
mentioned disk and having an upstruck por 
tion of larger size than that of the ?rst-men 
tioned or lower disk and adapted to ?t there 
over, and depending, inwardly inclined 
?anges at opposite sides of said upper or 
outer disk for engagement with the mouth 
of the receptacle to be closed. 

The combination with a. receptacle of a 
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closure therefor comprising two separable 
perforated disk like members adapted to be 
disposed one over the other, the upper mem 
ber being slidable on the lower member, said 
lower member having an upwardly extend 
ing projection and the upper member having 
an aperture for engagement with said. pro 
jection, said aperture being larger than the 
projection to limit the movement of said 
upper member, and means for guiding said 
upper disk on said receptacle and retaining 
it- in operative position. 

6. The combination with a receptacle of a 
closure therefor comprising two separable 
perforated disk like members adapted to be 
disposed one over the other, the upper mem 
ber being slidable on the lower member, said 
lower member having an upwardly extend 
ing projection and the upper member hav 
ing an aperture for engagement with said 
projection, said aperture being larger than 
the projection to limit the movement of said 
upper member, and means arranged to guide 
said upper disk to permit it to slide back 
and forth on said receptacle and to retain it 
in operative position. 

7. The combination with a receptacle hav 
ing a seat of an irregular shape 'on the 
mouth thereof, a perforated disk-like clo 
sure for said mouth of a- shape to correspond 
with said seat whereby it is held against 
turning when applied, a cover disk slidable 
on said ?rst mentioned disk, cooperating 
elements carried respectively by said disks 
to limit the movement of the sliding cover 
member in opposite directions. 

8. A vessel closure comprising two disk 
like members adapted to be superposed and 
one being slidable back and forth relatively 
to the other, cooperating elements carried 
respectively by said superposed members to 
limit the movement of the sliding member 
in opposite directions, one of said disks hav 
ing perforations arranged eccentrically to 
its stop element and the other disk having 
perforations arranged concentric with its 
stop element to adapt said apertures to reg 
ister when said cover disk is in one of its 
extreme positions and to be out. of register 
when said cover disk is in its other extreme 
position. 
In testimony whereof I have hereunto set 

my hand in presence of two subscribing wit 
nesses. 

ALFRED V. OLDHAM. 

lVitnesses: 
J. B. lVILLmMsoN, 
Cims. H. ALLEN. 
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