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To all, whom, it may concern: 
Be it known that I, JOHN T. GREEN WOOD, 

a citizen of the United States, residing at Phil 
adelphia, county of Philadelphia, and State 

5 of Pennsylvania, have invented a new and 
useful Improvementin Apparatus for Prepar 
ing Warp for Dyeing, of which the following 
is a full, clear, and exact description, refer 
ence being had to the accompanying draw 

Io ings, which form a part of this specification. 
It is known that if vegetable fiber be treated 

or subjected to the action of strong alkali 
(caustic soda) the fiber becomes changed, so 
that it has a greater affinity for the dye, and 

I5 also its structure is changed, so as to make it 
finer in texture. This treatment with alkali, 
however, causes a certain shrinkage of the 
yarn, generally about one-third. This is 
caused by the excess of alkali. Generally 

20 speaking, this is cured by restretching thema 
terial when in a Wet condition and simulta 
neously therewith removing the excess of 
alkali, whereby the material is first brought 
to its original length, and when so stretched 

25 the excess of alkali is removed therefrom, and 
it is maintained in its stretched condition 
until it is set. Subsequently it is treated by 
the dye. 
My invention has for its object the produc 

3c tion of an apparatus whereby the warp or 
yarn after having been subjected to this alkali 
is brought back to its original length and the 
excess of alkali removed and the warp or yarn 
maintained stretched until it is set. - . 

35 Speaking generally, it consists of a tension 
device, a warp-beam, and intermediate there 
to a tank or Washing device, the warp or yarn 
passing around the tension device, through 
the tank or washing device, onto the warp 

4o beam, so that by the movement of the warp 
beam the yarn from a coil is drawn around 
the tension device, through the washing de 
vice, and onto the Warp-beam, and is main 
tained in its passage through the washing 

45 machine under a tension and upon the warp 
beam under tension until it is set. 

In the drawings, Figure 1 is a section on the 
line 11, Fig. 2. Fig. 2 is a section on the line 
22, Fig. 1. w 

5o AA AA are a series of coils of warp. 

B B'B' are a series of tension-rollers, the desired tension being placed upon them by 
means of a strap C and lever C". The warp 
passes from the coil. A through the guides (t, 
around the under side of the roller B°, over 
the guide-roller c, to the tank or washing-ma 
chine D. This Washing-machine consists of 
a tank provided with a series of rods d, run 
ning from side to side of the machine. 
G is a water-inlet pipe connected with a 

suitable source of water-supply and having 
the inlet-cock g, and M is an escape-pipe 
for the water from the tank, so that it passes 
through the tank continuously. 
The yarn from each of the coils passes in a 

staggered manner through the tank, interlac 
ing with the rods d, passing over and under 
alternate rods, the rods being below the Wa 
ter-level in the tank. There is a guide g’ at 
the entrance to the tank for each warp and 
a guide gat the exit for each warp. 
His a cross-head having the guidesh, equal 

in number to the Warp, each Warp passing 
through one of these guides and onto the roll 
ers or spools I. The cross-head His given a 
to-and-fro motion, so as to wind the Warp 
symmetrically upon its corresponding roller 
or spool by the following means: 
K is a worm having a double thread, as 

shown, which worm is rotated from the main 
driving-shaft by means of the gears k c'. L. 
is a nut traveling upon this worm and which 
is connected with the cross-head H, so that 
in the rotation of the worm K the nut L is 
given a to-and-fro motion upon the worm, 
which is transferred to the cross-head H, so 
that the cross-head is given a motion to and 
fro to deliver the yarn symmetrically upon 
the roller or spool. 
As may be seen from this described ma 

chine, the yarn passing from the coil A is 
given a tension upon the tension device com 
posed of the roller BB'B' and is carried, un 
der tension, through the tank or Washing de 
vice, and in its passage therethrough it passes 
through water, Wetting it thoroughly and 
washing out of it the excess of alkali, and is 
then wound upon the roller or spool, on which 
it is held, under tension, by the tension de 
vice until it is thoroughly set, 
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The rollers or spools I, as shown in the 
drawings, are warp-beams; but I do not in 
tend to limit myself to this particular form 
of roller or spool; but it is preferable that the 
Spools or rollers should be flanged to keep 
the yarn from too much lateral play, and 
there should preferably be provided means 
to wind it symmetrically upon the spool or 
roller. 
I have described this machine as used with 

Warp. If yarn were to be treated, the only 
difference would be that in place of single 
threads or coils of threads the hank or skein 
Would be passed over the tension device, 
through the tank, and onto the beam, the 
skeins being preferably linked together to 
form a sufficient length. 

Having now fully described my invention, 
what I claim, and desire to protect by Letters 
Patent, is 

1. In a machine for treating warp or yarn 
after treatment with alkali, in combination, 
a roller or spool, a tension device, a tank pro 
vided with Water between the tension device 
and roller or spool, and suitable guides adapt 
ed to lead the Warp or yarn over the tension 
device, through the tank, and onto the roller 
or spool, the warp or yarn being moved by the 
roller through the tank and wound upon itself 
against the action of the tension device. 

2. In a machine for treating warp or yarn 
after treatment with alkali, in combination, 
a roller Or Spool, a tension device, a washing 
tank between the tension device and the roller 
or spool, rods submerged in said tank, and 
Suitable guides adapted to lead the warp or 
yarn over the tension device, through the 
Washing-tank, and onto the roller or spool, 

said warp or yarn being interlaced with the 
rods, the warp or yarn being moved by the 4o 
roller through the tank and Wound upon itself 
against the action of the tension device. 

3. In a machine for treating warp or yarn. 
after treatment with alkali, in combination, 
a roller or spool, a tank adapted to contain 45 
water through which the warp or yarn is adapt 
ed to pass, said Warp or yarn being adapted 
to be wound on the roller or spool, and a ten 
sion device adapted to maintain the warp or 
yarn under tension while passing through the 5o 
tank and being wound on the roller or spool. 

4. In a machine for treating warp or yarn 
after treatment with alkali, in combination, 
a roller or spool, a tank adapted to contain 
water through which the warp or yarn is adapt- 55. 
ed to pass, Said Warp or yarn being adapted 
to be wound on the roller or spool, and a ten 
sion device adapted constantly to maintain 
the warp or yarn under tension while passing 
through the tank and upon the spool or roller. 

5. In a machine for treating warp or yarn 
after treatment with alkali, in combination, 
a roller, or spool, a tank adapted to contain 
Water, through which the warp or yarn is 
adapted to pass, said Warp or yarn being 65 
adapted to be wound on the roller or spool, 
and a tension device adapted to maintain a 
constant tension upon the warp or yarn while 
passing through the tank and on the roller 
or spool. 

In testimony of which invention I have here 
unto set my hand. 

JOIN. T. GREEN WOOD. 
Witnesses: - 

CAROL II. DESTIONG, 
M. F. ELLIS. 


