A user input comprising a climate control parameter is received. A climate control subsystem that is configured to modify an environment based on the climate control parameter is activated. A payment message that is based on a usage parameter is transmitted to a billing system. The payment message results in a charge being made to an account of the user.
Fig. 2

110 Climate Control Device

220 Climate Control Subsystem

230 Communications Module

240 User Interface Module

250 Maintenance and Monitoring Module
Fig. 5

240 User Interface Module

502 Input Device

504 Display Device
Fig. 7

120 Billing System

710 Communications Module

720 Database
Fig. 9

Remote Monitor 170

Network Interface 910
Figure 10

1010 receive an activation message;

1020 receive a user input comprising a climate control parameter;

1030 activate a climate control subsystem configured to modify an environment based on the climate control parameter;

1040 transmit a payment message to a billing system based on a usage parameter, wherein the payment message results in a charge to an account of the user.
VENDING MODIFIED CLIMATE CONTROL DEVICE

TECHNICAL FIELD

[0001] This invention is directed to systems, methods, and apparatus for controlling the climate in a local area.

BACKGROUND

[0002] Devices that control the climate in an enclosed or open space are an important and necessary part of modern society. In the home and in commercial settings various appliances are used that serve to make an environment more pleasant or comfortable. Traditional appliances that provide climate control include air conditioners, heaters, humidifiers, and similar devices.

[0003] In certain environments, a climate control device may be provided that allows visitors to an area to access the climate control device and to vary the climate in the area.

SUMMARY OF THE INVENTION

[0004] In accordance with embodiments of the invention, a climate control device and a method for operating a climate control device is provided. A user input comprising a climate control parameter is received. A climate control subsystem that is configured to modify an environment based on the climate control parameter is activated. A payment message that is based on a usage parameter is transmitted to a billing system. The payment message results in a charge being made to an account of the user.

[0005] In some embodiments, a request for use of the climate control device is received. An authorization request is transmitted to the billing system in response to receiving the request. In some embodiments, an activation message may be received from the billing system. In some embodiments, the activation message is received via a wireless network. In some embodiments, the climate control parameter is selected from the group consisting of: a temperature, a humidity, an ionization/purification and an aroma identifier. In some embodiments, the user input comprises a plurality of climate control parameters and a duration parameter. In some embodiments, a status message comprising a parameter that indicates a quantity of a consumable substance is transmitted. In some embodiments, the payment message comprises a usage indication. In some embodiments, a lighting system may be modified.

[0006] These and other advantages of the present disclosure will be apparent to those of ordinary skill in the art by reference to the following Detailed Description and the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] FIG. 1 shows a climate control device, a billing system and a user device connected via a LAN and further connected via a network to a remote monitor in accordance with an embodiment;

[0008] FIG. 2 shows functional components of an exemplary climate control device in accordance with an embodiment;

[0009] FIG. 3 shows functional components of a climate control subsystem in accordance with an embodiment;

[0010] FIG. 4 shows functional components of a communications module in accordance with an embodiment;

[0011] FIG. 5 shows functional components of a user interface module in accordance with an embodiment;

[0012] FIG. 6 shows functional components of a maintenance and monitoring module in accordance with an embodiment;

[0013] FIG. 7 shows functional components of a billing system in accordance with an embodiment;

[0014] FIG. 8 shows functional components of a user device in accordance with an embodiment;

[0015] FIG. 9 shows functional components of a remote monitor in accordance with an embodiment;

[0016] FIG. 10 is a flow chart of a method for operating a climate control device in accordance with an embodiment;

[0017] FIG. 11 shows components of an exemplary computer that may be used to implement the invention.

DETAILED DESCRIPTION

[0018] In accordance with an embodiment of the invention, a method for operating a climate control device is provided. A user input comprising a climate control parameter is received. A climate control subsystem that is configured to modify an environment based on the climate control parameter is activated. A payment message that is based on a usage parameter is transmitted to a billing system. The payment message results in a charge being made to an account of the user.

[0019] In some embodiments, a request for use of the climate control device is received. An authorization request is transmitted to the billing system in response to receiving the request. In some embodiments, an activation message may be received from the billing system. In some embodiments, the activation message is received via a wireless network. In some embodiments, the climate control parameter is selected from the group consisting of: a temperature, humidity, an ionization/purification and an aroma identifier. In some embodiments, the user input comprises a plurality of climate control parameters and a duration parameter. In some embodiments, a status message comprising a parameter that indicates a quantity of a consumable substance is transmitted. In some embodiments, the payment message comprises a usage indication. In some embodiments, a lighting system may be modified.

[0020] An embodiment of the climate control device described herein may allow a user to exercise control over a local environment. In certain embodiments, the climate control device may require a fee from a user in order to function. In certain embodiments such a fee may be collected at the climate control device by inputting currency such as bills or coins. In certain embodiments, such a fee may be collected via a credit card, a gift card, or similar payment device. In certain embodiments such a fee may be collected via a billing system that is connected to an internal system of a facility such as, for example, a hotel billing system.

[0021] An embodiment of the climate control device as described herein may function to modify a climate in a local environment. In the foregoing the local environment may be referred to as a room, but it will be understood by one skilled in the art that a climate control device as described herein may control an environment in a variety of different areas such as a room, a particular area within an open space, or a particular area within a larger room. In certain embodiments, a climate control device may be installed in a mobile enclosed space such as an aircraft, an automobile, a railroad car, a boat, a trailer, or similar conveyance. In certain embodiments, the climate control device may control the climate in an enclosed
space such as a hotel room. In some embodiments, a climate control device may be used in a home environment, an office environment or another similar space.

[0022] In performing the function of controlling a local environment, a climate control device as described herein may include one or more climate control subsystems that operate to vary particular aspects of a local environment. In certain embodiments, the subsystems of the climate control device may control aspects of a local environment such as: temperature, aroma, humidity, ionization/purification of the air, ozone level in the room, sound climate and other environmental factors.

[0023] In some embodiments, a climate control device may allow a site manager or local user to remotely monitor the status and functioning of the climate control device. In some embodiments, a climate control device as described herein may be in networked communication via a local area network and/or a wide area network. Network connections to connect to such networks may be, for example, a telephone connection, a wired Internet connection, a wireless connection, or other similar connection methods.

[0024] FIG. 1 shows a communication system 100 that may be used to provide online access to services provided by a climate control device, in accordance with an embodiment. Communication system 100 comprises a wide-area network 105, a LAN (local area network) 102, a user premises 150, a climate control device 110, a billing system 120, a user device 140, and a remote monitor 170.

[0025] In the exemplary embodiment of FIG. 1, wide-area network 105 is the Internet. In other embodiments, wide-area network 105 or LAN 102 may comprise one or more of a number of different types of networks, such as, for example, an intranet, a local network (LAN), a wide network (WAN), a wireless network, a Fiber Channel-based storage network (SAN), or Ethernet. Other networks may be used. Alternatively, wide-area network 105 or LAN 102 may comprise a combination of different types of networks.

[0026] FIG. 2 shows functional components of a climate control device 110 in accordance with an embodiment. Climate control device 110 comprises a communications module 230, a user interface module 240, maintenance and monitoring module 250, and a climate control subsystem 220. Communications module 230 may be a network interface that provides connectivity for climate control device 110 to wide-area network 105 and LAN 102. User interface module 240 provides functionality that allows a user of climate control device 110 to interact with the climate control device. For example, user interface module 240 may provide a display and buttons that allow a user to input data to climate control device 110 and to receive data from climate control device 110. Maintenance and monitoring module 250 provides monitoring of aspects of climate control device 110. Maintenance and monitoring module 250 may provide logging and issue detection functionality that can be used to determine the previous and current state of the functioning of climate control device 110 and its subsystems. Issue detection functionality may be, for example, an alarm system that provides an alert and, in certain embodiments, a response to particular condition of climate control device 110 or its components. Climate control subsystem 220 provides an interface that may accept various modules that may function to control a local environment.

[0027] In an embodiment, climate control subsystem 220 may accept various modules that may be connected into climate control device 110. Climate control subsystem 220 includes a physical connection for one or more modules and an interface that allows such modules to communicate with components of climate control subsystem 110. In an embodiment, examples of modules that may connect with climate control subsystem 220 include a fan module that can move air in the environment of climate control device 110, a humidifier/dehumidifier module that can change the humidity in the environment of climate control device 110, an ionizer module that can ionize the air in the environment of climate control device 110 and other modules that may be used to change an environment in an area.

[0028] FIG. 3 shows functional components of a climate control subsystem 220 in accordance with an embodiment. Climate control subsystem 220 comprises a module interface 310 and a variety of different climate control modules. Examples of climate control modules may include: a temperature module 330, an aroma module 332, an ionization/purification module 334, a sound climate module 336, and a humidifier/dehumidifier module 338. In an embodiment each module may include one or more sensors that may detect device conditions and environment factors related to climate control device 110. In certain embodiments, each module connected with climate control subsystem 220 may change its output in response to changes detected by sensors related to climate control device 110.

[0029] In certain embodiments climate control subsystem 220 may be connected to one or more sources of consumable materials. For example, climate control subsystem 220 may include or may be connected to a water source or to a reservoir of water for use with humidifier/dehumidifier module 338. Climate control subsystem 220 may include or be connected to a source of consumables such as a source of perfumed material for use with aroma module 332.

[0030] In an embodiment, temperature module 330 may comprise a heating element and a fan to drive warm air from the heating element into the area in the vicinity of climate control device 110. In an embodiment temperature module 330 may comprise a cooling element such as a heat pump or an air conditioning unit. In an embodiment heating element module 330 may comprise other devices that may impact a temperature in an area in the vicinity of climate control device 110. In an embodiment, temperature module 330 may comprise a system that monitors a current status of a consumable, for example a refrigeration fluid that may be consumed during operation of temperature module 330.

[0031] In an embodiment, aroma module 332 may include an aroma producing system and an air moving system to drive the produced aroma into the vicinity of climate control device 110. For example, in certain embodiments, aroma module 332 may include a perfume container that may be unsealed when aroma module 332 receives an activation signal or is otherwise triggered into operation. In certain embodiments, aroma module 332 may include a heating element that heats a perfume container in order to cause the perfume container to release one or more aromas. In an embodiment aroma module 332 may enter "no aroma" mode. In "no aroma" mode, aroma module 332 may take in air from the vicinity of climate control device 110 and process it through a de-odorizer unit in order to remove aroma from air in the vicinity of climate control device 110.
In an embodiment, ionization/purification module 334 may include an ionizer and/or an air purifier device. Air purifier devices and air ionizer devices may be included as part of climate control module 220 at the time of installation or may be added after installation of climate control device 110.

In an embodiment, sound climate module 336 may include an audio speaker. In an embodiment sound climate module 336 may include audio recordings. In certain embodiments, sound climate module 336 may include audio records such as electronic sound files or compact disks that may be selected by a user to generate certain sounds to be heard in the environment or area of climate control device 110. In an embodiment, sound climate module 336 may generate white noise to be heard in the area of climate control module 110.

In an embodiment, humidifier/dehumidifier module 338 may include a system to add or remove humidity to the air in the area of climate control device 110. In an embodiment humidifier/dehumidifier module 338 may also include a device to increase or to decrease the amount of ionization and/or purification in the air in the vicinity of climate control device 110.

Climate control subsystem 220 may include a combination module 340. A combination module 340 may interface with a plurality of modules within climate control subsystem 220 in order to provide simultaneous and/or concerted functionality. In an embodiment, combination module 340 may receive one or more climate control parameters or a climate control program. In response to the one or more climate control parameters or a climate control program, combination module 340 may cause one or more modules of climate control system 220 to function consecutively or in parallel. For example, in an embodiment, a combination module 340 may communicate with a temperature module to maintain a particular temperature for a period of time such as one hour.

FIG. 4 shows functional components of a communications module 230 in accordance with an embodiment. Communications module 230 may comprise a local interface 402 and a network interface 404. Communications module 230 may receive and transmit information via network interface 404 through LAN 102 and wide-area network 105. Communications module 230 may also receive and transmit data via local interface 402 and from user interface module 240. Communications module 230 may also receive and transmit data to and from other components of climate control device 110. In an embodiment communications module 230 may comprise a web server that allows a user to communicate with climate control device 110 via a web page that may be accessed from a computer, a handheld device, a phone or other similar devices.

FIG. 5 shows functional components of a user interface module 240 in accordance with an embodiment. User interface module 240 includes an input device 502 and a display device 504. In an embodiment, user interface module 240 may receive and transmit data via communications module 230. For example, in an embodiment, a user of a climate control device 110 may access communications module 230 via a web page that displays information about climate control device 110 and allows a user to input data to climate control device 110. User interface module 240 may include an interface to accept coins or bills via input device 502. User interface module 240 may include an interface to receive payment via a credit card or similar device via input device 502. User interface module 240 may present information related to the status of climate control device 110 via display device 504.

FIG. 6 shows functional components of maintenance and monitoring module 250 in accordance with an embodiment. Maintenance and monitoring module 250 may comprises a device order database subsystem 610, a troubleshooting diagnostics subsystem 611, a performance subsystem 612, a data management and reporting subsystem 613, a user interface subsystem 614, a networking subsystem 615, a fan performance subsystem 616, an electronic operating logs subsystem 617, a monitoring subsystem 618, and a climate control subsystem 619. For example, in an embodiment, maintenance and monitoring module 250 may interface with all or some of the above listed subsystems. In an embodiment certain modules included in FIG. 6 may or may not be included in maintenance and monitoring module 250. In certain embodiments additional subsystems may be included in addition to those indicated in FIG. 6.

In certain embodiments device order database subsystem 610 may be included in maintenance and monitoring module 250. Device order database subsystem 610 records information relating to the status of climate control device 110. Information recorded in device order database subsystem 610 may include, for example, quantity of current billing changes, history of billing charges, climate control parameters currently in use, climate control parameters that have been used in the past, state information regarding climate control device 110, history information regarding climate control device 110, and other information relevant to the functioning of climate control device 110.

Troubleshooting diagnostics subsystem 611 performs certain functions that can be used to evaluate the functionality of climate control device 110. Troubleshooting diagnostics subsystem 611 may transmit information to device order database subsystem 610, monitoring subsystem 618, and other subsystems of maintenance and monitoring module 250 depending on the status of climate control device 110. Inputs to climate control device 110, and information detected by sensors associated with climate control device 110.

In certain embodiments performance subsystem 612 may be included in maintenance and monitoring module 250. Performance subsystem 612 may transmit information to device order database subsystem 610, monitoring subsystem 618, remote monitor 170, and other subsystems depending on the status of climate control device 110.

In certain embodiments data management and reporting subsystem 613 may be included in maintenance and monitoring module 250. Data management and reporting subsystem 613 performs certain functions that can be used to process the data received by the sensors and generated by different components of climate control device 110. Data management and reporting subsystem 613 may transmit information to device order database subsystem 610, monitoring subsystem 618, and other subsystems depending on the status of climate control device 110.

In certain embodiments user interface subsystem 614 may be included in maintenance and monitoring module
User interface subsystem 614 communicates with user interface module 240 of climate control device 110. User interface subsystem 614 may communicate messages to and from user device 140 and remote monitor 170 to allow messages to be received and transmitted from maintenance and monitoring module 250.

In certain embodiments networking subsystem 615 may be included in maintenance and monitoring module 250. Networking subsystem 615 is connected to communications module 230. Networking subsystem 615 allows networked access via wide-area network 105 and LAN 102 to and from maintenance and monitoring module 250. In certain embodiments, networking subsystem 615 may allow networked access to maintenance and monitoring module 250 when other communications subsystems of climate control device 110 are malfunctioning.

In certain embodiments fan performance subsystem 616 may be included in maintenance and monitoring module 250. Fan performance subsystem 616 communicates with climate control subsystem 220 to record information of a fan or a plurality of fans that may be included in climate control subsystem 220.

In certain embodiments electronic operating logs subsystem 617 may be included in maintenance and monitoring module 250. Electronic operating logs subsystem 617 communicates with various electronic components within climate control device 110. Electronic operating logs subsystem 617 may log information relating to status of climate control device 110. Information logged by electronic operating logs subsystem 617 may be communicated to other subsystems and modules of climate control device 110 or to external devices.

In certain embodiments monitoring subsystem 618 may be included in maintenance and monitoring module 250. Monitoring subsystem 618 may record information from sensors included in climate control device 110. Information received by monitoring subsystem 618 may be communicated with other subsystems of monitoring and monitoring module 250 or external modules.

In certain embodiments climate control subsystem 619 may be included in maintenance and monitoring module 250. Climate control subsystem 619 may provide an interface between maintenance and monitoring module 250 and climate control subsystem 220.

FIG. 7 shows functional components of a billing system 120 in accordance with an embodiment. Billing system 120 comprises a communications module 710 and a database 720. In an embodiment, billing system 120 receives and transmits data to user interface module 240 of climate control device 110. Billing system 120 also may receive and transmit data to communications module 230 of climate control device 110. In an exemplary embodiment billing system 120 receives information related to usage of climate control device 110. In an exemplary embodiment billing system 120 receives information related to payments made for usage of climate control device 110 via communications module 710 and records such information in database 720. It should be noted that although FIG. 7 shows billing system 120 located within user premises 150, in certain embodiments billing system 120 may be at a location remote from user premises 150. For example, in certain embodiments billing system 120 may communicate with climate control device 110 via wide-area network 105.

FIG. 8 shows functional components of a user device 160 in accordance with an embodiment. User device 160 comprises a web browser 810 and a display 820. Web browser 810 may be a conventional web browser used to access World Wide Web sites via the Internet, for example. Display 820 displays text, graphics, Web pages, and other information to a user. For example, a set of climate control parameters that a user may select for input to climate control device 110 may be displayed on display 820. User device 160 may be any device that enables a user to communicate via wide-area network 105 or LAN 102. User device 160 may be connected to wide-area network 105 or LAN 102 through a direct (wired) link, or wirelessly. User device 160 may have a display screen for displaying information. For example, user device 160 may be a personal computer, a laptop computer, a workstation, a mainframe computer, etc. Alternatively, user device 160 may be a mobile communication device such as a wireless phone, a personal digital assistant, etc. Other devices may be used.

FIG. 9 shows functional components of a remote monitor 170 in accordance with an embodiment. In an embodiment, remote monitor 170 may be any device that enables a user to communicate via wide-area network 105. Remote device 170 comprises a network interface 910 for connecting to wide-area network 105. Remote monitor 170 may be connected to wide-area network 105 through a direct (wired) link via network interface 910, or wirelessly via network interface 910. In an exemplary embodiment remote monitor 170 may communicate with one or more climate control devices at various locations in order to transmit information to one or more climate control devices and/or to receive data from one or more climate control devices. Remote monitor 170 may transmit software updates or other information to climate control device 110 via network interface 910. Remote monitor 170 may receive information regarding performance and functionality from climate control device 110.

FIG. 10 is a flow chart of a method for controlling an environment in an area in accordance with an embodiment.

At optional step 1010, an activation message is received. Optional step 1010 may be included in certain embodiments of the present disclosure. In an illustrative embodiment, an activation message is received at climate control device 110. In certain embodiments, the activation message is received via user interface module 240. For example, a user may slide a credit card into a slot on user interface module 240 in certain embodiments, the activation message is received via communication module 230. For example, an activation message may be sent from billing system 120 to climate control device 110 in response to a phone call from a user to a front desk authorizing payment for use of climate control device 110. In certain embodiments the activation message may be received as a result of a payment being made via user interface 240. In certain embodiments the activation message may be received as a result of an authorization being made via billing system 120.

In certain embodiments, in response to receiving an activation message, climate control device 110 may provide a prompt via user interface module 240 to alert a user that climate control device 110 is ready to receive climate control parameters. In certain embodiments, in response to receiving the activation message, climate control device 110 may transmit a signal via LAN 102 or wide-area network 105 that climate control device 110 is ready to receive climate control parameters.
parameters. In response to the signal climate control device 110 may receive climate control parameters from an external device such as user device 140, billing system 120, or remote monitor 170. For example, the user may access climate control device 110 over LAN 102 by opening a web page that provides access to climate control device 110 via communications module 230.

[0055] At step 1020, a user input comprising a climate control parameter is received. In the illustrative embodiment, a user input comprising a climate control parameter is received at climate control device 110. In certain embodiments, the user input is received via user interface 240.

[0056] In certain embodiments the user input may comprise a plurality of climate control parameters that may be used to trigger several of the modules of climate control subsystem 220 either simultaneously or in succession or in combination. In certain embodiments the climate control parameters may comprise a plurality of times, durations, set values for climate control parameters and range values for climate control parameters. Such a set of climate control parameters may constitute a climate control program. A climate control program comprises a set of parameters for input to climate control device 110. The parameters of an exemplary climate control program may specify one or more climate control parameters that vary within a specified range of a set value over a specified time period.

[0057] In an embodiment, climate control device 110 will process the climate control program so that sensors within climate control device 110 may monitor for changes in the environment of climate control device 110 in order to detect if a particular parameter from a specified set of climate control parameters is within a range specified by the climate control program. Table 1 illustrates a set of climate control parameters as may be used in an exemplary embodiment of climate control device 110.

<table>
<thead>
<tr>
<th>Climate Aspect</th>
<th>Climate Set Value</th>
<th>Climate Value Range</th>
<th>Start Time (24-Hour Clock)</th>
<th>Duration (Hours)</th>
<th>Additional Parameter</th>
</tr>
</thead>
<tbody>
<tr>
<td>Temperature</td>
<td>65 degrees</td>
<td>++2</td>
<td>22:00</td>
<td>8</td>
<td></td>
</tr>
<tr>
<td>Light Sound</td>
<td>Dim</td>
<td>degree</td>
<td>22:00</td>
<td>8</td>
<td></td>
</tr>
<tr>
<td>Liara</td>
<td>Strong</td>
<td>Strong</td>
<td>23:00</td>
<td>7</td>
<td>Whale Sound</td>
</tr>
<tr>
<td>Sandlewood</td>
<td>Medium</td>
<td>Medium</td>
<td>6:00</td>
<td>3</td>
<td></td>
</tr>
<tr>
<td>Light Ionizer</td>
<td>No Light</td>
<td>Zero Light</td>
<td>6:00</td>
<td>3</td>
<td>Jazz 1</td>
</tr>
<tr>
<td>Light Bright</td>
<td>Full</td>
<td>Full</td>
<td>9:00</td>
<td>15</td>
<td></td>
</tr>
<tr>
<td>Light Bright</td>
<td>Bright</td>
<td></td>
<td>9:00</td>
<td>15</td>
<td></td>
</tr>
<tr>
<td>Temperature</td>
<td>75 degrees</td>
<td>+2</td>
<td>9:00</td>
<td>15</td>
<td></td>
</tr>
</tbody>
</table>

[0058] In an embodiment, a facility in which a climate control device is installed may have one or more predefined climate control programs available to users that are suitable for operating climate control device 110 with a particular set of climate control modules connected to climate control subsystem 220. For example, a climate control program that controls an environment to provide relief from the effects of jetlag or seasonal affective disorder or other illness may be developed and provided to a user as an option via user interface module 240. In an embodiment, a climate control program may be provided to assist a user in establishing, maintaining or relieving or altering a particular state of a user such as tired, depressed, and cheerful or another mood may be provided.

[0059] At step 1030, climate control subsystem 220 that is configured to modify an environment based on the climate control parameter is activated. In an embodiment where the user input comprises a plurality of climate control parameters various modules of climate control subsystem 220 are activated. In an embodiment where the user input comprises a climate control program, module interface 310 of climate control subsystem 220 may process the program in order to determine the order of operation of the modules of climate control module 220. Module interface 310 can interact with sensors to determine whether a response of one of the modules of climate control module 220 should vary its response in order to maintain a particular climate control parameter within a specified range.

[0060] At step 1040, a payment message is transmitted to billing system 120 based on a usage parameter, where the payment message results in a charge to an account of the user. In an embodiment the payment message results in a charge being made to an account of a user of climate control device 110. In an embodiment of climate control device 110, to which a user wishes to input coins or bills via user interface module 240, the transmission of the payment message may result in a charge to a user being determined and an amount of change being returned to the user. When a payment message is received information relating to the climate control parameters and the payment message may be recorded by maintenance and monitoring module 250 and billing system 120.

[0061] In certain embodiments, the billing message transmits the activation message to climate control device 110. After the usage of climate control device 110 has been completed, climate control device 110 may transmit a payment message to billing system 120. In certain embodiments, the payment message may comprise data regarding the type of usage, amount of usage and duration of usage of climate control device 110. In certain embodiments a user makes a request to use climate control device 110, the request may be made via an external device such as a web browser, via user interface module 240, via remote monitor 170 or via another device which communicates with climate control device 110.

[0062] In certain embodiments, climate control device 110 may communicate a status message that comprises information relating to a status of climate control device 110. The status message may, for example be generated by maintenance and monitoring module 250 based on information stored in electronic operating logs stored in any other subsystem of maintenance and monitoring module 250. In an embodiment the status message may comprise information relating to a quantity of a consumable, for example a number of quarts of water, an amount of perfumed material, a state (e.g., clean or dirty) of air cleaning filter, or other consumables. In certain embodiments the status message may comprise a warning that a quantity of a consumable is too high or too low.

[0063] In an embodiment climate control device 110 may comprise an interface that allows it to access, control and interoperable with an external device that may be used to alter or control an environment in which a climate control device 110 operates. For example, in an embodiment, climate control device 110 may connect with a device in an area such as a window shade control. A window shade control may be, for
example a device that changes a tint in a window in order to vary the amount of light that enters an area. A window shade control may also be a device that controls whether a window shade is up or down or a set of blinds on a window are open or closed. Other examples of external devices that may transmit to and receive commands and information from climate control device 110 include, for example, a heating unit, a stereo system, an alarm clock, a television, or other components that may be associated with an area. In an embodiment, climate control device 110 may cause external devices to which it is connected to act according to a climate control program that has been received into climate control device 110.

In an exemplary usage scenario in accordance with this disclosure, suppose a user stays at a hotel room that utilizes climate control device 110. Upon checking in to the hotel the user specifies that expenses related to the use of climate control device 110 in his hotel room be charged to his hotel bill on a per night stay basis. Once climate control device 110 receives an activation message, the user accesses user interface module 240 via a web page that connects to climate control device via LAN 102. Via the web page the user specifies a set of climate control parameters for his room. When climate control device 110 receives the climate control parameters, they are stored by maintenance and monitoring module 250 and transmitted to the billing system 120 and remote monitor 170.

Climate control subsystem 220 processes the received climate control parameters and causes the climate control device 110 to begin controlling the environment. For example, supposing that the received climate control parameters are a particular humidity and a particular temperature, the appropriate modules of climate control subsystem are triggered to begin functioning. At the time that the climate control device begins controlling the environment, the climate control device 110 activates sensors to determine whether the environment conditions at the time of activation meet the requested climate control parameter specified conditions. In typical operation the environment in the area of climate control device 110 may not satisfy the conditions specified by the climate control parameters. Under those conditions, the sensors of the climate control device determine the difference between the environment as sensed and conditions specified by the climate control parameters. Based on that determined difference, the modules of the climate control device 110 operate to alter the environment to meet the conditions specified. Thereafter, the climate control device 110 periodically detects the environment to determine whether conditions have changed, and/or if the response of the modules of the climate control subsystem 220 should be altered.

Supposing that the climate control parameters specified in an input climate control program have been met, climate control device 110 deactivates. In response to the deactivation, state information may be recorded and transmitted to billing system 120 and remote monitor 170. Climate control device 110 may also calculate a usage fee associated with the use of climate control device 110, and transmit that information to the user interface and/or to billing system 120.

Systems, apparatus, and methods described herein may be implemented using computers operating in a client-server relationship. Typically, in such a system, the client computers are located remotely from the server computer and interact via a network. The client-server relationship may be defined and controlled by computer programs running on the respective client and server computers.

Systems, apparatus, and methods described herein may be used within a network-based cloud computing system. In such a network-based cloud computing system, a server or another processor that is connected to a network communicates with one or more client computers via a network. A client computer may communicate with the server via a network browser application residing and operating on the client computer, for example. A client computer may store data on the server and access the data via the network. A client computer may transmit requests for data, or requests for online services, to the server via the network. The server may perform requested services and provide data to the client computer(s). The server may also transmit data adapted to cause a client computer to perform a specified function, e.g., to perform a calculation, to display specified data on a screen, etc. For example, the server may transmit a request adapted to cause a client computer to perform one or more of the method steps described herein, including one or more of the steps of FIG. 10. Certain steps of the methods described herein, including one or more of the steps of FIG. 10, may be performed by a server or by another processor in a network-based cloud-computing system. Certain steps of the methods described herein, including one or more of the steps of FIG. 10, may be performed by a client computer in a network-based cloud computing system. The steps of the methods described herein, including one or more of the steps of FIG. 10, may be performed by a server and/or by a client computer in a network-based cloud computing system, in any combination.

Systems, apparatus, and methods described herein may be implemented using a computer program product tangibly embodied in an information carrier, e.g., in a non-transitory machine-readable storage device, for execution by a programmable processor; and the method steps described herein, including one or more of the steps of FIG. 10, may be implemented using one or more computer programs that are executable by such a processor. A computer program is a set of computer program instructions that can be used, directly or indirectly, in a computer to perform a certain activity or bring about a certain result. A computer program can be written in any form of programming language, including compiled or interpreted languages, and it can be deployed in any form, including as a stand-alone program or as a module, component, subroutine, or other unit suitable for use in a computing environment.

A high-level block diagram of an exemplary computer that may be used to implement systems, apparatus and methods described herein is illustrated in FIG. 11. Computer 1100 comprises a processor 1101 operatively coupled to a data storage device 1102 and a memory 1103. Processor 1101 controls the overall operation of computer 1100 by executing computer program instructions that define such operations. The computer program instructions may be stored in data storage device 1102, or other computer readable medium, and
loaded into memory 1103 when execution of the computer program instructions is desired. Thus, the method steps of FIG. 10 can be defined by the computer program instructions stored in memory 1103 and/or data storage device 1102 and controlled by the processor 1101 executing the computer program instructions. For example, the computer program instructions can be implemented as computer executable code programmed by one skilled in the art to perform an algorithm defined by the method steps of FIG. 10. Accordingly, by executing the computer program instructions, the processor 1101 executes an algorithm defined by the method steps of FIG. 10. Computer 1100 also includes one or more network interfaces 1104 for communicating with other devices via a network. Computer 1100 also includes one or more input/output devices 1105 that enable tester interaction with computer 1100 (e.g., display, keyboard, mouse, speakers, buttons, etc.).

[0072] Processor 1101 may include both general and special purpose microprocessors, and may be the sole processor or one of multiple processors of computer 1100. Processor 1101 may comprise one or more central processing units (CPUs), for example. Processor 1101, data storage device 1102, and/or memory 1103 may include, be supplemented by, or be incorporated in, one or more application-specific integrated circuits (ASICs) and/or one or more field programmable gate arrays (FPGAs).

[0073] Data storage device 1102 and memory 1103 each comprise a tangible non-transitory computer readable storage medium. Data storage device 1102, and memory 1103, may include high-speed random access memory, such as dynamic random access memory (DRAM), static random access memory (SRAM), double data rate synchronous dynamic random access memory (DDR RAM), or other random access solid state memory devices, and may include non-volatile memory, such as one or more magnetic disk storage devices such as internal hard disks and removable disks, magneto-optical disk storage devices, optical disk storage devices, flash memory devices, semiconductor memory devices, such as erasable programmable read-only memory (EPROM), electrically erasable programmable read-only memory (EEPROM), compact disc read-only memory (CD-ROM), digital versatile disc read-only memory (DVD-ROM) disks, or other recordable optical, magnetic, or solid state storage devices.

[0074] Input/output devices 1105 may include peripherals, such as a printer, scanner, display screen, etc. For example, input/output devices 1105 may include a display device such as a cathode ray tube (CRT) or liquid crystal display (LCD) monitor for displaying information to the user, a keyboard, and a pointing device such as a mouse or a trackball by which the user can provide input to computer 1100.

[0075] Any or all of the systems and apparatus discussed herein, including climate control device 110, billing system 120, user device 140, remote monitor 170 and components thereof, including input device 502, display device 504, climate control module 220, communications module 230, and maintenance and monitoring module 250, may be implemented using a computer such as computer 1100.

[0076] One skilled in the art will recognize that an implementation of an actual computer or computer system may have other structures and may contain other components as well, and that FIG. 11 is a high level representation of some of the components of such a computer for illustrative purposes.

[0077] The foregoing Detailed Description is to be understood as being in every respect illustrative and exemplary, but not restrictive, and the scope of the invention disclosed herein is not to be determined from the Detailed Description, but rather from the claims as interpreted according to the full breadth permitted by the patent laws. It is to be understood that the embodiments shown and described herein are only illustrative of the principles of the present invention and that various modifications may be implemented by those skilled in the art without departing from the scope and spirit of the invention. Those skilled in the art could implement various other feature combinations without departing from the scope and spirit of the invention.

1-27. (canceled)

28. A method for modifying an environment, the method comprising:

receiving user input identifying a climate control program comprising a plurality of parameters, each of the plurality of parameters associated with a respective one of a plurality of times, a plurality of durations, and a plurality of set values;

sensing a condition of the environment;
determining a difference between the condition of the environment and a respective one of the plurality of parameters; and

operating a climate control subsystem to modify the environment based on the difference.

29. The method of claim 28, further comprising:

receiving a request for use of a climate control device;
transmitting an authorization request to a billing system in response to the request;
receiving an activation message from the billing system in response to the authorization request.

30. The method of claim 29, further comprising:

transmitting a payment message to the billing system, the message based on a usage parameter indicating operation of the climate control subsystem.

31. The method of claim 29, further comprising:

transmitting a payment message to the billing system, the message based on a plurality of usage parameters indicating operation of a plurality of climate control subsystems comprising the climate control subsystem.

32. The method of claim 28, wherein the condition of the environment is sensed by a respective climate control subsystem associated with the condition.

33. The method of claim 30, further comprising:

comparing the condition of the environment to the respective one of the plurality of parameters;

reactivating the climate control subsystem in response to determining that the condition of the environment is substantially equal to the respective one of the plurality of parameters.

34. The method of claim 33, wherein the payment message is transmitted in response to the reactivating.

35. An apparatus for modifying an environment, the apparatus comprising:
a processor; and

a memory to store computer program instructions, the computer program instructions when executed on a processor, cause the processor to perform operations comprising:

receiving user input identifying a climate control program comprising a plurality of parameters, each of the plurality of parameters associated with a respective one of a plurality of times, a plurality of durations, and a plurality of set values;
sensing a condition of the environment;
determining a difference between the condition of the
environment and a respective one of the plurality of
parameters; and
operating a climate control subsystem to modify the
environment based on the difference.
36. The apparatus of claim 35, the operations further comprising:
   receiving a request for use of a climate control device;
   transmitting an authorization request to a billing system in
   response to the request;
   receiving an activation message from the billing system in
   response to the authorization request.
37. The apparatus of claim 36, the operations further comprising:
   transmitting a payment message to the billing system, the
   message based on a usage parameter indicating operation
   of the climate control subsystem.
38. The apparatus of claim 36, the operations further comprising:
   transmitting a payment message to the billing system, the
   message based on a plurality of usage parameters indicating operation of a plurality of climate control sub-
   systems comprising the climate control subsystem.
39. The apparatus of claim 35, wherein the condition of the
   environment is sensed by a respective climate control sub-
   system associated with the condition.
40. The apparatus of claim 37, the operations further comprising:
   comparing the condition of the environment to the respective one of the plurality of parameters;
   deactivating the climate control subsystem in response to
determining that the condition of the environment is substantially equal to the respective one of the plurality
   of parameters.
41. The apparatus of claim 40, wherein the payment
   message is transmitted in response to the deactivating.
42. A computer readable medium storing computer pro-
   gram instructions for modifying an environment, which,
when executed on the processor cause the processor to per-
form operations comprising:
   receiving user input identifying a climate control program
   comprising a plurality of parameters, each of the plurality
   of parameters associated with a respective one of a plurality of times, a plurality of durations, and a plurality
   of set values;
   sensing a condition of the environment;
   determining a difference between the condition of the envi-
   ronment and a respective one of the plurality of parameters;
   and
   operating a climate control subsystem to modify the envi-
   ronment based on the difference.
43. The computer readable medium of claim 42, the opera-
   tions further comprising:
   receiving a request for use of a climate control device;
   transmitting an authorization request to a billing system in
   response to the request;
   receiving an activation message from the billing system in
   response to the authorization request.
44. The computer readable medium of claim 43, the opera-
   tions further comprising:
   transmitting a payment message to the billing system, the
   message based on a usage parameter indicating operation of the climate control subsystem.
45. The computer readable medium of claim 43, the opera-
   tions further comprising:
   transmitting a payment message to the billing system, the
   message based on a plurality of usage parameters indicating operation of a plurality of climate control sub-
   systems comprising the climate control subsystem.
46. The computer readable medium of claim 42, wherein
   the condition of the environment is sensed by a respective climate control subsystem associated with the condition.
47. The computer readable medium of claim 44, the opera-
   tions further comprising:
   comparing the condition of the environment to the respec-
   tive one of the plurality of parameters;
   deactivating the climate control subsystem in response to
determining that the condition of the environment is substantially equal to the respective one of the plurality
   of parameters.
* * * * *